


Hedlund FH, Nichols J 2018 Dangers of using CO₂ to quench wood pellet silo fires [Internet] [cited 2018 Feb 12]


Hedlund FH 2018 Do Not Release Carbon Dioxide If Flammable Vapors Are Present – Static Electricity May Lead To Explosion [Internet] [cited 2018 Apr 06]


Larsen TJ, Larsen GC, Pedersen MM, Enevoldsen K, Madsen HA. 2017. Validation of the dynamic wake meander model with focus on tower loads: Paper. [Sound/Visual production (digital)]. Wake Conference 2017, Visby, Sweden, 30/05/2017

Christiansen LE, True H. 2017. Warum ist es so schwierig, die lateralen Gleisschäden durch Messungen der Fahrzeugdynamik zu bestimmen. ZEV rail. 133-139.

True H, Christiansen LE. 2017. Why is it so difficult to determine the lateral position of the rails by a measurement of the motion of an axle on a moving vehicle? In Proceedings of First International Conference on Rail Transportation 2017.


Hedlund FH, Selig RS, Kragh EK. 2016. Large Steel Tank Fails and Rockets to Height of 30 meters - Rupture Disc Installed Incorrectly. Safety and Health at Work. 7(2):130-137. Available from: 10.1016/j.shaw.2015.11.004


Sørensen MP, Pedersen NF, Ögren M. 2016. The dynamics of magnetic vortices in type II superconductors with pinning sites studied by the time dependent Ginzburg–Landau model. Physica C: Superconductivity and its Applications. 533:40–43. Available from: 10.1016/j.physc.2016.08.001


Giebel G, Göçmen Bozkurt T, Sørensen PE, Réthoré P-E, Poulsen NK, Mirzaei M, Skjelmose MR, Kristoffersen JR. 2015. Experimental verification of a real-time power curve for down-regulated offshore wind power plants. Poster session presented at EWEA Offshore 2015 Conference, Copenhagen, Denmark.


Bergami L, Gaunaa M, Poulsen NK, Buhl T 2013. Adaptive Trailing Edge Flaps for Active Load Alleviation in a Smart Rotor Configuration. DTU Wind Energy. 308 p. (DTU Wind Energy PhD; No. 0020(EN)).


