Collimated Magnetron Sputter Deposition for Mirror Coatings

At the Danish National Space Center (DNSC), a planar magnetron sputtering chamber has been established as a research and production coating facility for curved X-ray mirrors for hard X-ray optics for astronomical X-ray telescopes. In the following, we present experimental evidence that a collimation of the sputtered particles is an efficient way to suppress the interfacial roughness of the produced multilayer. We present two different types of collimation optimized for the production of low roughness curved mirrors and flat mirrors, respectively.

General information
- State: Published
- Organisations: Astrophysics, National Space Institute
- Contributors: Vickery, A., Cooper-Jensen, C. P., Christensen, F. E., Steenstrup, M., Schønfeldt, T.
- Pages: 9
- Publication date: 2008
- Peer-reviewed: Yes

Publication information
- Journal: X-Ray Optics and Instrumentation
- ISSN (Print): 1687-7632
- Ratings:
  - BFI (2017): BFI-level 1
  - BFI (2016): BFI-level 1
  - BFI (2015): BFI-level 1
  - BFI (2014): BFI-level 1
  - Scopus rating (2014): SJR 0.558 SNIP 4.803
  - BFI (2013): BFI-level 1
  - Scopus rating (2013): SJR 0.565 SNIP 1.296
  - ISI indexed (2013): ISI indexed no
  - BFI (2012): BFI-level 1
  - Scopus rating (2012): SJR 0.258 SNIP 2.204
  - ISI indexed (2012): ISI indexed no
  - BFI (2011): BFI-level 1
  - Scopus rating (2011): SJR 0.274 SNIP 1.158
  - ISI indexed (2011): ISI indexed no
  - BFI (2010): BFI-level 1
  - BFI (2009): BFI-level 1
  - BFI (2008): BFI-level 1
- Original language: English
- DOIs: 10.1155/2008/792540
- Source: orbit
- Source-ID: 233901

Research output: Research - peer-review > Journal article – Annual report year: 2008