Design guidelines for integrated aeroelastic control of wind turbines - Task-12 report - DTU

Design guidelines for integrated aeroelastic control of wind turbines - Task-12 report
The presented design guidelines for active aeroelastic control of PRVS wind turbines are derived by the partners of the project - Aeroelastic Stability and Control of Large Wind Turbines’ (STABCON) partially funded by the European Commission (EC) under the contract NNK5-CT2002-00627. The objective of the active aeroelastic control is to investigate load alleviation potential, robustness and contradicting objectives for different controller concepts. It is important to note that the conclusions and recommendations of the presented guidelines are derived partly on the experience obtained in the Work Package 5 and 6 of the STABCON project, and partly from the large amount of common knowledge and understanding on aeroelastic control that the partners have obtained in other previous projects. The partners gratefully acknowledge the support by the EC, which is vital for the continuation of this successful long term research cooperation.

General information
State: Published
Organisations: Aeroelastic Design, Wind Energy Division, Risø National Laboratory for Sustainable Energy, Centre for Renewable Energy Sources, National Technical University of Athens, ECN, Technical University of Denmark
Number of pages: 32
Publication date: 2007

Publication information
Place of publication: Roskilde, Denmark
Publisher: Risø National Laboratory
ISBN (Print): 87-550-3550-7
Original language: English
(Keywords: Risø-R-1577, Risø-R-1577(EN))
Electronic versions:
ris_r_1577.pdf
Source: orbit
Source-ID: 216457
Research output: Research › Report – Annual report year: 2007