Pt-based catalysts for diesel exhaust oxidation: support effect and bimetallic elements

Silva, Hugo José Lopes; Mazantti, Nicola; Spiga, Cristiano; Chorkendorff, Ib; Chakraborty, Debasish

Published in:
Book of Abstracts. DTU's Sustain Conference 2015

Publication date:
2015

Document Version
Publisher's PDF, also known as Version of record

Link back to DTU Orbit

Citation (APA):

General rights
Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright owners and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights.

- Users may download and print one copy of any publication from the public portal for the purpose of private study or research.
- You may not further distribute the material or use it for any profit-making activity or commercial gain
- You may freely distribute the URL identifying the publication in the public portal

If you believe that this document breaches copyright please contact us providing details, and we will remove access to the work immediately and investigate your claim.
Pt-based catalysts for diesel exhaust oxidation: support effect and bimetallic elements

Hugo Silva¹, Nicola Mazantti¹, Cristiano Spiga², Ib Chorkendorff¹, Debasish Chakraborty*¹

1: DTU Physics; 2: DTU Cen

*Corresponding author email: debc@fysik.dtu.dk

The emission control of harmful gases from diesel-fuelled automobiles is currently a global challenge with environmental and public health implications. Tighter emission regulations is driving the automotive industry to develop highly efficiency catalytic converter devices, where the diesel oxidation catalyst (DOC) has the crucial role of decreasing the pollution levels through the oxidation reaction of nitrogen oxides (NOₓ), carbon monoxide (CO), unburned hydrocarbons (HC, e.g. propene) and sulfur oxides (SOₓ) [1].

Scarcely and precious metals, especially platinum (Pt), or platinum combined with palladium (PtPd) as bimetallic elements represent the state of the art DOCs. Cost reduction, in eg. platinum, and improving the catalyst lifetime are two main goals of the current technology. In the oxygen-rich environment of a diesel engine exhaust at high temperatures, the active nanoparticles that are deposited typically in a high surface area support (e.g. γ-Al₂O₃, SiO₂) are prone to sintering by particle migration or Ostwald ripening mechanism [2], leading to a loss of metallic surface area and subsequent efficiency.

In this work, the activity for HC oxidation and stability of platinum catalysts prepared by incipient wetness impregnation method was studied regarding the support effect (MgAl₂O₄, SiO₂ and γ-Al₂O₃) and addition of a second metal element (Ni, Fe, W, Pd). The Pt/MgAl₂O₄ catalyst presented a remarkable stability at extreme conditions (750 °C, 10% O₂), allied to better activity after a high temperature reduction pre-treatment (800 °C, 5% H₂). On the other hand the PtFe, especially for lower metal loadings of Fe (ca. 0.1 wt.%) exhibits a promising behavior as a replacement of the commercial PtPd.

![Figure 1](image)

Figure 1 – (a) Crystallite size of Pt on different supports from in situ XRD measurements; (b) Temperature of half conversion (T₅₀) for Pt/SiO₂ and PtX/SiO₂ (X=Fe and Pd).

References: