
 
 
General rights 
Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright 
owners and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights. 
 

 Users may download and print one copy of any publication from the public portal for the purpose of private study or research. 

 You may not further distribute the material or use it for any profit-making activity or commercial gain 

 You may freely distribute the URL identifying the publication in the public portal 
 
If you believe that this document breaches copyright please contact us providing details, and we will remove access to the work immediately 
and investigate your claim. 
  
 

   

 

 

Downloaded from orbit.dtu.dk on: May 26, 2023

A phantom based validation framework for EEG-fMRI acquisition methods

Andersen, M; Hanson, Lars G.

Publication date:
2012

Link back to DTU Orbit

Citation (APA):
Andersen, M., & Hanson, L. G. (2012). A phantom based validation framework for EEG-fMRI acquisition
methods. Abstract from ESMRMB 2012 Congress, Lisbon, Portugal.

https://orbit.dtu.dk/en/publications/f712e6f8-ecf7-4268-9bdc-918246744dd1


29/05/12 #45543: A phantom based validation framework for EEG-fMRI acquisition methods

1/2abstracts.webges.com/popup/popup.php?page=print_publication&id=45543

Abstract 45543
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Purpose / Introduction

Scanner generated artefacts on EEG in combined EEG-fMRI recordings is a major problem. Different
acquisition methods and filtering algorithms for reducing artefacts have been developed, but most validations
lack the knowledge of the true signal, or are based on simulations with assumptions. To our knowledge,
Negishi et al performed the most realistic phantom-based validation described in literature [1]. We present an
enhanced electronic phantom-based set-up that includes motion sensitivity and avoids perfectly periodic
generated signals. Two methods providing EEG free of gradient artefacts in combined EEG-fMRI recordings
are compared for demonstration.

 

Subjects and Methods

The methods chosen for demonstration were 1) the fMRI gradient artefact slice template removal (FASTR)
algorithm [2] and 2) artefact avoidance using the Magstripe MRI technique (Magstripe system) [3]. The
validation set-up is schematized in figure 1. An artificial EEG voltage signal was generated from a PC with an
IO card (Polabs, PoKeys55) outside the scanner room, dampened to µV-range and lead into the scanner room
and split. One output was connected to a channel on a conventional EEG-system (Brainproducts GmbH,
BrainAmp MR plus). This was considered the true signal used as a reference. The other output was mixed with
the signal from electrodes on an EEG-cap, which where short-circuited to form a high-impedance loop. The
mixed signal was recorded with the Magstripe system, and with a second channel on the Brainproducts
system. The latter was subsequently filtered by the FASTR algorithm. The signals were recorded during MR
imaging with an EPI sequence (20 slices, matrix 64x64, TE/TR=41ms/1220ms) and temporally aligned using
scanner-generated trigger signals. During the scanning, a test subject was wearing the EEG-cap and made
small movements such as deep breaths, coughing and swallowing.

 

Results

Figure 2 shows a segment of the resulting signals. High resemblance is seen between the signals exposed to
scanner noise and the true signal.
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Discussion/Conclusion

Knowledge of the true signal is the great benefit of electronic phantom-based evaluation methods. Lack of
realism can be the drawback. Motion of a subject during scanning is one of the challenges for reducing the
scanner induced artefact on the EEG, as motion makes the artefact non-stationary. With the demonstrated set-
up, motion aspects can be included in comparisons of methods.
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