Devolatilization of wood and torrefied wood with different apparent density: Experimental and modelling study

Luo, Hao; Lu, Zhimin; Jian, Jie; Wu, Hao; Jensen, Peter Arendt; Glarborg, Peter

Publication date: 2018

Devolatilization of wood and torrefied wood with different apparent density: Experimental and modelling study

Hao Luo1*, Zhimin Lu2,3*, Jie Jian2, Hao Wu1, Peter Arendt Jensen1, Peter Glarborg1

1 Department of Chemical and Biochemical Engineering, Technical University of Denmark, Søltofts Plads 229, 2800 Kgs. Lyngby, Denmark
2 School of Electric Power, South China University of Technology, Guangzhou 510640, China.
3 State Key Laboratory of Clean Energy Utilization, Zhejiang University, Hangzhou 310027, China

Keywords: Wood, Density, Torrefaction, Devolatilization.

In this work, single particle combustion experiments on 3 mm raw and torrefied wood cubes of 5 different wood species with apparent density varying from 243 to 698 kg/m³ were conducted, under conditions (1256 °C, 2.8% O₂, 27% H₂O) simulating the local conditions in a pulverized fuel boiler. The devolatilization time was determined based on flame extinction time, which was measured by a charge-coupled device (CCD) camera [1]. The devolatilization process was modelled by a non-isothermal single particle model presented in a previous paper [2]. The modelling results are in good agreement with experimental data as shown in Fig. 1. Both experimental and modelling results show that the devolatilization time increases linearly with the particle mass, even though different wood species with different apparent density are used in the experiments. The reason is that the devolatilization process is dominated by heat transfer. When the particle size is the same, higher density particles results in lower heating rate, mainly due to the increased thermal capacity of the particles. The results suggest that under the studied conditions, particle mass is a primary parameter that influences the devolatilization time of biomass particles.

Fig. 1. The experimental measured and model predicted devolatilization time of wood species with different density

*Corresponding author: Hao Luo, haol@kt.dtu.dk; Zhimin Lu, zhmlu@scut.edu.cn
Acknowledgement

The funding to this project from DTU Chemical Engineering, Ørsted Bioenergy & Thermal Power A/S and Fundamental Research Funds for the Central Universities (China) is gratefully acknowledged.

References
