Semiconductor saturable absorbers for ultrafast terahertz signals

Hoffmann, Matthias C.; Turchinovich, Dmitry

Published in:
Applied Physics Letters

Link to article, DOI:
10.1063/13386542

Publication date:
2010

Document Version
Publisher's PDF, also known as Version of record

Link back to DTU Orbit

Citation (APA):
Semiconductor saturable absorbers for ultrafast terahertz signals

Matthias C. Hoffmann\textsuperscript{1,a} and Dmitry Turchinovich\textsuperscript{2,b}

\textsuperscript{1}Max Planck Research Department for Structural Dynamics, University of Hamburg, CFEL, 22607 Hamburg, Germany
\textsuperscript{2}DTU Fotonik - Department of Photonics Engineering, Technical University of Denmark, DK-2800 Kgs. Lyngby, Denmark

(Received 12 February 2010; accepted 19 March 2010; published online 15 April 2010)

We demonstrate saturable absorber behavior of n-type semiconductors GaAs, GaP, and Ge in the terahertz (THz) frequency range at room temperature using nonlinear THz spectroscopy. The saturation mechanism is based on a decrease in electron conductivity of semiconductors at high electron momentum states, due to conduction band nonparabolicity and scattering into satellite valleys in strong THz fields. Saturable absorber parameters, such as linear and nonsaturable transmission, and saturation fluence, are extracted by fits to a classic saturable absorber model.

In our experiment, we generated high-power single-cycle THz pulses by tilted pulse-front optical rectification in a lithium niobate crystal of 800 nm, 80 fs laser pulses provided by a 1 kHz repetition rate Ti:Sapphire amplifier.\textsuperscript{11} The THz pulses were collimated and then refocused onto a sample point using a set of off-axis paraboloidal mirrors. After propagation through the sample point, the THz pulses were guided to a 0.5-mm thick undoped (110)-oriented ZnTe crystal for detection using standard free-space electro-optic sampling (FEOS).\textsuperscript{12} A pair of wire-grid polarizers was introduced into the THz beam path before the sample point, which allowed us to controllably attenuate the THz signal by adjusting the angle between the polarizer axes. The maximum THz pulse energy was measured to be 1.5 μJ using a

\phantomsection
\addcontentsline{toc}{section}{References}

\begin{thebibliography}{99}

\bibitem{1} We demonstrate saturable absorber behavior of n-type semiconductors GaAs, GaP, and Ge in the terahertz (THz) frequency range at room temperature using nonlinear THz spectroscopy. The saturation mechanism is based on a decrease in electron conductivity of semiconductors at high electron momentum states, due to conduction band nonparabolicity and scattering into satellite valleys in strong THz fields. Saturable absorber parameters, such as linear and nonsaturable transmission, and saturation fluence, are extracted by fits to a classic saturable absorber model.

\bibitem{2} A pair of wire-grid polarizers was introduced into the THz beam path before the sample point, which allowed us to controllably attenuate the THz signal by adjusting the angle between the polarizer axes. The maximum THz pulse energy was measured to be 1.5 μJ using a lithium niobate crystal of 800 nm, 80 fs laser pulses provided by a 1 kHz repetition rate Ti:Sapphire amplifier. The THz pulses were collimated and then refocused onto a sample point using a set of off-axis paraboloidal mirrors.

\begin{figure}[h]
\centering
\includegraphics[width=\textwidth]{fig1.png}
\caption{(Color online) (a) Time-resolved electric field of a THz pulse with a fluence of 50 μJ/cm\textsuperscript{2}, and a peak electric field of 300 kV/cm. Corresponding amplitude spectrum with noise floor indicated. (b) Instantaneous THz intensity at the sample position calculated from the square of the measured electric field.}
\end{figure}

\end{thebibliography}
GaAs with a carrier concentration of $10^{15}$ cm$^{-3}$ and thickness of 0.3 mm; and Ge with a carrier concentration of $10^{16}$ cm$^{-3}$.

The samples under study were n-type semiconductors with different doping concentrations: GaAs with a carrier concentration of $8 \times 10^{15}$ cm$^{-3}$ and a thickness of 0.4 mm; GaP with a carrier concentration of $10^{16}$ cm$^{-3}$ and thickness of 0.3 mm; and Ge with a carrier concentration of $10^{14}$ cm$^{-3}$ and a thickness of 6 mm. All measurements were carried out at room temperature. Figure 1 shows the temporal dependency of electric field as measured by FEOS, the amplitude frequency spectrum, and corresponding instantaneous intensity at the position of the sample of the strongest THz signal used in our experiments. The samples under study were n-type semiconductors with different doping concentrations: GaAs with a carrier concentration of $8 \times 10^{15}$ cm$^{-3}$ and a thickness of 0.4 mm; GaP with a carrier concentration of $10^{16}$ cm$^{-3}$ and thickness of 0.3 mm; and Ge with a carrier concentration of $10^{14}$ cm$^{-3}$ and a thickness of 6 mm. All measurements were carried out at room temperature. Figure 2 shows the field and power transmission coefficients as a function of THz pump field and fluence respectively in GaAs, GaP, and Ge. The field and power transmission coefficients were obtained by integrating either the modulus or absorption of the THz pulse. In particular, the saturation fluence for Ge actually decreases slightly, thus demonstrating the opposite, optical limiting behavior. This can be possibly explained by the fact that in Ge the high-mobility Γ-valley is not initially populated, and thus initial sample conductivity is lower, as discussed in Ref. 5.

In all our measurements we observed shortening of the THz pulses, as they propagated through the samples, with increase in peak electric field of the THz pulse. Such pulse-shortening behavior is also characteristic for saturable absorbers in the optical range. Different temporal parts of the pulses experience different absorption efficiencies. In the case of single-cycle THz pulses, the onset of saturable absorption caused by carrier heating occurs faster than the total duration of the pulse, thus leading to its partial reshaping.

In order to quantify the shortening of single-cycle THz pulses used in our experiment, we calculated a pulse shortening factor defined as the ratio of full width at half max-

![FIG. 2.](image1) (Color online) Symbols: Field transmission coefficient as a function of peak THz pulse field, and power transmission coefficient as a function of THz pulse fluence for GaAs [(a) and (b)], GaP [(c) and (d)], and Ge [(e) and (f)]. Solid lines—saturable transmission function fit to the measured power transmission coefficients.

![FIG. 3.](image2) (Color online) (a) Shape of the THz pulses before (reference) and after (sample) propagating through the 0.4 mm thick GaAs sample. This reference pulse had peak electric field strength of 292 kV/cm. (b) Modulus of Hilbert transforms of these THz pulses. Horizontal arrows indicate FWHMs of the pulses, and vertical arrows indicate the mean-weighted arrival times of the pulses. (c) Pulse shortening factors and (d) group refractive indices of GaAs, GaP, and Ge samples as functions of peak electric field of incident THz pulse.

saturation fluence. Using fits with Eq. (1) we were able to extract the saturable absorber parameters $T_{lin}$, $T_{ns}$, and $F_{sat}$ for our semiconductor samples, which are indicated in Fig. 2. In particular, the saturation fluence $F_{sat}$ was found to be $8.2 \mu J/cm^2$ for GaAs, $20.9 \mu J/cm^2$ for GaP, and $3.1 \mu J/cm^2$ for Ge. Interestingly, at the lowest pump fluences the transmission function for Ge actually decreases slightly, thus demonstrating the opposite, optical limiting behavior. This can be possibly explained by the fact that in Ge the high-mobility Γ-valley is not initially populated, and thus initial sample conductivity is lower, as discussed in Ref. 5.

In all our measurements we observed shortening of the THz pulses, as they propagated through the samples, with increase in peak electric field of the THz pulse. Such pulse-shortening behavior is also characteristic for saturable absorbers in the optical range. Different temporal parts of the pulses experience different absorption efficiencies. In the case of single-cycle THz pulses, the onset of saturable absorption caused by carrier heating occurs faster than the total duration of the pulse, thus leading to its partial reshaping.

In order to quantify the shortening of single-cycle THz pulses used in our experiment, we calculated a pulse shortening factor defined as the ratio of full width at half max-

$$T(F_p) = T_{ns} \left[ 1 + T_{lin} T_{ns} (e^{F_p/F_{sat}} - 1) \right],$$

where $T_{lin}$ and $T_{ns}$ are linear and nonsaturable power transmission coefficients, $F_p$ is the pump fluence, and $F_{sat}$ is the saturation fluence.
mum (FWHM) of modulus of Hilbert transforms of sample and reference pulses, as illustrated in Figs. 3(a) and 3(b). The dependency of the pulse shortening factor on the peak electric field of the incident THz pulse is shown in Fig. 3(c). For GaP and Ge the maximum relative pulse shortening (i.e., the difference between largest and smallest shortening factors) reaches approximately 5%, and its dependency on THz peak field is more or less linear. For GaAs, however, this dependency appears to have a threshold at peak fields of around 150 kV/cm, and the relative pulse shortening reaches the value of approximately 10%.

Saturable absorption and pulse shortening are accompanied by an increase in group refractive index in all three samples, as shown in Fig. 3(d). The group index $n_g$ at various pump intensities was calculated using the difference of arrival times $\Delta t$ between sample and reference pulses and taking into account the sample thickness $d$ by using the relation $n_g = \Delta n_c/d + 1$. The arrival times were obtained from mean-weighted maxima of the modulus of THz pulse Hilbert transforms. We observe a clear saturating growth trend in the group refractive indices of all our samples with increasing THz fields. The most dramatic index growth is observed in GaAs, and it reaches $\Delta n_g = 0.14$, whereas for Ge it is only $\Delta n_g = 0.002$ in the full THz pulse peak field range available in our experiments. We note that very similar dependencies were obtained if the maxima of the THz pulses, and not of the modulus of their Hilbert transforms were analyzed. A similar increase in the pulse delay and thus in the group index with stronger optical pump was also observed in saturable absorbers for the optical range, as described in Ref. 14.

The observed increase in group index with stronger THz pump is indeed anticipated, and two contributions to this effect are considered. The first contribution is the change in reflectivity at the sample surface. A decrease in the sample absorption, resulting from the strong THz excitation, leads to a positive phase shift in THz pulse at the interface between the air and absorbing sample. This causes a temporal delay of the transmitted THz pulse and consequently a larger group refractive index. The other contribution to the group index growth with stronger pump stems from the propagation through the bulk of the sample with the phase index dispersion in the frequency range below resonance (in this case—plasma resonance). Larger effective mass $m^*$, acquired by the carriers at high-momentum states as a result of intense THz excitation, will lead to a decrease in plasma frequency $\omega_p = (n_e e^2/\epsilon_0 m^*)^{1/2}$, thus making the frequency dependency of phase index $n_g(\omega)$ more steep. This would result in the higher value of a group index $n_g = n_g + \omega d n_{dn}/d\omega$ for the stronger excited samples. The same effect will arise from the equivalent effective reduction in the density of highly mobile carriers $n_i$ at the bottom of the $\Gamma$-valley. Both interface and bulk contributions to group index growth obviously depend on the strength of the THz excitation and will thus saturate with the overall THz transmission, which is in accordance with our observations. We note here, that for n-GaAs we observe the saturation in $n_g$ at approximately the same THz peak electric field, as the kink in the pulse shortening factor.

We further note that n-type GaP is often used as a broadband FEOS detector, where parasitic etalon reflections of the THz pulses within the crystal are conveniently suppressed by the free-carrier absorption. As we have shown here, in the case of high THz field strengths the results of THz spectroscopy will be distorted due to n-GaP nonlinearities. Therefore, for etalon suppression in high-field experiments it is advisable to use combined active-inactive crystals, instead of doped crystals.

In conclusion, we have observed ultrafast saturable absorption of single-cycle pulses of light in n-type semiconductors GaAs, GaP, and Ge, in the THz frequency range at room temperature. We were able to extract linear and nonsaturable transmission coefficients, as well as the saturation fluence using a standard saturable absorber model developed for the optical frequency range. Our data shows THz pulse shortening and growth of group refractive index of our samples with increase in THz excitation, correlated with the saturating transmission through the samples. Although the origin of the absorption mechanism in the THz and in the optical frequency ranges is completely different, we note that the saturation fluences observed here are within the same order of magnitude (i.e., few to tens of microjoules per square centimeter), as the values reported for SESAMs in the optical range, such as e.g., quantum dot SESAMs. 2,16 For practical applications, the doping concentration and the sample thickness needs to be chosen in a way to maximize the saturable absorption effect, which may otherwise be dominated by the strong linear absorption in bulk samples. Optimized THz SESAMs could potentially be used with the THz sources like quantum cascade or p-Ge lasers, leading for example to external-cavity mode-locked lasers delivering high-energy ultrashort THz pulses.

We are grateful to Danish Advanced Technology Foundation (HTF) and Max Planck Society for financial support; and to A. Cavalleri (Univ. Hamburg), K. Yvind, J. Mørk, and J. M. Hvam (DTU Fotonik) for valuable assistance and discussions.