Environmental sustainability of waste water ozonation

Larsen, Henrik Fred; Hansen, Peter Augusto

Publication date:
2010

Document Version
Publisher's PDF, also known as Version of record

Link back to DTU Orbit

Citation (APA):
Environmental sustainability of waste water ozonation

Henrik Fred Larsen and Peter Augusto Hansen, DTU

Introduction

The EU FP6 project NEPTUNE has been going on for about 3.5 year and is now at the finalising stage. The project is related to the EU Water Framework Directive and the main goal has been to develop new and optimize existing waste water treatment technologies (WWTT) and sludge handling methods for municipal waste water. Besides nutrients, a special focus area has been micropollutants (e.g. pharmaceuticals, heavy metals). As part of the project a holistic based prioritisation among technologies and optimisation is been done and is based on life cycle assessment (LCA). The LCAs are performed as comparative LCAs and the concept of induced impacts as compared to avoided impacts is introduced in the life cycle impact assessment (LCA) part. In total more that 20 different waste water and sludge treatment technologies have been assessed. This paper presents the LCA results from running the induced versus avoided impact approach on ozonation, and the impact of combining ozonation with sand filtration. The effect of including ecotoxicity effect end-points, for which the population survival relevance is debatable, on the estimation of ecotoxicity characterisation factors (CFs) is also shown. Furthermore, the effect on the “ozonation + sand filtration” LCA impact profile of including more micropollutants (9 metals) and phosphorus is illustrated.

Methodology

Ozonation is a post treatment technology and the waste water treated is therefore the effluent from a municipal wastewater treatment plant with conventional treatment of today but without any post-treatment, i.e. primary and secondary treatment only. Foreground data, i.e. the characteristics of this effluent (micropollutants content), is based on within NEPTUNE generated data and literature data which is also the case for the inventory data on the ozonation plant (energy consumption, concrete consumption etc.). Removal rates are based on NEPTUNE data. Background data, e.g. emissions from electricity production, is mainly from the EcoInvent 2.0 database. Consequential LCA is used, e.g. marginal for electricity production is assumed to be natural gas. Adapted EDIP97 LCA methodology is applied.

Results

(weighting factor = 1 for all impact categories)

<table>
<thead>
<tr>
<th>Micropollutants</th>
<th>Induced Impact</th>
<th>Avoided Impact</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

Conclusions

Based on the given assumptions (and the expected effect of including more micropollutants) results indicate that ozonation used for removal of organic micropollutants most probably is environmentally sustainable, i.e. avoided potential impacts are higher than induced potential impacts.

Acknowledgment

This study was part of the EU Neptune project (Contract No OX845, SUSTDEV-2005-3.3.13.2), which was financially supported by grants obtained from the EU Commission within the Energy, Global Change and Ecosystems Program of the Sixth Framework (FP6-2005-Global-4). Thanks to Juliane Hollender, Eawag for supplying removal rates on pharmaceuticals.