
 
 
General rights 
Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright 
owners and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights. 
 

 Users may download and print one copy of any publication from the public portal for the purpose of private study or research. 

 You may not further distribute the material or use it for any profit-making activity or commercial gain 

 You may freely distribute the URL identifying the publication in the public portal 
 
If you believe that this document breaches copyright please contact us providing details, and we will remove access to the work immediately 
and investigate your claim. 
  
 

   

 

 

Downloaded from orbit.dtu.dk on: May 26, 2023

Positron Annihilation Spectroscopy on LiBH4 and LiBH4:LiI superionic lithium
conductors

Eldrup, Morten Mostgaard; Blanchard, Didier; Sveinbjörnsson, Dadi Þorsteinn

Publication date:
2015

Document Version
Peer reviewed version

Link back to DTU Orbit

Citation (APA):
Eldrup, M. M., Blanchard, D., & Sveinbjörnsson, D. Þ. (2015). Positron Annihilation Spectroscopy on LiBH4 and
LiBH4:LiI superionic lithium conductors. Abstract from 11th International Workshop on Positron and Positronium
Chemistry, Goa, India.

https://orbit.dtu.dk/en/publications/07b97ce1-f2dc-45b9-9bc8-413130d13986


Positron Annihilation Spectroscopy on LiBH4 and LiBH4:LiI
superionic lithium conductors

Morten Eldrup, Didier Blanchard and Dadi Sveinbjörnsson

Department of Energy Conversion and Storage, Technical University of Denmark,
DK-4000 Roskilde, Denmark

      Rechargeable lithium-ion batteries are standard in today’s consumer portable electronics
but substantial improvements are needed to achieve higher energy densities, safer use, longer
lifetimes and reduce prices to meet the demand for example in the transport sector and storage
of electrical power. Conventional Li-ion batteries use electrolytes made of organic liquids or
gels. They have high Li+ conductivity,  but are flammable, causing safety issues, and allow
lithium  dendrite  formation  at  the  electrode-electrolyte  interface.  These  dendrites  cause  a
decrease  of  the  cell  capacity,  reducing  their  lifetime,  not  to  mention  the  possibility  of
hazardous short circuits. 
      Lithium Borohydride, LiBH4, is potentially interesting as a solid state electrolyte for Li-
ion batteries. It consists of a lattice of Li+ cations and BH4

- anions and displays high lithium
mobility, not at room temperature but above ~390 K where a transition to a high temperature
hexagonal structure occurs. This hexagonal, highly Li+ conducting phase, can be stabilized at
room temperature by lithium halides in solid solutions, in particular lithium iodide.
      Considering that the Li+ conductivity is strongly influenced by the presence of Li-ion
vacancies we have carried out a series of positron lifetime measurements in order to take
advantage of the defect sensitivity of positron annihilation spectroscopy.
      In coarse-grained, as-prepared LiBH4 the o-Ps lifetime shows a sharp, reversible increase
at the phase transition. In ball-milled, fine-grain material the lifetime is longer than for the as-
prepared material at all increasing temperatures from 296 K to 420 K and shows no phase
transition, while a subsequent decrease of the temperature results in a reduction of the lifetime
and  an  indication  of  a  transition,  probably  due  to  the  heat  treatment  at  the  highest
temperatures. In LiBH4 stabilized with LiI a gradual, reversible lifetime increase is observed
in the whole temperature range. 
      Particularly interesting is the finding that the variations of the positron lifetime and the Li +

conductivity are qualitatively identical.
      Details of the measurements and their interpretation will be presented at the conference.


