
 
 
General rights 
Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright 
owners and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights. 
 

 Users may download and print one copy of any publication from the public portal for the purpose of private study or research. 

 You may not further distribute the material or use it for any profit-making activity or commercial gain 

 You may freely distribute the URL identifying the publication in the public portal 
 
If you believe that this document breaches copyright please contact us providing details, and we will remove access to the work immediately 
and investigate your claim. 
  
 

   

 

 

Downloaded from orbit.dtu.dk on: May 26, 2023

Damage tolerant design and condition monitoring of composite material and bondlines
in wind turbine blades: Failure and crack propagation

Pereira, Gilmar Ferreira; Mikkelsen, Lars Pilgaard; McGugan, Malcolm

Publication date:
2015

Link back to DTU Orbit

Citation (APA):
Pereira, G. F., Mikkelsen, L. P., & McGugan, M. (2015). Damage tolerant design and condition monitoring of
composite material and bondlines in wind turbine blades: Failure and crack propagation. Poster session
presented at EWEA Offshore 2015 Conference, Copenhagen, Denmark.

https://orbit.dtu.dk/en/publications/7019e407-adb2-4f5d-8b67-76c9a738a9e8


The trend for wind energy structures shows a fast increase in the size of the

components, especially wind turbine blades. Thus, the industry relies on advances

in materials technology and design philosophy to deliver the most cost-effective

light-weight structures. This project proposes a methodology for a reliable design,

damage detection and maintenance of wind turbine rotor blades using a condition

monitoring approach and a damage tolerance design.

Designing a wind turbine blade using a damage tolerance philosophy and a

structural health monitoring system, will permit the structure to operate despite the

presence of damage, such as due to fatigue, intrinsic/discrete damage,

manufacturing defects, or severe accidental damage that occur during the

operational life. Also, this approach will enable a “real time” reactive maintenance

of the structure. This is achieved not by only accepting the presence of damage,

but by controlling it and using the full mechanical capability of the material and

structure.

Fibre bridging phenomenon during delamination.

• Developing a damage tolerance approach for Wind turbine blade sub-

structures.

• Finite Element Method Model describing the crack growing mechanisms.

• Crack detection and monitoring technique using Fibre Optic Sensors.

• Experimental validation of the damage tolerance- structural health 

monitoring concept.
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Fracture Energy Vs Crack Extension: Damage tolerant design.

Finite Element Method

Damage Tolerant Design + Structural Health Monitoring

• Can be embedded in the composite materials or structural 

adhesive;

• Small diameter (125 μm);

• Multiplexing, Immunity to electromagnetic fields, Chemical 

inertness, Immunity to optical power fluctuations, High 

resolution;

• Capability to measure different parameters: Strain, 

Temperature, non-uniform strain, transverse strain, 

acceleration, etc.

• Don’t need cable, the fiber is the cable and sensor at 

same time;

It was possible to 

detect and track 

cracks using Fibre

Optic Sensors.

The output measured 

parameters are 

independent of the 

loading type, geometry 

and boundary 

conditions, and are 

depending only on the 

proximity of the crack.

The equations describing the work principle of the Fibre optic sensor were 

implemented in the Finite Element Method Model.

With this Structure-sensor model, it becomes possible to study the application of this

monitoring technique in other locations, predict the sensor output and track different

types of damage.

Loads

Detailed Model

Monitoring Model

Sensor Output Extrapolation

This concept will lead to a condition monitoring maintenance: detection of

damages by sensors, characterization of damage (type and size), model

predictions of residual life, giving information that enables decision-making with

respect to whether a damaged blade should be repaired or replaced.
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