Comprehensive radiochemical analysis for nuclear decommissioning and waste management at DTU Nutech

Jakobs, Gunnar

Publication date: 2017

Document Version
Publisher's PDF, also known as Version of record

Link back to DTU Orbit

Citation (APA):

General rights
Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright owners and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights.

- Users may download and print one copy of any publication from the public portal for the purpose of private study or research.
- You may not further distribute the material or use it for any profit-making activity or commercial gain
- You may freely distribute the URL identifying the publication in the public portal

If you believe that this document breaches copyright please contact us providing details, and we will remove access to the work immediately and investigate your claim.
Comprehensive radiochemical analysis for nuclear decommissioning and waste management at DTU Nutech, Risø, Denmark

Center for Nuclear Technologies, Technical University of Denmark

Frederiksborgvej 399, 4000 Roskilde, Denmark

Abstract

The Center for Nuclear Technologies, Technical University of Denmark (DTU Nutech) has long-term experience on characterization and radiochemical analyses of various waste materials and environmental samples from nuclear decommissioning activities. The radioanalytical laboratory at DTU Nutech is under accreditation standard DS/EN ISO/IEC 17025:2005, and capable of conducting all steps of sample processing, data analysis and customer support. Our state-of-the-art methods have been applied successfully for the determination of a wide range of difficult-to-measure radionuclides in various samples from decommissioning of nuclear facilities.

The laboratories include facilities suited for chemical and radiochemical analytical purposes. The radiochemical laboratory is well equipped for handling high radioactive samples (open sources) up to 10-100 GBq. The facilities include 32 low-level alpha spectrometers, 18 low-level gamma spectrometers, 35 low-level gas flow beta counters, two low-level liquid scintillation counters (TriCarb and Quantulus), one inductively coupled plasma optical emission spectrometry and two inductively coupled plasma mass spectrometry.

DTU Nutech has 15 years of experience in characterization and radiochemical analyses of materials from a number of nuclear decommissioning projects, as well as 60 years of experience in operating environmental monitoring programs. In this presentation, several examples will be given to discuss challenges and hands-on experiences in analysing hard-to-measure radionuclides from a broad range of decommissioning activities including: 1) nuclear research and power reactors (DR1, 2, 3 in Denmark, Barsebäck NPP in Sweden and Loviisa NPP in Finland) with particular emphasis on induced and surface contaminated radioactivity in different materials; 2) decommissioning of other nuclear facilities, e.g. hot cells in Risø, Denmark and Studsvik, Sweden with focus on surface contaminated radioactivity; 3) monitoring of the surrounding environment of nuclear decommissioning facilities and waste storage sites concerning radiation protection aspects.

<table>
<thead>
<tr>
<th>Overview of hands-on experience in radiochemical analysis for nuclear decommissioning and waste management at DTU Nutech</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Radionuclides</strong></td>
</tr>
<tr>
<td><strong>Materials</strong></td>
</tr>
<tr>
<td><strong>References</strong></td>
</tr>
</tbody>
</table>