Centrifugal microfluidic platform for optical monitoring and treatment of biofilms

Serioli, Laura; Severini, Giaele; Laksafoss, Trygvi Zachariassen; Haagensen, Janus Anders Juul; Sørensen, Mads Peter; Molin, Søren; Johansen, Helle K.; Zor, Kinga; Boisen, Anja

Publication date:
2018

Document Version
Publisher's PDF, also known as Version of record

Link back to DTU Orbit

Citation (APA):

General rights
Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright owners and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights.

- Users may download and print one copy of any publication from the public portal for the purpose of private study or research.
- You may not further distribute the material or use it for any profit-making activity or commercial gain
- You may freely distribute the URL identifying the publication in the public portal

If you believe that this document breaches copyright please contact us providing details, and we will remove access to the work immediately and investigate your claim.
Centrifugal microfluidic platform for optical monitoring and treatment of biofilms

Laura Serioli 1, Giaele Severini 2,*, Trygvi Z. Laksafoss 3, Janus A. J. Haagensen 4, Mads P. Sørensen 4, Søren Molin 5, Helle K. Johansen 6, Kinga Zór 7, Anja Boisen 8

1 Center for Intelligent Drug Delivery and Sensing Using Microcontainers and Nanomechanics (IDUN), Department of Micro- and Nanotechnology, Technical University of Denmark, Kgs. Lyngby, 2800, Denmark
2 Department of Electronics and Telecommunications, Politecnico di Torino, Torino, 10129, Italy
3 The Novo Nordisk Foundation Center for Biosustainability, Technical University of Denmark, Kgs. Lyngby, 2800, Denmark
4 Department of Applied Mathematics and Computer Science, Technical University of Denmark, Kgs. Lyngby, 2800, Denmark
5 Department of Clinical Microbiology, Rigshospitalet, 2100 Copenhagen Ø, Denmark

Keywords: Centrifugal microfluidics, bacterial biofilms, antibiotics treatment and tolerance

It is known that bacteria can adhere to surfaces and human tissue forming biofilms [1], which have shown an increasing tolerance to antibiotics and disinfectant chemicals [2]. Traditionally in hospitals, the evaluation of antibiotic resistance is performed using disc diffusion on solid agar, without taking into account the bacterial natural growth environment and setting. In contrast, studying bacterial biofilms in a continuous flow environment has demonstrated in vivo like conditions. Nowadays in research laboratories, a bacterial perfusion culture is performed in a miniaturized flow system, where fresh culture medium is pumped through the culture chamber with the help of a rather complex and bulky system of pumps, tubes and valves [3]. Centrifugal, lab-on-a-disc (LoD) microfluidic systems require a simple liquid actuation module, a spinning motor, for pumping and liquid handling. The LoD devices are compact, with integrated liquid routing on the disc which greatly decrease the degree of complexity of the fluidic system and improve usability [4]. The lack of tubes and valves in addition results in low sample volumes, low death volumes and in case of cell culture could decrease the possibility of contamination.

We aimed to create a LoD device which enables working at low (few 100 nL/min) flow rates, optimum for a perfusion culture. The microfluidic system is fabricated from polycarbonate (PC) and therefore is compatible with standard sterilization methods, such as autoclaving. The disc is composed of two PC layers (Fig 1A), one containing the inlet, outlet reservoirs, cell culture chamber, microchannel, loading and venting holes and another one used as lid with the corresponding loading and venting holes (Fig 1B). The LoD device was fabricated with micro milling and bonded with thermal bonding (10 kN, 140°C, for 10 minutes). The flow rates were measured optically and calculated using an image analysis and a Matlab® code. Flow rates were evaluated between 1,125 and 0,375 Hz as it is shown in Table 1. With the lowest flow rate of 500 nL/min achieved at a 0,375 Hz rotation frequency the cell culture system is able to operate for up to 6 days, without the need to change or add cell culture medium.

The LoD device was placed on a spin stand (Fig 2), and was used for culturing Pseudomonas aeruginosa at 30°C at a flow rate of 400 nL/min. We also studied the effect of shear stress and centrifugal forces on the bacterial culture using finite element analysis, and found that the used rotation speed and flow rate will not have any effects on the cells [5]. The bacterial culture was monitored for up to 3 days using confocal microscopy. An image from the third day of culture is presented on Fig 2. After additional optimization of the perfusion culture, we aim to study the effect of antibiotics on bacterial growth and biofilm development in the LoD system.

Table 1. Flow rates evaluated between 1,125 and 0,375 Hz

<table>
<thead>
<tr>
<th>Frequency (Hz)</th>
<th>Flow rate (µl/min)</th>
</tr>
</thead>
<tbody>
<tr>
<td>1,125</td>
<td>14,3 ± 0,53</td>
</tr>
<tr>
<td>1</td>
<td>4,3 ± 0,29</td>
</tr>
<tr>
<td>0,9375</td>
<td>3,8 ± 0,35</td>
</tr>
<tr>
<td>0,875</td>
<td>3,13 ± 0,53</td>
</tr>
<tr>
<td>0,75</td>
<td>1,35 ± 0,28</td>
</tr>
<tr>
<td>0,625</td>
<td>0,83 ± 0,04</td>
</tr>
<tr>
<td>0,5</td>
<td>0,7 ± 0,08</td>
</tr>
<tr>
<td>0,375</td>
<td>0,5 ± 0,07</td>
</tr>
</tbody>
</table>

Figure 2. Experimental setup composed of a spin stand with the LoD device in incubation room, with a close up of Pseudomonas aeruginosa bacterial culture (white spots), on the third day of culture.