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ABSTRACT
Principal component analysis (PCA) is a widely used tool in medical image analysis for data reduction, model
building, and data understanding and exploration. While PCA is a holistic approach where each new variable is
a linear combination of all original variables, sparse PCA (SPCA) aims at producing easily interpreted models
through sparse loadings, i.e. each new variable is a linear combination of a subset of the original variables. One
of the aims of using SPCA is the possible separation of the results into isolated and easily identifiable effects.
This article introduces SPCA for shape analysis in medicine. Results for three different data sets are given
in relation to standard PCA and sparse PCA by simple thresholding of small loadings. Focus is on a recent
algorithm for computing sparse principal components, but a review of other approaches is supplied as well. The
SPCA algorithm has been implemented using Matlab and is available for download.
The general behavior of the algorithm is investigated, and strengths and weaknesses are discussed. The
original report on the SPCA algorithm argues that the ordering of modes is not an issue. We disagree on this
point and propose several approaches to establish sensible orderings. A method that orders modes by decreasing
variance and maximizes the sum of variances for all modes is presented and investigated in detail.
Keywords: Sparse Principal Component Analysis, PCA, Evaluation of Principal Components, Shape Modeling,
Corpus Callosum

1. INTRODUCTION
Few computational methods for data understanding, exploration and reduction has found more use than principal
component analysis (PCA). PCA takes an (n × p) data matrix X, n being the number of observations and p
being the number of variables, and transforms it by Z = XB such that the derived variables (the columns of Z)
are uncorrelated and correspond to directions of maximal variance in the data. The derived coordinate axes are
the columns of B, called loading vectors with individual elements known as loadings. These are at right angles
with each other; PCA is simply a rotation of the original coordinate system, and the (p × p) loading matrix B is
the rotation matrix. The new variables (the columns of Z) are known as principal components (PCs). Usually
only the first k components, k < p, are retained since these explain the majority of the sample set variance. This
makes Z (n × k) and B (p × k). The loading matrix can be calculated using a singular value decomposition of
the data matrix X or through an eigenanalysis of the corresponding covariance or correlation matrix.
Another way of viewing PCA is by treating each new variable as a linear combination of the original variables. The loadings then translate to coefficients and may be investigated in detail to determine the important
factors behind each PC. The problem is that each new variable is a linear combination of all variables, and the
loadings are typically non-zero. This makes interpretation difficult. Sparse principal component analysis aims
at approximating the properties of regular PCA while keeping the number of non-zero loadings small.
The most straight-forward way of obtaining sparse loadings is by simple thresholding, where sufficiently
small loadings are truncated to zero. The threshold can be chosen using e.g. Jeffers’ criterion1 of excluding,
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disregarding signs, loadings below 70% of the largest loading for each PC. Thresholding can be misleading in
several respects, as discussed by Jolliffe.2 The influence of a variable on a specific PC is not dependent on the
magnitude of the corresponding loading only, but is governed by a series of relationships, such as variable size,
or analogously, variance.
Among the earliest methods for obtaining a simple structure of the loadings of the original variables is the
class of orthomax rotations,3 where an initial basis is rotated due to some objective criterion. The basis can
for example be provided by a PCA. Let B be a p × k orthonormal matrix (of column eigenvectors) and Ω be an
orthonormal rotation matrix in Rk , i.e. ΩT Ω = I. Then, the class of orthomax rotations can be defined as
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where Ωo denotes the resulting rotation and γ denotes the type. In the orthomax class we find the Varimax4
case where γ = 1. Here, Equation 1 simplifies to a sum of variances. The variances are calculated for each
loading vector where the individual loadings are squared. This emphasizes sparsity within each loading vector
by clustering loadings into an approximate bimodal distribution of large and very small loadings. Although the
resulting components may not be strictly sparse, one benefit of the Varimax method is that it is computationally
feasible in high-dimensional cases, see e.g.5

Chennubhotla and Jepson present another criterion for finding a suitable rotation matrix based on the entropy
of the loading matrix.6 A cost function,
C = C1 + λC2 ,
Pk
is minimized where C1 = j=1 −dj log dj and dj is the relative variance of the jth principal component. Next,
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C2 =
j=1 −bi,j log bi,j , were bi,j denotes the elements of the (p × k) loading matrix. Optimizing C1
i=1
alone gives the standard PCA solution, while C2 is minimal for the identity matrix, thus promoting sparsity.
Similarly to the Varimax criterion, suppressed loadings will be small but non-zero. To achieve strict sparsity,
thresholding of small loadings is performed as discussed above. The resulting loading vectors will, contrary to
those constructed using the Varimax criterion, explain a decreasing amount of variance of the original data set; a
feature it has in common with regular PCA. Additionally, the number of non-zero loadings also decrease, making
a multi-scale interpretation possible.
Simple principal components7 is a technique for producing particularly simple, and possibly sparse, loading
vectors. It uses a series of in-plane rotations affecting two loading vectors at a time such that the resulting
directions explain maximal variance subject to being represented by integers. The end result is a set of orthogonal
loading vectors represented by (primarily small) integers. Empirical evidence shows that the correlations between
the resulting PCs are low. Small loadings will typically be translated to zeros, resulting in a sparse loading matrix
structure. Similar ideas have been put forth by Hausman8 and Rousson and Gasser.9
D’Aspremont et al. takes a variational approach to sparse PCA.10 The PCs are estimated separately by
approximating a positive semidefinite symmetric matrix (the covariance or correlation matrix) by a rank-one
matrix, bbT . To impose sparsity, a constraint is added on the maximum number of non-zero elements of b,
known as the cardinality of b. This direct formulation results in a non-convex optimization problem that is
difficult to solve. The problem is therefore relaxed by replacing the cardinality constraint with a convex one,
making the computation feasible. The resulting PCs are reported to explain a larger proportion of variance than
competing algorithms, but the complexity of the formulation grows quickly with the number of variables.
This article focuses on a method for computing sparse loading vectors using concepts from variable selection
in regression. A method coined SCoTLASS11 (Simplified Component Technique-LASSO) predates this method
and is based on similar ideas. Maximizing the expression
bTi Rbi ,
where R denotes the covariance matrix of X, subject to
bTi bi = 1

and

bTj bi = 0, j 6= i,

renders the solution of a regular PCA. The authors propose to add the constraint
kbi k1 =

p
X
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|bij | 6 t,

t ∈ R+ ,

∀i.

The parameter t controls the sparsity of the loading vectors bk . The addition of this constraint was inspired by
the LASSO12 regression method described below. However, this necessitates the use of a numerical optimization
method. The problem formulation contains p parameters which is a potentially large number, and the cost
function contains several local minima. The authors use a simulated annealing approach for optimization, which
adds a number of tuning parameters in itself.
The following section presents the theory of the present method of sparse PCA, hereafter simply denoted
SPCA. Section 3 shows results on shape data from three different data sets along with results on the general
properties of SPCA. Section 4 discusses the obtained results, debates the advantages and drawbacks of SPCA
and proposes a range of different possibilities for ordering of modes. Section 5 concludes the paper.

2. METHODS
This section gives a brief description of the SPCA algorithm and discusses its relation to variable selection
methods in regression. For a complete treatment, consult Ref. 13 and the preliminary papers 12, 14 and 15.

2.1. Regression Techniques
The regression methods presented here all originate from ordinary least squares (OLS) approximations. The
response variable y is approximated by the predictors in X. The coefficients for each variable (column) of X are
contained in b,
bOLS = arg min ky − Xbk2 ,
(2)
b

where k · k represents the L2-norm. This is the best linear unbiased estimator given a number of assumptions,
such as independent and identically distributed (i.i.d.) residuals. However, if some bias is allowed, estimators
can be found with lower mean square error than OLS when tested on an unseen set of observations. A common
way of implementing this is by introducing some constraint on the coefficients in b. The methods described here
use constraints on either the L1-norm or the L2-norm of b, or both. Adding the L2 constraint gives
bridge = arg min ky − Xbk2 + λkbk2 .
b

(3)

This is known as ridge regression. Any positive λ will shrink the coefficients of b; if λ is chosen carefully, this may
lead to improved prediction accuracy and better numerical properties. Replacing the L2-norm in the constraint
with the L1-norm gives
bLASSO = arg min ky − Xbk2 + δkbk1 ,
(4)
b

Pp

where kbk1 = i=1 |bi |. This method is coined LASSO,12 the least absolute shrinkage and selection operator.
As the name implies, using the L1-norm not only shrinks the coefficients, but drives them one by one to exactly
zero as δ grows. This implements a form of variable selection, as minor coefficients will be set to zero in a
controllable fashion, while the remaining coefficients will be altered to mimic the response in the best possible
way. The relation to the problem of setting small PCA loadings to zero is already evident, but some more theory
is needed before this can be properly handled.
LASSO has proven to be a very powerful regression and variable selection technique, but it has a few limitations. If p > n, i.e. there are more variables than observations, LASSO chooses a maximum of n variables.
If there is a group of strongly correlated predictors, LASSO tends to choose a single predictor from that group
only. The elastic net regression method15 was developed to address these shortcomings. It uses a combination
of the constraints from ridge regression and LASSO,
bnEN = arg min ky − Xbk2 + λkbk2 + δkbk1 ,
b

(5)

where nEN is short for naive elastic net for reasons described below. The elastic net can be formulated as a
LASSO problem on augmented variables,
δ
ky∗ − X∗ b∗ k2 + √
b∗nEN = arg min
kb∗ k1 ,
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The authors argue that the formulation in Equation 6 incurs a double amount of coefficient shrinkage, which is
why the solution of Equation 5 is referred to as naive. The excessive shrinkage is compensated for in the final
solution for bEN which is
√
bEN = 1 + λb∗nEN = (1 + λ)bnEN .
(7)
The resulting LASSO problem has more observations (p + n) than variables (p), which is why cases where p > n
are handled gracefully. If λ > 0, the elastic net constraint function λkbk2 + δkbk1 is strictly convex. It can be
shown15 that the difference between coefficients of highly correlated variables in such a system is very small. The
elastic net therefore has a tendency of grouping variables, contrary to the LASSO. These are two properties that
are desirable in a PCA framework. Problems where there are more variables than observations are common, and
principal components built from highly correlated and significant variables are easier to interpret.
Ordinary least squares and ridge regression have closed-form solutions, that is, bOLS and bridge can be
expressed as simple functions of X, y and λ. This is not true for the LASSO and elastic net methods. For many
years, LASSO solutions were found using standard optimization techniques, which made for long computation
times. In 2002, Efron et al. published a report on a new regression method called least angle regression14
(LARS). The terminal S in LARS refers to its close relation to stagewise regression and LASSO. Although
conceptually different, the method is shown to be very similar to LASSO, and through a small modification,
the exact LASSO solution can be computed. The method is built on a powerful geometric framework, through
which a computationally thrifty algorithm is conceived. The algorithm starts with all coefficients at zero, and
successively adds predictors until all variables are active and the ordinary least squares solution is reached. In
other words, LARS returns the solutions for all possible values of δ. What remains is to pick a suitable solution,
a proper value of δ. This can for instance be done using cross-validation or prior knowledge of the desired number
of non-zero coefficients. In the elastic net setting, LARS returns the solutions corresponding to all possible values
of δ given a value of λ. Ref. 15 describes a further development of the LARS algorithm tailor made to suit the
elastic net framework. This extension is called LARS-EN.
In summary, a regression approach has been presented through which a relevant subset of variables can be
selected, which handles the case of more variables than observations gracefully, and which can be computed
efficiently. We now turn to the problem of calculating sparse PCs. Note that ”sparse PCs” refers to principal
components formed by linear combinations of sparse sets of variables.

2.2. Sparse Principal Component Analysis (SPCA)
The simplest approach to SPCA using regression is by treating each principal component as a response vector
and regressing this on the p variables. Denoting the ith PC and loading vector by zi and bi respectively, and
inserting this into the elastic net framework gives
b̂i = arg min kzi − Xbi k2 + λkbi k2 + δkbi k1 .
bi

(8)

The principal component zi is calculated using regular PCA. The regression procedure will calculate a loading
vector bi such that the resulting PC is close to zi while being sparse. The weakness of this approach is that all
solutions are constrained to the immediate vicinity of a regular PCA. A better approach would be to approximate
the properties of PCA, rather than its exact results. Specifically, the loading matrix B should be near orthogonal,

and the correlations between the PCs of the scores matrix Z should be kept low. Zou and Hastie propose a
problem formulation called the SPCA criterion 13 to address this.
(Â, B̂) = arg min
A,B
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To clarify this expression, it will be broken down into components. First, BT xi takes the variables of observation
i and projects them onto the principal axes (loading vectors) of B. Note that xi denotes the ith column of
XT . Only k PCs are retained, meaning that some information is lost in this transformation. Further, ABT xi
takes the scores of BT xi and transforms them back into
Pn the original space. The orthogonality constraint on
A makes sure B is near orthogonal. The whole term i=1 kxi − ABT xi k2 measures the reconstruction error.
The remaining constraints are the same as for elastic net regression, driving the columns of B towards sparsity.
The constraint weight λ must be chosen beforehand, and has the same value for all PCs, while δ may be set to
different values for each PC, offering good flexibility. It can be shown13 that for δj = 0 ∀j, the SPCA criterion is
minimized by setting A and B equal to the loading matrix of ordinary PCA. Hence, the solutions of the present
formulation of SPCA conveniently range from ordinary PCA on one end, to the (maximally sparse) zero matrix
on the other.
Equation 9 resembles the elastic net formulation but there is a significant difference. Instead of estimating
a single coefficient vector, this problem has two matrices of coefficients, A and B. A reasonably efficient optimization method for minimizing the SPCA criterion is presented in Ref. 13. First, assume that A is known.
By expanding and rearranging Equation 9, it is shown that B can be estimated by solving k independent naive
elastic net problems, one for each column of B. Referring to Equation 5, the data matrix is X as usual while
y = Xai for the ith loading vector. On the other hand, if B is known, A can be calculated using a singular
value decomposition; if XT XB = UDVT , then A = UVT . Since both matrices are unknown, an initial guess is
made and A and B are estimated alternately until convergence. Ref. 13 suggests initializing A to the loadings
of k first ordinary principal components.

2.3. Ordering of principal components
One goal of PCA is to recover latent variables that are as descriptive as possible. This is done by maximizing
the variance of each PC subject to being orthogonal to higher order PCs. The performance of PCA methods is
commonly measured by the amount of variance explained by each PC, and the total amount of variance for k
modes. Regular PCA is the only linear transformation that produces both orthogonal loadings and uncorrelated
scores.16 For methods that produce correlated scores, variances cannot be calculated directly, as some of the
variance explained by one PC will be present in others. This calls for a fair evaluation method. Several such
methods are presented in Ref. 17, where it is concluded that the most powerful method is to measure adjusted
variance, a term used by Zou and Hastie who suggest the same method in Ref. 13. The idea is that the variance
of each PC should be adjusted for the variance already explained by higher order components. For mean centered
variables, such as those derived by PCA, correlation is equivalent to the cosine of the angle between vectors. Zero
correlation corresponds to a 90◦ angle between vectors while fully correlated variables are parallel. Adjustment
of a PC therefore amounts to a transformation such that the resulting vector is at right angles with all higher
order PCs. This is also known as Gram-Schmidt orthogonalization.
zT zj

The variance of the jth PC is proportional to its squared length, var zj = jn ∝ zTj zj . Any ordering that
maximizes the total variance therefore also maximizes the sum of squared lengths. For ease of notation, squared
lengths are considered in the following equations.
A vector zj may be orthogonalized, or adjusted with respect to another vector z using orthogonal projection
by
ẑj = zj − z(zT z)−1 zT zj .

The jth PC should be adjusted for all higher order PCs. Assume that the variables, the columns of Z, have
been sorted according to decreasing order. The adjustment can then be carried out for all higher order PCs
simultaneously by
ẑj = zj − Z(j−1) (ZT(j−1) Z(j−1) )−1 ZT(j−1) zj ,

where Z(j) = [z1 . . . zj ].17
The SPCA criterion (9) keeps the loading matrix near orthogonal by forcing A to be orthogonal, but does
nothing to encourage uncorrelated scores. This makes an orthogonalization process central to SPCA. Zou and
Hastie argue that the order of the components is not an issue; the order is left unaltered, making it possible for
lower order modes to explain more variance than higher order modes. Furthermore, the amount of total adjusted
variance is dependent on the ordering of the PCs, and may not be maximal in this case.
P
Formally, the variable ordering that maximizes the total variance can be established by maximizing j ẑTj ẑj
and allowing for permutations,
arg max z̃T1 z̃1 +
P∈Pk

k
X
j=2

z̃Tj z̃j − z̃Tj Z̃(j−1) (Z̃T(j−1) Z̃(j−1) )−1 Z̃T(j−1) z̃j ,

(10)

where Z̃ = ZP is the permuted scores matrix and Pk is the set of permutation matrices of size k. Note that the
supremum of Equation 10 is the sum of unadjusted variances which is equal to the maximum iff Z is orthogonal.
The simplest way of finding the optimal permutation is by trying all k! possible permutations, which is feasible
for a low number of PCs. This paper proposes a forward selection-type rule for picking an ordering with two
properties; the variance of a PC is less than or equal to the variances of higher order PCs, and the expression in
Equation 10 is maximized in most cases. The rule is simple. Treat one PC at a time. At each step, choose the
PC with largest (adjusted) variance, and adjust the scores matrix for this PC. This means that in the first step,
we calculate the variances of all (unadjusted) PCs and choose the one with greatest variance. All PCs (Z) are
then adjusted with respect to the chosen PC (zj ) using
Ẑ = Z − zj (zTj zj )−1 zTj Z.

(11)

In the second step, the adjusted variances from the first step are considered. Again, the PC with greatest variance
is chosen, and all PCs are updated using Equation 11. This process is repeated for all PCs. This results in a
zero Z matrix, however, a sensible ordering has been established. This ordering is finally applied to the loading
vectors and the original scores matrix.
The first property of this rule, which states that variances are decreasing, is easily realized since the longest
vector is chosen in each step and since the squared length cannot grow as the vector is adjusted for some other
vector. The second property of maximal total variance is empirically shown below to be fulfilled to a large extent,
but as shall be seen, there are counter examples, e.g. Z = [[0 1.5]T [1 1]T [1 −1]T ].

3. RESULTS
The SPCA algorithm has been applied to medical shape analysis. The shape data is contained in a data matrix
X (n × p) where each shape corresponds to one row (observation) and the variables consist of the different
landmark positions. Landmarks are defined by two coordinates (2D data); these are treated separately such that
one coordinate is one variable. This project is concerned with 2D data only, although the techniques described
herein are directly applicable to data of any dimensionality.
Three data sets were used in this study. The first consists of 37 annotations of the human face. Each face
is represented by 58 landmarks. The second data set is a shape model of the lungs, the heart and the clavicles.
The set contains 247 observations, each with 166 landmarks. The final data set represents the corpus callosum
brain structure. This is the bundle of nerve fibers connecting the two cerebral hemispheres of the brain. The
structure is well defined in the mid-sagittal plane, the plane that separates the left hemisphere from the right.18
Further away from this plane, the structure dissolves into separate fibers, which is why it is best analyzed in 2D.
The set has 62 observations, each with 78 landmarks.
Figure 1 shows regular and sparse decompositions of the face data set. Each set of figures shows the first 12
modes of variation ∗ , ordered by the method described above. It is evident that regular PCA produces holistic
Modes of variation is a commonly used term where the jth mode denotes movements along the axis defined by the
jth loading vector. The mean shape defines the origin and perturbations are measured offset to this.
∗

modes of variation, each describing a series of effects at once, making interpretation difficult. SPCA, on the other
hand, manages to display more or less separate effects for each mode. SPCA modes 2, 8 and 12 correspond to
mouth opening/closing, upper lip thickness and smile/frown respectively. SPCA modes 4, 6 and 7 show differing
eyebrow configurations. Figure 2 shows corresponding images for the lungs, heart and clavicles data set. SPCA
mode 2 depicts the length of the clavicles, while most other modes are concerned with either lung or heart
geometry, or both (e.g. SPCA mode 5). Figure 3 presents results for the corpus callosum data set.
Table 1 shows variance proportions for ten modes of variation of the corpus callosum data set. The top row
contains results for a regular PCA, while the second row represents sparse PCA using thresholding. The third
row presents the adjusted variances of SPCA with no reordering of modes, and the results in the bottom row
are for SPCA using the proposed forward selection-type rule for mode ordering. It is seen that reordering the
modes increases the total explained variance and ensures that the variances are decreasing.

Variance (%)
PCA
threshold PCA
SPCA
reordered SPCA

PC 1
43.27
14.36
13.21
15.12

PC 2
18.55
8.86
7.51
7.88

PC 3
13.74
4.89
5.18
7.10

PC 4
7.71
2.46
3.44
3.37

PC 5
4.93
3.10
2.27
1.35

PC 6
2.01
0.90
0.60
1.06

PC 7
1.58
0.66
0.26
0.42

PC 8
1.36
0.57
0.90
0.32

PC 9
0.98
0.32
0.11
0.11

PC 10
0.78
0.24
0.03
0.03

P

94.92
36.37
33.50
36.77

Table 1. Explained proportion of variance for each mode and method for the corpus callosum data set. The last column
shows the cumulative variance for all ten modes. Each sparse mode is set to affect 20 coordinates exactly (total 78),
explaining the low proportions of variation.

The simplest alternative to SPCA is straight-forward truncation of loadings as described in the introduction.
Some results of this scheme is found in Figure 4. The difficulties of this method are clear from these images;
the modes of variation are merely pruned versions of those of regular PCA. Hence, the effects are scattered and
hard to interpret.
Figure 5 shows an important property of SPCA. The results vary slowly with values of λ, the weighting term
on the L2 norm of the loadings. Here, vastly different values are chosen, but with similar results.
The relatively strong correlations among the PCs produced by SPCA are evident in Figure 6 where correlations
are plotted for the PCs, next to the angles between the loading vectors. The correlations become considerable,
while most angles are in the vicinity of 90◦ , although with a few clear exceptions. These properties follow from
the definition of the SPCA criterion as discussed earlier. The implication of the high correlations is that it
becomes impossible to refer to one PC without referring to others. This is what motivates the discussion on
ordering of modes.
The proposed method for ordering the principal components and the corresponding loading vectors proved
successful in the majority of cases. To test the performance of the method, 100 random scores matrices were
used as input and the average total amount of adjusted variance was measured in three different ways; using
no reordering, the proposed method, and, by trying all possible combinations, the average maximal adjusted
variance. This test was carried out for a number of combinations of the number of observations n, and the number
of PCs k. Table 2 shows the complete set of results. The test matrices were all random, but to produce relevant
scores matrices, a predefined covariance structure was used, and all variables had zero mean. The covariance
structure from the SPCA calculations on the face data set was used. Similar results were obtained using other
SPCA covariance matrices.
The A matrix is initialized to the first k loading vectors of a regular PCA. In the first SPCA iteration,
the values of B will be influenced by this. However, as Figure 7 shows, as the iterations progress, the values
of B converge to very different values; the resulting B seems to be independent of regular PCA. Tests with
initialization of A to the identity matrix gives slightly different, but acceptable results.

k
k
k
k
k
k

=3
=4
=5
=6
=7
=8

n = 10
14.0 (98.8)
46.0 (97.9)
57.0 (97.6)
76.0 (96.4)
87.0 (96.8)
95.0 (96.2)

no reordering
n = 100
0
16.0 (99.8)
21.0 (99.8)
39.0 (99.8)
46.0 (99.8)
50.0 (99.8)

n = 1000
0
5.0 (100.0)
2.0 (100.0)
4.0 (100.0)
5.0 (100.0)
2.0 (100.0)

n = 10
1.0 (98.8)
0
0
6.0 (98.7)
9.0 (98.3)
6.0 (99.1)

forward selection reordering
n = 100
0
0
0
4.0 (99.8)
6.0 (99.9)
16.0 (99.5)

n = 1000
0
0
0
0
0
0

Table 2. Results of the proposed ordering method (right) versus no reordering (left) for k n-dimensional random PCs with
a static covariance structure. Numbers represent the average proportion (%) over 100 trials where the optimal ordering
was not found. The optimal ordering was established by an all-subsets calculation in each case. The parenthesized
numbers denote the average proportion of maximal variance reached in cases of failure. Note that the average proportion
of maximal variance over all trials is higher.

4. DISCUSSION
The results presented in this article provide evidence that the presented SPCA algorithm is able to produce
separate and easily identifiable modes of variation. We anticipate that SPCA will find good use in many clinical
applications. In particular, the ability of SPCA to extract latent variables that are easily interpreted and
visualized may help to understand the present variability. For instance, studies of atrophic processes in the
human brain due to aging, dementia, Alzheimer’s disease etc. may benefit from this treatment.
The algorithm requires k + 1 parameters, λ and one δi for each PC. From the results, it can be seen that
the resulting loading vectors vary slowly with λ. The values of δi are, however, crucial. In this project, δ is set
such that precisely 20 coordinates are affected in each mode, but any other choice is equally valid, and results
would differ greatly. This makes the algorithm flexible, but parameter tuning requires knowledge of the problem
at hand.
The computational complexity of SPCA for n > p is at most np2 +mO(p3 ) where m is the number of iterations
before the algorithm converges. If p > n, the complexity is of order mkO(pln + l3 ) where l is the number of
non-zero loadings, see Ref. 13 for a more thorough discussion. Typical computation times for the examples in
this article are less than one minute on a standard laptop computer. However, the number of iterations grows
rapidly with the number of PCs, and computation times for each elastic net problem grow with the number of
non-zero loadings. Memory consumption depends mostly on the number of non-zero loadings, as the algorithm
creates an (l × l) matrix in each iteration. This makes it difficult to handle e.g. texture data in this setting, where
thousands of non-zero loadings may be of interest. The SPCA article13 presents a designated SPCA algorithm
where λ is set to infinity. Each elastic net computation is replaced by a single matrix multiplication, allowing
for much lower memory consumption and computational complexity. Results on this extension are, however, yet
to come.
This article presents one simple way of ordering principal components. This method sorts the PCs according
to descending variance and maximizes the total explained (adjusted) variance in most cases. Table 2 shows that
the fail rate increases dramatically with increasing k if no reordering is performed, especially for a low number of
observations. With reordering, this effect is considerably lower. It is also apparent that the negative impact of
a failure drops with the number of dimensions, n. The shape data used in this article has approximately k = 12
and 37 6 n 6 247. Without reordering the PCs, there is a considerable risk that the resulting total adjusted
variance is sub-maximal, and, as shown in Table 1, the individual variances may not be sorted in descending
order.
The proposed method of measuring the performance of SPCA is convenient, as it resembles the results of a
regular PCA. However, other ways of ordering modes can be beneficial.

Sparsity Modes can be ordered according to the amount of sparsity of the corresponding loading vectors.
Several SPCA calculations may be carried out, each with different sparsity constraints. The modes are
then ordered according to sparsity, e.g. from highly local modes to more global effects.
Spatially Modes may also be ordered according to spatial locality. The center of attention is calculated for
each mode. These are then ordered along the contour of the object.
Entropy Although the resulting loading vectors are sparse, each mode may describe more than one effect. Using
results from information theory, the entropy of each mode can be calculated, effectively giving a measure
on the amount of clustering. Modes can be ordered accordingly, for instance going from low entropy, where
a mode describes a single effect and has limited spatial extent, to high entropy, where effects are scattered
and/or affect a larger proportion of the contour.
Combinations To obtain a more thorough library of modes, they may be ordered according to two criteria
simultaneously and put in a two-dimensional grid. For instance, a combination of sparsity and a spatial
ordering may be useful, especially in an exploratory setting. It is plausible that an examiner has some idea
of the spatial location and extent of the relevant effect. The search may then be constrained by isolating
relevant modes by defining for instance a rectangle in the two-dimensional grid.

5. CONCLUSION
This article has introduced sparse principal component analysis (SPCA) to medical shape modeling. Results,
shown on three different data sets, provide some evidence that SPCA manages to isolate relevant sparse effects in
each mode of variation. The inherent design of SPCA keeps loading vectors near orthogonal, while correlations
between principal components are typically high. This motivates a discussion on the ordering of PCs. A method
that orders the modes according to descending variance was discussed in detail and shown to improve the
estimates of adjusted variances notably, while a few other possibilities where mentioned briefly. The convergence
of SPCA was shown to be irregular and slow at times, but results are superior to those of the more straightforward approaches, such as thresholding of loading vectors.
Future work includes using SPCA for other applications, such as exploratory analysis of fMRI data. The
main obstacle in such analyses is the large number of variables. An examination of the discriminative power of
SPCA calculations in medical shape modeling is also planned.
Source code for the statistics software S-Plus and its freeware sibling R has been written and made available
by Hui Zou and Trevor Hastie, see www.r-project.org. The first author of this article has made a corresponding
implementation for Matlab, available on www.imm.dtu.dk/~kas/software/spca/.
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Figure 1. PCA (left) versus SPCA (right) shape models of the human face. Each mode describes an identifiable effect,
such as smile/frown, nose size and shape, and eyebrow configurations.
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Figure 2. Lungs, heart and clavicles. Mode 3, 5, 6 and 9 depict the heart geometry while mode 8 describes the position
of the aortic arch.
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Figure 3. PCA (left) and Sparse PCA (right) models of the corpus callosum brain structure.
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Figure 4. SPCA using simple thresholding. Although the same L1 constraint has been used, these images do not show
the same amount of separation as those in Figure 1(b).

Figure 5. The first four modes of variation for the corpus callosum data set. Rows correspond to λ-values 0.001, 1, and
1000 (top to bottom). Note the insensitivity to values of λ.
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Figure 6. Correlations of PCs and angles between loading vectors for the lungs data set, using the SPCA method.
Regular PCA produces an orthonormal loading matrix and uncorrelated principal components. SPCA typically results
in significant correlations, while angles are relatively close to 90◦ .
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before convergence.

