Friedberg AZ, Kammer Hansen K. 2019. NOx conversion in La0.85Sr0.15Co0.03Mn0.97O3+d-Ce0.9Gd0.1O1.95 porous cell stacks infiltrated with Pt. Journal of Electroceramics. 42(1-2). https://doi.org/10.1007/s10832-018-0139-9


Hansen KK. 2018. Studies of A-site Deficient \((Gd0.6Sr0.4)1-sFe0.8Co0.2O3-δ\) Cathodes in SOFCs . Fuel Cells. 18(1):96-100. https://doi.org/10.1002/fuce.201700193


Kammer Hansen K. 2017. Cone-Shaped Gd$_{1-x}$Sr$_x$Fe$_{0.8}$Co$_{0.2}$O$_{3-\delta}$ Electrodes for SOFC Cathodes. International Journal of Electrochemical Science. 12(12):11540-11545. https://doi.org/10.20964/2017.12.20


Ippolito D, Kammer Hansen K. 2014. Impedance Spectroscopy and Catalytic Activity Characterization of a La$_{0.85}$Sr$_{0.15}$MnO$_3$/Ce$_{0.9}$Gd$_{0.1}$O$_{1.95}$ Electrochemical Reactor for the Oxidation of Propene. Electrocatalysis. 5(4):419-425. https://doi.org/10.1007/s12678-014-0210-5

Werchmeister RML, Bentzen JJ, Andersen KB, Kammer Hansen K. 2014. Removal of NO$_x$ with Porous Cell Stacks with La$_{0.85}$Sr$_{0.15}$Co$_{0.9}$Mn$_{0.1}$O$_{3+δ}$, Ce$_{0.9}$Gd$_{0.1}$O$_{1.95}$ Electrodes Infiltrated with BaO. Journal of The Electrochemical Society. 161(10):H663-H669. https://doi.org/10.1149/2.0861410jes


Kammer Hansen K. 2013. Electrochemical Reduction of Oxygen and Nitric Oxide at Low Temperature on La$_{1-x}$Sr$_x$Cr$_{0.97}$V$_{0.03}$O$_{3-δ}$ Cathodes. Journal of the Electrochemical Society. 160(11):F1254-F1257. https://doi.org/10.1149/2.04431jes

Shao J, Kammer Hansen K. 2013. Enhancement of NO\textsubscript{x} removal performance for (La\textsubscript{1-0.65}Sr\textsubscript{0.15})\textsubscript{0.99}MnO\textsubscript{3}/Ce\textsubscript{0.9}Gd\textsubscript{0.1} electrochemical cells by NO\textsubscript{x} storage/reduction adsorption layers. Electrochimica Acta. 90:482-491. https://doi.org/10.1016/j.electacta.2012.12.041


Werchmeister RML, Kammer Hansen K, Mogensen MB. 2012. Electrochemical testing of composite electrodes of (La\textsubscript{1-x}Sr\textsubscript{x})\textsubscript{0.5}MnO\textsubscript{3} and doped ceria in NO-containing atmosphere. Journal of Solid State Electrochemistry. 16(2):703-714. https://doi.org/10.1007/s10008-011-1421-9


Traulsen ML, Bræstrup FR, Kammer Hansen K. 2012. NO\textsubscript{x}-conversion on Porous LSF15-CGO10 Cell Stacks with KNO\textsubscript{3} or K\textsubscript{2}O Impregnation. Journal of Solid State Electrochemistry. 16:2651–2660. https://doi.org/10.1007/s10008-012-1684-3


Traulsen ML, Kammer Hansen K. 2011. Improvement of LSM15-CGO10 electrodes for electrochemical removal of NO\textsubscript{x} by KNO\textsubscript{3} and MnO\textsubscript{x} impregnation. Journal of The Electrochemical Society. 158(12):P147-P161. https://doi.org/10.1149/2.086112jes


Kammer Hansen K. 2009. A-Site Deficient (Pr0.6Sr0.4)(1-s)Fe0.8Co0.2O3-delta Perovskites as Solid Oxide Fuel Cell Cathodes. Journal of the Electrochemical Society. 156(10):B1257-B1260. https://doi.org/10.1149/1.3194786


Kammer Hansen K, Hansen KV. 2007. A-site deficient (La0.6Sr0.4)1-sFe0.8Co0.2O3-delta perovskites as SOFC cathodes. Solid State Ionics. 178:1379-1384. https://doi.org/10.1016/j.ssi.2007.07.012


Kammer Hansen K, Søgaard M, Mogensen MB. 2007. Gd0.6Sr0.4Fe0.8Co0.2O3-δ: A novel type of SOFC cathode. Electrochemical and Solid-State Letters. 10(8):B119-B121. https://doi.org/10.1149/1.2743140


Hashimoto S, Kammer Hansen K, Larsen PH, Poulsen FW, Mogensen MB. 2004. A study of Pr$_{0.7}$Sr$_{0.3}$Fe$_{1-x}$Ni$_x$O$_{3-δ}$ as a cathode material for intermediate temperature operating SOFCs. In Extended abstracts. Tokyo: Solid Oxide Fuel Cell Society of Japan. pp. 118-121.


