Friedberg, Anja Zarah and Kent Kammer Hansen. “NOx conversion in La0.85Sr0.15Co0.03Mn0.97O3-d-Ce0.9Gd0.1O1.95porous cell stacks infiltrated with Pt”. Journal of Electroceramics. 2019. 42(1-2). https://doi.org/10.1007/s10832-018-0139-9


Hansen, K. K. "Studies of A-site Deficient (Gd0.6Sr0.4)1-sFe0.8Co0.2O3-δCathodes in SOFCs ". Fuel Cells. 2018, 18(1). 96-100. https://doi.org/10.1002/fuce.201700193


Kammer Hansen, Kent. "Cone-Shaped Gd_{1-x}Sr_{x}Fe_{0.8}Co_{0.2}O_{3-δ} Electrodes for SOFC Cathodes". *International Journal of Electrochemical Science*. 2017, 12(12). 11540-11545. https://doi.org/10.20964/2017.12.20


Ippolito, Davide and Kent Kammer Hansen. "Effect of Co\textsubscript{3}O\textsubscript{4} and CeO\textsubscript{2}/CeO\textsubscript{2} infiltration on the catalytic and electrocatalytic activity of LSM\textsubscript{12}/CGO\textsubscript{10} porous cells stacks for oxidation of propene". *Electrochimica Acta*. 2015, 159. 23-28. https://doi.org/10.1016/j.electacta.2015.01.158


Christiansen, Ane Sælland et al. "Erratum: In Situ Studies of Fe\textsuperscript{4+} Stability in β-Li\textsubscript{3}Fe\textsubscript{2}(PO\textsubscript{4})\textsubscript{3} Cathodes for Li Ion Batteries". *Journal of The Electrochemical Society*. 2015, 162(6). X11-X11. https://doi.org/10.1149/2.0221506jes

Marani, Debora et al. *Fabrication of doped Titania (TiO\textsubscript{2}) nano-catalysts in the shape of nanofibers*. 2015.


Christiansen, Ane Sælland et al. "In Situ Studies of Fe\textsuperscript{4+} Stability in β-Li\textsubscript{3}Fe\textsubscript{2}(PO\textsubscript{4})\textsubscript{3} Cathodes for Li Ion Batteries". *Journal of The Electrochemical Society*. 2015, 162(4). A531-A537. https://doi.org/10.1149/2.0141504jes


Friedberg, Anja Zarah and Kent Kammer Hansen. "NO\textsubscript{x} Conversion of Porous LSF\textsubscript{15}-CGO\textsubscript{10} Cell Stacks". *Journal of New Materials for Electrochemical Systems*. 2015, 16(2). 111-120.


Christiansen, Ane Sæland et al. "In Situ Study of High Voltage Performance of Li0.4Fe0.6(P0.5O1.5)3 Cathodes for Li Ion batteries". Electrochemical Society. Meeting Abstracts (Online). 2013, MA2013-02. 842-842.


Werchmeister, Rebecka Maria Larsen, Kent Kammer Hansen, and Mogens Bjerg Mogensen. "Electrochemical testing of composite electrodes of (La1−xFx)0.9MnO3 and doped ceria in NO-containing atmosphere". Journal of Solid State Electrochemistry. 2012, 16(2). 703-714. https://doi.org/10.1007/s10008-011-1421-9


Kammer Hansen, Kent. "Low temperature reduction of NO and O2 on A-site deficient (Pr0.6Sr0.4)1−xFe0.8Co0.2O3−δ perovskites". Journal of Materials Science. 2011, 46(19). 6457-6460. https://doi.org/10.1007/s10853-011-5737-8


Kammer Hansen, Kent et al. "Effect of impregnation of La0.85Sr0.15MnO3/Yttria Stabilized Zirconia Solid Oxide Fuel Cell cathodes with La0.85Sr0.15MnO3 or Al2O3 nano-particles". Electrochimica Acta. 2010, 55(15). 4606-4609. https://doi.org/10.1016/j.electacta.2010.03.017


Kammer Hansen, Kent. "A-Site Deficient (Pr0.6Sr0.4)(1-s)Fe0.8Co0.2O3-delta Perovskites as Solid Oxide Fuel Cell Cathodes". Journal of the Electrochemical Society. 2009, 156(10). B1257-B1260. https://doi.org/10.1149/1.3194786


Kammer Hansen, Kent and Karin Vels Hansen. "A-site deficient (La0.6Sr0.4)1-sFe0.8Co0.2O3-delta perovskites as SOFC cathodes". Solid State Ionics. 2007, 178. 1379-1384. https://doi.org/10.1016/j.ssi.2007.07.012


Kammer Hansen, Kent, Martin Søgaard, and Mogens Bjerg Mogensen. "Gd_{0.6}Sr_{0.4}Fe_{0.8}Co_{0.2}O_{3.5}: A novel type of SOFC cathode". Electrochemical and Solid-State Letters. 2007, 10(8). B119-B121. https://doi.org/10.1149/1.2743140

Blennow Tullmar, Peter et al. High performance ceramic composite anodes for solid oxide fuel cells. 2007.


Hansen, Kent New methods for removal of soot and NOx. 2007.

Blennow Tullmar, Peter et al. Niobium-doped strontium titanates as SOFC anodes. 2007.


Bræstrup, Frantz Radzik and Kent Kammer Hansen Spinel-type electrode materials for purification of exhaust gasses from diesel fired engines. 2007.


Kammer Hansen, K., L. Mikkelsen, and Jørgen Bilde-Sørensen. "Electrical and electro-chemical characterisation of La$_{0.99}$Fe$_{1-x}$Ni$_x$O$_{3-\delta}$ perovskites". *J. Solid State Electrochem*. 2006, 10. 934-940. https://doi.org/10.1007/s10008-006-0153-8


Blennow Tullmar, Peter et al. *Novel ceramic anodes for solid oxide fuel cells investigated by cone shaped electrodes*. 2006.


Hashimoto, S.I. et al. "A study of Pr$_{0.7}$Sr$_{0.3}$Fe$_{1-x}$Ni$_x$O$_{3-\delta}$ as a cathode material for SOFCs with intermediate operating temperature". *Solid State Ionics*. 2005, 176(11-12). 1013-1020. https://doi.org/10.1016/j.ssi.2004.09.010


Pedersen, Thomas et al. "Charge disproportionation in (X$_{0.6}$Sr$_{0.4}$)$_{0.99}$Fe$_{0.8}$Co$_{0.2}$O$_{3-\delta}$ perovskites (X = La, Pr, Sm, Gd)". *Solid State Ionics*. 2005, 176(17-18). 1555-1561. https://doi.org/10.1016/j.ssi.2005.04.003


Kammer Hansen, K. and Mogens Bjerg Mogensen. "Oxidation of methane and hydrogen on Ce$_{0.8}$Gd$_{0.2}$O$_{2-\delta}$ fluorites". *Electrochemical and Solid-State Letters*. 2005, 8(2). A108-A109. https://doi.org/10.1149/1.1847879

Kammer Hansen, K. *Perovskites as electrodes and catalysts*. 2005.


Hashimoto, S. et al. "A study of Pr$_{0.7}$Sr$_{0.3}$Fe$_{1-x}$Ni$_x$O$_{3-\delta}$ as a cathode material for intermediate temperature operating SOFCs". *Extended abstracts*. Tokyo: Solid Oxide Fuel Cell Society of Japan. 2004, 118-121.
Hashimoto, S. et al. "A study of Pr$_{0.7}$Sr$_{0.3}$Fe$_{1-x}$Ni$_x$O$_{3-δ}$ as an SOFC cathode material". Extended abstracts. Tokyo: Solid State Ionics Society of Japan. 2004, 42-43.


