


Schwarzer, Lars et al. Biomass ignition in mills and storages – is it explained by conventional thermal ignition theory?. 2017. 9 p.


Jepsen, Morten See et al. *Measurements of NOx precursor concentration profile above the bed at a full scale W-t-E plant and the effect of precursor speciation on the NOx formation*. 2017. 5 p.


Trubetskaya, Anna et al. "Comparison of high temperature chars of wheat straw and rice husk with respect to chemistry, morphology and reactivity". *Biomass and Bioenergy*. 2016, 86. 76-87. https://doi.org/10.1016/j.biombioe.2016.01.017


Trubetskaya, Anna et al., Effect of Fast Pyrolysis Conditions on the Biomass Solid Residues at High Temperatures (1000-1400°C), Sound/Visual production (digital), 2015, 2015 AIChE Annual Meeting, Salt Lake City, 08 Nov 2015


Jensen, Peter Arendt The behavior of ash species in suspension fired biomass boilers. 2015. 1 p.


Jensen, Peter Arendt et al. *Treatment of Lignin and Waste residues by Flash Pyrolysis: Final report* Technical University of Denmark, Department of Chemical and Biochemical Engineering. 2014.


Jensen, Peter Arendt et al. *Characterization and quantification of deposits build up and removal in straw suspension fired boilers* Technical University of Denmark, Department of Chemical and Biochemical Engineering. 2013.


Wu, Hao, Muhammad Shafique Bashir, and Peter Arendt Jensen *Full-scale ash deposition measurements at Avedøre Power Plant unit 2 during suspension-firing of wood with and without coal ash addition*. DTU Chemical Engineering. 2012.


Shafique Bashir, Muhammad Shafique et al. *Suspension-firing of wood with coal ash addition: Probe measurements of ash deposit build-up at Avedøre Power Plant (AVV2)* DTU Chemical Engineering. 2012.


Christensen, Jakob Munkholt, Peter Arendt Jensen, and Anker Degn Jensen. Catalytic conversion of synthesis gas into higher alcohols. 2010. 2 p.


Hansen, Jern, Peter Arendt Jensen, and Peter Glarborg Deposit probe measurements in the Avedøre and Ensted straw fired grate boilers DTU Chemical Engineering. 2007.


Jensen, Peter Arendt, Haosheng Zhou, and Flemming Frandsen "How to deal with one of the main obstacles for an increased use of CO2 neutral biomass in power plant boilers - Optimal ash deposits removal in straw fired boilers". *Book of Abstracts*. 2007.


Jensen, Peter Arendt et al. Combustion experiments with biomass fuels and additives in a suspension fired entrained flow reactor – Test of Ca and P rich additives used to minimize deposition and corrosion 2005.

Hansen, Jørn and Peter Arendt Jensen Databook entry of deposit measurements in bio boiler Avedare 2 using additives performed by CHEC, DTU, November 2004 2005.


Jensen, Peter Arendt, K. Haahr Jørgensen and E. Larsen *Tjærenedbrydning i lavtemperatur forgassere til biomasse*. Fase 1 1996. (Denmark. Forskningscenter Risoe. Risoe-R; Journal number 957(DA)).


Clausen, Sønnik, Peter Arendt Jensen, and Ole Rathmann *Afprøvning og verifikation af laserbaserede metoder i kulstøvfyret kedel* 1990. (Risø-M; Journal number 2839).