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NOx reduction in grate-fired
Waste-to-Energy plants

Abstract
Due to the great environmental problems related to emission of NOx from combustion
processes a large emphasis has been put on minimising the emission over the last dec-
ades. Furthermore, in order to accommodate the strict NOx emission levels, which is
projected to be tightened even more in the coming years in many countries, new meas-
ures must be taken. It is important to develop models to predict the NOx formation
and degradation at varying furnace operating conditions to allow for an optimization of
furnace design and operating conditions. Chemical models predicting the NOx forma-
tion and degradation in a grate-fired combustor have been developed. However, these
models do not take fluid dynamics into account and are typically too complex to be
implementing in computational fluid dynamics (CFD) codes. CFD codes are required
to take fluid dynamics into account, thereby predicting NOx formation and degradation
more accurately. These modelling short-comings presently limit the industry from ob-
taining better process control and improved design of combustion facilities.

Initially in this thesis numerous chemical models that describes the NOx formation
and reduction are identified. One of these models was selected for further work.

The identified detailed chemical kinetic model was reduced using the Simulation Er-
ror Minimization Connectivity Method (SEM-CM) and the Path Flux Analysis (PFA)
method to yielding a number of skeletal mechanisms with varying size. It was identified
that a skeletal model consisting of 38 species and 251 reactions, developed using the
SEM-CM algorithm, offered the best compromise between model size and accuracy.

Full scale Waste-to-Energy (W-t-E) plant measurements were conducted identifying
the concentration profile of major combustion products and combustibles close to the
fuel bed. Furthermore, the speciation and concentration profile of the NOx precursors
were measured close to the bed, and it was shown that accurate predictions of the NOx

precursor speciation is essential for accurate NOx predictions.

The formation of NOx at the W-t-E plant (Affald+) used for data collection was mod-
elled post process the modelling of the combustion process. This was done using B&W
Vølunds in-house CFD model and the skeletal model developed in this study. The
modelling was performed based on process conditions obtained from the plant control
system and data collected during measurements at the plant. Results from the mod-
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elling showed large differences between the predicted and measured NOx emissions. It
is believed the difference is caused by errors in the predictions of the temperature field
in the furnace. The process is very dependent on temperature. Consequently a precise
prediction of the temperatures is a precondition for precise results with respect to NOx.

A skeletal model for the SNCR process was developed through reduction of the detailed
chemical kinetic model using the SEM-CM algorithm. A skeletal model consisting of
21 species and 50 reaction was identified as the most suitable for CFD modelling as it
offered a good compromise between accuracy and size.

The efficiency of NOx reduction by injection of NH3 (SNCR) into the flue gas was
determined through full scale measurements. Furthermore, the flue gas composition in
the SNCR zone was measured. Besides normal combustions products (CO2 and H2O),
high CO concentrations of up to 6000ppm was measured in the lower part of the SNCR
zone.

The SNCR process was modelled post process the combustion using the skeletal model
developed in this study. The modelling was performed based on process conditions ob-
tained from the plant control system. Large differences between predictions by the CFD
model and measurements were found. The large differences is believed to be due to
inaccuracies in the prediction of the CO concentration field, which the SNCR process is
highly dependent on, and a predicted recirculation of flue gases in the SNCR zone.
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NOx-reduktion i ristefyrede
affaldsforbrændingsanlæg

Resumé
Grundet store miljømæssige konsekvenser knyttet til udledning af store mængder af
NOx, er stor fokus blevet rettet mod minimering af NOx emissioner fra forbrændings-
processer gennem de seneste årtier. Ydermere, for at overholde de strenge emissonskrav
på NOx-udledning, emissionskrav som forventes strammet yderligere i mange lande in-
denfor den nærmeste fremtid, er nye tiltag er nødvendige. Det er af stor nødvendighed,
at udvikle modeller som kan bruges til beskrives af NOx-dannelse og reduktion i af-
faldskedler ved forskellige driftsindstillinger. Disse modeller kan efterfølgende bruges til
optimering af kedeldesign og optimering af driftsindstillinger. Modeller til beskrivelse
af NOx-dannelse og reduktion er før blevet udviklet. Disse modeller tager dog ikke hen-
syn til fluiddynamik og er typisk alt for komplekse til at kunne blive implementeret i
"computational fluid dynamics" (CFD) koder. Til nøjagtig beskrivelse af NOx-dannelse
og reduktion i industrielle systemer, er brugen af CFD en nødvendighed. De førnævnte
komplikationer afholder i given stund industrien fra at opnå en bedre proceskontrol og
et optimeret design af forbændingsfaciliteter.

Indledningsvis i afhandlingen blev en række kemiske modeller til beskrivelse af NOx-
dannelse og reduktion identificeret, og af disse blev én udvalgt.

Ved brug af "Simulation Error Minimization Connectivity Method" (SEM-CM) algorit-
men og "Path Flux Analysis" (PFA) metoden blev den identificerede detaljerede kemiske
model reduceret. Dette resulterede i en række skeletmodeller med variende størrelse.
På baggrund af analyser af modellernes nøjagtighed og modellernes størrelse viste det
sig, at det bedste kompromis mellem modelstørrelse og nøjagtigthed blev opnået for den
udviklede skeletmodel bestående af 38 specier og 251 reaktioner.

Målinger af koncentrationsprofiler for forbrændingsprodukterne, CO2 og H2O, samt
brandbare gasser fra pyrolyse af affald lige over affaldslaget, blev målt på et affaldsfor-
brændingsanlæg. Ydermere blev koncentrationsprofilerne for NH3 og HCN fra pyrolyse
af affaldet målt, og forholdet mellem disse produkter bestemt. Det blev vist, gennem
modellering af NOx-dannelse, at en nøjagtig bestemmelse af forholdet mellem NH3 og
HCN frigivet fra brændselslaget, er essentiel for nøjagtigt modellering af NOx-dannelse
i affaldsforbrændingsanlæg.

NOx-dannelse i et affaldsforbrændingsanlæg blev modelleret i CFD. Dette blev gjort,
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ved brug af den udviklede skeletmodel til beskrivelse af NOx-dannelse. NOx-dannelse
blev modelleret post-proces, ved brug af resultater fra modellering af forbrændingspro-
cessen. Driftsdata fra Affald+, et forbrændingsanlæg i Næstved, blev brugt til bestem-
melse af indgangsbetingelser til beregningen. Store uenigheder mellem den modellerede
NOx-dannelse og målinger fra Affald+ blev fundet. Store forskelle på de predikterede
temperaturer i fyrrummet og målte temperaturer blev fundet. Disse temperaturefor-
skelle kan være skyld i overestimeringen af NOx-dannelsen.

Ved brug af SEM-CM algoritmen, blev en skeletmodel for "Selective Non-Catalytic Re-
duction" (SNCR) processen udviklet. Det bedste kompromis mellem modelstørrelse og
nøjagtighed blev fundet for skeletmodellen bestående af 21 specier og 50 reaktioner.

Reduktionseffektiviteten af NOx med NH3 i et SNCR system blev evalueret gennem
målinger på et affaldsforbrændingsanlæg i Næstved. Ydermere blev gassammensætnin-
gen i SNCR-zonen målt. Udover sædvanlige forbrændingsprodukter (CO2 og H2O), blev
store koncentrationer af CO målt. CO-koncentrationer i nærheden af 6000ppm, i områ-
det hvor SNCR-processen foregår, blev målt.

SNCR processen blev modelleret i CFD. Dette blev gjort post-proces forbrændingsmod-
elleringen. Til modellering af SNCR processen blev den udviklede skeletmodel benyttet.
Til modellering af forbrændingsprocessen blev driftsdata fra nævnte affaldsforbrænding-
sanlæg i Næstved brugt. Der blev fundet store forskelle på den predikterede effektivitet
af NOx-reduktionen og den målte. Den store forskel mellem den predikterede effektivitet
af NOx-reduktionen og den målte, kan skyldes en unøjagtig beskrivelse af CO koncentra-
tionerne i CFD modellen. Da SNCR-kemien er yderst afhængig af CO koncentrationen,
kan en unøjagtig beskrivelse af CO koncentrationen føre til stor unøjagtighed i beskriv-
elsen af NOx-kemien.
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Chapter 1

Introduction

Managing the large amounts of municipal solid waste that is produced daily is a signi-
ficant challenge, and R&D efforts to resolve the problems are increasing. Traditionally,
the municipal solid waste has been disposed at landfills due to the low cost. In many
regions this is no longer possible as an increase in municipal solid waste generation is
experienced. This has generated a shift in municipal solid waste handling, from disposal
at landfills to extraction of energy through combustion. One of the main combustion
technologies for solid waste is grate-firing. This technology is widely recommended as
one of the most competitive, as it enables the use of a wide range of fuels, both biomass
and solid waste, with varying moisture content and the requirements to the fuel prepar-
ation and handling are limited.
Combustion of solid waste, similar to combustion of other solid fuels, emits nitrogen ox-
ides (NOx). The emission of NOx continues to be a major environmental concern [1] as
it is an acid rain precursor and participates in formation of photochemical smog, which
is problematic in urban areas [1] [2]. Furthermore, studies indicate that the gaseous
NO2 has significant impact on the human health [3].
Nitrogen oxides are formed either from oxidation of the N2 in the combustion air or
from oxidation of organically bound nitrogen in the fuel [1]. For solid fuels such as
waste, which has a significant content of organic nitrogen, the dominating source of NO
is the NO formed from organically bound nitrogen in the fuel [1]. In grate combustion
of waste, most of the nitrogen bound in the fuel is released during devolatilisation of the
fuel in the fuel-bed, mostly as NH3, HCN and aromatic N-compounds [4].

Due to the effects on the environment and on the human health minimising the NOx

emissions from combustion processes is of utmost importance. This can be achieved
through modelling of the combustions process in commercial CFD codes. The scope
of this research is to develop a reliable simplified model for NOx formation, as well as
for reduction by SNCR, and implement it in CFD. Following the project the model can
help to improve B&W Vølunds NOx control strategies and the design of future W-t-E
boilers.

1.1 Grate firing combustion technology
The prime objective of a waste combustion plant is to burn the waste in an environ-
mentally safe manner. This means that the burnout of the flue gas and bottom ash
needs to be maximized, and the formation of air, water and soil pollutants be prevented
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1. Introduction

as much as possible.

A secondary - but equally important - objective is maximization of the energy recovery.
The incinerator is equipped with a steam boiler, the energy recovery takes place by rais-
ing the steam temperature, which is passed to a turbine/generator set for electricity and,
possibly, heat production. In such a plant the steam production rate should be as con-
stant as possible to secure operation of the turbine and uniform electricity production;
consequently a constant thermal conversion rate in the furnace/boiler system is essential.

Boilers for waste-fired power plants are normally water tube boilers, in Europe they
most often have four passes: three vertical radiation passes and one convection pass.
The first of the radiation passes is integrated in the furnace as the post-combustion
chamber. The convection pass, in which the evaporators, the superheaters and the
economizers are located, may be vertical or horizontal.

Figure 1.1: Schematic drawing of the furnace, first and second pass of a Waste-to-energy
plant.

The addition of combustion air, both primary and secondary combustion air, plays
an important role in the efficiency of the W-t-E plant and in securing complete com-
bustion of the fuel [5]. In modern W-t-E plants the combustion air is added in three
different locations; primary air under the grate, secondary air through nozzles in the
front and back roof of the furnace and over-fire air nozzles initially in the first pass.
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1.2. NOx emission

This is schematically shown in Figure 1.1.

The main objective of the primary air, together with the movement of the grate, is
to significantly increase the mixing of the combustibles and increase waste conversion
[5]. The primary air is injected from under the grate perpendicular to the movement of
the fuel; consequently the bottom of the fuel is exposed to preheated primary air while
the top of the fuel is within the furnace. For effective combustion it is important to mix
the fuel well as it is transported down the grate. Typically the grate is split into 4 zones
and a predefined fraction of the total primary air distributed to each zone. Effective
control of the primary air distribution to each zone helps to control the combustion.
The primary air added in the first section primarily contributes to the drying of the
fuel, while the primary air added in the second and third part of the grate provides the
needed air and heat for devolatilization of the fuel. The primary air added in the fourth
section mainly provides the needed oxygen for complete burn-out of the fuel.

Effective secondary air injection is extremely important in optimisation of the gas com-
bustion in the freeboard, to secure complete burnout and to secure low emissions [5].
The secondary air introduced through nozzles in the front roof secures staging of the
gas combustion in the front part of the furnace which helps to reduce NOx emissions
[5]. Furthermore, the injection of combustion air in the front roof creates recirculation
in the furnace increasing the residence time of particles and combustibles in the furnace
thereby securing complete burn-out of the waste and lowering CO emissions.
Injection of secondary air in the lower part of the first pass, this is denoted over-fire air
(OFA), acts to secure complete burn-out and reduce the emissions due to the staging ef-
fect. The arrangements of the over-fire air jets can provide an effective highly turbulent
environment at the exit of the furnace due to horizontal recirculation zones. This causes
a prolonged residence time of combustibles securing complete burn-out. Furthermore,
the OFA jets secures a more evenly distributed gas temperature in the cross sectional
area of the first pass [5]; consequently the effectiveness of the reduction of formed NOx

in a SNCR system can be increased.

The grate, located in the bottom of the furnace, has three important functions. The
grate has to secure lengthwise transport of the fuel from the inlet to the ash pit, distrib-
ute the primary combustion under the grate and mix the fuel to secure complete burn
out. These can be classified into four main groups; Stationary sloping grates, Travelling
grates, Reciprocating grates and Vibrating grates [5]. In this study the focus will be
put on W-t-E plants equipped with a reciprocating grate. This type of grate transports
the fuel from the inlet to the ash pit by reciprocating movements mixing the fuel more
effectively compared to the other grate types[5].

1.2 NOx emission

1.2.1 Atmospheric NOx chemistry

NOx is found to be a precursor for acid rain. In the atmosphere NO undergoes a series
of reactions through which nitrate is formed; an aqueous solution of nitrate is a highly
corrosive mineral acid (nitric acid). Firstly NO reacts with hydroperoxyl to form NO2
and hydroxyl [6]:

NO +HO2 → NO2 +OH (1.1)
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1. Introduction

The formed NO2 is photochemically broken down to form NO and ozone according to
reaction 1.2.

NO2 + hv(λ ≤ 420nm)→ NO +O(3P)

O(3P)→ O2
M+ O3

(1.2)

The formed NO from reaction 1.2 reacts with hydroperoxyl again to form NO2 according
to reaction 1.1.
The formed ozone reacts with NO2 to form nitrate, which leads to acid rain [6], according
to reaction 1.3.

NO2 +O3 → NO3 +O2 (1.3)

Acid rain has a great influence on the ecosystem as it promotes acidification of soil,
forest and the aquatic ecosystems, consequently affecting the wildlife, crops and forests
[7].

1.2.2 Human health issues

Several animal studies have been performed to determine the impact of NO2 exposure on
the human health. Extrapolation of results and observations from these studies can give
an insight in the health issues related to NO2 exposure on the human body. Because of
the difference between mammalian species, the exact effects on the human body caused
by NO2 exposure has not exactly been determined. However, because of basic physiolo-
gical, metabolic and structural similarities in all mammals, the results and observations
from studies of several animal species indicate that NO2 exposure can cause similar
types of effects in humans [3]. Animal studies on NO2 exposure show signs of a number
of different effects in several animal species. Most notably the studies show negative
effects on the host defence against infectious pulmonary diseases, lung metabolism, lung
function and lung structure [3].
Long-term exposure to high concentrations of NO2 has been reported to result in mor-
phological lung lesions for several species of laboratory animals. Furthermore, destruc-
tion of alveolar walls in lungs from animals in a limited number of studies. The destruc-
tion of the alveolar walls causes emphysema in humans.

NO2 can act as a strong oxidant in the oxidation of unsaturated lipids with perox-
ides as the dominant product. Both ascorbic acid (vitamin C) and alpha-tocopherol
(vitamin E) inhibit the peroxidation of unsaturated lipids. When ascorbic acid is sealed
within bilayer liposomes, NO2 oxidizes the sealed ascorbic acid. Furthermore, NO2 can
also oxidize membrane proteins. The oxidation of either of the two, the membrane lipids
or proteins, can result in the loss of cell permeability control[3].

The respiratory tract has two main objectives; to ensure efficient exchange of gases,
mainly O2 and CO2, and to provides the body with a first line of defence against in-
haled viable and non-viable airborne agents. It has been shown that exposure to NO2
can result in a decrease in the effectiveness of these defence mechanisms, thereby increas-
ing the susceptibility to infectious respiratory diseases. The parameters that are affected
by NO2 exposure are the functional and biochemical activity of cells in lungs, alveolar
macrophages, immunological competence, susceptibility to respiratory infections, and
the rate of mucociliary clearance [3].
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1.3. Formation of NOx

Even though the exposure of humans NO2 has not been proven to cause any of the
mentioned health issues above, the animal studies highly indicate a number of human
health issues related to NO2 exposure. Limiting the NOx is therefore of great import-
ance.

1.2.3 Legislations on NOx emissions from W-t-E plants

Legislation on emission from European companies is decides by the European Union
based on what can be achieved by "Best Available Techniques" denoted. BAT. The le-
gislations on emissions of NOx are a part of the BREF-documents[8]. These documents
are revised every 8th year, hence new technologies becomes a part of the legislation. The
BREF-documents and the BAT are specified for approximately 30 industries, among
these waste incineration.

The BREF documents include emissions and the used of resources by companies. The
BREF documents are, according to the Industrial Emissions Directive (IED) which came
into force in Denmark on January 7 2013, binding for companies that incorporate the
requirements in their environmental impact assessments. Companies are required to
comply with the new requirements within 4 years after the publication of the BREF-
documents[8].

The current BREF-documents dates back to 2010. These states that the NOx emis-
sion must be limited to 200 mg/Nm3 for new build Waste-to-energy plants, while the
NOx must be limited to 250 mg/Nm3 for existing plants[8]

As stated above revised BREF documents will come every 8th year; revised BREF doc-
uments are expected in 2018[8]. A draft of the revised BREF documents were provided
by DAKOFA (Dansk Kompetencecenter for Affald og Ressourcer[8]). According to the
revised BREF-documents emission of NOx must be limited to 50-120 mg/Nm3 for new
build Waste-to-energy plants, while the NOx must be limited to 50-150 mg/Nm3 for
existing plants[8]. The values are daily average. The exact value is determined by local
authorities.

1.3 Formation of NOx

NOx can be formed by three different mechanisms, which depend on the process condi-
tions, fuel etc.[9]. The mechanisms are:

• Thermal NOx

• Prompt NOx

• Fuel NOx

A simplified reaction path diagram of the major steps in the formation of thermal NO,
prompt NO and fuel NO is shown in figure 1.2.
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1. Introduction

Figure 1.2: Simplified reaction path diagram of the major steps in the formation of
thermal NO, prompt NO and fuel NO [10].

Thermal NOx is formed by oxidation of the atmospheric nitrogen, prompt NOx is
formed through reaction between atmospheric nitrogen and hydro carbon radicals from
the fuel and fuel NOx is formed from the nitrogen bound in the fuel[9].
Each of these mechanisms will be presented and examined in the following sections.

1.3.1 Thermal NOx mechanism

Thermal NOx is formed through oxidation of nitrogen from atmospheric air. The form-
ation is highly temperature sensitive and happens at relatively high temperatures [9].
The oxidation is described from the widely accepted Zeldovich two-step mechanism 1.4
and 1.5 [11]. At high temperature oxygen dissociates or reacts with free radicals to form
free oxygen atoms, these attack nitrogen molecules to start a chain reaction forming
NO. This reaction mechanism was first proposed by Zeldovich (1947), hence it is called
the Zeldovich mechanism, and has been shown below.

N2 +O⇌ NO +N (1.4)

N +O2 ⇌ NO +O (1.5)

In some cases the Zeldovich mechanism under-estimates the NO formation [12]. In these
cases the mechanism is extended to include an additional reversible reaction 1.6. The
mechanism including the additional reversible reaction is referred to as the Extended
Zeldovich mechanism.

N +OH⇌ NO +H (1.6)

The extended Zeldovich mechanism is very depended on the temperature. At temperat-
ure below 1600-1800K the thermal NO formation by the extended Zeldovich mechanism
is significantly reduced. Furthermore, Thermal NOx is not as predominant at fuel-rich
environments due to the low amount of available oxygen[9]. The initial step of the Zel-
dovich mechanism, the attack of an oxygen atom on the triple bond in N2 (reaction 1.4)
has a high activation energy of about 75kcal mol−1, consequently this is the rate limiting
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1.3. Formation of NOx

step in thermal NO formation only significant at higher temperatures [10].

At lower temperatures, below 1800K, and a stoichiometric ratio of 1.2 it has been shown
that thermal NOx account for lees than 15% of the total NOx formation. At a slightly
reduced stoichiometric ratio; 1.0, the thermal NOx was found to account for less than
1% for the formed NOx [9]. These measurements have, however, been performed during
coal combustion. Similar behaviours are expected for biomass combustion as thermal
NOx is formed from atmospheric nitrogen, therefore independent of the fuel type.

1.3.2 Prompt NOx mechanism

The prompt NOx is formed through reactions between the atmospheric nitrogen and
hydrocarbon radicals in fuel rich regions of flames. The formation of NOx through the
prompt NOx mechanism was first proposed by Fenimore (1971)[11].
The formation of NOx through the prompt reaction mechanism is describe by the 3
overall reactions 1.7, 1.8 and 1.9.

N2 +CHx ⇌ HCN +N + ... (1.7)

N2 +C2 ⇌ 2CN (1.8)

N +OH⇌ NO +H (1.9)

From these three reactions it is postulated that reaction 1.7 is the dominating reac-
tion. Of the hydrocarbon radicals the methylidyne (CH) is especially interesting as it
is sufficiently reactive to attack molecular nitrogen thereby initiating the prompt NO
formation reactions [10]. The HCN formed from this reaction follows the same reaction
pathway as HCN formed from devolatilisation of the fuel; the HCN is therefore included
in the fuel NOx mechanism described in the following section. A schematic drawing of
the major reaction pathways of prompt NOx and fuel NOx has been proposed by Miller
and Bowman [13] and is seen in figure 1.3
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Figure 1.3: The major reaction patchway for the formation of prompt and fuel NOx

proposed by Miller and Bowman [13]. The bold line represents the most important
reactions.

It has been estimated that the HCN formed from reaction 1.7 accounts for 90% of
the prompt NOx formed[9]
The prompt NOx mechanism requires, as seen in reaction 1.7, a hydrocarbon radical to
be initiated, consequently the prompt NOx mechanism is much more predominant in
fuel-rich regions[9].
The prompt NOx mechanism is neglected in many models as it is only significant in
highly fuel-rich regions. Furthermore, the prompt NOx mechanism only accounts for a
small fraction of the total NOx formed; the prompt mechanism accounts for approxim-
ately 15% of the total NOx produced[9].
There are uncertainties about the rate data of the overall reactions leading to formation
of prompt NOx. At present time the prompt NOx is by default calculated from a global
kinetic parameter derived by De Soete [14] in Fluent[15]. De Soete showed that the
overall prompt formation rate can be found from equation 1.10.

d[NO]prompt
dt

= (Overall prompt NOx formation rate)

−(Overall prompt N2 formation rate)
(1.10)

Under fuel-rich conditions, where prompt NOx formation has a slight significance, the
oxygen radical concentration is high and N radicals almost exclusively react to form
NOx. The prompt NOx formation rate can therefore be expressed as equation 1.11 [15].

d[NO]
dt

= kprompt[O2]a[N2][FUEL] ⋅ e−Ea/RT (1.11)
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1.3.3 Fuel NOx mechanism

Fuel NOx is formed by oxidation of fuel bound nitrogen. An accepted assumption is that
the general scheme for fuel NOx mechanism includes a partial or total transformation of
the nitrogen bound in the fuel into a series of nitrogen intermediates; these intermediates
are HCN, NH3 CN, NH and N, followed by a double competitive reaction path. One of
the reaction paths transforms the formed nitrogen intermediates into NO via an attack
from an oxygen species. In the second reaction path the nitrogen intermediates are
transformed into molecular nitrogen by attack of (mainly) NO itself [11] [14].

Figure 1.4: Reaction path diagram for the oxidation of NH3[10]

The formation proceeds through the formation of HCH or NH3. Hence these com-
pounds are oxidized to NOx according to reaction 1.12. A competing reaction 1.13
reducing the formed NOx has a great influence on the overall NOx formation. The
competing reactions, reaction 1.12 and 1.13, form the overall reaction sequence for fuel
NOx formation[14] [9].

HCN +O2 → NO + ...
NH3 +O2 → NO + ...

(1.12)

HCN +NO→ N2 + ...
NH3 +NO→ N2 + ...

(1.13)

From the overall reaction 1.12 and 1.13 it is seen that HCN and NH3 react to form either
NO or N2. The ratio between these two products depends on the local conditions[9].
In fuel-rich regions a large amount of N2 is formed compared to the amount of NO.
This is due to the low oxygen availability which means that the formed NO is used as
oxidant for NH3, amongst others, thereby reducing NO to molecular nitrogen N2 [16]
[9]. In fuel-lean regions the HCN and NH3 are oxidised to NO, because oxygen is used
as oxidant for NH3.

In combustion processes at lower temperatures; as is the case for waste incineration
plants, fuel NO formation is the dominating NOx formation mechanism. Typically
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more than 80% of the formed NOx originates from fuel bound nitrogen[9]. Fuel NOx is
formed more rapidly compared to thermal NOx due to the weaker N-H and N-C bonds
than the strong triple bonds which must be broken during thermal NOx formation[17].

1.4 NOx reduction methods in Waste-to-Energy plants

1.4.1 Primary NOx reduction measures

The aim of primary NOx reduction techniques is to decrease the amount of NOx formed
during devolatilisation and combustion of the fuel and combustible gases. This can be
done using a number of different approaches. The different approaches are similar in the
way that they either limit the availability of oxygen in the primary combustion section of
the boiler unit or lower the combustion temperature. The limited availability of oxygen
acts to limit the formation of fuel-NOx, while a lowering of the combustion temperature
limits the formation of thermal NOx and fuel-NOx formation; fuel NOx formation is
strongly temperature dependent[1].

There are four major primary NOx reduction methods which are applied industrially
either alone or in combination. These reduction methods are marked by the red box
seen in figure 1.5[18]:

Figure 1.5: The primary control measures are marked by the red box, while the second-
ary measures are shown in the blue box. Other primary and secondary measures are
available. However, the shown measures are the ones used in solid waste incineration on
a grate. (Modified from [19])

According to some literature primary reduction methods can reduce the formation
of NOx with 50-80% [16].

Staged combustion

The principal of staged combustion is to limit the formation of NOx by limiting the
availability of oxygen in the zone just above the fuel layer during devolatilisation, while
an excess amount of oxygen is available in a second zone further up in the combustion
chamber. In modern grate-fired power plants burning biomass the ratio between primary
air; which is responsible for the devolatilization of the fuel, and the secondary air;
responsible for the oxidation of the combustible gases and char, tends to be 4/6 in the
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1.4. NOx reduction methods in Waste-to-Energy plants

favour of the secondary air, while the ratio in older grate-fired units tends to be 8/2 in
the favour of the primary air[20]. The approach is illustrated in figure 1.6.

Figure 1.6: Principal of staged combustion air supply [21]

The primary air is injected into the system from under the grate and the secondary
air is injected from the ceiling. A schematic drawing of a combustion chamber is seen
in figure 1.7

Figure 1.7: A schematic drawing of a typical combustion chamber in a grate-firing solid
waste power plant. The location of the primary (PA) and secondary air (SA) is seen as
well [20].

From figure 1.7 it is seen that the combustion chamber is split into two zones; a fuel
rich zone and an oxygen rich zone. In the fuel rich zone a limited amount of oxygen is
available. The limited availability of oxygen in the primary combustion zone will cause
NO to act as an oxidant for CO, CH4, HCN and NHi (0 > i < 4) thereby reducing NO
to molecular nitrogen N2. These reduction reactions proceed according to reaction 1.14
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and 1.15 amongst others [16].

NO +NH2 → N2 +H2O (1.14)

NO +CO→ CO2 + 0.5N2 (1.15)

The limitation of oxygen in the fuel rich zone induces an increase in CO formation due to
incomplete combustion. In the oxygen-rich zone the secondary air acts to decrease the
temperature and oxidise the unburned carbohydrates, thereby limiting the formation of
thermal NOx and increasing the burn-out.
In the oxygen rich zone an overstoichiometric amount of oxygen is available in order
ensure total burn-out of the char produced from devolatilisation in the fuel rich zone,
hence more heat is being produced.

Enhanced air mixing

Proper design of the secondary air injection can enhance the mixing of the combustibles.
The Over-Fire Air (OFA) acts to ensure burn-out of all carbohydrates. Effective design
of the OFA ensures good mixing and prolongs the residence time, as seen in figure 1.8,
of the combustibles in the burn-out zone ensuring complete burn out.

Figure 1.8: Examples of OFA designs to ensure good mixing and prolonged residence
time of the combustibles in the burn-out zone[20]

Two different OFA configurations are shown in figure 1.8.

Flue gas recirculation (FGR)

In flue gas recirculation a part of the flue gas from the combustion is injected into the
furnace again, as illustrated in figure 1.9.
After the hot flue gas has passed through the economiser it is recirculated into the furnace
again. The recirculated flue gas acts to decrease the temperature in the furnace thereby
degreasing the thermal NOx formation. Furthermore, as the oxygen and nitrogen mass
fraction in the flue gas is lowered, compared to atmospheric air, the partial pressure of
oxygen and nitrogen in the furnace is reduced, hence the NOx formation is limited[22].
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1.4. NOx reduction methods in Waste-to-Energy plants

Figure 1.9: Schematic drawing on a grate-firing solid waste incineration plant with flue
gas recirculation[22]

1.4.2 Secondary NOx reduction measures

The primary NOx reduction methods, mentioned in the previous section, only limit the
formation of NOx to a certain degree. Due to the tight legislations on NOx emissions
sufficient NOx reduction is not possible when primary NOx reduction methods are used
alone[18]. For further reduction in NOx emissions secondary NOx reduction methods are
used. The secondary NOx control methods used in Waste-to-Energy plants are shown
in figure 1.5. The aim of these methods is to reduce the formed NOx through chemical
reactions with a reduction agent. In many industries aqueous solutions of ammonia or
urea are used for NOx reduction. The reduction of NOx using an aqueous solution of
ammonia follows reaction 1.16, while reduction of NOx using an aqueous solution of
urea follows reaction 1.17

4NH3 + 4NO +O2 → 4N2 + 6H2O (1.16)

CO(NH2)2 + 2NO + 0.5O2 → 2N2 +CO2 + 2H2O (1.17)

The reduction of NOx is done catalytic through Selective Catalytic Reduction (SCR) or
non catalytic through Selective Non-Catalytic Reduction (SNCR).
The use of a catalyst decreases the temperature window in which the optimal reduction
occurs by several hundred degrees. This allows for better control, thereby more optimal
reduction. The reduction using SNCR occurs by direct injection of the reducing agent
dissolved in water into the first-pass, whereas reduction by SCR happens by injection
of the reducing agent after heat exchange in the boiler. This ensures a more stable
temperature. The SNCR concept will be discussed in detail in section 1.4.3.
Due to the use of a catalyst the SCR process is economically less feasible compared to
the SNCR process.

1.4.3 Selective Non-Catalytic Reduction

Prior to 1972 homogeneous reaction between NH3 and NO, NO and O2 and NH3 and
O2 had been studied extensively. Each of these three reactions were predicted by the
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literature to react to a negligible extent [23]. Not before 1972 a mixture of NH3, NO and
O2 was studied. The mixture behaved rather different from the sum of the parts[24].
The presence of O2 was shown to enable NH3 to selectively reduce the NO to atmo-
spheric nitrogen leaving the O2 largely unreacted[23]. This process is referred to as the
"Thermal DeNOx" process.

Presently the Thermal DeNOx process is a widely used and effective method for NOx

reduction by injection of amines (-NH-)containing selective reducing agents such as NH3
or urea into the flue gases [25].

In this part of the thesis NOx reduction by injection of a reducing agent into the first
pass of the boiler, Thermal DeNOx process, will be reviewed; the optimal operating
window and kinetics for the reduction will be examined. Furthermore, the concept of
selective non-catalytic reduction using different reducing agents will be addressed.

Two different strategies exists for secondary NOx control; the Thermal DeNOx process
and the RAPRENOx process [13]. These after-treatment processes reduce the formed
NOx by homogeneous gas-phase reactions. The thermal DeNOx process uses ammonia
or urea as reducing agent, which is injected into the exhaust gas in a limited temperature
window, while the RAPRENOx process uses cyanuric acid as reducing agent [13].

The choice of reducing agent is important for the modelling purpose as these behave
differently. The most commonly used reagents are ammonia, urea and cyanuric acid.
Brouwer and Heap[26] made a schematic drawing of the NOx reduction by these reagents
shown in figure 1.10

Figure 1.10: Schematic figure of the proposed simplified pathway for NOx reduction by
ammonia, urea and cyanuric acid [27]

Ammonia

The most used reducing agent for the reduction of NOx is ammonia, due to a lower price
compared to urea. After injection through a nozzle into the first pass, ammonia and
water are simultaneously evaporated to form gaseous ammonia and water. The gaseous
ammonia reacts homogeneously with NO to form atmospheric nitrogen [13] according
to the simplified scheme seen in figure 1.11.
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1.4. NOx reduction methods in Waste-to-Energy plants

Figure 1.11: The most important reactions shown as a reaction pathway diagram for
the thermal DeNOx process [13].

At higher temperature; above approximately 1100○C [13], the gaseous ammonia
decomposes to form additional NO thereby contributing to the overall NOx emission.

Urea

Urea behaves differently compared to ammonia as this is a salt. Consequently simultan-
eous evaporation of water and urea is not happening. The urea evaporation/decomposition
is not understood in detail and a number of assumptions are therefore applied [28].
After injection of urea in the combustion gases the aqueous urea solution is heated to
the boiling point of water at which the water is evaporated [29]. When all the water
has evaporated the urea undergoes thermal breakdown producing ammonia according
to reactions 1.18, 1.19 and 1.20.

(NH2)2CO(aq)→ (NH2)2CO(l) +H2O(l) (1.18)

(NH2)2CO(l)→ (NH2)2CO(g) (1.19)

(NH2)2CO(g)→ NH3(g) +HNCO(g) (1.20)

According to Birkhold et al.[29] the rate of reaction 1.19 can be determined from equation
1.21.

1 ⋅ 1012 ⋅ e−V/RTd (1.21)

Here V is the heat of evaporation and Td the temperature of the droplet. The heat of
evaporation has been determine to 87.4kJ/mol [29].
After decomposition of urea the product (ammonia) will enter into the ammonia reaction
pathway shown in figure 1.11.
45% of the formed urea will according to Miller and Bowman[12] decompose to isocyanic
acid [13]. This will act to reduce the NOx similar to cyanuric acid.

Cyanuric acid

Cyanuric acid (C3H3N3O3) decomposes thermally to isocyanic acid and small amounts
of ammonia. According to Miller and Bowman cyanuric acid decomposes into 2.7 parts
of isocyanic acid and 0.3 parts of ammonia. The isocyanic acid enters into the pathway
as stated in figure 1.10. The formed isocyanic acid reacts with a species M in the gas
phase to form cyanate. The formed cyanate is the compound responsible for the NOx

reduction due to its reaction with NO to form N2O.
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1.4.4 Operating window of the thermal DeNOx process

As urea decomposes to ammonia after injection of the urea solution into the hot exhaust
gasses, the temperature window at which these two components reduce NOx most ef-
fectively are similar. Experimental data from degradation of NOx with ammonia has
been performed by Lyon and Hardy [30] as shown in figure 1.12

Figure 1.12: The effect of hydrogen upon the thermal DeNOx temperature operating
window. The experimental data (the filled boxed) have been obtained by Lyon and
Hardy [24]. These have been compared with a kinetic model (the lines) developed by
Bowman and Miller [13].

As seen in Figure 1.12 the reduction of NOx with NH3 occurs in a tight temperature
window around 950○C. Furthermore, it is seen that the presence of combustibles, in this
case H2, moves the temperature window.

A well cited model used extensively to describe the reduction of NOx with NH3 is
the global model by Brouwer and Heap [26]. The model assumes the reduction occurs
through 2 competing reactions shown in reaction 1.22 and 1.22.

NH3 +NO→ N2 +H2O +H (1.22)

NH3 +O2 → NO +H2O +H (1.23)

This global model describes the reduction chemistry well for most conditions. However,
the presence of CO in the flue have been shown to move and narrowing the temperature
window for reduction. This effect has not been captured well by the model.
In the next chapters of the thesis the NOx reduction with NH3 will be studied more
extensively.

1.5 Scope of the thesis
The overall aim of this project is to develop and implement models that describe the
formation and reduction of harmful NOx gases in grate-firing combustion chambers in
Babcock & Wilcox Vølund´ s in-house CFD code, thereby facilitating predictions of the
NOx levels at any given point in the boiler. The research hypotheses are therefore:
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• A simple, but precise, model for NOx formation in grate-firing boilers can be
developed and implemented in the Babcock & Wilcox Vølund in-house combustion
model.

• A model for NOx degradation, using appropriate SNCR systems, can be developed
and implemented in the Babcock & Wilcox Vølund in-house combustion model.

• The implemented sub-models can precisely predict NOx levels when compared with
experimental results from a pilot scale grate-firing combustor and commercial solid
waste grate-firing power plant.

The objectives will be met by dividing the project into a number of different tasks. The
first task deals with the identification of an appropriate model for NOx formation and
degradation in the free-board. The second task involves development and validation of
developed simplified models by comparing predictions with experimental and theoretical
results. The third involves the implementation of the appropriate models in the BWV
in-house CFD model. The fourth task deals with the evaluation of the implemented
model.
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Chapter 2

Modelling of NOx chemistry

In order to explain the formation of NOx during combustion of solid fuels numerous dif-
ferent kinetic mechanisms have been proposed. The mechanisms range from very simple
global reaction kinetics describing the nitrogen chemistry in a limited parameter space
to very detailed reaction mechanism where more than one hundred species and over five
hundred reactions are included[31] which describe full combustion chemistry in the full
parameter space.

In the following it will be shown that the formation and reduction of NOx is highly
dependent on the temperature and oxygen concentration. Due to this dependency, the
turbulent environment in the furnace and SNCR zone of a Waste-to-energy plant, and
large differences in the local stoichiometry and temperature the use of CFD for accur-
ate NOx predictions is essential[32]. The use of CFD as a prediction tool comes with
disadvantages, detailed chemical models have been shown to highly increase the com-
putational efforts[33] and the large number of reactions may complicate the analysis of
results from CFD simulations; consequently the use of reduced models of global models
in CFD can be an advantage. However, reduction of chemical models influence the per-
formance of the models as shown in the following sections; consequently using reduced
models is a trade off between computational time, easier understanding of the chemistry
and modelling accuracy.

In the following sections a number of the more accurate Detailed Chemical Kinetic
Models (DCKM) will be presented; the most promising detailed chemical kinetic model
will be identified and used as starting mechanism for the development of skeletal models.
Readily available skeletal models will be presented and analysed. Lastly, existing global
models will be presented and analysed. Each of the models will be discussed in terms
of accuracy and applicability for implementation in CFD.

2.1 Detailed Chemical Kinetic Models
A Detailed Chemical Kinetic Model, or Detailed Chemical Kinetic Mechanism, is com-
posed of a particular type of reactions; Elementary reactions[34]. These are fundamental
mechanistic steps, an elementary reaction is assumed to occur in a single step and to
pass through a single transition state[34]. An example of an elementary reaction is the
reaction between a hydrogen radical and an oxygen molecule:

H +O2 ↔ O +OH (2.1)
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The rate constants connected to each elementary reaction in the detailed chemical kin-
etic model are not dependent on the conditions under which they were derived, however
they are dependent on the temperature and in some cases the pressure[34].

In the literature a number of different detailed chemical kinetic model’s have been
proposed. Some of the more cited detailed chemical kinetic model’s include the ones
developed by Miller and Bowman [13], Glarborg et al. [35] and Mendiara and Glarborg
[36].

2.1.1 The Miller and Bowman mechanism

Miller and Bowman developed a detailed chemical kinetic model in 1989. This detailed
chemical kinetic model is one the most cited chemical kinetic models for NOx formation
and reduction during combustion of solids, especially coal and coal-derived fuels. The
chemical model includes thermal, prompt and fuel NOx formation. Besides including
NOx formation the model includes degradation of NOx through the thermal DE-NOx

and RAPRENOx process [12]. Sensitivity analysis and rate of production analysis were
performed in order to determine the main elementary reaction pathways for the nitrogen
conversion process [12]. The proposed detailed chemical kinetic model consists of 234
reversible reactions [12].

The developed model was compared with experimental results obtained by Sun et al.
[37] for NO, HCN, NH3 and the total of the three before mentioned. The experiments
were condicted in a jet-stirred reactor burning ethylene in air with a small quantity of
added ammonia (1.5% of fuel by mass) [13]. The NO concentration as a function of
the fuel/air equivalence ratio predicted by the Miller and Bowman mechanism has been
compared with PSR data obtained through experiments, this is shown in Figure 2.1.
In Figure 2.2 a comparison between the HCN concentration as a function of the fuel/air
equivalence ratio predicted by the mechanism and experimental Perfectly Stirred Re-
actor (PSR) data has been made, while the predicted NH3 concentration has been
compared with experimental PSR data in Figure 2.3.
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Figure 2.1: Comparison between the detailed chemical kinetic model proposed by Miller
and Bowman [13] and experimental data obtained by Sun et al.[37]. The experiments
were condicted in a jet-stirred reactor burning ethylene in air. The NO concentration
as a function of the fuel/air equivalence ratio has been plotted for PSR simulations in
CHEMKIN. Conditions: NH=2600ppmv, T=1750K and residence time=7msec.

Figure 2.2: Comparison between the detailed chemical kinetic model proposed by Miller
and Bowman [13] and experimental data obtained by Sun et al.[37]. The HCN concentra-
tion as a function of the fuel/air equivalence ratio has been plotted for PSR simulations
in CHEMKIN.
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Figure 2.3: Comparison between the detailed chemical kinetic model proposed by Miller
and Bowman [13] and experimental data obtained by Sun et al.[37]. The NH3 concentra-
tion as a function of the fuel/air equivalence ratio has been plotted for PSR simulations
in CHEMKIN.

The predicted NO and NH3 concentrations agree well with the experimental data
obtained by Sun et al. The prediction of the HCN on the other hand is less accurate.
According to Miller and Bowman this is either due to measurement errors, inadequacies
in the reaction mechanism or incompatibilities of the experimental conditions with the
PSR model in CHEMKIN [12].

Figure 2.4: Comparison between the proposed detailed chemical kinetic model proposed
by Miller and Bowman [13] and experimental data obtained by Sun et al.[37]. The
sum of the NO, NH3 and HCN (total fixed nitrogen) concentration as a function of the
fuel/air equivalence ratio has been plotted for PSR simulations in CHEMKIN.

Further evaluation of the proposed detailed chemical kinetic model has been done
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by comparing the predicted sum of HCN, NO and NH3; the total fixed nitrogen, with
the experimental data. This is seen in Figure 2.4.
A good comparison between the predicted total fixed nitrogen concentration and the
experimental data is seen. A minimum in the nitrogen (NO, NH3 and HCN) concentra-
tion is seen at an equivalence ratio between 1.2 and 1.4. This minimum is the key to
a good NOx control strategy [12]. The minimum arises due to fuel rich combustion in
the beginning limiting the availability of oxygen thereby degreasing the NO formation,
followed by a fuel lean combustion securing hydrocarbon, CO and H2 burnout.

2.1.2 Mechanism proposed by Mendiara and Glarborg

Mendiara and Glarborg [36] developed a detailed chemical kinetic model for oxy-fuel
combustion. In oxy-fuel combustion the combustion air consists of oxygen mixed with
recycled flue-gases. This results in an oxygen rich and nitrogen free atmosphere, con-
sequently the developed model only describes the fuel nitrogen formation. The model
consists of 97 species and 779 reversible reactions [36]. The mechanism is mostly based
on recent work on the methane/ammonia reaction system in flow reactors [38] and
low pressure flames [39]. The reaction mechanism draws on results from oxidation of
CO/H2[40],C1-C2 hydrocarbons [39, 41–45], NH3 [38, 39] and HCN[31], as well as inter-
actions of these components[39, 43, 46].
Selected reactions are shown in the reaction path diagram 2.5

Figure 2.5: Reaction path diagram for nitrogen conversion during methane combustion
under normal and oxy-fuel conditions [36]. The dashed lines are only important for the
CO2 experiments performed by Mendiara and Glarborg

Figure 2.5 shows the important pathways for the formation and destruction of NO.
The dashed lines are only important at high CO2 levels, while the solid lines denotes
pathways which are important at regular CO2 levels[36].

The mechanism proposed by Mendiara and Glarborg[36] was evaluated by compar-
ison with experimental data. Experiments were conducted a 12mm internal diameter
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laminar flow reactor made from alumina. The experiments covered oxy-fuel combustion
of methane in the temperature range from 973K to 1773K. The comparison was done
at fuel-lean, stoichiometric and fuel-rich conditions. The concentrations of methane at
the inlet were around 2500 ppm and the equivalence ratio φ was varied between 0.13
and 1.55. The concentration of NH3 was adjusted to 500 ppm. For For comparison the
experiments were performed with both N2 and CO2 as bulk gas. The gas was pre-mixed
before entering the reaction zone. After reaction the product gases were analysed in a
series of continuous gas analysers [36]. The resulting gas concentrations are shown in
Figure 2.6, 2.7 and 2.8.
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Figure 2.6: Model predictions compared with experimental data for oxidation of CH4
in the presence of NH3 in fuel-rich conditions as a function of temperature. The
experimental data for N2 and for CO2 experiments are shown as closed and open
symbols respectively. Conditions - N2 experiments: CH4=2515ppm, O2=3479ppm,
NH3=484, N2=99.35%, φ=1.55, Residence time=1296/T(K) - CO2 experiments:
CH4=2519ppm, O2=3505ppm, NH3=468, N2=9.14%, CO2=90.21%, φ=1.55, Residence
time=1296/T(K)
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Figure 2.7: Model predictions compared with experimental data for oxidation of
CH4 in the presence of NH3 in stoichiometric conditions as a function of tem-
perature. The experimental data for N2 and for CO2 experiments are shown as
closed and open symbols respectively. Conditions - N2 experiments: CH4=2513ppm,
O2=5036ppm, NH3=468, N2=99.20%, φ=1.07, Residence time=1296/T(K) - CO2
experiments: CH4=2512ppm, O2=5014ppm, NH3=460, N2=10.65%, CO2=88.55%,
φ=1.07, Residence time=1296/T(K)
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Figure 2.8: Model predictions compared with experimental data for oxidation of CH4
in the presence of NH3 in fuel-lean conditions as a function of temperature. The
experimental data for N2 and for CO2 experiments are shown as closed and open
symbols respectively. Conditions - N2 experiments: CH4=2508ppm, O2=40062ppm,
NH3=468, N2=95.69%, φ=0.13, Residence time=1296/T(K) - CO2 experiments:
CH4=2512ppm, O2=40133ppm, NH3=450, N2=5.59%, CO2=90.10%, φ=0.13, Resid-
ence time=1296/T(K)

Figure 2.6 shows results comparing the proposed detailed chemical kinetic model
with experimental data for fuel-rich conditions, Figure 2.7 shows results comparing
the proposed detailed chemical kinetic model with experimental data for stoichiometric
conditions, while Figure 2.8 shows results comparing the proposed detailed chemical
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kinetic model with experimental data for fuel-lean conditions.
The presence of CO2 seems to enhance the NH3 consumption rate under fuel-rich and
stoichiometric conditions. It is indicated that the presence of high levels of CO2 enhances
the formation of NO under reducing conditions, while it inhibits the NO formation under
stoichiometric and fuel-lean conditions [36].
The essential features of the nitrogen chemistry is captured by the model developed
by Mendiara and Glarborg. At fuel-lean conditions the model, however, predicts an
increase in NO concentration at temperature above 1600K, which does not coincide
with the experimental results.

2.1.3 Mechanism proposed by Skreiberg et al.

In the study by Skreiberg et al. the oxidation of NH3, the most important NOx precursor
during waste combustion on a grate [38] as shown is section 5, was studied under fuel-rich
conditions and moderate temperatures [38]. A detailed chemical kinetic model for oxid-
ation of NH3 in the presence of H2, CO and CH4 was developed. The mechanism draws
on previous studies on NH3 oxidations performed by Miller and Bowman[13], Dean and
Bozzelli [47] and Coda Zabetta et al.[48], selective non-catalytic reduction of NO by NH3
presented by Glarborg et al.[49] and Miller and Glarborg[50] and hydrocarbon-nitroc
oxide interactions presented by Glarborg et al.[43].

The developed mechanism was validated against experimental data presented by Hasegawa
and Sata [51] on NH3 conversion in a flow reactor under conditions ranging from slightly
lean to very fuel-rich. Their experiments covered the fuels hydrogen (0 to 80 vol%), car-
bon monoxide (0 to 95 vol%), and methane (0 to 1.5 vol%)under temperatures ranging
from 300 to 1330 K, and NO levels ranging from 0 to 2500 ppm.

The effect of temperature on the NH3 and NO concentrations during oxidation of a
fuel-rich gas mixture containing 1000ppm NO, 1000ppm NH3, 5000ppm O2, 25% CO
and 9.1% H2 was studied by Hasegawa and Sata [51] and compared with prediction using
the mechanism proposed by Skreiberg et al.[38]. The comparison between experimental
data and modelling prediction are shown in Figure 2.9.
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Figure 2.9: Predicted NO and NH3 concentrations as a function of temperature de-
termined by the detailed chemical kinetic model by Skreiberg et al. [38] compared with
experimental data presented by Hasegawa and Sata [51]. NH3 concentrations are shown
as open symbols (experimental data) and dashed lines (predicted). NO concentrations
are shown as closed symbols (experimental data) and solid lines (predicted). Inlet con-
centrations: 1000ppm NO, 1000ppm NH3, 5000ppm O2, 25% CO, 9.1% H2 and N2
balance. The residence time was ranging from about 1s to about 4s depending on the
temperature.

The conversion of NH3 and NO is initiated at around 700K and the conversion of
NH3 and NO increases with temperature. The model accurately predicts the temperat-
ure for onset of reaction. The degree of conversion is, however, not captured accurately
as the model predicts a lower degree of conversion of NH3 and NO. Furthermore, the
model does not describe the increased consumption rate of NO compared to the con-
sumption rate of NH3 accurately.

In Figure 2.10 the effect of O2 concentration on the NH3 and NO concentrations dur-
ing oxidation of a fuel-rich gas mixture containing 1000ppm NO, 1000ppm NH3, 25%
CO and 9.1% H2 at 1273K was studied by Hasegawa and Sata [51] and compared with
predictions using the mechanism proposed by Skreiberg et al.[38].
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Figure 2.10: Predicted NO and NH3 concentrations as a function of oxygen level at
1273K determined by the detailed chemical kinetic model by Skreiberg et al. [38] com-
pared with experimental data presented by Hasegawa and Sata [51]. NH3 concentrations
are shown as open symbols (experimental data) and dashed lines (predicted). NO con-
centrations are shown as closed symbols (experimental data) and solid lines (predicted).
Inlet concentrations: 1000ppm NO, 1000ppm NH3, 25% CO, 9.1% H2 and N2 balance.

Both the model and the reported data shows an increase in the NH3 and NO con-
version with increasing O2 concentrations. Similarly to the conversion of NH3 and NO
with increasing temperature, the model underpredicts the degree of conversion for NH3
and NO with increasing O2 concentrations, most pronounced for NO.

The effect of CO concentration on the oxidation and reduction of NH3 and NO during
oxidation of a fuel-rich NO, NH3 and H2 gas mixture at 1273K was studied by Hasegawa
and Sata [51] and compared with predictions using the mechanism by Skreiberg et al.[38]
in Figure 2.11.
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Figure 2.11: Predicted NO and NH3 concentrations as a function of the CO concen-
tration at 1273K determined by the detailed chemical kinetic model by Skreiberg et
al. [38] compared with experimental data presented by Hasegawa and Sata [51]. NH3
concentrations are shown as open symbols (experimental data) and dashed lines (pre-
dicted). NO concentrations are shown as closed symbols (experimental data) and solid
lines (predicted). Inlet concentrations: 1000ppm NO, 1000ppm NH3, 5000ppm O2 and
N2 balance.

The trends of the the experimental data are well described by the model, the abso-
lute value of the NO concentration is, however, underpredicted.
As seen in Figure 2.11 a high conversion of NO is achieved at low CO levels. With
increasing CO concentrations the conversion of NO decreases due to the increased pro-
duction of chain carriers caused by CO[38]. The conditions in Figure 2.11 corresponds
to conditions during NOx reduction using NH3[38].

The mechanism by Skreiberg et al.[38] describes the trends in the NH3 oxidation and
NO reductions chemistry well. However, the absolute values of the NH3 and NO con-
centrations are not predicted accurately[38] by the mechanism by Skreiberg et al..

2.1.4 Mechanism proposed by Glarborg et al.

The newly developed detailed chemical kinetic model by Glarborg et al., consisting
of 150 species and 1389 reactions, has been developed based on the work on nitrogen
chemistry reported over the last 40 years [10]. The recent advances in the knowledge
of thermochemistry and the reaction rates from theoretical work has been taken into
account. The most important subsets of the mechanism has been validated against ex-
perimental data [10].
The most important reactions in the mechanism have been determined from stud-
ies on the chemistry of C1-C2 hydrocarbons [52][53], amines [54], cyanides [31] and
hydrocarbon-nitrogen interactions [43][36][55]. Parts of the mechanism that date back
to the 1980’s as part of the previously discussed mechanism by Miller and Bowman are
used[10][13]
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The thermal NO modelling capability of the detailed chemical kinetic model by Glar-
borg et al. has been compared with selected experimental data by Homer and Sutton
[56] in Figure 2.12.

Figure 2.12: Comparison between measured NO profiles and predicted NO profiles in
the post-flame zone of an atmospheric pressure H2-O2-N2 premixed laminar flame. The
experimental data was reported by Homer and Sutton [56] and the predicted NO profiles
were determined using the mechanism by Glarborg et al. [10]. Black line: T=2125K,
Inlet composition= 25% H2, 17.5% O2, 57.5% N2. Red line: T=2000K, Inlet compos-
ition= 23% H2, 16.1% O2, 60.9% N2. Blue line: T=1880K, Inlet composition= 21.1%
H2, 14.7% O2, 64.2% N2.

The measurements of NO concentration profiles in ambient pressure premixed hydrogen-
oxygen-nitrogen flames reported by Homer and Sutton were conducted over a range of
temperatures and stoichiometries as seen in Figure 2.12.The agreement between the
measured NO profiles and the predictions using the mechanism are good for the three
chosen temperatures and stoichiometries.

The capability of the mechanism to accurately predict the prompt NO formation was ac-
cessed by comparison between reported measurements and predicted NO mole fractions
in Figure 2.13.
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Figure 2.13: Comparison between measured NO mole fractions [57][58][59][60] and pre-
dicted NO mole fractions in low-pressure premixed methane-air-nitrogen flames. The
experimental data is denoted by symbols, while the lines denote modelling predictions
using the mechanism by Glarborg et al. [10]. The conditions at which the measure-
ments by Lamoureux et al. [57][58][59] were performed (top picture) - Red symbols:
φ=1.25, Tmax=1845K - Black symbols: φ=1, Tmax=1875K - Blue symbols: φ=0.8,
Tmax=1825K, P=40torr. The conditions at which the measurements by Berg et al.
[60]were performed (bottom picture) - Red symbols: φ=1.28, Tmax=1980K, P=30torr -
Black symbols: φ=1.07, Tmax=1920K, P=25torr - Blue symbols: φ=0.81, Tmax=1750K,
P=25torr

As seen from the 6 comparisons between data and model predictions in Figure 2.13
model predictions are quite accurate under slightly lean conditions. A slight under-
prediction of the prompt NO formation is achieved at stoichiometric conditions, while
the largest discrepancy is seen under fuel-rich conditions, the calculated prompt NO is
about a factor of two below the measured [10].

The formation of NO is largely controlled by the oxidation of NH3 released from the fuel
[1] due to the relative low temperature of the combustion and the speciation of the NOx

precursors released from the bed, see Figure 5.10. The detailed chemical kinetic model
by Glarborg et al. has been compared with experimental data reported by Mendiara
and Glarborg [36] as shown in Figure 2.14.
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Figure 2.14: Comparison between measured NO concentrations [36] and predicted NO
concentrations from oxidation of a mixture of CH4 and NH3 as a function of the stoi-
chiometry and temperature. The experiments were conducted in a 12mm inner diameter
alumina reactor at P=1.05atm and with a residence time τ=1295/T(K) in the isothermal
zone. The symbols denote the experimental data and the solid lines denote the mod-
elling predictions. The inlet concentrations are; Reducing: λ=0.645, CH4=2508ppm,
O2=3480ppm, NH3=484ppm, N2=balancing - Stoichiometric: λ=0.935, CH4=2513ppm,
O2=5040ppm, NH3=468ppm, N2=balancing - Oxidizing: λ=7.69, CH4=2515ppm,
O2=40100ppm, NH3=468ppm, N2=balancing.

The capability of the mechanism to describe the formation of fuel-NO has been ex-
amined in Figure 2.14. The comparison has been made for oxidation of CH4 doped with
NH3 as a function of the stoichiometry and temperature, as these conditions are more
representative for a practical combustion system [10]. The fuel-NO formation under
reducing conditions is negligible for the entire temperature interval as the rate of NH3
consumption is slow until all CH4 is converted to CO [10]. For stoichiometric condi-
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tions the fuel-NO formation is accurately described by the mechanism with fuel-NO
formed at temperatures above approximately 1250K. For oxidizing conditions the fuel-
NO is formed at temperatures as low as 1050K. The mechanism accurately describes
this formation.

The mechanism slightly underpredicts the onset temperature of NH3 oxidation at oxid-
ising conditions.

The general agreement between experimental data and model predictions using the
detailed chemical kinetic model by Glarborg et al. is good as seen in Figure 2.12, 2.13
and 2.14. Not only does the mechanism describe the trends well, but the absolute values
of the NO and NH3 concentrations are accurately predicted for the specific conditions.

2.1.5 Evolution of the reviewed detailed chemical kinetic models

In this section numerous detailed chemical kinetic models were presented. All the models
draws on previous studies by Miller and Bowman [13] or on models developed on the
basis of this. The most recent of the presented models models is the model by Glarborg
et al.[10]. For skeletal model development the model by Glarborg et al.[10] was used as
it is the most recent model.

2.2 Simplified models for NOx formation
For the purpose of simulating chemistry in CFD reduced kinetics are of interest. Use
of reduced kinetic models decreases the computational expenses compared to using de-
tailed kinetic models. This is especially important when the CFD simulations are being
used industrially, due to the limited amount of time available.
In the literature numerous simplified models have been proposed. Three different types
of models have been developed; one type involves a systematic reduction of a detailed
kinetic model (skeletal model), a second which applies steady state and partial equi-
librium approximations to further reduce models and a third type uses experimentally
derived empirical expressions (global models)[61]. The empirical models have been de-
rived under certain conditions which make them unreliable under conditions not similar
to the conditions at which they were developed. Extrapolation of these models needs to
be done with care [61]. The systematically reduced models, if reduced properly, should
be valid over the entire range of conditions, as these models are based on detailed kinetic
models.

2.2.1 Skeletal models

A skeletal model is a systematically reduced model; a reduction of a detailed chemical
kinetic model, where only the main reaction paths are included [61]. Redundant species
and reactions are eliminated by different algorithms; see chapter 3. Hence, a skeletal
model consists of elementary reactions, whereas a global model, introduced in the next
section, consists of global reactions.The fundamental mechanistic step of the detailed
chemical kinetic model are retained in the skeletal model. An overview of different
reduction algorithms are presented in chapter 3.
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Skeletal model by Houshfar et al.

Houshfar identified a detailed chemical kinetic model; the detailed chemical kinetic
model developed by Mendiara and Glarborg [36] consisting of 81 species and 730 ele-
mentary reactions, for reduction.
Houshfar et al. reduced the detailed chemical kinetic model proposed by Mendiara
and Glarborg[36] thereby developing three skeletal models with varying size using the
DARS[62] chemical reaction system analysis tool; a slightly reduced model consisting
of 52 species and 430 reactions, a medium reduced model consisting of 35 species and
198 reaction and a highly reduced model consisting of 26 species and 91 reactions. The
models are applicable for low-, medium-, and high temperature ranges respectively.

The highly reduced skeletal mechanism performs well at high temperatures, while pre-
dictions of the NOx formation at medium and low temperatures (T≤ 1150○C) are not
consistent with predictions using the detailed chemical kinetic model as seen in Figure
2.15.

Figure 2.15: Predictions of the NOx emission in ppm using the highly reduced model
consisting of 26 species and 91 reactions compared with predictions using the detailed
chemical kinetic model as a function of time [62] (Corrected to 11% O2 in the dry flue
gas. τ=1s)

It is believed that the highly reduced model will deviate even more than the medium
reduced model at lower temperatures, see Figure 2.16.
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Figure 2.16: Predictions of the NOx emission in ppm using the medium reduced model
consisting of 35 species and 198 reactions compared with predictions using the detailed
chemical kinetic model as a function of time [62] (Corrected to 11% O2 in the dry flue
gas. τ=1s)

The predictions of the NOx emission using the medium reduced model at higher
temperatures (T ≥ 950○C) is reasonable for the four different levels of excess air. At
low temperatures (T ≤ 950○C) the predictions of the NOx emission using the medium
reduced skeletal mechanism differs from predictions using the detailed chemical kinetic
model. At low temperatures and reducing conditions (λ < 1) the predictions from the
medium reduced model and the detailed chemical kinetic model contradict.

The slightly reduced model accurately predicts the formation of NOx as seen in
Figure 2.17.
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Figure 2.17: Predictions of the NOx emission in ppm using the highly reduced model
consisting of 52 species and 430 reactions compared with predictions using the detailed
chemical kinetic model as a function of time [62] (Corrected to 11% O2 in the dry flue
gas. τ=0.01s)

The models developed by Houshfar et al. predict the NOx emission reasonably
accurate at high temperatures and oxidising conditions. At lower temperatures and
reducing conditions the predictions using the models, except the slightly reduced skeletal
model, differ from the NOx predictions by the detailed chemical kinetic model used for
comparison.

2.2.2 Analytically reduced models

A common approach of model reduction involves a two-stage procedure. First, a skeletal
mechanism is developed by removing all redundant species and reactions using a sug-
gested reduction algorithm. Second, the skeletal mechanism is further reduced by order
of magnitude approximations, resulting in the analytically reduced mechanism. These
approximations could be steady state approximation or partial equilibrium approxima-
tion.

Model proposed by Pedersen et al.

Pedersen et al. reduced the detailed chemical kinetic model developed by Glarborg et
al. [35] that consists of 184 elementary reaction, where 144 reactions constitute to the
nitrogen chemistry[61]. The reduction was done through a well-established reduction
method which has been used for a number of other systems e.g. Glarborg et al.[63]. The
reduction was done in 7 steps summarized as:

• 1. Determination of the main reaction path

• 2. Elimination of redundant species
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• 3. Elimination of redundant reactions

• 4. Identification of irreversible reactions

• 5. Elimination of non-selective irreversible reaction channels

• 6. Identification of species in steady state

• 7. Identification of reactions in partial equilibrium

Special emphasis was put on minimising the number of species rather than minimising
the number of reactions[61].
The model was developed for coal combustion; consequently the main NOx precursor to
be oxidised is HCN. For biomass combustion the main NOx precursor is NH3[32]. The
reduction was done by elimination of reaction channels contributing with less than 10%
to the oxidation of HCN. This reduced the number of species by 10% while reducing
the number of reactions by 67 reactions[61]. Further reductions were performed until a
model consisting of 19 species, 11 nitrogen species and 37 reactions was achieved. Of
the 11 nitrogen species 7 species were assumed in steady state. These species are CN,
HOCN, HNCO, NCO, NH2 and N. The 4 remaining species are the active ones; these are
HCN, NH3, NO and N2 [61]. The resulting reduced model is schematically represented
in Figure 2.18.

Figure 2.18: Reaction diagram for the reduced HCN oxidation model proposed by Ped-
ersen et al.[61]. The underlined species are not in steady-state [61]

The proposed models were verified by PFA and CSTR simulations under conditions
typical of pulverised coal combustion using the developed models and the detailed chem-
ical kinetic model from which they were developed. Three different cases were simulated
for validation of the proposed HCN model.
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• The reduced HCN model coupled with a proposed CO/H2 model. In the Figure
2.19, 2.20, 2.21 and 2.22 this approach is denoted "reduced".

• The HCN model is decoupled from the CO/H2 model. In the Figure 2.19, 2.20,
2.21 and 2.22 this approach is denoted "decoupled".

• A 3 step CO/H2 model is used with decoupling of the HCN chemistry. In the
Figure 2.19, 2.20, 2.21 and 2.22 this approach is denoted "3 step".

Each case is compared with the detailed chemical kinetic model proposed by Glarborg et
al [63]. In Figure 2.19 and 2.20 the HCN oxidation model is compared with the detailed
chemical kinetic model at varying oxygen concentrations. The simulations have been
performed in both a CSTR and a PFR.

Figure 2.19: CSTR simulation of HCN oxidation models [61]. (T=1900K, τ =3ms,
[CO]=[H2]=[H2O]=4vol%, [CO2]=6vol%, [HCN]=500ppmv, [NH3]=150ppmv)[61]
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Figure 2.20: PFR simulation of HCN oxidation models [61]. (T=1900K, τ =3ms,
[CO]=[H2]=[H2O]=4vol%, [CO2]=6vol%, [HCN]=500ppmv, [NH3]=150ppmv)[61]

The model by Pedersen et al. agrees very well with the detailed chemical kinetic
model proposed by Glarborg et al. [35]. However, when the model is decoupled from
the CO/H2 chemistry a slightly higher conversion of HCN and NH3 is experienced. The
higher conversion experienced, when using the decoupled models, is a consequence of
chain terminating HCN oxidation at these particular conditions employed[61].
It was shown that for the decoupled models at inlet O2 concentrations in the range
of 0.01-1 vol% the hydrogen radical concentration is significantly higher than for the
detailed chemical kinetic model [61]. Only minor differences are experienced in the CO
and H2 concentrations between the decoupled models and the detailed chemical kinetic
model [61].
For further evaluation of the reduced model the temperature was varied at constant
oxygen levels. The result from this is shown in Figure 2.21 and 2.22.
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Figure 2.21: CSTR simulation of HCN oxidation models [61]. (τ =2ms, [CO]=1vol%,
[H2]=0.5vol%, [H2O]=6vol%, [CO2]=10vol%, [HCN]=300ppmv, [NO]=500ppmv)

Figure 2.22: PFR simulation of HCN oxidation models [61]. (τ =2ms, [CO]=1vol%,
[H2]=0.5vol%, [H2O]=6vol%, [CO2]=10vol%, [HCN]=300ppmv, [NO]=500ppmv)

The comparison between the reduced model and the detailed chemical kinetic model
has been done at two oxygen levels, 0.1 vol% and 0.75vol%. The result shows very good
agreement between the reduced model and the detailed chemical kinetic model. This
is the case for a temperature range between 1200K and 2000K, which is the range at
which one would expect to see NO formation in a waste incineration plant; see section 5.
The reduced model was furthermore compared with global models developed by Fenimore[11],
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Wendt[64], Mitchell and Tarbell[65] and De Soete[14] in Figure 2.23.

Figure 2.23: CSTR simulations of HCN oxidation. The conditions are; T=1800K,
τ = 5ms. [CO]=[H2]=4vol%, [CO2]=[H2O]=6vol%, [HCN]=[NO]=500ppmv. TFN de-
notes the total fixed nitrogen, while the symbols denote the DCKM

The simulations have been performed in a CSTR with varying oxygen concentrations.
The deviation between the reduced model and detailed chemical kinetic model, denoted
by symbols, are minor and for the given conditions a good accuracy of the skeleton
model is achieved. The global model, on the contrary, performs poorly. None of the
models describes the system to a reasonable degree.
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In Table 2.1 the condition under which the model proposed by Pedersen et al.[61] has
been evaluated is shown.

Table 2.1: Conditions under which the model proposed by L. S. Pedersen et al. has
been evaluated

Temp. (K) Oxygen level Other matters

1900 0.001-10 vol% CSTR sim., τ =3ms, [CO]=[H2]=[H2O]=4vol%
, [CO2]=6vol%, [HCN]=500ppmv, [NH3]=150ppmv

1900 0.001-10 vol% PFR sim., τ =3ms, [CO]=[H2]=[H2O]=4vol%
, [CO2]=6vol%, [HCN]=500ppmv, [NH3]=150ppmv

1200-2000 0.1 and 0.75vol% CSTR sim., τ =2ms, [CO]=1vol%, [H2]=0.5vol%, [H2O]=6vol%
, [CO2]=10vol%, [HCN]=300ppmv, [NO]=500ppmv

1200-2000 0.1 and 0.75vol% PFR sim., τ =2ms, [CO]=1vol%, [H2]=0.5vol%, [H2O]=6vol%
, [CO2]=10vol%, [HCN]=300ppmv, [NO]=500ppmv

1800 0.001-10 vol% CSTR sim., T=1800K, τ = 5msv. [CO]=[H2]=4vol%
, [CO2]=[H2O]=6vol%, [HCN]=[NO]=500ppmv

[32] 1400 λ =0.8, 1 and 1.5 Isothermal plug flow conditions
, [HCN]=1000ppm

[32] 1800 λ =0.8, 1 and 1.5 Isothermal plug flow conditions
, [HCN]=1000ppm

[3.5mm]

Further reduction of the analytically reduced model by Pedersen et al.

Hansen and Glarborg [32] used the analytically reduced N-scheme by Pedersen et al.[61]
as starting point for a further reduction. The objective of the work done by Hansen and
Glarborg was to develop a simple approach to estimate the radical concentrations and
combine this with the skeletal model by Pedersen et al.[32]. The radical estimation tool
developed by Hansen and Glarborg has been developed for combustion of devolatilisation
gas compositions typical for solid fuels ranging from bituminous coal to biomass [32].
Pedersen et al. determined correlations for the OH and O concentrations during a
combustion of CO/H2. It was shown that these concentrations can be determined from
concentrations of H and major species H2, O2 and H2O [32]. The three major species are
also part of the NO formation scheme produced by Pedersen et al. The main purpose
of the work done by Hansen and Glarborg was to determine the H radical concentration
from the major species, H2, O2 and H2O, along with temperature and stoichiometry;
the correlation needs to apply under the following conditions:

• Oxidation of four different solid fuels; bituminous coal, sub-bituminous coal, lignite
and poplar wood

• Temperature in the range from 1200 to 2000K

• Excess air ratio in the range from λ=0.6 to λ=2.0

• Oxygen in the oxidizer stream in the range from 1 to 21vol%

• Integration in time; this is possibly also used by ANSYS Fluent to describe chem-
istry in the fine structure (EDC)[32]
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The combustion can be split into two parts; an initial radical build up period (induction
period) followed by consumption of the radical as the fuel is being consumed. In the
study by Hansen and Glarborg it was found difficult to describe both of these periods
with only one correlation. For this reason separate description of the radical concentra-
tion was developed; one for the radical build-up and one for the radical consumption
Pedersen et al.[61] proposed an expression for formation of H2O and H from H2 and
O2. A similar relationship was used by Hansen and Glarborg. They found that the H
radical concentration in the radical build-up period could be described reasonably well
by equation 2.2

[H] = Q1 ⋅
[H2O] − [H2O]in

[H2]
(2.2)

The relation equation 2.2, is valid for combustion of fuel where H2 is released in sig-
nificant quantities, such as biomass. The inlet water vapour concentration is included
in order to account for no radical H before radical build-up [32]. The constant Q1 is
depended on the process conditions. It was found, through simulations in CHEMKIN,
that the parameter Q1 can be determined from equation 2.3.

Q1 = (α(T) ⋅ λβ(T) ⋅
√

[O2]in (2.3)

α and β are described by second order polynomials dependent on the temperature.
The H radical concentration during radical consumption has been developed on the basis
of a three step mechanism proposed by Pedersen et al.[61].

CO +H2O⇌ CO2 +H2

H +H +M⇌ H2 +M
3H2 +O2 ⇌ 2H + 2H2O

(2.4)

It is assumed that the reactions are irreversible and [H] is in quasi-steady state. The
following expression, 2.5 for the H radical concentration was obtained by Hansen and
Glarborg.

[H] =
¿
ÁÁÀk2.4,3[H2]3[O2]

k2.4,2[M] (2.5)

The rate constants are obtained from the work of Pedersen et al.[61]. These are, however,
replaced by a parameter Q2 in equation 2.6 in order to obtain a better description of
the H radical concentration.

[H] = Q2

¿
ÁÁÀ[H2]3[O2]

[M] (2.6)

In equation 2.5 the total gas concentration [M] is calculated from the ideal gas equation
[32]. The parameter Q2 is found by employing expression 2.7.

Q2 =
γ(T) ⋅ λ + η(T)

[Q2]in
(2.7)

A satisfactory determination of the radical H concentration at a given time is found
to be the minimum of the radical H concentration found from equation 2.2 and equa-
tion 2.6; the H radical concentration during radical build up phase and the H radical
concentration during radical consumption phase respectively.

[H] = min([H]build−up, [H]consumption) (2.8)

45



2. Modelling of NOx chemistry

It was shown through simulations that at very fuel-rich conditions; λ ≤ 0.6 and tem-
perature below 1400K the expressions for Q1 and Q2 are less accurate, leading to less
accurate predictions of the radical H and NO concentration [32].
As previously described, the OH and radical O concentrations are linked with the radical
H concentration. These concentrations can be determined from partial equilibrium and
steady-state considerations [32]. The OH concentration is linked with the H concentra-
tion through reaction 2.9.

OH +H2 ⇌ H2O +H (2.9)

Reaction 2.9 is found to be close to partial equilibrium. The OH concentration can
therefore be determined from equation 2.10.

[OH] = [H][H2O]
K2.9[H2]

(2.10)

Where the rate constant has been determined to K2.9 = (1.424 ⋅ 10−2)T0.3301exp(8052/T).
The radical O concentration was determined from 4 reactions.

O +OH⇌ H +O2

O +H2 ⇌ OH +H
OH +OH⇌ H2O +O
H +O +M⇌ OH +M

(2.11)

Through partial equilibrium assumptions the O concentration can be determined by
2.12

[O] = NO

DO

DO = k2.11,1[OH] + k2.11,2[H2] + (k2.11,3/K2.11,3)[H2O] +K2.11,4[H][M]

NO = (k2.11,1/K2.11,1)[H][O2] + (k2.11,2/K2.11,2)[OH][H]
+k2.11,3[OH]2 + (k2.11,4/K2.11,4)[OH][M]

(2.12)

The simplifications developed by Hansen and Glarborg[32] were compared with a de-
tailed chemical kinetic model developed by Mendiara and Glarborg [36] and the skeletal
mechanism by Pedersen et al.. PFR simulations were performed for evaluation purposes.
In Figure 2.24 and 2.25 the model simplifications are evaluated for a case where NO is
formed from HCN.
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Figure 2.24: NO concentrations predicted by the skeletal mechanism by Pedersen et
al. with modifications by Hansen and Glarborg, the skeletal mechanism by Pedersen et
al. [61] and the detailed chemical kinetic model developed by Mendiara and Glarborg
[36] during combustion of gaseous volatiles from different solid fuels with excess air of
λ = 0.8 and temperatures of 1400K and 1800K. The nitrogen volatiles are represented
as 1000ppm HCN. The calculations have been performed under isothermal conditions
assuming plug-flow [32]. Input data for the simplified models; the major species, have
been determined from the detailed chemical kinetic model. (—=DCKM,- - - =LSP
model and - ⋅ - ⋅ - =LSP with modifications by Hansen and Glarborg)
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Figure 2.25: NO concentrations predicted by the skeletal mechanism by Pedersen et
al. with modifications by Hansen and Glarborg, the skeletal mechanism by Pedersen et
al. [61] and the detailed chemical kinetic model developed by Mendiara and Glarborg
[36] during combustion of gaseous volatiles from different solid fuels with excess air of
λ = 0.5 and temperatures of 1400K and 1800K. The nitrogen volatiles are represented
as 1000ppm HCN. The calculations have been performed under isothermal conditions
assuming plug-flow [32]. Input data for the simplified models; the major species, have
been determined from the detailed chemical kinetic model. (—=DCKM,- - - =LSP
model and - ⋅ - ⋅ - =LSP with modifications by Hansen and Glarborg)

From Figure 2.24, where the excess air is λ = 0.8, it is seen that the final level is
generally well described. The difference in NO concentration between the model by
Pedersen et al. with estimations of the radical pool concentration, the model by Peder-
sen et al. and the detailed chemical kinetic model is generally low for all fuels at both
temperatures; within ± 30% [32]. However, it is seen that the reduced models slightly
underestimate the NO concentration for all cases. It is more pronounced at the lower
temperature. The underestimation is enhanced when the radical pool concentration is
estimated by the tools developed by Hansen and Glarborg.
From Figure 2.25 it is seen that the models predict the NO concentration quite accurately
at 1800K, even under highly reducing conditions. However, for the lower temperature
predictions of the NO concentration for bituminous coal and sub-bituminous coal by
estimation of the radical pool concentration is highly overestimated. This might be due
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to a higher ratio of hydrocarbons to hydrogen in the volatiles. Estimation of the radical
pool is based on H2/O2 reactions. The high fractions of hydrocarbons causes a less
precise prediction of the O/H radical pool [32]. The cause of the error is mainly due to
errors in the estimation of the H radical concentration [32].

The same simulations have been performed for a case where NO is formed by NH3.
This is shown in Figure 2.26 and 2.27.

Figure 2.26: NO concentrations predicted by the model by Pedersen et al. with modi-
fications by Hansen and Glarborg, the model by Pedersen et al. [61] and the detailed
chemical kinetic model developed by Mendiara and Glarborg [36] during combustion of
gaseous volatiles from different solid fuels with excess air of λ = 0.8 and temperatures
of 1400K and 1800K. The nitrogen volatiles are represented as 1000ppm NH3. The
calculations have been performed under isothermal conditions assuming plug-flow [32].
Input data for the simplified models; the major species, have been determined from the
detailed chemical kinetic model. (—=DCKM,- - - =LSP model and - ⋅ - ⋅ - =LSP with
modifications by Hansen and Glarborg)
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Figure 2.27: NO concentrations predicted by the model by Pedersen et al. with modi-
fications by Hansen and Glarborg, the model by Pedersen et al. [61] and the detailed
chemical kinetic model developed by Mendiara and Glarborg [36] during combustion
of gaseous volatiles from different solid fuels with excess air λ = 0.5 and temperatures
of 1400K and 1800K. The nitrogen volatiles are represented as 1000ppm NH3. The
calculations have been performed under isothermal conditions assuming plug-flow [32].
Input data for the simplified models; the major species, have been determined from the
detailed chemical kinetic model. (—=DCKM,- - - =LSP model and - ⋅ - ⋅ - =LSP with
modifications by Hansen and Glarborg)

Similarly to the NO predictions using HCN as NOx precursor, a similar conclusion
of the prediction capability by the reduced skeletal model by Hansen and Glarborg was
achieved for predictions using NH3 as sole NOx precursor.
Simulations show that the predictions of the NO level from formation of NO from both
HCN and NH3, using the estimation tools developed by Hansen and Glarborg, are good
in good agreement with the original skeletal mechanism for the specific conditions[32].

Model proposed by Glarborg et al.

Glarborg et al.[63] used the detailed chemical kinetic model proposed by Miller and
coworkers as basis for a reduced nitrogen chemistry model. The detailed chemical kinetic
model was reduced to a skeletal model by Peters and coworkers [66] [67] and Bilger et
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al. [68] and further reduced by Glarborg et al.
It was identified by Glarborg et al. that the key to a good description of both the fuel
oxidation and nitrogen chemistry process is the modelling of OH, O and CH3 [63]. In
this study the concentrations of the previously mentioned species are obtained through
simplifying assumptions. The OH concentration is obtained from partial-equilibrium of
reaction 2.13 according to equation 2.14.

OH +H2 ⇌ H2O +H (2.13)

[OH] = kb2.13[H2O][H]/kf2.13[H2] (2.14)

Where kfi and kbi are the forward and backward rate constants of reaction i.
It was shown that the partial-equilibrium approximation is a fairly good approximation
for OH under most conditions. However, at low temperatures and fuel-rich conditions
the assumption for OH is not accurate [63].
The concentration of O and CH3 has previously been obtained in different ways by
Paczko et al. [67] and Bilger et al. [68]. The simplification approaches used by Paczko
et al. and Bilger et al. was shown to be limited to a narrow condition range. Glarborg
et al. used a complex steady-state approximation for CH3 ( equation 2.15).

[O] = (wf1 +wb2 +wf4)/(kb1[OH] + kf2[H2]
+kb4[H2O] + kf1[CH4]

+kf16[CH3])

[CH3] = (wf10 +wf11 +wf12)/(kb10[H2]
+kb12[H2O] + kf13[H] + kf16[O])

+(kf18 + kf19)[OH])

(2.15)

Where wfi and wbi are the forward and backwards rate constants of reaction i respect-
ively; i refers to the reaction number in the work done by Glarborg et al. [63].
For the nitrogen species steady-state balances for N, NH, NCO and CN was used to
eliminate a number of reactions, consequently obtaining the following rate-of-production
terms for HCN and NO:

wNO = −2w54 − 2w57 +w61 +w66

+w67 −w68 −w69 −w70

−w71 −w72 −w73

−w74 −w77

wHCN = −w61 −w66 −w67 −w68

+w69 +w70 +w71 +w72

+w73 +w74 +w77

(2.16)

The reduced model was evaluated by comparing PFR calculations for the reduced
model with calculations using a detailed chemical kinetic model. Furthermore, the
skeletal model, from which the reduced model is developed, has been compared with the
reduced and detailed chemical kinetic model as well. The calculations were performed
using the PSR-code from the CHEMKIN library [63]. The results from the comparison
are shown in Figure 2.28.
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Figure 2.28: Predicted concentrations of NO and HCN for combustion of methane with
and without NO addition. (T=1700 K, P=1 atm, φ=0.8, 1.0 and 1.2, —=DCKM, - - -
=Skeletal mechanism, ⋯ =Reduced model)

It was shown that in the range of 0.7 ≤ φ ≤ 1.4 the model predicts the major species
and the key radicals, such as O and CH3, and the formation and destruction of NO
very well; this is seen in Figure 2.28. However, for fuel-rich conditions (φ ≥ 1.5) the CHi
radical concentrations are over-predicted due to neglection of the C2 chemistry [63].
The model predicts the NO formation and destruction fairly good. However, at low tem-
perature and under fuel-rich conditions the accuracy of the reduced model deteriorates
due to the neglection of the C2 chemistry.

2.2.3 Global models

The most simple models for chemistry representation are the global models. These mod-
els consist of global reactions, a transition between a set of reactants to a set of products
not necessarily representing any mechanistic structure[34], consequently the global mod-
els do not necessarily represent the true nature of a reaction. The models are usually
very limited in the number of species and reactions, hence the computational demand is
dramatically lowered compared to detailed chemical kinetic model’s or skeletal models.
The most cited global schemes that have been developed include the schemes proposed
by De Soete [14], Mitchell and Tarbell [65] and Brink et al. [69]. The De Soete global
scheme is by default used in ANSYS Fluent to describe fuel NOx formation [15].
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The De Soete global model

The De Soete model is based on the general global fuel NOx mechanism seen in Figure
2.29, describing the transformation of fuel bound nitrogen to gaseous NOx precursors
followed by either oxidation or reduction of the precursor.

Figure 2.29: Overall mechanism by DeSoete (modified from [14]).

The primary nitrogen compound, the fuel nitrogen, has been denoted AZ and the
nitrogen intermediate compounds, the NOx precursors, are denoted XN.

Through experiments where the operational conditions have been kept constant the
De Soete model has been validated [14]. According to the De Soete model two compet-
itive reactions are forming NO and N2 trough intermediates; these are NH3, HCN etc.
The rate of formation of NO and N2 through the intermediate XNi, where XNi denotes
one NOx precursor, is found from equation 2.17, 2.18 and 2.19:

V1,i = k1,iXei
AZXfi

RH (2.17)

V2,i = k2,iXgi
XNi

Xhi
O2

(2.18)

V3,i = k3,iXmi
XNXni

NO (2.19)

where V1,i, V2,i and V3,i denote the rate of production of the precursor, NO and N2
respectively. X denotes the mole fraction of each species.
By summation, ∑V2,i and ∑V3,i, the overall formation rate of NO and N2 respectively
can be found. The overall formation rate of NO and N2 is reduced to expression 2.20
and 2.21.

VA = kAXa
AZXb

O2 (2.20)

VB = kBXc
AZXd

NO (2.21)

where kA and kB are the overall reaction rate constants for the formation of NO and
N2 respectively, while XAZ is the mole fraction of the primary fuel nitrogen compound,
the fuel nitrogen. It was shown that the reaction order in oxygen was 1 at low oxygen
concentrations and 0 at high oxygen concentrations. The order of oxygen is denoted b
in equation 2.20.

The above expressions 2.20 and 2.21 only describe the formation of Fuel NOx and N2.
Combined with the thermal NOx; the Zeldovich mechanism, and overall NOx formation
term can be set up.

dXNO
dt

= VA −VB +VC −VD (NO formation rate) (2.22)

dXNO
dt

= −VA +VB −VC +VD (N2 formation rate) (2.23)

where VC and VD are the mean reaction rates of formation and decomposition of NO
by the Zeldovich mechanism respectively[14].
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Experiments from an ammonia/ethylene/oxygen/argon flame in the temperature inter-
val of 1800K to 2400K give the following formation rates [14].

VA = 4 ⋅ 106XNH3Xb
O2exp(−32000/RT) (sec−1) (2.24)

VB = 1.8 ⋅ 106XNH3XNOexp(−27000/RT) (sec−1) (2.25)
The rate constants kA and kB are determined experimentally, consequently the value of
these constants depend on the conditions where the experiments have been conducted.
The validity of the De Soete model is limited to the conditions under which it was de-
veloped or conditions similar to these. Extrapolation beyond conditions of development
should be done with care.

It has been shown that the De Soete model has severe shortcomings under fuel-rich
conditions; see Figure 2.23. The main problem with the De Soete model is that NO is
only formed when sufficient oxygen is available to make the oxidation faster than the
reduction reaction [32]. Under fuel-rich conditions the NO yield is greatly underestim-
ated.

The Mitchell and Tarbell global model

Mitchell and Tarbell used the same analogy as De Soete. It was experienced that the De
Soete model failed to predict the strong temperature dependency on the two competing
ammonia reactions 2.26 and 2.27, hence 2.29.

NH3 +O2 → NO +H2O + 1/2H2 (2.26)

NH3 +NO→ N2 +H2O + 1/2H2 (2.27)
New rate parameters where therefore proposed. Selected kinetic data for NOx formation
introduced by Mitchell and Tarbell is shown in Table 2.2

Table 2.2: Selected reactions in the reaction mechanism proposed by Mitchell and Tarbell
[65]

Reaction rate form rate constant
2.26 −k6yNH3yO2

1+kdenyO2

T
RT k6 = 3.48 ⋅ 1020exp(−100,000/RT)

kden = 6.90 ⋅ 10−6exp(42,000/RT)
2.27 −k7yNH3yNO

T
RT k7 = 7.8 ⋅ 1013exp(−75,500/RT)

The rate constants for the reactions 2.26 and 2.27 have been fitted to experimental
data for selective non-catalytic reduction process; these experiments were conducted in
a temperature interval from 1100K to 1300K [69].
Furthermore Mitchell and Tarbell proposed that fuel nitrogen is converted into HCN
which is subsequently converted into ammonia[65]

Nc(s)→ HCN (2.28)

HCN +H2O→ NH3 +CO (2.29)
Mitchell and Tarbell proposed a model consisting of 12 reactions in total, which include
heterogeneous reactions for the description of char oxidation and reduction of NO by
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heterogeneous reaction with char[65]. As can be seen in Figure 2.23 and 2.30 the global
model by Mitchell and Tarbell has some shortcomings.

The global model by Mitchell and Tarbell has been specifically developed for coal com-
bustion; it is assuming HCN as NOx precursor. For application in waste combustion a
model assuming NH3 as NOx precursor should be used; see section 5.

Global model proposed by Brink et al.

The global model developed by Brink et al. assumes that the mechanism is similar to
the mechanism proposed by De Soete and Mitchell and Tarbell. This model, however,
has been developed for biomass combustion, as it assumes the fuel bound nitrogen is
released, during combustion, as NH3. This assumption is supported by numerous stud-
ies where devolatilisation products from biomass have been measured. In these studies
around 5% for the total amount of volatiles was released as HCN while 95% was re-
leased as NH3[69]. Furthermore, as for the De Soete and Mitchell and Tarbell model,
it is assumed that the gas from devolatilisation mainly consists of CO2, CO, H2O and
H2, meaning that all other hydrocarbons have been neglected [69]. These assumptions
mean that only 2 reactions are needed to describe NOx formation; these reactions are
2.26 and 2.27.
The difference between the De Soete and Mitchell and Tarbell model and the model
proposed by Brink et al., other than neglecting the presence of other nitrogen inter-
mediates than NH3, is the different rate expressions. Through simulations of the NOx

level using a comprehensive model, the KILPINEN97[70], at temperature ranging from
900K to 1900K and oxygen levels ranging from 1% to 10% an empirical model was set
up with rate expressions for the formation and degradation of NOx as seen in 2.30 and
2.31 respectively.

r1 = 1.21 ⋅ 108T2e−8000/T[NH3][O2]0.5[H2]0.5 (2.30)

r2 = 8.73 ⋅ 1017T−1e−8000/T[NH3][NO] (2.31)

It was shown through an evaluation of the model developed by Brink et al. that this
model underestimates the reaction between NH3 and NO under fuel-rich conditions,
while under fuel-lean conditions it is in better agreement with the comprehensive model
as seen in Figure 2.30
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Figure 2.30: Comparison between the model developed by Brink et al., the global model
by Mitchell and Tarbell [65] and the KILPINEN97 detailed chemical kinetic model.
Oxidation of NH3 occurs in a typical biomass pyrolysis gas containing 1000 ppm NH3[69].
The 6 figures to the left show predictions at 1100K, while the 6 figures to the right show
predictions at 1500K. The simulations were performed at λ=0.7 and λ=1.3

It was concluded through this study that the model proposed by Brink et al. per-
formed better than the Mitchell and Tarbell model under reducing conditions, whereas
the model performed worse under oxidising conditions. It was therefore concluded, sim-
ilar to other studies, that empirical models are only valid under the conditions where
they are developed, typically a limited region of operation.

Brouwer and Heap global model for Selective Non-Catalytic Reduction of
NOx

In order to describe the reduction of NOx by injection of ammonia-additives effectively
with use of limited computational efforts Brouwer and Heap developed a global model
for selective non-catalytic reduction of NOx. The model has been developed by reduc-
tion of a Detailed chemical kinetic model. The detailed chemical kinetic model used in
order to obtain the proposed model was developed by Miller and Bowman [13]. This
detailed chemical kinetic model consists of 213 reactions.

It was identified that the principle NO reduction pathway occurs by reaction with NH2
forming N2 for ammonia and by reaction with HCO forming N2O as intermediate for
the cyanuric acid. When using urea both pathways are important [26]. This knowledge
was used to develop the reduced mechanism. The mechanism assumes instantaneous
breakdown of the reactants into ammonia and iso-cyanic acid (HNOC). Urea breaks
down to into both ammonia and iso-cyanic acid in the ratio 1.1 moles of NH3 to 0.9
moles of HNCO due to the fact that HNCO subsequently reacts along the ammonia
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pathway [26]. For this reason cyanuric acid breaks down to 0.3 moles of NH3 and 2.7
moles of HNCO [26]. The reaction pathway for reduction of NO with ammonia, cyanuric
acid and urea is schematically shown in figure 2.31.

Figure 2.31: Schematic drawing of the reduced model [26]. The numbers in parentheses
correspond to the reaction number in table 2.3

The numbers in parenthesis in figure 2.31 refers to the reaction number in table 2.3.
The reduced mechanism proposed by Brouwer and Heap consists of 6 species and 7
irreversible finite-rate reactions. The reaction mechanism can be seen in table 2.3.

Table 2.3: Reduced model for selective non-catalytic reduction of NOx using am-
monia, UREA or cyanuric acid proposed by Brouwer and Heap [26]. Units are:
A=cm ⋅mol ⋅ s ⋅K, Ea = cal/mol.

Reaction A B Ea
1. NH3 +NO→ N2 +H2O +H 4.24 ⋅ 108 5.30 83,600
2. NH3 +O2 → NO +H2O +H 3.5 ⋅ 105 7.65 125,300
3. HNCO +M→ H +NCO +M 2.4 ⋅ 1014 0.85 68,000
4. NCO +NO→ N2O +CO 1.0 ⋅ 1013 0.0 -390

5. NCO +OH→ NO +CO +H 1.0 ⋅ 1013 0.0 0
6. N2O +OH→ N2 +O2 +H 2.0 ⋅ 1012 0.0 10,000
7. N2O +M→ N2 +O +M 6.9 ⋅ 1023 -2.50 64,760

The first two reactions describes the ammonia chemistry. Reaction number 1 describe
the degradation of NO which is favoured at lower temperature. Reaction number 2
describes the formation of NO from NH3 and O2 which is favoured at high temperatures.
Reaction 3 through 7 describes the iso-cyanic acid chemistry. Reaction 3 describes the
degradation of HNCO into NCO. HCO can subsequently react with OH and form NO
through reaction 5. The desired reaction in the HNCO pathway is reaction 4 where
NCO reacts with NO to form N2O. The N2O formed through reaction 4 reacts with OH
or a third body to form N2 through reaction 6 and 7.
Generally global reaction mechanisms, as the mechanism proposed by Brouwer and
Heap, does not work well of a wide range of conditions. However, as the SNCR process is
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limited to a narrow temperature window and oxygen level the global reaction mechanism
works well for this process [26], as indicated in figure 2.32.

Figure 2.32: Comparison between a detailed chemical kinetic model and the reduced
model for NO reduction by ammonia, urea and cyanuric acid. The symbols represents
the detailed chemical kinetic model (2=NO, △=HNCO, ◯=NH3, ◇=N2O) and the line
represents the reduced model (—=NO, — —=NH3, - - - - =HNCO, ⋯=N2O) [26]

It is seen that the reduced model describes the ammonia, urea, cyanuric acid and NO
chemistry very well in the limited temperature window. Furthermore, it is seen that a
minimum in NO concentration is obtained in the temperature range from approximately
1200K to 1300K agreeing with what was stated in a previous section.

The model was evaluated by Brouwer and Heap for the three reduction agents. This
was done by comparison with experimental results found in the literature.
In figure 2.33 the reduced mechanism using ammonia as reducing agent has been com-
pared with the full mechanism and experimental data obtained by Lyon [30].
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Figure 2.33: Comparison between a detailed chemical kinetic model, the reduced model
for NO reduction by ammonia and experimental data obtained by Lyon [30] (⋯=DCKM,
—=Reduced model, ▲=Data from Lyon) [26]

The initial conditions for this comparison is 225ppm NO, 450ppm NH3 and 1.23%
O2. It is seen that the reduced model predicts the reduction and the temperature
dependence just as good as the detailed chemical kinetic model.
In figure 2.34 the reduced model for NO reduction using cyanuric acid as reducing agent
has been compared with the detailed chemical kinetic model and experimental data
obtained by Catan and Siebers [71]

Figure 2.34: Comparison between a detailed chemical kinetic model, the reduced model
for NO reduction by cyanuric acid and experimental data obtained by Caton and Siebers
[71] with and with out CO. The line represent data from modelling using the reduced
model (- - - -=with CO, —=without CO) and the symbols represent the data obtained
by Caton and Siebers (∎=with CO,  =without CO) [26]

The data from Caton and Siebers were obtained in a 1.6 cm ID quartz reactor
were simulated exhaust gasses was used and NO was reduced by injection of vaporised
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cyanuric acid at 740K. The mixing limitations were considered small, therefore the ex-
periment is though to simulated a situation of premixed reactants [26]. It is seen that
the reduced model describes the NO reduction at these conditions using cyanuric acid
as reducing agent with reasonable accuracy.
The reduced model was tested using urea as reduction agent. This was done by com-
parison with the detailed chemical kinetic model and experimental data obtained by
Teixeira et al. [72]. The results from the comparison is seen in figure 2.35.

Figure 2.35: Comparison between the reduced model for NO reduction by urea and
experimental data obtained by Teixeira et al. [72] with and with out CO. The line rep-
resent data from modelling using the reduced model (—=NO, - - - - =NH3, ⋯=N2O) and
the symbols represent the data obtained by Teixeira et al. (◻=NO, ◯=NH3, △=N2O)
[26]

The data was obtained by injection of a 2.4 wt % urea/water solution through an
atomiser into the throat of a furnace with controlled injection temperature and tem-
perature profile [26]. As seen in figure 2.35 the predictions using the reduced model
shows good agreement with the data obtained by Teixeira et al. At lower temperature
a slight overestimation of the NH3 is however experienced. Furthermore, at elevated
temperature a slight shifting in the peak of NO reduction and N2O emission levels is
experienced [26].
All in all a good agreement between the reduced model, the detailed chemical kinetic
model and the experimental data is seen. This reduced model is therefore applicable for
NO reduction simulations.

A urea decomposition model was proposed by Rota et al. [73]. The model consists
of 2 simultaneous reactions decomposing gaseous urea into ammonia and isocyanic acid
according to reaction 2.32 and 2.33.

CO(NH2)2 → NH3 +HNCO (2.32)

CO(NH2)2 +H2O→ NH3 +CO2 (2.33)

The rate of reaction 2.32 and 2.33 is determined by the Arrhenius equation with pre-
exponential factor and activation energy as stated in table 2.4 [73].
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Table 2.4: Pre-exponential factor and activation energy for the Arrhenius equation
related to the two step urea decomposition model [73]

Reaction A b E
m mol s K - J/mol

2.32 1.27 ⋅ 104 0 65048.109
2.33 6.13 ⋅ 104 0 87819.133

Included in the two step NO reduction by NH3 is the effect of CO on the reduction.
It has been shown that CO shifts the temperature window of the reduction reaction
towards lower temperatures. This has been shown in Figure 2.36

Figure 2.36: Comparison of experimental data [74] and modelling predictions for the
reduction of NO with NH3 in a quartz flow reactor; effect of CO. The symbols denote
the experimental data, the full line denote modelling predictions using the mechanism
by Glarborg et al.[10]. Inlet concentrations: NO=300ppm, NH3=300ppm, O2=4%,
H2O=4,5%, N2=balance. Residence time= 150ms at 1200K (constant molar rate)

Brouwer and Heap included this effect as a correction to reduction temperature used
in the Arrhenius expression [26] as shown in equation 2.34 and 2.35.

ki = Ai ⋅ (T + S(CO)) ⋅ exp( −Ei
R(T + S(CO))) (2.34)

S(CO) = 17.5 ⋅ ln(XCO ⋅ 106) − 68 (2.35)
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2.3 Modelling of NOx formation in commercial CFD
codes

In recent times a greater focus has been put on modelling of NOx formation using
commercial CFD codes; such as ANSYS’s Fluent and CFX. Using various different
approaches the formation of NOx during combustion in coal fired power plant, Waste-
to-Energy plants, methane combustion and wood stoves has been simulated [75], [2],
[76], [77], [78], [79], [80], [81], [82].
Frank and Castaldi[2] simulated the combustion of solid waste in a waste-to-energy
plants with total throughput of fuel of 6980 kg h−1 using a detailed chemical kinetic
model. In order to simplify the model the bed was not simulated in CFD; a stand-
alone bed model was used. The devolatilisation gases, produced from devolatilisation
of the solid waste, are introduced to the free board through the boundary conditions.
Therefore the model only simulates the flow, temperature and species fields in the free
board, first and second pass.
In order to model the chemistry in the free board the GRI 3.0 mechanism[83] was used.
This mechanism consists of 50 species and 309 reactions; three species, AR, C3H7 and
C3H8, were removed from the original GRI 3.0 mechanism in order to overcome the 50
species limitations in the 13.0 version of Fluent which was used in this study. The GRI
3.0 mechanism is a well-known model developed for methane combustion [2].
The interaction between the turbulence and chemical kinetics was accounted for by the
use of the Eddy Dissipation Concept model, while the turbulence was modelled by use
of the realizable k − ε turbulence model[2].
The primary model settings are shown in Table 2.5.

Table 2.5: Primary model settings for modelling of municipal solid waste combustion
and NOx formation performed by Frank et al. [2]

Frank and Castaldi
Mesh size 800,000 mostly hexahedral

Solver setting Steady state, Pressure based solver
Gravity enabled, Compressible flow

Turbulence model Realizable k − ε with standard wall function

Reaction model Eddy Dissipation concept, RANS model
DCKM with 50 species and 309 reaction (modified GRI 3.0)

The inlet boundary conditions were determined through calculations using a bed
model. The grate was split in 4 parts corresponding to drying, devolatilisation, gasifica-
tion and char combustion. It was assumed that 30% of the NOx precursors are released
on the first 30% of the grate[2].
In the study the fuel nitrogen in the inlet boundary conditions was varied to determine
the most realistic fuel-nitrogen precursor. The results from the study showed that fuel
nitrogen to NO conversion in the specific study was about 33% and that either HCN
or NH3 provide exit NO concentrations within 5% of each other. The study concluded
that NOx precursor speciation was not significant to the final NO concentration for this
particular case study[2]. The modelling results were not compared to full scale meas-
urements.
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In a recent study Bugge et al. [81] developed a model to simulate the formation of
NOx during combustion of wood in a wood stove. Like the model developed by Frank
and Castaldi[2], the wood stove model uses the Eddy dissipation concept model to de-
scribe the interaction between turbulence and chemistry.
In order to accelerate the simulation time Bugge et al. used a skeletal model consisting
of 36 species and 214 reactions. The skeletal model has been developed by a detailed
chemical kinetic model containing 81 species and 1401 reaction in a study by Løvas et
al [84]. To describe the radiative heat transfer the discrete ordinates model was used.
The primary model settings are shown in Table 2.6.

Table 2.6: Primary model settings for modelling of NOx formation in a wood stove
performed by Bugge et al. [81]

Bugge et al.
Mesh size 256,000 tetrahedral

Solver setting Steady state

Turbulence model k − ε with log-law wall function

Reaction model Eddy Dissipation concept, RANS model
skeletal model with 36 species and 214 reaction [84]

Radiation model Discrete ordinates method (DO )

Soot model Moss and Brookes model
Wall settings Isothermal with temperature 673K

In this model the heterogeneous reactions in the solid fuel layer were not modelled.
The wood logs were represented as volumes in the geometry; the decomposition of the
fuel was modelled stand alone providing a combustible gas to the computational do-
main. The composition of the combustible gas was changed over time as the fuel is
decomposed[81]. Due to the fact that the volatile release from the wood logs is time
dependent with respect to mass flow and gas composition a model for the gas release
was developed. As the mass flow of volatiles released is dependent on the heat flux from
combustion of the volatiles, the surface which is most visible to the flames consequently
has the highest volatile release rate [81]; this is taken into account in the developed
model.
The simulations of the NOx showed that the skeletal mechanism used in the study over
predicted the prompt NOx formation compared to simulations using a detailed chemical
kinetic model.

In another study by Bugge et al. [76] simulations using the 36 species skeletal mech-
anism were compared with simulations using a skeletal mechanism containing 49 species
and a detailed chemical kinetic model containing 81 species, from which the two skeletal
mechanism were developed [76] [84]. It was found through the study that the 36 species
mechanism corresponds well with the detailed chemical kinetic model at higher tem-
perature i.e. temperature above 1073K, but at lower temperatures; at temperature of
873K, the NOx comcentration was overestimated [76]. Furthermore, it was concluded
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that the 49 species mechanism corresponds well with gas predictions from the detailed
chemical kinetic model [76].

Adamczyk et al. studied the effects of the reburning process on the NOx emission
in a pulverized coal boiler using CFD [79]. The modelling performed in this study used
simple reaction kinetics as seen in Table 2.7; the primary model settings are also shown
in the table.

Table 2.7: Primary model settings for modelling of NOx formation in a pulverized coal
boiler fitted with reburning performed by Adamczyk et al. [79]

Adamczyk et al.
Mesh size Not stated

Solver setting Steady state

Reaction model

Eddy Dissipation/Finite-rate, RANS model
Default Fluent NOx model

Two step volatile combustion
One step global reburning reaction

Three step heterogeneous char combustion mechanism

The heterogeneous char combustion was described by 3 reactions; char reacts with
O2, H2O and CO2 producing CO and H2 as seen in reaction 2.36, 2.37 and 2.38.

C(s) + 0.5O2 → CO (2.36)

C(s) +H2O→ CO +H2 (2.37)

C(s) +CO2 → 2CO (2.38)

The volatile combustion was described by a two step homogeneous oxidation reaction
as seen in reaction 2.39 and 2.40. Furthermore, H2 conversion into H2O was described
by a single step global reaction 2.41.

CiHkOjNmSn + x1O2 → x2CO + x3H2O + x4SO2 + x5N2 (2.39)

CO + 0.5O2 → CO2 (2.40)

H2 + 0.5O2 → H2O (2.41)

The interaction between chemical kinetics and turbulence was modelled by the Eddy
Dissipation/Finite-rate model; this model describes the interaction reasonably well for
a two step action mechanism but fails to describe the chemistry accurately when a more
complex reaction mechanism is used [85].

In this study the reburning process was of special interest. Gas produced from gasific-
ation of sewage sludge was investigated as a secondary gaseous fuel for NOx reduction;
the gas was assumed to have the composition YCO = 0.27, YCO2 = 0.22, YH2 = 0.003,
YCH4 = 0.006, YN2 = 0.49 taken from an earlier work [86]. The syngas was either in-
troduced through the primary oxidizer ducts or through the over fire air ducts. The
amount of syngas accounted for 10% or 20% of the chemical energy from the coal [79].

64



2.3. Modelling of NOx formation in commercial CFD codes

The combustion of the methane in the gasification gas follow the global reaction 2.42
for simplification reasons.

CH4 + 2O2 → CO2 + 2H2O (2.42)

The formation of NOx was determined from the default NOx model in Fluent. The
thermal NOx was determined by the extended Zeldowich mechanism, while global reac-
tion kinetics were used to determine the prompt NOx as described in section 6.2. The
fuel NOx was determined from the well cited De Soete global kinetics 6.2.
It was concluded that for the four cases studied the NOx formation was below the re-
quired level according to the Polish legislation. The results from the CFD modelling
were, however, not compared with full scale measurements.

King et al. [75] simulated NOx in low NOx burner with radial swirlers with central
fuel injection using Fluent 6.3. The simulations were performed in Fluent 6.3, and
earlier versions of Fluent. The geometry used in the study contained 8 identical swirler
vanes and fuel injection holes[75]. The primary model settings are seen in Table 2.8.

Table 2.8: Primary model settings for modelling of NOx formation in low NOx radial
swirlers with central fuel injection performed by King et al.[75]

King et al.
Mesh size 850,000

Solver setting Steady state

Turbulence model k − ε model

Reaction model

Non-premixed combustion model with
equilibrium pdf model

16 species combustion model which is default in Fluent
Default NO model (Zeldowich and De Soete) [75]

In order to obtain a grid-independent solution a mesh size of 850,000 element was
used. The turbulence chemistry interaction was modelled, as for the other studied cases,
with the well established k − ε model.
The combustion was simulated by use of a 16 species mechanism, which is default in
Fluent. The before mentioned studies all used a RANS method in order to determine
the temperature, species concentration etc. in each element. King et al. used a pdf
method for temperature and species properties based on the assumption of chemical
equilibrium [75]. NOx formation was predicted, like in the study by Adamczyk, by the
De Soete mechanism and the Zeldovich mechanism. The model was used for investiga-
tion of various different burner configurations.

Gas-phase freeboard combustion was investigated by Andersen et al.[82] by both
experiments and CFD simulations. The study involved an investigation of NOx simula-
tions in Fluent using a number of different NOx mechanisms, both global and skeletal,
and a number of combustion mechanisms, global and skeletal. In Table 2.9 each of the
CFD models, which have been compared to experiments, are shown.
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Table 2.9: Primary model settings for modelling of NOx formation in a 50kW axisym-
metric non-swirling natural gas fired combustion setup performed by Andersen et al.
[82]

Andersen et al.
Mesh size Not stated

Solver setting Steady state

Methane combustion model
(RANS)

Two step methane combustion mechanism coupled with EDM[26]
Four step Jones and Lindsted mechanism coupled with EDC[87]

Skeletal mechanism used by Yang and Pope coupled with EDC [88]

NOx model
(RANS)

De Söete model[14]
Mitchell and Tarbell[65] model

Brink et al. model[69]
NO skeletal model proposed by Pedersen et al.[61]

Each of the four NOx mechanisms were combined with each of the three combustion
mechanisms. The NOx simulations were performed both as a post-processing procedure
and solved in conjunction with the combustion. It was concluded that all of the models
found NOx trends equal to the experimental values for both simulation points; for
setting 1 the exit oxygen concentration was predicted to be 6.7 % dry, while for setting
2 the exit oxygen concentration was found to be 0.7% dry. The combustion was slightly
over-stoichiometric for both settings.

2.4 Summary
In this chapter the most promising NOx models have been presented and discussed.
Depending on the problem chemical models with increasing complexity are used. The
chemical models are typically divided into 3 groups:

• Detailed Chemical Kinetic Models

• Skeletal models

• Analytically reduced models

• Global models

The Detailed Chemical Kinetic Models are the most complex models. These models are
composed of up to several thousand elementary reactions. These models are valid for
all possible conditions. Due to the large size of these models, these are typically avoided
for CFD purposes.

The skeletal models are reduced model composed of a lower number of elementary
reactions. The skeletal models are reduced from detailed chemical kinetic models, these
models have been developed specifically for a small parameter space. These models are
being used increasingly for CFD purposes due to the relative high accuracy and the rel-
ative small size; consequently the computational time is dramatically reduced compared
to detailed chemical kinetic models.

Global models are the least complex of the models types, hence the size of these are
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typically very small. These models are often experimentally derived empirical models
which have been developed under very specific conditions; hence the models are valid
under a narrow span of conditions. Extrapolation of these models outside the range
of development needs to be done with care. Global models have been used in a vast
number of CFD studies due to the small size and low computational time.

A number of the more cited detailed chemical kinetic model’s were presented and dis-
cussed in this chapter, these detailed chemical kinetic model’s where proposed by Miller
and Bowman[13], Mendiara and Glarborg[36], Skreiberg et al.[38] and Glarborg et al.[10].
One of the most cited detailed chemical kinetic model’s is the model developed by Miller
and Bowman. This model consists of 234 reversible reactions. This has been developed
for conditions typically found in combustion systems and tested over a relatively broad
range of temperatures, pressures, stoichiometries, and fuel types [13].
The model by Mendiara and Glarborg captures the essential features of the nitrogen
chemistry very well. These are the NH3 oxidation and NO reduction. At fuel-lean con-
ditions the model predictions, however, do not coincide with experimental results[36].
The mechanism by Skreiberg et al.[119] describes the trends of the NH3 oxidation and
NO reductions chemistry well. Absolute values of the NH3 and NO concentrations are
not predicted accurately[119] by the model.
The model by Glarborg et al.[10] shows the most promising performance. The general
agreement between model predictions and experimental results is good. The model de-
scribes the the trends of the nitrogen chemistry well. Furthermore, absolute values of
the NO and NH3 concentrations were predicted well by the model.

Several reduced models have been presented, all developed for different purposes. The
analytically reduced model by Pedersen et al.[61], 19 species and 37 reactions, was de-
veloped to describe nitrogen chemistry during coal combustion. The modelling by the
model and the detailed chemical kinetic model, from which it was developed, were in
good agreement for the investigated parameter space. The model, however, has been
developed for prediction of the HCN oxidation. Since HCN only accounts for a minor
part of the NOx precursors during waste combustion (see chapter 5) this model might
not be applicable in waste combustion systems system. The model was further reduced
by Hansen et al.[32] estimating radical concentrations from the major species concen-
trations.
Glarborg et al. developed a analytically reduced model based on the detailed chemical
kinetic model from Miller and coworkers. This skeletal model was developed in the same
fashion as models from from Peters and coworkers[66], [67] and Bilger et al.[68]. The
model has been shown to predict the major species and the key radical accurately in the
range 0.7≤ φ ≤1.4. For fuel-rich conditions; φ ≥ 1.54, and low temperatures the accuracy
of the model deteriorates due to the neglection of the C2 chemistry.
Houshfar et al.[62] reduced the detailed chemical kinetic model by Mendiara and Glar-
borg resulting in 3 skeletal models with varying size especially developed for nitrogen
chemistry during biomass combustion. It was reported that the lower and medium sized
skeletal models performed well at high temperatures, while deteriorating at low temper-
atures. The large sized skeletal model performed well in the temperature range from
700○C to 1100○C. For CFD purposes this model will cause large computational expenses.

Global models by De Soete[14], Mitchell and Tarbell and Brink et al.[69] were presented
and discussed in this chapter. Overall the global models perform very well in the range
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of development; typically the range of development is very limited. For all the 3 pro-
posed models predictions of the nitrogen chemistry at fuel-rich conditions are accurate.

Prediction of the NOx formation in combustion systems has been performed in the
past by Frank and Castaldi[2], Bugge et al.[81], Adamczyk et al.[79], King et al.[75] and
Andersen et al.[82]. For most of the studies the predictions using CFD were not com-
pared with experimental results from the simulated plant. Andersen et al. compared
the predicted NO concentrations with experimental measurements and concluded that
the CFD model was capable of capturing the trends in the system, but accurate NO
predictions was not possible.
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Chapter 3

Strategies for the development of
skeletal model

In the previous chapter it was shown that the readily available simplified models predict-
ing the nitrogen chemistry during combustion of biomass does not describe the formation
of NO to the desired degree over the entire parameter space; the readily available De-
tailed Chemical Kinetic Models for accurate prediction of the nitrogen chemistry are too
large for effective simulation using CFD. Therefore, the development of a new skeletal
model for NO formation is needed. An important step in the project is the development
of a NOx model with a limited size, that consequently enables B&W Vølund to model
the nitrogen chemistry using an in-house CFD model; this tool can be used for optim-
ization of boiler design and combustion air injection for low NOx emission.

Skeletal model reduction is intended for removal of any species in the chemical kin-
etic model that are not important for the simulation of the desired targets i.e. the
species of interest [89]. The aim of the skeletal model reduction is to reduce the size of
the chemical kinetic model whilst retaining the prediction accuracy of the model.
The reduction can be split in two stages. In the first stage the redundant species are
identified and removed. This is followed by an identification and removal of the redund-
ant reactions that do not influence the modelling accuracy significantly [89]. This means
that, even if one is only interested in predicting a small number of species, one might
need to include a large number of intermediate species in order to describe the species
accurately [89].
Skeletal reduction has been going on for several years and include methods such as [89]:

• Sensitivity-based methods

• Graph-based methods

• Optimization in model reduction

• Lumping methods

3.1 Sensitivity-based methods
A developed sensitivity-based method is the connectivity method. This method identifies
the redundant species by investigation of the Jacobian of the system. The system is
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described from equation 3.1.
dY
dt

= f(Y,x), T(t0) = Y0 (3.1)

The concentrations are denoted Y , the initial concentrations are denoted Y0 and x is
the parameter vector, which may include rate coefficients. [89]
The redundant species are identified based on a value Bi (equation 3.2) which charac-
terizes the length of the direct link of species i to a group of important species [90].

Bi =∑
j
((Yi/fi)(∂fi/∂Yi))2 (3.2)

Here (Yi/fi)(∂fi/∂Yi) is an element in the normalised Jacobian matrix that describes
the percentage of change of the production rate of species j as a consequence of a change
in concentration of i [89].
The higher the value of Bi the stronger a connection between the group of important
species and the species i [90]. Consequently a species with a high B value is a necessary
species in the description of the important group of species [89]. The method is iterative
and summed over all the necessary species [89, 90]. The Jacobian matrix is essentially
local, meaning that one value is obtained at each set of condition, therefore the method
needs to be repeated over the whole range of conditions e.g. temperature, pressure
and concentration. Species that are redundant over the whole range of conditions can
be removed from the mechanism. Furthermore, different models can be developed for
different sets of conditions.
The disadvantage of the connectivity method is that Bi values are not directly related
to the final simulation error [89], consequently the accuracy of the reduced model can
only be validated by comparison of simulations from the reduced model with simulations
using the full kinetic model.
Within a model reduced by the connectivity method there might still be reactions that
are redundant for the description of the desired species. These can be identified by a
sensitivity analysis. The local rate sensitivity matrix, F = (∂fi/∂kj) where fi is the rate
of production of species i and kj is the rate constant of reaction j, is investigated by
changing the rate constant and monitoring the production rate [89].

3.2 Graph-based methods
A species A can be strongly coupled to a species B directly or indirectly. They are dir-
ectly coupled if they appear together in a fast reaction, and they are indirectly coupled
if they both are coupled strongly to a species C. If an indirect coupling is experienced
removal of a single species might require the removal of a whole group of species that
are strongly coupled to the single species [91]. Such a relation can also mean a group of
species needs to be kept in the skeletal model.
Graph-based methods are based on the identification of groups of species that are in-
ternally coupled and important in the description formation/degradation of species of
importance[89]. This method is similar to the sensitivity-based methods with excep-
tions.
Using the Directed Relations Graph (DRG) approach, an edge exists between two
notes if and only if the removal of one species induces significant error to the pro-
duction/consumption rate of the other species [91]. Here the notes represent species.
This can be seen in figure 3.1.
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Figure 3.1: Example of a directed relation graph showing typical relations of the species
[91]

The removal of B from the mechanism shown in figure 3.1 will therefore induce a
significant error in the consumption rate of A. The width of the arrow represents the
direct influence of one species on the other [91]. This is quantified by equation 3.3.

rAB
∑i=1,I ∣vA,iRiδBi∣
∑i=1,I ∣vA,iRi∣

(3.3)

δBi =
⎧⎪⎪⎨⎪⎪⎩

1 if the ith elementary reaction involves species B
0 otherwise

(3.4)

Here ∑i=1,I ∣vA,iRi∣ is the production rate of A and ∑i=1,I ∣vA,iRiδBi∣ is the production
rate of A for the reactions where the species B is involved.
A threshold ε is defined such that if rAB < ε, where ε is predefined, no connection
between A and B of significant importance occur and B has no influence on the produc-
tion/consumption rate of A. The accuracy of the skeletal model will therefore depend
on the chosen value of ε. In figure 3.2 the dependence of the threshold value and the
size of the skeletal model can be seen.
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Figure 3.2: The dependency of the threshold value on the number of species in the
developed skeletal model. The jumps in species number is due to the existence of
strongly coupled groups [91]

By increasing the threshold, ε the model decreases in size. An increase in the ε-value
means that the species B needs to induce a larger change in the production/consumption
rate of A to be included in the reduced model; consequently a lower number of species
are included in the reduced model. A large ε-value will most likely result in a less ac-
curate model.

It was suggested by Lu and Law[91] that by using a two stage reduction a skeletal
model with a lower number of species can be achieved. In a two stage reduction a dif-
ferent threshold number is used for the two reduction stages; in the second stage a large
threshold number is used in order to gain further reduction in species number [89] [91].

3.3 Lumping methods
In some systems the skeletal reduction methods do not give the sufficient reduction to
meet the computational requirements. In such a system it might be necessary to use
a lumping method in order to achieve the needed reduction in computational expenses
[89]. Species with similar structure, reactivity e.g. are lumped together. Furthermore,
lumping can also be performed mathematically based on either linear or non-linear
transformations, where a linear approach is the typical choice in combustion [89].
In mathematical lumping the vector of variables is transformed into a new vector of
variables through a suitable transformation function as shown in equation 3.5.

Ŷ = h(Y) (3.5)

Here Y is the vector of concentrations, Ŷ is the new vector of concentrations and h is
the transformation matrix [89]. The dimension of the new vector of concentrations is
smaller than the dimension of the original vector of concentrations, hence the kinetic
model is reduced and the number of ordinary differential equations (ODEs) that needs
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to be solved is lowered.
dŶ
dt

= f̂(Ŷ, k̂), T̂t0 = Ŷ0 (3.6)

Here k̂ is the transformed parameter vector.
Battin-Leclerc[89] gives an example on lumping within the n-heptane scheme, where
alkyl radicals react with oxygen through the following reactions.

R ⋅1 +O2 → R1OO⋅ (3.7)

R ⋅2 +O2 → R2OO⋅ (3.8)

R ⋅3 +O2 → R3OO⋅ (3.9)

R ⋅4 +O2 → R4OO⋅ (3.10)

Here the lumped alkyl concentration is defined as 3.11

[R⋅] = [R⋅1] + [R⋅2] + [R⋅3] + [R⋅4] (3.11)

The lumping corresponds to a reaction scheme as seen in reaction 3.12

R ⋅ +O2 → ROO⋅ (3.12)

As seen the four elementary reactions can be described as one global reaction. This
means that the reaction rate constant can be described using a weighted mean of the
elementary reaction rate constants according to equation 3.13

k′ = k1[R⋅1] + k2[R⋅2] + k3[R⋅3] + k4[R⋅4]
[R⋅] (3.13)

The advantage of using the strictly mathematical lumping method is that the parameters
used can be completely derived from the original kinetic equation. Therefore no fitting
of data is required [89].

3.4 On-the-fly reduction
Most reduction methods rely on the reduction to a single skeletal model for description
of chemistry over a whole range of conditions. On-the-fly reduction relies on the incor-
poration of full kinetics schemes in a CFD code and reduction of these models according
to the local conditions while the calculations are proceeding [92]. These reduction meth-
ods therefore develop numerous skeletal models according to the local conditions. Some
on-the-fly reduction methods will briefly be reviewed in this section. These reduction
methods are:

• In-Situ Adaptive Tabulation (ISAT)

• Dynamic Adaptive Chemistry (DAC)

• Tabulation of Dynamic Adaptive Chemistry (TDAC)
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The In-Situ Adaptive Tabulation (ISAT) reduction method developed by Pope typically
reduces the CPU time by three orders of magnitude [93]. It can be used on full kinetic
models, skeletal models and highly reduced models.
The final composition φ1 can be calculated from the initial composition φ0 over a time-
step ∆t according to equation 3.14

φ1 = φ0 + ∫
∆t

0
Sdt (3.14)

Here S is the chemical source term.
At the beginning the ISAT table is empty. The first table entry consists of the initial
composition φ0, the mapping φ1 which has been calculated from direct integration of
equation 3.14, a mapping gradient A = ∂φ1/∂φ0 and a hyper-ellipsoid of accuracy [85].
The hyper-ellipsoid of accuracy is the elliptical space around φ0 where linear approxim-
ation to the mapping is accurate to a specified tolerance εtol [94].
A queried composition can be found by interpolation from equation 3.15

φ1
q = φ1 +A(φ0

q + φ0) (3.15)

Here q denotes a query. φ0
q therefore denotes the queried initial composition vector. As

seen in equation 3.15 the queried composition is calculated from interpolation using the
mapping gradient A. This interpolation is only valid if the initial query point φ0

q is within
the hyper-ellipsoid of accuracy around φ0. If this is not the case a direct integration is
performed and the mapping error is calculated as seen in equation 3.16

ε = ∣B(φ1
DI − φ1

q)∣ (3.16)

Here B is a scaling factor. If the error is smaller than the specified tolerated error εtol
the interpolation φ1

q is accurate and the hyper-ellipsoid of accuracy is grown to include
the initial query composition φ0

q. If the error is larger a new table entry is added and
calculated by direct integration [15] [94].

The DAC reduction method rely on the directed relation graph (DRG) method as de-
scribed in a previous section. In this method the local conditions are evaluated followed
by a reduction of the full kinetic model according to these conditions through the DRG
method [92]. The method identifies the reduntant species according to the local thermo-
chemical conditions. This means that a reaction is only included in the reduced scheme
if all reactants and products are active species and the inactive species will keep a con-
stant mass fraction. Even though the inactive species are not included "chemically" they
are important in the determination of the third-body concentration and the pressure-
dependent reactions [92].
Liang et al. [92] proposed a formulation of the kinetics equations that minimizes the size
of the ODE system without neglecting the third body effects. In a system that consists
of m active and n inactive species the formulation can be expressed as equation 3.17.

⎧⎪⎪⎪⎪⎪⎪⎪⎨⎪⎪⎪⎪⎪⎪⎪⎩

ya
1 = f1 = (X(T,p,ya

1Π,ya
m,yi

1Π,yi
n))

⋮
ya

m = fm = (X(T,p,ya
1Π,ya

m,yi
1Π,yi

n))
ya

m = fm+1 = (X(T,p,ya
1Π,ya

m,yi
1Π,yi

n))

(3.17)

Here a denotes the active species and i denotes the inactive species.
In order to distinguish the active reactions from the inactive reactions the subroutines
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for calculating rate constants in CHEMKIN have been modified in such a way that a
binary flag mark the active reactions [92].
The DAC method typically reduces the computational time with a factor of 2 or 3 [15].
Compared to other methods this is low reduction in the computational time.

The most recent on-the-fly reduction method is the Tabulation of Dynamic Chemistry
(TDAC) method that combines the two before mentioned methods[89].

3.5 Simulation Error Minimization Connectivity method
(SEM-CM) for mechanism reduction

The ignition time delay and the flame speed are two features that are frequently modelled
in combustion processes [95]. The method developed by Nagy et al. [95] is based on the
elimination of redundant species in such a way that the ignition time delay, the flame
velocity profile or concentration profile only deviate slightly, or within a given tolerance,
from the original full mechanism. The SEM-CM bases the removal of redundant species
on the inspection of the jacobian. Any element in the normalised jacobian of a complex
model provides information of the changes in the time-derivative of the concentration
of a species j if the concentration of species i is perturbed [95]. This is seen in equation
3.18.

Jij = (ci/fi)(∂fi/∂ci) (3.18)

In equation 3.18 fi denotes the concentration of species j.
The Connectivity Method (CM) uses the squared of the jacobian to determine the
strength of the direct link from a species i to a group of important species as shown in
equation 3.19 [96].

Bi = ∑
jεgroup

J2
ij (3.19)

Here the value B characterises the strength of the direct link from a species i to a group
of important species[96]. The higher the value of B the stronger the link between the
species i and the group of important species. Once the B value for all species i has been
calculated the species with the highest Bi value is included in the group of important
species j. The calculation of the Bi value is repeated until a gap appears between the
Bi values. The species with a Bi value above the gap are necessary/important species
and are included in the reduced model. The species with a lower Bi value are redundant
species. Species are removed from the mechanism if it is redundant at each time it is
investigated. As the redundant species are removed so are all reactions in which these
species are participating [95].
The Connectivity method only yields one or a few reduced models. It was found by
Nagy et al. that for mechanisms with a large number of species no gap in the Bi values
appears for most conditions [95]. For each investigated time it is therefore not clear when
to terminate the iteration [95]. The role of the important species, species that need to be
modelled by the reduced model, diminishes as species are added to the group [95]. This
means that the error when modelling the important species might not decrease as more
species are added to the reduced model. Due to these two drawbacks the Connectivity
method was modified by Nagy et al. to include an error function that monitors the
advancement and efficiency of the reduction process [95].
Calculating the error function of important species i at time tj can be done using
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3. Strategies for the development of skeletal model

equation 3.20

δi(tj) = 2cred
i (tj) − cfull

i (tj)
cfull

i (tj) + cfull
i,max

(3.20)

Here δi(tj) denotes the error of species i at times tj , cfull
i (tj) and cred

i (tj) denote the
concentration of species i at times tj according to the full and the reduced model re-
spectively, and cfull

i,max denotes the maximum concentration of species i in the selected
time span according to the full mechanism [95].
In some cases it can be an advantage to do the reduction based on the maximum error
instead. This is calculated using equation 3.21 and 3.22 [95].

δi,max = maxj∣δi(tj)∣ (3.21)

δmax = maxi δi,max (3.22)

Here δi,max denotes the maximum error of the important species and δmax denotes the
overall maximum error.
In cases where the concentration of certain important species are more important it
can be of interest to do the reduction based on the root mean square errors of the
important species rather than the maximum. The root mean square error is calculated
from equation 3.23 and 3.24 [95].

δi,rms =
⎛
⎝

n−1
t ∑

j
δi(tj)2⎞

⎠
(3.23)

δrms =
⎛
⎝

n−1
imp∑

i
δ2

i,rms
⎞
⎠

(3.24)

In equation 3.23 and 3.24 nt denotes the number of time points and nimp denotes the
number of important species.
The CM algorithm identifies and removes redundant species instead of redundant re-
actions. If the reaction A+B→C, which is assumed irreversible, is considered and A
is the important species, the CM algorithm only selects species B since this species is
the only species affecting the consumption rate of A. Since C has no influence on the
consumption rate of A it is not selected, and the reaction A+B→C will be deemed re-
dundant as one species in the reaction is redundant. This is avoided in the algorithm by
Nagy et al. by selecting a set of species instead of single species. These combinations of
species are called complementary sets [95]. A complementary set consists of the species
that have been deemed redundant but will yield at least one additional reaction by selec-
tion [95]. In the example above species B and C will be a complementary set of reactions.

A schematic figure of the reduction algorithm developed by Nagy et al. is shown in
figure 3.3.
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3.5. Simulation Error Minimization Connectivity method (SEM-CM) for mechanism reduction

Figure 3.3: Flowchart of the SEM-CM reduction algorithm developed by Nagy et al.
[95]

To start any mechanism reduction a set of time points, spatial points and important
species for the reduction are selected. The time point are usually chosen within a time
span of 1/4 to 4 times the ignition time delay.

The first step in the reduction are simulations using the full mechanism carried out
at several selected time and spatial points. The concentration sets and the normalised
jacobian matrices for each of the preselected time and spatial points are saved. The re-
duction will be performed in each of these time and spatial points,and the error between
the reduced models and the full model will be calculated in these points.

Next step in the reduction is the identification of complementary sets of species. As de-
scribed before, a complementary set of species consists of one species which has already
been selected and a species which has not yet been selected but will yield at least one
additional reaction. At the beginning of the reduction the complementary sets of species
must contain one of the important species, which was selected before reduction.

After the identification of the complementary sets of species these are ranked according
to the strength of the direct link from the complementary sets to the group of important
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species using the equation 3.25

Ck =
1
nk
∑
iεset

Bi =
1
nk
∑
iεset

∑
jεgroup

J2
ij (3.25)

Here nk denotes the number of species in the complementary set and j is part of the
group of important species. The complementary sets are ranked according the Ck value.
In equation 3.25 the sum is divided by nk to make sure that complementary sets where
a lot of species are included are not ranked higher that complementary sets with only a
few species.

Since two or more complementary sets can have similar strong links to the group of
important species a number of the complementary sets, defined by the depth level m,
are tested to find the optimal way of reduction [95]. After ranking of the complementary
sets, they are added to the group of important species one by one to create a number
of extended sets of species. The number of extended sets corresponds to the depth level
m and the number of time points nt (m x nt).

Before the extended sets is evaluated through simulations, each of the extended sets
are checked if all species are living. Species are defined as living if the initial concen-
tration of the species is non-zero or if the species are produced in a chemical reaction
already in the mechanism. If all the species are living the mechanism is consistent. If
some species are non-living the reactions that produce the non-living species are iden-
tified and the complementary sets of these reactions are identified. The newly found
complementary sets are ranked by calculation of C̄k 3.26

C̄k =
1
nk
∑
iεset

B̄i =
1
nk
∑
iεset
∑
jεq

maxl≤k J̄ij(tl)2 (3.26)

Here q denotes the group of non-living selected species. Equation 3.26 is similar to
equation 3.25 but the last summation is only done for the non-living selected species.
When all selected species are living all mechanisms are consistent.

The last step is detemining the efficiency of all the reduced models through simula-
tion. The errors are calculated for each species set and saved in a database.

The steps described above are repeated adding new species until a reduced model with
an error below the specified has been produced. All mechanisms are saved in a database
during the reduction, which means that a mechanism with a given error can always be
found after reduction has been terminated.

The procedure above only considers removal of redundant species. For further mech-
anism reduction redundant reactions are removed. In the study by Nagy et al. this is
done by Principal Component Analysis (PCA) of the rate sensityvity matrix F [95] as
described in section 3.1.

3.6 Path flux analysis (PFA) method for model reduction
The Path Flux Analysis method developed by Sun et al.[97] is similar to the DRG
method described in an earlier section. The description here is based on the absolute
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3.6. Path flux analysis (PFA) method for model reduction

reaction rate for the reduction, see equation 3.3, the PFA method uses production
and consumption fluxes to determine the most important reaction pathways [97]. The
production flux (PA) of species A is calculated by equation 3.27 while the consumption
flux (cA) of species A is calculated by equation 3.28.

PA =∑
i1,I

max(vA,i ⋅ ωi,0) (3.27)

cA =∑
i1,I

max(−vA,i ⋅ ωi,0) (3.28)

In equation 3.27 and 3.28 vA,i and ωi denote the stoichiometric coefficient of species A
in the i’th reaction and the reaction rate of reaction i respectively.
The production and consumption flux of A related with species B is calculated using
equation 3.29 and 3.30 respectively.

PAB =∑
i1,I

max(vA,i ⋅ ωi ⋅ δi
B,0) (3.29)

cAB = ∑
i1,I

max(−vA,i ⋅ ωi ⋅ δiB,0) (3.30)

δi
B can have the value 1 or 0 depending on the reaction. If species B participates in
reaction i δi

B has the value 1, while δi
B has the value 0 if not. Equations 3.29 and 3.30

denote the rate of production and consumption of species A, respectively, due to the
existence of species B.
Similar to the DRG approach the interaction coefficients for the production and con-
sumption of species A via species B is calculated by equation 3.31 and 3.32.

rpro−1st
AB = PAB

max(PA,CA) (3.31)

rcon−1st
AB = CAB

max(PA,CA) (3.32)

Equation 3.31 and 3.32 only considers production and consumption of species A via
species B of first generation. A different definition of the interaction coefficient in the
PFA method was introduced to take second, third etc. generation into account as shown
in equation 3.35.

rpro−2st
AB = ∑

M≠A,B
(rpro−1st

AMi
rpro−1st
MiB ) (3.33)

rcon−2st
AB = ∑

M≠A,B
(rcon−1st

AMi rcon−1st
MiB ) (3.34)

rAB = rpro−1st
AB + rcon−1st

AB + rpro−2st
AB + rcon−2st

AB (3.35)

Mi denotes an intermediate species. Equation 3.35 is used to evaluate the importance
of species B on the production and consumption of species A.

The size of the reduced models from the PFA method depends on a preselected threshold
value ε. A species or a set of species is deemed important if ε ≤ rAB. The size of the
reduced models can therefore be decided by the modeller by changing the ε.

The difference between the DRG method and the PFA method can be explained by
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3. Strategies for the development of skeletal model

a thought case. In figure 3.4 the targeted species is A, M1 to M8 are intermediate spe-
cies and B, C, D, X and Y are products. The numbers on the arrow denote the ratio of
the flux of A to each of the intermediates and products.

Figure 3.4: A schematic drawing of the flux relation between different species. Taken
from the study performed by Sun et al. [97]

Assuming the goal of the reduction is to create a model consisting of 5 to 6 species,
the DRG method includes the species A, M5, M6, M7, M8, C and D as this method only
accounts for the first generation. Using the DRG method the reaction route including
M1 to M4 to B is not included due to the lower ratio of flux of A in the first reaction
step.
Using the PFA method the species A, M1, M2, M3, M4 and B are selected. First
species B is selected via the indirect relation through the intermediates. After this the
intermediates are selected from B [97].
Simple calculations done by Sun et al. show that the reduced model created by the
DRG (and DRGEP) method only captures 29.4% of the targeted flux, while the model
created by the PFA method captures 66.4% of the targeted flux [97]

3.7 Summary
In this chapter a number of reduction methods have been presented. These include
sensitivity-based methods and graph-based methods. Emphasis was put on the simu-
lation error minimization connectivity method by Nagy et al. [98] and the path flux
analysis by Sun et al. [97]. Due to availability and stated performance of these two
reduction methods they have both been used in this study for model reduction for the
Detailed Chemical Kinetic Model developed by Glarborg et al.[10]; see section 4.3.
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Chapter 4

Developing a skeletal model for
the NO formation in a W-t-E
plants

4.1 Estimating gas composition for model reduction
As described in the previous section the reduction of detailed chemical kinetic model
using either the SEM-CM or the PFA method relies on a set of preselected targeted or
important species. These are the species of certain interest. In this study it is desired to
model the formation of NOx. The reduction of detailed chemical kinetic models using
the SEM-CM- or PFA algorithm relies of simulations of either the species concentrations
of the important species or determination of the rate of formation/consumption of the
targeted species. Both methods uses a starting gas composition that the the species
concentrations or determination of the rate of formation/consumption is determined
based on. In this section a gas composition that will serve for this purpose will be
estimated. It is believed that the most reliable skeletal model will be achieved if a gas
composition that resembles the devolatilisation gas composition of MSW. This will be
estimated based on previous models and laboratory measurements.
The gas composition from devolatilisation of MSW will be estimated on the basis of
stoichiometric calculations and experimental values from pyrolysis experiments.
The devolatilisation gas composition is estimated using a modification of a model by
Østberg et al., which was developed for coal reburning [99]. This model uses the ulti-
mate weight loss and ultimate analysis as input parameter.
The composition of a given fuel is represented as shown in equation 4.1. For simplifica-
tion the sulphur and alkali content in the fuel is neglected.

CcHhOoNn (4.1)

It is assumed that all hydrogen and oxygen, as well as part of the carbon and nitrogen,
are released as volatiles. Since a fraction of the carbon is not released as volatiles c
is replaced by α in equation 4.2 where α represents the amount of carbon released as
volatiles. This also means that the fraction of the total carbon found as fixed carbon is
cchar = c − α. It is furthermore assumed that a fraction of the total nitrogen is bound in
the char corresponding to the fraction of total carbon in the char.
As seen in equation 4.2 it is assumed that all the oxygen bound in the fuel is used to
oxidize carbon to CO and CO2.
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4. Developing a skeletal model for the NO formation in a W-t-E plants

The corresponding composition of the volatiles from devolatilisation of MSW is determ-
ined from equation 4.2.

CαHhOoNα/c⋅n → βCO + γCO2 + ((h − 4σ − 4φ)/2)H2

+σCH4 + φ/2 ⋅C2H4 + 0.8(α/c ⋅ n)NH3 + 0.8(α/c ⋅ n)HCN
(4.2)

From measurements, performed in this study, at a full scale Waste-to-Energy it was
shown that the gas composition just above the fuel bed was similar to the one predicted
by model above (see section 5)

4.1.1 Determining the ratio between CO2 and CO in the
devolatilisation gas

It has been shown through experiments of high temperature pyrolysis of biomass, con-
ditions similar to those in a waste-to-energy plant, that the devolatilisation gas consists
of a small fraction of CO2 [100] [101]. From a waste with a composition CcHhOoNn the
volatile composition can be found from equation 4.2. c, h, o and n are found directly
from the proximate and ultimate analysis. C is the amount of carbon in both the volat-
iles and the char. The amount of carbon found as volatiles is determined by equation
4.3 using data from proximate and ultimate analysis of the fuel.

α = c − cchar (4.3)

As seen in equation 4.2 the oxygen in the fuel is split between CO and CO2. The
parameters β and γ in equation 4.2 are determined from a oxygen mole balance as
shown in equation 4.4, where β and γ are the stoichiometric coefficients for CO and
CO2 respectively.

o = β + 2 ⋅ γ (4.4)

In the studies by Zanza et al.[100] [101] and Vilas et al. [102] it was shown that for
biomass the ratio between CO2 and CO, denoted ω, in the devolatilisation gas varies
between 0.1 and 0.2.

γ

β
= ω ∈ [0.1 ∶ 0.2] (4.5)

According to Fagbemi et al. the ratio between CO2 and CO decreases with increasing
temperatures due to an increase in the heterogeneous reaction between C(s) and CO2
to produce CO [103].

4.1.2 Hydrocarbons in the devolatilisation gas

In equation 4.2 it is assumed that the light hydrocarbons are represented by C2H4 and
CH4. This assumption is in agreement with measurements performed at a full scale
Waste-to-Energy plant, see section 5. The pyrolysis gas composition for selected fuels,
at similar temperature and heating rates as experienced in waste-to-energy plants, has
been determined in several studies. The resulting compositions from selected studies
are shown in table 4.1 and 4.2.
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4.1. Estimating gas composition for model reduction

The studies show a significant release of ethene and ethane during the pyrolysis.
Ethane is neglected due to simplifications. In the study by Hajaligol [107] a significant
amount of methanol was measured, compared with the amount of methane. Smaller
alcohols are not included in the devolatilisation gas composition model.
In order to determine the methane and ethene average molar ratio in a devolatilisation
gas from combustion of waste the amount of carbon, which is not used to produce CO
and CO2, is determined by equation 4.6.

θ = σ + φ = α − (β + γ) (4.6)

Where θ is the sum of the moles of carbon molecules in CH4 and C2H4, φ is the mole
fraction of carbon atoms in C2H4 and σ is the moles of carbon in CH4. From the molar
fractions of methane and ethene in table 4.1 and 4.2 a ratio between ethene and methane
can be determined to range from 0.2 to 0.4; consequently the fraction of moles of carbon
used for ethene compared to methane ε range from 0.4 to 0.8 as twice the moles of
carbon are used in the ethene structure compared to the methane structure.

φ

σ
= ε ∈ [0.4 ∶ 0.8] (4.7)

The amount of CH4, σ, is found by solving equation 4.8. Solving this equation relies on
the determination of other species, e.g. ethene.

σ = θ

1 + ε (4.8)

4.1.3 The NOx precursors

From measurements of the NOx precursor speciation discussed in section 5 it is seen that
the NH3 accounts for the majority of the NOx precursor concentration; NH3 account for
more than 80%, while the HCN accounts for less than 20% of total amount of precursors
released. It is assumed that this ratio is valid for all MSW. The precursor speciation
has, to the knowledge of the author, not been evaluated in other studies. All nitrogen,
expect the fraction found in the char, is converted to NH3 and HCN in the ration 4/5
according to equation 4.9 and 4.10.

NH3 = (α
c
⋅ n) ⋅ 0.8 (4.9)

HCN = (α
c
⋅ n) ⋅ 0.2 (4.10)

Since the fraction of nitrogen in the fuel is significantly smaller than the hydrogen
content, the hydrogen used for production of NH3 and HCN is neglected.

4.1.4 Estimated devolatilisation gas

Using the calculation procedure shown in previous subsections the devolatilisation gas
composition for a number of fuels have been estimated. The devolatilisation gas com-
positions estimated from ultimate and proximate analysis of municipal solid waste, a
mixture of municipal solid waste (MSW) and refuse derived fuel (RFD) and cardboard
are shown in table 4.3.
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Table 4.3: The estimated composition of gas from devolatilisation of four selected fuels.
The composition has been estimated by equation 4.2 using the assumptions presented
above.

Composition of gas from devolatilisation of different fuels
Ryu et al. [109] Frey et al. [110] Sørum et al. [111] Goddard et al. [112]

MSW 75% MSW & 25% RFD Cardboard MSW
(Vol % dry) (Vol % dry) (Vol % dry) (Vol % dry)

CO 43.5 44.0 46.9 38.0
CO2 6.5 6.6 7.0 5.6
CH4 10.0 1.5 16.2 16.3
C2H4 3.4 0.5 5.3 5.4
H2 35.6 46.6 24.4 32.5
NH3 0.88 0.64 0.16 1.79
HCN 0.22 0.16 0.04 0.44

The composition of different types of biomass has been reported in the literature.
Vilas et al. [102] reported pyrolysis gas compositions of wheat straw and poplar wood
found through free-fall pyrolysis experiments at high heating rates [100] [101]. The
results from this study are comparable with the estimated devolatilisation gas shown in
table 4.3.
The average devolatilisation gas composition is estimated from the composition of the
four samples above and has been shown in table 4.4.

Table 4.4: The average devolatilisation gas composition determined from the 4 fuel
samples [109] [110] [111] [112] using the model set up in this study.

Mole fraction dry
CO 0.44
CO2 0.07
CH4 0.12
H2 0.33
C2H4 0.04
NH3 0.008
HCN 0.002

The estimated devolatilisation gas composition is in agreement with the 15 biomass
samples which have been measured in 7 different studies. The gas composition from
these studies are shown in table 4.1 and 4.2.
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4.2 Effect of the estimated gas composition on model
reduction

The reduction of a detailed chemical kinetic model to produce a skeletal model is based
on an estimation of a starting gas composition (important species). The development
of skeletal models is highly dependent on the choice of starting gas composition, since
these most reductions are based on simulation of a parameter; ignition delay time, rate
of formation etc., that is dependent of the choice of starting gas composition. Especially
the SEM-CM reduction method is dependent on the composition since this reduction
method is based on ignition delay time simulations; hence this is dependent on the start-
ing gas composition.
The purpose of the section is to evaluate if the estimated devolatilisation gas composi-
tion, which is to be used for model reduction, is dependent on the formation of NO. It is
believed that if the formation of NO is highly dependent on a species the accuracy of the
estimation of this species needs to be high. In this section the proposed composition of
the devolatilisation gas upon NOx is evaluated through Perfectly Stirred Reactor (PSR)
simulations. The parameters that are evaluated are:

• Ratio between CO and CO2

• Composition of light hydrocarbons

• Precursor speciation

The effect of the above mentioned parameters were evaluated using the detailed chemical
kinetic model by Glarborg et al. [10].

4.2.1 Effect of CO/CO2 ratio in the devolatilisation gas

The effect of the choice of ω, the ratio between CO2 and CO, is evaluated on the
formation of NO. A robust model is essential as the reduction of the detailed chemical
kinetic model, and the development of a skeletal model, is based on estimations of the
devolatilisation composition which acts as input parameter for the reduction procedure.
The evaluation is done through PSR simulations in CHEMKIN 10131. The reactor
conditions are shown in table 4.5.

Table 4.5: The conditions in the PSR used to evaluated the effect of changes in the
devolatilisation gas composition upon formation of NOx. For the modelling the detailed
chemical kinetic model by Glarborg et al.[10] was used.

Parameter Value
τ 1s
P 1.0 atm
V 100 cm3

Solver type Steady state solver
Unit selection Mole fraction

The combustion is simulated using the detailed chemical kinetic model developed by
Glarborg et al. [10]. This model was presented in chapter 6.2. Included in this model
is high temperature NH3 oxidation.
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(a) NO formation at T=900○ (b) NO formation at T=1200○

(c) NO formation at T=1500○

Figure 4.1: The formation of NO at T=900○ and T=1500○ found by simulation in PSR
using CHEMKIN 10131. The Inlet composition of the gas to the PSR whas found using
the simple model described in equation 4.2. The inlet gas composition was changes to
see the effect of the choice of ω on the NO formation. The figure shows NOx formation
where ω has been set to 0.1, 0.15 and 0.2. The estimated devolatilisation gas composition
is shown in table 4.4

In a reducing atmosphere no difference between the NO concentration after oxidation
is experienced when ω is increased from 0.1 to 0.2. In an oxidizing atmosphere a slight
difference is experienced. The difference in NO concentration when increasing ω from 0.1
to 0.2 is, however, less than 5%. Consequently the NO formation only slightly depended
on the choice of ω within the allowed region.

4.2.2 The effect of the light hydrocarbons composition

As mentioned previously, it has been assumed that the light hydrocarbons released
during devolatilisation are CH4 and C2H4. As seen in table 4.1 and 4.2 smaller quantities
of C2H6 are also released during devolatilisation of MSW. The effect of neglecting C2H6
on the NO formation is evaluated through PSR simulations using condition seen in
table 4.5. Furthermore, in the study by Hajaligol et al.[107] significant amounts of
CH3OH was measured in the pyrolysis gas from pyrolysis of cellulose. An estimated
ratio between CH3OH and CH4 of 1/5 was found. An alcohol level this high was only
measured in one study. It was evaluated if a CH3OH level corresponding to 1/5 of the
CH4 affects the formation of NO significantly. This was done by replacing an amount of
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CH4 corresponding to 1/5 of the initial amount with an equal amount of CH3OH. The
effect on the NO formation has been shown in figure 5.9

(a) NO formation at T=900○ (b) NO formation at T=1200○

(c) NO formation at T=1500○

Figure 4.2: The formation of NO at T=900○, T=1200○, and T=1500○ found by simula-
tion in PSR using CHEMKIN 10131. The Inlet composition of the gas to the PSR whas
found using the simple model described in equation 4.2. The inlet gas composition was
changes to see the effect inclusion of higher hydrocarbons than CH4.

The speciation of the light hydrocarbons with higher molar weights than CH4 is
relatively insignificant. No significant differences are seen in the predicted NO concen-
tration when both C2H4 and C2H6 is present in the devolatilisation gas compared to a
devolatilisation gas where only C2H4 is included. Furthermore, inclusion of an alcohol
yields no significant difference in the NOx concentration. For simplification alcohols and
C2H6 are not included in the devolatilisation gas composition model.
In the model the term 2⋅φ describes the ratio between C2H4 and CH4. From previous
studies shown in table 4.1 and 4.2, 2⋅φ has been estimated to range between 0.2 and 0.4.
The influence of the choice of 2⋅φ has been evaluated through simulations for the con-
dition of table 4.5. 2⋅φ was varied from 0.2 to 0.4 and the resulting NO concentrations
are shown in figure 4.3.
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(a) NO formation at T=900○ (b) NO formation at T=1500○

Figure 4.3: The formation of NO at T=900○ and T=1500○ found by simulation in PSR
using CHEMKIN 10131. The Inlet composition of the gas to the PSR whas found using
the simple model described in equation 4.2. The inlet gas composition was changes to
see the effect of 2 ⋅ φ on the NO formation.

No significant differences in the NO concentration after oxidation of the devolat-
ilisation gas with the two compositions (2⋅φ=0.2 and 2⋅φ=0.4) is seen. At oxidizing
conditions, where the largest difference occurs, the change in NO concentration is less
than 5%. Consequently the choice of 2⋅φ is believed to have no significant influence on
the development of the skeletal model.

4.2.3 The effect of precursor speciation on the NO formation

It has been measured that the NOx precursors during combustion of MSW consists of
more than 80% NH3 and less than 20% HCN. The speciation of the precursors were
measured in this study at a full scale W-t-E plant. Measurements are shown in section
5. This assumption is evaluated as previously. In figure 5.10 the effect of the precursor
speciation on NOx formation is shown. 50% and 100% of the initial amount of NH3 has
been replaced by an equal amount of HCN to evaluate the effect of the choice of NOx

precursor.
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(a) NO formation at T=900○ (b) NO formation at T=1500○

Figure 4.4: The formation of NO at T=900○ and T=1500○ found by simulation in PSR
using CHEMKIN 10131. The inlet composition of the gas to the PSR has found using
the simple model described in equation 4.2. The inlet gas composition was changes to
see the effect of NOx-precursor on the NO formation. The figure shows NOx formation
where all the NOx-precursor is solely NH3 and where 50% and 100% of the NH3 has
been substituted with an equal amount of HCN.

Correctly determining the precursor speciation is highly important in order to cor-
rectly calculate the NO concentration. At λ ≥ 1.1 the choice of NO precursor has a
great impact on the NO concentration. The difference decreases as the temperature is
increased. At λ ≤ 1.1 the choice of NO precursor becomes insignificant.
In the pyrolysis of biomass it has been shown that the NH3 is released mainly as a
primary product from pyrolysis [1]. For low rank coals, pyrolysed both at high and low
heating rates, NH3 was detected prior to HCN [113]. It is believed that this behaviour
is due to direct cleavage of amino groups and amides during pyrolysis [1].Furthermore,
it is proposed that, due to the dependence of heating rate on NH3 formation, NH3 is
produced, along with the primary route, in a secondary reaction from HCN [114].
The heating rate and particle size has been shown to have substantial effects on the
selectivity of NO precursors during pyrolysis. Increasing the particle size seems to fa-
vour the formation of NH3 over HCN [1] [115] as this leads to an increased chance of
secondary reactions [115]; hence the large particles and low temperatures in grate-firing
W-t-E plants favour the formation of NH3 over HCN.
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Figure 4.5: The speciation of nitrogen compounds formed during devolatilisation of
straw an increasing particle sizes [115].The pyrolysis and gasification of wheat straw
were carried out in a TG analyzer at a heating rate of 40○/min from room temperature
to 800○C

A potential explanation for this behaviour is conversion of formed HCN to NH3 by
reaction with water[115].

HCN +H2O→ NH3 +CO (4.11)

This reaction is favoured in larger particles due to longer diffusion paths for HCN in the
particle [115]. During combustion of fine particles it has been shown that the dominat-
ing NOx precursor is HCN [116] [117] [118]. HCN can represent up to 80% of the total
amount of NOx precursors during devolatilisation of fine particles [118], but as seen in
figure 4.5 as the particle size is increased a substantial amount of NH3 is formed, more
that 50% of the total amount of NOx precursors.
In grate fired Waste-to-Energy plants even larger particles are pyrolysed, giving rise to
low internal heating rates. This favours the formation of NH3 supporting the meas-
urements that NH3 is the main NOx precursor during MSW combustion at grate-fired
waste-to-energy plants.

4.3 Development of skeletal models for the NO formation
using SEM-CM and PFA reduction methods

In this section the development of skeletal models will be reviewed. Furthermore the
performance of the developed skeletal models will be evaluated. Each of the developed
models, using the SEM-CM and the PFA reduction methods, respectively, will be ana-
lysed. Every reduction has been done based on the gas composition shown in table 4.4.
The performance of each model will be evaluated through Perfectly Stirred Reactor cal-
culations at 3 temperatures; 900○C, 1150○C and 1400○C and at an oxygen-to-fuel ratio
ranging from λ=0.5 to λ=2. These conditions were chosen to cover most of the range
of conditions found in the furnace of a W-t-E plant; see chapter 5.
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4.3.1 Reduction strategy using the SEM-CM algorithm

The reduction of detailed chemical kinetic model by Glarborg et al. [10] was performed
in two steps; initially a large skeletal model was created with a very low error, from this
skeletal model 5 smaller skeletal models with varying size were created.
The large skeletal model with a very low error was created by combining skeletal models
developed at a variety of conditions. The reduction is based on a simulation of the species
profiles of the important species, it was found that the best reduction was achieved by
reducing the models around the ignition time delay from 1/4 to 4 times the ignition
delay time for each condition, for a gas with the composition as shown in Table 4.4
mixed with air at an oxygen-to-fuel ratio:

τsim = [1/4 ⋅ Tign ; 4 ⋅ Tign]

λ = [0.1 0.25 0.5 0.75 1 1.5 2]

At each of these oxygen-to-fuel ratios a reduction at 4 temperatures was done.

T = [1050 1300 1550 1800 ]K

This corresponds to 7x4 reductions, hence 28 skeletal models were created each valid
at only one of the 28 conditions. The reduction was performed at a depth level of 128,
resulting in 28 skeletal models. These were merged to create 1 skeletal model valid in
the whole parameter space. The results of the initial model reduction was a 56 species
and 1160 reaction skeletal model with an root mean square error of 4% compared with
the full model.
This skeletal model was used for further reduction. A single reduction of the skeletal
model at all 28 conditions were performed using the same depth level. A larger skeletal
model was created initially by merging 28 smaller skeletal models to limit the compu-
tational efforts, as reduction of detailed chemical kinetic model at all 28 conditions is
very time consuming. The reduction of the 56 species and 1160 reaction skeletal model
resulted in 5 skeletal models with increasing size as shown in table 4.6.

Model no. Species Reactions
1 32 162
2 36 225
3 38 251
4 38 570
5 46 500

Table 4.6: Developed skeletal models using the SEM-CM

All of these models are tested against the detailed chemical kinetic model in section
4.3.

4.3.2 Accuracy of the developed SEM-CM skeletal models

Skeletal models developed using the SEM-CM algorithm has been compared to the de-
tailed chemical kinetic model developed by Glarborg et al. [10] at the conditions given
above and are shown in figure 4.6.
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In figure 4.6 the 3 figures to the left shows the NO formation at 900○C, 1150○C and
1400○C at increasing oxygen-to-fuel ratios, while the 3 figure to the right shows the NH3
oxidation at increasing oxygen-to-fuel ratios.
All the developed models overpredict the NO formation slightly at oxygen-to-fuel ratios
above approximately λ = 1.1 This is consistent for all the developed models and the
overprediction might have been avoided if the SEM-CM reduction was conducted at ad-
ditional over-stoichiometric conditions, as seen in section 3.5. For under-stoichiometric
oxidation of the devolatilisation gas all models accurately predictions the NO concentra-
tion at temperatures above 1150○C. At 900○C the 32 species and 162 reactions skeletal
model overpredicts the NO formation dramatically. It is expected that this model un-
derperforms compared to the rest of the developed models due to the small size. At the
3 temperatures the 4 larger skeletal models performs well with a slight overprediction
of the NO at large oxygen-to-fuel ratios (λ > 1.1)
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Figure 4.6: modelling of the formation of NO and oxidation of NH3 as a function of the
oxygen-fuel (λ) in a PSR with residence time τ = 20ms at 900, 1150 and 1400○ using
inlet gas composition shown in table 4.4. The NOx formation and NH3 oxidation was
modelled using the detailed chemical kinetic model by Glarborg et al. [10] and 5 skeletal
models of varying size developed by the SEM method [95]

The predicted NH3 concentration is higher at understoichimetric conditions for all
the developed skeletal models except the 32 species and 162 reaction model. At low and
high temperatures, T < 900○C and T > 1400○C, and very understoichiometric conditions,
λ = 0.5, the predicted NH3 using the skeletal models are relatively high compared to the
NH3 concentration predicted using the full model. At the same time the predicted
NO concentration using the skeletal models are comparable with the NO concentration
predicted with the full model. The underprediction of the NH3 oxidation is be due to
the removal of intermediate species during the model reduction.
The skeletal model with the best performance is the 46 species and 500 reaction model.
This model best captures the NO formation and the NH3 oxidation. However, the
larger the model the longer the simulation time in a CFD code. For this reason it can

95
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be of an advantage to use as small a model as possible. The best compromise between
between modelling results and model size is the 38 species and 251 reaction skeletal
model. Reducing the size more will induce large errors in either the NO formation or in
the NH3 oxidation.

4.4 Reduction strategy using the PFA algorithm
The reduction of the detailed chemical kinetic model by Glarborg et al. [10] resulted in
3 skeletal models with increasing size as shown in table 4.7.
A gas with the composition as shown in Table 4.4 mixed with air at an oxygen-to-fuel
ratio:

λ = [0.1 0.25 0.5 0.75 1 1.5 2]

At each of these oxygen-to-fuel ratios a reduction at 10 temperatures was done.

T = [900 1000 1100 1200 1300 1400 1500 1600 1700 1800]K

The reduction was performed based on species importance on the production and
consumption fluxes of a given production. A reduction at each temperature and stoi-
chiometry was preformed. This corresponds to 10x7 reductions, hence 70 skeletal mod-
els were created each valid at only one of the 70 conditions. These were automatically
merged to create 1 skeletal models valid in the whole parameter space. The size of the
final skeletal model was controlled by varying the interaction coefficient δ; the larger the
interaction coefficient the smaller the mechanism (See chapter 3.

Model no. Species Reactions
1 32 207
2 38 265
3 50 409

Table 4.7: Developed skeletal models using the PFA method

All of these models are tested against the detailed chemical kinetic model in section
4.4.1.

4.4.1 Accuracy of the developed PFA skeletal models

Skeletal models developed using the PFA algorithm has been compared to the detailed
chemical kinetic model developed by Glarborg et al. [10] at the conditions given above
and are shown in figure 4.7.

96



4.4. Reduction strategy using the PFA algorithm

0.6 0.8 1 1.2 1.4 1.6 1.8 2
λ (-)

0

50

100

150

200

250

300

350

400

450

500
N

O
 c

on
ce

nt
ra

tio
n 

(p
pm

)
NO formation at 900°C - PFA reduced models

Full
32 spec - 207 react
38 spec - 266 reac
50 spec - 409 reac

0.6 0.8 1 1.2 1.4 1.6 1.8 2
λ (-)

0

300

600

900

1200

1500

1800

2100

2400

2700

3000

N
H

3
 c

on
ce

nt
ra

tio
n 

(p
pm

)

NH
3
 oxidation at 900°C - PFA reduced models

Full
32 spec - 207 react
38 spec - 266 reac
50 spec - 409 reac

0.6 0.8 1 1.2 1.4 1.6 1.8 2
λ (-)

0

120

240

360

480

600

720

840

960

1080

1200

N
O

 c
on

ce
nt

ra
tio

n 
(p

pm
)

NO formation at 1150°C - PFA reduced models

Full
32 spec - 207 react
38 spec - 266 reac
50 spec - 409 reac

0.6 0.8 1 1.2 1.4 1.6 1.8 2
λ (-)

0

300

600

900

1200

1500

1800

2100

2400

2700

3000

N
H

3
 c

on
ce

nt
ra

tio
n 

(p
pm

)

NH
3
 oxidation at 1150°C - PFA reduced models

Full
32 spec - 207 react
38 spec - 266 reac
50 spec - 409 reac

0.6 0.8 1 1.2 1.4 1.6 1.8 2
λ (-)

0

150

300

450

600

750

900

1050

1200

1350

1500

N
O

 c
on

ce
nt

ra
tio

n 
(p

pm
)

NO formation at 1400°C - PFA reduced models

Full
32 spec - 207 react
38 spec - 266 reac
50 spec - 409 reac

0.6 0.8 1 1.2 1.4 1.6 1.8 2
λ (-)

0

300

600

900

1200

1500

1800

2100

2400

2700

3000

N
H

3
 c

on
ce

nt
ra

tio
n 

(p
pm

)

NH
3
 oxidation at 1400°C - PFA reduced models

Full
32 spec - 207 react
38 spec - 266 reac
50 spec - 409 reac

Figure 4.7: modelling of the formation of NO and oxidation of NH3 as a function of the
oxygen-fuel (λ) in a PSR with residence time τ = 20ms at 900, 1150 and 1400○ using
inlet gas composition shown in table 4.4. The NOx formation and NH3 oxidation was
modelled using the detailed chemical kinetic model by Glarborg et al. [10] and 3 skeletal
models of varying size developed by the SEM method [97]

The NO prediction using the larger skeletal models developed using the PFA al-
gorithm, the 50 species and 409 reactions model and the 38 species and 266 reactions
model, shows a large overprediction of the NO formation compared to the full model, es-
pecially at overstoichiometric conditions. The small model, 32 species and 207 reactions,
predicts the NO formation accurate compared to the full model, slightly underpredict-
ing the formation at low temperatures and slightly overpredicting the formation at high
temperature.
The NH3 oxidation, on the other hand, is poorly predicted by the small model. Large
deviations in the NH3 concentration between the full model and the small model at un-
derstoichiometric conditions are seen. A consequence of this might be unreliable results
from CFD modelling. However, since the small models predicts the NO formation well
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it is further analysed.

For further analysis of the most promising models, the 38 species and 251 reactions
model developed using the SEM-CM algorithm and the 32 species and 207 reactions
model developed using the PFA algoritm, PFR simulations were made comparing the
models with the full model.
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Figure 4.8: modelling of the formation of NO as a function of the reactor residence time
in a PFR at 900 and 1400○ and varying oxygen-to-fuel ratio (λ) using inlet gas compos-
ition shown in table 4.4. The NOx formation was modelled using the most promising
skeletal models developed in this study using the SEM method [95] and the PFA method
[97]. -=Full model and –=skeletal model. Black:λ=2, Blue:λ=1.625, Green:λ=1.25,
Red:λ=0.875 and Cyan:λ=0.5

The most extreme cases were modelled, this being at temperatures T=900○C and
1400○C. To the left in figure 4.8 results from low temperature simulations are shown
while to the right results from high temperature simulations have are shown. The PFR
simulations have been performed at 5 oxygen-to-fuel ratios, λ=2, 1.625, 1.25, 0.875 and
0.5, at residence times 20ms and 0.5ms for the low temperature and high temperature
case respectively.
Results show that the SEM-CM reduced model is in good agreements with the full
model for all oxygen-to-fuel ratios at both low and high temperature. The PFA reduced
model, however, is in good agreement with the full model at high temperatures for all
oxygen-to-fuel ratios but not at low temperatures. For λ < 1.625 the PFA reduced model
does not capture the time depended formation of NO. At low oxygen-to-fuel ratios the
NO is formed significantly slower with the PFA reduced model compared with the full
model. However, similar NO concentrations are obtained after long residence times.
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Similar plots were made for the NH3 oxidation on PFR’s.
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Figure 4.9: modelling of the oxidation of NH3 as a function of the reactor residence time
in a PFR at 900 and 1400○ and varying oxygen-to-fuel ratio (λ) using inlet gas compos-
ition shown in table 4.4. The NOx formation was modelled using the most promising
skeletal models developed in this study using the SEM method [95] and the PFA method
[97]. -=Full model and –=skeletal model. Black:λ=2, Blue:λ=1.625, Green:λ=1.25,
Red:λ=0.875 and Cyan:λ=0.5

High temperature oxidation of NH3 is simulated relatively accurate using both
skeletal models. Low temperature oxidation of NH3 can not be modelled accurately
at low oxygen-to-fuel ratios using the PFA reduced skeletal model as seen in figure 4.9,
while low temperature oxidation of NH3 is modelled with great success using the SEM-
CM reduced model at all conditions.

Like for NO formation, at low oxygen-to-fuel ratios the NH3 is oxidized significantly
slower with the PFA reduced model compared with the full model. For this reason one
is encouraged to use the SEM-CM reduced skeletal model to avoid significant simulation
error in a CFD model. The particular difference between the two skeletal models is a
consequence of the reduction method; the SEM-CM method is based on minimisation of
the error on the important species profiles between the detailed chemical kinetic model
and the skeletal model through simulations.
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4.5 Summary
A number of skeletal models were developed from reduction of the detailed chemical
kinetic model by Glarborg et al. [10] using both the simulation error minimization
connectivity method (SEM-CM) and the path flux analysis method (PFA). The accuracy
of the models were tested by comparing ideal reaction simulations, using CHEMKin,
of the skeletal models and the detailed chemical kinetic model from which they were
developed. It was shown that skeletal models developed using the SEM-CM algorithm
with more that 36 species describe the NOx formation well, while skeletal model with
more than 38 species also describe the oxidation of NH3 well.
Furthermore, it was shown that the 32 species skeletal model developed by the PFA
algorithm describes the NOx formation well. However, this model does not describe the
oxidation of NH3 to the desired degree.
Based on the accuracy of the skeletal models determined by ideal reaction simulations
it was concluded that the 38 species and 251 reactions skeletal model developed using
the SEM-CM algorithm offers the best compromise between model size and accuracy.
This model will be used later in this thesis for NOx formation simulation using CFD.
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Chapter 5

Full scale measurements of the
NOx precursors and major
species concentrations above the
grate at a Waste-to-Energy plant

This chapter includes a manuscript which has been submitted to the journal "Fuel"
in the spring of 2017. The manuscript was accepted for publication on the 27th of
February 2018; see comments from reviewer and editor in appendix B. The focus of this
manuscript is measurements of the NOx Precursors and major species concentrations
above the Grate at a Waste-to-Energy plant. The manuscript also include an evaluation
of the influence of the speciation of the NOx Precursor on NOx formation.

5.1 Introduction
In order to achieve a satisfactory result from CFD modelling of NOx formation during
combustion of waste in grate-fired waste-to-energy plants an accurate description of the
temperature field in the free-board is essential, due to the dependency of the temperature
on the low temperature fuel NOx chemistry [1][119]. Modelling of the temperature
field in the free-board relies on an accurate determination of the boundary conditions,
e.g., species concentrations, gas temperature and gas velocity from the bed into the
computational domain. Most CFD models of grate-fired waste-to-energy (W-t-E) plants
use a stand-alone model of the bed, describing the waste devolatilisation and the partial
oxidation of volatiles. The volatile oxidation is strongly coupled to the combustion of
gaseous species in the free-board due to the radiation onto the bed as indicated in figure
5.1.
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Figure 5.1: Schematic overview of the procedure for CFD modeling of solid fuel com-
bustion in grate-firing units

Coupling the devolatilisation of the fuel and partial oxidation of the volatiles in the
bed with the combustion of gaseous species in the free-board has been applied with
success in previous studies [5][109]. Recently the NO precursor concentrations were
measured at a full-scale waste-to-energy plant [120]. However, the measurements were
limited to two fixed positions above the grate. The objective of this study is to measure
the gas temperature and species concentrations just above the fuel bed in a full-scale
W-t-E plant. The gas species concentrations are measured by gas extraction and use of
FTIR spectroscopy in four fixed positions above the bed. By suction pyrometer the gas
temperatures were measured concurrently to the species concentrations. The results are
useful for evaluation of bed models and will provide a more accurate description of the
temperature field in the free-board. The species measurements include the NOx pre-
cursors released from the bed. Based on the results, the importance of the partitioning
of NOx precursors on the formation of fuel NOx in grate-fired W-t-E plants is discussed.

5.2 Plant and grate characteristics
Over a span of three days the gas composition and temperatures above the bed from
combustion of municipal solid waste (MSW) were measured. All measurements were
performed at Affald+, a W-t-E plant located in Næstved, Denmark. The W-t-E plant
has a nominal waste capacity of 8.2t/h. During the days of measurements the plant
was operated slightly below nominal capacity as seen in table 1. The plant uses the
Dynagrate® grate technology. The grate is a single-lane grate, with dimensions 10.6x4m.
The grate has been split into four zones with lengths of 2.8, 2.7, 2.7 and 1.8 meter,
respectively. Predefined fractions of the primary air can be distributed to each zone.

5.2.1 Plant operation

During the three days of measurements, the waste-to-energy plant was running stable
without any malfunctions or shut-downs. The plant was operated with an oxygen set
point of 6 vol% (wet) and a steam production of 9.5 kg/s as shown in table 1. The
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5.2. Plant and grate characteristics

steam pressure was kept at a constant value of 55.6±0.1bar with a steam production of
9.±0.1kg/s corresponding to full capacity. During the measurement campaign the plant
was operated under two different settings, as seen in table 5.1 and figure 5.2, to evaluate
the effect of primary air distribution on the concentration profile of combustibles, water,
CO2 and NOx precursors. The tonnage was changed between the two plant settings to
accommodate the changes in heating value of the fuel. The tonnage is lower that the
yearly average of 9 ton/h [121] due to the high heating value of the waste, which in the
period of measurements contained large quantities of dry waste wood.

Table 5.1: Specifications of Affald+ line 4 during the three days of measurements.

Air dist. 1 Air dist. 2
Waste feed (tons/h) 7.2±1.6 7.3±0.9
Avg. heating value (MJ/kg) 13.5±1.2 13.8±0.5
Avg. primary air (Nm3/h) 17,454±1808 20,215±2017
Fraction on grate section 1 0.20 0.20
Fraction on grate section 2 0.35 0.27
Fraction on grate section 3 0.35 0.43
Fraction on grate section 4 0.10 0.10
Avg. secondary air (Nm3/h) 10,851±326 10,847±300
Temp. primary air (○C) 45.5±3.2 45.9±3.6
Temp. secondary air (○C) 41.9±0.6 40.6±0.6
Avg. O2 (% wet) 6.3 6.2
Steam production (kg/s) 9.5
Steam temperature (○C) 400
Steam pressure (bar) 55.6
Grate dimension 10m long, 6m wide

The average waste feed and heating value of the fuel for the period of measurements
provide data for an estimation of the waste composition. The waste composition was
estimated based on correlations between waste feed and heating value established over
a long period of time by B&W Vølund. In table 5.2 the estimated waste composition
has been shown.

Table 5.2: Estimated waste composition based in the fuel input (tons/h) and the lower
calorific value of the fuel (MJ/kg).

Component wt %
C 0.311
H 0.044
O 0.184
N 0.011
S 0.002
Cl 0.007
Moisture 0.275
Ash 0.166

The primary and secondary air flows were obtained from the plant control system.
The changes in primary air distribution involved only sections 2 and 3 on the grate. The
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fractions of air on grate 1 and 4 were unchanged as grate 1 acts to dry the waste and
grate 4 mainly serves as ash transport; full conversion of the waste has occurred on the
previous 3 sections.

Figure 5.2: The fraction of the total amount of primary air distributed under the grate
for plant setting 1 and 2.

5.3 Gas phase composition and temperature measuring
system

The flue gas composition was measured with a 6 meter water cooled probe. The tem-
perature in the center of the probe and from end of the probe to the cooler was kept
at 150○C to avoid water condensation. Prior to the O2 analyzer the gas is cooled to
5○C to remove any water and aerosols. The system allows simultaneous IR, UV and O2
measurements. Attached on the probe was a non-cooled suction pyrometer of equivalent
length. This secured species concentration measurements and gas temperature meas-
urements at equivalent locations at the same time. The concentrations of species CH4,
C2H2, C2H4, CO, CO2, NH3, HCN and H2O were measured. The probe was inserted
through an opening in the roof of the furnace in front of the fuel inlet. The probe was
manually inserted into the furnace at a defined angle and distance. The species concen-
trations and gas temperature were measured at four predefined locations in the furnace
close to the fuel bed. In figure 5.3 the four points of measurement have been shown
as circles. Furthermore the size of each grate-section and distance from the measuring
point to the grate are indicated. Depending on the position on the grate the fuel bed
can be as thick as 1m. The opening is shown in figure 5.3 as a 45○ cone in the front roof
of the furnace. The insertion length and insertion angle of the water cooled probe is
shown in table 2, corresponding to the measuring point shown in figure 5.3. The point
closest to the fuel inlet (left in figure 5.3) is referred as measuring point 1, while the
point closest to the ash pit (right in figure 5.3) is referred to as measuring point 4.
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5.3. Gas phase composition and temperature measuring system

Figure 5.3: Schematic drawing of the furnace. The measuring points are shown as circles.
Measuring point 1 is closest to the fuel inlet, while measuring point 4 is closest to the
ash pit. The dotted line shows the predicted height of the waste layer, the thick solid
line shows the grate surface and the vertical dotted line shows the flame front during
the experiments

Table 5.3: The insertion length from the cone shape opening to the measuring point
and insertion angle of the water cooled probe into the furnace. The points are shown in
figure 5.3 as well.

Measuring point Distance Angle
(m) ○

1 4.4 0
2 5.0 9
3 6.0 18
4 6.0 23

Concentrations of the above mentioned species have been determined from FTIR
absorption measurements with use of Bomen MB100 FTIR spectrometer with built-in IR
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light source and external DTGC detector. The gas sampling was performed at a constant
flow rate of 3 Nl/min controlled by an EL-Flow type Bronkhorst mass flow controller
with a response time from 0% to 98% signal level of the gas sampling system of about
50s. Concentrations of CO, CO2, hydrocarbons, NH3, HCN and water were determined
by FTIR measurements. The O2 concentration was determined using a Siemens O2
paramagnetic analyzer. The main sampling parameters were continuously logged by
an Agilent BenchLink Data Logger. The temperature of the gas in the sampling line
was kept constant at 150○C to avoid condensation of water and light tar products. To
avoid blockage of the system, two thimble filters were installed along the heated line to
remove particles, soot, heavy tars and aerosols. The system was leak tight and allowed
for operation between 1000mbar and 500mbar, limited by the lowest pressure of the
O2 analyzer. After analysis of the flue gas by IR/UV absorption measurement the gas
was cooled for water removal for determination of the O2 concentration. A schematic
overview of the measuring system is shown in figure 5.4.

Figure 5.4: Schematic overview of the gas phase composition and temperature measuring
system.

Analysis of the spectral data was performed with an in-house software at the Tech-
nical University of Denmark[122]. The software uses the latest spectral databases
HITRAN/HITEMP for analysis of IR spectral data in the spectral range from 400 cm−1

to 6000cm−1. The pressure in the sampling system was determined and variations have
been taken into account in the data analysis. The uncertainties in the measurements
are mainly defined by the uncertainties in the spectral databases and by the S/N ratio
in the measured spectra. The uncertainties are shown in table 3.

5.4 Measurement results
The measurements are analyzed and discussed in this section. The gas temperature
profiles for both plant settings are shown in figure 5.5. In figure 5 the profile of the
water vapor content in the flue gas for plant setting 2 is shown, while the species con-
centrations; CH4, C2H2, C2H4, CO, CO2, NH3 and HCN are shown in figures 5.8-5.10.
All measurements were performed at a distance approximately 50cm above the fuel bed
depending on bed thickness
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Table 5.4: The uncertainties in the extractive IR measurements. The uncertainty has
been shown as relative %.

Species Relative uncertainty
Rel. %

H2O 2
CO2 3
CO 2
CH4 3
C2H2 10
C2H4 7
HCN 8
NH3 5

5.4.1 Gas temperature profile

The gas temperature was measured continuously by a suction pyrometer attached on
the side of the water cooled probe. The thermocouple was calibrated after the meas-
urements at the thermometry facilities at DTU. The gas temperature profiles for both
plant settings are seen in figure 5.5.

Figure 5.5: The gas temperature profile for the two plant settings (shown in table 1)
measured by suction pyrometer. The grate sections of the DynagrateÂ® have been
shown in the figure 5.3 as well.

The temperature increases along the grate from measuring point 1 to 3. The low
temperature at the initial part of the grate is a consequence of fuel drying, as seen
from the large water content in the flue gas shown in figure 5.7, and devolatilisation of
the solid fuel. Lower gas temperatures are experienced in point 2 and 3 for the plant
setting 2. This is attributed to a lower degree of oxidation in this region as a result of
a lower fraction of the total primary air being provided on grate section 2 compared to
that at plant setting 1, see figure 8 and 9. The maximum gas temperature for the two
plant settings are in the same region; 1150-1250○C. The peak temperature is expected
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to be a consequence of the char oxidation occurring in the region, this is supported
by observations from the inspection window at the ash pit and figure 5.6, showing the
position of the probe at measuring point 4. The location of the tip of probe is outside
of the flame region during plant setting 1. This indicates that devolatilisation has been
completed and char oxidation is occurring. The tip of the probe was in the flame region
during plant setting 2 indicating combustion of the volatiles; this is supported by the
higher temperature at measuring point 4 during this plant setting.

Figure 5.6: Picture of the combustion of waste on a grate at Affald+ during the measure-
ments in this study. The probe is measuring in measuring point 4 during plant setting
2. The tip of the probe is outside of the flame region; the devolatilisation zone.

As a large fraction of the total primary air is provided under grate section 3 instead
of grate section 2, during plant setting 2, the position of the peak gas temperature is
moved towards the ash pit. The shift in gas temperature may cause a change in the
release profile of species from the solid bed due to the dependency of temperature on
the pyrolysis products formation [101][123] and on the position of the char oxidation on
the grate.

5.4.2 Water concentration profile

Considerable water vapour concentrations in the flue gas will appear in regions where
the fuel is dried. Drying of the fuel occurs initially in the combustion process for which
reason the water content is expected to have a maximum above grate section 1.
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Figure 5.7: The water concentration profile above the fuel bed.

The water concentration decreases linearly from the beginning of grate section 2
to the end of grate section 2. The level is highest at point 1 due to drying of the
fuel. Downstream of section 1, water is mainly formed by oxidation of volatiles and the
concentration approaches zero above the latter part of the grate where char oxidation
has terminated.

5.4.3 Concentration profile of CO and CO2 along the fuel bed

The most pronounced difference between the CO and CO2 concentration profiles for the
two plant settings are the shapes as seen in figure 5.8. For plant setting 1 the concentra-
tion of CO gradually decreases, while the CO2 concentration increases, from the initial
part of grate section 2 to the latter part. For plant setting 2 the CO and CO2 con-
centrations are somewhat constant along the grate section before the CO concentration
drops to about 0% at measuring point 4; close to the intersection between grate section
2 and 3. Higher CO concentration at measuring point 3, the latter part of grate section
2, indicates a lower degree of oxidation due to the limited oxygen availability. This is
a consequence of the lower amount of primary air supplied under grate section 2. The
measurements indicate that the concentrations of CO and CO2 at this point depend on
the plant settings, i.e., the distribution of primary air on the second and third grate
section.
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(a) Plant operation 1 (b) Plant operation 2

Figure 5.8: The concentration profiles of CO, CO2 and O2 along the grate during plant
operation 1 and 2 (table 1).

The O2 concentration is very low corresponding to a fuel rich zone at measuring
point 1, 2 and 3 as a result of under-stoichiometric oxidation of the gas released from
the bed. However, during plant setting 1 significant amounts of oxygen was measured
at measuring point 1 and 2 along with larger amounts of CO and hydrocarbons. This
may be a consequence of insufficient mixing of the combustible gasses and the oxidizer.
This phenomenon is more pronounced during plant setting 1 where a larger fraction
of the total combustion air was supplied in the region where measurements were done.
From point 3 to point 4 a significant decrease in the CO concentration and an increase
in the O2 concentration were measured for both cases due to larger oxygen availability.
It is expected that the devolatilisation process has been completed at this point. This
is supported by hydrocarbon measurements, as discussed below.

From position 3 to 4 a more pronounced decrease in the CO concentration is exper-
ienced for plant setting 2 as the CO concentration is higher in the initial part of the
grate due to limited oxygen availability caused by the primary air distribution. The
results indicate that the release profile of gaseous products, CO, hydrocarbons and NOx

precursors, from the bed is unaltered as the primary air distribution changes; it is merely
the degree of oxidation that changes.

5.4.4 Hydrocarbon concentration profile along the fuel bed

The major combustible released from the waste bed is CH4. Also substantial amount of
C2H4 is produced, along with small amounts of C2H2 as shown in figures 5.9a and 5.9b.
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(a) Plant operation 1 (b) Plant operation 2

Figure 5.9: The concentration profiles of the major hydrocarbon species during combus-
tion of MSW along the grate during plant operation 1 and 2 (table 1).

It is evident that the concentrations of the major hydrocarbons are significantly
lower at measuring point 2 and measuring point 3 under plant operation 1, presumably
due to a larger supply of oxygen, promoting oxidation. The observations are supported
by the CO and CO2 measurements (figures 5.8a and 5.8b), which show a larger degree
of oxidation for plant setting 1.
A roughly linearly decrease in the CH4 and C2H4 concentrations from point 1 to point
4 was measured during plant setting 1, while the CH4 concentration from point 1 to 3
was more or less constant during plant setting 2, presumably due to the lower oxygen
availability. From point 3 to point 4, the CH4, C2H4 and C2H2 concentrations decrease
rapidly. At point 4 none of the major hydrocarbons were measured for any of the two
plant settings, showing full oxidation of the combustible gasses from the bed. High CO2
concentrations at this measuring point indicate that char oxidation is occurring. This
is supported by figure 5.6 where it is seen that the position of the probe tip is outside
the flame region.
Smaller amounts of C2H2 were measured above the bed during both plant settings.
Initially the concentration is negligible compared to the CH4 and C2H4 concentration.
However, at the end of grate section 2 (measuring point 3) the C2H2 concentration
exceeds that of C2H4. The larger C2H2 concentration at the end of grate section 2 is
expected since it is an intermediate product of oxidation of higher hydrocarbons.
The composition of the hydrocarbons measured in this study is in agreement with meas-
urements reported in literature. The gas compositions from rapid pyrolysis of biomass
in a drop-tube reactor [101][100] and of digested sewage sludge in a fluidized bed [106]
show a similar partitioning of hydrocarbons.

5.4.5 Concentration profiles of HCN and NH3 pre-cursors from the
solid fuel bed

Concentration profiles of NOx precursors from the waste bed have, to the knowledge of
the authors, not previously been reported in literature. From a NOx modelling perspect-
ive the concentration profiles of these species are essential to effectively model the NOx

formation in CFD. Concurrent to the hydrocarbon, CO, CO2 and H2O concentrations,
the NH3 and HCN profiles were measured and are shown in 5.10a and 5.10a.
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(a) Plant operation 1 (b) Plant operation 2

Figure 5.10: The concentration profiles of the major NOx precursors during combustion
of MSW as a function of the grate length during plant operation 1 and 2 (table 1.

The profiles for NH3 and HCN during plant setting 1 are similar to those of CH4
and C2H4. The concentrations of NO precursors peak at a high level of approximately
10000ppm at point 1, after which they decrease to low levels at point 4, as seen in 5.10a
and 5.10a
For plant setting 2 a constant total precursor concentration was measured from point
1 to point 2 after which the concentration drops to about 0 at point 4. The NH3
concentration drops linearly from point 1 to 3, whereas the HCN concentration initially
increases from point 1 to 2. Again, the concentration profiles of the precursors during
plant setting 2 follow a trend similar to CH4.
According to literature the majority of the total NOx precursors are released as NH3
during biomass and waste combustion [1]. The present measurements support this
finding, as less than 1/5 of the total amount of precursor was identified as HCN. The
error induced by modelling the fuel-NOx formation using NH3 as the sole NOx precursor
is evaluated in section 5.

5.5 Comparison with previous measurements at W-t-E
plants

The gas composition and gas temperature from drying, devolatilisation and char combus-
tion of waste on a moving grate have previously been reported by Bøjer et al. [124] from
Vestforbrændingen plant. These measurements were conducted at a waste-to-energy
plant with a hydraulically forward-acting grate with a nominal waste capacity of 26t/h
and a grate size of 13.1x9.75m. In the study the emphasis was put on measuring the
release of alkali; besides alkali, only CO, CO2 and NO concentrations were measured.
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Figure 5.11: The measured gas temperature at both plant operations compared with
gas temperatures measured by Bøjer et al. at Vestforbrændingen [124].

Comparison between the gas temperatures measured in this study and measurements
performed by Bœjer et al. is shown in figure 5.11. Similar temperatures were found in
both plants; Bøjer et al. measured the temperatures at a W-t-E plant with a different
grate technology and a nominal capacity approximately 3 times larger than Affald+.
At both plants the highest gas temperature was obtained at a location approximately
45% down the grate. However, the gas temperature is significantly higher in the present
study. The higher gas temperature is suspected to be due to a number of differences
between the two studies. The heating value of the fuel was higher by approximately
3MJ/kg in this study. During the measurements dry waste wood was mixed with the
MSW increasing the homogeneity of the fuel, as a consequence lower fluctuations in
the position of the flame front occurs. Bøjer at al. measured the gas temperatures
close to the side walls; the cooling effect of walls may affect the gas temperature. Also
differences in the primary air distribution might affect the gas temperatures. Lastly, in
this study the reaction zone was very narrow, for this reason a sharp increase in the gas
temperature is seen. This was supported by IR-camera inspections. A broad reaction
zone was experienced by Bøjer et al. [124], corresponding to a flat gas temperature curve
as seen in figure 5.11. It is suspected that the homogeneity of the fuel and differences
in the control strategy can explain the low fluctuation in the position of the flame front
during measurements at Affald+.
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Figure 5.12: The CO concentration for both plant settings obtained in this study. These
have been compared with measurements obtained by Bøjer et al. at Vestforbrændingen
[124].

In figure 5.12 the CO concentration as a function of the grate length found in this
study has been compared with results found by Bøjer et al. [124]. They reported peak
CO and CO2 concentrations of approximately 8 and 15 vol % dry, respectively. The
results indicate that the release of volatiles and oxidation of these species occur over a
larger part of the grate for the measurements during operation at Vestforbrændingen as
CO was depleted after approximately 70% of the total grate length, while CO concen-
trations reach about 0% after approximately 50% of the grate length at Affald+. The
differences might be due partly to differences in primary air distribution under the grate.
Due to differences in the primary air distribution, heating value of the fuel, lower gas
temperatures and large fluctuations in the position of the flame front, large standard
deviations in the CO concentrations were experienced by Bøjer et al [124].
The total hydrocarbon peak concentration was estimated by Bøjer et al. on the basis of
measurements of the CO and CO2 concentration profiles to be approximately 10 vol%
dry [124]; this is similar to the measured levels in this study. In both studies the hydro-
carbons are depleted after the initial half of the grate.

Despite the differences (size, grate technology) between the W-t-E plants, the measured
species concentrations in the two test campaigns show significant similarities. Devolat-
ilisation of the fuel occurs on the first half of the grate and gas temperatures peak after
approximately half of the total grate length. These similarities indicate robustness in
gas temperatures as well as composition and concentrations of gasses released from the
waste bed in grate fired W-t-E plants.

5.6 The influence of precursor speciation on the NOx

formation
A robust bed model is essential for a correct prediction of the NOx formation in CFD.
In particular the composition of gasses released from the fuel bed is an input parameter
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to a CFD model. In this section the influence of the choice of precursor on the NOx

formation is evaluated. The evaluation is done through Perfectly Stirred Reactor (PSR)
simulations in CHEMKIN 10131, using reactor conditions as shown in table 5.5. The
combustion is simulated using the detailed chemical kinetic model developed by Mendi-
ara and Glarborg [36]. Included in this mechanism is high temperature NH3 and HCN
oxidation.

Table 5.5: The inlet gas composition used in PSR simulations in CHEMKIN 10131. The
gas composition was determined based on the extractive IR measurements.

Species Concentration
Vol %
CO 13.6
CO2 11.6
CH4 5.1
C2H4 3.3
NH3 0.8
HCN 0.2
N2 65.4

The composition of the inlet gas for the PSR simulations, shown in table 4, was
determined based on the extractive IR measurements conducted on Affald+; these are
shown in figure 5.8 to figure 5.10. The composition was found at normal primary air
configuration (plant setting 1) at measuring point 1. Even though it has been shown
in previous measurements that the gas above the bed contains a significant amount of
H2 [105], this species could not be quantified in the present work and was neglected in
the simulations. N2 account for the majority of the devolatilisation gas due to supply
of atmospheric air under the grate; NO formed in the bed is not included in the inlet
gas. These assumptions might alter the NOx concentration after oxidation in the PSR
reactor slightly but is not expected to influence the analysis of the precursor influence.
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Figure 5.13: The influence of the precursor on the NOx formation at T=800,
1000 and 1200○C for increasing λ. The pressure is 1 atm and the nominal resid-
ence time is 1s. The total precursor concentration was 10000ppm for all simula-
tions. - NH3=9000ppm and HCN=1000ppm, — NH3=10000ppm and HCN=0ppm,
— NH3=0ppm and HCN=10000ppm.

The calculations were performed at 800, 1000 and 1200○C, covering the expected
range above the grate (figure 5.5). The simulations were done using three different
inlet gas compositions; the composition shown in table 4, i.e., 80% NH3 and 20% HCN,
and compositions where all reactive N was NH3 and HCN, respectively. The predicted
formation of NOx is shown in figure 5.13. As expected the NO concentration increases
with increasing excess air ratio (λ) until a certain point where no more NO is generated
and the gas is merely diluted by additional air. At values of λ below 1.1, the choice
of precursor does not influence the final NO concentration in the temperature interval
investigated. At high excess air ratios, the choice of precursor has a large impact on
the predicted NO formation, with HCN oxidation yielding significantly higher levels of
NO. At λ=1.5 the NOx concentrations found from the PSR simulation are 128, 71 and
54% higher when HCN is used as precursor, compare to NH3, for temperatures of 800,
1000 and 1200○C, respectively. Ammonia consumption yields NH2 radicals, which can
subsequently react with NO to form atmospheric nitrogen and water through reaction:

NH3 +OH↔ NH2 +H2O (5.1)

NH3 +O↔ NH2 +OH (5.2)

NO +NH2 ↔ N2 +H2O (5.3)

Hydrogen cyanide is oxidized through a different sequence of reactions which has a higher
selectivity for forming NO [1]. For modelling reliably the NO formation at high excess
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air ratios it is thus important to determine the correct ratio between NH3 and HCN.
With decreasing temperatures the importance of an accurate precursor determination
increases considerably.

5.7 Summary
The gas temperatures and concentration profiles of the major species above the fuel bed
in combustion of waste at a grate-fired W-t-E plant were measured for two different
plant operations. The gas temperature increased from 800○C at the initial part of the
grate to a maximum value of 1200○C about halfway down the grate, with the position
depending slightly on the primary air distribution. The gas released from the fuel bed
consisted primarily of water, CO, CO2, CH4 and C2H4, with significant amounts of
C2H2 detected downstream. The concentration profiles depended on the distribution of
the primary air under the grate. A larger supply of combustion air in the early grate
sections (section 2) enhanced oxidation, leading to lower levels of combustible gasses.

The measurements show that volatile nitrogen from the bed is mostly released as NH3,
with minor amounts of HCN. The concentration of the precursors was measured to
about 1%vol above the initial part of the grate (section 2). Chemical kinetic modelling
of NO formation at representative temperatures shows that at excess air ratios below
1.1 the NO yield is roughly independent of the choice of precursor. However, at higher
values of λ the N-speciation influences the formation of NO significantly because HCN
has a higher selectivity for forming NO. For this reason reliable determination of the
partitioning of NO-precursors is important for predicting NO in grate-fired systems.
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Chapter 6

Modelling NO formation in grate
firing waste-to-energy plants
using CFD

In the previous chapter a skeletal model for the NOx formation was developed and tested
using ideal reactor simulations. It was shown that the model performs reasonably well
for conditions expected in the furnace and first pass of a W-t-E plant. In this section
the skeletal model will be implemented in a CFD model, a NOx formation simulation
will be performed and the results will be compared to full-scale measurements.

In this study the commercial CFD code Fluent 18.1 has been used for NOx forma-
tion simulations in a full-scale W-t-E plant. The mesh used in the modelling of the NOx

formation consists of approximately 2,500,000 cells. The high number of cells is needed
to capture the flow from nozzles correctly. The geometry consists of both tetrahedral
and hexahedral cells. The nitrogen chemistry was modelled post process the combustion
process.

6.1 Turbulence modelling
The velocity and pressure in the boiler unit were solved using the simple RANS model,
where the solution variables in the Navier-Stokes equations were decomposed into a
mean term and a fluctuation term. The equations, the Reynolds-averaged Navier-Stokes
equations (RANS), have the same form as the instantaneous Navier-Stokes equations
but the solution variables now represent time averaged values instead of instantaneous
values[85].

∂ρ

∂t
+ ∂

∂xi
(ρui) = 0 (6.1)

∂

∂t
(ρui) +

∂

∂xj
(ρuiuj) = −

∂ρ

∂xi
+ ∂

∂xj

⎛
⎝
µ
⎛
⎝
∂ui
∂xj

+ ∂uj
∂xi

− 2
3
σij
∂ul
∂xl

⎞
⎠
⎞
⎠
+ ∂

∂xj
(−ρu′iu′j) (6.2)

Here i and j denote the flow components (x,y,z) and x is the direction variable. Further-
more, an additional term is added that represents the effect of turbulence on the flow
and pressure; the Reynolds stress −ρu′iu′j.
Numerous models are available in Fluent for calculation of the Reynolds stress. The most
common models employ the Boussinesq hypothesis to model the Reynolds stress[125].
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These models are the two equation models (standard k-ε, RNG k-ε, realizable k-ε etc.)
meaning it includes two extra equations to represent the turbulent properties of the
modelled flow. These models have some shortcomings when modelling the flow in highly
swirling flows or modelling of not fully turbulent flows [125]. However, they are com-
monly used due to the general application[125] and the high stability. In this study the
Reynolds stress is modelled by the realizable k-ε model.

6.2 Modelling of NO chemistry in turbulent flows using
CFD

Different approaches can be taken when the interaction between fluid flow and chemistry
are modelled in CFD. In this chapter different approaches for simulation of fast and slow
chemistry will be presented and an evaluation of the different approaches in relation to
NOx chemistry will be made.

6.2.1 Species transport and chemical reactions

Chemical reactions, mixing- and transport of species can be modelled in ANSYS Fluent.
These phenomena are modelled by solving the governing conservation equations which
describe the convection, diffusion and reaction.
The transport of species is found by solving the conservation equation for each chemical
species. In ANSYS Fluent the local mass fraction of each chemical species, denoted
Yi is predicted by solving the convection-diffusion equation for each of the Ith chemical
species. The general form of the convection-diffusion equation is given below[15]:

∂

∂t
(ρYi) +∇ ⋅ (ρÐ→v Yi) = −∇ ⋅Ð→Ji +Ri + Si (6.3)

In equation 6.3 Ri describes the net rate of production of species i by chemical reactions,
Si describes the net rate of formation/creation of species i from a dispersed phase or
any user defined sources, while Ð→J describes the flux of species i. The flux of species i
arises due to a gradient in temperature or species concentration.

By default the mass diffusion due to concentration gradients for a laminar flow is mod-
elled by Fick′s law 6.4

Ð→
Ji = −ρDi,m∇Yi −DT,i

∇T
T

(6.4)

In equation 6.4 Di,m is the mass diffusion coefficient for species i in a mixture, while
DT,i is the thermal diffusion coefficient. Equation 6.4 is only valid for a system within
the laminar flow regime. For a system within the turbulent flow regime equation 6.4 is
modified. Turbulence is considered by adding the turbulent diffusivity, also called the
eddy diffusivity, to the first term in the Fick′s law 6.4.

Ð→
Ji = −(ρDi,m +Dt)∇Yi −DT,i

∇T
T

(6.5)

It is identified that the eddy diffusivity and the eddy kinematic viscosity, vt = µt/ρ
, have dimensions which are similar - the dimensions are length divided by time. By
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6.2. Modelling of NO chemistry in turbulent flows using CFD

taking the ratio of these a dimensionless number, the turbulent Schmidt number, is
obtained[126].

Sct =
vt
Dt

= µt
ρDt

(6.6)

where mut is the turbulent viscosity. The Schmidt number (6.6) is substituted into
equation 6.5 and the modified mass diffusion is obtained 6.7

Ð→
Ji = −(ρDi,m + µt

Sct
)∇Yi −DT,i

∇T
T

(6.7)

By introduction of the turbulent Schmidt number Sct in equation 6.4 an equation for
the mass diffusion in a turbulent flow has been set up. By default the Schmidt number
has been set to 0.7 in Fluent.
Above an expression for the diffusion Ð→Ji has been set up. However, in order to solve the
convection-diffusion equation (6.3) an expression for the reaction Ri is also needed. In
Fluent the reaction can be described from 3 default models depending on the system.

• Laminar finite-rate model

• Eddy-dissipation model

• Eddy-dissipation concept model

Each of these models have different advantages that will be described in the following
and it will be discussed the suitability of each model.

The laminar finite-rate model

The laminar finite rate model computes the reaction term in the convection-diffusion
equation solely using the Arrhenius expression. This means that this model ignores
the effects of turbulent fluctuations. The model is accurate for laminar systems, but
has a high inaccuracy in turbulent systems due to highly non-linear Arrhenius chemical
kinetics [15].
The net formation of species i is calculated as the sum of the rate of formation or
destruction of species i in the full range of NR reaction that i participates in. The net
rate of formation or destruction of i is measured in mass per time unit.

Ri = Mw,i
NR

∑
r=1
R̂i,r (6.8)

Here Mw,i is the molar weight of species i and R̂i,r is the molar rate of formation or
destruction of species i in reaction r.
The molar reaction rate is calculated from simple reaction kinetics expressions as shown
in equation 6.9

R̂i,r = ζ(v
′′

i,r − v′i,r)(kf,r
N
∏
j=1

[Cj,r](η
′

j,r+η
′′

j,r)) (6.9)

In equation 6.9 ζ represents the net effect of the third bodies on the reaction rate. v′′i,r
and v′i,r are the stoichiometric coefficients of the products and the reactants respectively,
which means that the rate is negative if species i in reaction r is a reactant and positive
if it is a product. kf,r is the forward rate constant for reaction r. Cj,r is the molar
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concentration of species j in reaction r and η′j,r and η′′j,r are the rate exponent of species
j in reaction r.
For the following second order reaction with rate constant kf

a + b→ c

the molar reaction rate using equation 6.9 for a is as follows

R̂i= (1 − 0)kf[a]1[b]1

The rate coefficient for each reaction is computed from the Arrhenius expression 6.10

kf,r = ArTβrexp(−Ea
RT

) (6.10)

In equation 6.10 A is the pre-exponential factor, β is the temperature exponent, Ea is
the activation energy and R is the universal gas constant.
For reversible reactions Fluent can calculate the backwards reaction in two different
ways. The net rate of reaction for a given species i is determined by summation of the
rate of formation and destruction of species i according to equation 6.11

R̂i,r= ζ(v
′′

i,r − v′i,r)(kf,r
N
∏
j=1

[Cj,r]η
′

j,r − kb,r
N
∏
j=1

[Cj,r]v′′j,r) (6.11)

The backwards rate constant is determined, by default, from the forward rate constant
and the equilibrium constant. The following relationship applies [127].

Kr =
kf,r
kb,r

(6.12)

where Kr is the equilibrium constant for the reaction. The equilibrium constant for
reaction r can be calculated from the change in Gibbs free energy [15] according to
equation 6.13.

Kr = exp(∆Sr
R

− ∆Hr
RT

)(patm
RT

)
∑N

i=1(v
′′

i,r−v′i,r)
(6.13)

The Gibbs free energy is calculated from an entropy and an enthalpy term. These
terms are in Fluent calculated as shown in equation 6.15 and 6.16, which is another way
of writing equation 6.14

∆Sr = Sproducts − Sreactants ∆Hr = hproducts − hreactants (6.14)

∆Sr
R

=
N
∑
i=1

(v′′i,r − v′i,r)
Si
R

(6.15)

∆Hr
R

=
N
∑
i=1

(v′′i,r − v′i,r)
hi

RT
(6.16)

Instead of calculating the backwards rate constant, as shown above, the backwards
rate constant can be calculated from the Arrhenius expression if the reaction rate para-
meters are known.
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6.2. Modelling of NO chemistry in turbulent flows using CFD

The laminar finite-rate model calculates the rate constants for the number of reac-
tions that has been specified. If some reactions are reversible, the reversible reaction
rate is by default calculated from the equilibrium constant. However, if the reaction rate
parameter for the backwards reaction is known it is possible to calculate the backwards
reaction constant directly from the Arrhenius expression. The laminar finite-rate model
does not consider fluctuations due to turbulence and is therefore only applicable for
laminar systems.

The eddy dissipation model

The eddy dissipation model builds on the assumption that the rate of combustion is de-
termined by the intermixing of molecular scale fuel and oxidizer eddies due to the very
fast chemical reactions that occur in combustion reactions. The fuel and oxygen occur
in separate eddies[128]. In the Eddy-Break up model the fluctuations of the product
mass fraction were included in order to model turbulent combustion[129]. It was identi-
fied that a relationship between the fluctuations and the mean concentration of species
occurs; consequently the fluctuations of the product mass fraction were replaced by the
mean concentration[128].

According to the Eddy dissipation model the reaction rate of reaction r is determ-
ined by the minimum of three computed rates. The first rate evaluated is defined on
the basis of the mean oxygen mass fraction [130]:

RO2 = ρ
AeddyYO2

v
ε

k
(6.17)

Aeddy is a constant that depends on the structure of the flame and the rate of reaction
between fuel and oxidizer; in Fluent the default value of A is 4.0, but will have to be
tuned to get accurate solutions for some problems. YO2 is the local time-mean mass
fraction of oxygen [128], ε is the dissipation of turbulent kinetic energy and k is the
turbulent kinetic energy.

The second rate evaluated is defined on the basis of the fuel mass fraction similar to
equation 6.17.

Rfuel = ρ
AeddyYfuel

v
ε

k
(6.18)

The third rate evaluated is defined on the basis of the concentration of the production
mass fraction [130] [128]

Rp = ρ
A ⋅B

1 + vO/f
Yp

ε

k
(6.19)

where B is a constant [128]; the constant B have by default a value of 0.5 in Fluent,
while vO/f is the stoichiometric oxygen to fuel mass ratio [130].
The controlling rate has been defined in Fluent as seen in equation 6.20 and 6.21

Ri,r = v′i,rMw,iAρ
ε

k
minR( YR

v′R,rMwR

) (6.20)

Ri,r = v′i,rMw,iABρ ε
k
∑p Yp

∑N
j v′′j,rMw,j

(6.21)
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where Yp is the product mass fraction and YR is the mass fraction of a particular react-
ant. In the equation 6.20 and 6.21 the expression minR denotes the rate of the reaction
that causes the minimum reaction rate.

Reaction proceeds whenever turbulence is present, this means that reaction proceeds
whenever ε/k > 0 [15]. This model does not evaluate the reaction kinetics. Problems
arise due to the fact that the temperature is not included in the evaluation of the reac-
tion rate. This has been addressed by evaluation of both the rate of turbulent mixing
and the Arrhenius rate of reaction. This model is denoted the Eddy dissipation/Finite-
rate model in Fluent. When using the Eddy dissipation/Finite-rate model the reaction
source term in the convection-diffusion equation (6.3) is determined from equation 6.22
[131].

Ri,r = min(keddy
ε

k
minR( YR

v′R,rMwR

),keddyB ε

k
∑p Yp

∑N
j v′′j,rMw,j

,Ri,Arrheniusr) (6.22)

In equation 6.22. keddy = v
′

i,rMw,iρA
The Eddy dissipation model will likely produce inaccurate solutions due to the differ-
ences in the reaction rate from reaction to reaction. The eddy-dissipation model assumes
every reaction has the same turbulent reaction rate. This means that this model should
only be used for a global single step or two step reactions [15]. Furthermore, the Eddy
dissipation model does not have the ability to model radicals which in many cases are
the kinetically controlling species [131].

The eddy dissipation concept model

In order to model the interaction between turbulence and detailed chemical mechanisms
in Fluent where reaction kinetics have a great influence on the reaction rate an extension
of the Eddy dissipation model was developed[132]; such reactions can be pollution form-
ation where the chemical kinetics have a domination role in the overall reaction rate.
The Eddy Dissipation Concept (EDC) model developed by Magnussen [133] assumes
that chemical reactions occur in fine structures of fluid volume[133] [134]. In these fine
structures most of the dissipation of turbulent kinetic energy into heat occurs. The
dissipation of turbulent kinetic energy into heat occurs according to the cascade model;
energy is transferred from large eddies to small eddies before dissipation into heat in
the small eddies[133] [134]. In these fine structures it is assumed that the reactants
are mixed homogeneously, and these structures are therefore treated as continuously
stirred tank reactors[133] at constant pressure [15]. According to the EDC model the
fine structures are not evenly distributed in time and space. This means that at a certain
time a large number of fine structures are available and at other times a low number of
fine structures are available[134].The number of fine structures are largely dependent on
the turbulence and since the chemical reaction is dependent on the availability of these
structures the chemical reactions depend on the turbulence[134].
The volume fractions of the fine scales are found according to equation 6.23 [15]

ξ3 = C3
xi(

vεsub−grid
k2 )

3/4
(6.23)

In this equation Cxi is a volume fraction constant with the value 2.1377 and εsub−grid is
the sub-grid scales dissipation of turbulent kinetic energy.
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6.2. Modelling of NO chemistry in turbulent flows using CFD

It is assumed that reaction occurs in the fine scales over a time period defined in equation
6.24 [15].

τ = Cτ(
v
ε

1/2
) (6.24)

In equation 6.24 Cτ denotes a time scale constant equal to 0.4082 , while v
ε

1/2 = τeta is
the Kolmogorov time scale; the smallest time scale in turbulent flows.
The reaction term in the convection-diffusion equation is determined according to reac-
tion 6.25 [15]

Ri =
ρξ2

τ(1 − ξ3)
(Y∗

i −Yi) (6.25)

The term Y∗
i refers to the mass fraction of species i in the fine-scales after reaction over

a time period of τ . This is found using the Arrhenius reaction expression.

Using the Eddy dissipation model a detailed chemical kinetic scheme can be incor-
porated into Fluent. Due to the difference in time scales the system becomes stiff and
computationally costly to solve. The model should therefore only be used when the
assumption of fast chemistry is invalid. Hence, turbulent mixing is rate limiting and the
Eddy dissipation model should be used[15].
Originally the EDC model has been developed as a CSTR concept. However, in order
to minimize convergence problems integration in time (PFR) is often employed when
the concept is implemented in commercial CFD codes such as FLUENT [32].

6.2.2 Modelling the combustion chemistry

Profound studies of the combustion of hydrocarbons have been performed over the
last 5 decades. During these studies several simple global reaction schemes have been
suggested to describe the oxidation of hydrocarbons during combustion. Furthermore, a
number of detailed elementary reaction schemes have been suggested for a more thorough
description of the oxidation of hydrocarbons.
Combustion of hydrocarbons can be described from a simple global reaction 6.26

CmHn + (m + n/2)O2 →mCO2 + n/2H2O (6.26)

For implementation in CFD this is not adequate due to the lack of CO formation.
It has been shown that the concentration of CO has a large impact on the formation of
species such as NOx [135]. Furthermore, by neglecting the formation of H2 and CO the
predicted flame temperature is highly overestimated [136]. Combustion models which
at least have a two-step global reaction scheme with CO as an intermediate is needed.
The most commonly used models to describe the combustion of hydrocarbons in CFD
have been presented below.
The simplest combustion model is the Westbrook and Dryer Two-Step Mechanism [137]
6.27.

CH4 + 1.5O2 → CO + 2H2O
CO + 0.5O2 ↔ CO2

(6.27)

The first step in the Westbrook and Dryer mechanism is the breakdown of the fuel
to form CO and H2O. The formed CO is oxidized to CO2 in the following reaction.
This reaction is reversible, whereas the first reaction is irreversible. This combustion
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mechanism is directly available in FLUENT as a standard combustion model [85].
A more complicated mechanism, however still very simplified, is the Jones and Lindstedt
Four-Step Mechanism [87] shown in reaction scheme 6.28.

CH4 + 0.5O2 → CO + 2H2

CH4 +H2O→ CO + 3H2

H2 + 0.5O2 ↔ H2O
CO +H2O↔ CO2 +H2

(6.28)

In some cases theWestbrook and Dryer Two step mechanism and the Jones and Lindstedt
four-step mechanism have been merged [138]. The first two reactions in the Jones and
Lindstedt mechanism describe the breakdown of the fuel, in this case methane. As seen
in the reaction scheme, the first reaction is the dominant reaction under fuel lean condi-
tions, whereas the second reaction under these conditions is less relevant. Under fuel rich
conditions the second reaction is very important. The first two reactions are considered
irreversible in this model. The third reaction is oxidation of the formed hydrogen from
reaction 1 and 2. This reaction, along with reaction 4 which is a water-gas shift reaction,
is considered reversible [136]. According to Brink et al. the backward rate of reaction 3
can be neglected due to its small importance in the temperature range between 1200K
and 1800K [136]. Other authors have modified the kinetics of the backwards rate of
reaction 3 from the original form to yield a more accurate result [33]. This mechanism
is used regularly in the CFD modeling of industrial applications.

The two above mentioned mechanisms for the combustion of hydrocarbons (methane)
are simplified global reaction schemes. More detailed reaction mechanisms have also
been suggested, e.g. the reaction mechanism suggested by Glarborg et al. [41], in-
volving 60 species and 424 elementary reactions. These reaction schemes are based
on elementary reactions, therefore no equilibrium considerations, and a more accurate
model is achieved. However, due to the complexity of the more accurate reaction mech-
anisms, the computational time is highly prolonged, and these mechanisms are not used
commercially. Some studies have evaluated the accuracy of the two simple mechanisms,
the Westbrook and Dryer mechanism and Jones and Lindstedt mechanism, by compar-
ing these with a complex model, such as the model described by Glarborg et al. [41].

Andersen et al. [33] compared the accuracy of the Westbrook and Dryer mechanism
and the Jones and Lindstedt mechanism for combustion of methane under oxy-fuel con-
ditions. The results from this study showed that both the Westbrook and Dryer and
the Jones and Lindstedt mechanism adequately predict the concentration of the ma-
jor species CO2 and O2, thereby yielding satisfactory predictions of the heat release.
The difference in accuracy between the two mechanisms is seen in the prediction of the
CO concentration. The Westbrook and Dryer mechanism tends to overpredict the CO
concentration, whereas the Jones and Lindstedt mechanism correctly predicts the CO
concentration. However, the Jones and Lindstedt mechanism overpredicts the CO peak
levels in some cases. Both models, however, predict the time for full conversion accur-
ately [33].

Brink et al. concluded that the Jones and Lindstedt mechanism proves to be a good
compromise between computational effort and accuracy [136]. The Jones and Lindstedt
mechanism is more complex than the Westbrook and Dryer mechanism, but has a higher
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degree of accuracy than the Westbrook and Dryer scheme and is used regularly in CFD
modeling of industrial applications [119].

The choice of combustion model depends heavily on the required level of detail. For
NOx formation simulations it is required to capture the heat release and major species
concentrations from hydrocarbon oxidation well. The global two step mechanism by
Westbrook and Dryer [137] has been shown to describe the major species concentration
adequately[33] [139]. In this study the main combustion was modelled by the global two
step mechanism by Westbrook and Dryer:

CH4 + 1.5O2 → CO +H2O (6.29)

CO + 0.5O2 → CO2 (6.30)

CO2 → CO + 0.5O2 (6.31)

The aim of this project was to developed a chemical submodel to describe the NOx

formation by implementing this in the in-house CFD model at B&W Vølund. Since
the combustion process is described by the Westbrook and Dryer mechanism by B&W
Vølund this was also done in this study.

Turbulence-chemistry interaction model used for modelling of the nitrogen
chemistry

The choice of turbulence-chemistry interaction model depends on the specific problem.
For modelling of highly complex problems where a complex multi step reaction mech-
anism is used; e.g. formation of emissions, the Eddy dissipation concept (EDC) has to
be used. This model assumes that the reaction occurs in fine structures of the fluid
volume; see section 6.2.1. For a more simple problem where the chemistry can be de-
scribed by a simple global reaction mechanism the Eddy dissipation model (EDM) can
be used. This model assumes the rate of reaction is determined solely by the mixing of
fuel and oxidizer [128]. For a multi step global reaction this can cause some problems
as the the rate of reaction of each reaction is not evaluated. The problem is fixed by
using the Eddy-dissipation/Finite-rate model where both the mixing and the kinetics
are evaluated and the limiting factor of these is used as rate of reaction.

Modelling of the NOx formation is done in two steps; first the temperature-, pressure-,
velocity- and turbulence profile is determined. The heat releasing reactions; the oxid-
ation of hydrocarbons (CH4), are simulated using the global methane oxidation mech-
anism by Westbrook and Dryer. The influence of the turbulence on the chemistry is
modelled by the Eddy-dissipation/Finite-rate model. This model was chosen due to
the stability of the model and the low computational time. Furthermore, it is only an
advantage to use more advanced interaction models when the turbulent mixing is not
rate limiting.
Secondly, on the basis of results from the main combustion NOx chemistry was simu-
lated. The prediction of emission formations was done using a skeletal model, which has
been developed in this study. The interaction between chemistry and turbulence was
modelled using the EDC model.
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6.3 Estimations of the inlet boundary conditions from
the fuel bed to the freeboard

Accurate predictions of the heat release, the species concentration and the velocities
in the boiler heavily depend on the inlet boundary conditions from the waste bed to
the freeboard. An accurate estimation of the species concentrations, the gas flow and
gas temperature from the bed to the freeboard is essential. The waste undergo dry-
ing, pyrolysis and char oxidation as it travels from the fuel inlet to the ash pit; con-
sequently the temperature, gas flow and gas composition change along the waste bed.
The concentration-, flow-, and temperature profiles of the gas from the bed into the com-
putational domain as a function of the grate length have in this study been estimated
using an in-house model of the bed supported with full scale measurements performed;
see chapter 5.

6.3.1 An overview of the structure of the bed model

According to the in-house bed-model developed at B&W Vølund [140], calculations of
the properties of the gas and particles leaving the waste bed are based on mass- and heat
balances. The waste bed is divided in rectangular sections and a mass and heat balance
for each section is set up. In this study the waste bed was divided into 16 equally sized
rectangular sections.
The approach used assumes that properties of the gas and particles that leave the bed
are uniformly distributed in each of these sections. Due to the cooling of the walls on
the fuel bed different rates of drying, devolatilisation etc. might be seen in full-scale
W-t-E plants: consequently the gas and particles that leave the bed will not be uni-
formly distributed. Furthermore, the assumption of a well-mixed gas mixture leaving
the bed may not be valid; it is expected that stratification will occur but this has not
be investigated further.

Released from each bed section to the freeboard, according to the in-house bed-model
developed at B&W Vølund, are species CH4, CO, CO2, O2, H2O and N2. Furthermore,
particles are released from the bed. These are modelled as spherical carbon particles in
Fluent.

Part of the solid fuel does not undergo any reaction in one section, this part is trans-
ported by the grate to the following bed section acting as inlet to this control volume.
Inlets to the control volume for a given bed section are the solid fraction from the pre-
vious control volume and the primary air provided to that specific section of the bed.

Part of the volatiles released in the solid waste are oxidized in the bed before enter-
ing the computational domain. This is included in the bed model causing an increase
in the temperature of the gases leaving the bed. It was estimated, from the work by
Dvirka[141], that a maximum of 30-35% of the total energy released by waste combus-
tion occurs in the gas phase (Qpyr) in the free board; 65-70% of the heat is released in
the bed. This predefined number is defined in the bed model as the gasification rate.
By comparing temperatures predicted by the bed model and measurements performed
in this study; see chapter 5, it was estimated that 35% of the total energy released by
waste combustion occurs in the gas phase. By using this value more consistency between
predicted temperatures of the gases leaving the bed estimated by the bed model and
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measured temperatures 0.5m above the grate was achieved; see Figure 6.8.

In order to make the bed model applicable for all fuel loads and number of grate sections
distributions of the rate of evaporation, combustible gas release and combustion in the
fuel bed are used. The rates are distributed in a domain defined by the incremented sum
of supplied primary air normalised to the total primary air supplied under the grate;
the domain is therefore [0;1].

Along with the mass balance, the heat balance is calculated too in order to adjust
the temperature of the gases leaving the bed.

6.3.2 Inlet boundary conditions for the modelled case determined by
the bed model

It has been decided to model the NOx formation at Affald+ under operating conditions
identical to the conditions during the experimental study determining the NOx precurs-
ors and major species concentrations above the grate; see chapter 5. It was decided to
model the formation during plant operation 1.
For determination of the inlet boundary conditions the heating value of the fuel, total
amount of primary air, distribution of primary air under the grate, temperature of the
primary air and waste composition need to be provided. For the particular case of in-
terest these parameters have been shown in Table 5.1. The composition of the waste is
assumed to be as shown in Table 6.1.

Table 6.1: The assumed composition of the waste during combustion for the case mod-
elled

Element Fraction (kg/kg)
C 0.305
H 0.041
O 0.176
N 0.013
Ash 0.174

Providing the bed model with the information about the waste composition (Table
6.1), the heating value of the fuel, total amount of primary air, distribution of primary
air under the grate and temperature of the primary air(Table 5.1) the gas temperature,
mass flow of gas and composition of the gas for each grate section can be achieved. It
was decided in this study to divide each of the grate sections into additional 4 equally
sized zones. In the CFD model the grate is therefore divided in 16 grate zones.
The mass flow of gases from the grate to the computational domain determined by the
bed model based on data from Table 6.1 and 5.1 as a function of the number of grate
zones has been shown in Figure 6.1.
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Figure 6.1: The mass flow of gases from the grate to the computational domain determ-
ined by the bed model based on data from Table 6.1 and 5.1 as a function of the number
of grate zones.

The distribution of the mass flow of gases from the bed to the free board is identical
to the distribution of primary air under the grate; see Figure 5.2 (left).
The temperature of the gas leaving the bed was calculated using the bed model as well.
In Figure 6.2 the gas temperature entering the computational domain has been shown.
The gas temperature approximately 0.5m above the bed was measured using a suction
pyrometer and shown in Figure 5.5 in chapter 5. The peak temperature of the measured
gases was found to be approximately 1200○C, while the peak temperature of gases leaving
the bed predicted by the bed model was determined to be approximately 1700○C. The
difference between the two temperatures is significant. This might be due to differences
in location; the bed model estimates the temperature of the gas at the interface between
bed and freeboard while the measurements were performed in the freeboard 0.5m above
the bed. In section 6.5 the gas temperatures at 0.5m and 1.0m above the bed determined
by the CFD model are compared with measurements.
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6.3. Estimations of the inlet boundary conditions from the fuel bed to the freeboard
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Figure 6.2: The gas temperature of the gas leaving the grate to the computational
domain determined by the bed model based on data from Table 6.1 and 5.1 as a function
of the number of grate zones.

The concentrations of specific species from the bed into the computational domain
are shown in Figure 6.3.
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Figure 6.3: The mole fraction of each species from the grate to the computational domain
determined by the bed model based on data from Table 6.1 and 5.1 as a function of the
number of grate zones.

Figure 6.3 shows that full oxidation of the combustibles does not occur in the bed;
the minimum mole fraction of oxygen entering the freeboard was determined to approx-
imately 0.06. Measurements of the gas composition at 0.5m above the bed have been
reported in chapter 5. A comparison between the gas composition at 0.5m and 1.0m
above the bed determined by CFD modelling and full scale measurements has been done
in section 6.5.
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6. Modelling NO formation in grate firing waste-to-energy plants using CFD

6.4 Post processing of the NO chemistry
The heat releasing reactions are modelled as shown in the previous sections. The com-
bustion chemistry is modelled by the 2 step Westbrook and Dryer global mechanism
with inlet boundary conditions determined by the In-house bed model. Due to the
small mechanism the chemistry-turbulence interactions were modelled by the Finite-
rate/EDM model, while the turbulence was modelled by the realizable k-ε model.

Based on the temperature-, turbulence-, velocity- and species- profiles the NO chemistry
was modelled. After modelling of the combustion chemistry the transport equations of
species CH4, CO, CO2, H2O and O2 were disabled; consequently the instantaneous
concentrations of these species are used in the determination of the NO concentration
profile. This procedure is only valid due to the assumption that the NO chemistry does
not change the concentration of the main combustion species (CH4, CO, CO2, H2O and
O2) or the temperature profile.
The NO chemistry was modelled using the 38 species and 251 reaction skeletal model
developed in this study. The chemistry-turbulence interactions were modelled using the
EDC model, while the turbulence was modelled using the realizable k-ε model.
As shown in chapter 4 the NO formation highly depends on the concentration of pre-
cursors in the free board. Furthermore it was shown in chapter 5 that the NO formation
also depends on the precursor speciation with NH3 the main precursor during waste
combustion in a grate firing W-t-E plant. The concentration profile of NH3 above the
bed was measured in this study; see chapter 5. The release of NH3 from the bed to
the free board was adjusted to match the NH3 concentrations measured at Affald+. A
comparison between the measured NH3 concentration and the NH3 in the CFD model
has been shown in Figure 6.9 in the following section. The concentration profile of NH3
from the bed to the free board used during modelling of the NO formation has been
shown in Figure 6.4.
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Figure 6.4: The mole fraction of NH3 from the grate to the computational domain. The
concentration profile was calibrated by using the measurements in chapter 5.

Measurements at Affald+ showed high concentrations of NH3 on bed section 2 (see
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6.5. Comparison between CFD predictions of NOx formations and NOx measurements at
full-scale W-t-E plant

chapter 5, in Figure 6.4 this corresponds to grate zone 5, 6, 7 and 8. Furthermore,
no NH3 was measured at grate section 3, which corresponds to grate zone 9, 10, 11
and 12 in Figure 6.4. The inlet mass fraction of NH3 from the grate to the freeboard
was assumed occurring only from grate zone 5, 6, 7 and 8 (grate section 2) which
agree with measurements presented in chapter 5. The mass flow was adjusted to reach
concentrations above the bed in agreement with measured concentrations.

6.5 Comparison between CFD predictions of NOx

formations and NOx measurements at full-scale
W-t-E plant

In the previous sections the modelling procedure was presented. The modelling was
divided into two parts. First the heat releasing reactions, the main combustion, were
modelled. Based on these results the NO chemistry was modelled post process. In this
section results from the modelling of the NO formation at Affald+, a full scale W-t-
E plant in Næstved, will be presented. The results will be compared with full scale
measurements conducted at Affald+ which have been presented in chapter 5.

Figure 6.5: The temperature profile in the middle of the boiler determined by CFD
calculations. Post processing of the nitrogen chemistry has been performed based on
this temperature profile. The process conditions for the modelling have been shown in
Table 5.1

The resulting temperature profile modelled in CFD using the previously described
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6. Modelling NO formation in grate firing waste-to-energy plants using CFD

sub-models and the process conditions shown in Table 5.1 has been presented in Figure
6.5.
A region of high temperature, above 1800○C, is predicted on grate section 2 and the first
part of grate section 3 right above the grate. It is expected that thermal NOx forma-
tion occurs in this region due to the high temperatures. This is supported by the NH3
concentration profile from the bed to the free board (Figure 6.4), no NH3 is released in
this region, and the NO concentration profile shown in Figure 6.10. In the rest of the
furnace temperatures are found between 1200○C and 800○C.

The oxygen profile, which the NO chemistry is highly dependent on, has been presented
in Figure 6.6.

Figure 6.6: The oxygen profile in the middle of the boiler determined by CFD calcu-
lations. Post processing of the nitrogen chemistry has been performed based on this
oxygen profile. The process conditions for the modelling have been shown in Table 5.1

According to the predictions the furnace is split into two zones; an oxygen poor zone
from the fuel inlet to approximately half way down the grate and an oxygen rich zone
from half way down the grate to the ash pit. This agrees with measurements at full scale
W-t-E plants. In the oxygen poor zone locally high oxygen concentrations are found in
the jet from nozzles in the front roof. At the fuel inlet the oxygen concentration was
predicted to be approximately 10% dry. Initially in a combustion process the fuel is
dried. During this process only small amounts of combustibles are released. It is expec-
ted that small amounts of combustibles are released close to the fuel inlet and thereby
a low oxygen consumption. Consequently a higher oxygen concentration is found.
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6.5. Comparison between CFD predictions of NOx formations and NOx measurements at
full-scale W-t-E plant

Above the injection of over fire air the oxygen concentration reaches 6% dry. This agrees
with the measured value at Affald+; see Table 5.1 in chapter 5.

The velocity profile has been presented in Figure 6.7.

Figure 6.7: The velocity profile in the middle of the boiler determined by CFD calcu-
lations. Post processing of the nitrogen chemistry has been performed based on this
velocity profile. The process conditions for the modelling have been shown in Table 5.1

The resulting velocity profile shows large recirculation zones in the furnace. A large
recirculation zone is seen below the jet caused by the nozzles in the front roof. The
recirculation of flue gases causes a flow of oxygen from the oxygen rich zone into the
oxygen poor zone. The location of the recirculation zone corresponds to the location of
peak gas temperatures in the furnace; see Figure 6.5.

The concentration profile of the major combustion species, precursors and temperat-
ures were measured approximately 0.5m above the bed at a full scale W-t-E plant; see
chapter 5. These measurements have been compared with predictions using CFD.

The temperatures at a height of 0.5m and 1.0m above the bed predicted by CFD and
the measured values have been compared in Figure 6.8.
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6. Modelling NO formation in grate firing waste-to-energy plants using CFD
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Figure 6.8: The gas temperatures above the grate determined by CFD at points along
a straight line from the fuel inlet to the ash pit at an equal distance from both boiler
walls. The gas temperature has been evaluated at a distance of 0.5m and 1.0m above
the bed and compared with the gas temperatures measured at Affald+; see chapter 5.
The process conditions for the modelling have been shown in Table 5.1

The predicted temperatures at the different heights simulated, 0.5m and 1.0m above
the bed, have similar values between 0% and 35% and between 60% and 100% of the
total bed length. On the contrary the predicted temperatures above the bed do not
agree between 35% and 60% of the total bed length. This is expected to be due to the
recirculation of colder flue gases induced by the nozzles in the front roof; cf. Figure 6.7.

The predicted and measured temperatures do not agree. The absolute values of the
predicted temperatures are in general several hundred degrees higher than the meas-
ured. The temperatures at the height of 0.5m above the bed modelled by the CFD code
are approximately 300○C higher than the measured temperatures. Model predictions of
the position of the peak gas temperature above the bed are, however, in good agreement
with measurements. The increased gas temperatures predicted by the CFD model might
be due to kinetics or the lack of mixing of combustible gases and oxygen from the bed.
The bed model assumes a perfectly mixed gas entering the free board from the bed.
It is believed that stratification occurs which means that local fuel rich and fuel lean
zones will be found above the bed. The mixing of the fuel and oxidizer decreases the
reaction rate causing a prolonged combustion process thereby decreasing the local high
temperature zones.

In Figure 6.9 the species concentrations at a hight of 0.5 and 1.0m above the bed
predicted by CFD and the measured values have been compared.
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6.5. Comparison between CFD predictions of NOx formations and NOx measurements at
full-scale W-t-E plant
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Figure 6.9: The species concentration above the grate determined by CFD at points
along a straight line from the fuel inlet to the ash pit at an equal distance from both
boiler walls. The species concentrations have been evaluated at a distance of 0.5m and
1.0m above the bed and compared with the species concentrations measured at Affald+;
see chapter 5. The process conditions for the modelling have been shown in Table 5.1

The predicted oxygen concentrations are generally in good agreement with measure-
ments. At the transition between grate section 2 and 3 the predicted oxygen concentra-
tions are, however, slightly low compared to the measured.
The predicted concentrations of combustible gases, CO and CH4, using the CFD model
are in general significantly lower than the measured concentrations. The CFD model
predicts a larger oxidation of the combustibles and therefore a larger energy release close
to the bed. This is in good agreement with the temperatures shown in Figure 6.8. It is
believed that this is due to the kinetics used in the CFD model or mixing phenomena
as described above. Stratification above the bed causes local fuel rich and fuel lean
zones above the bed. The mixing of these zones decreases the reaction rate causing a
prolonged combustion process. Consequently higher concentrations are found 0.5m to
1.0m above the bed.
The inlet NH3 was adjusted to yield the measured NH3 concentrations. As seen in Fig-
ure 6.9 the predicted NH3 and the measured NH3 concentrations agree very well.

Based on the results presented in Figure 6.5, 6.6 and 6.7 the NO chemistry was mod-
elled post process. This was done by disabling the calculation of flow, energy turbulence
and transport of the major species (CH4, CO2, H2O, O2 and CO). The resulting NOx

concentrations in the modelled W-t-E have been presented in Figure 6.10.
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6. Modelling NO formation in grate firing waste-to-energy plants using CFD

Figure 6.10: The NOx profile in the W-t-E plants presented in mg/Nm3 at 11% O2.
The process conditions for the modelling have been shown in Table 5.1

High concentrations of NOx are found in the jets from the secondary air nozzles in
the front roof. The high NOx concentrations in the jet are due to high oxygen concen-
trations, high turbulence caused by the jet and high NH3 concentrations; see Figure 6.6
and 6.9. The high NOx concentrations just above the bed are believed to be caused by
thermal NOx formation due to the high temperature, above 1800○ as shown in Figure
6.5, and oxygen flowing from the oxygen rich zone as seen in Figure 6.7 into the high
temperature zone. Figure 6.10 indicates full oxidation of species in the furnace before
the over fire air; consequently less staging occurs. The outlet concentration of NOx was
predicted to be 1168 mg/Nm3 at 11% O2.

The results show very high NOx emissions compared to measured values at Affald+.
Measurements from the plants environmental measurement unit show raw NOx values
ranging from 250 to 350 mg/Nm3 at 11% O2 depending on the plant operation, the fuel
etc. The predicted NOx emissions are roughly 4 times larger than the measured NOx

emissions during normal operation. It is believed that the overestimation of the NOx

emission using the developed skeletal model in combination with CFD is caused by the
overprediction of the temperature from modelling of the combustion. The overprediction
of the temperature might be caused by one or both the following:

• The global kinetics, the model by Westbrook and Dryer[137], have some short
comings that might induce errors to the prediction of the combustion process [33].
Studies indicate that the neglection of the H2 in the chemical model might cause an
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6.6. Summary

overprediction of the temperature [136]. For better prediction of the combustion
process a more advanced combustion model should be used.

• The bed model assumes a perfectly mixed gas entering the computational domain;
consequently the reaction rate is controlled by the kinetics. However, it is believed
that stratification might occur over the bed. Due to stratification mixing of the fuel
and oxidizer from the bed becomes important. The controlling mechanism might
change from kinetically controlled to mixing controlled. This could decrease the
reaction rate thereby lowering the temperature in the high temperature zones.

6.6 Summary
The formation of NOx was modelled using CFD. Modelling of NOx was performed post
process based on the temperature, main species, turbulence and velocity profile. The
combustion process was modelled using a two step methane combustion model; West-
brook and Dryer global mechanism [137]. The chemistry-turbulence interaction of the
combustion process was modelled by the Finite-rate/EDM model and the turbulence
modelled using the realizable k-ε model. The temperatures and species concentrations
from the fuel bed to the free board were modelled by a stand alone model developed at
B&W Vølund. The mass flow of combustion air, heat value of the fuel and mass flow of
fuel were determined from operational data from the plant.
The results from the modelling of the combustion process were compared with meas-
urements conducted at the plant; see chapter 5. It was shown that temperatures in the
furnace were overpredicted by the model, while species concentrations of the combust-
ibles were underpredicted. This indicates an overprediction of the oxidation of these
species. This could be caused by stratification above the bed or due to limitations of
global the combustion kinetics.

The formation of NOx was modelled post process based on the temperature, main
species, turbulence and velocity profile. The NO chemistry was modelled using the
38 species and 251 reactions skeletal model developed in this study; see chapter 4. The
chemistry-turbulence interaction of the NOx formation process was modelled by the
EDC model and the turbulence modelled using the realizable k-ε model. The NOx pre-
cursor, NH3, was included in the inlet gas entering the computational domain from the
bed in concentrations that match the measured concentrations.
The results from modelling showed high concentrations of NOx in the jet caused by
the secondary air nozzles in the front roof of the furnace and in the high temperature
region just above the bed. The NOx emission modelled is approximately 4 times higher
than measured at Affald+. It is believed that the large deviation between the modelled
and measured emissions are caused by large errors in the prediction of the temperature
profile in the furnace. This needs to be addressed before accurate predictions can be
made.
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Chapter 7

Full scale measurements of the
SNCR performance

It is essential to validate a CFD model if the modelling approach is to be used as a
design- or optimisation tool. In this chapter results from measurements performed at
a full scale W-t-E plant will be presented and discussed. The measurements can be
used as data for validation of a CFD model of a SNCR system for NO reduction at a
W-t-E plant. The measurements performed include the effect of temperature, ammonia
mass flow and droplet size of injected ammonia solution into the hot flue gas on the
NO reduction efficiency. Furthermore, ideal reactor simulations were performed and
compared with the measurements.

7.1 Plant and grate characteristics
The gas composition and temperatures in the SNCR zone at a Waste-to-Energy plant
were measured. The measurements, as for the measurements reported in chapter 5, were
performed at Affald+. The W-t-E plant has a nominal waste capacity of 8.2tonnes/h;
the plant was operated slightly below nominal capacity (see Table 7.1). The plant uses
the Dynagrate® grate technology. The grate is a single-lane grate, with dimensions
10.6x4m. The grate has been split into four zones with lengths of 2.8, 2.7, 2.7 and 1.8
meter, respectively. Predefined fractions of the primary air can be distributed to each
zone to control the combustion and ensure complete burn out and low emissions.

7.2 Plant operation during measurements
The measurements were performed over 2 days during which the waste-to-energy plant
was running stable without any malfunctions or shut-downs. An oxygen set point of
6 vol% (wet) was used during the two days. The plant was operated at full capacity,
consequently the steam pressure was kept at a constant value of 55.6±0.1bar with a
steam production of 9.6±0.2kg/s.
The tonnage is lower than the yearly average of 9 ton/h [16] due to the high heating
value of the waste.
The conditions under which the plant was operated during the measurements have been
shown in Table 7.1.
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7. Full scale measurements of the SNCR performance

Table 7.1: Specifications of Affald+ line 4 during the days of measurements.

Waste feed (tons/h) 7.9±2.0
Avg. heating value (MJ/kg) 13.3±0.8
Avg. primary air (Nm3/h) 25,346±3025
Fraction on grate section 1 0.20
Fraction on grate section 2 0.35
Fraction on grate section 3 0.35
Fraction on grate section 4 0.10
Avg. secondary air (Nm3/h) 10,445±395
Temp. primary air (○C) 45.5±3.2
Temp. secondary air (○C) 41.9±0.6
Avg. O2 (% wet) 6.0±0.6
Steam production (kg/s) 9.6±0.2
Steam temperature (○C) 400
Steam pressure (bar) 55.6
Grate dimension 10m long, 6m wide

The primary and secondary air flows were obtained from the plant control system.
The distribution of primary air under the grate was adjusted according to plant setting
1 during another set of measurements reported in chapter 5. The distribution of primary
air under the grate has been schematically illustrated in Figure 7.1.

Figure 7.1: Fraction of the total amount of primary air distributed under the grate
during the measurements.

Low amounts of primary air were provided to grate section 4 as this mainly serves
as ash transport; full conversion of the waste has occurred on the previous 3 sections
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7.3. Gas phase composition and temperature measuring system

7.3 Gas phase composition and temperature measuring
system

The flue gas composition was measured with a 5 meter water cooled probe. Due limited
access to the first pass measurements were performed by insertion of the probe through
35mm holes in the boiler wall intended for SNCR lances. Due to the small dimensions
of the holes the probe was specially designed. The probe was designed at DTU Risø by
Senior Scientist Sønnik Clausen.
The probe used for these measurements was different compared to the probe used for
measurements in the furnace, as shown in chapter 5, due to lower temperatures in the
SNCR zone and limited access to this volume. The temperature in the center of the
probe was kept above 150○C to avoid water condensation. The temperature in the probe
was controlled by evaporation of water in the probe; contrary to the probe used in the
furnace where no evaporation on the cooling media occurred in the probe. This was
achieved by minimizing the water flow through the probe.

Prior to the O2 analyzer, see schematic drawing of the experimental setup in Figure
7.3, the gas is cooled to 5○C to remove any water and aerosols. The system allows sim-
ultaneous IR, UV and O2 measurements. The concentrations of species CH4, CO, CO2,
NH3, O2, NO and H2O were measured. The probe was inserted through an opening in
the boiler wall above the injection of the over fire air. The tip of the probe, the point
of measurement, was inserted 2m into the pass. The location of measurement is shown
in Figure 7.2. In Figure 7.2 the point of measurement has been shown as a red circle.
The location of the SNCR levels have been shown as well.
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7. Full scale measurements of the SNCR performance

Figure 7.2: Schematic drawing of the furnace and first pass. The measuring point for
flue gas determination is shown as a red circle. 7 SNCR levels have been installed in
the first pass. Level 1 refers to the lowest SNCR level, while SNCR level 7 refers to the
SNCR level with the largest distance to the quench; the transition from the furnace to
the first pass. Insertion point 1=SNCR level 4, Insertion point 2=SNCR level 5 and
Insertion point 3=SNCR level 7
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7.3. Gas phase composition and temperature measuring system

Table 7.2: Injection of ammonia for NOx reduction. The height above the quench. The
injection points are also shown in Figure 7.2

Injection point Height above quench
(m)

1 9.9
2 11.35
3 14.25

Concentrations of the above mentioned species have been determined from FTIR
absorption measurements with use of Bomen MB100 FTIR spectrometer with built-
in IR light source and external DTGC detector. The gas sampling was performed at
a constant flow rate of 3 Nl/min controlled by an EL-Flow type Bronkhorst mass flow
controller with a response time from 0% to 98% signal level of the gas sampling system of
about 50s. Concentrations of CO, CO2, hydrocarbons, NH3 and water were determined
by FTIR measurements, while NO were determined by UV measurements. The O2
concentration was determined using a Siemens O2 paramagnetic analyzer. The main
sampling parameters were continuously logged by an Agilent BenchLink Data Logger.
The temperature of the gas in the sampling line was kept constant at 150○C to avoid
condensation of water and light tar products. To avoid blockage of the system, two
thimble filters were installed along the heated line to remove particles, soot, heavy tars
and aerosols. The system was leak tight and allowed for operation between 1000mbar
and 500mbar, limited by the lowest pressure of the O2 analyzer. After analysis of the
flue gas by IR/UV absorption measurement the gas was cooled for water removal for
determination of the O2 concentration. A schematic overview of the measuring system
is shown in Figure 7.3.

Figure 7.3: Schematic overview of the gas phase composition and temperature measuring
system.

Analysis of the spectral data was performed with an in-house software at the Tech-
nical University of Denmark[122]. The software uses the latest spectral databases
HITRAN/HITEMP for analysis of IR spectral data in the spectral range from 400
cm−1 to 6000cm−1. The pressure in the sampling system was determined and variations
have been taken into account in the data analysis.
The uncertainties in the measurements (as for the uncertainties in the measurements
done in the furnace) are mainly defined by the uncertainties in the spectral databases
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7. Full scale measurements of the SNCR performance

and by the S/N ratio in the measured spectra. The uncertainties are shown in Table
5.4 in chapter 5.

After reduction of the NOx in the SNCR zone the flue gas was analysed for NO and
NH3 by use of a laser based measuring tool installed at the power plant just after the
economiser; an in-situ measurement tool. This enabled concurrent NO and NH3 meas-
urements before and after the SNCR system; consequently the efficiency of the SNCR
system was evaluated. It should be noted that a delay of approximately 30 seconds
between inlet flue gas measurements and outlet flue gas measurements were experienced
due to the location of the laser based measuring tool. The analyser used for NO and
NH3 determination after the SNCR system was a Neo Monitors LaserGasTM II SP[142]
with NO and NH3 detection limits according to Table 7.3.

Table 7.3: Neo Monitors LaserGasTM II SP detection limit for NO and NH3. Detec-
tion limits are specified as the 95% confidence interval for 1m optical path and gas
temperature = 25○, pressure = 1 bar abs measured in N2.

Species Detection limit (ppm)
NO 10
NH3 0.15

7.4 Measurements results
Before the measurements were performed tests to evaluate the best location for flue gas
determination before the reduction zone were performed. Due to limited space SNCR
level three was used for determination of the flue gas composition; see Figure 7.2. The
NO concentration was measured at 4 distances from the boiler wall to evaluate any
changes in the concentration. The NO concentration was measured 0.5, 1, 1,5 and 2m
from the boiler wall. The resulting NO concentrations have been shown in Figure 7.4.
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Figure 7.4: The reduction efficiency determined as a function of the measuring point.
The inlet NO concentration into the SNCR zone was measured 0.5, 1, 1.5 and 2m from
the boiler wall. The outlet NO concentraion from the SNCR zone was determined by
the Neo Monitors LaserGasTM II SP [142].

The measurements plotted in Figure 7.4 show no indications that the determination
of the NO reduction efficiency depends on the location of measurements in the first
pass.Furthermore, the concentrations of NO as a function of the distance from the
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boiler wall indicates that the NO concentration does not depend on the location of
measurements in the first pass. The concentration of NO increases slightly with distance
from the boiler wall. However, differences between each measuring point are within the
uncertainties.
It was decided that the measurements were to be performed at a distance of 2m from
the boiler wall; hence the measurements were performed in the middle of the gas flow.

7.4.1 Flue gas composition in the SNCR zone

For accurate modelling predictions of the SNCR performance an accurate flue gas com-
position is needed. It will be shown in Figure 8.3 in chapter 8 that CO concentrations
of 2000ppm in the flue gas can shift the SNCR temperature window by as much as
150K; hence an inaccurate flue gas composition might result in inaccurate modelling
predictions. The gas composition was measured in SCNR level 3 and averaged over the
entire time span. The resulting average gas composition has been shown in Table 7.4.

Table 7.4: The average flue gas composition measured at Affald+ in SNCR level 3, see
Figure 7.2 using the specially designed probe. The gas species concentrations are shown
as mole fractions. N2 balances the composition.

Species Avg. Mole fraction Standard deviation
H2O 0.256 0.027
CO2 0.165 0.015
CO 1458 (ppm) 1545 (ppm)
CH4 95 (ppm) 200 (ppm)
O2 0.050 0.014
NO 110 (ppm) 19(ppm)

As expected the major species found in the flue gas are N2, H2O, CO2 and O2.
The measurements showed significant amounts of CO at the measuring point. An av-
erage concentration of 1458ppm CO was measured. To further investigate the high CO
concentration instantaneous CO concentration was plotted as seen in Figure 7.5.
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Figure 7.5: The instantaneous CO concentration measured in SNCR level 3, denoted
"Measuring point" in Figure 7.2, 2m from the boiler wall. The CO concentration has
been shown in ppm. The measurements were done using the specially designed cooled
probe.

Over a span of 200 minutes the CO concentration at the point of measurement
fluctuates from 0ppm to peak concentrations of above 1%. Only during a fraction of the
time the CO concentration can be neglected. The CO concentration fluctuates between
1000 and 3000 ppm during the majority of the time. Neglecting CO during modelling of
the SNCR performance at grate firing W-t-E plan will most likely cause large errors as
CO in the flue gas changes the SNCR chemistry. As shown in chapter 8 the presence of
2000ppm in the flue gas during NOx reduction using NH3 changes the optimal reduction
temperature by more than 150○C; see Figure 9.19. Therefore, the use of chemical model
for the SNCR process that accurately predict the influence of CO on the NO reduction
by NH3 is important; hence the model developed in this study can be used. The model
by Brouwer and Heap [26] will most likely not be able to predict the SNCR performance
accurately(see Figure 8.3) as this does not correctly describe the influence of the CO on
the reduction chemistry.

7.4.2 Temperature gradient in the Selective Non-Catalytic
Reduction zone

As seen in section 1.4.3 the reduction efficiency of a SNCR system strongly depends
on the reaction temperature, amongst others. Depending on the CO concentration the
largest reduction of NO with NH3 is found in the region between 1000K and 1250K, see
Figure 8.3 and 8.4.
At the W-t-E plant IR based analysers were installed in SNCR level 3 and 6. At
each level 2 analysers were installed, one in the right side and one in the left side of
the pass. The measurements are in-situ continuous measurements. Suction pyrometer
measurements were used to evaluate the accuracy of the IR measurements; consequently
the IR measurements can be used during the rest of the measurements if the two methods
are in agreement.
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7.4. Measurements results

In Figure 7.6 the average flue gas temperature at the location of NH3 injection measured
by in-situ IR equipment and suction pyrometer, respectively, has been plotted.
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Figure 7.6: Temperature in the SCNR zone measured by suction pyrometer at a distance
of 2m from the boiler wall. The measurements were performed at 4 heights above the
quench. The temperatures have been compared with temperatures measured by IR
equipments installed at the W-t-E.

The temperature measurements using the suction pyrometer were performed at a
distance of 2m from the boiler wall to avoid the boundary layer between the boiler wall
and the flue gas. In Figure 7.7 the influence of the boundary layer on the temperature
is shown.

As shown in Figure 7.6 the suction pyrometer and IR measurements agree well, con-
sequently the IR temperature measurements were used during the rest of the measure-
ments.

From the suction pyrometer measurements the temperature gradient in the first pass
was found. The temperature gradient in the first pass was determined to be -25.2○C/m.
This result enables one to estimate the temperature at each ammonia injection point.
The results from the temperature measurements will furthermore be used to calibrate
the CFD model by adjusting the heat transfer coefficient of the boiler walls; see chapter
7.
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Figure 7.7: Comparison between suction pyrometer measurements and IR measurements
at SNCR level 3. The temperatures measured by suction pyrometer in the left picture
were performed at a distance of 0.5m from the boiler wall, while the temperatures
measured by suction pyrometer in the right picture were performed at a distance of 1m
from the boiler wall.

The temperatures measured by the suction pyrometer at a distance of 0.5m from
the boiler wall are in general 25○C lower than the temperatures measured by the IR
equipment due to the cooling of the boiler walls and the stagnant gas close to the walls.
The temperatures measured by the suction pyrometer at a distance of 1m from the
boiler wall are in general in good agreement with the temperatures measured by the
IR equipment. Since the cross sectional area of the first 0.5m only accounts for 23%
of the total cross sectional area of the first pass it was chosen to use the temperatures
measured by the IR equipment as the average temperature of the whole cross sectional
area; the temperature measured by the IR equipment is in fact the temperature in the
middle of the pass.

7.4.3 Effect of temperature on the SNCR performance

The effect of temperature at the point of ammonia injection was evaluated by determin-
ing the reduction efficiency for injection of ammonia at 3 different positions. Ammonia
was injected at injection point 1, 2 and 3; the injection points are shown in Figure 7.2.
The NO concentration was measured before and after the ammonia injection and the
reduction efficiency was determined. Due to fluctuations in temperature, gas compos-
ition etc. the reduction efficiency for each of the 3 injection points was determined as
the average over a time period of 45min. The average reduction efficiency as a function
of the temperature at the injection point is shown in Figure 7.8.
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Figure 7.8: The efficiency ((1-[NO]after reduction/[NO]before reduction)⋅100) and ammonia
slip of the SNCR system as a function of the average temperature at the injection
height. During the measurements 0.62l/min of 25% ammonia solution was injected for
NOx reduction corresponding to a NSR of 2.7. The air pressure in the nozzles was
adjusted to 4bar.

In the temperature interval investigated the largest reduction in the NO was achieved
by injection of ammonia solution at around 900○C. Increasing the temperature results
in a small decrease in the efficiency. This could indicate that reduction occur in the
presence of CO as the optimal temperature for NOx reduction with ammonia without
any CO present is approximately 950○C; see Figure 8.3. As the concentration of CO
increases in the flue gas the optimal temperature decreases as shown in Figure 9.19. The
presence of CO in the flue gas is supported by the flue gas composition measurements
shown in Table 7.4.
As the NO reduction efficiency is increased by a reduction in temperature from 1000○C
to 900○C the NH3 slip is increased. This is expected due to the high normalised stoi-
chiometric ratio (NSR), defined as nNH3/nNO, as the rate of oxidation of NH3 to NO is
increased with temperature.

7.4.4 Effect of NH3 concentration on the SNCR performance

The reduction efficiency is highly dependent on the NH3 to NO ratio, the normalised
stoichiometric ratio. Addition of a high concentration of NH3 in the correct temperature
window will yield a larger reduction cf. the model by Brouwer and Heap [26].
The effect of ammonia mass flow on the reduction efficiency at a full scale W-t-E plant
was evaluated and results are shown in Figure 7.9. The injection height was kept con-
stant during the measurements, while the amount of NH3 injected was varied. For
injection of ammonia SNCR level 5 was used. This level corresponds to an injection
temperature of approximately 970○C. Each measurement is an average value over a time
period of 45min.
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Figure 7.9: The efficiency ((1-[NO]after reduction/[NO]before reduction)⋅100) and ammonia
slip of the SNCR system as a function of the mass flow of 25% ammonia solution injected
for NO reduction. During the measurements the injection height was kept constant at
a height corresponding to an injection temperature of 970○C. The air pressure in nozzle
was adjusted to 4bar.

As expected the reduction efficiency increases with increasing ammonia mass flow.
The reduction efficiency was measured to 64% at a normalised stoichiometric coefficient
of 1.35, to 75% at 2.7 and 85% at 4.35. The measurements were all performed at an
ammonia injection temperature of approximately 970○C. As seen in Figure 7.8 the tem-
perature at the point of injection is slightly higher compared to the optimal temperature.
Higher efficiency with less NH3 consumption is expected at lower temperatures.
The ammonia slip increases, as expected, with increasing ammonia flow. The slip is low
at a mass flow of ammonia of 0.31 and 0.62l/min due to the high temperature at the
injection point; unreacted NH3 is oxidized to NO.

7.4.5 Effect of droplet size from ammonia injection on the SNCR
performance

Ammonia is injected into the SNCR zone by air assisted nozzles (TurbotakTM Atomizing
Nozzles). The droplets are atomized by pressurised air in the nozzle head. By varying
the air pressure the droplet size can be varied. Due to the dependency of the droplet
size on the rate of evaporation[143] it was believed that the NO reduction efficiency is
affected by the droplet size. The dependency of the droplet size of ammonia solution on
the NO reduction efficiency was investigated by varying the pressure of the pressurised
air. The pressurised air was adjusted to 2, 4 and 5 bars; this corresponds to a sauter mean
diameter of the droplets of 40, 45 and 60µm respectively (see appendix D). Injection of
ammonia was done at the same position during the three measurements. The injection
was done in SNCR level 5; injection point 2 in Figure 7.2. In Figure 7.10 the results
from measurements have been shown.

152
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Figure 7.10: The efficiency ((1-[NO]after reduction/[NO]before reduction)⋅100) and ammonia
slip of the SNCR system as a function of the sauter mean diameter of the droplets
injected into the flue gas for NO reduction. During the measurements the injection
height was kept constant at a height corresponding to a temperature at the injection
point of 970○C. The mass flow of 25% ammonia solution was constant at 0.62l/min
corresponding to a NSR of 2.7.

The results indicate that the droplet size, in the range investigated, has no effect on
the reduction efficiency. The reduction efficiency was determined to 66% during these
measurements. This corresponds well to the reduction efficiency for similar conditions
as shown in Figure 7.8 where the reduction efficiency was determined to 69%.
The results indicate that also the ammonia slip is unaffected by the droplet size of the
ammonia solution injected for NO reduction. The ammonia slip for the 45µm droplet
size is slightly higher than the ammonia slip for the 40 and 60µm droplet size, however
within the standard deviation.

7.5 Modelling of the SNCR process using ideal reactor
simulations

Previously in this section the results from full scale measurements of the SNCR perform-
ance have been presented. The effect of temperature, ammonia mass flow and droplet
size of injected ammonia solution on the NO reduction efficiency was evaluated. In this
section the NO efficiency as a function of the temperature will be modelled using a
PFR model in CHEMKIN 10131. The NO efficiency as a function of temperature has
been evaluated for 3 different CO concentrations and compared to the measurements
presented in the previous section. The PFR model has been schematically presented in
Figure 7.11.
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7. Full scale measurements of the SNCR performance

Figure 7.11: Modelling setup for CHEMKin modelling of the NO reduction with am-
monia in a W-t-E plant. The reactor dimension is 8m long and 4m in diameter. This
corresponds to the size of the first pass at Affald+. The flue gas velocity at Affald+
was found to be approximately 4m/s with a temperature gradient in the reaction zone
of -25○C/m.

For each simulation a flue gas with composition as shown in Table 7.5 was used.
As seen from Figure 7.11 the residence time in the reactor has been set to 2 seconds.
A temperature gradient of -25○C/m in the reactor was defined based on temperature
measurements at Affald+; see Figure 7.6.

Table 7.5: The average flue gas composition used for modelling of the SNCR system
using CHEMKIN 10131. The gas species concentrations are shown as mole fractions.
N2 balance the composition.

Species Mole fraction
H2O 0.25
CO2 0.165
O2 0.05
NO 0.0001
NH3 0.00027
CO 1500, 750 or 0 (ppm)
N2 Balance

The inlet temperature to the reactor was varied from 800○C to 1050○C with flue gas
compositions as shown in Table 7.5. The results from the modelling have been shown
in Figure 7.12.
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Figure 7.12: Modeling results from CHEMKIN modelling of the NO reduction with
ammonia in the presence of CO as a function of temperature. The modelling was done
in a PFR with temperature gradient of -25○C and gas velocity of 4m/s corresponding to
the conditions in the SNCR zone at Affald+. Inlet gas composition: H20 = 25%, CO2 =
16.5%, O2 = 5% and CO = 1500ppm (full line), 750ppm (dotted line), 0ppm (punctured
line). N2 balance. Reduction efficiency was defined as ((1-NOafter/NObefore)⋅100).

In the range of temperatures investigated, high CO concentrations lead to a very low
or negative NO reduction. Compared to the measurement results the modelling results
with high CO concentrations, CO=1500 and 750ppm, predict very low NO reductions.
Modelling results with no CO in the flue gas yields higher NO reductions similar to the
measured NO reductions. However, the results indicate that the temperature window is
slightly shifted towards a higher temperature.

In the modelling of the SNCR process using ideal reactors the evaporation of the
ammonia-water droplets was not taken into account. Due to the evaporation the actual
reaction temperature is not the same as the injection temperature. Results in Figure 7.10
indicate that the reduction efficiency is independent of the droplet size; consequently the
evaporation time is very low and most of the ammonia evaporates in the region where
injection occur.

The predictions using a PFR model in CHEMKin and NO reductions efficiencies meas-
ured at Affald+ show differences. The PFR model assumes the inlet flue gas is perfectly
mixed. This assumption might lead to errors as this is not the case in reality. It is be-
lieved that more reliable modelling predictions can be achieved by including mixing of
the ammonia solution with the flue gas. This phenomena can be included by modelling
of the SNCR performance in CFD.

7.6 Summary
The temperature and major flue gas species were measured in the SNCR zone of a full
scale W-t-E plant. Furthermore, the concentration of CO and NO were measured. The
temperature gradient from the lowest SNCR level to the highest was determined to
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7. Full scale measurements of the SNCR performance

-25○C/m. High CO concentration of up to 6000ppm, with peak values of 10000ppm,
were measured in the lower part of the SNCR zone. An average CO concentration of
approximately 1500ppm was measured over a time span of 200 minutes. The high CO
concentrations might shift the temperature window of the reduction reaction signific-
antly.

The NO reduction efficiency as a function of the temperature at the point of ammonia
injection was measured. The results showed decreasing efficiency with increasing tem-
peratures from 905○C to 1002○C. The NO reduction efficiency decreased from 73 to 66%.
As expected an increase in the ammonia mass flow resulted in an increase in the NO
reduction efficiency, while the ammonia slip was increased as well. The NO reduction
efficiency was increased from 64 to 85% by increasing the NSR from 1.35 to 4.35 at
constant temperature at the point of ammonia injection. It was shown that the droplet
size of the ammonia solution injected into the hot flue gas has got no influence on the
efficiency of the NO reduction and the ammonia slip.

Ideal reaction simulations of the SNCR process was done. The results showed dif-
ferences between the measured NO reduction efficiency and the modelled. It is believed
that the neglection of the mixing of hot flue gases and ammonia solution injected into
the first pass might induce modelling errors. The mixing phenomena can be included
by using CFD.
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Chapter 8

Development of a new SNCR
skeletal model

As a consequence of the stringent legislations, that are expected to be tightened even
more, on the NOx emissions from Waste-to-Energy (W-t-E) plants, NOx reductions
using primary measures alone, e.g. staged combustion, might no longer be adequate.
To comply with the legislation secondary NOx reduction systems, Selective Catalytic
Reduction (SCR) or Selective Non-Catalytic Reduction (SNCR), are used. The increas-
ingly more stringent legislations lead to more advanced control of the secondary NOx

reduction system. Due to the relatively low cost of the SNCR system, compared to the
expensive SCR, this is used as a secondary reduction system on a vast number of W-t-E
plants. As input to the design and control of new advanced SNCR systems a CFD model
of the system can be used.
In this section a new skeletal model for the reduction of NOx in a SNCR system using
aqueous ammonia will be presented and tested.

8.1 Development of a new skeletal model using the
SEM-CM reduction algorithm

A number of skeletal models describing the formation of NO in W-t-E plants were de-
veloped using both the SEM-CM method and the PFA method and tested against a
detailed chemical kinetic model (see chapter 4). It was found that the SEM-CM method
produced skeletal models with a higher accuracy. Due to the superior performance of
the SEM-CM method it was decided to use this for the development of a SNCR skeletal
model.

As shown in chapter 4 the development of skeletal models using the SEM-CM algorithm
requires knowledge about the gas composition as the model reduction occurs by minim-
ization of the error between concentration profiles of the important species predicted by
the starting model (detailed chemical kinetic model) and a produced skeletal model. Full
scale measurements at a W-t-E plants capable for a turnover of 9.6 metric tonnes per
hour were conducted to determine the gas composition at the transition to the SNCR
zone. These measurements are described and discussed in chapter 7. Gas composition
measurements were conducted over 3 days and results have been shown in table 8.1.
The results from measurements of the gas composition at the transition to the SNCR
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zone were used for model reduction, NH3 was added to this gas composition at a molar
fraction equal to the NO.

Species Concentration
- Vol % (dry), avg.
H2O 25.6
CO2 16.5
O2 5.1
CO 0.15
CH4 9.5⋅10−5

NO 0.013

Table 8.1: The average gas composition at the transition to the SNCR zone. The gas
composition was determine through full scale measurements at a 9.6ton/h W-t-E plant
(Affald+). N2 and trace species balance the composition.

The reduction is based on minimization of the error predicted by the starting model
(detailed chemical kinetic model) and the skeletal mode that is begin developed by
simulation of the concentration profiles of the important species. It was found that the
best reduction was achieved by reduction of the detailed chemical kinetic model around
the ignition time delay from 1/4 to 4 times the ignition delay time.

τsim = [1/4 ⋅ τign; 4 ⋅ τign] (8.1)

Reductions were done at 5 temperatures ranging from 1073K to 1473K.

T = [1073 1173 1273 1373 1473]K (8.2)

For reduction an NH3 concentration corresponding to the NO concentration was used.
A single reduction of the full mechanism developed by Glarborg et al. [10] at the 5
conditions above was performed. Due to the low number of conditions this was favoured
over the development of mechanisms at each temperatures and combination of these to
a large skeletal model; see chapter 4 for this procedure.
The reduction resulted in a skeletal model consisting of 21 species and 50 reactions and
a skeletal model of 15 species and 34 reactions. As a consequence of the small size of
the second skeletal model (15 species and 34 reactions) this broke down at a number of
conditions, very inaccurately predicting the nitrogen chemistry and was discarded.
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8.2. Accuracy of the developed SNCR skeletal model

8.2 Accuracy of the developed SNCR skeletal model
A comparison between experimental data, the detailed chemical kinetic model developed
by Glarborg et al. [10], the skeletal model developed in this study and the global model
developed by Brouwer and Heap [26] has been plotted in figure 8.1.
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Figure 8.1: Comparison of experimental data [144] (at 10% H2O) and modelling pre-
dictions for the reduction of NO with NH3 in a laminar quartz flow reactor. The sym-
bols denote the experimental data, the full line denote modelling predictions using the
full mechanism[10], the dotted line denote modelling predictions using the developed
skeletal model and the striped line denote modelling predictions using the global model
by Brouwer and Heap [26]. Inlet concentrations: H2O=10% (black) or 20% (blue)
or 25% (green), NO=507ppm, NH3=832ppm, O2=4%, N2=balance. Residence time=
370/T(K) (s)

A good agreement between the experimental data, the full model and the skeletal
model at 10% water is seen. Both the full model and the skeletal model predicts the
temperature at which the optimal NOx reduction is achieved. An underprediction of
the reduction is predicted by both models at low temperatures; below 1150K. Both the
full model and the skeletal model predict a narrowing of the temperature window at
larger water concentrations. Furthermore, a slight decrease in the reduction efficiency
(NOa/NOi) is predicted at elevated water content in the flue gas by both the full model
and the skeletal model.

The global mechanism by Brouwer and Heap [26] slightly overpredict the temperat-
ure at which optimal NOx reduction is achieved; i.e. a higher optimal temperature is
predicted at 10% H2O. Compared to the full model and the skeletal model the global
model by Brouwer and Heap accurately predicts the reduction efficiency at lower tem-
peratures. At higher temperatures; T>1225K, the global mechanism slightly overpredict
of the reduction efficiency.

Since water is not included in the global mechanism by Brouwer and Heap as shown in
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8. Development of a new SNCR skeletal model

Table 8.2, the global model should be used with caution when predicting NOx reduction
by ammonia at high water concentrations; above 20%. The developed skeletal model
predicts the shift in optimal reduction temperature accurately, assuming that the full
model is accurate.

Table 8.2: Reduced model for selective non-catalytic reduction of NOx using ammonia
proposed by Brouwer and Heap [26]. Units are: A=cm ⋅mol ⋅ s ⋅K, Ea = cal/mol.

Reaction A B Ea
1. NH3 +NO→ N2 +H2O +H 4.24 ⋅ 108 5.30 83,600
2. NH3 +O2 → NO +H2O +H 3.5 ⋅ 105 7.65 125,300

As seen in Figure 8.1 the presence of water during reduction of NOx with NH3
causes a slight change in the optimal reduction temperature towards a higher temperat-
ure. Furthermore, a narrowing of the temperature window of the NOx reduction reaction
by increasing water concentration is seen.

Predictions with the full model, the skeletal model developed in this study and the
global mechanism by Brouwer and Heap have been compared with experimental data
from Kasuya et al. [145] and is shown in figure 8.2. In the experiments the effect of the
O2 concentration on the reduction of NOx with NH3 was investigated.

It is seen that the SNCR window is shifted towards lower temperatures when the oxygen
concentration is increased. Furthermore, a widening of the temperature window is also
seen. Both the full model and the skeletal model predict the shift in temperature and
the widening of the temperature window fairly well for all the oxygen concentrations
included in this study. At low oxygen concentrations; 1%, the full model and the skeletal
model underpredict the reduction efficiency at high temperatures; T>1250K, while the
global model by Brouwer and Heap accurately predicts the efficiency. At lower temper-
atures; T<1250K, the opposite trend is seen. The full model and the skeletal model
predict fairly accurately the reduction efficiency, while the global model overpredicts
the reduction efficiency. The onset temperature is predicted very accurately by the full
model and the skeletal model, while the global model underpredicts the temperature
onset by up to 100K.

For higher oxygen concentrations all models predict the reduction of NOx fairly well.
However, the full model and skeletal models underpredicts the optimal reduction tem-
perature by up to 40K at 4 and 10% oxygen, while the global model predicts the optimal
reduction temperature with reasonable accuracy.
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Figure 8.2: Comparison of experimental data [145] and modelling predictions for the
reduction of NO with NH3 in a quartz flow reactor. The symbols denote the exper-
imental data, the full line denote modelling predictions using the full mechanism[10],
the dotted line denote modelling predictions using the developed skeletal model and the
striped line denote modelling predictions using the global model by Brouwer and Heap
[26] Inlet concentrations: NO=500ppm±30, NH3=1000ppm±60, H2O=5%, N2=balance.
Residence time= 88/T(K) (s)

The increased oxygen concentration widens the temperature window and decreases
the reduction efficiency, the ratio between the NOx after and before reaction with am-
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8. Development of a new SNCR skeletal model

monia. This has been reported by Lu and Lu as well [146]. All models predict the
decrease in reduction efficiency accurately.

The effect of CO on the reduction of NOx with ammonia has been shown in figure
8.3. The full model by Glarborg et al. [10], the skeletal model developed in this study
and the global model by Brouwer and Heap [26] has been compared with experimental
data from Alzueta et al. [74]. In the experimental study the CO concentration was
varied to investigate the effect on the NOx reduction by ammonia.

Combustibles such as CO and H2 have been shown to shift the temperature window
towards lower temperatures as these replenish the radical pool [10]. The enhanced rad-
ical levels cause a higher degree of oxidation of NH3 to NO, competing more effectively
with the NO removal reactions and thereby narrowing the temperature window for the
SNCR system[10]. The effect of the higher radical levels caused by CO flue gas is shown
in figure 8.3.

Both the full model and the skeletal model accurately predict the onset temperature
for CO concentrations up to approximately 1400ppm. At high CO concentrations;
7800ppm, the full model describes the onset temperature fairly accurate, while the
developed skeletal model underpredicts the onset temperature by up to 80K. The global
model by Brouwer and Heap breaks down when CO is introduced in the flue gas, over-
predicting the onset temperature by more than 100K at 1400ppm CO and up to 200K
at 7800ppm CO.

The narrowing of the temperature window caused by CO is well predicted by both
the full models and the skeletal model. However, at high CO concentrations; 7800ppm,
the skeletal model deviates notably from the full model and does not capture the nar-
rowing of the temperature window fully. This is expected since the skeletal model is
developed for CO concentrations up to 1500ppm.

The narrowing of the temperature window is not predicted by the global model by
Brouwer and Heap. Brouwer and Heap include the effect of CO as a correction of the
temperature used in the Arrhenius expression[26]; see equation 2.34 and 2.35 in chapter
6.2. The inclusion of the effect of CO on the reduction as a correction to the temperat-
ure results in a temperature window with the original shape but shifted towards a lower
temperature. The narrowing of the window will not be captures by the method.
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Figure 8.3: Comparison of experimental data [74] and modelling predictions for the
reduction of NO with NH3 in a quartz flow reactor; effect of CO. The symbols de-
note the experimental data, the full line denote modelling predictions using the full
mechanism[10], the dotted line denote modelling predictions using the developed skeletal
model and the striped line denote modelling predictions using the global model by
Brouwer and Heap [26] Inlet concentrations: NO=300ppm, NH3=300ppm, O2=4%,
H2O=4,5%, N2=balance. Residence time= 150ms at 1200K (constant molar rate)
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8. Development of a new SNCR skeletal model

From figure 8.1, 8.2 and 8.3 it is seen that the full model by Glarborg et al. [10] and
the skeletal model developed in this study describe the SNCR process well for all the
conditions. These models overpredict the onset temperature slightly at 10% water in the
flue gas. The global model by Brouwer and Heap [26] underpredict the onset temper-
ature at low oxygen concentrations, but perform fairly well for conditions without CO
present. When CO is present in the flue gas the global model breaks down. Typically
the H2O content in the flue gas ranges from 20% to 30%. According to the detailed
chemical kinetic model, see Figure 8.1, the variation in water content from 20% to 30%
only have a limited effect on the SNCR process. A slightly narrowing of the temperature
window is seen with increasing water content. Measurements from a full scale W-t-E
plant showed average CO concentrations of 1500ppm in the SNCR zone; see chapter
7. Due to the high CO concentration in the SNCR zone it is essential to have a model
that describes the influence of CO on the SNCR process. As shown in Figure 8.3 this
is achieved by the developed skeletal model, but not achieved by the global model by
Brouwer and Heap [26].

For modelling of the SNCR process it is recommended to use the global model by
Brouwer and Heap [26] in all cases where full CO oxidation has occurred before the
reduction zone. The limited size of the model makes it very useful, especially in CFD
codes used industrially. If CO is present in the flue gas it is recommended to use either
the full model by Glarborg et al. [10] or the skeletal model developed in this study. It
can be an advantage to use the smaller skeletal model to reduce the computational ex-
penses. For modelling of W-t-E plants it is recommended to use either the full model of
the skeletal model due to the presence of CO in the reduction zone, as shown in section 7.

As seen in figure 8.1, 8.2 and 8.3 combustibles like CO have a major impact on the
temperature window. The water concentration and oxygen concentration have minor
effects on the optimal reduction temperature. For advanced control of the SNCR system
it is important to have information of the CO level in the SNCR zone, thereby being able
to achieve a better reduction as ammonia can be injected at the optimal temperature.
In figure 8.4 the temperature at which the largest reduction of NOx by NH3 is achieved
as a function of the CO concentration in the flue gas has been plotted. The results have
been optained by PFR calculations in CHEMKIN using the detailed chemical kinetic
model by Glarborg et al. [10]. The gas composition used for these calculations has been
determined by full scale measurements at Affald+; see chapter 7.
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Figure 8.4: The temperature at which the largest reduction of NOx by NH3 is achieved
as a function of the CO concentration in the flue gas. The results are obtained by
PFR simulations in CHEMKIN using the detailed chemical kinetic model by Glarborg
et al. [10]. Inlet concentration: NO=300ppm, NH3=300ppm, O2=6%, H2O=25%,
CO=varied, N2=balance. Residence time=0.1s

CO concentrations ranging from 0 to 2000ppm on average, with spike values above
6000ppm, was measured over a span of 3 days at the transition to the SNCR zone; see
chapter 7. Elevated levels of up to 2000ppm CO in the flue gas in the SNCR zone, which
is typically seen at W-t-E plants, can move the optimal reduction temperature by more
than 150K. Ideally the CO concentration would be measured at strategic places in, or
just before, the SNCR zone for better control of the SNCR process using the knowledge
gained above.

8.3 Summary
In this chapter a 21 species and 50 reactions skeletal model describing the SNCR chem-
istry was developed using the SEM-CM algorithm. The model was tested against ex-
perimental data for varying O2 concentrations and varying CO concentrations in the
temperature interval from 800K to 1400K by ideal reactor simulations. It was shown
that the developed model performs very well in the temperature interval of interest.

By ideal reactor simulations the effect of CO on the optimal NOx reduction temperature
by NH3 was determined. It was shown that the optimal NOx reduction temperature is
decreased by more then 150K with 2000ppm of CO in the flue gas.
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Chapter 9

Modelling of the SNCR system at
a grate firing waste-to-energy
plant using CFD

In a previous chapter a skeletal model for the NOx reduction by ammonia was developed
and tested using ideal reactor simulations. It was shown that the model performs well
for conditions expected in the SNCR zone of a W-t-E plant. In this section the skeletal
model will be implemented in a CFD model, a simulation of NOx reduction by ammonia
injection will be performed and the results will be compared to full-scale measurements.

The commercial CFD code Fluent 18.1 has been used for the NOx reduction simulation
in a full-scale W-t-E plant. The mesh used in the modelling of the NOx reduction,
like for the simulations of the NOx formation, consists of approximately 2,500,000 cells.
The high number of cells is needed to capture the flow from nozzles correctly. The geo-
metry consists of both tetrahedral and hexahedral cells. The SNCR chemistry was mod-
elled post process the combustion; the modelling was done based on the temperature-,
turbulence- and velocity profiles from the combustion process. Furthermore, the con-
centration profiles of the major combustion species were used as well.

The modelling of the NOx reduction has been done using plant data obtained from
the W-t-E plant and from measurements at the plant; see chapter 7.

In this chapter the setup of the model will briefly be presented. The theory behind
each of the models used, e.g. models for turbulence-chemistry interaction, has been
presented in chapter 6. Estimation of the inlet gas composition and temperature from
the bed to the free board will be presented. Furthermore, the results from modelling of
the SNCR system will be compared with measurements presented in chapter 7.

9.1 Model setup
In this section the CFD model setup will briefly be presented. The motivation for using
the specified combustion model, turbulence model and turbulence-chemistry interaction
model in the modelling of the SNCR system has been stated in chapter 6.
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9. Modelling of the SNCR system at a grate firing waste-to-energy plant
using CFD

9.1.1 Modelling the NO reduction chemistry in turbulent flow

Depending on the problem different procedures are used. For modelling of highly com-
plex problems where a complex multi step reaction mechanism is used; e.g. formation
of pollutants, the Eddy dissipation concept (EDC) has to be used. This model assumes
that reaction occurs in fine structures of the fluid volume; see section 6.2.1. For simpler
problems where the chemistry can be described by a simple global reaction mechanism
the Eddy dissipation model (EDM) can be used. This model assumes that the rate of
reaction is determined solely by the mixing of fuel and oxidizer [128]. For a multi step
global reaction this can cause some problems as the the rate of each reaction is not
evaluated. The problem is fixed by using the Eddy-dissipation/Finite-rate model where
both the mixing and the kinetics are evaluated and the limiting factor of these used as
rate of reaction.

Modelling of the NOx reduction by ammonia is done in two steps; first the temperature-,
pressure-, velocity and turbulence fields were determined. The oxidation of hydrocar-
bons (CH4) was simulated using the global methane oxidation mechanism by Westbrook
and Dryer. The influence of the turbulence on the chemistry is modelled by the Eddy-
dissipation/Finite-rate model as the model offers good stability and low computational
time. Furthermore, it is only an advantage to use more advanced interaction models
when the turbulent mixing is not rate limiting.
On the basis of results from the main combustion NOx reduction chemistry was sim-
ulated; the modelling was done by using the temperature-, turbulence-, velocity and
concentration profiles of the major combustion species from the combustion process.
The prediction of the reduction chemistry was done using a skeletal model which have
been developed in this study; the model has been presented and tested in chapter 8.
The interaction between chemistry and turbulence was modelled using the EDC model.

9.1.2 Estimation of the inlet gas composition and temperature from
the bed to the free board

It has been decided to model the NOx reduction using ammonia at Affald+ under oper-
ation conditions identically to the conditions during the experimental study determining
the SNCR performance; see chapter 7.
For determination of the inlet boundary conditions the heating value of the fuel, total
amount of primary, distribution of primary air under the grate, temperature of the
primary air and waste composition was collected from the plant control system. The
parameters of interest have been shown in Table 7.1. The composition of the waste is
assumed to be as shown in Table 9.1.
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9.1. Model setup

Table 9.1: The assumed composition of the waste during combustion for the case mod-
elled. The waste composition was estimated based on correlations between waste feed
and heating value established over a long period of time by B&W Vølund. The para-
meter were collected during measurements a the full scale Waste-to-Energy plant; see
chapter 7

Element Fraction (kg/kg)
C 0.305
H 0.041
O 0.176
N 0.013
Ash 0.174

Providing the bed model with the information about the waste composition (Table
9.1), the heating value of the fuel, total amount of primary air, distribution of primary
air under the grate and temperature of the primary air (Table 7.1), the gas temperature,
mass flow of gas and composition of the gas for each grate section are modelled. It was
decided, as in chapter 6.5, to divide each of the grate sections into additional 4 equally
sized zones. The grate is therefore divided in 16 zones in CFD.
The mass flow of gas from the grate to the computational domain determined by the
bed model based on data from Table 9.1 and 7.1 as a function of the number of grate
zones has been shown in Figure 9.1.
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Figure 9.1: The mass flow of gases from the grate to the computational domain determ-
ined by the bed model based on data from Table 9.1 and 7.1 as a function of the number
of grate zones.

The distribution of the mass flow of gases from the bed to the free board is similar
to the distribution of primary air under the grate; see Figure 7.1 (left).
In Figure 9.2 the gas temperature entering the computational domain, determined by
the bed model for the specific case, has been shown.
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Figure 9.2: The gas temperature of the gas leaving the grate to the computational
domain determined by the bed model based on data from Table 9.1 and 7.1 as a function
of the number of grate zones.

The peak gas temperature above the bed was estimated to approximately 1800○. In
chapter 6.5 it was shown that the gas temperature predicted by the bed model is several
hundred degrees higher than the actual measured peak temperature at the W-t-E plant
investigated. This is, however, not a problem for modelling of the SNCR performance as
the chemistry of interest occurs up higher in the freeboard where much better agreement
is observed, as shown in Figure 9.6.

9.1.3 Injection of ammonia-water solution for NOx reduction

For NOx reduction a solution of ammonia and water is injected into the flue gas through
two TurbotakTM Atomizing nozzles[147]. These nozzles use pressurised air for atomisa-
tion of the water-ammonia solution. The pressure of the air is used to control the sauter
mean diameter of the particles. This specific nozzle has a hollow cone spray pattern.
Injection of the water-ammonia solution was modelled in Fluent using data given in
Figure D.1 in appendix D.

A very simple model for the injection of water-ammonia solution was used in this study.
This was done as measurements showed no significant difference in the reduction effi-
ciency with varying droplet size of the injected ammonia-water solution (see chapter
7); consequently it was assumed the evaporation of the ammonia-water solution was
independent of the droplet size. The droplet evaporation is calculated using equation
9.1 [15].

dmp
dt

= kcApρinf ln(1 +Bm) (9.1)

Here mp is the particle mass, kc mass transfer coefficient, Ap is the droplet surface, ρinf
is the bulk gas density and Bm is the Spalding mass number.

Due to the conical spray pattern the nozzles have been modelled as two circular surfaces
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9.2. Comparison between CFD prediction of the SNCR performance and measurements at a
full-scale W-t-E plant

as shown in Figure 9.3. An inner surface where no injection of ammonia-water solution
occur and an outer surface from where injection of ammonia-water droplets occur.

Figure 9.3: Schematic drawing of the modelling of the nozzle in CFD. The liquid is
injected through the outer ring, the gray area, which has been angled at 15○ relative to
the boiler wall.

Injection of the water-ammonia droplets occurs from the surface between the inner
and outer circle; the gray area in Figure 9.3. In order to capture the hollow cone spray
pattern the surface was angled 15○ relative to the boiler wall. The droplet size follows
a Rosin-Rammler distribution around the sauter mean diameter, which is found from
Figure D.1 in appendix D. The water-ammonia solution was modelled as two separate
flows from the angled surface; pure water evaporating to water vapor and pure water
evaporating to ammonia gas. Modelling the injection this way one assumes the evapor-
ation of a water-ammonia solution occurs identically to the evaporation of pure water.
Due to the low mass fraction of ammonia in the solution this assumption is reasonable.

The simulation of the reduction by ammonia injection was done for injection of 0.31
l/min of 25% water-ammonia solution to each nozzle, while the pressurized air was ad-
justed to 4.0bar. This setting corresponds to a mean sauter diameter of the injected
droplets of 45µm. The concentration of ammonia in the mixture was set to 7.75 mass%.

9.2 Comparison between CFD prediction of the SNCR
performance and measurements at a full-scale W-t-E
plant

Submodels and the modelling procedures used for modelling of the reduction of NOx by
injection of ammonia in the SNCR process were presented in the previous sections and
in chapter 6.5. An identical procedure as in chapter 6.5 was used for modelling of the
nitrogen chemistry. First the combustion was modelled and based on these results the
reduction of NOx was modelled post process. In this section results from modelling of
the NOx reduction have been presented. The modelling of the NOx reduction has been
performed using a similar geometry as in chapter 6.5. The results were compared with
full scale measurements conducted at Affald+; these are presented in chapter 7.

A schematic drawing of the boiler is seen in Figure 9.4. In this figure the injection
level for the modelled case has been shown. Furthermore, the flue gas composition was
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measured at the W-t-E plant and results have been presented in chapter 7. The position
of these measurements has been shown in Figure 9.4 as well. Results from the full scale
measurements will be used in this chapter to evaluate the modelling results.

Figure 9.4: Schematic drawing of the furnace and first pass. The measuring point for
flue gas determination is shown as a red circle. 7 SNCR levels have been installed in
the first pass. Level 1 refers to the lowest SNCR level, while SNCR level 7 refers to the
SNCR level with the largest distance to the quench.

The resulting temperature profile from modelling of the combustion during plant
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9.2. Comparison between CFD prediction of the SNCR performance and measurements at a
full-scale W-t-E plant

operation as shown in Table 7.1 using the previously described submodels has been
shown in Figure 9.5.

Figure 9.5: The temperature field in the middle of the boiler determined by CFD cal-
culations for SNCR simulations. Post processing of the nitrogen chemistry has been
performed based on this temperature field. The process conditions for the modelling
have been shown in Table 7.1

A contour plot of the temperature from 700○C to 1300○C has been presented in
Figure 9.5. The temperature is limited to 1300○C as the SNCR process is of interest
in this specific simulation. After injection of over fire air the temperature gradually
decreases from approximately 1200○C to approximately 700○C at the top of the first
pass. The average temperature in the cross sectional area at each SNCR level was
determined by CFD and compared with IR measurements in SNCR level 3 and 6 and
suction pyrometer measurements performed at SNCR level 1, 3, 4 and 6. These results
are shown in Figure 9.6.
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Figure 9.6: Comparison between the average gas temperature determined from the
measurements presented in chapter 7 and predicted temperatures using CFD. The av-
erage temperature was predicted, using CFD, at each of the 7 SNCR levels; a schematic
drawing of the placement of the SNCR nozzles have been presented in Figure 7.2. The
position of the measurements has been shown in the figure as well.

In general a good agreement between the modelling results of the average gas tem-
perature and the measurements have been achieved. At the lowest SNCR level the CFD
model predicts temperatures that are 40○C higher than the measured temperatures.
This can be due to errors in the estimation of the heat transfer coefficients of the boiler
walls. Furthermore, the CFD model has been based on average values of the heating
value, amount of combustion air etc. over 12 hours, while the measurements were con-
ducted over a period of 30 minutes. Lower heating values of the fuel during temperature
measurements in SNCR level 1 can also cause the differences between measurements
and modelling results.
Measurements and modelling results agree well for SNCR level 3,4 and 6. At SNCR
level 6 the CFD model predicts average temperatures which are 8○C higher than the
measured.

The oxygen profile predicted by the CFD model has been presented in Figure 9.7.
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Figure 9.7: The O2 field in the middle of the boiler determined by CFD calculations for
SNCR simulations. Post processing of the nitrogen chemistry has been performed based
on this temperature field. The process conditions for the modelling have been shown in
Table 7.1

The SNCR performance is dependent on the oxygen concentration; the O2 level
slightly changes the temperature window as shown in Figure 8.2 in chapter 8. As seen
in Figure 9.7 the oxygen concentration reaches a concentration of 6% dry after injection
of over fire air. No large gradients in the oxygen concentration in the SNCR zone is seen.
This is better seen in Figure 9.8, where the average O2 concentration at each SNCR
level predicted by the CFD model has been shown.
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Figure 9.8: The average O2 concentration at each SNCR level predicted by the CFD
model; a schematic drawing of the placement of the SNCR nozzles have been presented
in Figure 7.2.

The oxygen concentration at every position in the SNCR zone is predicted to be
between 5% and 7% dry; the temperature window for reduction of NOx with NH3 do
not significantly change within this O2 range (see Figure 8.2 in chapter 8). A constant
oxygen concentration is optimal for the SNCR performance. Furthermore, the predicted
O2 concentration in the SNCR zone agrees well with measurements presented in chapter
7.

The predicted reduction of NOx by injection of NH3 has been shown in Figure 9.9.
In chapter 6.5 is was shown that the majority of the NO is formed in the jet, caused by
injection of combustion air through the nozzles in the front roof. Due to the modelling
procedure, post processing of the nitrogen chemistry, it is not possible to model the
formation of NOx followed by the reduction of the formed NOx by ammonia injection.
Modelling a phenomena post process is only valid if this does not change the species-,
temperature or velocity field. By modelling the SNCR process post process the NOx

formation changes in the NO and NH3 concentration profile in the furnace will occur.
This will most certainly give inaccurate predictions. Due to this NO was included in
the combustion air injected through the nozzles in the front roof. The concentration of
NO in the combustion air was adjusted to reach a concentration of NO after the over
fire air of 110ppm wet matching the measured NO concentrations during the SNCR
measurements presented in chapter 7.
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Figure 9.9: The NO field in the middle of the boiler determined by CFD calculations for
SNCR simulations. The process conditions for the modelling have been shown in Table
7.1

Figure 9.9 shows reduction of the NO above the injection point as expected. The
reduction, however, only occurs in half of the cross sectional area. This is due to limited
ingress of the ammonia into the flue gas. The small ingress of ammonia into the flue
gas is not expected. A requirement for a high NOx reduction is good mixing of the NH3
with the flue gas. Since less than half of the flue gas, according to the CFD model, is
in contact with NH3 a low reduction is expected. This is supported in Figure 9.13. In
this figure it is also seen that the measured reduction efficiency is very high compared
to the predicted. This indicates a large ingress of NH3 into the flue gas.
The average NO concentration at each SNCR level was predicted by the CFD model
and shown in Figure 9.10. This provided an overview of the NO reduction process.
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Figure 9.10: The average NO concentration at each SNCR level predicted by the CFD
model; a schematic drawing of the placement of the SNCR nozzles have been presented
in Figure 7.2.

A constant NO concentration of approximately 100ppm was predicted in SNCR level
1, 2 and 3. This corresponds to the amount of NO formed in the furnace. As stated
before the NO was injected into the furnace through the nozzles in the front roof. The
mass flow of NO into the furnace was adjusted to reach 105ppm. The model predicts a
lower NO concentration in SNCR level 4 than the 105ppm. This is surprising as NH3 is
injected at SNCR level 5, a SNCR level above. This could indicate downwards velocities
of some flue gas; the NH3 is transported by the flue gas towards a lower SNCR level.
From SNCR level 5 to 7 the NO concentration decreases correspond to reduction of NOx

emissions.

The NH3 profile has been shown in Figure 9.11.
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Figure 9.11: The NH3 field in the middle of the boiler determined by CFD calculations
for SNCR simulations. The process conditions for the modelling have been shown in
Table 7.1

The average NH3 concentration at each SNCR level was predicted by the CFD model
and shown in Figure 9.10. As expected the NH3 concentration is high around the injec-
tion point where reduction of the formed NO occurs.
The average NH3 concentration is low in the SNCR level 1,2 and 3. However, concen-
trations of approximately 20ppm NH3 in SNCR level 3 was predicted. This indicates
downwards velocities from the NH3 injection point. This is also supported by Figure
9.12. It is believed the high concentrations of NH3 in SNCR level 4 is due to down-
wards velocities from the NH3 injection point. The phenomena is not seen in Figure
9.11 since the shown NH3 concentration field is shown for a vertical plane positioned
between the right and left SNCR nozzles. The highest NH3 concentration is found at
SNCR level 5. This is expected as NH3 is injected at this point. From level 5 to 7 the
NH3 concentration decreases as a consequence of reaction with NO.
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Figure 9.12: The average NH3 concentration at each SNCR level predicted by the CFD
model; a schematic drawing of the placement of the SNCR nozzles have been presented
in Figure 7.2.

The reduction efficiency predicted by the CFD model was compared with the reduc-
tion efficiency measured at the W-t-E plant in Figure 9.13.
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Figure 9.13: Comparison between measured SNCR efficiencies as a function of temper-
ature and the predicted SNCR efficiency at 974○C using the CFD model. The measure-
ments have been presented in chapter 7, while the process conditions for the modelling
have been shown in Table 7.1

The full scale measurements showed a decreasing reduction efficiency with temperat-
ure from 73% to 66% in the temperature range from 905○C to 1002○C; the measurements
have been commented in chapter 7. The measurements were conducted by extractive IR
measurements. The efficiency is determined as an average value over a time span of 45
minutes. Furthermore, the temperature is also the average temperature at the injection
point determined as an average value over a time span of 45 minutes using IR based
measurements; see chapter 7.
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The reduction efficiency was predicted using CFD to 31% at an injection temperature
of 974○C. This is an underestimation of the reduction efficiency of more than 50%.

The reason for low reduction efficiency predicted by the CFD model was further in-
vestigated. The low efficiency predicted by the CFD model can be caused by one or
more of the following:

• A recirculation zone in the first pass

• The neglection of CO in the SNCR zone

• Lack of ingress of the particles predicted by the CFD model

Figure 9.10 and 9.10 indicated recirculation of the flue gas in the first pass. This was
further investigated by plotting the upwards velocity and the average temperature at
the injection level. In Figure 9.14 and 9.15 the upwards velocity and along a horisontal
line from the SNCR lance to the opposing boiler wall for both SNCR lances have been
presented.
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Figure 9.14: The vertical gas velocity, determined by CFD, along a line from the SNCR
lance to the opposite boiler wall at SNCR level 5; see Figure 7.2 in chapter 7. The
process conditions for the modelling have been shown in Table 7.1
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Figure 9.15: The gas temperature, determined by CFD, along a line from the SNCR
lance to the opposite boiler wall at SNCR level 5; see Figure 7.2 in chapter 7. The
process conditions for the modelling have been shown in Table 7.1

In Figure 9.14 it is seen that from 0 to 1.5 meters from the right SNCR lance the
upwards velocity is negative; consequently the flue gas flows from the top of the first
pass towards the furnace in the right side of the boiler. The upwards velocity in the
left side of the first pass is positive. This means that a recirculation zone in the first
1.5 meters from ammonia injection into the pass occurs. Flue gases flow upwards in
the left side of the pass while flowing downwards in the right side of the pass. This is
supported by the temperature plot shown in Figure 9.15. It is seen that cold flue gases
flow downwards towards the furnace in the right side part of the pass, consequently the
temperature at the injection point in the right side is approximately 700○C while the
temperature in the left side is approximately 1000○C due to an upwards flow of flue gases
from the furnace. The actual temperature where reduction occurs is in fact not 974○C
as stated above but approximately 700○C at the right lance and approximately 1000○C
at the left lance, consequently the temperature is slightly high for optimal reduction at
the left lance and too low for reduction at the right lance. A plot of the vertical gas
velocity can support the claim that recirculation of the flue gas occurs in the first pass.
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Figure 9.16: The velocity field 1 meter from the boiler wall determined by CFD calcula-
tions for SNCR simulations. The process conditions for the modelling have been shown
in Table 7.1

The IR temperature measurements from the Affald+ were done in both the right
and left side of the first pass; see Figure 9.6. The results from these measurements show
no difference between the temperature in the right and left side of the first pass. This
indicates that recirculation in the first pass does not occur at the W-t-E plant. Con-
sequently the CFD model predicts a recirculation zone which is not seen in reality. The
occurrence of the recirculation zone might be due to the mass flows of combustion air
used in the CFD model. In order to determine the inlet mass flows data from the plant
control system was averaged over 24 hours. This could cause problems as instantaneous
operating conditions were not used; non-existing operating conditions.

In chapter 8 it was shown that small concentrations of CO have a great influence on the
temperature window for NOx reduction. Measurements on a full scale W-t-E plant, see
chapter 7, showed peak CO concentrations in the SNCR zone of more than 2000ppm;
see Figure 9.18. This can move the temperature window more that 150○C towards lower
temperatures while narrowing the window; see Figure 8.4 and 8.3. In order to be able to
effectively model the SNCR performance accurate predictions of the CO concentration
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profile are needed. In Figure 9.17 the predicted CO profile has been shown.

Figure 9.17: The CO concentration profile in the center plan of the boiler predicted by
CFD calculations. The process conditions for the modelling have been shown in Table
7.1

Full oxidation of the combustibles before the first pass have been predicted by the
CFD model. This does not correspond to measurements at a full scale W-t-E where
concentrations of CO of more than 2000pmm were measured in the SNCR zone as
shown in Figure 9.18. These CO measurements were performed in SNCR level 3, denoted
"Measuring point" in Figure 9.4, at Affald+.
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Figure 9.18: The instantaneous CO concentration measured in SNCR level 3, denoted
"Measuring point" in Figure 9.4, 2m from the boiler wall. The CO concentration has
been shown in ppm. The measurements were done using the specially designed cooled
probe.

Peak CO concentrations of 1% was measured, while the average CO concentration
was determined to approximately 1500ppm. Occasionally the CO concentration was
measured to 0ppm. Since CO in the flue gas changes the temperature window for NOx

reduction process inaccurate prediction of the CO will dramatically effect the accuracy
of the model.
It is believed that the under prediction of CO in the SNCR zone is due to either the
combustion kinetics used in the CFD model or by stratification above the fuel bed, which
is not accounted for in the CFD model. The combustion process is described by the
simple Westbrook and Dryer [137] global mechanism, which is believed to be too simple
to describe the process accurately. Stratification above the bed causes local fuel rich and
fuel lean zones; the model assumed a perfectly mixed gas entering the freeboard from
the bed. The mixing of these zones prolongs the combustion process, thereby increasing
the life time of the CO released from the bed during devolatilisation or formed by partial
oxidation of CH4 in the furnace.

The effect of CO on the temperature window for the NOx reduction with ammonia
is shown in Figure 9.19.
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Figure 9.19: The temperature at which the largest reduction of NOx by NH3 is achieved
as a function of the CO concentration in the flue gas. The results are obtained by
PFR simulations in CHEMKIN using the detailed chemical kinetic model by Glarborg
et al. [10]. Inlet concentration: NO=300ppm, NH3=300ppm, O2=6%, H2O=25%,
CO=varied, N2=balance. Residence time=0.1s

Concentrations of up to 2000ppm of CO changes the temperature at which the op-
timal reduction occurs from approximately 950○C to approximately 800○C. It is believed
that comparison between predictions from the CFD model and full scale measurements
of the SNCR performance will not fully agree as long as accurate CO predictions can
not be made.

Lastly the low predicted efficiency could be caused by a lack of ingress of ammonia-
water droplets into the flue gas. The coverage of NH3 injection was investigated by
plotting the NH3 concentration slightly above the injection point. The resulting NH3
concentration in the cross sectional area slightly above the injection point has been
shown in Figure 9.20.
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Figure 9.20: NH3 concentration in the cross sectional area slightly above the injection
point predicted by the CFD model. The NH3 concentration has been specified in ppm.

In Figure 9.20 a plot of the NH3 concentration in a cross sectional plane in the first
pass is shown; the plane is seen from above. A larger part of the cross section area
is covered by injection of NH3 in the left lance. This is due to the upwards velocities
investigated above. In the right side of the first pass downwards flowing flue gases cause
the low ingress of the NH3 into the first pass.
It is seen that the injection of NH3 into the flue gas covers less that half of the cross
sectional area. Assuming that the NOx concentration is equally distributed in the whole
cross sectional area high reduction efficiencies can not be achieved, since less that half
of the total NOx is exposed to any NH3.
The measurements show high reduction efficiencies. An explanation of the high efficiency
can be a higher ingress into the flue gas. The W-t-E plant used for data collection is
stopped and cleaned approximately once every year. During the year of operation ma-
terial build-up on boiler walls etc. occur. It can be imagined that material build-up
on the nozzle or abrasion of the nozzle can change the characteristics of the droplets,
thereby increasing the NH3 ingress into the flue gas. By inspection of the nozzles after
measurements at Affald+ some abrasion of the nozzle was identified.

It is believed the low reduction efficiency predicted by the CFD model is partly due
to recirculation of flue gases in the SNCR zone, partly due to inaccurate predictions
of the CO concentration field and partly due to the lack of ingress of NH3 into the
flue gas. It is of high importance to update the CFD model for better CO predictions.
It is believed this might be done by changing combustion model or by accounting for
stratification above the fuel bed as discussed in chapter 6. Furthermore, it would be of
interest to evaluate the flow field in the first pass. Measurements suggest recirculation
of flue gases does not occur. The inlet mass flow of combustion air used in the CFD
model was determined as average values over 24 hours from the plant control system.
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This might cause problems as instantaneous conditions were not used, a non-existing
operating condition may have been simulated.

9.3 Summary
The reduction of NOx was modelled using CFD. Modelling of the NOx reduction pro-
cess was performed post process based on the temperature, main species, turbulence and
velocity profile. The combustion process was modelled using a two step methane com-
bustion model; Westbrook and Dryer global mechanism [137]. The chemistry-turbulence
interaction of the combustion process was modelled by the Finite-rate/EDM model and
the turbulence modelled using the realizable k-ε model. The temperatures and species
concentrations from the fuel bed to the free board were modelled by a stand alone model
developed at B&W Vølund. The mass flow of combustion air, heat value of the fuel and
mass flow of fuel were determined from operational data from the plant.

The reduction of NOx was modelled post process based on the temperature, main spe-
cies, turbulence and velocity profile. The reduction chemistry was modelled using the
21 species and 50 reactions skeletal model developed in this study; see chapter 8. The
chemistry-turbulence interaction of the NOx reduction process was modelled by the
EDC model and the turbulence modelled using the realizable k-ε model. The NOx con-
centration into the SNCR zone was adjusted to 110ppm based on the measurements of
the flue gas composition.
The results from modelling of the NOx reduction showed large differences between the
predicted SNCR performance and the measured performance. The NOx reduction ef-
ficiency was predicted to be 31% at an average injection temperature of 974○. The
measured NOx reduction efficiency was found to be between 73% and 66% determined
in the temperature range 905○C and 1002○C. The predicted NOx reduction efficiency is
more than 50% lower than the measured. It is believed this to is due to a predicted re-
circulation of flue gases in the SNCR zone by the CFD model, by inaccurate predictions
of the CO concentration field which the SNCR process is highly dependent on and the
lack of ingress of NH3 into the flue gas.
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Chapter 10

Conclusion and future work

10.1 Conclusions from the study
A skeletal model for the NOx formation in grate-fired Waste-to-Energy plants was de-
veloped using two different reduction algorithms. The reduction of the detailed chemical
kinetic model was done using the simulation error minimization connectivity method
(SEC-CM) and the path flux analysis method (PFA). A compromise between skeletal
model size and performance was made. It was concluded that the 38 species and 251
reactions skeletal model developed using the SEM-CM was the most suitable for NOx

formation predictions for waste combustion in grate-fired Waste-to-Energy plants using
CFD due to the relative small size and high accuracy.

The gas temperatures and concentration profiles of the major species above the fuel
bed in combustion of waste at a grate-fired W-t-E plant were measured. These meas-
urements serves to evaluate the predictions from a CFD model describing combustion
of waste in a grate-fired W-t-E plant. It was determined that the gas temperature in-
creases from 800○C at the initial part of the grate to a maximum value of approximately
1200○C. The position of the peak temperature over the fuel bed slightly depends on the
primary air distribution under the bed. The gas released from the fuel bed consisted
primarily of water, CO, CO2, CH4 and C2H4, with significant amounts of C2H2 detected
downstream. The concentration profiles depended on the distribution of the primary air
under the grate. A larger supply of combustion air in the early grate sections (section
2) enhanced oxidation, leading to lower levels of combustible gasses.
The measurements show that volatile nitrogen from the bed is mostly released as NH3,
with minor amounts of HCN. The concentration of the precursors was measured to about
1%vol above the initial part of the grate. Chemical kinetic modelling of NO formation
at representative temperatures shows that at excess air ratios below 1.1 the NO yield is
roughly independent of the choice of precursor. However, at higher values of the oxygen-
to-fuel ratio (λ) the N-speciation influences the formation of NO significantly because
HCN has a higher selectivity for forming NO. For this reason reliable determination of
the partitioning of NO-precursors is important for predicting NO in grate-fired systems.

The formation of NOx was modelled using CFD. Modelling of NOx was performed
post process based on the temperature, main species, turbulence and velocity profile
from modelling of the waste combustion.
The results from the modelling of the combustion process were compared with meas-
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urements conducted at the plant. It was shown that temperatures in the furnace were
overpredicted by the CFD model, while species concentrations of the combustibles were
underpredicted. This indicates an overprediction of the oxidation of these species. This
could be caused by stratification above the bed or due to the global combustion kinetics.
The formation of NOx was modelled post process based on the temperature, main spe-
cies, turbulence and velocity profile. The NO chemistry was modelled using the 38
species and 251 reactions skeletal model developed in this study. The results from mod-
elling of the NOx formation showed high concentrations of NOx in the jet caused by the
secondary air nozzles in the front roof of the furnace and in the high temperature re-
gion just above the bed. The NOx emission modelled was approximately 4 times higher
than measured at Affald+. It is believed that the large deviation between the modelled
and measured emissions are caused by large errors in the prediction of the temperature
profile in the furnace. This needs to be addressed before accurate predictions can be
made.

A skeletal model for the reduction of NOx by ammonia in a SNCR system was de-
veloped using the simulation error minimization connectivity method (SEC-CM). It was
concluded that the 21 species and 50 reactions skeletal model developed using the sim-
ulation error minimization connectivity method was the most suitable for modelling of
NOx reduction by ammonia injection in grate-fired Waste-to-Energy plants using CFD
due to the small size and high accuracy.

The concentrations of CO and NO in the SNCR zone of a full scale W-t-E plant were
measured. High CO concentrations of up to 6000ppm, with peak values of 10000ppm,
were measured in the lower part of the SNCR zone. An average CO concentration of ap-
proximately 1500ppm was measured, while average NO concentrations of 110ppm were
measured.
The NO reduction efficiency as a function of the temperature at the point of ammonia
injection was measured. The results showed decreasing efficiency with increasing tem-
peratures from 905○C to 1002○C. The NO reduction efficiency decreased from 73 to 66%.
As expected an increase in the ammonia mass flow resulted in an increase in the NO
reduction efficiency, while the ammonia slip was increased as well. The NO reduction
efficiency was increased from 64 to 85% by increasing the NSR from 1.35 to 4.35 at
constant temperature at the point of ammonia injection.

Ideal reaction simulations of the SNCR process was done. The results showed dif-
ferences between the measured NO reduction efficiency and the modelled. It is believed
that the neglection of the mixing of hot flue gases and ammonia solution injected into
the first pass might induce modelling errors. The mixing phenomena can be included
by using CFD.

The reduction of NOx was modelled using CFD. Modelling of the NOx reduction pro-
cess was performed post process based on the temperature, main species, turbulence
and velocity profile determined by modelling of the combustion of waste. The reduction
chemistry was modelled using the 21 species and 50 reactions skeletal model developed
in this study.
The results from modelling of the NOx reduction showed large differences between the
predicted SNCR performance and the measured performance. The NOx reduction ef-
ficiency was predicted to be 31% at an average injection temperature of 974○C. The
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measured NOx reduction efficiency was found to be between 73% and 66% determined
in the temperature range 905○C and 1002○C. The predicted NOx reduction efficiency is
more than 50% lower than the measured. It is believed this is due to a predicted recircu-
lation of flue gases in the SNCR zone by the CFD model and by inaccurate predictions
of the CO concentration field which the SNCR process is highly dependent on.

Overall it has been shown that modelling of NOx formation and reduction post pro-
cess in CFD using skeletal models is a strategy that can be used. However, the accuracy
of the results highly depend on the accuracy of the modelling of the combustion process.

10.2 Proposal for future work
Modelling of the nitrogen chemistry, both formation and reduction of NOx, was done as
post process. Consequently the nitrogen chemistry was modelled after modelling of the
combustion process. Since the nitrogen chemistry is highly dependent on the temperat-
ure and oxygen concentration accurate predictions of the combustion process in essential
for an accurate prediction of the nitrogen chemistry. In this thesis predictions of the
NOx formation and reduction showed poor agreement with measurements. It is believed
that this is due to poor predictions of the combustion process. It is therefore recommen-
ded to update the CFD model for better prediction of this process. It is believed that
the chemical model describing the combustion, in this study the Westbrook and Dryer
model, is not sufficiently accurate for modelling of the temperature and oxygen profile
for emission predictions. It is recommended to implement in CFD an existing chemical
model that is more reliable or develop a more reliable chemical model. Development of
a skeletal model for this purpose can be done by use of the SEM-CM algorithm used in
this study.

An in-house model describing the fuel bed during waste combustion in a Waste-to-
Energy plant has been used to predict the gas composition and gas temperature from
the bed into the computational domain. Full scale measurements shows inconsistencies
between predictions of the flue gas composition just above the fuel bed and full scale
measurements above the bed. The inconsistencies between CFD predictions and full
scale measurements indicate that the bed model does not correctly predict the gas com-
position and gas temperature into the computational domain. Furthermore, the model
does not describe the release of NH3 from the bed which is a very important parameter
when modelling the NOx formation chemistry. It is therefore recommended to develop
a new bed model that describes the release of NH3 and predicts gas compositions and
gas temperatures that are consistent with measurements.

Predictions of the SNCR performance using CFD showed poor agreement with meas-
urements from a full scale Waste-to-Energy plant. It is believed the absence of CO in
the SNCR zone predicted by the CFD model causes the discord between predictions of
the NOx reduction and measurements. By introduction of CO concentrations of approx-
imately 1500ppm in the SNCR zone it is believed the SNCR model can be evaluated.
This however, does not solve the problem with the combustion model discussed above.
This approach can only be used to evaluate the developed SNCR model.

It was shown in the thesis that the majority of the NOx formed during waste com-
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bustion in a grate-firing Waste-to-Energy plants occurs in the jet caused by injection of
combustion air through nozzles in the front roof. It would be of great interest to eval-
uate if this is the case in full scale grate-firing Waste-to-Energy plants. Measurements
to evaluate this can be performed at the Waste-to-Energy plant used for data collection
in this study. As stated previously in this thesis, cone shaped opening in the front roof
of the furnace has been installed at the plant. Insertion of water cooled probes through
these openings are possible. The cone shaped openings are placed between the front
roof nozzles and the quench. Measuring the gas composition at multiple points from
the cone shaped openings and vertically down to the grate yields several measurements
of the gas composition in the oxygen poor zone below the secondary air jet from the
nozzles in the front roof, in the jet and above the jet. These measurements can be used
to evaluate where NOx is being formed.
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Nomenclature

A Pre-exponential factor

Aeddy Constant used in the EDM and EDC model; Default value in Fluent
is 4.0

B A constant used in the EDM and EDC model; Default value in Fluent
is 0.5

Cτ Time scale constant used to calculate the reaction time in the Eddy
dissipation concept (0.4082)

Cj,r The molar concentration of species j in reaction r

Cxi Volume fraction constant used in the calculation volume fractions of
the fine scales with the value 2.1377

Dt Eddy diffusivity/turbulent diffusivity

DT,i The thermal diffusion coefficient

Di,m The mass diffusion coefficient for species i in a mixture

E The activation energy

Kr Equilibrium constant for reaction r

Mw,i Molar weight of species i

Qpyr Energy released in the gas phase

R The universal gas constant

Ri The net rate of production of species i by chemical reactions

Si Entropy for species i

Si The net rate of formation/creation of species i from a dispersed phase
or any user defined sources

Yi Mass fraction of species i

Y ∗
i The fine-scale mass fraction after reaction over a time period of τ

Yp The product mass fraction

YR Mass fraction of particular reactant
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∆Hi Enthalpy change for reaction r

∆Sr Entropy change for reaction r

β The Arrhenius temperature exponent

ε The dissipation of turbulent kinetic energy

εsub−grid The dissipation of turbulent kinetic energy in the sub-grid scales

η
′′

j,r The rate exponent for products of species j in reaction r

η
′

j,r The rate exponent for reactants of species j in reaction r

µt Turbulent viscosity

Y i The local time-mean mass fraction of species i
Ð→
J The flux of species i

ρ Density

R̂i,r The molar rate of formation or destruction of species i in reaction r

ζ The net effect of the third bodies on the reaction rate

k The turbulent kinetic energy

keddy Term in the Eddy dissipation model v′i,rMw,iρA

kf,b The backwards reaction rate

kf,r The forward reaction rate

kprompt Rate constant for prompt NOx formation

patm Atmospheric pressure - 101325 Pa

v
′′

i,r The stoichiometric coefficients of the products

v
′′

i,r The stoichiometric coefficients of the reactants

vt Turbulent kinematic viscosity

vO/f The stoichiometric oxygen to fuel mass ratio

α The amount of carbon released as volatiles

β Stoichiometric coefficient of CO in devolatilisation reaction

γ Stoichiometric coefficient of CO2 in devolatilisation reaction

ω The ratio between CO and CO2 released during devolatilisation of
biomass

φ 2 time the stoichiometric coefficient of ethene in devolatilisation re-
action
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σ Stoichiometric coefficient of methane in devolatilisation reaction

τ Residence time

θ The sum of carbon molecules in methane and ethene from devolatil-
isation of biomass

cchar Amount of carbon in the char

c Amount of carbon bound in the fuel

h Amount of hydrogen bound in the fuel

n Amount of nitrogen bound in the fuel

o Amount of oxygen bound in the fuel

P Pressure

V Volume

CFD Computational Fluid Dynamics

DAC Dynamic Adaptive Chemistry

DCKM Detailed Chemical Kinetic Model

DO Discrete ordinates method

DRG Directed Relation Graph

EDC Eddy Dissipation Concept

EDM Eddy Dissipation Model

FGR Flue Gas Recirculation

ISAT In-Situ Adaptive Tabulation

MSW Municipal Solid Waste

ODE Ordinary differential equation

OFA Over-Fire air

PFR Plug Flow Reactor

PSR Perfectly Stirred Reactor

RANS Reynolds Averaged Navier-Stokes

SCR Selective Catalytic Reduction

SNCR Selective Non-Catalytic Reduction

TDAC Tabulation of Dynamic Adaptive Chemistry

TFN Total Fixed Nitrogen

W-t-E Waste-to-Energy
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According to the European Landfill Directive the use of landfills has to be avoided
whenever possible [148]. This has generated a shift in municipal solid waste handling,
from disposal at landfills to extraction of energy through combustion. One of the main
combustion technologies for solid waste is grate-firing [149]. By grate-firing of waste
heat and power is produced and the volume of waste is greatly reduced. This techno-
logy enables the use of a wide range of fuels; both biomass and solid waste, with varying
moisture content, and the fuel preparation and handling requirements are limited. Com-
bustion of solid waste, similar to combustion of other solid fuels, emits nitrogen oxides
(NOx). The emission of NOx continues to be a major environmental concern [1] as it
is an acid rain precursor and participates in formation of photochemical smog, which is
problematic in urban areas [1][2]. Nitrogen oxides are formed either from oxidation of
the N2 in the combustion air (thermal NOx formation), promt NO formation, which is
initiated by attack of CH radicals on the N2 triple bond, the N2O mechanism or from
oxidation of organically bound nitrogen in the fuel (fuel-NOx formation) [1]. For solid
fuels such as waste, which has a significant content of organic nitrogen, the fuel-NOx

mechanism is the dominating source of NOx [1] due to low combustion temperatures.
The NOx precursors, released during devolatilisation of the fuel in the fuel-bed, mostly
consist of ammonia (NH3) and hydrogen cyanide (HCN) [1]. It has been shown that
the formation and partitioning of these NOx precursors depend strongly on fuel char-
acteristics (i.e., biomass type, fuel nitrogen content, particle size, and moisture content
[1][150][151]) and on process conditions (devolatilisation temperature and stoichiomet-
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ric air ratio [1][152]). The reactive nitrogen species released from the fuel-bed are sub-
sequently oxidized to either NO or N2 in the freeboard. The selectivity for forming NO,
rather than N2, depends strongly on the reaction conditions in the freeboard, mainly
temperature and stoichiometry [1].
Satisfactory results from modelling of NOx formation in CFD during combustion of
Municipal Solid Waste (MSW) in grate-fired waste-to-energy plants is highly depended
on accurate descriptions of the temperature field in the free-board above the waste bed.
Accurate modelling of the temperature field relies on an accurate determination of the
boundary conditions; the species concentration, gas temperature and gas velocity from
the waste bed into the computational domain. In this study the gas temperature and
the gas concentration profiles of O2, H2O, CO, CO2, CH4, C2H2, C2H4, NH3 and HCN
along the waste bed were measured. The measurements were performed on a 9 ton/h
grate-fired waste-to-energy plant, Affald+ unit 4 in Denmark. The species concentration
profiles were determined by gas extraction using a 6m water cooled probe and FTIR
spectroscopy, while the gas temperatures were determined by suction pyrometer. The
major combustible gasses were determined to be CO, CH4 and C2H4, which are only
found above the first half of the grate. Furthermore, it was determined that during
grate-fired MSW combustion the majority of the NOx precursors are released as NH3;
more than 80%. The influence of NOx precursor composition on the NOx formation
was examined through CHEMKIN simulations. It was shown that for reliable modelling
of the NO formation at high excess air ratios,λ >1.1, it is important to determine the
correct ratio between NH3 and HCN. The importance of an accurate precursor determ-
ination increases considerably with decreasing temperatures.

A.1.1 Introduction

In order to achieve a satisfactory result from CFD modelling of NOx formation during
combustion of waste in grate-fired waste-to-energy plants an accurate description of the
temperature field in the free-board is essential, due to the dependency of the temperature
on the low temperature fuel NOx chemistry [1][119]. Modelling of the temperature
field in the free-board relies on an accurate determination of the boundary conditions,
e.g., species concentrations, gas temperature and gas velocity from the bed into the
computational domain. Most CFD models of grate-fired waste-to-energy (W-t-E) plants
use a stand-alone model of the bed, describing the waste devolatilisation and the partial
oxidation of volatiles. The volatile oxidation is strongly coupled to the combustion of
gaseous species in the free-board due to the radiation onto the bed as indicated in figure
A.1.
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Figure A.1: Schematic overview of the procedure for CFD modeling of solid fuel com-
bustion in grate-firing units

Coupling the devolatilisation of the fuel and partial oxidation of the volatiles in the
bed with the combustion of gaseous species in the free-board has been applied with
success in previous studies [5][109]. Recently the NO precursor concentrations were
measured at a full-scale waste-to-energy plant [120]. However, the measurements were
limited to two fixed positions above the grate. The objective of this study is to measure
the gas temperature and species concentrations just above the fuel bed in a full-scale
W-t-E plant. The gas species concentrations are measured by gas extraction and use of
FTIR spectroscopy in four fixed positions above the bed. By suction pyrometer the gas
temperatures were measured concurrently to the species concentrations. The results are
useful for evaluation of bed models and will provide a more accurate description of the
temperature field in the free-board. The species measurements include the NOx pre-
cursors released from the bed. Based on the results, the importance of the partitioning
of NOx precursors on the formation of fuel NOx in grate-fired W-t-E plants is discussed.

A.1.2 Plant and grate characteristics

Over a span of three days the gas composition and temperatures above the bed from
combustion of municipal solid waste (MSW) were measured. All measurements were
performed at Affald+, a W-t-E plant located in Næstved, Denmark. The W-t-E plant
has a nominal waste capacity of 8.2t/h. During the days of measurements the plant
was operated slightly below nominal capacity as seen in table 1. The plant uses the
Dynagrate® grate technology. The grate is a single-lane grate, with dimensions 10.6x4m.
The grate has been split into four zones with lengths of 2.8, 2.7, 2.7 and 1.8 meter,
respectively. Predefined fractions of the primary air can be distributed to each zone.

Plant operation

During the three days of measurements, the waste-to-energy plant was running stable
without any malfunctions or shut-downs. The plant was operated with an oxygen set
point of 6 vol% (wet) and a steam production of 9.5 kg/s as shown in table 1. The
steam pressure was kept at a constant value of 55.6±0.1bar with a steam production of
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9.±0.1kg/s corresponding to full capacity. During the measurement campaign the plant
was operated under two different settings, as seen in table A.1 and figure A.2, to evaluate
the effect of primary air distribution on the concentration profile of combustibles, water,
CO2 and NOx precursors. The tonnage was changed between the two plant settings to
accommodate the changes in heating value of the fuel. The tonnage is lower that the
yearly average of 9 ton/h [121] due to the high heating value of the waste, which in the
period of measurements contained large quantities of dry waste wood.

Table 1. Specifications of Affald+ line 4 during the three days of measurements.

Table A.1: Specifications of Affald+ line 4 during the three days of measurements.

Air dist. 1 Air dist. 2
Waste feed (tons/h) 7.2±1.6 7.3±0.9
Avg. heating value (MJ/kg) 13.5±1.2 13.8±0.5
Avg. primary air (Nm3/h) 17,454±1808 20,215±2017
Fraction on grate section 1 0.20 0.20
Fraction on grate section 2 0.35 0.27
Fraction on grate section 3 0.35 0.43
Fraction on grate section 4 0.10 0.10
Avg. secondary air (Nm3/h) 10,851±326 10,847±300
Temp. primary air (○C) 45.5±3.2 45.9±3.6
Temp. secondary air (○C) 41.9±0.6 40.6±0.6
Avg. O2 (% wet) 6.3 6.2
Steam production (kg/s) 9.5
Steam temperature (○C) 400
Steam pressure (bar) 55.6
Grate dimension 10m long, 6m wide

The average waste feed and heating value of the fuel for the period of measurements
provides data for an estimation of the waste composition. The waste composition was
estimated based on correlations between waste feed and heating value established over
a long period of time by B&W Vølund. In table A.2 the estimated waste composition
has been shown.

Table A.2: Estimated waste composition based in the fuel input (tons/h) and the lower
calorific value of the fuel (MJ/kg).

Component wt %
C 0.311
H 0.044
O 0.184
N 0.011
S 0.002
Cl 0.007
Moisture 0.275
Ash 0.166

The primary and secondary air flows were obtained from the plant control system.
The changes in primary air distribution involved only sections 2 and 3 on the grate. The
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fractions of air on grate 1 and 4 were unchanged as grate 1 acts to dry the waste and
grate 4 mainly serves as ash transport; full conversion of the waste has occurred on the
previous 3 sections.

Figure A.2: The fraction of the total amount of primary air distributed under the grate
for plant setting 1 and 2.

A.1.3 Gas phase composition and temperature measuring system

The flue gas composition was measured with a 6 meter water cooled probe. The tem-
perature in the center of the probe and from end of the probe to the cooler was kept
at 150○C to avoid water condensation. Prior to the O2 analyzer the gas is cooled to
5○C to remove any water and aerosols. The system allows simultaneous IR, UV and O2
measurements. Attached on the probe was a non-cooled suction pyrometer of equivalent
length. This secured species concentration measurements and gas temperature meas-
urements at equivalent locations at the same time. The concentrations of species CH4,
C2H2, C2H4, CO, CO2, NH3, HCN and H2O were measured. The probe was inserted
through an opening in the roof of the furnace in front of the fuel inlet. The probe was
manually inserted into the furnace at a defined angle and distance. The species concen-
trations and gas temperature were measured at four predefined locations in the furnace
close to the fuel bed. In figure A.3 the four points of measurement have been shown
as circles. Furthermore the size of each grate-section and distance from the measuring
point to the grate are indicated. Depending on the position on the grate the fuel bed
can be as thick as 1m. The opening is shown in figure A.3 as a 45○ cone in the front roof
of the furnace. The insertion length and insertion angle of the water cooled probe is
shown in table 2, corresponding to the measuring point shown in figure A.3. The point
closest to the fuel inlet (left in figure A.3) is referred as measuring point 1, while the
point closest to the ash pit (right in figure A.3) is referred to as measuring point 4.
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Figure A.3: Schematic drawing of the furnace. The measuring points are shown as
circles. Measuring point 1 is closest to the fuel inlet, while measuring point 4 is closest
to the ash pit. The dotted line shows the predicted height of the waste layer, the thick
solid line shows the grate surface and the vertical dotted line shows the flame front
during the experiments

Table A.3: The insertion length from the cone shape opening to the measuring point
and insertion angle of the water cooled probe into the furnace. The points are shown in
figure A.3 as well.

Measuring point Distance Angle
(m) ○

1 4.4 0
2 5.0 9
3 6.0 18
4 6.0 23

Concentrations of the above mentioned species have been determined from FTIR
absorption measurements with use of Bomen MB100 FTIR spectrometer with built-in IR
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light source and external DTGC detector. The gas sampling was performed at a constant
flow rate of 3 Nl/min controlled by an EL-Flow type Bronkhorst mass flow controller
with a response time from 0% to 98% signal level of the gas sampling system of about
50s. Concentrations of CO, CO2, hydrocarbons, NH3, HCN and water were determined
by FTIR measurements. The O2 concentration was determined using a Siemens O2
paramagnetic analyzer. The main sampling parameters were continuously logged by
an Agilent BenchLink Data Logger. The temperature of the gas in the sampling line
was kept constant at 150○C to avoid condensation of water and light tar products. To
avoid blockage of the system, two thimble filters were installed along the heated line to
remove particles, soot, heavy tars and aerosols. The system was leak tight and allowed
for operation between 1000mbar and 500mbar, limited by the lowest pressure of the
O2 analyzer. After analysis of the flue gas by IR/UV absorption measurement the gas
was cooled for water removal for determination of the O2 concentration. A schematic
overview of the measuring system is shown in figure A.4.

Figure A.4: Schematic overview of the gas phase composition and temperature measur-
ing system.

Analysis of the spectral data was performed with an in-house software at the Tech-
nical University of Denmark. The software uses the latest spectral databases HITRAN/HITEMP
for analysis of IR spectral data in the spectral range from 400 cm−1 to 6000cm−1. The
pressure in the sampling system was determined and variations have been taken into
account in the data analysis. The uncertainties in the measurements are mainly defined
by the uncertainties in the spectral databases and by the S/N ratio in the measured
spectra. The uncertainties are shown in table 3.

A.1.4 Measurement results

The measurements are analyzed and discussed in this section. The gas temperature
profiles for both plant settings are shown in figure A.5. In figure 5 the profile of the
water vapor content in the flue gas for plant setting 2 is shown, while the species con-
centrations; CH4, C2H2, C2H4, CO, CO2, NH3 and HCN are shown in figures A.8-A.10.
All measurements were performed at a distance approximately 50cm above the fuel bed
depending on bed thickness
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Table A.4: The uncertainties in the extractive IR measurements. The uncertainty has
been shown as relative %.

Species Relative uncertainty
Rel. %

H2O 2
CO2 3
CO 2
CH4 3
C2H2 10
C2H4 7
HCN 8
NH3 5

Gas temperature profile

The gas temperature was measured continuously by a suction pyrometer attached on
the side of the water cooled probe. The thermocouple was calibrated after the meas-
urements at the thermometry facilities at DTU. The gas temperature profiles for both
plant settings are seen in figure 5.5.

Figure A.5: The gas temperature profile for the two plant settings (shown in table 1)
measured by suction pyrometer. The grate sections of the DynagrateÂ® have been
shown in the figure 5.3 as well.

The temperature increases along the grate from measuring point 1 to 3. The low
temperature at the initial part of the grate is a consequence of fuel drying, as seen
from the large water content in the flue gas shown in figure A.7, and devolatilisation of
the solid fuel. Lower gas temperatures are experienced in point 2 and 3 for the plant
setting 2. This is attributed to a lower degree of oxidation in this region as a result of
a lower fraction of the total primary air being provided on grate section 2 compared to
that at plant setting 1, see figure 8 and 9. The maximum gas temperature for the two
plant settings are in the same region; 1150-1250○C. The peak temperature is expected
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to be a consequence of the char oxidation occurring in the region, this is supported
by observations from the inspection window at the ash pit and figure A.6, showing the
position of the probe at measuring point 4. The location of the tip of probe is outside
of the flame region during plant setting 1. This indicates that devolatilisation has been
completed and char oxidation is occurring. The tip of the probe was in the flame region
during plant setting 2 indicating combustion of the volatiles; this is supported by the
higher temperature at measuring point 4 during this plant setting.

Figure A.6: Picture of the combustion of waste on a grate at Affald+ during the meas-
urements in this study. The probe is measuring in measuring point 4 during plant setting
2. The tip of the probe is outside of the flame region; the devolatilisation zone.

As a large fraction of the total primary air is provided under grate section 3 instead
of grate section 2, during plant setting 2, the position of the peak gas temperature is
moved towards the ash pit. The shift in gas temperature may cause a change in the
release profile of species from the solid bed due to the dependency of temperature on
the pyrolysis products formation [101][123] and on the position of the char oxidation on
the grate.

Water concentration profile

Considerable water vapour concentrations in the flue gas will appear in regions where
the fuel is dried. Drying of the fuel occurs initially in the combustion process for which
reason the water content is expected to have a maximum above grate section 1.
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Figure A.7: The water concentration profile above the fuel bed.

The water concentration decreases linearly from the beginning of grate section 2
to the end of grate section 2. The level is highest at point 1 due to drying of the
fuel. Downstream of section 1, water is mainly formed by oxidation of volatiles and the
concentration approaches zero above the latter part of the grate where char oxidation
has terminated.

Concentration profile of CO and CO2 along the fuel bed

The most pronounced difference between the CO and CO2 concentration profiles for the
two plant settings are the shapes as seen in figure A.8. For plant setting 1 the concentra-
tion of CO gradually decreases, while the CO2 concentration increases, from the initial
part of grate section 2 to the latter part. For plant setting 2 the CO and CO2 con-
centrations are somewhat constant along the grate section before the CO concentration
drops to about 0% at measuring point 4; close to the intersection between grate section
2 and 3. Higher CO concentration at measuring point 3, the latter part of grate section
2, indicates a lower degree of oxidation due to the limited oxygen availability. This is
a consequence of the lower amount of primary air supplied under grate section 2. The
measurements indicate that the concentrations of CO and CO2 at this point depend on
the plant settings, i.e., the distribution of primary air on the second and third grate
section.
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(a) Plant operation 1 (b) Plant operation 2

Figure A.8: The concentration profiles of CO, CO2 and O2 along the grate during plant
operation 1 and 2 (table 1).

The O2 concentration is very low corresponding to a fuel rich zone at measuring
point 1, 2 and 3 as a result of under-stoichiometric oxidation of the gas released from
the bed. However, during plant setting 1 significant amounts of oxygen was measured
at measuring point 1 and 2 along with larger amounts of CO and hydrocarbons. This
may be a consequence of insufficient mixing of the combustible gasses and the oxidizer.
This phenomenon is more pronounced during plant setting 1 where a larger fraction
of the total combustion air was supplied in the region where measurements were done.
From point 3 to point 4 a significant decrease in the CO concentration and an increase
in the O2 concentration were measured for both cases due to larger oxygen availability.
It is expected that the devolatilisation process has been completed at this point. This
is supported by hydrocarbon measurements, as discussed below.

From position 3 to 4 a more pronounced decrease in the CO concentration is exper-
ienced for plant setting 2 as the CO concentration is higher in the initial part of the
grate due to limited oxygen availability caused by the primary air distribution. The
results indicate that the release profile of gaseous products, CO, hydrocarbons and NOx

precursors, from the bed is unaltered as the primary air distribution changes; it is merely
the degree of oxidation that changes.

Hydrocarbon concentration profile along the fuel bed

The major combustible released from the waste bed is CH4. Also substantial amount
of C2H4 is produced, along with small amounts of C2H2 as shown in figures A.9a and
A.9b.
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(a) Plant operation 1 (b) Plant operation 2

Figure A.9: The concentration profiles of the major hydrocarbon species during com-
bustion of MSW along the grate during plant operation 1 and 2 (table 1).

It is evident that the concentrations of the major hydrocarbons are significantly
lower at measuring point 2 and measuring point 3 under plant operation 1, presumably
due to a larger supply of oxygen, promoting oxidation. The observations are supported
by the CO and CO2 measurements (figures A.8a and A.8b), which show a larger degree
of oxidation for plant setting 1.
A roughly linearly decrease in the CH4 and C2H4 concentrations from point 1 to point
4 was measured during plant setting 1, while the CH4 concentration from point 1 to 3
was more or less constant during plant setting 2, presumably due to the lower oxygen
availability. From point 3 to point 4, the CH4, C2H4 and C2H2 concentrations decrease
rapidly. At point 4 none of the major hydrocarbons were measured for any of the two
plant settings, showing full oxidation of the combustible gasses from the bed. High CO2
concentrations at this measuring point indicate that char oxidation is occurring. This
is supported by figure A.6 where it is seen that the position of the probe tip is outside
the flame region.
Smaller amounts of C2H2 were measured above the bed during both plant settings.
Initially the concentration is negligible compared to the CH4 and C2H4 concentration.
However, at the end of grate section 2 (measuring point 3) the C2H2 concentration
exceeds that of C2H4. The larger C2H2 concentration at the end of grate section 2 is
expected since it is an intermediate product of oxidation of higher hydrocarbons.
The composition of the hydrocarbons measured in this study is in agreement with meas-
urements reported in literature. The gas compositions from rapid pyrolysis of biomass
in a drop-tube reactor [101][100] and of digested sewage sludge in a fluidized bed [106]
show a similar partitioning of hydrocarbons.

Concentration profiles of HCN and NH3 pre-cursors from the solid fuel bed

Concentration profiles of NOx precursors from the waste bed have, to the knowledge of
the authors, not previously been reported in literature. From a NOx modelling perspect-
ive the concentration profiles of these species are essential to effectively model the NOx

formation in CFD. Concurrent to the hydrocarbon, CO, CO2 and H2O concentrations,
the NH3 and HCN profiles were measured and are shown in A.10a and A.10a.
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(a) Plant operation 1 (b) Plant operation 2

Figure A.10: The concentration profiles of the major NOx precursors during combustion
of MSW as a function of the grate length during plant operation 1 and 2 (table 1.

The profiles for NH3 and HCN during plant setting 1 are similar to those of CH4
and C2H4. The concentrations of NO precursors peak at a high level of approximately
10000ppm at point 1, after which they decrease to low levels at point 4, as seen in A.10a
and A.10a
For plant setting 2 a constant total precursor concentration was measured from point
1 to point 2 after which the concentration drops to about 0 at point 4. The NH3
concentration drops linearly from point 1 to 3, whereas the HCN concentration initially
increases from point 1 to 2. Again, the concentration profiles of the precursors during
plant setting 2 follow a trend similar to CH4.
According to literature the majority of the total NOx precursors are released as NH3
during biomass and waste combustion [1]. The present measurements support this
finding, as less than 1/5 of the total amount of precursor was identified as HCN. The
error induced by modelling the fuel-NOx formation using NH3 as the sole NOx precursor
is evaluated in section 5.

A.1.5 Comparison with previous measurements at W-t-E plants

The gas composition and gas temperature from drying, devolatilisation and char combus-
tion of waste on a moving grate have previously been reported by Bøjer et al. [124] from
Vestforbrændingen plant. These measurements were conducted at a waste-to-energy
plant with a hydraulically forward-acting grate with a nominal waste capacity of 26t/h
and a grate size of 13.1x9.75m. In the study the emphasis was put on measuring the
release of alkali; besides alkali, only CO, CO2 and NO concentrations were measured.

221



A. Manuscript for publication

Figure A.11: The measured gas temperature at both plant operations compared with
gas temperatures measured by Bøjer et al. at Vestforbrændingen [124].

Comparison between the gas temperatures measured in this study and measurements
performed by Bœjer et al. is shown in figure A.11. Similar temperatures were found in
both plants; Bøjer et al. measured the temperatures at a W-t-E plant with a different
grate technology and a nominal capacity approximately 3 times larger than Affald+.
At both plants the highest gas temperature was obtained at a location approximately
45% down the grate. However, the gas temperature is significantly higher in the present
study. The higher gas temperature is suspected to be due to a number of differences
between the two studies. The heating value of the fuel was higher by approximately
3MJ/kg in this study. During the measurements dry waste wood was mixed with the
MSW increasing the homogeneity of the fuel, as a consequence lower fluctuations in
the position of the flame front occurs. Bøjer at al. measured the gas temperatures
close to the side walls; the cooling effect of walls may affect the gas temperature. Also
differences in the primary air distribution might affect the gas temperatures. Lastly, in
this study the reaction zone was very narrow, for this reason a sharp increase in the gas
temperature is seen. This was supported by IR-camera inspections. A broad reaction
zone was experienced by Bøjer et al. [124], corresponding to a flat gas temperature curve
as seen in figure A.11. It is suspected that the homogeneity of the fuel and differences
in the control strategy can explain the low fluctuation in the position of the flame front
during measurements at Affald+.
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Figure A.12: The CO concentration for both plant settings obtained in this study. These
have been compared with measurements obtained by Bøjer et al. at Vestforbrændingen
[124].

In figure A.12 the CO concentration as a function of the grate length found in this
study has been compared with results found by Bøjer et al. [124]. They reported peak
CO and CO2 concentrations of approximately 8 and 15 vol % dry, respectively. The
results indicate that the release of volatiles and oxidation of these species occur over a
larger part of the grate for the measurements during operation at Vestforbrændingen as
CO was depleted after approximately 70% of the total grate length, while CO concen-
trations reach about 0% after approximately 50% of the grate length at Affald+. The
differences might be due partly to differences in primary air distribution under the grate.
Due to differences in the primary air distribution, heating value of the fuel, lower gas
temperatures and large fluctuations in the position of the flame front, large standard
deviations in the CO concentrations were experienced by Bøjer et al [124].
The total hydrocarbon peak concentration was estimated by Bøjer et al. on the basis of
measurements of the CO and CO2 concentration profiles to be approximately 10 vol%
dry [124]; this is similar to the measured levels in this study. In both studies the hydro-
carbons are depleted after the initial half of the grate.

Despite the differences (size, grate technology) between the W-t-E plants, the measured
species concentrations in the two test campaigns show significant similarities. Devolat-
ilisation of the fuel occurs on the first half of the grate and gas temperatures peak after
approximately half of the total grate length. These similarities indicate robustness in
gas temperatures as well as composition and concentrations of gasses released from the
waste bed in grate fired W-t-E plants.

A.1.6 The influence of precursor speciation on the NOx formation

A robust bed model is essential for a correct prediction of the NOx formation in CFD.
In particular the composition of gasses released from the fuel bed is an input parameter
to a CFD model. In this section the influence of the choice of precursor on the NOx

formation is evaluated. The evaluation is done through Perfectly Stirred Reactor (PSR)
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simulations in CHEMKIN 10131, using reactor conditions as shown in table 5.5. The
combustion is simulated using the detailed chemical kinetic model (DCKM) developed
by Mendiara and Glarborg [36]. Included in this mechanism is high temperature NH3
and HCN oxidation.

Table A.5: The inlet gas composition used in PSR simulations in CHEMKIN 10131.
The gas composition was determined based on the extractive IR measurements.

Species Concentration
Vol %
CO 13.6
CO2 11.6
CH4 5.1
C2H4 3.3
NH3 0.8
HCN 0.2
N2 65.4

The composition of the inlet gas for the PSR simulations, shown in table 4, was
determined based on the extractive IR measurements conducted on Affald+; these are
shown in figure A.8 to figure A.10. The composition was found at normal primary air
configuration (plant setting 1) at measuring point 1. Even though it has been shown
in previous measurements that the gas above the bed contains a significant amount of
H2 [105], this species could not be quantified in the present work and was neglected in
the simulations. N2 account for the majority of the devolatilisation gas due to supply
of atmospheric air under the grate; NO formed in the bed is not included in the inlet
gas. These assumptions might alter the NOx concentration after oxidation in the PSR
reactor slightly but is not expected to influence the analysis of the precursor influence.
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Figure A.13: The influence of the precursor on the NOx formation at T=800,
1000 and 1200○C for increasing λ. The pressure is 1 atm and the nominal resid-
ence time is 1s. The total precursor concentration was 10000ppm for all simula-
tions. - NH3=9000ppm and HCN=1000ppm, — NH3=10000ppm and HCN=0ppm,
— NH3=0ppm and HCN=10000ppm.

The calculations were performed at 800, 1000 and 1200○C, covering the expected
range above the grate (figure A.5). The simulations were done using three different
inlet gas compositions; the composition shown in table 4, i.e., 80% NH3 and 20% HCN,
and compositions where all reactive N was NH3 and HCN, respectively. The predicted
formation of NOx is shown in figure A.13. As expected the NO concentration increases
with increasing excess air ratio (λ) until a certain point where no more NO is generated
and the gas is merely diluted by additional air. At values of λ below 1.1, the choice
of precursor does not influence the final NO concentration in the temperature interval
investigated. At high excess air ratios, the choice of precursor has a large impact on
the predicted NO formation, with HCN oxidation yielding significantly higher levels of
NO. At λ=1.5 the NOx concentrations found from the PSR simulation are 128, 71 and
54% higher when HCN is used as precursor, compare to NH3, for temperatures of 800,
1000 and 1200○C, respectively. Ammonia consumption yields NH2 radicals, which can
subsequently react with NO to form atmospheric nitrogen and water through reaction:

NH3 +OH↔ NH2 +H2O (A.1)

NH3 +O↔ NH2 +OH (A.2)

NO +NH2 ↔ N2 +H2O (A.3)

Hydrogen cyanide is oxidized through a different sequence of reactions which has a
higher selectivity for forming NO [1]. For modelling reliably the NO formation at high
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excess air ratios it is thus important to determine the correct ratio between NH3 and
HCN. With decreasing temperatures the importance of an accurate precursor determ-
ination increases considerably.

A.1.7 Summary

The gas temperatures and concentration profiles of the major species above the fuel bed
in combustion of waste at a grate-fired W-t-E plant were measured for two different
plant operations. The gas temperature increased from 800○C at the initial part of the
grate to a maximum value of 1200○C about halfway down the grate, with the position
depending slightly on the primary air distribution. The gas released from the fuel bed
consisted primarily of water, CO, CO2, CH4 and C2H4, with significant amounts of
C2H2 detected downstream. The concentration profiles depended on the distribution of
the primary air under the grate. A larger supply of combustion air in the early grate
sections (section 2) enhanced oxidation, leading to lower levels of combustible gasses.

The measurements show that volatile nitrogen from the bed is mostly released as
NH3, with minor amounts of HCN. The concentration of the precursors was measured to
about 1%vol above the initial part of the grate (section 2). Chemical kinetic modelling
of NO formation at representative temperatures shows that at excess air ratios below
1.1 the NO yield is roughly independent of the choice of precursor. However, at higher
values of λ the N-speciation influences the formation of NO significantly because HCN
has a higher selectivity for forming NO. For this reason reliable determination of the
partitioning of NO-precursors is important for predicting NO in grate-fired systems.
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Appendix B

Comments from reviewer and
editor

Reviewer/Editor comments:

Reviewer #1: The manuscript reports on in-furnace measurements taken in a muni-
cipal waste incinerator; temperature and concentration of the main combustion species
as well as NOx precursors have been measured along four traverses.
There exists a proliferation of mathematical models for performance predictions of grate
furnaces while in-furnace data is scarce. The manuscript provides very important in-
formation for both the development and validation of such models. The manuscript also
contains some predictions of the NOx emissions, however this is not the key part. I
strongly recommend publication. In my opinion the manuscript is simple and informat-
ive.

Perhaps the authors could include an extra paragraph on the waste burned (chem-
ical analysis, type, description of different fractions and so on)?

Fuel Ref: JFUE-D-17-01213R1 Title: Measurements of the NOx Precursors and Major
Species Concentrations above the Grate at a Waste-to-Energy plant

Dear Mr. Morten Søe Jepsen,

A final disposition of "Accept" has been registered for the above-mentioned manuscript.

Kind regards,

John William Patrick, B,Sc., Ph.D, Principal Editor
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Appendix C

Predictions from the bed model

C.1 Inlet gas composition and temperature from the bed
for determination of NOx formation using CFD

General Comments on Calculations:

————————————————-

Setup:

Amount of waste 2.028 [kg/s]
7300.000 [kg/h]

Waste composition:

Carbon 0.305254 [kg/kg]
Hydrogen 0.0410491 [kg/kg]
Oxygen 0.176452 [kg/kg]
Nitrogen 0.0131346 [kg/kg]
Water 0.290479 [kg/kg]
Ash 0.173632 [kg/kg]
LCV 13500 [kJ/kg]
Combustion Air 12.3 [kg/s]

Gasification Rate 0.3500 [-]

————————————————-

Grate 1 = grate 1 1
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C. Predictions from the bed model

Ratio of primary air 5.000000e-002
Ratio of heat release 1.280469e-002
Ratio of heat release as pyrolysis gas 1.055578e-003
Ratio of waste water evaporation 1.778647e-001
Ratio of total particle release 1.280469e-002
CO/CH4 ratio 5.000000e-002
Qpyro 3.041509e+001
Mass fraction flue gas
ch4 1.088994e-003
o2 1.412112e-001
co2 4.625387e-002
co 9.690367e-005
h2o 2.152795e-001
n2 5.960695e-001
sum species 1.000000e+000
Error mass balance 0.000000e+000
Total mass flow of gas 5.486156e-001 [kg/s]
Mass flow of C particles 7.071567e-004 [kg/s]
Number of particles 2.701815e+006 at diameter 1.000000e-004 [m]
Temperature of gas 3.393126e+002 [K]
Temperature of solid 3.393126e+002 [K]
Mass flow of solid of grate 1.908955e+000 [kg/s]

Grate 2 = grate 1 2
Ratio of primary air 5.000000e-002
Ratio of heat release 3.829673e-002
Ratio of heat release as pyrolysis gas 8.032712e-003
Ratio of waste water evaporation 2.005284e-001
Ratio of total particle release 3.829673e-002
CO/CH4 ratio 1.500000e-001
Qpyro 2.314521e+002
Mass fraction flue gas
ch4 7.469349e-003
o2 7.962824e-002
co2 1.141492e-001
co 1.952094e-003
h2o 2.400133e-001
n2 5.567878e-001
sum species 1.000000e+000
Error mass balance 0.000000e+000
Total mass flow of gas 5.885402e-001 [kg/s]
Mass flow of C particles 2.114990e-003 [kg/s]
Number of particles 8.080688e+006 at diameter 1.000000e-004 [m]
Temperature of gas 5.572269e+002 [K]
Temperature of solid 5.572269e+002 [K]
Mass flow of solid of grate 1.748800e+000 [kg/s]
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C.1. Inlet gas composition and temperature from the bed for determination of NOx formation
using CFD

Grate 3 = grate 1 3
Ratio of primary air 5.000000e-002
Ratio of heat release 5.745909e-002
Ratio of heat release as pyrolysis gas 1.888912e-002
Ratio of waste water evaporation 1.659910e-001
Ratio of total particle release 5.745909e-002
CO/CH4 ratio 2.500000e-001
Qpyro 5.442653e+002
Mass fraction flue gas
ch4 1.700442e-002
o2 6.153669e-002
co2 1.484348e-001
co 7.419163e-003
h2o 2.076019e-001
n2 5.580029e-001
sum species 1.000000e+000
Error mass balance 0.000000e+000
Total mass flow of gas 5.881732e-001 [kg/s]
Mass flow of C particles 3.173258e-003 [kg/s]
Number of particles 1.212398e+007 at diameter 1.000000e-004 [m]
Temperature of gas 8.398676e+002 [K]
Temperature of solid 8.398676e+002 [K]
Mass flow of solid of grate 1.587953e+000 [kg/s]

Grate 4 = grate 1 4
Ratio of primary air 5.000000e-002
Ratio of heat release 6.985743e-002
Ratio of heat release as pyrolysis gas 2.881563e-002
Ratio of waste water evaporation 1.275958e-001
Ratio of total particle release 6.985743e-002
CO/CH4 ratio 3.500000e-001
Qpyro 8.302848e+002
Mass fraction flue gas
ch4 2.554669e-002
o2 6.111540e-002
co2 1.609551e-001
co 1.560800e-002
h2o 1.688534e-001
n2 5.679214e-001
sum species 1.000000e+000
Error mass balance 0.000000e+000
Total mass flow of gas 5.784825e-001 [kg/s]
Mass flow of C particles 3.857973e-003 [kg/s]
Number of particles 1.474006e+007 at diameter 1.000000e-004 [m]
Temperature of gas 1.106078e+003 [K]
Temperature of solid 1.106078e+003 [K]
Mass flow of solid of grate 1.436113e+000 [kg/s]
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C. Predictions from the bed model

Grate 5 = grate 2 1
Ratio of primary air 8.750000e-002
Ratio of heat release 1.359101e-001
Ratio of heat release as pyrolysis gas 6.378326e-002
Ratio of waste water evaporation 1.483607e-001
Ratio of total particle release 1.359101e-001
CO/CH4 ratio 4.875000e-001
Qpyro 1.837831e+003
Mass fraction flue gas
ch4 3.191838e-002
o2 6.632117e-002
co2 1.625221e-001
co 2.716264e-002
h2o 1.265014e-001
n2 5.855743e-001
sum species 1.000000e+000
Error mass balance 2.220446e-016
Total mass flow of gas 9.824473e-001 [kg/s]
Mass flow of C particles 7.505822e-003 [kg/s]
Number of particles 2.867730e+007 at diameter 1.000000e-004 [m]
Temperature of gas 1.426360e+003 [K]
Temperature of solid 1.426360e+003 [K]
Mass flow of solid of grate 1.199535e+000 [kg/s]

Grate 6 = grate 2 2
Ratio of primary air 8.750000e-002
Ratio of heat release 1.363845e-001
Ratio of heat release as pyrolysis gas 6.480492e-002
Ratio of waste water evaporation 8.352779e-002
Ratio of total particle release 1.363845e-001
CO/CH4 ratio 6.625000e-001
Qpyro 1.867269e+003
Mass fraction flue gas
ch4 3.203557e-002
o2 6.847191e-002
co2 1.594024e-001
co 3.705413e-002
h2o 9.408518e-002
n2 6.089509e-001
sum species 1.000000e+000
Error mass balance 0.000000e+000
Total mass flow of gas 9.447536e-001 [kg/s]
Mass flow of C particles 7.532021e-003 [kg/s]
Number of particles 2.877739e+007 at diameter 1.000000e-004 [m]
Temperature of gas 1.666601e+003 [K]
Temperature of solid 1.666601e+003 [K]
Mass flow of solid of grate 1.000624e+000 [kg/s]
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C.1. Inlet gas composition and temperature from the bed for determination of NOx formation
using CFD

Grate 7 = grate 2 3
Ratio of primary air 8.750000e-002
Ratio of heat release 1.253404e-001
Ratio of heat release as pyrolysis gas 5.450070e-002
Ratio of waste water evaporation 4.562698e-002
Ratio of total particle release 1.253404e-001
CO/CH4 ratio 8.375000e-001
Qpyro 1.570367e+003
Mass fraction flue gas
ch4 2.661176e-002
o2 6.696554e-002
co2 1.570596e-001
co 3.890767e-002
h2o 7.920675e-002
n2 6.312487e-001
sum species 1.000000e+000
Error mass balance 2.220446e-016
Total mass flow of gas 9.109157e-001 [kg/s]
Mass flow of C particles 6.922096e-003 [kg/s]
Number of particles 2.644707e+007 at diameter 1.000000e-004 [m]
Temperature of gas 1.846235e+003 [K]
Temperature of solid 1.846235e+003 [K]
Mass flow of solid of grate 8.361614e-001 [kg/s]

Grate 8 = grate 2 4
Ratio of primary air 8.750000e-002
Ratio of heat release 1.091184e-001
Ratio of heat release as pyrolysis gas 4.076631e-002
Ratio of waste water evaporation 2.446847e-002
Ratio of total particle release 1.091184e-001
CO/CH4 ratio 1.012500e+000
Qpyro 1.174628e+003
Mass fraction flue gas
ch4 1.963328e-002
o2 6.816318e-002
co2 1.535694e-001
co 3.470316e-002
h2o 7.213851e-002
n2 6.517925e-001
sum species 1.000000e+000
Error mass balance 2.220446e-016
Total mass flow of gas 8.815417e-001 [kg/s]
Mass flow of C particles 6.026218e-003 [kg/s]
Number of particles 2.302421e+007 at diameter 1.000000e-004 [m]
Temperature of gas 1.957746e+003 [K]
Temperature of solid 1.957746e+003 [K]
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C. Predictions from the bed model

Mass flow of solid of grate 7.019684e-001 [kg/s]

Grate 9 = grate 3 1
Ratio of primary air 8.750000e-002
Ratio of heat release 9.157002e-002
Ratio of heat release as pyrolysis gas 2.815717e-002
Ratio of waste water evaporation 1.295955e-002
Ratio of total particle release 9.157002e-002
CO/CH4 ratio 1.187500e+000
Qpyro 8.113122e+002
Mass fraction flue gas
ch4 1.335013e-002
o2 7.549083e-002
co2 1.461511e-001
co 2.767821e-002
h2o 6.700178e-002
n2 6.703279e-001
sum species 1.000000e+000
Error mass balance 0.000000e+000
Total mass flow of gas 8.564687e-001 [kg/s]
Mass flow of C particles 5.057081e-003 [kg/s]
Number of particles 1.932146e+007 at diameter 1.000000e-004 [m]
Temperature of gas 1.985521e+003 [K]
Temperature of solid 1.985521e+003 [K]
Mass flow of solid of grate 5.938176e-001 [kg/s]

Grate 10 = grate 3 2
Ratio of primary air 8.750000e-002
Ratio of heat release 7.482962e-002
Ratio of heat release as pyrolysis gas 1.835774e-002
Ratio of waste water evaporation 6.802670e-003
Ratio of total particle release 7.482962e-002
CO/CH4 ratio 1.362500e+000
Qpyro 5.289544e+002
Mass fraction flue gas
ch4 8.551752e-003
o2 8.878360e-002
co2 1.341433e-001
co 2.034117e-002
h2o 6.147260e-002
n2 6.867076e-001
sum species 1.000000e+000
Error mass balance 2.220446e-016
Total mass flow of gas 8.353906e-001 [kg/s]
Mass flow of C particles 4.132570e-003 [kg/s]
Number of particles 1.578920e+007 at diameter 1.000000e-004 [m]
Temperature of gas 1.927844e+003 [K]
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C.1. Inlet gas composition and temperature from the bed for determination of NOx formation
using CFD

Temperature of solid 1.927844e+003 [K]
Mass flow of solid of grate 5.076695e-001 [kg/s]

Grate 11 = grate 3 3
Ratio of primary air 8.750000e-002
Ratio of heat release 5.993257e-002
Ratio of heat release as pyrolysis gas 1.145705e-002
Ratio of waste water evaporation 3.546729e-003
Ratio of total particle release 5.993257e-002
CO/CH4 ratio 1.537500e+000
Qpyro 3.301200e+002
Mass fraction flue gas
ch4 5.232703e-003
o2 1.060061e-001
co2 1.186394e-001
co 1.404622e-002
h2o 5.520476e-002
n2 7.008708e-001
sum species 1.000000e+000
Error mass balance 0.000000e+000
Total mass flow of gas 8.179428e-001 [kg/s]
Mass flow of C particles 3.309860e-003 [kg/s]
Number of particles 1.264589e+007 at diameter 1.000000e-004 [m]
Temperature of gas 1.801079e+003 [K]
Temperature of solid 1.801079e+003 [K]
Mass flow of solid of grate 4.397918e-001 [kg/s]

Grate 12 = grate 3 4
Ratio of primary air 8.750000e-002
Ratio of heat release 4.725124e-002
Ratio of heat release as pyrolysis gas 6.909681e-003
Ratio of waste water evaporation 1.839401e-003
Ratio of total particle release 4.725124e-002
CO/CH4 ratio 1.712500e+000
Qpyro 1.990935e+002
Mass fraction flue gas
ch4 3.087111e-003
o2 1.247754e-001
co2 1.014339e-001
co 9.237699e-003
h2o 4.860989e-002
n2 7.128560e-001
sum species 1.000000e+000
Error mass balance 2.220446e-016
Total mass flow of gas 8.037171e-001 [kg/s]
Mass flow of C particles 2.609515e-003 [kg/s]
Number of particles 9.970107e+006 at diameter 1.000000e-004 [m]
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C. Predictions from the bed model

Temperature of gas 1.631505e+003 [K]
Temperature of solid 1.631505e+003 [K]
Mass flow of solid of grate 3.868402e-001 [kg/s]

Grate 13 = grate 4 1
Ratio of primary air 2.500000e-002
Ratio of heat release 1.148479e-002
Ratio of heat release as pyrolysis gas 1.391062e-003
Ratio of waste water evaporation 3.381524e-004
Ratio of total particle release 1.148479e-002
CO/CH4 ratio 1.825000e+000
Qpyro 4.008164e+001
Mass fraction flue gas
ch4 2.143755e-003
o2 1.368075e-001
co2 9.025417e-002
co 6.832989e-003
h2o 4.440947e-002
n2 7.195521e-001
sum species 1.000000e+000
Error mass balance 0.000000e+000
Total mass flow of gas 2.274219e-001 [kg/s]
Mass flow of C particles 6.342632e-004 [kg/s]
Number of particles 2.423313e+006 at diameter 1.000000e-004 [m]
Temperature of gas 1.549139e+003 [K]
Temperature of solid 1.549139e+003 [K]
Mass flow of solid of grate 3.740341e-001 [kg/s]

Grate 14 = grate 4 2
Ratio of primary air 2.500000e-002
Ratio of heat release 1.068098e-002
Ratio of heat release as pyrolysis gas 1.191688e-003
Ratio of waste water evaporation 2.798667e-004
Ratio of total particle release 1.068098e-002
CO/CH4 ratio 1.875000e+000
Qpyro 3.433694e+001
Mass fraction flue gas
ch4 1.824626e-003
o2 1.419763e-001
co2 8.538853e-002
co 5.969971e-003
h2o 4.261252e-002
n2 7.222281e-001
sum species 1.000000e+000
Error mass balance 0.000000e+000
Total mass flow of gas 2.265496e-001 [kg/s]
Mass flow of C particles 5.898721e-004 [kg/s]
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C.1. Inlet gas composition and temperature from the bed for determination of NOx formation
using CFD

Number of particles 2.253709e+006 at diameter 1.000000e-004 [m]
Temperature of gas 1.478341e+003 [K]
Temperature of solid 1.478341e+003 [K]
Mass flow of solid of grate 3.621446e-001 [kg/s]

Grate 15 = grate 4 3
Ratio of primary air 2.500000e-002
Ratio of heat release 9.924957e-003
Ratio of heat release as pyrolysis gas 1.019002e-003
Ratio of waste water evaporation 2.315614e-004
Ratio of total particle release 9.924957e-003
CO/CH4 ratio 1.925000e+000
Qpyro 2.936120e+001
Mass fraction flue gas
ch4 1.548192e-003
o2 1.470090e-001
co2 8.061278e-002
co 5.210819e-003
h2o 4.086761e-002
n2 7.247516e-001
sum species 1.000000e+000
Error mass balance 0.000000e+000
Total mass flow of gas 2.257330e-001 [kg/s]
Mass flow of C particles 5.481196e-004 [kg/s]
Number of particles 2.094186e+006 at diameter 1.000000e-004 [m]
Temperature of gas 1.414796e+003 [K]
Temperature of solid 1.414796e+003 [K]
Mass flow of solid of grate 3.511135e-001 [kg/s]

Grate 16 = grate 4 4
Ratio of primary air 2.500000e-002
Ratio of heat release 9.214976e-003
Ratio of heat release as pyrolysis gas 8.698103e-004
Ratio of waste water evaporation 1.915420e-004
Ratio of total particle release 9.214976e-003
CO/CH4 ratio 1.975000e+000
Qpyro 2.506245e+001
Mass fraction flue gas
ch4 1.312621e-003
o2 1.518904e-001
co2 7.596701e-002
co 4.529274e-003
h2o 3.917277e-002
n2 7.271279e-001
sum species 1.000000e+000
Error mass balance 2.220446e-016
Total mass flow of gas 2.249693e-001 [kg/s]
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C. Predictions from the bed model

Mass flow of C particles 5.089099e-004 [kg/s]
Number of particles 1.944379e+006 at diameter 1.000000e-004 [m]
Temperature of gas 1.356018e+003 [K]
Temperature of solid 1.356018e+003 [K]
Mass flow of solid of grate 3.408853e-001 [kg/s]

C.2 Inlet gas composition and temperature from the bed
for determination of NOx reduction using CFD

General Comments on Calculations:

————————————————-
Setup:

Amount of waste 2.194 [kg/s]
7900.000 [kg/h]

Waste composition:

Carbon 0.305254 [kg/kg]
Hydrogen 0.0410491 [kg/kg]
Oxygen 0.176452 [kg/kg]
Nitrogen 0.0131346 [kg/kg]
Water 0.290479 [kg/kg]
Ash 0.173632 [kg/kg]
LCV 13300 [kJ/kg]
Combustion Air 12.3 [kg/s]

Gasification Rate 0.3500 [-]

————————————————-

Grate 1 = grate 1 1
Ratio of primary air 5.000000e-002
Ratio of heat release 1.280469e-002
Ratio of heat release as pyrolysis gas 1.055578e-003
Ratio of waste water evaporation 1.778647e-001
Ratio of total particle release 1.280469e-002
CO/CH4 ratio 5.000000e-002
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C.2. Inlet gas composition and temperature from the bed for determination of NOx reduction
using CFD

Qpyro 3.245168e+001
Mass fraction flue gas
ch4 1.141217e-003
o2 1.353543e-001
co2 4.951213e-002
co 1.035539e-004
h2o 2.281823e-001
n2 5.857065e-001
sum species 1.000000e+000
Error mass balance 2.220446e-016
Total mass flow of gas 5.583703e-001 [kg/s]
Mass flow of C particles 7.071567e-004 [kg/s]
Number of particles 2.701815e+006 at diameter 1.000000e-004 [m]
Temperature of gas 3.246361e+002 [K]
Temperature of solid 3.246361e+002 [K]
Mass flow of solid of grate 2.065867e+000 [kg/s]

Grate 2 = grate 1 2
Ratio of primary air 5.000000e-002
Ratio of heat release 3.829673e-002
Ratio of heat release as pyrolysis gas 8.032712e-003
Ratio of waste water evaporation 2.005284e-001
Ratio of total particle release 3.829673e-002
CO/CH4 ratio 1.500000e-001
Qpyro 2.469501e+002
Mass fraction flue gas
ch4 7.794100e-003
o2 6.970236e-002
co2 1.219732e-001
co 2.044769e-003
h2o 2.537077e-001
n2 5.447778e-001
sum species 1.000000e+000
Error mass balance -2.220446e-016
Total mass flow of gas 6.016689e-001 [kg/s]
Mass flow of C particles 2.114990e-003 [kg/s]
Number of particles 8.080688e+006 at diameter 1.000000e-004 [m]
Temperature of gas 5.321408e+002 [K]
Temperature of solid 5.321408e+002 [K]
Mass flow of solid of grate 1.892583e+000 [kg/s]

Grate 3 = grate 1 3
Ratio of primary air 5.000000e-002
Ratio of heat release 5.745909e-002
Ratio of heat release as pyrolysis gas 1.888912e-002
Ratio of waste water evaporation 1.659910e-001
Ratio of total particle release 5.745909e-002
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C. Predictions from the bed model

CO/CH4 ratio 2.500000e-001
Qpyro 5.807092e+002
Mass fraction flue gas
ch4 1.774494e-002
o2 4.957943e-002
co2 1.591739e-001
co 7.746558e-003
h2o 2.197621e-001
n2 5.459930e-001
sum species 1.000000e+000
Error mass balance 0.000000e+000
Total mass flow of gas 6.013413e-001 [kg/s]
Mass flow of C particles 3.173258e-003 [kg/s]
Number of particles 1.212398e+007 at diameter 1.000000e-004 [m]
Temperature of gas 8.110346e+002 [K]
Temperature of solid 8.110346e+002 [K]
Mass flow of solid of grate 1.718569e+000 [kg/s]

Grate 4 = grate 1 4
Ratio of primary air 5.000000e-002
Ratio of heat release 6.985743e-002
Ratio of heat release as pyrolysis gas 2.881563e-002
Ratio of waste water evaporation 1.275958e-001
Ratio of total particle release 6.985743e-002
CO/CH4 ratio 3.500000e-001
Qpyro 8.858805e+002
Mass fraction flue gas
ch4 2.668387e-002
o2 4.812928e-002
co2 1.734062e-001
co 1.630648e-002
h2o 1.792277e-001
n2 5.562464e-001
sum species 1.000000e+000
Error mass balance 0.000000e+000
Total mass flow of gas 5.908991e-001 [kg/s]
Mass flow of C particles 3.857973e-003 [kg/s]
Number of particles 1.474006e+007 at diameter 1.000000e-004 [m]
Temperature of gas 1.079559e+003 [K]
Temperature of solid 1.079559e+003 [K]
Mass flow of solid of grate 1.554312e+000 [kg/s]

Grate 5 = grate 2 1
Ratio of primary air 8.750000e-002
Ratio of heat release 1.359101e-001
Ratio of heat release as pyrolysis gas 6.378326e-002
Ratio of waste water evaporation 1.483607e-001
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C.2. Inlet gas composition and temperature from the bed for determination of NOx reduction
using CFD

Ratio of total particle release 1.359101e-001
CO/CH4 ratio 4.875000e-001
Qpyro 1.960892e+003
Mass fraction flue gas
ch4 3.339883e-002
o2 5.265718e-002
co2 1.761259e-001
co 2.842230e-002
h2o 1.348187e-001
n2 5.745771e-001
sum species 1.000000e+000
Error mass balance 0.000000e+000
Total mass flow of gas 1.001769e+000 [kg/s]
Mass flow of C particles 7.505822e-003 [kg/s]
Number of particles 2.867730e+007 at diameter 1.000000e-004 [m]
Temperature of gas 1.411525e+003 [K]
Temperature of solid 1.411525e+003 [K]
Mass flow of solid of grate 1.298412e+000 [kg/s]

Grate 6 = grate 2 2
Ratio of primary air 8.750000e-002
Ratio of heat release 1.363845e-001
Ratio of heat release as pyrolysis gas 6.480492e-002
Ratio of waste water evaporation 8.352779e-002
Ratio of total particle release 1.363845e-001
CO/CH4 ratio 6.625000e-001
Qpyro 1.992301e+003
Mass fraction flue gas
ch4 3.360261e-002
o2 5.435252e-002
co2 1.735448e-001
co 3.887246e-002
h2o 1.006475e-001
n2 5.989801e-001
sum species 1.000000e+000
Error mass balance 0.000000e+000
Total mass flow of gas 9.609786e-001 [kg/s]
Mass flow of C particles 7.532021e-003 [kg/s]
Number of particles 2.877739e+007 at diameter 1.000000e-004 [m]
Temperature of gas 1.665831e+003 [K]
Temperature of solid 1.665831e+003 [K]
Mass flow of solid of grate 1.083276e+000 [kg/s]

Grate 7 = grate 2 3
Ratio of primary air 8.750000e-002
Ratio of heat release 1.253404e-001
Ratio of heat release as pyrolysis gas 5.450070e-002
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C. Predictions from the bed model

Ratio of waste water evaporation 4.562698e-002
Ratio of total particle release 1.253404e-001
CO/CH4 ratio 8.375000e-001
Qpyro 1.675518e+003
Mass fraction flue gas
ch4 2.798122e-002
o2 5.271111e-002
co2 1.712053e-001
co 4.091448e-002
h2o 8.479625e-002
n2 6.223917e-001
sum species 1.000000e+000
Error mass balance 2.220446e-016
Total mass flow of gas 9.243194e-001 [kg/s]
Mass flow of C particles 6.922096e-003 [kg/s]
Number of particles 2.644707e+007 at diameter 1.000000e-004 [m]
Temperature of gas 1.858758e+003 [K]
Temperature of solid 1.858758e+003 [K]
Mass flow of solid of grate 9.054099e-001 [kg/s]

Grate 8 = grate 2 4
Ratio of primary air 8.750000e-002
Ratio of heat release 1.091184e-001
Ratio of heat release as pyrolysis gas 4.076631e-002
Ratio of waste water evaporation 2.446847e-002
Ratio of total particle release 1.091184e-001
CO/CH4 ratio 1.012500e+000
Qpyro 1.253281e+003
Mass fraction flue gas
ch4 2.069106e-002
o2 5.420450e-002
co2 1.673104e-001
co 3.657489e-002
h2o 7.714181e-002
n2 6.440774e-001
sum species 1.000000e+000
Error mass balance 2.220446e-016
Total mass flow of gas 8.924722e-001 [kg/s]
Mass flow of C particles 6.026218e-003 [kg/s]
Number of particles 2.302421e+007 at diameter 1.000000e-004 [m]
Temperature of gas 1.981033e+003 [K]
Temperature of solid 1.981033e+003 [K]
Mass flow of solid of grate 7.602865e-001 [kg/s]

Grate 9 = grate 3 1
Ratio of primary air 8.750000e-002
Ratio of heat release 9.157002e-002
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C.2. Inlet gas composition and temperature from the bed for determination of NOx reduction
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Ratio of heat release as pyrolysis gas 2.815717e-002
Ratio of waste water evaporation 1.295955e-002
Ratio of total particle release 9.157002e-002
CO/CH4 ratio 1.187500e+000
Qpyro 8.656376e+002
Mass fraction flue gas
ch4 1.409905e-002
o2 6.232249e-002
co2 1.590816e-001
co 2.923118e-002
h2o 7.152806e-002
n2 6.637376e-001
sum species 1.000000e+000
Error mass balance 2.220446e-016
Total mass flow of gas 8.652747e-001 [kg/s]
Mass flow of C particles 5.057081e-003 [kg/s]
Number of particles 1.932146e+007 at diameter 1.000000e-004 [m]
Temperature of gas 2.015553e+003 [K]
Temperature of solid 2.015553e+003 [K]
Mass flow of solid of grate 6.433297e-001 [kg/s]

Grate 10 = grate 3 2
Ratio of primary air 8.750000e-002
Ratio of heat release 7.482962e-002
Ratio of heat release as pyrolysis gas 1.835774e-002
Ratio of waste water evaporation 6.802670e-003
Ratio of total particle release 7.482962e-002
CO/CH4 ratio 1.362500e+000
Qpyro 5.643731e+002
Mass fraction flue gas
ch4 9.049058e-003
o2 7.683155e-002
co2 1.459087e-001
co 2.151937e-002
h2o 6.550592e-002
n2 6.811854e-001
sum species 1.000000e+000
Error mass balance 2.220446e-016
Total mass flow of gas 8.424033e-001 [kg/s]
Mass flow of C particles 4.132570e-003 [kg/s]
Number of particles 1.578920e+007 at diameter 1.000000e-004 [m]
Temperature of gas 1.959499e+003 [K]
Temperature of solid 1.959499e+003 [K]
Mass flow of solid of grate 5.501688e-001 [kg/s]

Grate 11 = grate 3 3
Ratio of primary air 8.750000e-002
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C. Predictions from the bed model

Ratio of heat release 5.993257e-002
Ratio of heat release as pyrolysis gas 1.145705e-002
Ratio of waste water evaporation 3.546729e-003
Ratio of total particle release 5.993257e-002
CO/CH4 ratio 1.537500e+000
Qpyro 3.522248e+002
Mass fraction flue gas
ch4 5.544626e-003
o2 9.553975e-002
co2 1.289831e-001
co 1.489117e-002
h2o 5.871326e-002
n2 6.963281e-001
sum species 1.000000e+000
Error mass balance 2.220446e-016
Total mass flow of gas 8.234674e-001 [kg/s]
Mass flow of C particles 3.309860e-003 [kg/s]
Number of particles 1.264589e+007 at diameter 1.000000e-004 [m]
Temperature of gas 1.829077e+003 [K]
Temperature of solid 1.829077e+003 [K]
Mass flow of solid of grate 4.767666e-001 [kg/s]

Grate 12 = grate 3 4
Ratio of primary air 8.750000e-002
Ratio of heat release 4.725124e-002
Ratio of heat release as pyrolysis gas 6.909681e-003
Ratio of waste water evaporation 1.839401e-003
Ratio of total particle release 4.725124e-002
CO/CH4 ratio 1.712500e+000
Qpyro 2.124247e+002
Mass fraction flue gas
ch4 3.277104e-003
o2 1.159013e-001
co2 1.102674e-001
co 9.799497e-003
h2o 5.157242e-002
n2 7.091822e-001
sum species 1.000000e+000
Error mass balance 2.220446e-016
Total mass flow of gas 8.080264e-001 [kg/s]
Mass flow of C particles 2.609515e-003 [kg/s]
Number of particles 9.970107e+006 at diameter 1.000000e-004 [m]
Temperature of gas 1.651459e+003 [K]
Temperature of solid 1.651459e+003 [K]
Mass flow of solid of grate 4.195057e-001 [kg/s]

Grate 13 = grate 4 1
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Ratio of primary air 2.500000e-002
Ratio of heat release 1.148479e-002
Ratio of heat release as pyrolysis gas 1.391062e-003
Ratio of waste water evaporation 3.381524e-004
Ratio of total particle release 1.148479e-002
CO/CH4 ratio 1.825000e+000
Qpyro 4.276550e+001
Mass fraction flue gas
ch4 2.276863e-003
o2 1.289491e-001
co2 9.810578e-002
co 7.257287e-003
h2o 4.703107e-002
n2 7.163799e-001
sum species 1.000000e+000
Error mass balance 2.220446e-016
Total mass flow of gas 2.284640e-001 [kg/s]
Mass flow of C particles 6.342632e-004 [kg/s]
Number of particles 2.423313e+006 at diameter 1.000000e-004 [m]
Temperature of gas 1.565708e+003 [K]
Temperature of solid 1.565708e+003 [K]
Mass flow of solid of grate 4.056574e-001 [kg/s]

Grate 14 = grate 4 2
Ratio of primary air 2.500000e-002
Ratio of heat release 1.068098e-002
Ratio of heat release as pyrolysis gas 1.191688e-003
Ratio of waste water evaporation 2.798667e-004
Ratio of total particle release 1.068098e-002
CO/CH4 ratio 1.875000e+000
Qpyro 3.663613e+001
Mass fraction flue gas
ch4 1.938564e-003
o2 1.345539e-001
co2 9.281779e-002
co 6.342437e-003
h2o 4.508776e-002
n2 7.192596e-001
sum species 1.000000e+000
Error mass balance 0.000000e+000
Total mass flow of gas 2.275171e-001 [kg/s]
Mass flow of C particles 5.898721e-004 [kg/s]
Number of particles 2.253709e+006 at diameter 1.000000e-004 [m]
Temperature of gas 1.490909e+003 [K]
Temperature of solid 1.490909e+003 [K]
Mass flow of solid of grate 3.928004e-001 [kg/s]
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Grate 15 = grate 4 3
Ratio of primary air 2.500000e-002
Ratio of heat release 9.924957e-003
Ratio of heat release as pyrolysis gas 1.019002e-003
Ratio of waste water evaporation 2.315614e-004
Ratio of total particle release 9.924957e-003
CO/CH4 ratio 1.925000e+000
Qpyro 3.132722e+001
Mass fraction flue gas
ch4 1.646597e-003
o2 1.400130e-001
co2 8.763433e-002
co 5.531368e-003
h2o 4.319791e-002
n2 7.219768e-001
sum species 1.000000e+000
Error mass balance 2.220446e-016
Total mass flow of gas 2.266307e-001 [kg/s]
Mass flow of C particles 5.481196e-004 [kg/s]
Number of particles 2.094186e+006 at diameter 1.000000e-004 [m]
Temperature of gas 1.423190e+003 [K]
Temperature of solid 1.423190e+003 [K]
Mass flow of solid of grate 3.808716e-001 [kg/s]

Grate 16 = grate 4 4
Ratio of primary air 2.500000e-002
Ratio of heat release 9.214976e-003
Ratio of heat release as pyrolysis gas 8.698103e-004
Ratio of waste water evaporation 1.915420e-004
Ratio of total particle release 9.214976e-003
CO/CH4 ratio 1.975000e+000
Qpyro 2.674063e+001
Mass fraction flue gas
ch4 1.396137e-003
o2 1.453064e-001
co2 8.258350e-002
co 4.810854e-003
h2o 4.136609e-002
n2 7.245370e-001
sum species 1.000000e+000
Error mass balance 0.000000e+000
Total mass flow of gas 2.258016e-001 [kg/s]
Mass flow of C particles 5.089099e-004 [kg/s]
Number of particles 1.944379e+006 at diameter 1.000000e-004 [m]
Temperature of gas 1.360261e+003 [K]
Temperature of solid 1.360261e+003 [K]
Mass flow of solid of grate 3.698112e-001 [kg/s]
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Appendix D

Nozzle characteristics

D.1 Data sheet provided from Megtek

Figure D.1: Nozzle characteristic for the TurbotakTM nozzle used in at Affald+ for NOx

reduction i the SNCR system
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