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Abstract

A quick glimpse into the literature on heterogeneous catalysis research reveals many
different approaches to developing novel catalysts. This Ph.D. thesis describes an
approach based on applying mass-selected clusters and nanoparticles in model sys-
tems, to gain increased fundamental understanding of relevant catalytic processes.
The thesis opens with a brief introduction to the exponentially increasing global
energy demand leading to the necessary transition to sustainable energy sources,
including chemical energy storage. This is followed by a brief introduction to the
fundamentals of catalysis and the experimental techniques applied in this work.
The subsequent chapters present studies within different topics in catalysis and
will therefore be summarized individually:

Platinum Dissolution During the Oxygen Reduction Reaction: One of
the major degradation phenomena in a polymer electrolyte membrane fuel cell is
dissolution of the platinum based oxygen reduction reaction (ORR) catalyst. To-
gether with other research groups we studied the dissolution of Pt nanoparticles
under ORR conditions using scanning flow cell measurements with online induc-
tively coupled plasma mass spectrometry. Mass-selected Pt nanoparticles from
2-10 nm, combined with simulations and an industrially relevant 2 nm Pt catalyst,
showed that the dissolution rate is proportional to the edge-to-edge interparticle
distances. Furthermore, the mass-selected Pt nanoparticles were used to show that
the standard dissolution testing protocols create a misleading volcano shaped par-
ticle size effect.

Benchmarking the Hydrogen Evolution Activity of Platinum: Platinum
is an excellent catalyst for the hydrogen evolution reaction (HER), but its natural
abundance is far from ideal for the necessary terawatt scale applications. Instead
many novel HER catalysts based on earth-abundant materials are being reported
with misleading claims of platinum-like activity based on the overpotential at 10
mA/cm2 geometric current density, η10mA/cm2 . A mass-selected 3.8 nm Pt nanopar-
ticle ”benchmark” catalyst is used to show, that this metric is heavily affected by
the amount of catalyst material loaded onto the working electrode. Meanwhile,
catalyst loading is rarely reported in literature, leading to erroneous comparison.
The ”benchmark” catalyst displays η10mA/cm2 from 16 mV to 150 mV for catalyst
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loadings from 5000 ng/cm2 to 13 ng/cm2, measured in a rotating disc electrode
setup. The HER activity is reported as η10mA/cm2 , mass activity and intrinsic ac-
tivity, to allow for proper scientific comparison.

Improving the CO Oxidation Performance of Gold: The lack of stability
of Au nanoparticles during CO oxidation is adressed by alloying Au with Ti. This
study uses a microreactor to investigate the CO oxidation activity and stability
of mass-selected AuTi nanoparticles. Preliminary results show that 2.5 nm AuTi
nanoparticles on a TiOx support are superior in mass-activity compared to Au
nanoparticles of similar size. Additionally, AuTi nanoparticles on an SiOx support
display activities similar to Au nanoparticles on TiOx support.

Developing a Model System for Single Atoms and Clusters: This chapter
motivates and presents the on-going development of a model system for single atom
and cluster catalysts. The model system is based on anchoring the active species
with nitrogen defects in a highly oriented pyrolitic graphite (HOPG) support. Pre-
liminary results show, that nitrogen defects of different densities can be created by
NH3 sputtering. XPS and STM characterization indicates that the defect types are
similar to those observed in different single atom catalysts reported in literature.
Additionally, the ability to measure the electrochemical activity of these model
systems is shown.
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Resumé

En hurtig gennemgang af den eksisterende litteratur omkring heterogen katalyse
afslører flere forskellige tilgange til udviklingen af nye og bedre katalysatorer. Denne
Ph.D.-afhandling beskriver en tilgang, der er baseret p̊a at anvende masse-selekteret
klynger og nanopartikler i modelsystemer. Disse modelsystemer bruges til at øge
den fundamentale forst̊aelse af nogle f̊a udvalgte katalytiske processer. Afhandlin-
gen tager udgangspunkt i en kort gennemgang af det eksponentielt voksende globale
energiforbrug, hvilket fører til den nødvendige overgang til bæredygtige energikilder
og kemisk energilagring. De efterfølgende kapitler indeholder studier i forskellige
emner indenfor katalyse og bliver derfor opsummeret individuelt:

Platin opløsning under reduktionen af ilt: Opløsningen af platin i katalysator-
en, er en af de største degraderings-mekanismer i en polymer electrolyt membran
brændselscelle. Vi har, sammen med andre forskningsgrupper, studeret opløsningen
af platin ved betingelser, magen til dem i en brændselscelle, med teknikken ”scan-
ning flow cell with online inductively coupled plasma mass spectrometry”. Masse-
selekteret Pt nanopartikler med størrelser fra 2-10 nm, kombineret med simu-
leringer og en industriel relevant 2 nm Pt katalysator, viste at opløsningen af Pt
afhænger af kant til kant afstanden mellem partiklerne. Derudover blev de masse-
selekteret partikler brugt til at vise at de standardiserede testprotokoller skaber en
misvisende vulkanformet størrelseseffekt.

Et ”benchmark” brintudviklings studie af platin: Platin er en exceptionel
katalysator til at udvikle brint, men dens naturlige fremkomst i naturen er langt
fra optimal i forhold til den nødvendige teknologiske skalering til terawatt. I stedet
er der mange forskere, der undersøger katalysatorer baseret p̊a grundstoffer med en
højere naturlig fremkomst. Desværre, bruger de misvisende data ud fra det overpo-
tentiale der skal til at drive en geometrisk strømdensitet p̊a 10 mA/cm2, η10mA/cm2

til at argumentere for platinlignende brintudvikling. Her viser vi, ved brug af en
”benchmark” Pt katalysator baseret p̊a masse-selekteret 3.8 nm partikler, at mæng-
den af katalysator p̊a elektroden p̊avirker dette overpotentiale markant. Dette
er særlig vigtigt da mængden af katalysator p̊a elektroden sjældent rapporteres i
videnskabelige publikationer, hvilket fører til forkerte sammenligninger. ”Bench-
mark” systemet viser η10mA/cm2 mellem 16 mV og 150 mV for Pt mængder fra
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5000 ng/cm2 til 13 ng/cm2, m̊alt i en roterende disk-electrode. Brintudviklings
aktiviteten er rapporteret i η10mA/cm2 , masseaktivitet og intrinsisk aktivitet.

Forbedring af CO oxidering med guld: Den manglende stabilitet af Au
nanopartikler under oxidering af CO bliver adresseret ved at legere Au med Ti.
Dette studier bruger mikroreaktorer til at undersøge CO oxiderings-aktiviteten og
stabiliteten af masse-selekteret AuTi nanopartikler. Indledende resultater viser at
2,5 nm AuTi nanopartikler p̊a en TiO2 support er overlegne i masseaktivitet i
forhold til Au nanopartikler af samme størrelse. Derudover viser AuTi nanopar-
tikler p̊a en SiOx support, en CO oxideringsaktivitet der er sammenlignelig med
Au p̊a TiOx.

Udviklingen af et modelsystem til enkeltatom- og klynge-katalysatorer:
Kapitlet beskriver den igangværende udvikling af et modelsystem til katalysatorer
best̊aende af enkelte atomer og sm̊a klynger. Modelsystemet best̊ar af en forankring
af den aktive enhed vha. nitrogendefekter i en ”highly oriented pyrolitic graphite”
(HOPG) overflade. Indledende resultater viser at man kan skabe nitrogendefekter
ved at bombardere overfladen med NH3. XPS og STM karakterisering indikerer
at defekttyperne er magen til dem der er observeret i eksisterende enkeltatoms
katalysatorer. Derudover vises muligheden for at m̊ale den elektrokemiske aktivitet
af disse modelsystemer.
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Chapter 1

Introduction

With this introduction I hope to motivate the field of catalysis through an under-
standing of the increasing energy demand and its effect on the climate crisis. This
is followed by a conceptual description of the key concepts in catalysis research,
which will set the stage for the research projects I have partaken in. Finally, I will
give a brief overview of the thesis contents.

1.1 The Problem with Exponential Growth

In 2018 the global energy consumption rate reached 18.6 TW and recent reports
predict it will increase to more than 30 TW by 2050 [1, 2]. The cause of the
increasing energy consumption goes back to the technological advances during the
industrial revolution. They sparked a steep increase in the global population,
which resulted in an increased energy demand. This was further accelerated in the
early 1900’s, when Haber and Bosch discovered and industrialized the fixation of
nitrogen into ammonia using a catalytic process known as the Haber-Bosch Process.
Ammonia is used in fertilizers and the discovery allowed for an increased production
of food to sustain an even larger global population. From 1900 to 2019 the global
population has increased from 1.6 billion to 7.7 billion [3] resulting in a significant
growth in energy consumption as seen in Figure 1.1 [4]. However, the increasing
population is not the only cause of the growing energy consumption. From an
economic and political standpoint a stable growth for a country’s gross domestic
product (GDP) is 2-3% each year (5-8% for developing countries)[5]. Studies have
shown a linear correlation between a country’s energy consumption per capita and
the GDP per capita [6]. Thus even as the population growth starts to stagnate,
the energy consumption will continue to increase.

1.1.1 A Need for Sustainable Energy

As is evident from Figure 1.1 the vast majority of our energy consumption is sup-
plied by fossil fuel sources, which poses a problem. The burning of fossil fuels emits
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Figure 1.1: The global energy consumption from 1800 to 2017, color coded by energy
source. Reprinted from [4]

greenhouse gases, which are the main cause of climate change [7]. I will not go into
this topic in further detail, but I will refer the reader to the report of the United
Nation’s Intergovernmental Panel on Climate Change (IPCC), which concludes
with 95% certainty that humans are the main cause of global warming[7]. All the
countries in the world except for Nicaragua, Syria and USA have agreed to the
2015 Paris agreement, thereby promising to: ”holding the increase in the global
average temperature to well below 2 ◦C above preindustrial levels and pursuing
efforts to limit the temperature increase to 1.5 ◦C above preindustrial levels.” [8].

Keeping the temperature increase below 1.5-2 ◦C requires that future energy sources
have a net zero emission of greenhouse gases. These sources are commonly referred
to as sustainable energy sources, the most common being: hydropower, nuclear,
solar and wind. Hydropower is already a widespread source of energy that comes
from building dams to generate electricity and cannot be easily scaled by orders of
magnitude. This leaves nuclear, solar and wind to bridge the 11.4 TW gap from
now to 2050. This corresponds to 400 GW/year of energy production that needs
to be developed. A modern nuclear reactor can generate 1 GW [9], the largest
wind turbine in the world generates 10 MW [10] and a solar cell plant can generate
around 37 MW per 1 km2, with the largest plants reaching around 2 GW [11]. For
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one of these technologies to fill the gap requires a daily production of: more than
1 nuclear reactor, 110 of the largest wind turbines in the world or 30 km2 solar
cells. There are currently 442 nuclear reactors in the world with an additional 54
under construction, 109 planned and 330 proposed [9]. Considering the capital
costs, a minimum 5 year construction time and gap from the number of planned
to required reactors, it becomes clear that existing nuclear energy technologies will
play a limited role in the future energy supply. While all 3 technologies are far
from matured, it is clear that we will need to fill the gap with a combination of the
three instead of one single technology.

1.1.2 Chemical Energy Storage

One of the major challenges with implementing sustainable energy is the fact that
sustainable energy sources only produce electricity. Meanwhile, electricity only
constitutes around 15% of the total energy consumption [2]. Thus there is a need
to electrify the infrastructure and industries that can be electrified. However, some
industries such as commercial transportation, which consume more than 1.9 TW
[2, 12], are not easily electrified and here chemical fuels are more suited. Addition-
ally, solar and wind energy sources are intermittent and the supply occasionally
surpasses demand, but often the opposite is the case as seen for two weeks in
Denmark in 2015 in Figure 1.2.

Figure 1.2: Electricity generated by wind turbines (green) in Denmark for a period of
two weeks in 2015. The intermittency of the power generation means that production
does not follow demand (red). Double the windpower is shown in light blue. Reprinted
from [13] with data from EMD International A/S.

It is evident from Figure 1.2 that even if the amount of wind power is doubled,
intermittency remains an issue. Considering these challenges it would be advanta-
geous to be able to produce chemical fuels from electricity. Not only to store energy
for intermittent sources, but also to produce fuels for transportation or other appli-
cations that are not readily electrified. Additionally, excess chemicals can be used
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as feedstock in the production of industrial chemicals and plastics [12].

A viable scheme for implementing a sustainable production of chemical fuels into
a modern infrastructure was presented by Seh and coworkers[12]. The scheme is
shown in Figure 1.3.

Figure 1.3: Chemical energy storage and fuels production. Reprinted from [12]. With
permission from AAAS.

There are a few requirements when selecting chemicals to act as energy carriers in a
chemical energy storage scheme [12]. First of all, they have to be in a reduced form
to readily react with oxygen from the atmosphere and release the stored energy.
Second, they have to be produced from abundantly available reactants so that
a large-scale integration into the power grid is economically viable. Finally, the
production of the chemical must be through a sufficiently efficient reaction. Two
promising strategies for driving the reaction are:

• Electrochemical reactions: The chemicals are produced by electrolyzers,
which use electricity to drive a reaction between a liquid-phase electrolyte
and a gas.

• Thermochemical reactions: The chemicals are produced in the gas-phase
in large-scale reactors at elevated temperatures and pressures.
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The most obvious chemical reaction for energy storage is the production of hydrogen
from the electrolysis of water:

2 H2O→ 2 H2 + O2 (1.1)

This reaction has the major advantage that water is an abundant feedstock, but
the hydrogen gas has a low volumetric energy density and must therefore be com-
pressed before being suited for most applications. Alternatively, hydrogen can be
used to reduce CO or CO2 through a thermochemical reaction in a large gas-phase
reactor.

Instead of reducing CO2 in a gas-phase reaction it can be done electrochemically to
create hydrocarbons or oxygenates. Even products with carbon-carbon bonds e.g.
higher alcohols can be produced. Methanol and ethanol are especially interesting
since they can serve as liquid fuels. The reaction can be generalized through the
unbalanced reaction:

CO2 + H2O→ CxHyOz (1.2)

One of the major challenges in CO2 reduction is the huge spread in possible prod-
ucts such as carbon monoxide, formaldehyde, formate, methane and methanol [12].
Thus tailoring the selectivity of the reaction becomes essential [12].

1.1.3 Releasing the Energy Stored in Chemical Bonds

The most energy efficient way to release the energy stored in a hydrogen bond
is by using a fuel cell. Fuel cells provide a way of releasing the energy stored in
chemical bonds through a chemical reaction and are therefore essential for an in-
frastructure utilizing sustainable energy storage in hydrogen. There are a number
of different fuel cell types, each with their own advantages. For transportation
purposes the most promising type is the polymer electrolyte membrane fuel cell
(PEMFC) due to its fast startup time and high power-to-weight ratio [14]. Recent
developments in battery technology by Tesla Inc. and others, have shifted the focus
of the automotive industry towards battery powered electrical vehicles. However
these vehicles are for some purposes limited in range and charging time along with
concerns regarding lithium resources [15–17]. PEMFC vehicles alleviate some of
these shortcomings of battery vehicles [18], but also provide challenges such as high
cost and lifetime limitations. Therefore some car manufacturers are focusing on
PEMFC vehicles in parallel to batter powered electrical vehicles [19].

To release the energy stored in the chemical bonds, a PEMFC runs the overall
reaction [20]:

2 H2 + O2 → 2 H2O (1.3)
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The reaction proceeds in two half-cell reactions, the hydrogen oxidation reaction
(HOR) in Equation 1.4 and the oxygen reduction reaction (ORR) in Equation 1.5

H2 → 2 H+ + 2 e− (1.4)

O2 + 4 H+ + 4 e− → 2 H2O (1.5)

There is a 1.23 V potential energy difference between the HOR and ORR[20]. A
PEMFC uses this potential to drive an electron through an external circuit to
power electrical applications such as an electrical car.

Common for all these chemical reactions is that the reaction must be sufficiently
energy efficient to be economically feasible. This is achieved by using a catalyst
when running the reaction and each reaction needs a custom tailored catalyst.
Considering the many different reactions of interest, there are a large number of
research branches in catalysis.

1.2 An Introduction to Catalysis

To understand catalytic reactions one must first consider the energetics of a reac-
tion. An example from [20] is shown in Figure 1.4. The spontaneous reaction of
reactants A and B to form the product P has one fundamental requirement: the
potential energy of the product must be lower than the two reactants. If this is
the case then there are two overall pathways, one with and one without a catalyst.
Without a catalyst there is a large energy barrier due to breaking existing bonds
and forming new ones. While the energy expensive pathway may be statistically
possible, it is far too inefficient to be viable. Therefore a catalyst is used to cre-
ate an alternate low energy pathway with multiple intermediate steps. Here there
is still a small energy barrier for each step, but when adding them together it is
smaller than the pathway without a catalyst. This is because, when the reactants
bond to the surface of a catalyst, the energy landscape of breaking and forming
bonds changes. For the catalyst to be reused, the product must finally desorb from
the surface so it is available for new reactants. Even if there is a small barrier in
energy to desorb, it is still more efficient compared to the energy expensive pathway.

This cycle leads to the definition of a catalyst: A catalyst is an entity that acceler-
ates the rate of a chemical reaction without being consumed itself [20]. There are
many different entities that can act as catalysts, but from a broader perspective
there are two main classifications: homogeneous and heterogeneous catalysts. A
homogeneous catalyst is a catalyst in the same phase as the reactants and products
e.g. a liquid in a liquid. A heterogeneous catalyst is in another phase than the
reactants and products e.g. a solid that catalyses a liquid or gaseous reaction. In
the following I will focus only on heterogeneous catalysts as this is what I have
worked on throughout my PhD.
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Figure 1.4: Potential energy diagram of a catalytic reaction. A and B react together
to form P. This can happen without a catalyst through the energy expensive reaction
pathway. Alternatively, A and B can bond to the catalyst surface and react here to
form P. P then has to be desorbed from the surface. This low energy pathway allows for
increased reaction rates. Figure adapted from [20].

1.2.1 Selecting the Right Catalyst

To understand heterogeneous catalysts consider the CO oxidation reaction in equa-
tion 1.6, a thermochemical reaction, which is also the topic of Chapter 5.

2 CO + O2 → 2 CO2 (1.6)

Imagine that A and B in Figure 1.4 are CO and O2 reacting to form the product
CO2. While this may seem as an unwanted reaction considering it emits CO2,
it is an extremely relevant chemical reaction that takes place in all car exhausts.
CO oxidation can proceed through the Langmuir-Hinshelwood reaction pathway,
where CO and O2 bond to the surface of a metal such as platinum [20]. O2 will
bond strongly to the surface breaking the bond between the two oxygen atoms al-
lowing them to react with CO and form CO2. This requires just the right binding
strength to split the oxygen molecule, but still allow the atoms to react with CO.
Likewise CO, which is a very reactive molecule, must not be bound too strongly
to allow a reaction with oxygen. This principle is a fundamental guiding princi-
ple when designing catalysts, known as the Sabatier Principle [20]. The reactants
must bond ”just right” with the surface to enhance the reaction rate, which can be
visualized by plotting the reaction rate against the binding energy of the interme-
diates. Since CO oxidation has two different reacting species this becomes a two
dimensional (2D) contour plot as seen in Figure 1.5a. These plots are commonly
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Figure 1.5: a) The calculated reaction rate of CO oxidation on different metal catalysts
plotted against the binding energy of CO and O. Figure adapted from [21]. b) Volcano
plot of HER activity for metals and MoS2. Reprinted from [12]. With permission from
AAAS.

referred to as volcano plots. From the 2D volcano it is evident that under these
conditions, Pd and Pt are good CO oxidation catalysts.

Alternatively the Sabatier principle can be understood by examining the electro-
chemical hydrogen evolution reaction (HER) which is one half-cell reaction in the
electrolysis of water and the topic of chapter 4. The reaction can be split into two
steps, with two different reaction pathways for the second step [12]:

First step: 2 H+ + 2 ∗+2 e− → 2 H∗
Second Step:

Tafel : 2 H∗ → H2

Heyrovsky : H∗+ H+ + e− → H2

(1.7)

Here the ∗ denotes a binding site, while H∗ denotes a hydrogen bound to a binding
site. The reaction proceeds by first binding protons to the surface sites in a Volmer
step [12]. Then either two bound hydrogen atoms react to form molecular hydrogen
through a Tafel step or a bound hydrogen atom reacts with a proton to form
molecular hydrogen through a Heyrovsky reaction [12]. The atomic hydrogen must
bind to the surface, while still allowing it to react to form molecular hydrogen
and desorb. As there is only one intermediate the volcano plot becomes a one
dimensional volcano as seen in Figure 1.5b. From the plots in Figure 1.5 it is
obvious that Pt is a great catalyst for both CO oxidation and HER, and it is.
However, these are two relatively simple reactions and we are not always so lucky
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with the binding energy of materials.

1.2.2 Challenges in Catalyst Optimization

One major challenge when designing new catalysts is that the changing of the
binding energy towards one intermediate, will change the binding energy of other
intermediates bound through the same atom. This is an issue for the ORR which
has the O, OH and OOH intermediates all bound through the O atom. As a result
the binding energy of individual intermediates cannot be tuned independently, re-
sulting in a linear scaling relation of the binding energies as seen in Figure 1.6. The
gibbs free binding energy (∆GOOH) for OOH scales with ∆GOH along the black
line. Consequently the scaling of the binding energies determines how close to the
optimum, the binding energy can be tuned. Any deviation from the optimal bind-
ing energies, will result in a decrease in the energy efficiency of the reaction. In an
electrochemical reaction this effectively means having to apply a larger potential
to drive a reaction, thus wasting power. The increase in electrochemical potential
compared to the theoretical limiting potential is termed the overpotential and is
used to compare the activity of catalysts. In thermal catalysis it translates into us-
ing higher temperatures and pressures to accelerate the gas-phase reaction. Again
this effectively is a loss in power efficiency for the reaction. Therefore, breaking
these scaling relations is one of the major goals of state-of-the-art catalysis research.

Figure 1.6: Linear scaling relations of the gibbs free energy of OH and OOH binding
for the ORR. The scaling relations dictate the achievable reaction potential compared to
the theoretical limited potential. Reprinted from [22].
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1.3 Catalysis at the Surface

The reacting molecules bond to the surface of catalysts, making the surface proper-
ties of the catalysts extremely important. Additionally an increase in surface area
results in more active sites available for reactions. Therefore another strategy for
increasing the activity of a catalyst has been increasing the available surface area
per volume of the catalyst material [12, 23]. Furthermore, since many state-of-
the-art catalysts are composed of non-abundant elements, this is also necessary to
increase the economic feasibility of catalytic processes. This has lead to the devel-
opment of smaller and smaller catalyst particles since the surface area to volume
ratio for e.g. a sphere with radius r scales as:

A

V
∝ 1

r
(1.8)

Consequently the smaller the particle, the more of the material is utilized. This
has lead to the development of nanoparticle catalysts. Nanoparticles are defined as
particles in the size range of 1-100 nm and have many different shapes. Ultimately
the most efficient use of material is the dispersion of single atoms, which is also the
focus of chapter 6 in this thesis.

1.3.1 Nanoparticle Structure

The structure of a crystalline metal nanoparticle is determined by the balancing of
the surface energies of its different crystalline facets. The structure can be derived
from the Wulff Construction [20], which assumes that the distance from the center
of a particle to a specific facet is proportional to the free surface energy of the facet.
Thus facets with low free surface energy will dominate the surface. Furthermore,
if the particle is supported on a surface, the structure can be truncated by wetting
of the surface, depending on the interface energy [20]. The free surface energy of
crystalline facets depends on the presence of any adsorbates. As a consequence,
the structure of a nanoparticle depends on the surrounding gas and will differ from
vacuum to reaction conditions [20, 24].

For metals, the facets with the lowest free surface energies are mostly the closest-
packed facets [20]. The surface of metal nanoparticles is therefore dominated by
these facets as seen in Figure 1.7 showing a schematic Wulff construction of a Pt
nanoparticle with the (100) and (111) facets having the lowest surface energies.
Atoms on the different facets and in the interfaces between facets are coordinated
to a different number of neighbouring atoms and are color coded based on their
coordination number (black=9, grey=8, blue=7, red=6). The lower coordinated
atoms such as steps and kinks have been shown to exhibit stronger binding energies
[25], which has been described in the d-band model by the smaller overlap of d-band
electrons that play a role in the binding of molecules to the surface [20, 26].
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Figure 1.7: Wulff construction of a 3000 atom platinum particle with (111) and (100)
facets, steps and kinks. Image courtesy of Karl Toudahl.

Particle Size Effects

As particle size decreases below tens of nanometers, the distribution of the differ-
ent undercoordinated sites increases. This is a consequence of not having enough
atoms to form the low energy facets. Since the various undercoordinated sites have
different binding energies, it is possible that the particle size affects the catalytic
properties. This is known as a particle size effect and has been demonstrated
for nanoparticles for several different reactions e.g. CO oxidation on Au particles
[27, 28] and PtxY for ORR [29] among others. When the particle size is reduced
further below 1-2 nm, the particles reach a size regime where quantum mechanical
effects may affect the catalytic properties [30, 31]. Particles of these sizes are com-
monly referred to as clusters. In this size regime, several observations of size effects
have been reported with observations of considerable differences in catalytic activ-
ity from adding a single atom [32–34]. Consequently, controlling nanoparticle and
cluster size is a vital part of investigations into fundamental catalytic properties.

1.4 Thesis Contents

As described above, the choice of material and particle size strongly affects the
catalytic properties of a nanoparticle. Due to the nanometer size range of cata-
lysts, proper characterization is necessary to check the structure of the synthesized
catalysts. Additionally, due to the structural complexity of industrial catalysts,
nano-scale characterization is difficult. As a result there is a need for well-defined
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model systems that can be thoroughly characterized, especially as particle sizes
approach single atoms. Thereby, model systems can be used to understand funda-
mental catalytic trends that can aid in the development of industrial catalysts.

There are different routes to creating model systems for catalysis. Particles of a
specific size can be synthesized via colloidal wet chemistry procedures, typically
using capping agents. These risk leaving chemical residue from the synthesis, on
the surface of the particles. Instead, a more physical approach is the use of a
ultra-high vacuum (UHV) based cluster source. A cluster source generates a beam
of nanoparticles or clusters that can be filtered based on their mass, resulting in
a narrow particle size distribution. This technique is not capable of synthesizing
catalysts at a rate relevant for industrial applications, but due to its narrow size
control and no risk of chemical residue, it is ideal for creating model systems. The
purpose of my PhD has been the development of novel model systems using the
Nanobeam cluster source and the adjoining Omicron UHV chamber. The thesis
structure is described below:

Chapter 2 describes the experimental equipment and techniques that have been
used to produce the results presented in the thesis. The chapter focuses on the
synthesis and characterization techniques that I have worked with. Meanwhile
techniques for testing catalytic performance are briefly introduced to the degree
necessary to understand the results of the following chapters.

Chapter 3 examines the dissolution of Pt nanoparticles under ORR conditions.
The work was a collaboration with several research groups, including Daniel Sand-
beck and Serhiy Cherevko at the Friedrich-Alexander-University Erlangen-Nürn-
berg. We investigated how the distance between the catalytic Pt nanoparticles
affects the dissolution of Pt by combining results from simulations, a model system
and an industrially relevant system. Additionally, using the model system we ex-
plored a possible particle size effect. The collaboration resulted in two manuscripts,
which have been submitted and are appended in the thesis.

Chapter 4 describes a benchmark study of how the overpotential for HER cat-
alysts is affected by the amount of catalyst that is used, prompted by a recent
comment in Nature Energy by Kibsgaard and Chorkendorff [35]. The results are
set into perspective of the many studies on earth-abundant HER catalysts claiming
platinum-like activity. This work is currently being written into a manuscript for
publication.

Chapter 5 describes the development of a AuTi catalyst for CO oxidation. Au
nanoparticles are a well known low temperature catalyst for CO oxidation that
suffers from instability issues. This study examines the possibility of increasing
the stability and activity of Au nanoparticles by self-anchoring using AuTi alloy
nanoparticles. The project is still on going, but interesting preliminary results are
presented and discussed.
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Chapter 6 focuses on developing a model system for single atom and small cluster
catalysts anchored by nitrogen coordination on a carbon substrate to be used for
electrochemical reactions. The chapter describes the motivation behind choosing
this specific model system along with preliminary results. The development is still
in the early stages, but as the results will show, significant steps have been taken
towards creating the model system.

Chapter 7 provides a brief summary of the main research results from the previ-
ous chapters.

All of the studies mentioned above were a collaborative work between myself, col-
leagues in our group and other groups. I will convey the entirety of the results, but
with a focus on the synthesis and characterization parts that I have contributed to.
The deposition conditions for producing Pt nanoparticles for the work in Chapter
3 and 4 were already developed in the group when I started. However to obtain
homogeneous coverages my colleague Jakob Ejler Sørensen and I developed a ras-
tering technique, which greatly improved the coverage homogeneity. Deposition
conditions and procedures for AuTi nanoparticles (Chapter 5) and Pt single atoms
and clusters (Chapter 6) were not previously known. I therefore developed these
during this work. Additionally, the simulations presented in Chapters 3 and 4 were
developed by myself with help from Jakob Ejler Sørensen.
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Chapter 2

Experimental Techniques

This chapter describes the working principle and operation procedures of the Nanobeam
cluster source and Omicron UHV system, that I have used to produce the model
systems reported in this thesis. Apart from operating the equipment I have also
been responsible for maintenance and improvements of the cluster source together
with Ph.D. student Jakob Ejler Sørensen. Additionally, I will describe the experi-
mental techniques that I have used to characterize the model systems and briefly
explain the methods used by my colleagues to test the catalytic performance of the
model systems.

2.1 The Ultra-High Vacuum System

The main part of my experimental work has been on the UHV system called ”Omi-
cron”. Working in UHV is necessary when studying the surface of catalysts since
ambient conditions contaminate the surface instantaneously. Additionally, many of
the techniques explained in the following only operate in UHV. The setup consists
of 3 main parts: the preparation chamber, the analysis chamber and the Nanobeam
cluster source as shown in Figure 2.1.

The base pressure in the Omicron system is on the order of 10−10 mbar and is
maintained by a combination of turbo pumps, ion getter pumps and titanium sub-
limation pumps. The pressure is monitored by three ion gauges, one in each part of
the system. Samples are loaded into the system using a load lock that is connected
to the preparation chamber. After pumping down for 1 hour, the load lock can
load up to 3 samples into the chamber without compromising the chamber pressure.

Once samples are loaded into the preparation chamber they can be sputtered by
ion bombardment with 6.0 purity Argon or 3.8 purity NH3. Ar is used for cleaning
the sample with sputter times of 10-40 minutes, at a sample current of ≈ 1 µA and
an ion energy of 1 keV. NH3 sputtering is used to create nitrogen defects in carbon
materials with sputtering times from 10 seconds to 10 minutes, at ion energies of

15



Chapter 2. Experimental Techniques

Figure 2.1: The Omicron UHV system consisting of the preparation and analysis cham-
bers connected to the Nanobeam cluster source. The samples are prepared and deposited
in the preparation chamber and moved to the analysis chamber for characterization with
XPS, ISS and SEM.

150-1000 eV and sample currents of 0.08-2 µA. The main stage in the preparation
chamber is also equipped with a pyrolitic boron nitride heater, capable of heat-
ing the sample up to 700 ◦C. Another smaller chamber that is connected to the
preparation chamber is a temperature programmed desorption (TPD) chamber,
which is still under development. From the preparation chamber, samples can be
transferred into the analysis chamber while in UHV.

The analysis chamber is used for sample characterization and is equipped with a
Omicron NanoSAM hemispherical analyzer, a SPECS XR50 x-ray lab source, an
Omicron ISE 100 ion-gun and an Omicron/Zeiss Gemini scanning electron micro-
scope with in-lens secondary electron detector. This allows for sample characteriza-
tion using X-ray Photoelectron Spectroscopy (XPS), Ion Scattering Spectroscopy
(ISS) and Scanning Electron Microscopy (SEM).

2.1.1 The Nanobeam Cluster Source

A cluster source is an instrument that creates a beam of nanoparticles or clusters
that can vary in size from single atoms up to tens of nanometers in diameter. It
relies on gas-phase aggregation of smaller species, which was first reported in 1986
by Yatsuya and coworkers [36]. However, there are different methods to supply
these small species to the aggregation zone [37]. The Nanobeam cluster source
(Nanobeam 2011 from Birmingham Instruments) uses magnetron-sputtering which
was reported to be advantageous for many metals and alloys compared to thermal
evaporation [38, 39]. After particle growth a lateral time-of-flight mass filter is used
to obtain a narrow particle mass distribution, similar to the setup first reported
by Palmer and co-workers [40]. A schematic of the working principle is shown in
Figure 2.2. The following subsections describe the details of the Nanobeam cluster
source along with many of the operational procedures developed in this work.
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Figure 2.2: The Nanobeam cluster source uses magnetron sputtering to sputter atoms
off a target. The atoms aggregate into clusters and nanoparticles, which are accelerated
and focused into the lateral time-of-flight mass filter, that filters the particles based on
the mass to charge ratio. Particles of the desired mass are subsequently deposited on a
substrate. Image courtesy of Jakob Kibsgaard.

Magnetron Sputtering and Gas-phase Aggregation

The synthesis of nanoparticles from gas-phase aggregation requires a feed of atoms
or clusters of atoms of the desired material to form larger particles. Magnetron
sputtering is an efficient method to sputter atoms off of a disk of material, that
can function as building blocks. A schematic of the magnetron sputtering concept
is shown in Figure 2.3.

Magnetron sputtering begins by applying a bias (≈ 250 V) to the target, which
for all the work in this thesis is a metal. Ar is lead into the chamber through a
flow controller at 10-100 SCCM around the target. When a current passes through
the gas, a glow discharge is ignited. This creates a region close (<1 mm) to the
target called the cathode fall [37]. Here a strong electric field accelerates the ion-
ized Ar+ ions onto the target. This serves two purposes: it creates electrons that
help to maintain the plasma discharge and it knocks atoms of the target material
into the vacuum. Additionally, a circular array of magnets positioned behind the
target creates a magnetic field through the target. The magnetic field confines the
electrons to the area, where the field lines are parallel to the surface [37]. The Ar+

primarily impinge the target in this area, creating a band of intense sputtering on
the target commonly called a racetrack. The sputtering of atoms in the racetrack
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Figure 2.3: Magnetron sputtering utilizes an array of magnets behind the biased target
to confine a plasma of electrons close to the target. This accelerates Ar+ ions towards the
target, which removes atoms of the material and generates additional electrons to sustain
the plasma. Reprinted from [37].

serves as the feed of building blocks for the gas-phase aggregation.

The gas-phase aggregation occurs in the aggregation zone, where the magnetron
sputtering target is located as in Figure 2.2. The aggregation zone is pumped
through an exit aperture by a turbo pump in the surrounding chamber and can be
cooled to -196 ◦C using a flow of liquid nitrogen through the surrounding shroud.
To increase aggregation into nanoparticles, He is flowed into the aggregation zone.
This serves two purposes: He increases heat transfer from the cooled chamber walls
to the atoms and clusters and He atoms serve as nucleation centers for the metal
atoms. The aggregation process begins with the formation of a metal dimer, but
due to the conservation of energy and momentum a single collision between two
metal atoms cannot create a dimer. Therefore dimers are created in a three-body
collision with the participation of a noble gas atom [39]:

M +M +Ar/He→M2 +Ar/He (2.1)

After the dimer formation the particles can grow through the addition of single
atoms or cluster-cluster aggregation [37, 39]. Previous work on the Nanobeam
cluster source shows signs of both mechanisms. The dominating mechanism likely
depends on the material and the conditions in the aggregation zone.

Due to its low mass, He does not contribute significantly to the sputtering process.
Therefore the He flow allows for separate control of the sputtering and aggregation
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process. The pressure in the aggregation zone during operation is in the range of
0.01-1 mbar and can be tuned by the adjustable circular exit aperture. Meanwhile
the pressure in the surrounding chamber is around 10−4 mbar, creating a gas
flow that carries the particles out of the aggregation zone before undergoing a
supersonic expansion. At supersonic velocities, the particles no longer aggregate
and the outer boundaries for the mass distribution are set. A number of the
particles exiting the aggregation zone are electrically charged, primarily with 1
elementary charge. Previous studies have shown that the ratio of neutral, positive
and negative particles is evenly distributed at 1/3 each [39], but our experience
on the Nanobeam cluster source indicates that nanoparticles >2 nm are negatively
charged, while single atoms and clusters up to 10 atoms are positively charged. The
range between 2 nm and 10 atoms is difficult to produce with the current setup of
the Nanobeam cluster source.

Lateral Time-of-Flight Mass Filtering

The charged particles exiting the aggregation zone can be focused and accelerated
by using electrostatic lenses. Before entering the mass filter they are accelerated
by a potential of 500 eV and focused into a narrow beam by a series of ion optic
lenses. When a particle with charge q and mass m enters an electric field E it will
experience an acceleration:

a =
qE

m
(2.2)

Since particles of the same mass to charge ratio (mq ) experience the same accelera-
tion, it is possible to filter the particles in the lateral time-of-flight mass filter seen
in figure 2.4.

Figure 2.4: The lateral time-of-flight mass filter applies a short pulse to plate 1 displacing
the unfiltered beam laterally followed by a pulse on plate 2. This results in a vertical
distribution of particles based on m

q
. The particles are subsequently filtered by an exit

aperture.
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This type of time-of-flight mass filter was first described by Issendorf and Palmer
in 1999 [41]. As seen in Figure 2.4, an unfiltered beam of charged particle enters
through an entrance aperture and a short high-voltage pulse is applied to plate
1. The particles experience a vertical acceleration which varies based on their m

q .
Shortly after, another similar pulse is applied to plate 2, which decelerates the par-
ticles vertically and returns them to their original horizontal trajectory. However
they are now displaced laterally based on their m

q . Subsequently, the particles can
be filtered by applying a narrow exit aperture. The filter and entire system of
ion optic lenses can be run at both positive or negative potential to select either
positive or negative particles.

As mentioned above, most of the charged particles carry one elementary charge,
resulting in a filtering that is effectively based on the particle mass. However there
are some particles that are double charged. Particles of 2m

2q will be filtered similarly
to m

q and therefore it is possible to get particles through the filter with double the
desired mass. This is unavoidable and something that must be addressed when
tuning the cluster source before depositions.

The high voltage pulses are applied consecutively at a high frequency, with the pulse
duration determining the selected mass. Thus by scanning the pulse duration, a
mass scan can be performed. The mass filter on the Nanobeam is able to filter
masses from 30 amu - 20 million amu. The mass resolution of the filter can be
tuned from m

∆m = 20-100 by changing the size of exit aperture. It was set to 20
under normal operating conditions to maximize the beam current and enable faster
deposition times.

Deposition Current and Bias

The filtered beam of mass-selected nanoparticles exits the clustersource into the
preparation chamber. The final lens is an einzel lens, which serves to focus the
beam into a spot. Approximately 2 cm from the einzel lens sits a metal plate
known as the aperture flag. The aperture flag is isolated from ground through an
electrometer, which measures the current between the flag and ground. When the
charged particles impinge the flag they are neutralized, generating a neutralization
current measured by the electrometer. The current is a measurement of the flux
of particles onto the flag and by integrating the current over time we are able to
calculate the amount of particles that have landed on it. It is therefore also referred
to as the deposition current and is used to optimize the deposition conditions be-
fore depositions. Below a solid part of the flag there are three circular apertures
with 1, 4.5 and 9 mm diameter respectively. When depositing particles, the sample
substrate is placed behind one of the apertures to have a well-defined deposition
area and the current is measured on the sample instead of the flag. Knowing both
the deposition area and the total number of deposited particles, it is possible to
very accurately calculate the coverage of particles on the substrate.
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Since the particles exiting the cluster source are at a beam potential of 500 eV they
are quickly slowed down, when approaching the flag. This causes an increase in the
beam spot size that can be minimized by applying a bias to the flag and sample.
The bias has the same polarity as the lenses (opposite polarity of the particles) and
ranges from 1.5 to 48 V. In practice this is achieved by placing a battery or a number
of batteries in series between the flag/sample and the electrometer. Batteries are
used because they can maintain a stable and noise-free potential at the deposition
currents typically achieved (5 pA- 1 µA). The amplitude of the bias is not entirely
determined by its ability to attract the charged particles, but also by its influence
on the particle impact on the substrate. If the particles have sufficiently large
kinetic energies they can be annealed, shatter or be implanted into the substrate
upon impact [42, 43]. This regime is known as ”hard landing”. Meanwhile if the
kinetic energy per atom is below the cohesive energy of the particles they are said
to be ”soft landed” [44]. The transition from hard to soft landing is not widely
agreed upon, but we regard landing energies below 1 eV/atom to be in the soft
landing regime. Throughout this work a 48 V bias has been used for the deposition
of nanoparticles, which for all nanoparticle sizes is well within the soft landing
regime, while for single atoms and small clusters a 1.5-18 V bias was used.

Deposition Procedure

Before beginning a deposition, the conditions in the aggregation zone and the lens
settings have to be tuned. The conditions include a number of parameters:

• He Flow: Increasing He flow generally shifts the mass distribution to lighter
masses.

• Ar Flow: Increasing Ar flow increases the sputtering rate, shifting the mass
distribution to heavier masses depending on the He flow relative to the Ar.

• Pressure: is influenced by the Ar/He flow and independently tuned by the
adjustable exit aperture of the aggregation zone. If all other conditions are
held constant, increasing the pressure shifts the mass distribution towards
heavier masses.

• Temperature: The temperature can either be room temperature or -196
◦C as there currently is no way to stabilize the temperature between these
values. To produce nanoparticles and clusters, the cluster source must be
cooled, while single atoms can be produced at room temperature.

• Magnetron Power: Increasing magnetron power increases sputtering rate,
its effect depends entirely on the combination of Ar/He flow.

• Lens Potentials: are generally easier to tune since the effects are instan-
taneous compared to the effects of the other tuning parameters which take
time to stabilize. Tuning the lenses leads to increased deposition currents and
can shift the mass distribution slightly, due to the fact that it increases the
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transmission of specific masses. The lenses are a vital part of the tuning and
incorrect lens potentials can reduce the current by many orders of magnitude.

The deposition conditions are tuned by measuring the deposition current on the
flag while scanning the transmitted mass of the mass filter. This mass scan results
in a mass profile as seen in Figure 2.5 showing the current as a function of par-
ticle mass. Each parameter is tuned individually by observing the change in the
current. While general trends as described above are observed, tuning is a brute
force method that is not always reproducible due to the geometrical changes of the
racetrack. Therefore, previously successful settings are used as initial conditions
and then tuned to increase the current for the desired mass. The temperature mea-
surement is placed close to the liquid nitrogen shroud, which can give an incorrect
temperature readout since it will be the first part to cool down. This causes drift
in the mass profile throughout a deposition as seen in Figure 2.5a. Since the mass
profile cannot be monitored during deposition, a mass scan is performed after de-
position to check for a mass profile drift. To avoid such a drift we recently adopted
a procedure of cooling the cluster source for 2-3 hours before depositing samples.
As seen in Figure 2.5b the procedure significantly reduced the mass profile drift.

2 M 4 M 6 M 8 M 1 0 M 1 2 M 1 4 M
- 1 4
- 1 2
- 1 0

- 8
- 6
- 4
- 2
0

De
po

siti
on

 Cu
rre

nt 
[pA

]

M a s s  [ a m u ]

A f t e r

B e f o r e

(a)

0 2 0 k 4 0 k 6 0 k 8 0 k 1 0 0 k 1 2 0 k 1 4 0 k 1 6 0 k 1 8 0 k
- 1 2 0
- 1 0 0

- 8 0
- 6 0
- 4 0
- 2 0

0

De
po

siti
on

 Cu
rre

nt 
[pA

]

M a s s  [ a m u ]

B e f o r e A f t e r

(b)

Figure 2.5: Mass scans before and after deposition: a) Deposition has been started as
soon as the cluster source is cooled. b) The cluster source has been cooled for 2 hours
before starting the deposition.

The goal of tuning the conditions is not only to increase the deposition current,
but also to minimize the relative intensity of the double mass particles to reduce
the amount of double mass particles that are deposited. Generally we aim for an
order of magnitude difference between the single and double mass currents, but in
practice this can be difficult and occasionally we must accept only a factor of 2 or
5 between the two.

Once a satisfactory mass profile has been acquired, the beam is blanked and the
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current measurement is switched to the sample, while it is positioned behind the
aperture. The beam is unblanked and the sample current is logged until the desired
coverage has been achieved. The coverage is calculated concurrently using a script
on the control computer. Once the deposition is finished, a post deposition mass
scan is performed on the flag. The coverage is calculated by finding the number of
deposited particles and multiplying by the cross-sectional area of a single spherical
particle with the selected mass. Thus a total projected area covered by the par-
ticles is obtained. Coverage can subsequently be calculated by dividing the total
projected area by the total deposition area which is determined by the aperture.

Ensuring Sample Homogeneity

While the final lens of the cluster source serves to focus the beam into a spot, we
discovered that when depositing high coverages, non homogeneous particle distri-
butions were obtained. This is evident in the SEM image in Figure 2.6a, which
shows part of a glassy carbon disc (5 mm in diameter)that has a 20% coverage of
6 nm Pt nanoparticles. There is a very sharp cut off from the bright area, where
Pt particles have been deposited and the dark area, where there are no particles.
Additionally the spot only covers a very small area compared to the entire glassy
carbon disc.

(a) (b) (c)

Figure 2.6: a) SEM image of the surface of a glassy carbon disc with 20% coverage of
6 nm Pt nanoparticles. b) Raster pattern used for creating a homogeneous distribution
of particles. c) Atomic concentration of Pt in different spots determined by quantitative
XPS analysis of a 70% coverage of 6 nm Pt particles. The particles were deposited on a
1×1 cm glassy carbon plate with the rastering pattern shown in b.

Together with my colleague Jakob Ejler Sørensen, I developed a method for raster-
ing the sample in front of the beam to spread out the particles in a homogeneous
distribution. In practice this was achieved by installing two computer controlled
motors on the manipulators, which move the stage the sample sits in during de-
position. The sample can thus be rastered in the plane perpendicular to the beam
trajectory. A more elegant solution would be to raster the beam, but due to ge-
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ometrical restrictions, this is not feasible. To check the effect of the rastering, a
sample with 70% coverage of 6 nm Pt particles was deposited on a flat 1×1 cm
glassy carbon plate. The plate was rastered with the meander pattern in Figure
2.6b moving a total of 9 mm in each direction. The raster pattern was repeated
until the desired coverage had been obtained. XPS was used to characterize the
sample homogeneity, by measuring different spots on the glassy carbon substrate
and performing quantitative analysis of the platinum concentration. Figure 2.6c
shows that a very homogeneous coverage was obtained from the rastering with an
average Pt concentration of 29% ± 1%.

Rastering the sample imposes a new problem; the particles are now also landed
outside the sample area onto the stage. This is because the sample is rastered,
but the aperture is not. Not all of the measured charge lands on the sample and
therefore the coverage calculation is incorrect. This is solved by approximating the
spot size and shape of the beam from the SEM image and simulating a deposition
with this beam profile and raster pattern. From this the actual deposition area can
be found and thus the coverage.

2.2 X-ray Photoelectron Spectroscopy

X-ray Photoelectron Spectroscopy (XPS) is a UHV technique used to determine the
chemical composition and oxidation states of the surface of a material. It relies on
using X-rays to generate photoelectrons from the surface and counting the number
of photoelectrons at different kinetic energies. The kinetic energy Ekin depends
on the X-ray energy hν, the electron binding energy Ebin and the analyzer work
function φ [20]:

Ekin = hν − Ebin − φ (2.3)

φ is a system specific value and is included in the operation software or can be
determined using a specific standard. hν is set by the x-ray radiation, which can
either be a lab source or a synchrotron source. Thus the binding energies of the
emitted photoelectrons can be determined.

Each element emits photoelectrons with a characteristic set of binding energies
creating a fingerprint of the atoms on the surface. Determining the chemical com-
position of the surface is therefore possible [20]. This requires a monochromatic
x-ray source for a constant value of hν. If a synchrotron is not available, X-ray
radiation is generated from a lab source consisting of a metal anode, which is bom-
barded with high energy electrons (10-15 kV, 20 mA) from a heated filament. The
high energy electrons bombarding the surface may remove electrons from the 1s
binding state of the metal. The empty state is filled by the relaxation of electrons
in the 2p1/2 or 2p3/2 energy levels, resulting in the emission of X-rays with an
energy corresponding to the electron energy loss. These specific transitions are
denoted Kα1,2. Our lab source has two different anodes, one coated with Mg and
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one coated with Al resulting in radiation with an energy of 1253.6 eV (0.7 eV full
width half maximum (FWHM)) and 1486.3 eV (1 eV FWHM) respectively [20].
However there are other energy transitions available and the complete emission
spectra is not trivial [45]. The probability of these transitions is lower, for instance
Mg has a second line at 8.5 eV higher than Mg Kα with 9.1% of its intensity. This
results in X-ray satellites in the XPS spectrum if a monochromator is not used [45].

The kinetic energy of the photoelectrons is measured with a hemispherical energy
analyzer. It consists of two concentric hemispheres, slightly displaced and with
a potential difference across that deflects incoming electrons into a circular path.
Incoming electrons of different energies follow trajectories with different radii and
scanning the potential allows different electron energies to pass through an exit slit.
Alternatively a grid at the analyzer entrance slows electrons to the specific pass en-
ergy set by the analyzer potential resulting in a constant energy resolution for the
entire spectrum of kinetic energies. This is called constant pass/analyzer energy
mode and is the standard for operation. After passing the exit slit the electrons are
detected by a secondary electron multiplier. The Omicron system is equipped with
a multichannel detector with 7 electron multipliers, which can be used to scan at
slightly different energies, giving a larger signal-to-noise ratio compared to a single
channel detector.

Despite the X-rays penetrating deep into the sample material, XPS is a surface
sensitive technique due to the mean free path of the photoelectrons which generate
the signal. Figure 2.7 shows the mean free path of electrons of different kinetic
energies in different materials from a number of different experiments [20].

Figure 2.7: The mean free path of electrons at different kinetic energies in different
materials. Reprinted from [20].

The detected photoelectrons have energies in the range 20-1400 eV, equivalent to
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mean free paths on the order of 1 nm or ≈ 5 monolayers. Thus the photoelectrons
contributing to distinct peaks originate close to the surface. XPS can also be used
for identification of chemical states since they affect the binding energies of an
atom. These can shift up to several eV, typically towards higher binding energies
with increasing oxidation state [20].

The photo emission of an electron can also be followed by the relaxation of an
electron at a higher energy resulting in the emission of a third electron - an Auger
electron. The energy of Auger electrons is independent of the incoming X-ray
energy thus easily identifiable by varying the X-ray energy. Such three-electron
processes are sufficiently likely that they contribute with peaks in the the XPS
spectrum [20].

Quantifying Surface Composition using XPS

The intensity of XPS peaks is proportional to the number of atoms in the sample
contributing to the peak. Therefore the surface composition can be quantified by
integrating peak areas for the different elements in the sample. However, the yield
of photoelectrons depends on the element and electron orbital thus the peak areas
must be scaled with a relative sensitivity factor (RSF) , obtained from standards
or databases [45]. The RSF may also be instrument dependent, in which case they
are supplied by the manufacturer. The ratio between two concentrations in the
sample is given by:

c1
c2

=
A1/RSF1

A2/RSF2
(2.4)

where ci is the elemental concentration, Ai is the element peak area and RSFi is
the relative sensitivity factor for the specific electron transition.

To obtain accurate peak areas it is often necessary to use peak fitting, since peaks
may overlap and the background contribution must be subtracted. Peaks are fit-
ted using a convolution of a Gaussian function, which captures the broadening
from the electron detection and X-ray line shape and a Lorenzian function which
captures the life-time broadening of the photoelectron emission process [46]. The
background originates from inelastic scattering of the photoelectrons when they
leave the sample. This gives a tail at lower kinetic energies which is best modelled
by the Shirley background. This has been determined empirically and is not a
model derived from physical principles [47].

Due to equipment malfunction on the Omicron UHV system, the XPS presented
in this thesis was also performed on two other instruments. The XPS spectra
presented in Chapter 3 were acquired on a PHI Quantera II scanning X-ray micro-
probe. The XPS spectra presented in Chapter 5 were acquired on the ThermoFisher
Thetaprobe. Table 2.1 shows the settings for each system, all spectra were obtained
using an Al Kα source.
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Table 2.1: XPS settings for spectra presented in this thesis. Survey scans were used to
obtain information on the different elements in the sample, while detailed scans were used
to resolve specific peaks for quantitative analysis.

Instrument Scan Type
Spot
[µm]

Stepsize
[eV]

Voltage
[kV]

Pass Energy
[eV]

Omicron Survey 2000 1 12.5 100
Omicron Detailed 2000 0.1 12.5 50
ThetaProbe Survey 400 1 15 200
ThetaProbe Detailed 400 0.1 15 200
PHI Quantera II Survey 100 1 15 280

2.3 Ion Scattering Spectroscopy

Ion Scattering Spectroscopy (ISS) also known as Low Energy Ion Scattering (LEIS)
is another UHV technique used to determine the surface composition of a sample.
The technique is based on binary elastic collisions of noble gas ions on surface
atoms. It is an extremely surface sensitive technique and in principle quantifiable,
however this requires an extensive set of standards and has not been performed in
this work. Instead ISS has been used as a tool to detect contamination, deposited
particles and dispersion with a very high sensitivity as low as 0.1% of a monolayer.

The noble gas atoms are ionized and accelerated towards the surface of the sample
using a sputter gun. When the noble gas ions impinge the surface they undergo
binary elastic collisions with the surface atoms of the sample [20]. The reflected
ions can be detected using a bipolar energy analyzer such as the hemispherical
analyzer on the Omicron chamber. During the collision with the surface, 99%
of the noble gas ions are neutralized, thus very few of the incoming ions actually
contribute to the signal detected in the analyzer [20]. Typical incoming ion energies
used for ISS are in the range of 1-8 keV using He+, Ne+, Ar+ or Kr+. In this
thesis all ISS measurements were performed using 1 keV He+ ions, 1 eV steps size
and a scattering angle of 146.7◦ between the incoming ion beam and the analyzer.
Additionally, the ion beam was rastered in a 1×1 mm area to probe a representative
area on the surface. Assuming only binary elastic collisions, the relation between
the incoming ion mass Mi and energy Ei, the surface atom mass Ms and the
reflected ion energy Er can be derived from classical mechanics:

Er =

cos θ +

√
(Ms/Mi)

2 − sin2 θ

1 +Ms/Mi

× Ei (2.5)

where θ is the scattering angle and is instrument specific as it depends on the in-
strument geometry. Meanwhile Mi and Ei are controlled by the user so Ms can
be determined. However the binary collision model is not completely accurate and
some inelastic processes may occur during the collision leading to a peak shift to-
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wards lower energies compared to the values calculated from equation 2.5.

Heavier noble gases like Ar+ and Kr+ will cause significant damage to the surface
affecting the surface structure and possibly composition. Instead He+ is used to
provide a ”non-destructive” characterization technique that can be performed at
different stages of sample synthesis without affecting the synthesis procedure. Due
to the low mass of He, the energy resolution of ISS at higher masses becomes very
poor considering equation 2.5. As a consequence, distinguishing elements such as
Au and Pt is not possible. This is a compromise I have chosen to accept since XPS
can be used to distinguish between elements of similar mass.

The extreme surface sensitivity of ISS is in part due to the large neutralization
probability since most atoms passing through the first atomic layer will be neu-
tralized so even if they are scattered back to detector from a subsurface layer, they
are not detected [20]. Additionally the scattering cross sections are large so not
many atoms pass through the first atomic layer. It is however possible to have
some contributions from the subsurface from ions that are neutralized. These pass
through the surface, are scattered by a subsurface layer and reionized when leaving
the surface. This process cannot be described by classical physics and there are no
models accurately describing it [20].

2.4 Electron Microscopy

The term electron microscopy covers a number of different imaging techniques in-
cluding Scanning Electron Microscopy (SEM) , Transmission Electron Microscopy
(TEM) and Scanning Transmission Electron Microscopy (STEM) . Common for
each of these techniques is that they are used to visualize structures on the nanoscale
with resolutions down to 0.8 Å. Achieving resolutions on this scale is possible due
to using electrons as the probe instead of visible photons. The wavelength of vis-
ible photons is too large to resolve structures smaller than approximately 300 nm
according to the Rayleigh Criterion [48]. Instead the wavelength of electrons can
be tuned by accelerating them to higher energies to such a degree that the electron
wavelength is no longer the factor limiting the resolution (using the De Broglie
equation a 100 keV electron has a wavelength of 0.004 pm ignoring relativistic
effects)[48].

When electrons interact with a material they can create a large number of sec-
ondary signals as seen in Figure 2.8. Each of these signals give information on
different properties of the sample e.g. chemical, elemental or structural informa-
tion and can be detected in the different types of electron microscopy [48].

A common feature for the electron microscopy techniques is the ability to use
the emitted characteristic x-rays to determine the elements in the sample. This
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Figure 2.8: High energy electrons interacting with a sample material creates different
secondary signals that can give different types of information. Adapted from [48]

technique is known as energy dispersive x-ray spectroscopy (EDS) . It is especially
useful in SEM and STEM since here local elemental information can be obtained,
allowing for mapping of the atomic elements in the sample [48].

2.4.1 Scanning Electron Microscopy

In scanning electron microscopy a converging electron beam of 5-30 keV electrons is
scanned over the sample in a rastering motion. The secondary and/or backscattered
electrons are detected using detectors placed to the side of and above the sample
respectively. SEM can be used to image nanoparticles by detecting the secondary
electrons, which provide topographical information due to their low mean free
path. A consequence of their typical energies < 50 eV [48]. Nanoparticles will
emit more secondary electrons than their support and therefore appear bright on a
darker background. SEM imaging was performed on the FEI QuantaFEG with an
Everhart-Thornley detector to detect secondary electrons, this leads to a maximum
resolution of 2 nm [49].

2.4.2 Transmission Electron Microscopy

In transmission electron microscopy a broad parallel beam of high energy electrons
passes through a thin electron transparent sample. All TEM imaging was per-
formed with a primary electron energy of 300 keV. The direct transmitted beam is
detected by an electron detector and several different types of contrast are created.
First there is amplitude contrast, which includes mass-thickness and diffraction
contrast. Mass-thickness contrast arises from incoherent elastically scattered elec-
trons being scattered to angles that are not included in the image generation [48].
It provides information on the mass and thickness of the sample since these pa-
rameters strongly influence the scattering cross section of incoherent elastically
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scattered electrons. Diffraction contrast is generated from electrons that are Bragg
diffracted by a crystalline sample to such high angles that they are not included in
the image generation [48]. Another type of contrast mainly used for high resolu-
tion imaging is phase contrast, which arises from the interference between coherent
elastically scattered electrons and the unscattered electrons transmitted through
the sample [48]. Phase-contrast can provide atomic resolution of lattice planes if
the microscope aberrations are reduced significantly. TEM imaging was performed
on the FEI Titan E-cell 80-300 ST TEM with a post objective lens spherical aber-
ration corrector from CEOS company which has a maximum resolution of 0.8 Å.
The TEM images in this thesis are bright field images meaning that heavy/thick
parts of the sample will appear darker. If the images display phase contrast, the
dark or bright parts cannot be directly correlated to atoms, but instead the sam-
ple structure is represented by the periodicity of the contrast. TEM imaging was
performed at DTU and Haldor Topsøe A/S.

Since the structure of nanoparticles depends on the surrounding gas [20, 24], prop-
erly characterizing the structure of nanoparticles under reaction conditions requires
in-situ imaging. In-situ TEM can be performed in an enviromental TEM (ETEM)
, where differential pumping allows for a gas pressure of several mbars around
the sample [50]. Additionally, by using micro electro-mechanical systems (MEMS)
based TEM chips like the DENS Wildfire chip allows for heating the sample with
minimal drift compared to traditional bulk heating holders [51].

2.4.3 Scanning Transmission Electron Microscopy

Scanning transmission electron microscopy using a high angle annular dark field
(HAADF)detector is a combination of SEM and TEM. A narrow collimated beam of
electrons converge into a small probe at the sample. The probe is rastered across the
sample and the corresponding intensity of incoherent elastically scattered electrons
scattered to angles > 50 mrad is measured by the HAADF detector [48]. Detecting
these electrons generates a Z-contrast that can be tuned by changing the camera
length of the detector. STEM imaging was performed with a FEI Titan Analytical
80-300 ST TEM equipped with a pre objective lens spherical aberration corrector
and using a primary electron energy of 300 keV. Under optimal imaging conditions
this allows for a resolution of 0.8 Å [49], sufficient for achieving atomic resolution
of nanoparticles and even single atoms. Due to Z-contrast, heavier elements will
appear brighter on STEM HAADF images.

Avoiding Beam Induced Effects

Interaction of the high energy electrons with the sample provides contrast for imag-
ing, but can also lead to beam induced alterations of the sample. One commonly
observed effect in all types of electron microscopy is carbon growth from the crack-
ing of hydrocarbons. Additionally in TEM and STEM the electron beam can
induce changes in particle structures [52] and affect the imaging resolution in dif-
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ferent gases in ETEM [50, 53]. Therefore care should always be taken to avoid
beam induced effects in electron microscopy. In practice this was done by using
the minimal beam current and dose rate necessary to achieve sufficient signal-to-
noise ratios and by checking reference areas that were not previously illuminated
by the beam [50, 53].

Other Microscopy Techniques

Apart from the electron microscopy techniques, another type of microscopy that
is useful for visualizing structures with atomic resolution is Scanning Tunneling
Microscopy (STM) . An STM rasters a sharp W or Pt/Ir tip less than 1 nm above
a conducting sample. A bias voltage is applied between the tip and sample that due
to quantum mechanics, allows electrons to tunnel from one to the other [20]. The
current is sent to the feedback loop in the computer which controls the piezoelectric
tubes that move the tip. Since the tunneling current depends exponentially on the
gap distance, the smallest changes in distance can be detected. An STM can be
run in two modes, constant current, where the tip moves to maintain a constant
current while scanning across the sample or constant height in which case the tip
is kept at a constant height and the variations in current are measured. In practice
this maps out the density of states around the Fermi level[20]. This results in
images with atomic resolution of extremely flat samples, however if the surface is
rough then the achievable resolution drops significantly.

2.5 Measuring Catalytic Performance

Testing the catalytic performance of the model catalysts deposited with the clus-
ter source is non-trivial due to the loadings (10-1000 ng) that can be achieved
with the cluster source. Since electrochemical catalysis consists of the transfer of
electrons, this can be measured accurately down to very low loadings. However,
contaminants and mass-transfer effects become increasingly detrimental to catalyst
performance at these loadings. Thermochemical catalysis testing of low loadings is
also challenging due to the large reactor volumes, which make the small amount of
reaction products impossible to distinguish from the background. However if the
reactor volume is reduced then the reaction products may amount to a detectable
concentration. This is the working principle of the microreactor developed in our
group [54], which can be used to measure thermochemical catalysis activity from
cluster source samples.

Throughout the thesis I will use the term catalytic performance to cover both
catalytic activity and catalyst stability as these both are important factors for the
application of a catalyst. I have not performed any catalytic performance testing,
but have been a part of planning experiments and treating data from the different
measurements in close collaboration with my colleagues. I will briefly present the
basics of the different testing methods below.

31



Chapter 2. Experimental Techniques

2.5.1 Electrochemical Activity Testing

Electrochemical reactions are redox reactions involving the transfer of electrons
between a liquid electrolyte and a solid electrode. A redox reaction can be split
into two half-cell reactions: the reduction reaction, which happens at the cathode
and the oxidation reaction, that takes place at the anode. By applying a potential
between the two electrodes it is possible to shift the reaction equilibrium. Decou-
pling the two half cell reactions requires the introduction of a third electrode, a
reference electrode (RE) as seen in Figure 2.9.

Inlet 
(heating medium)

Gas

Electrolyte

Dummy 
electrode

Counter
electrode

Jacket

Outlet
(heating medium)

Luggin
capillary

Reference
electrode

Rotating 
disk electrode

Figure 2.9: Sketch of a three electrode cell used for electrochemical testing of model
catalysts. Image courtesy of Taus Holtug.

The catalyst material is deposited on the working electrode (WE) , which is
mounted in a rotating disk electrode (RDE) . This is where the half cell reac-
tion of interest occurs. The other occurs at the counter electrode (CE) , while the
reference electrode is in electrical contact with both the working and counter elec-
trodes. The potential of the WE is measured against the known potential of the RE,
while the current is measured between the working and counter electrodes. Thus
the current generated by the electrochemical reaction can be measured against the
potential that is used to drive it. The RDE setup is used to increase the convection
of electrolyte to the WE, since the mass transport rate can be rate limiting for
the reaction. When initially inserting the WE, the potential is not controlled since
there is no contact through the electrolyte to the RE. The potential the WE expe-
riences initially is in this case the open circuit voltage which depends on the setup
parameters and can be harmful to the catalyst. Therefore a dummy electrode that
is connected to the WE is inserted first. This establishes the potential of the WE
that is then inserted under potential control.
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The standard electrochemical testing procedure is cyclic voltammetry (CV) where
the potential of the WE is scanned from the lower potential limit to the upper
potential limit and back while the resulting current is measured. This is repeated
multiple times to monitor the short term catalyst stability. All potentials in the
thesis are reported in terms of the reversible hydrogen electrode (RHE).

2.5.2 Thermochemical Testing

Thermochemical catalysis measurements were performed in the microreactor, where
gas is flowed in using flow-controllers through channels 1 and 2 as seen in the sketch
in Figure 2.10. These channels join to one and mix the gas in the meander pattern
before entering channel 3. Here part of the gas (<10 %) flows through a capillary
to the reactor volume (indicated by the arrow), the rest flows out through the
channel exit. This channel serves as a gas reservoir that feeds gas to the reactor
volume and the outlet is used to set the pressure in the reservoir using a pressure
controller. Thus the flow rate through the reactor volume cannot be changed by
changing the flow rate of the incoming gasses, but instead the flow rate depends
on the temperature and pressure. Additionally this limits backflow of gas from the
reactor volume. After passing through the reactor volume, the gas exits through a
small capillary in channel 4 and is lead to a quadrupole mass spectrometer. The
capillary ensures that the pressure is reduced sufficiently from the 0.1-2 bar in the
reactor. The reactor has a volume of 236 nL meaning that even the small loadings
deposited in the cluster source can produce a significant partial pressure of prod-
ucts to be detected. The reactor volume is heated using resistive heating contacts
on the backside of the reactor. The reactor volume temperature is measured using
both a resistance temperature detector (RTD) and a thermocouple. The microre-
actor has been developed over the last 10 years and additional information can be
found in: [55–57]

Figure 2.10: Picture and sketch of the microreactor developed in our group. The arrow
points to the reactor volume where the catalyst material is deposited.
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2.5.3 Scanning Flow Cell

Catalyst stability is often tested by running reactions for longer periods of time
in both electrochemical and thermal catalysis measurements. However, during
an electrochemical stability measurement it is not possible to distinguish between
catalyst dissolution and other degradation mechanisms since they all result in a de-
crease in current over time. One way to distinguish between the two is using a ded-
icated setup to measure dissolution. This was done in collaboration with colleagues
at Helmholtz-Institute Erlangen-Nürnberg for Renewable Energy, Forschungszen-
trum Jülich which are now located at the Friedrich-Alexander-University Erlangen
Nürnberg. They have developed a scanning flow cell with online inductively cou-
pled plasma mass spectrometry (SFC-ICP-MS) [58–60].

Measuring dissolution in a standard three electrode cell requires removal of small
electrolyte volumes at different stages of the experiment and then subsequent ICP-
MS measurements. This procedure is simplified by the SFC-ICP-MS setup seen in
Figure 2.11 which is placed on top of the desired WE. Electrolyte flows through the
CE to the WE where the mass-selected particles are deposited. The connection to
the WE is sealed with a silicone ring to determine the WE area(1 mm diameter).
After reacting at the WE the electrolyte flows to the ICP-MS where the amount of
dissolved catalyst can be measured extremely accurately (< 0.1 parts per billion).
In this way it is possible to measure even the slightest dissolution while performing
electrochemical measurements.

Figure 2.11: Schematic of the SFC-ICP-MS used for dissolution testing. Adapted from
[60].
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Chapter 3

Platinum Dissolution During
the Oxygen Reduction

Reaction

One of the challenges in polymer electrolye membrane fuel cells (PEMFC) is the
stability of the platinum alloy catalyst that accelerates the oxygen reduction re-
action (ORR). The major cause of degradation is the dissolution of the catalyst
material in the acidic electrolyte due to the large range of potentials experienced
during start/stop and operation. This chapter describes a collaborative work, which
examines how varying the edge-to-edge interparticle distance affects dissolution for
two Pt catalysts. One is a model system of mass-selected 1.5M amu (≈6 nm) Pt
nanoparticles on a flat glassy carbon support, which is termed the 2D samples due
to a relatively flat structure. The other is an industrially relevant catalyst of 2
nm Pt nanoparticles on a Vulcan carbon support, which is termed the 3D samples.
The dissolution is measured using the SFC-ICP-MS setup described in Chapter 2.
The Pt densities in the two catalysts are compared through the mean edge-to-edge
interparticle distance. Additionally, the 2D samples are used to understand the
effect of nanoparticle size on the Pt dissolution.

This work is the result of two collaborations, the first with colleagues at Forschungszen-
trum Jülich, Friedrich-Alexander-Universität Erlangen-Nürnberg, University of Copen-
hagen, Toyota Central R&D labs, University of Bern, Carl von Ossietzky Univer-
sity of Oldenburg and the Technical University of Braunschweig. This resulted
in the submission of a manuscript titled ”The Dissolution Dilemma for low Pt
Loading Polymer Electrolyte Membrane Fuel Cells”, which is currently submit-
ted to Advanced Energy Materials. The second collaboration with co-workers
at Forschungszentrum Jülich/Friedrich-Alexander-Universität Erlangen-Nürnberg,
which resulted in the manuscript titled ”The Particle Size Effect on Platinum Dis-
solution: Considerations for Accelerated Stability Testing of Fuel Cell Catalysts”.
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Chapter 3. Platinum Dissolution During the Oxygen Reduction Reaction

This manuscript is currently in review at ACS Catalysis. This chapter is based on
these manuscripts.

I will focus on describing the work that I have contributed to and briefly describe
the parts that I have not, further details can be found in the appended papers. I
have been responsible for synthesizing the 2D samples using the Nanobeam clus-
ter source and characterizing them with ISS. I visited Erlangen to help determine
the XPS measurement procedure and have carried out all the data treatment of
the XPS spectra on 2D samples. Additionally I have performed SEM and STEM
measurements and data treatment and developed the simulation of the interpar-
ticle distances for the 2D model system. Daniel Sandbeck wrote the introduction
and SFC-ICP-MS results parts of the manuscripts, while I contributed with the
synthesis, characterization and simulation results for the 2D samples and together
we revised the manuscripts.

3.1 Fuel Cell Catalysis

While the hydrogen oxidation reaction (HOR) in a PEMFC proceeds rapidly, the
ORR is slow and requires a suitable catalyst to reduce the overpotential [12], which
will lower the potential generated in a fuel cell. Currently the state-of-the-art
catalysts for the ORR are Pt-transition metal alloys that have achieved higher
activities than pure Pt [12, 29, 61–64]. These are typically loaded on to a high
surface area carbon support, creating what is known as the catalyst layer. The
total amount of catalyst, is known as the catalyst loading. Pt catalysts on carbon
(Pt/C) have already been employed in PEMFC vehicles like the Toyota Mirai [19].
However the high price of noble metals constitutes a significant part of the fuel
cell price when the production of fuel cells is scaled up to industrial levels [65–67].
Additionally, Pt is a very scarce material so scaling up requires a significant amount
of the global Pt production, limiting the number of vehicles that can be produced
with the current PEMFC Pt usage [68]. Thus there is a need for reducing the Pt
loading in the PEMFCs.

3.1.1 Challenges in Reducing Platinum Usage

There have been several approaches to reducing the Pt loading in PEMFCs. First,
the development of more active catalysts such as the Pt-alloy catalysts [12, 29, 61–
64] and shape controlled nanoparticles [23, 69]. Increasing catalyst activity leads to
lower catalyst loadings and is therefore the focus of considerable amounts of catal-
ysis research. Meanwhile, dispersing the catalyst as nanoparticles and structuring
them for increased activity increases catalyst utilization. Another approach has
been to reduce the thickness of the catalyst layer. Unfortunately, this is detrimen-
tal to catalyst activity at high current densities in membrane electrode assemblies
(MEA) [67, 68]. However, activity is not the only relevant catalytic property to
consider when attempting to lower catalyst loadings. Stability is also important as
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it affects the lifetime of PEMFCs and understanding the stability and degradation
phenomena in the existing state-of-the-art catalysts can help with the development
of future catalysts [70]. The degradation of Pt based catalysts in PEMFCs is a
combination of several effects including carbon corrosion, Ostwald ripening, parti-
cle coalescence, particle detachment and dissolution[71]. Of these, Pt dissolution
is the primary degradation mechanism and therefore we have focused on studying
this issue.

Interparticle Distance Effects

Previous studies using online dissolution measurements with a SFC-ICP-MS showed
that reducing the thickness of the catalyst layer lead to a higher specific dissolution
normalized to the electrochemically active surface area (ECSA) [72, 73]. This was
argued to be caused by a shift in the Nernst potential for dissolution due to the
reduced diffusion length, determined by the catalyst layer thickness. The Nernst
potential is shifted because it depends on the concentrations of catalyst ions on
the support surface and in the surrounding electrolyte. When the concentration in
the surrounding electrolyte drops due to diffusion, the dissolution increases. Thus
without further development of the catalyst layer material, reducing the catalyst
layer thickness is not a viable way to decrease catalyst loadings. Instead a new
approach consists of decreasing the catalyst density in the catalyst layer [74, 75].
This has been reported to decrease ORR activity, but the effect on the degradation
mechanisms remain unknown[76, 77]. Therefore we have studied how Pt dissolu-
tion depends on the Pt density for constant catalyst layer thickness. We have used
two different catalysts: a 2D model system and a 3D industrially relevant catalyst.
The 2D samples allow for increased comparison of characterization results with
simulations of interparticle distances, meanwhile the 3D catalyst can be compared
to the catalysts used in real PEMFCs. The two systems are compared through the
mean edge-to-edge interparticle distance parameter, which is used as a descriptor
for the catalyst density. Pt nanoparticles were used instead of Pt-alloy catalysts
for increased simplicity in the dissolution process. Additionally, having an under-
standing of the dissolution of pure Pt may be advantageous if new Pt-based alloys
are found to posses even higher catalytic activities in the future.

Particle Size Effects

Decreasing the size of the catalyst particles to a few nanometers increases the uti-
lization of the expensive non-abundant materials, ultimately increasing the mass
activity (mA/mgPt). Additionally, the increased dispersion of the catalyst mate-
rial helps to alleviate issues of O2 mass transport losses under high power PEMFC
operation [67, 78]. When decreasing particle sizes to less than 10 nm, the exact
size of the nanoparticle can affect its activity and stability. Unfortunately, previous
studies on particle size effects are full of discrepancies. While some studies show a
maximum mass activity for particles of 2-5 nm, others show a continuous decrease
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in mass activity for increasing particle size[62, 79–84]. The presence of a maxima
has been attributed to a minimum adsorption strength of oxygenated species on
terrace sites at a particular particle size [79–82]. Further studies on the specific
activity (mA/cmPt) and thus intrinsic activity have shown increased activity for
increasing particle sizes approaching bulk Pt [62, 81, 82, 84], while other show no
trends within their margin of error [85, 86]. The trend is associated with decreased
poisoning by oxygenated species due to decreased oxophilicity for larger particles.
Despite the trend of intrinsic activity indicating that larger particles are more ac-
tive, the mass activity is the cost dominating factor and therefore nanoparticles
are necessary to meet PEMFC demands. Previous reports on particle size effects
are also ambiguous with regards to stability. Some report decreasing stability for
decreasing particle sizes [62, 82, 85], while others report that there is no size de-
pendency [86, 87]. Common for these reports is a significant spread in their size
distributions depending on particle size, which is common for procedures that uti-
lize thermal annealing to increase particle size. Furthermore a study using ex-situ
ICP-MS showed that the particle size effect of dissolution depended on the applied
potential during the testing protocol [88].

Due to the lack of firm conclusions on the particle size effect of Pt dissolution we
have studied this using the 2D samples. The Nanobeam cluster source can create
particles with a very narrow size distribution, which is ideal for this type of study.
To avoid effects of interparticle distance on the observed dissolution, the mean
interparticle distance was kept constant across the different particle sizes.

3.2 Simulation of Interparticle Distance

It is obvious that the density of catalyst in the catalyst layer and interparticle
distance are related, however the conversion from one to the other is not trivial.
Since we wish to study the effect of the interparticle distance on dissolution it is
necessary to obtain an estimated distance from the density. When particles are
deposited with a cluster source they land in random positions on the substrate
surface [75]. Therefore, it’s possible to simulate the particle positions for different
particle sizes and coverages. From these simulations the interparticle distances for
all particles can be found. Therefore I developed a simulation to obtain an estimate
of the interparticle distance for the samples prepared with the Nanobeam cluster
source. Since the positions are random, the particles do not have the same inter-
particle distance to their nearest neighbour, but instead there is a distribution of
interparticle distances to the nearest neighbour. The most suitable parameter to
describe the distribution is the mean interparticle distance to the nearest neighbour.

The simulation begins with determining the size of the simulated area from the
number of simulated particles N , the radius of the particles rp and the coverage C.

A =
Nπr2

p

C/100
(3.1)
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Next, two lists of positions, one for the x-position and one for the y-position are
generated randomly. The length of the lists is set by the number of particles N.
The positions are random in a range decided by the square root of the simulated
area in nanometers, multiplied by 10 to obtain an accuracy of 1 Å:

x =


x1 = Random(0 :

√
A · 10)

x2 = Random(0 :
√
A · 10)

...

xN = Random(0 :
√
A · 10)

 y =


y1 = Random(0 :

√
A · 10)

y2 = Random(0 :
√
A · 10)

...

yN = Random(0 :
√
A · 10)

 (3.2)

Then the center to center distance to the nearest neighbour is found for each parti-
cle. Divided by 10 to convert back to nanometers and the particle size is subtracted
from the center to center distance to obtain the edge-to-edge interparticle distance.
To avoid boundary effects I have not found the interparticle distances for particles
within a certain distance from the edge, however they are included for the interpar-
ticle distance calculation for particles further away from the edge. The average of
the nearest neighbour interparticle distances is the mean interparticle distance of
the simulation. For each sample I have simulated 2000 particles 5 times to obtain a
standard deviation of the mean interparticle distance. The distribution of interpar-
ticle distances for 2000 particles in a sample with 6 nm particles and 1% coverage
is shown in Figure 3.1. All values below 0 are caused by particles overlapping to
different degrees and are therefore set to 0.

1% coverage
6 nm

N=2000
Mean=20.3 nm

Std. dev.= 13.5 nm

Figure 3.1: The simulated distribution of interparticle distances for 2000 6 nm particles
at a coverage of 1 %. The mean interparticle distance is 20.3 nm with a standard deviation
of 13.5 nm.

The alternative to simulating the interparticle distance, is assuming that the par-
ticles are evenly spaced and dividing a certain area A by the number of particles
in that area N . This gives the area per particle that can be translated into a
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distance between particles and subtracting the particle size dp then results in the
interparticle distance:

d =

√
A

N
− dp (3.3)

This is the state of lowest entropy for a system and will not occur in practice.
Therefore this approach consistently overshoots the interparticle distance, but for
some systems where the simulations are not feasible, this is the best approach.

3.3 2D Mass-Selected Sample Preparation

The well-defined 2D samples are called 2D because they are flat compared to the
industrially relevant 3D catalytic systems, however it is not to be compared with
the properties of two-dimensional materials. The 2D samples consist of mass-
selected Pt particles on a 1×1 cm glassy carbon plate. The samples were prepared
in the Omicron UHV system using the Nanobeam cluster source. First, the glassy
carbon plates were sputtered for 10 minutes with 1 keV Ar+ ions at a sample
current of about 1 µA. This cleans off any adventitious carbon that comes from
the sample being in air before entering the UHV system. After cleaning, the surface
was characterized by ISS to check that there were no contaminants. Next, the Pt
nanoparticles were deposited with the desired masses corresponding to equivalent
particle sizes of (2-10 nm) and coverage (1-70 % of a monolayer) using a sample
bias of 48 V, well within the soft-landing regime. The samples were rastered during
deposition to cover the entire glassy carbon plate with a homogeneous coverage.
This was done using the meander raster pattern shown in Figure 2.6b with the side
length of the pattern being 9 mm. The samples were again characterized with ISS
before being removed from the UHV chamber and placed in a sealable container
for shipment to Erlangen. In Erlangen they were first characterized with XPS
before performing the dissolution measurements. Two different sets of samples
were prepared, one set for the interparticle distance study and one set for the
particle size effect study.

Interpartical Distance Samples

The interparticle distance samples were all prepared by depositing 1.5M amu Pt
nanoparticles with an equivalent particle diameter of 6 nm. This particle size
was chosen to allow for SEM imaging of the particles on the glassy carbon plates
to validate the simulations of interparticle distances. The samples were prepared
using similar deposition conditions to minimize the difference in particle shapes
from sample to sample. To prepare a spread of interparticle distances, 9 samples
with different coverages were made as shown in Table 3.1. The spread in coverages
resulted in interparticle distances from 20.7 to 0.1 nm.
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Table 3.1: Coverage and simulated interparticle distances for the samples prepared for
the interparticle distance study with 6 nm Pt particles. The deposition conditions were
approximately 10 W magnetron power, Ar flow: 35 ml/min, He flow: 15 ml/min and 0.09
mbar in the aggregation zone.

Coverage
[% of a
monolayer]

1 2 5 10 20 30 50 60 70

Simulated
Mean
Interparticle
Distance [nm]

20.7
±0.3

13.0
±0.2

6.4
±0.1

3.1
±0.1

1.3
±0.1

0.6
±0.1

0.2
±0.1

0.1
±0.1

0.1
±0.1

Particle Size Effect Samples

For the particle size effect study, the samples were prepared with varying coverages
and particle sizes to maintain a constant mean interparticle distance across the
different samples. The coverages were determined from the interparticle distance
simulations using the particle sizes and a desired interparticle distance of 6 nm.
The particle mass, size, coverage and interparticle distance are shown in Table 3.2.
Since the particle sizes vary from sample to sample, the deposition conditions were
different for each sample.

Table 3.2: Particle mass, size, coverage, simulated mean interparticle distance and stan-
dard deviation of interparticle distance distributions for the samples prepared for the
particle size effect study.

Particle Mass [amu] 65k 185k 430k 1.5M 2.3M 3.45M 6.7M
Equivalent Particle
Diameter [nm]

2 3 4 6 7 8 10

Coverage
[% of a monolayer]

1.2 2.1 3.2 5 6.1 6.9 8.6

Simulated Mean
Interparticle
Distance [nm]

6.5
± 0.1

6.3
±0.2

6.1
±0.1

6.3
±0.1

6.2
±0.1

6.1
±0.1

6.2
±0.1

Standard Deviation
of Distribution [nm]

4.4 4.7 4.8 5.7 5.8 6.2 6.8

As Table 3.2 shows, the mean interparticle distance can be kept constant for dif-
ferent particle sizes by tuning the coverage. However, the standard deviation of
distributions increases slightly with increasing particle size due to an increasing
tail at larger interparticle distances.
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3.3.1 3D Sample Preparation

The Pt/Vulcan 3D samples were prepared using the toolbox approach previously
reported by Arenz and co-workers [89]. First a suspension of colloidal 2 nm Pt
nanoparticles are prepared via an ethylene glycol route. Next, the nanoparticles
are immobilized on a vulcan carbon (Vulcan XC72R) support. The loading of Pt
on Vulcan carbon was varied by varying the ratio of Pt to carbon in the immobi-
lization step. The loading was determined by digestion of aqua regia and UV-Vis
measurements. The mean interparticle distance for the 3D samples was calculated
assuming an evenly spaced distribution (Equation 3.3) of particles since simula-
tions of interparticle distances for this type of material is unfeasible. The catalyst
powders were used to prepare inks using a previously reported method with slight
modifications [90] to enable proper dropcasting onto the GC plates. The Pt/Vulcan
catalyst was mixed appropriately with the KOH and isopropanol to obtain 10 µg
carbon per cm2 after dropcasting to maintain a constant catalyst layer thickness.
For more details on the 3D sample synthesis and dropcasting, see the appended
paper [91].

3.4 Characterization

The simulation of interparticle distances assumes a homogeneous coverage across
the entire sample. Thus for the simulations to be comparable to the 2D samples
and for multiple measurements on the same plate, the entire 1×1 cm glassy carbon
plate must have a homogeneous coverage. This sparked the development of sam-
ple rastering. I travelled to Erlangen to set up an XPS measurement procedure
with multiple spots on the sample to check the homogeneity of the coverage. A
representative overview is given in Figure 2.6c. Rastering the sample lead to a
homogeneous coverage with a relative standard deviation of about 3%. The ras-
tering technique introduces an uncertainty in the absolute coverage as previously
described. Therefore the coverages of the 6nm Pt interparticle distance samples
were quantified using the Pt 4f XPS peak (example in Figure 3.5inset). Figure 3.2
shows that the atomic concentration scales linearly with coverage up until 20-30
% coverage, confirming the relative coverages of the samples. Above 30% cover-
age the signal intensity deviates from linearity due to increasing overlap of particles.

The absolute coverages were checked by acquiring SEM images of the lowest cov-
erages (1,2,5 %) of the interparticle distance samples, shown in Figure 3.3. The
particles in each image were counted on 3 images of each coverage and resulted
in coverages of 0.98±0.05%, 1.84±0.05% and 4.1±0.1% respectively. This is close
to the target coverages given the small sample size compared to the entire glassy
carbon plate. Similar analysis was not viable for higher coverages, since particle
overlaps start to become increasingly frequent and the SEM cannot resolve parti-
cles too close to one another.
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6nm Pt

XPS quantification of Pt 4f

Figure 3.2: The atomic concentration of Pt for the samples used to study the interpar-
ticle distance effect on dissolution. The yellow line is a linear fit to the atomic concen-
trations for coverages up to 20% of a monolayer. The dashed black line is a guide to the
eye. Reprinted from [91].

(a) 1% (b) 2% (c) 5%

Figure 3.3: SEM images of the 2D samples of 6 nm Pt particles on glassy carbon plates
with a) 1%, b) 2% and c) 5% coverage. Adapted from [91].

I marked the center of each particle in the SEM images to obtain a list of par-
ticle positions similar to that generated in the simulation. The particle positions
were treated in a similar fashion to obtain interparticle distances from the SEM
images to validate the simulations. The comparison, shown in Figure 3.4 clearly
shows that the simulations give a mean interparticle distance close to the measured
value. Additionally, it is evident that the evenly spaced calculation is much less
accurate. XPS revealed that the samples were clean with no significant contam-
ination present on the surface. Figure 3.5 shows a representative spectrum of a
sample with 70% coverage of 6 nm Pt particles on a glassy carbon plate, which
only displayed peaks of O, Pt and C.

The particle size was confirmed by depositing 1.5M amu Pt particles on a 3 mm
Cu TEM grid with lacey carbon (Agar Scientific). The coverage was kept at 2%
of a monolayer to avoid overlapping particles. I acquired STEM images of the Pt
particles and treated them with thresholding in the ImageJ software. The ”Ana-

43



Chapter 3. Platinum Dissolution During the Oxygen Reduction Reaction

0 2 0 4 0 6 0 8 0 1 0 0
0

1 0

2 0

3 0

4 0

5 0

0 2 4 60

1 0

2 0

Int
erp

art
icle

 Di
sta

nce
 [n

m]

C o v e r a g e  [ % ]
M e a s u r e d

S i m u l a t e d

E v e n l y  S p a c e d

Int
erp

art
icle

 Di
sta

nc
e [

nm
]

C o v e r a g e  [ %  o f  m o n o l a y e r ]

E v e n l y  S p a c e d

M e a s u r e d
S i m u l a t e d

Figure 3.4: Measured, Simulated and Evenly Spaced interparticle distances plotted vs.
coverage for the 6 nm Pt particles used for the interparticle distance study. Adapted from
[91].
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Figure 3.5: XPS spectum for a 70% coverage of 6 nm Pt particles on a glassy carbon
plate. The inset shows the Pt 4f peak and Shirley background used for quantitative XPS
analysis. Adapted from [91].

lyze Particles” function was used to find the projected area of each particle, which
was converted to a particle diameter assuming spherical particles. A representative
STEM image and the particle size distribution histogram are shown in Figure 3.6.
The STEM images shows the white Pt particles on the dark C background. There
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are two distributions in the particle size histogram in Figure 3.6c. One for the single
mass particles at 6.5 nm and one for the double charged double mass particles at
8.4 nm. Nonetheless since there are far less double mass particles, this distribution
can be disregarded and the particles are found to have a mean diameter of 6.5 ±
0.4 nm. The particles have a variety of shapes, which means that the spherical
particle shape assumption is not completely accurate. This leads to a discrepancy
between the equivalent particle size of 1.5M amu Pt particles and the measured 6.5
nm Pt particles. The width of the size distribution is also affected by the different
shapes observed in the STEM images.

(a) (b)

N= 586
Bin= 0.2 nm
Mean= 6.5 nm
Std. Dev.= 0.4 nm

(c)

Figure 3.6: a) An overview STEM image of the Pt particles on the lacey C grid. b)
Representative close-up STEM image of 6 nm Pt particles. c) Particle size distribution
for 586 Pt nanoparticles measured using the ImageJ software. Adapted from [91].

For the particle size effect study, the particles varied in size and therefore I de-
posited particles of the same masses on Cu lacey C TEM grids and acquired 10
STEM images of each size for a total of at least 100 measurable particles. All the
images were acquired with a pixel size of 0.1 nm. The size distributions for the
seven different sizes are shown in Figure 3.7a.

The particle sizes are in agreement with the equivalent particle size for all except
the 6.7M amu/10 nm particles, which are shown in Figure 3.7b. Here the particle
size is considerably larger and the structure is different from the other sizes with
small variations in contrast visible on some of the particles. The increase in size
compared to the expected size is likely due to a flattening of the particles to lie on
the C support, since no narrow particles are observed. Alternatively, as the mass
of the particles must be 6.7M amu, the density of Pt in these particles is different.
This particle size is on the upper limit of what can be deposited with the cluster
source and it may be the agglomeration of multiple smaller particles. Notice that
each of the samples contain two size distributions as was the case in Figure 3.6c.
Again the double mass particles have been disregarded and the mean and standard
deviation values shown in Figure 3.7a are for the single mass particles only.
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Figure 3.7: a) Size distributions for the seven different sizes of Pt particles used in the
particle size effect study. b) Close-up STEM image of 6.7M amu Pt particles with an
equivalent particle size of 10 nm. Adapted from [92].

3.5 Dissolution Measurements

The dissolution measurements were carried out by Daniel Sandbeck using the SFC-
ICP-MS system in Erlangen. Platinum dissolution is an effect of oxidation and
reduction at potentials between 0.6 - 1.5 VRHE [93–97]. When scanning anodically
during a relatively slow CV, Pt begins to become oxidized leading to an anodic
dissolution peak due to the place-exchange mechanism. As the oxide layer contin-
ues to form the dissolution decreases due to passivation of the Pt surface. When
scanning cathodically, the oxide is reduced leading to a much larger cathodic disso-
lution peak, which depends on the amount of oxide formed during the anodic scan.
However, significant dissolution is only observed if the potential is scanned below
1.0 VRHE due to limited reduction of the oxide above this potential. Therefore the
commonly applied protocols of 0.6-1.0 VRHE and 1.0-1.5 VRHE, which are meant
to simulate load and start/stop conditions respectively[62, 67, 82, 85–87], will not
cause substantial Pt dissolution [98]. Since spikes in the start/stop procedure of
a fuel cell are expected to reach potentials below 1.0 VRHE, these protocols are
not ideal. To address this issue the group of Cherevko developed a ”combined
cycle” accelerated stability testing (AST) protocol that scans from 0.6-1.5 VRHE

[98]. This was established to cause significant Pt dissolution with minimal carbon
corrosion. In these studies the samples are subject to a slow CV (0.05-1.5 VRHE, 10
mV/s) followed by the AST of 1000 cycles (0.6-1.5 VRHE, 500 mv/s) and finally an-
other slow CV. This allows for monitoring the development of the anodic/cathodic
dissolution peaks along with the Pt dissolution during the AST cycles. A sketch
of the protocol is shown in Figure 3.8a.
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Figure 3.8: a) AST protocol of 1000 CVs (0.6-1.5 VRHE, 500 mV/s). b) Dissolution rate
profiles for the 3D samples and c) 2D samples for three different interparticle distances.
d) The mass-normalized charge for reducing the oxidized particles during the 0.05 VRHE

reductive hold after the AST. The errorbars are the standard deviation from more than
3 different measurements. Reprinted from [91].

3.5.1 Dissolution versus Interparticle Distance

Figures 3.8b and c show the mass-normalized dissolution rate profiles resulting
from the AST protocol. The dissolution rate in both systems scales with the in-
terparticle distance, but there is a distinct difference in the dissolution rate profile.
The 3D samples display a sharp peak in the beginning of the AST, especially for
the two largest interparticle distances. Meanwhile the 2D samples display a more
gradual decrease in dissolution for all interparticle distances. Additionally, the 3D
samples display a peak at the end of the AST (Figure 3.8b inset), when the re-
ductive hold of 0.05 VRHE is applied before the slow CV. The amplitude of this
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peak increases with interparticle distance and is only present for the 3 largest in-
terparticle distances. This peak is not observed on any of the 2D samples with
6.5 nm Pt particles in contrast to the 2 nm particles of the 3D samples. Figure
3.8d shows the mass-normalized reductive charge spent on reducing the samples
during the reductive hold of 0.05 VRHE after AST. Though the 2D samples do not
display a dissolution peak they do display a reduction charge that scales linearly
with interparticle distance, similar to the 3D samples. It appears the 0.6 VRHE

lower potential limit of the AST is not cathodic enough to fully reduce the par-
ticles during the AST cycles, leading to a partial passivation by PtOx. The peak
observed in the insert for the 3D samples is likely due to the Gibbs-Thomson effect
[99] for smaller particles leading to increased particle passivation.

The intercept of the 3D samples in the mass-normalized reductive charge (Figure
3.8d) is shifted due to the overestimation of the interparticle distance for the 3D
samples. Additionally, the presence of inaccessible pores in the Pt/Vulcan support
leads to an overestimation of the surface area, which also increases the estimated
interparticle distance. This emphasizes the strength of well-defined model systems
such as the 2D samples, where the fit of the mass-normalized reductive charge
intercepts the origin.

(a) (b)

Figure 3.9: a) Mass-normalized dissolution rate profile for the extended AST protocol.
Three distinct changes in slope are observed at points (a), (b) and (c). b) Magnification
of the cathodic reduction peak after applying the 0.05 VRHE reductive hold after the AST
cycling. Adapted from [91].

Further understanding of the passivation phenomenon was obtained by expanding
the AST protocol to 2500 cycles for the 1% coverage (20.7 nm interparticle dis-
tance) 2D sample, seen in Figure 3.9a. The dissolution rate displays 3 distinct
changes in rate, which are speculated to be due to (a) surface defects being dis-
solved initially, at (b) the particles have begun to shrink due to dissolution and
thus are more easily passivated by the PtOx formation. At point (c) passivation
completely inhibits dissolution with an overall loss of 81% of the material. The
integrated charge of the cathodic reduction peak in Figure 3.9b is identical to the
reduction charge after 1000 cycles, indicating that the particles are fully passivated.
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The slow CVs before and after AST in Figure 3.10a show the interparticle distance
effect without the influence of the passivating PtOx. The CVs have a lower poten-
tial limit of 0.05 VRHE and thus all the formed oxide will be fully reduced during
the cathodic scan. Figure 3.10b shows a significant decrease in mass-normalized
dissolution rate after the AST protocol with separate anodic and cathodic disso-
lution peaks. Additionally, a trend in the mass-normalized dissolved quantity is
observed for both the 3D and 2D samples in Figure 3.10c. Both systems display a
proportionality between the interparticle distance and anodic/cathodic dissolution,
both before and after AST.

Figure 3.10: a) The two CVs (0.05-1.5 VRHE, 10 mV/s) before and after the AST test-
ing. b) Mass-normalized dissolution rate profiles for the 3D samples with 3 different inter-
particle distances. c) Mass-normalized dissolved quantities during anodic/cathodic scans
before and after the AST protocol for the 3D samples (top) and 2D samples (bottom).
The errorbars are the standard deviations from more than 3 measurements. Adapted
from [91].
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The passivation effect of PtOx was studied further for the 3D samples using XPS,
EXAFS and XANES, due to the observation of increased passivation effects com-
pared to the 2D samples. Additionally, the flat structure and low absolute loadings
of the 2D samples makes the signal to noise ratio insufficient in such measurements.
The XPS spectra in Figure 3.11a show increased Pt(II) and Pt(IV) oxidation states
relative to the metallic Pt(0) states for larger interparticle distances, indicating in-
creased particle oxidation. Additionally, the EXAFS measurements in Figure 3.11c
show a slightly increased coordination of Pt to O (from 2.4±0.9 to 3.1±1.6) for in-
creasing interparticle distances. This indicates an increased oxophilicity for the Pt
nanoparticles with larger interparticle distances. These changes in oxidation states
are in agreement with the white line shift of the Pt LIII edge in the XANES data
in Figure 3.11b.

Figure 3.11: a) XPS spectra of the Pt 4f peak, b) Fourier transformed magnitudes of
k2-weighted EXAFS spectra and fits(dotted) and c) Pt LIII XANES spectra, for the 12.5,
4.7 and 3.0 nm interparticle distance 3D samples. Pt foil was used as a reference for the
EXAFS and XANES measurements. Adapted from [91].

3.5.2 Understanding the Interparticle Distance Effect

There are three fundamental mechanisms that can be used to explain the pro-
portionality between the dissolution rate/dissolved quantities and the interparticle
distance:

1. A shift in the Nernst equilibrium potential for electrochemical disso-
lution caused by a build up of dissolved Pt-ions in the electrolyte around the
Pt nanoparticles. There will be a larger concentration of dissolved Pt-ions
for shorter interparticle distances [73].
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2. Redeposition of Pt-ions on nearby Pt nanoparticles is more likely for
shorter interparticle distances since more Pt nanoparticles will be within the
diffusion length of Pt-ions in the electrolyte.

3. Overlap of the Electrochemical Double Layer (EDL): As the interpar-
ticle distance decreases there is an increase in the overlap of the EDL around
the particles. This changes the oxophilicity of the particles, ultimately shift-
ing the oxidation potential to more positive potentials. Thus during the
electrochemical protocols applied here, the particles with shorter interparti-
cle distances are less oxidized and consequently display decreased dissolution
[74–76, 100].

While mechanisms 1 and 2 have previously been observed to affect dissolution
in studies with constant interparticle distance and varied catalyst layer thickness
[67], mechanism 3 has not previously been observed in dissolution studies. In this
study it has been evident through the observed partial passivation of the parti-
cles’ surface by PtOx during the AST (Figure 3.8), which clearly increased for
larger interparticle distances. It was further indicated by the sharp decrease in
the initial dissolution peaks of the 3D samples and the cathodic dissolution peak
observed when applying the 0.05 VRHE reductive hold after AST. Both of these
effects, decreased for smaller interparticle distances. The overlap of the EDL has
also previously been credited for increases in ORR activity for short interparticle
distances in several catalytic systems [75–77]. This was proposed to be due to
reduced poisioning by oxygenated species. The increased oxophilicity for longer
interparticle distances observed in XPS, EXAFS and XANES measurements also
display an effect of the overlapping EDL. However, while it is evident that there
is an effect of the EDL overlap, the physical mechanism of this effect can only be
speculated through theoretical considerations at this point [75, 100].

The linear shape of the 2D dissolution rate profiles during AST compared to the 3D
samples (Figure 3.8b and c) can be understood from the differences in particle size.
According to the Gibbs-Thomson equation[71, 99], the oxidation potential of the
6.5 nm particles in the 2D samples is more positive than for the 1.9 nm particles in
the 3D samples. Thus the particles in the 2D samples will be less oxidized. How-
ever, the mass-normalized reduction charge in Figure 3.8d follows similar slopes for
both systems. This is likely due to particle shrinking during dissolution leading to
a larger interparticle distance and consequently, increased passivation by mecha-
nism 3. This was also exemplified by the extended ADT displayed in Figure 3.9a
where the passivation dominates after sufficient dissolution. This caused identical
reduction charges after 1000 and 2500 cycles of AST.

It is important to note that this study only examines the effect of interparticle dis-
tance on dissolution in an extremely ideal system compared to an actual PEMFC
setup. Real devices have increased degrees of complexity such as the presence of
an ionomer [67, 68]. However, these fundamental studies can increase the under-
standing of dissolution phenomena such as the Pt ”depletion band” observed near
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the membrane in full cell membrane electrode assemblies [101]. Here there is a
decreased amount of Pt due to dissolution, which was alleviated by increasing the
initial Pt density in this layer [101]. This is in agreement with the results of our
study. Additionally, the effect of interparticle distance on the other degradation
mechanisms, mentioned previously, should be studied as intuitively one would ex-
pect phenomena such as particle agglomeration and Ostwald ripening to be affected
by reduced interparticle distances.

Ultimately the results of our study can aid in the engineering of future PEMFCs
for optimal performance and lifetime. Considering the goal to reduce the overall
Pt usage in PEMFCs, our study indicates that this should be achieved by thinner
catalyst layers with a higher density of Pt. This may introduce new challenges and
the effect of short interparticle distances and thin catalyst layers must therefore be
tested in full cell membrane electrode assemblies.

3.5.3 Dissolution versus Particle Size

The differences between the 6.5 nm particles in the 2D samples and the 2 nm
particles in the 3D samples show there is an effect of particle size on dissolution.
However, these systems have more differences than just particle size so it is difficult
to draw any conclusions on the particle size effect. The effect is instead elucidated
in the particle size effect study by using different particle sizes in the 2D samples.
As mentioned previously the mean interparticle distance is kept constant across
all samples to avoid the interparticle distance effects discussed above. The AST
protocol from the interparticle distance study was reused here.

The mass-normalized dissolution rate for the 2 nm particles, in Figure 3.12b, dis-
plays a sharp peak followed by a sharp drop to baseline values. The peak is due to
the high surface area per volume of this particle size. Consequently, the peak height
decreases for larger particles up to a size of 6 nm, where only a gradual decrease in
dissolution rate is observed. Additionally, the dissolution rate stays well above the
baseline for the entirety of the AST. The 7, 8 and 10 nm particles behave similarly
to the 6 nm particles, but with a clear decrease in dissolution rate for increas-
ing particle sizes as seen in Figure 3.12b|. The 2, 3 and 4 nm particles display a
dissolution peak, when the reductive hold is applied after the AST (Figure 3.12b||).

The size specific dissolution rate profiles can be explained by the Gibbs-Thomson
effect: increasing oxophilicity for decreasing particle size [99]. Since the lower po-
tential limit of 0.6 VRHE is not sufficient to fully reduce the 2, 3 and 4 nm particles,
the particles are quickly passivated by PtOx leading to the sharp drop in dissolu-
tion rate and ultimately a complete passivation. This is confirmed by the cathodic
dissolution peak during the reductive hold in Figure Figure 3.12b||, which increases
for smaller particles from 4 to 2 nm. The effect of the size dependent passivation
is clear in Figure 3.12c. The particle size effect resembles a volcano, which arises
from the trade off of ECSA per volume and passivation.
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Figure 3.12: a) AST protocol used for dissolution measurements. b) Mass-normalized
dissolution rate for varying particle sizes. b| shows the midway dissolution and b|| shows
the cathodic dissolution peak during the 0.05 VRHE reductive hold after AST. c) Mass-
normalized quantified dissolved Pt loss during AST. Reprinted from [92].

A decrease in dissolution for larger particles is expected due to the reduced ECSA
per volume [62, 81, 82] and is observed for the 6, 7, 8 and 10 nm particles. Mean-
while for particles smaller than 6 nm, the effect of ECSA per volume is convoluted
with the increasing passivation for decreasing particle size. This leads to a decrease
in dissolution for particles below 6 nm. This behaviour is strongly dependent on
the applied AST protocol parameters such as the potential limits, number of cy-
cles and scan rate. If the lower potential limit is reduced below 0.6 VRHE or the
scan rate is decreased, then the smallest particles may be reduced. Additionally,
increasing or decreasing the number of cycles in the AST will affect the relative
importance of the initial transients in the dissolution rate.

The formation of the passivating PtOx layer can be followed throughout the AST
by monitoring the accumulated charge in a CV in the AST. Figure 3.13 shows the
normalized accumulated oxidation/reduction charge in 5 different cycles of the AST
for each particle size. Note that the dissolution currents only contributes with 0.1-
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Figure 3.13: Total charge during a CV, normalized to the first CV of the AST cycle,
for the 1st, 10th, 100th, 500th and 1000th cycle of the AST. Reprinted from [92].

0.5% of the total current and thus the accumulated charge is due to oxidation and
reduction of the Pt nanoparticles (carbon is passivated immediately under these
conditions). All nanoparticle samples display a sharp drop in charge in the first 10
cycles due to the oxidation of minor surface contaminants. The charge decreases
faster for smaller particles indicating that they are quickly passivated since they
are no longer reduced and oxidized in each cycle. The charge for the 2 nm particles
drops rapidly to a certain level that is maintained throughout the AST. The drop
for the 3 and 4 nm particles is slightly slower, but eventually they reach the same
level as the 2 nm particles. This may be due to considerable particle shrinking
as a consequence of the significant dissolved quantities (≈ 60− 75% Figure 3.12c)
for these two samples. Meanwhile the 6 and 7 nm particles only display a slight
decrease in charge throughout the AST and the 8 and 10 nm particles maintain
their charge per cycle throughout. This indicates minimal passivation for the 6,
7, 8 and 10 nm particles. These changes in oxophilicity as a function of particle
size can typically be seen in the shift in oxidation and reduction peaks of the CVs
to more positive potentials. However, these can not be observed for these samples
due to the low loading, which was necessary to maintain a constant interparticle
distance.

The CVs before and after AST (Figure 3.14a) have a slower scan rate and lower
potential limit of 0.05 VRHE and they therefore fully reduce the passivating oxides
in the cathodic scans. A significantly lower mass-normalized dissolution rate is
observed for larger particles in these CVs, shown in Figure 3.14b. This effect can
be attributed to decreasing ECSA per volume as discussed above and leads to a
similar trend in the mass-normalized dissolved quantities shown in Figure 3.14c.
Additionally, the peak of the cathodic dissolution (Figure 3.14b) is shifted to lower
potentials, which is evidence of the increased oxophilicity of smaller particles.
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Figure 3.14: a) CVs before and after the AST protocol. b) Mass-normalized dissolution
rate for varying particle sizes. c) Mass-normalized quantified dissolution Pt loss during
the CVs. Reprinted from [92].

3.5.4 Importance of the Particle Size Effect

The results of studying the particle size effect show the importance of the applied
AST protocol. Due to a shift to lower potentials in the reduction potential for
smaller particles, the lower potential limit of the applied AST poses an issue. The
0.6 VRHE lower potential limit is not sufficient to reduce the smallest particles,
which causes a volcano shaped particle size effect on the dissolved quantities (Fig-
ure 3.12b). However this is a consequence of the lower potential limit and not a
physical particle size effect as evidenced by the trends in the dissolved quantities in
the CVs before and after the AST protocol (Figure 3.14c). This highlights the im-
portance of considering the potential limits, scan rates and cycle lengths of the AST
protocols for each individual sample to avoid discovering false trends in dissolution
studies. This in turn complicates comparisons across different research groups and
we therefore recommend careful consideration, when comparing samples of different
particle size and testing protocol. Additionally, samples with broad distribution
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of size and interparticle distance can display a variety of degradation phenomena,
which makes it challenging to draw fundamental conclusions. This is often the
case due to the thermal annealing treatments, which are used to increase particle
size through agglomeration, consequently also altering the interparticle distance.
These results therefore emphasize the need for well-defined model systems when
studying fundamental dissolution phenomena, which may contribute to improving
the experimental techniques in PEMFC research.

Finally, by using a lower potential limit of 0.3 VRHE all particle sizes should be
fully reduced, avoiding protocol induced size effects. We therefore suggest an AST
protocol of 0.3-1.5 RHE at 500 mV/s for standardized dissolution testing to cause ex-
tensize Pt dissolution on a short time scale. While we have only examined the effect
of particle size on dissolution, it is likely to affect the other degradation phenom-
ena such as particle agglomeration, detachment and Ostwald ripening. Separate
studies should therefore be carried out to uncover these effects.

3.6 Conclusion

In conclusion, we have used simulations and a well-defined 2D model catalyst in
combination with an industrially relevant 3D catalyst to uncover the trends in
Pt dissolution under ORR conditions for varying interparticle distances. A clear
increase in dissolution was observed for longer interparticle distances both during
AST protocols and slower CVs. The trend was explained by three fundamental
mechanisms:

• A shift in the Nernst potential for electrochemical dissolution due to
increasing concentrations of Pt-ions in the electrolyte for shorter interparticle
distances.

• Pt redeposition, which is increased for shorter interparticle distances due
to an increased number of Pt particles in the diffusion length of the dissolved
Pt-ions.

• Electrochemical Double Layer overlap causing a shift in the oxophilicity
of particles in vicinity of each other, leading to less passivation by PtOx for
shorter interparticle distances.

Furthermore the 2D model system was used to study particle size effects by sam-
ples of varying particle size, but constant mean interparticle distance. The study
showed the importance of considering the lower potential limit of the applied AST
protocol since particles smaller than 6 nm were not fully reduced using the standard
AST. Additionally, a new AST protocol was suggested to enable further compar-
ison of different samples across different research groups. Ultimately, the results
highlight the advantages of using well-defined model systems in combination with
simulations to increase the understanding of fundamental phenomena and improve
experimental techniques.
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Chapter 4

Benchmarking the Hydrogen
Evolution Activity of

Platinum

Platinum catalysts have long been known to display state-of-the-art hydrogen evo-
lution reaction (HER) activity. However, as discussed in the previous chapter,
platinum is a less than ideal material for potential scale up technologies due to
its scarcity [102]. Therefore substantial research efforts have focused on finding
novel earth-abundant catalysts for HER [103]. Unfortunately, proper comparison
of novel materials is difficult due to differences in activity standards [35].

This chapter describes the study of a ”benchmark” Pt nanoparticle system with
different HER activity metrics. A high degree of control over nanoparticle size,
amount of Pt and electrochemical surface area makes the HER measurements ideal
as a literature comparison for discoveries of novel HER catalysts. My contribution
to this work consists of sample synthesis and ISS characterization, together with
Ph.D. student Karl Toudahl. Additionally, I developed a simulation for describing
how the CO-strip charge scales with loading due to particle overlap. CO-strip and
HER measurements were performed by Johannes Novak Hansen. Therefore, I will
describe the synthesis, characterization and simulations parts of this work in detail
and only briefly present the electrochemical HER results.

This work is currently being written into a manuscript with a few measurements
remaining, such as STEM particle size analysis and HER activity measurements for
a commercial Pt system. In parallel, we are awaiting theoretical calculations from
the Center for Catalysis Theory (CatTheory) group at DTU Physics to support
the observations.
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4.1 HER Catalysis

The electrolysis of water in acidic media is a promising route to generating hydrogen
from renewable electricity [12]. In acid, water electrolysis can be split into the two
half-cell reactions HER and the oxygen evolution reaction (OER) :

2 H2O→ O2 + 4 H+ + 4 e− Oxygen Evolution Reaction (4.1)

2 H+ + 2 e− → H2 Hydrogen Evolution Reaction (4.2)

Of the two half-cell reactions, OER is the most complex and comes with a large
overpotential, even for state-of-the-art iridium based catalysts [12]. In contrast,
HER is a far simpler reaction and Pt is an excellent catalyst, displaying a low
overpotential compared to the thermodynamic limiting potential of 0 VRHE, even
at low loadings [104].

As discussed in Chapter 1, for an energy storage technology to meaningfully con-
tribute to the global energy production, it must scale to the TW level [1, 105].
With polymer electrolyte membrane (PEM) electrolyzers based on a Pt catalyst,
producing 1 TW equivalent of H2 requires approximately 100 tonnes of Pt [106].
Compared to the annual global production of Pt, 100 tonnes is about 60%. Since
Pt has many other applications, spending the majority of the global production
on HER is not desirable [102, 105]. More than a decade ago this led to research
into earth-abundant catalysts for acidic HER. Based on DFT-calculations and ex-
periments, nanoparticles of MoS2 were found to be a promising alternative to Pt
[107–109]. Since then, different sulfides, selenides [110], phosphides [111] and car-
bides [112] have shown promising HER activities [103]. However, the stability of
these earth-abundant alternatives is still being investigated [112, 113].

4.1.1 HER Activity Metrics

HER activity is measured as the HER current that is produced by a certain elec-
trochemical potential. To allow for comparison across different setups, different
activity metrics are used. The simplest is the geometric current density [mA/cm2],
which is calculated by dividing the measured HER current with the geometric area
of the electrode. This is a technologically relevant metric as the size of the elec-
trode is set by the PEM electrolyzer and thus increasing the geometric current
density increases the amount of H2 that can be evolved by the electrolyzer. An-
other common metric is the mass activity [A/mgcatalyst], which is calculated by
dividing the HER current with the mass of catalyst on the electrode, not including
the catalyst support. This is an economically relevant metric as a substantial part
of the electrolyzer cost may come from the expensive catalyst material, when PEM
electrolyzer technology is scaled to industrial levels [65–67, 105]. Finally, the most
absolute measure of catalyst activity is the intrinsic activity, known as the turnover
frequency (TOF) [#H2 site−1 s−1]. This is the scientifically relevant measure of
activity since it depends on the binding energies and geometries of the active sites
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of the catalyst. Calculating the TOF is done by converting the current to # H2

evolved per second and then dividing by the number of active sites on the electrode.
However, the geometric current density, mass activity or TOF themselves are not
enough to evaluate HER activity as the current can be increased by increasing the
electrochemical potential, which effectively reduces the energy efficiency of the re-
action [114]. Thus the overpotential compared to 0 VRHE, at which the activity is
attained, is of importance. In HER literature, the overpotential which drives a geo-
metric current density of 10 mA/cm2, known as η10mA/cm2 is a common metric[35].
This is inspired by the current density in a photoelectrochemical water splitting
cell, but in a PEM electrolyzer the current density is typically 1-2 A/cm2. Thus
the relevance of the η10mA/cm2 metric for PEM electrolysis is limited.

4.1.2 Development of Novel HER Catalysts

The process of developing novel catalysts can be approached from two different
perspectives[12]. Increasing the intrinsic activity of a catalyst or increasing the
number of available sites on the surface. Separate, these two approaches are im-
portant and necessary steps in creating technological advances, but together they
can lead to even larger progress. The research in replacing Pt with earth-abundant
catalysts for HER in acid, has been focused on increasing the number of available
sites on the electrode [35]. This has been achieved through increasing the amount
of catalyst, known as catalyst loading, on the electrode. When claiming activity
comparable or superior to Pt, many use the η10mA/cm2 metric, which does not take
into account the catalyst loading. To make matters worse, many do not report the
catalyst loading at all, making comparisons of mass activity and intrinsic activity
impossible. Considering a higher loading results in more active sites, the geometric
current density of 10 mA/cm2 can be reached at a lower TOF and a lower η, sim-
ply by increasing the loading [115]. Thus many of the HER activity comparisons
between novel catalysts and state-of-the-art Pt catalysts are misleading, as pointed
out by Kibsgaard and Chorkendorff [35].

While comparing η10mA/cm2 is sensible from a technological perspecitve, it be-
comes more complex when considering the Techno-economics. Increasing the earth-
abundant catalyst loading by orders of magnitude may be the cheapest approach
to obtaining a competitive η10mA/cm2 , given the earth-abundant material is suf-
ficiently cheaper than Pt. This motivates a new metric of HER activity: HER
current per dollar catalyst (A/$) [35]. Calculating the A/$ for catalysts may be
subject to substantial change as future developments in material demands can sig-
nificantly increase the price of materials such as Pt [105]. From prices at the time of
writing, a FeP catalyst with η10mA/cm2=50 mV produces 10600 A/$ [116]. Mean-
while a Pt catalyst with η10mA/cm2=40 mV produces 3200 A/$ [117]. A similar
calculation for Mo3S13 with η10mA/cm2=200 mV produces 153 A/$ [118]. Thus
considering the catalyst activity in A/$, FeP is a promising alternative to Pt, while
Mo3S13 is not. However, the comparison is not entirely valid because the catalysts
are compared at different η10mA/cm2 , which is influenced by the loading. Specifi-
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cally, reducing the η10mA/cm2 of FeP and Mo3S13 from 50 mV and 200 mV to the
40 mV, of Pt will require an increased loading, increasing the cost. This example
highlights the importance of reporting catalyst loading along with the activity met-
rics, when comparing HER activity. In practice, the loadings of earth-abundant
catalysts are so high that they can become more expensive than the Pt counterpart.

With regards to developing novel catalysts with higher intrinsic activity, proper
identification of the state-of-the-art HER catalyst is difficult. A number of reports
on novel HER catalysts claim record breaking platinum-like activity. However, it
is difficult to compare the intrinsic activity of existing literature due to the TOF
not being reported. This likely stems from difficulties with properly measuring
the number of active sites, which is non-trivial for many catalysts [35]. Especially
novel catalysts with increasingly complex structures. Consequently, the question of
whether or not non-precious catalysts can achieve platinum-like intrinsic activity
remains unanswered [35, 113].

4.1.3 A Standard for Comparison

In addition to improper comparisons due to different catalyst loadings, many groups
compare the HER activity to homemade measurements of a commercially available
Pt/C catalyst [35]. These are often far from state-of-the-art giving an unfair com-
parison. Other common flaws include a lack of RHE scale calibrations and using
Pt as the counter electrode [35]. The RHE scale can be calibrated with a platinum
electrode to measure the reversible HER potential in a specific setup. Use of a Pt
counter electrode can lead to dissolved Pt from the counter electrode redepositing
on the working electrode. Due to its high HER activity, even minute amounts of Pt
will substantially increase the HER activity [104]. To alleviate these different causes
of erroneous comparisons and to show how the η10mA/cm2 depends on catalyst load-
ing, we have studied the effect of Pt loading on the η10mA/cm2 . By measuring the
HER activity of a range of narrowly controlled Pt nanoparticle loadings and sizes,
with an Ir counter electrode, we have created a ”benchmark” system. The system
serves as an example of the effect of loading on the η10mA/cm2 . Furthermore, it
allows for a literature comparison for groups studying novel HER catalysts with
varying loadings. To ensure proper scientific comparison, the activity is reported
in both η10mA/cm2 and TOF.

4.2 Nanoparticle Deposition

Platinum nanoparticles were deposited with the Nanobeam cluster source on glassy
carbon discs (diameter=5 mm, height=4 mm, Sigradur G) for RDE measurements.
The glassy carbon discs were sputtered for 10 min with 1 keV Ar+ and a sputter
current of 1 µA, to ensure a clean surface before deposition. Pt particles of mass
370k amu corresponding to an equivalent particle size of 3.8 nm, were deposited
with loadings from 10 ng/cm2 to 5000 ng/cm2. The samples were rastered with
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a 1×1 mm square raster pattern ensuring that all the charges, measured in the
deposition current, land on the glassy carbon disc. This allows for an accurate
determination of the particle loading, while for higher loadings it will lead to a high
degree of particle overlap. Therefore three samples; 500 ng/cm2, 1000 ng/cm2 and
5000 ng/cm2, were deposited with a large 5×5 mm meander raster pattern similar
to Figure 2.6b. The effect of Pt particle size was studied by depositing 500 ng/cm2

of 148k amu/2.8 nm, 748k amu/4.8 nm, 1300k amu/5.8 nm with the small raster
pattern. A full overview over the Pt particles and loadings is given in Table 4.1.

Table 4.1: Sample overview with particle mass, size, loading and local coverage.

Particle Mass
[amu]

Equivalent
Particle Size [nm]

Target Loading
[ng/cm2]

Local Coverage
[% of monolayer]

370k 3.8 nm 10 0.6
370k 3.8 nm 20 1.0
370k 3.8 nm 50 2.7
370k 3.8 nm 100 5.5
370k 3.8 nm 200 10.9
370k 3.8 nm 500 27.3
370k 3.8 nm 1000 55.1
370k 3.8 nm 5000 275.1
370k 3.8 nm 500 (large raster) 10.4
370k 3.8 nm 1000 (large raster) 18.4
370k 3.8 nm 5000 (large raster) 92.4
148k 2.8 nm 500 37.3
748k 4.8 nm 500 21.8
1300k 5.8 nm 500 17.8

The deposition area for the small raster pattern samples was determined from the
SEM image of the 5000 ng/cm2 loading shown in Figure 4.1a. The area with
Pt nanoparticles appears bright on the dark glassy carbon disc. For the small
raster pattern the deposition area is clearly confined within the glassy carbon disc.
The area was measured to 6.6 mm2 and used to calculate the coverage in the
deposition area, in Table 4.1. The loadings in ng/cm2 were calculated from the area
of the entire glassy carbon disc since the entire disc is used for RDE measurements.
The deposition area of the large raster pattern is not confined within the glassy
carbon disc, as seen in Figure 4.1b. Therefore the deposition area was estimated
from simulations of the large raster pattern, as described in Chapter 2. From the
simulation, the deposition area for the large raster pattern was determined to be
31.3 mm2. All samples were deposited with identical lens conditions, as the beam
profile of the nanoparticle beam is affected by the lenses. This ensures that the
deposition area, observed in Figure 4.1, is maintained across all samples.
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(a) (b)

Figure 4.1: SEM images of glassy carbon discs with 5000 ng/cm2 of 370k amu Pt
nanoparticles. Rastered with a) the 1×1 mm square raster pattern and b) the 5×5 mm
meander raster pattern.

4.3 Characterization

ISS spectra were acquired before deposition to check for a clean surface and after
deposition to check that the particles were deposited. Figure 4.2 shows the ISS
spectra of the 370k amu Pt nanoparticles, deposited with a small raster pattern.
The intensity of the Pt peak scales with the loading. The inset shows a clean
glassy carbon disc before deposition with the presence of O, which is commonly
found in glassy carbon and Ar from the sputter cleaning procedure. No Pt or
contaminations were detected before deposition.

4.3.1 Surface Area Measurements and Simulation

Due to the expected overlap of Pt nanoparticles at high loadings, a CO strip was
performed to determine the electrochemical surface area (ECSA). CO stripping is
performed in the rotating disk electrode (RDE) setup and consists of holding the
working electrode (WE) at +50 mVRHE in the H2SO4 electrolyte for 15 minutes.
CO is bubbled into the elecrolyte for the first 2 minutes, adsorbing it to the sur-
face. Subsequently, the electrolyte is purged with Ar for 13 minutes. Next, the
potential is sweeped anodically to 1.0 VRHE (10 mV/s, 200 rpm) resulting in a
distinct CO oxidation/desorption peak. The number of desorbed CO molecules
can be measured by integrating the charge of the CO desorption peak. From stan-
dard measurements on polycrystalline Pt surfaces in literature, a standard value of
420 µC/cm2

Pt can be used to calculate the Pt surface area. The CO-strip charge
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Figure 4.2: ISS spectra for the 370k amu Pt nanoparticles with different loadings on
the glassy carbon disc. All deposited with the 1 x 1 mm square raster pattern. The inset
shows an ISS spectrum of a clean glassy carbon disc after 10 min 1 keV Ar+ sputtering.

measured on the Pt nanoparticle samples is shown in Figure 4.3 along with a linear
fit to the loadings from 10-500 ng/cm2. Evidently, the ECSA scales linearly with
loadings lower than 500 ng/cm2. At higher loadings the CO-strip charge deviates
from linearity.

The non-linear scaling of the CO-strip charge can be explained by a simple model
that was used to simulate the CO-strip charge for these loadings. The model de-
scribes the overlap of particles landing on other particles, when deposited from a
cluster source, assuming that the particles are sticky hard spheres. The simulation
generates a (x, y, z) set of N random particle positions within an area A determined
by the coverage. Next, it loops through each particle position. When it finds an
overlap with another particle it increases the z value of the overlapping particle.
The z value is increased until the particles are in grazing contact with minimal
overlap.

The simulation process is shown in the schematic in Figure 4.4. Step 1 shows 3
particles overlapping, the simulation moves two of them up so they are in grazing
contact with the first as seen in Step 2. As the loop reaches one of the two particles,
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Figure 4.3: CO-strip charge for all small raster pattern samples (blue circles) along with
a numerical simulation (green) of the charge. Additionally, the plot shows a linear fit to
the lower loadings (10-500 ng/cm2, gray dashed) and an estimate based on a spherical
particle approximation (black dotted).

the other is moved up so the two of them are in grazing contact. This loop is
repeated until there are no more overlapping particles. Throughout the loops the
particles are never moved in the (x,y) directions. The resulting structure in Step 3
corresponds to 3 Pt particles landing on the glassy carbon support, the top most
landing last, assuming the particles do not sinter into larger particles. Finally the
simulation counts the number of particle-particle contacts and particles lying on
the support surface. Particles on the surface of the support have a reduced surface
area available for electrochemical reactions. Additionally, particles in contact with
each other will lose a certain surface area. These two surface area losses are not
necessarily identical and cannot be estimated. Therefore the two values are found
by fitting the simulation to the measured CO-strip charge. A spherical free standing
3.8 nm Pt particle has a surface area of 44 nm2. The loss from the support surface
is found by fitting the loadings from 10-100 ng/cm2, where minimal particle overlap
is expected. The area loss was found to be 12 nm2. Meanwhile the value of the
particle-particle contact loss was found from fitting the entire range of loadings.
This was determined to be 8.4 nm2. The exact values, while interesting, cannot
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Side View

Top View

Step 1 Step 3Step 2

Figure 4.4: Schematic of the simulation process. Step 1: 3 overlapping particles have
been landed on the glassy carbon support. Step 2: The simulation moves two of the
particles up so they are in grazing contact with the one below. Step 3: One of the
particles overlapping in Step 2 is moved up again, remaining in grazing contact with the
other. Throughout the steps the particles are only moved upwards as seen from the top
view. Finally the simulation can count the number of particles in contact with each other
and the number of particles on the glassy carbon support.

validate the model. Instead the model is validated by its ability to describe the
scaling behaviour of the CO-strip charge vs. Pt loading, at both low and high
loadings. Despite 2.75 monolayers of coverage for 5000 ng/cm2, the surface area is
only reduced by 29% indicating minimal particle agglomeration.

4.4 HER Benchmark Measurements

The HER activity of the Pt nanoparticles was tested in a three electrode RDE
setup in 0.5 M sulfuric acid (H2SO4). The Hg|HgSO4 reference electrode (RE) was
placed in a Luggin capillary and an iridium wire was used as counter electrode.
A platinum wire was used as dummy electrode to calibrate the RHE scale of the
reference electrode. The HER activity was measured by CVs scanned at 50 mV/s
and a rotation speed of 1600 rpm with continuous H2 purging. All CVs were
compensated for Ohmic drop, measured by impedance spectroscopy. The lower
potential limits for the CVs were chosen to ensure that all samples reached a
geometric current density of 10 mA/cm2.

4.4.1 Platinum Loading versus Overpotential

Figure 4.5 shows the polarization curves for a select set of loadings from 13-5000
ng/cm2. The polarization curves are extracted from the cathodic sweep of the CVs.
It is evident that as the loading increases, the slope of the geometric current density

65



Chapter 4. Benchmarking the Hydrogen Evolution Activity of Platinum

jgeo increases. Thus, for higher loadings, jgeo reaches 10 mA/cm2 at potentials
closer to the thermodynamic limiting HER potential of 0 VRHE. The inset shows
the difference between the anodic and cathodic sweeps that increases for higher
loadings. This is due to an increased double layer capacitance [114], consistent
with an increased ECSA due to a higher loading of Pt. The anodic/cathodic
sweeps are centered around jgeo= 0 at 0 VRHE, confirming the calibration of the
RE to the RHE scale.
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Figure 4.5: Polarization curves for selected loadings from 13-5000 ng/cm2. Inset shows
the region of the CVs around 0 VRHE for 13, 100 and 5000 ng/cm2 samples. The gray
dashed line indicates the 10 mA/cm2 threshold for the overpotential η10mA/cm2 .

The mass activity jmass vs. η10mA/cm2 is extracted from the polarization curves and
summarized in Figure 4.6. The overpotential η10mA/cm2 decreases from η10mA/cm2 =

150 mV for 13 ng/cm2 loading to η10mA/cm2 = 27 mV for 5000 ng/cm2 loading. As
expected, Pt loading has a significant effect on η10mA/cm2 . The inset shows jmass vs.

η10mA/cm2 for the different particle sizes at 500 ng/cm2 loading. Evidently, parti-
cle size does not affect the η10mA/cm2 significantly, considering the similar distance

between two identical 3.8 nm samples. The 500-5000 ng/cm2 samples deposited
with a large raster pattern display lower η10mA/cm2 than the equivalent loadings
deposited with the small raster pattern. Due to the decreased accuracy of the
loading it is possible that the loading is slightly lower or higher than estimated.
However, the difference in η10mA/cm2 between the two raster patterns is significant,
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corresponding to the difference between 200 ng/cm2 and 500 ng/cm2. This indi-
cates that particle overlap affects the HER activity for Pt loadings ≥ 500 ng/cm2

deposited with the small raster pattern.

Figure 4.6: HER mass activity jmass and Pt loading vs. η10mA/cm2 for both the large
raster pattern (green) and small raster pattern (blue). The inset shows a close-up of the
500 ng/cm2 samples of different particle sizes.

4.4.2 Intrinsic Activity

From the measurements of the ECSA by CO-stripping and the HER current, the
TOF can be determined. Figure 4.7 shows the TOF vs. potential for each loading
from 13-5000 ng/cm2. The TOF at a given potential is higher for smaller load-
ings. Specifically, there is more than an order of magnitude difference in TOF from
5000 ng/cm2 to 13 ng/cm2 at low potentials as shown in the inset. It appears Pt
nanoparticles with a larger spacing evolve more H2 per site per second at a given
overpotential. This indicates that the HER activity is mass transport limited, even
close to the thermodynamic HER potential of 0 VRHE.

Similar to Figure 4.6, the TOF at 10 mA/cm2 can be plotted against η10mA/cm2

as in Figure 4.8. The difference in TOF for the 4 different particle sizes is a
consequence of the decrease in surface area for larger particles. Since η is measured
at 10 mA/cm2, samples with a smaller surface area must display a higher TOF.
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Figure 4.7: Intrinsic HER activity/TOF vs. VRHE for loadings from 13-5000 ng/cm2.
Inset shows a close-up of the region from -30 mVRHE - 0 mVRHE.

This is also the cause of the decrease in TOF for lower overpotentials. Since
higher loadings require a lower activity per site to reach the 10 mA/cm2 threshold.
Meanwhile, there is a significant difference between the large and small raster
pattern samples, despite having normalized to the number of sites. The samples
with large raster patterns display TOFs similar to the small raster pattern samples,
but at a lower overpotential. Specifically, the 1000 ng/cm2 large raster sample has
a larger TOF than the 5000 ng/cm2 small raster sample. This cannot be explained
by particle overlap, but instead indicates a mass transport limitation. Since the
particles deposited with the large raster pattern are spaced further apart, they
are not as limited by the mass transport rate. This is in agreement with the
observations in Figure 4.7, where a similar observation was made based on different
loadings.

4.5 Discussion

Since the Pt nanoparticles were produced by deposition with the Nanobeam cluster
source, their mass is known. From previous studies such as Chapter 3 the particle
size is expected to be close to equivalent particle size. However, further confirma-
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Figure 4.8: Intrinsic HER activity/TOF measured at a geometric current density of 10
mA/cm2 plotted against the corresponding η10mA/cm2 . Small raster pattern (blue), large
raster pattern (green), different particle sizes (gray).

tion will be obtained from STEM particle size analysis in the near future. Due to
the use of a small raster pattern, the Pt loading is known. Additionally, the ECSA
is determined by CO-stripping and the dependence on the loading is understood
through a simple simulation. Ultimately, the fine control over the particle size,
loading and ECSA, as well as the use of an Ir counter electrode, makes the system
a well-defined Pt ”benchmark” system. Note that the evolved H2 was not mea-
sured using a mass spectrometer or similar as is recommended for earth-abundant
catalysts [103], due to Pt being a well known HER catalyst.

The Pt ”benchmark” system displays several indications of mass transport limita-
tions affecting the HER activity. The difference in TOF at a given η in Figure 4.7
indicates mass transport limitations for all loadings. This is further indicated for
the highest loadings deposited with the small and large raster patterns in Figure
4.8. Since the large raster samples display lower η for similar TOFs. Mass trans-
port limitations in RDE measurements of the HER activity of Pt is an issue that
has previously been reported[115, 119, 120]. The specifics of the mass transport
limitations are not well known, but are likely due to a limited transport of pro-
tons to the catalyst surface. Alternatively, the limitation could be the transport of
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molecular H2 away from the catalyst surface. Ultimately, the difference between
the two raster patterns cannot help in determining the type of mass transport lim-
itations. Therefore, we are currently awaiting the results of theoretical simulations
attempting to model this in detail. Consequently, the Pt ”benchmark” system does
not display the lowest possible η10mA/cm2 for these jmass and TOF. Instead the sys-
tem serves as a lower bound for the expected HER activity from Pt nanoparticles
measured in a RDE setup. Alternative measurements schemes such as floating
electrodes may achieve higher mass/intrinsic activities [121]. This approach was
chosen to prioritize the accuracy of the reported loadings.

The observed effect of Pt loading on the η10mA/cm2 metric shows the importance of
reporting catalyst loadings along with η10mA/cm2 to allow for scientific comparisons
[35]. Due to the range of loadings and HER activity metrics this system can serve
as a Pt/C comparison for reports on novel earth-abundant catalysts for HER [103].
However, such comparisons must be performed properly depending on the purpose
of the scientific study [12, 35]:

• To develop a novel catalyst with Techno-economically relevant performance
for comparison to other materials, then the HER activity should be reported
in A/$. This metric is a convolution of the cost of the material, catalyst
structure and intrinsic activity. A suitable figure for comparison is ηxA/$,
where x is set to a representative literature value.

• To show an increased HER current by a larger number of active sites per
volume by novel structuring, the activity could be compared by η10A/mg.

• To develop a novel catalyst with a record breaking intrinsic activity, then
the HER activity should be reported in TOF and could be compared by the
metric of η100H2site−1s−1 .

The exact value of x, 10 A/mg or 100 H2 site−1 s−1 is not important as long as it
is reported, but to ease comparisons a widely agreed upon standard value would
be preferable. Finally, the metric of η10mA/cm2 should not be used for comparisons
of HER catalysts for PEM electrolysis since it has limited relevance and is heavily
affected by the catalyst loading.

4.6 Conclusion

In conclusion, we have created a model system of mass-filtered Pt nanoparticles on
a glassy carbon support using the Nanobeam cluster source. The Pt loading and
coverage was narrowly controlled and the ECSA was experimentally determined,
resulting in a well-defined Pt ”benchmark” system. Due to the large range of Pt
loadings from 13-5000 ng/cm2 and the different HER activity metrics the system
can serve as a literature comparison for future studies on novel HER catalysts.Due
to mass transport limitations, the ”benchmark” system provides a lower bound for
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the HER activity measured in an RDE.

The system shows that increasing the Pt loading decreases the η10mA/cm2 . The

HER activity ranges from η10mA/cm2=150 mV for a Pt loading of 13 ng/cm2 to

η10mA/cm2=16 mV for a loading of 5000 ng/cm2 with the large raster pattern. In the

same potential range, turnover frequencies range from 13 to 5,600 [#H2 site−1 s−1].
The results emphasize the importance of always specifying the catalyst loading
when reporting novel catalysts. Especially, earth-abundant catalysts, where cata-
lyst loadings often exceed that of Pt by orders of magnitude [35]. Given the effect
of loading and the limited relevance of the η10mA/cm2 metric for PEM electrolyzers
- mass activity and turnover frequency are more suitable metrics for this research
field.
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Chapter 5

Improving the CO Oxidation
Performance of Gold

Current state-of-the-art low temperature CO oxidation catalysts are based on plat-
inum group metals (PGM) that are active for CO oxidation above 150 ◦C [122].
Meanwhile, Au nanoparticles display high CO oxidation activity at much lower
temperatures, but they suffer from stability issues [27, 123]. This chapter presents
an ongoing study on Au/Ti alloys to increase the stability of Au nanoparticles for
CO oxidation.

AuTi nanoparticles with sizes from 2.5 to 5.5 nm were deposited with the Nanobeam
cluster source on SiOx and thin film TiOx in microreactors. The depositions along
with XPS and ISS characterization was done by masters student Jens Ringsholm
and myself. The CO oxidation performance was tested with the microreactor sys-
tem by masters student Olivia Sloth and Ph.D. student Alexander Krabbe. ISS
characterization after activity testing was performed on the Omicron system by
Ph.D. student Karl Toudahl and myself. I would like to thank them all for a good
collaboration. Finally, I used STEM imaging to characterize the particle structures
and sizes. This study is still ongoing and the results presented here are therefore
preliminary.

5.1 Low Temperature CO Oxidation Catalysis

Low temperature CO oxidation takes place in the catalytic converters in automotive
exhausts to reduce the emission of toxic molecules from the internal combustion
engine [122]. The converter consists of a highly porous ”honeycomb” structure
coated in a catalyst that can convert toxic molecules such as CO, NOx and other
pollutants into less harmful alternatives [124]. Approximately 4 grams of PGM
per vehicle is used to catalyze the reactions [122] and due to the scarcity of PGM
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materials, this comes with a high cost. An additional challenge with the PGM cat-
alysts is their low activity at room temperature. These catalysts do not display a
sufficient activity towards CO oxidation until reaching temperatures of around 200
◦C [125]. Thus the toxic molecules are not oxidized until the catalytic converter
reaches the operating temperature. Consequently, the majority of the pollution
from the internal combustion engine is emitted within the first 5 minutes of use
[125]. Considering the current trends moving towards sustainable vehicles such as
battery powered electric vehicles, CO oxidation may not appear to be the most
relevant focus of future research. However, the transition to sustainable trans-
portation is slow and according to some forecasts, more than half of the vehicles
on the roads will still be running on fossil fuels in 2050 [126].

5.1.1 Alternatives to Platinum Group Metal Catalysts

A suitable alternative to PGM catalysts in catalytic converters would either have to
be cheaper or have lower operating temperatures to compete with PGM catalysts.
One alternative that has been shown both experimentally [27, 28, 123, 127] and
theoretically [21] to be superior to Pt at low temperatures is gold. Au nanoparticles
have been shown to catalyse CO oxidation at temperatures as low as -70 ◦C [123]
and could be used instead of PGM to reduce the initial CO emission.

The initial discovery of Au being active for CO oxidation was surprising given that
Au was considered inert. However, when the particle size is reduced to less than
8 nm, the particles become active [123]. The effect of nanoparticle size has been
further studied with two groups finding a sharp optimum in the turnover frequency
(TOF) for a particle size of 3-3.5 nm [127, 128] seen in Figure 5.1. However, both
these studies suffer from a broad size distribution with overlapping standard devi-
ations, causing uncertainty about the exact position of the optimum. The cause of
the particle size effect is not agreed upon. Haruta and co-workers speculate that
it is due to the perimeter length of the Au-TiO2 interface, which is increased for
smaller particles [28, 128]. Meanwhile, Goodman and co-workers argue that the
increased ratio of undercoordinated sites is the reason for higher TOF for smaller
particles. This is in agreement with theoretical studies that ascribed the size effect
to the CO binding energy [129] and the number of undercoordinated sites on the
surface of the Au nanoparticles [130]. To explain the decrease in TOF for smaller
particles, Goodman et al. have performed extensive studies which show, that as the
Au particle size decreases below 3 nm, the particles develop an electronic bandgap
that decreases the activity [131, 132].

Similar to particle size, the choice of support was also shown to have an impact
on the CO oxidation activity of Au nanoparticles. Au nanoparticles are active on
reducible oxide supports such as Co3O4, α-Fe2O3 and TiO2, while on non reducible
supports such as SiO2 they display poor activity [27, 28, 123, 132]. This has been
ascribed to the strong metal-support interaction of Ti that alters the electronic
state of the Au, making it more active [133–136]. The metal-support interaction
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was studied for mass-selected Au clusters < 20 atoms, which showed that the CO
binding energy of a single Au atom decreases when bound in an oxygen vacancy in a
defected TiO2 surface [137]. Additionally, larger clusters such as Au8 displayed an
activation for CO oxidation when bound in oxygen vacancies of the MgO support
[33, 138, 139]. Thus the defect state of the oxide support appears to influence the
CO oxidation activity.
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Figure 5.1: Normalized TOF vs. particle diameter for Au nanoparticles on TiO2 support
with values from literature [127, 128].

5.1.2 The Stability Issues of Au

One of the major drawbacks of CO oxidation with Au nanoparticles on TiOx is
their lack of stability. Au nanoparticles have shown degradation due to sintering
through Ostwald Ripening [127, 140], which consists of the migration of individ-
ual atoms from smaller particles to larger particles. Therefore research efforts have
been focused on reducing sintering through different strategies such as reducing the
TiOx support to create defect sites [141], which bind the Au atoms stronger [137].
Another approach was doping a Mo single crystal with Ti to create nucleation
sites for Au atoms [134]. Alternatively, applying an appropriate pre-treatment by
annealing in hydrogen atmosphere has been shown to strengthen the strong metal-
support interaction betwen Au and Ti, stabilizing the Au particles [142]. Recently
our group, together with collaborators, reported an alternative approach based on
alloying Au with Ti [143]. AuTi nanoparticles were deposited with a cluster source
onto a SiOx support and displayed reduced electron beam induced sintering com-
pared to pure Au nanoparticles.
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Inspired by the increased stability under the electron beam, the CO oxidation activ-
ity and stability of AuTi nanoparticles was tested by deposition on TiOx and SiOx

thin films in a microreactor. The particle size was varied to examine the previously
reported size effect and in an attempt to achieve the optimal AuTi nanoparticle
size considering the structural differences compared to a Au nanoparticle [132]. Ad-
ditionally, we tested Au nanoparticles on the two supports to have a comparable
reference for the AuTi particles. Looking beyond the scope of CO oxidation, this
study has a conceptual nature in its attempt to show that unstable particles can
be self-anchoring through alloying with a stabilizing element. This has relevance
for a wide range of reactions because nanoparticle sintering is a common problem
in the field of catalysis [20].

5.2 AuTi Model System

As CO oxidation is a gas-phase reaction, the catalytic performance was tested with
the microreactor system. The microreactor has a SiOx surface in the reactor vol-
ume, which was used as a support for the AuTi and Au nanoparticles produced
in this study. In addition to the SiOx support, a 100 nm thin film of TiOx was
deposited on the reactor volume to compare the performance of the catalysts on
both the SiOx and TiOx support. The TiOx films were deposited by Alexander
Krabbe using the magnetron sputter chambers available at SurfCat.

The AuTi nanoparticles were deposited using a Au/Ti 50/50 at% alloy target
(Courtesy of Richard Palmer) in the Nanobeam cluster source. In addition to the
Au/Ti target, a pure Au target (AJA, 99.99% purity) was used to deposit Au
nanoparticles. All particles were deposited with a bias of 48 V, which is in the
soft-landing regime. A coverage of 5 % of a monolayer was used for all samples to
obtain measurable activity vs. temperature ramps before reaching full conversion.
The particles were deposited using the meander raster pattern shown in Figure
2.6b with a side length of 9 mm, ensuring that all the particles land within the
reactor volume and are homogeneously dispersed. Before depositing particles, the
microreactors were sputtered for 40 minutes with 1 keV Ar+ and a sample current
of 1 µA to clean the surface of any adventitious carbon. AuTi nanoparticles were
also deposited on lacey carbon Cu TEM grids to image the particles with STEM.

An overview of the sample types is seen in Table 5.1. The equivalent particle
size for the AuTi particles, was calculated from the density of a 50/50 at% AuTi
alloy [144] since this is the composition of the target and the composition of the
particles was initially unknown. To refer to specific samples I will name them by
Size Particle Type/Support, so 2.5 nm Au/SiOx for 2.5 nm Au nanoparticles on
the SiOx support.
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Table 5.1: Overview of the different types of samples made for the AuTi study on the two
different supports showing particle mass and equivalent particle size calculated assuming
spherical particles with a bulk density of Au:19.3 g/cm3 and AuTi:11.9 g/cm3.

Particles Support Mass [amu]
Equivalent

Particle Size
[nm]

Au SiOx 100k 2.5
Au TiOx 100k 2.5

AuTi TiOx 70k 2.7
AuTi SiOx 70k 2.7
AuTi SiOx 160k 3.5
AuTi SiOx 350k 4.5
AuTi SiOx 620k 5.5

5.2.1 AuTi Composition

Even though the AuTi target has a 50/50 Au/Ti at% composition, the particles do
not necessarily grow to the same composition. Therefore the ratio of Au/Ti was
checked with XPS on 2.7 nm AuTi/SiOx on the Thetaprobe XPS instrument. A
representative XPS spectrum is shown in Figure 5.2 with the inserts showing the
detailed scans of the Au 4f and Ti 2p regions used for quantification.

The XPS survey spectrum shows the presence of O, Ti, Si, Au and no detectable
contaminants. A small N peak was visible in some spectra, which is possibly an
impurity from the clean room processes used to fabricate the microreactors and
the C peak is from transferring through air before performing XPS. Six different
2.5 nm AuTi/SiOx samples were quantified resulting in an average Au/Ti atomic
composition of 30/70 ± 1.8 %. The Au/Ti composition appears highly reproducible
for the same size. However, previous work on alloy nanoparticles produced from
the Nanobeam cluster source has shown that varying particle sizes display different
alloy compositions. XPS measurements of the remaining particle sizes from Table
5.1 are yet to be performed. The Ti 2p3/2 peak position at 458.5 eV Ti 2p peaks
indicates that Ti is oxidized, while the Au 4f7/2 peak at 84 eV corresponds to
metallic Au [45].

5.2.2 AuTi Structure and Size

A representative set of ISS spectra for 2.5 nm AuTi/SiOx and AuTi/TiOx are
shown in Figure 5.3a and b (grey), respectively. The spectra display peaks cor-
responding to O, Si, Ti and Au with no detectable contaminations present. Fur-
thermore, they show that the amount of Au on the surface varies considerably for
2.5 nm AuTi on both types of support,despite a constant Au/Ti ratio determined
from XPS. Representative ISS spectra of the 2.5 nm Au/SiOx and Au/TiOx sam-
ples are shown in Figure 5.3(gold). The spectra show that the Au particles are
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Figure 5.2: Region of survey XPS spectrum of 2.5 nm AuTi/SiOx displaying peaks
from O, Ti, Si, Au, C and N. Insets: detailed scans of the Ti 2p and Au 4f peaks for
quantification of the Au/Ti ratio. The binding energy of the spectrum was calibrated to
the adventitious carbon peak at 284.8 eV.

on the surface of the supports and display significantly higher Au intensities than
AuTi, which is expected since the particles are pure Au.

The structure of the AuTi nanoparticles was examined using STEM images ac-
quired with a pixel size of 0.1 nm. The particles appear to have a shell of a lighter
element and a core of a heavier element as seen from the dark shell and bright
core in Figure 5.4a. Additionally, an EDS line scan (Figure 5.4c) indicates that
Ti originates from a larger area than Au. This indicates that the nanoparticles
are not a homogeneous alloy of Au and Ti, but instead phase-separated Au and
Ti. The active element of the particles is Au, therefore the relevant particle size is
the Au core size. Using the ”Threshold” and ”Analyze Particles” functions in the
ImageJ software the size of the Au cores was determined from the STEM images.
The Au cores for the 2.5, 3.5, 4.5 and 5.5 nm particles are 1.7, 3.0, 3.4 and 4.0
nm in diameter respectively. These sizes should be used when comparing the CO
oxidation activity of the AuTi particles to pure Au particles.
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Figure 5.3: ISS spectra of microreactors without particles (black), Au 2.5 nm particles
(gold) and AuTi 2.5 nm particles (grey) on a) SiOx support and b) TiOx support. The
spectra are normalized to the intensity of the a) Si and b) Ti peaks.

a b

c EDS Linescan

Figure 5.4: a) STEM image of the 4.5 nm AuTi nanoparticles on a lacey carbon support.
The brightness was enhanced to show the dark shell. b) Au core size distributions for
the 2.5, 3.5, 4.5 and 5.5 nm AuTi particles. c) EDS linescan across a 5.5 nm AuTi
nanoparticle showing the Au and Ti profiles.
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5.2.3 Discussion of AuTi Structure

Considering the phase separation of Au and Ti seen in Figure 5.4 and the presence
of Au on the surface determined by ISS in Figure 5.3, it appears that the structure
resembles a Au or Au/Ti core with a surrounding Ti nest/shell. The variation in Au
on the surface indicates that the Ti creeps up onto the Au core in various degrees,
possibly due to the strong metal-support interaction of Ti [133, 142]. Similar
structures were seen by Tang and co-workers, but with considerably less Ti present
[142]. They reported that the degree of Ti coverage depends on factors such as
annealing temperature and gas atmosphere and ultimately showed that increasing
the strong metal-support interaction increases the stability of Au nanoparticles.
Mass-selected CoAu particles have been reported to show a CoAu core with a
partial CoOx shell, indicating this structure is probable from gas aggregation cluster
sources with Au alloy targets [145]. The phase separation seen in the STEM image
in 5.4 was observed on a carbon support, however TEM images (Appendix A) of 2.5
nm AuTi particles on a SiN film show an identical stucture. Thus it is probable that
the particle structure is not an effect of the carbon support, but we are currently
looking at confirming this with further STEM studies.

5.3 CO Oxidation Activity of AuTi

The microreactor measurements and data treatment was performed by Masters
students Olivia Sloth and Jens Ringsholm, and Ph.D. student Alexander Krabbe.
The standard testing procedure is shown in Figure 5.5. First the microreactor and
adjoining tubing is flushed with Ar gas and evacuated, twice. Next the 1:1:1 gas
composition of Ar:CO:O2 is flowed through the reactor for 30 minutes to fill the
reactor volume and ensure a stable flow. The temperature is ramped to 250 ◦C
with 4 ◦C/min and held at 250 ◦C for 1 hour. Finally the temperature is ramped
back down to room temperature with a ramp of 4 ◦C/min. This was repeated 2-3
times to check for short term stability. The gas from the outlet of the microreactor
is flowed to a quadrupole mass spectrometer (QMS) to quantify the different gases
in the outlet.

The CO oxidation activity is measured from the intensity of the CO2 signal in the
QMS that has been calibrated to an absolute flow [pmol/s] by Alexander Krabbe.
Since the absolute levels in the QMS vary throughout the measurement, the CO2

signal is normalized by the Ar signal, which is inert in the reaction. The normalized
signal is termed the calibrated CO2 signal. Thus for full conversion of CO to
CO2 the calibrated signal should go to 1. This is observed for all samples except
2.5 nm AuTi/SiOx, which we speculate is due to an error in the CO mass flow
controller for this measurement. The catalytic activity is compared at 75 ◦C,
which was evaluated to be far from full conversion, to measure the reaction kinetics
instead of the thermodynamic equilibrium [20]. Due to issues with the resistance
temperature detector (RTD) in the microreactors, the temperature is measured
with a thermocouple on the top of the microreactor. This gives a temperature
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Figure 5.5: Example of raw data for a CO oxidation measurement in the microreactor.
Argon flushing is performed twice before heating to 250 ◦C for 1 hour and then ramping
back down. As the temperature increases and CO oxidation begins, the CO and O2

signals drop and the CO2 signal increases. The black box indicates the CO2 signal slope
that is used for the data treatment shown in the following.

reading that is estimated to be 25 ◦C lower than the actual temperature in this
range, thus the temperature scale should only be used for internal comparison.
Finally, to avoid any influence from possible activation phenomena the CO2 vs.
temperature data shown below is from the ramp down in temperature after 250 ◦C
in the testing procedure.
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5.3.1 Contamination Issues

Ar+ sputtered and pristine microreactors were tested for CO oxidation to obtain a
background measurement to compare with the Au and AuTi nanoparticles. Some
of the pristine SiOx microreactors displayed an activity with an onset around 130
◦C reaching full conversion around 150 ◦C as seen in Figure 5.6. The ISS spectrum
at high masses of a pristine SiOx microreactor is shown in blue in the inset dis-
playing a peak corresponding to 100-120 amu. Meanwhile pristine TiOx reactors
displayed almost no activity with a slight onset around 225 ◦C and never reach-
ing full conversion. A SiOx microreactor was sputtered with 1 keV Ar+ for 40
minutes - similar to the treatment before depositing Au/AuTi nanoparticles. ISS
after sputtering, shown in green in the inset of Figure 5.6, displays small peaks
corresponding to masses around 100-120 amu and 190-200 amu. These peaks have
several orders of magnitude lower intensity than the Si and O peaks not shown in
this inset. The sputtered SiOx displayed little CO oxidation activity with a slight
onset around 150 ◦C, never reaching full conversion.
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Figure 5.6: Calibrated CO2 signal vs. temperature for a number of pristine SiOx

microreactors and a pristine TiOx microreactor along with a SiOx microreactor sputtered
40 minutes with 1 keV Ar+. Inset: A region of the ISS spectrum for the pristine and
sputtered SiOx microreactor showing contaminants from 100-120 amu and 190-200 amu.

For further analysis of the contaminants, Olivia Sloth placed a droplet of Aqua
Regia on the reactor volume of a pristine SiOx microreactor and subsequently
analyzed it with ICP-MS, which showed traces of Pd and Pt. Pd and Pt are well
known CO oxidation catalysts with a mass of 106 and 195 amu, corresponding to
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the ISS peaks in the inset. It appears that Ar sputtering has removed significant
amounts of the contamination leading to a greatly reduced activity. Since all the
microreactors are sputtered with these conditions before depositing, the activity
originating from these contaminations is not expected to affect the Au and AuTi
activity measurements. Nonetheless, it must be kept in mind when analyzing the
CO oxidation measurements if activity onsets are observed at these temperatures.

5.3.2 Reproducibility Issues

Figure 5.7 shows the calibrated CO oxidation activity of 4 different 2.5 nm AuTi/SiOx

reactors. The 4 reactors display varying activities with only 1 active reactor that
goes to full conversion. It appears there is an issue with reproducing the activity
of the 2.5 nm AuTi/SiOx nanoparticles across multiple samples. The Au region of
the ISS spectra measured immediately after deposition for the 4 reactors is shown
in the inset in Figure 5.7. The ISS spectra show no correlation between the CO
oxidation activity and the Au ISS intensity measured immediately after deposition.
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Figure 5.7: Calibrated CO2 signal vs. temperature for four 2.5 nm AuTi/SiOx reactors
with different CO oxidation activities. Inset: ISS Au peaks acquired immediately after
depositing the nanoparticles.

After the microreactor measurements, an active and an inactive 4.5 nm AuTi/SiOx

reactor, similar in behaviour to the 2.5 nm AuTi/SiOx in Figure 5.7, was cut open.
ISS sputter profiles were performed on the two reactors by multiple iterations of ISS
and Ar+ sputtering. The two ISS sputter profiles were normalized to the intensity
of the Si ISS peak and are shown in Figure 5.8. The active reactor in Figure 5.8a
displays an Au peak immediately after activity testing and the peak is increased
by sputtering with He+ and Ar+ until 40 minutes accumulated Ar+ sputtering.
Meanwhile, the inactive reactor in Figure 5.8b displays no Au peak immediately
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after activity testing, but a small peak after an accumulated 10-20 minutes of Ar+

sputtering. The intensity of the largest Au peak in the two reactors is vastly dif-
ferent from 25k counts for the active reactor to 500 counts for the inactive reactor.
The results in Figure 5.8 show that the CO oxidation activity is correlated to the
amount of Au on the surface after activity testing. The intensity of Ti on the
surface varied minimally.
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Figure 5.8: ISS sputter profile spectra of an active and an inactive 4.5 nm AuTi/SiOx

reactor. Sputtering was performed with He+ and Ar+.

The deposition conditions for the four 2.5 nm AuTi/SiOx reactors are almost iden-
tical as shown in Table 5.2. Considering the identical deposition conditions and
compositions determined from XPS it is unexpected that they display varying Au
ISS peak intensities and CO oxidation activity. This is an issue we are still try-
ing to resolve. Though the activity cannot be consistently reproduced, several
AuTi/SiOx systems display activity indicating the observed activities are from the
AuTi particles.

Table 5.2: Deposition conditions for the 2.5 nm AuTi/SiOx microreactors shown in
Figure 5.7.

Activity Active None None None
Ar flow [ml/min] 34 33 33 33
He flow [ml/min] 82 82 82 82
Magnetron Power [W] 21 21 21 21
Aggregation Zone Pressure [mbar] 0.13 0.13 0.13 0.13
Substrate Bias [V] 48 48 48 48
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5.3.3 CO Oxidation Activity

Figure 5.9 shows the Au mass normalized CO2 signal vs. temperature for the dif-
ferent microreactors that were tested. The signal for the Au particles is normalized
by the total Au mass calculated from the deposition current and the particle mass.
The Au mass in the AuTi particles is estimated from the Au core size distribu-
tion and assuming spherical particles with a bulk Au density of 19.3 g/cm3. The
ideal measure for catalytic activity is the TOF. However, this requires knowledge
of the exact number of sites. This could potentially be estimated, but I feel that
our knowledge of the AuTi structure is too uncertain for such an estimation to
be other than speculation. Therefore the mass activities are used, which are in-
teresting from an economic standpoint as discussed previously. Only one reactor
of each type displayed CO oxidation activity, except for 2.5 nm Au/TiOx where
two reactors displayed similar activities. The mass-activities are shown in Figure
5.9. Examining Figure 5.9 it is immediately apparent that 3.5 nm AuTi/SiOx and
2.5 nm Au/SiOx are not active for CO oxidation. This was expected for the 2.5
nm Au/SiOx sample [123]. Additionally it is clear that 2.5 nm AuTi/TiOx by far
is the most active with a much lower onset temperature than the other reactors.
Meanwhile at 75 ◦C 5.5 nm, 4.5 nm, 2.5 nm AuTi/SiOx and 2.5 nm Au/TiOx dis-
play comparable CO oxidation activities. 5.5 nm AuTi/SiOx displays the highest
activity followed by 4.5 nm AuTi/SiOx and 2.5 nm Au/TiOx, which are similar
in activity considering the uncertainty in temperature. The 2.5 nm AuTi/SiOx

sample displays the lowest activity.
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Figure 5.9: Mass normalized calibrated CO2 signal vs. temperature for the Au/SiOx,
Au/TiOx, AuTi/SiOx and AuTi/TiOx reactors. The vertical dotted line indicates the 75
◦C temperature, where the mass activity is compared.
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Considering that Au is known to be active on TiOx supports, the activity of 2.5 nm
AuTi/TiOx is not surprising. However, it is surprising that it displays significantly
higher CO oxidation mass activity than 2.5 nm Au/TiOx considering both active
sites are Au. The CO oxidation activity of AuTi/SiOx nanoparticles is a novel
discovery that to my knowledge has not been shown before. Finally, the lack of
activity for the 3.5 nm AuTi/SiOx sample is probably due to the reproducibility
issues since both smaller and larger particles are active.

5.4 Discussion of the CO Oxidation Activity

Considering the early onset of CO oxidation on Au and AuTi nanoparticles, the
contaminations do not appear to influence the CO oxidation measurements. The
size dependent results presented here show that 4.5 nm and 5.5 nm AuTi/SiOx

are more active than 2.5 nm Au/TiOx. However, their Au core is 3.4 and 4.0 nm
respectively and the Au particles are 2.5 nm, thus considering the reported size
effects [28, 141], more Au particle sizes must be tested. Otherwise the comparison
is influenced by a convolution of particle size effects and structural effects. By
comparing only the AuTi/SiOx particles it becomes evident that within the size
range we examined, the 5.5 nm particles with a 4 nm Au core are the most active.
Compared to literature this is 0.5-1.0 nm larger than the optimum, but the par-
ticle size effect has been argued to depend on the structure of the metal-support
interface [28, 132]. Therefore it is possible that the optimal particle size may be
shifted for particles with a different interface structure such as the AuTi nanopar-
ticles. Testing of larger particle sizes is on-going to find the optimum size for the
AuTi particles. Furthermore, since these results are based on one reactor per size,
repeated tests of these sizes are necessary. This is yet to be done due to the issues
with reproducibility.

From the variations in the Au ISS peak of the as-deposited AuTi particles and the
lack of reproducible CO oxidation activities for similar reactors, it is clear that the
particles are not completely identical for samples with particles of the same size.
This is unexpected considering the consistent particle compositions and deposition
conditions. Additionally, there does not appear to be a correlation between the
amount of Au on the surface of the as-deposited particles and the CO oxidation
activity. Instead the activity is correlated to the amount of Au on the surface after
testing the activity. The sputter profile shows that Au is covered by Ti in the inac-
tive samples, which can be explained by the strong metal-support interaction [142].
The mass-selected CoAu particles displayed changes in the CoOx shell at elevated
temperature [145]. Perhaps the same is occurring for some of the AuTi particles,
resulting in a passivating TiOx shell. Additionally, the Au ISS peak intensity is
considerably lower in the sputter profile on the inactive sample, indicating that
the particles may have agglomerated or sintered into larger particles. However, if
this was the case, we would still expect to see a Au ISS peak that was significantly
larger than 500 cts. Reducing the amount of Ti in the particles may help to ensure
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that all samples are active. This is possible by switching to a metal target with a
different alloy composition such as 80% Au/ 20% Ti or by using new cluster source
designs with a multiple magnetron setup to tune the composition from two separate
targets. This has been shown to produce core shell structured AuTiOx particles
[146] and such a cluster source has recently been installed at SurfCat. Multiple
magnetron cluster sources also allow for controlling the composition, which could
prove interesting for AuTi particles for CO oxidation [147]. Alternatively, pre-
treatment of the catalyst may be able to increase the activity and stability as has
been shown to be crucial for Au nanoparticles on TiO2 in other systems [28, 142].

The purpose of this study was to examine if AuTi nanoparticles were a more stable
alternative to Au nanoparticles. So far we have seen indications that AuTi particles
on both SiOx and TiOx supports can match and exceed Au in CO oxidation mass
activity. However, the instability of Au nanoparticles on TiOx due to Ostwald
ripening is the most prominent issue. The AuTi nanoparticles on a SiOx support
have previously been reported to display increased stability against sintering under
an electron beam [143]. However this was under much lower temperatures and
pressures, than the particles experience during CO oxidation testing. Therefore
the stability of these particles must be investigated in the microreactor system and
compared to the stability of Au/TiOx.

5.5 Conclusion

In conclusion we have used the Nanobeam cluster source to produce mass-selected
Au and AuTi nanoparticles on SiOx and TiOx supports in microreactors. Using
ISS, XPS and STEM EDS, the 2.5 nm AuTi particles were determined to have a
30/70 Au/Ti composition with a structure that resembles a Au core nested in Ti.

Of the novel catalysts tested here, the 2.5 nm AuTi/TiOx sample was by far
the most active with regards to mass activity and onset temperature. Of the
AuTi/SiOx systems, the 5.5 nm, 4.5 nm and 2.5 nm particles displayed CO oxida-
tion activities. The two largest particle sizes were competitive to the Au particles
on TiOx, while a full comparison requires further testing of various nanoparticle
sizes. A caveat to these results is a reproducibility issue that remains to be solved
before a complete test of particle sizes can be used to draw firm conclusions on
their relative activity and stability performance. The lack of reproducibility was
attributed to variations in the amount of surface Au after testing the CO oxidation
activity. Finally, before the AuTi/SiOx and AuTi/TiOx systems can be consid-
ered as an alternative to the well known Au/TiOx system, a thorough study of the
particle stabilities must be performed.
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5.5.1 Outlook

As mentioned this is an ongoing study so many experiments are already planned,
but remain to be completed. I will give a brief overview of the plans here. First,
the reproducibility of AuTi/TiOx will be examined as this appears to be superior
to the AuTi/SiOx system. Next, the effect of particle sizes must be studied for the
AuTi/TiOx and Au/TiOx systems for proper comparison of particle sizes. Ulti-
mately, reproducing activities on the AuTi/SiOx system may require changing the
deposition procedure to reduce the Ti content in the nanoparticles. Either by use
of another alloy target or another cluster source.

The exact structure of the AuTi nanoparticles is interesting considering the pro-
posed structural effects for Au nanoparticles on a Ti support [132]. Since CO
oxidation is a gas-phase reaction it is ideal for studying in-situ. Using an ETEM
it is possible to study gas-phase reactions in-situ at atmospheric pressures and
temperatures up to 1000 ◦C [148, 149]. CO oxidation on Pt has been studied in
ETEM by others revealing interesting structural and oxidation effects [150, 151].
Therefore, we plan to perform in-situ studies of CO oxidation of AuTi nanoparti-
cles to obtain knowledge on the sintering process and perhaps the role of Ti. I have
performed a preliminary study that is included in Appendix A, since only limited
conclusions can be drawn from the images without similar studies on Au particles
for comparison.
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Chapter 6

Developing a Model System
for Single Atoms and Small

Clusters

Breaking the scaling relations of adsorbate binding energies to a catalyst surface is
the focus of many research groups attempting to make major advancements to the
field of catalysis. In practice, this is achieved through finding new scaling relations
that scale closer to the optimal binding energies. One such route is the development
of single atom catalysts , which has been inspired by the high activity and selectiv-
ity of homogeneous catalysts that are often structured around a single metal atom
[152]. Additionally, SACs allow for complete utilization of non-abundant catalyst
materials since all atoms are on the surface and can act as active sites, increasing
the cost efficiency of the catalyst.

This chapter describes the on-going development of a model system for single atoms
and small clusters for electrochemical reactions and the results presented here are
therefore preliminary. The development includes producing the model system along
with identifying and tuning suitable characterization- and electrochemical testing
techniques. Similar to the other chapters, this is a collaboration between a number
of people at SurfCat. I started this project at the beginning of my Ph.D. studies
and have been developing the model system and the necessary techniques for pro-
ducing and characterizing the system. In the first 6 months electrochemical testing
was performed by former Ph.D. student Claudie Roy and since by Ph.D. student
Johannes Novak Hansen. Recently Karl Toudahl has joined the project as a Ph.D.
student working alongside me on the cluster source. Finally, STM imaging has
been performed by Ph.D. student Miriam Galbiati and Postdoc Arlette Ngankeu.
I would like to thank them all for their contributions to this work.

89



Chapter 6. Developing a Model System for Single Atoms and Small Clusters

6.1 Catalysis with Clusters - Approaching the Sin-
gle Atom Limit

Homogeneous catalysts, often structured around a single metal atom center, are
highly active and selective, but unstable and catalyst/product separation is dif-
ficult [152, 153]. On the other hand, heterogeneous catalysts are stable and the
catalyst and product are easily separated, but they display lower catalytic activ-
ity and relatively poor selectivity. One of the new frontiers in catalysis research
is the development of single atom catalysts (SAC)(alternatively termed single site
catalysts (SSC)) [152–154]. SACs are viewed as a bridge across the gap between
homogeneous and heterogeneous catalysts [152–154] by stabilizing atomically dis-
persed reactive metal atoms on a solid support. They are proposed to display high
selectivity due to site uniformity, whereas nanoparticles have a distribution of site
types due to their crystalline structure [153, 155]. From an economic standpoint,
dispersing the non-abundant metals as single atoms is the ultimate utilization of
the materials leading to a high cost-efficiency. Considering the structural properties
that affect catalytic performance, SACs have several interesting aspects. First of
all they are extremely undercoordinated with regards to neighbouring metal atoms
which may lead to reactivity that differs from nanoparticles of the same material.
Additionally, due to their sub-nanometer size, their d-band energy levels are quan-
tized and novel quantum size effects may arise [30, 31, 44]. Finally, strong metal
support interaction is proposed to affect the catalytic performance [155], the extent
of this effect is currently unknown.

Despite the recent surge in interest for SACs, they are not a new discovery with the
earliest experimental reports more than 20 years ago [32, 33, 156, 157]. However,
the development of SACs has been hindered by the high surface energy of the single
atoms, which leads to considerable aggregation even at low loadings [153, 155]. This
prompted the development of different anchoring strategies that stabilize the single
atoms even under reaction conditions [152–155, 158, 159]. Most of the reported
SACs are synthesized through wet chemistry approaches and generally speaking
there are three different anchoring strategies [153]: defect engineering in oxide sup-
ports, spatial confinement in metal-organic frameworks and coordination of single
atoms by other elements in carbon defects. Due to the large number of different
SAC structures and synthesis procedures, I will limit myself to describing the struc-
ture that inspired our model system design - namely anchoring through nitrogen
coordination in a carbon matrix.

6.1.1 Anchoring Single Atoms by Nitrogen Coordination

One of the most common anchoring strategies is coordination of a transition metal
single atom with nitrogen atoms or defects (N-defects) in a carbon matrix [152,
153, 155, 158, 159]. There are two commons synthesis routes for these structures.
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First, pyrolysis of metal salt precursors and N containing precursors along with a
sacrificial metal organic framework support [152, 160, 161]. Exchanging the metal
salt precursor for another metal allows this technique to generate well dispersed
sites for a range of different metals [162, 163]. The second approach is annealing
graphene and a metal precursor in a NH3 atmosphere at ≈ 900 ◦C[164–166]. Using
EXAFS measurements and fitting, Zitolo and co-workers identified Fe single atoms
to be anchored by coordination to 4 N-defects in the carbon surface [167]. Addi-
tionally, they showed a high uniformity of the sites. The coordination of a single
Fe atom to 4 N atoms in a carbon matrix is similar to the structure of the ”Heme”
subgroup of the organic compounds known as porphyrins [168]. Therefore the an-
choring of a single metal atom to 4 N-defects is known as a porhpyrin like structure
in SAC literature. The porphyrin like structure has been observed by several re-
search groups using EXAFS fitting and appears to be common for anchoring single
atoms with N in a carbon matrix [166, 169]. A porphyrin like site was imaged by
Zelenay and co-workers using aberration corrected STEM of Fe single atoms on few
layer thick graphene sheets [169]. Meanwhile, other groups have shown pyrolysis
can also produce SACs that are stabilized by different N-coordinations such as 1
N atom and 2 carbon atoms (1N2C) [170], 1N3C [171], 2N2C or 3N [172, 173].

6.1.2 Small Clusters

In between the conventional nanoparticle catalysts and the single atomic limit there
exists a range of cluster sizes that are also of high interest [174]. Clusters with 2,
3, 4 atoms and so on are expected to display quantum size effects, offer unique
site geometries and a tunable number of available sites within proximity of one
another. These cluster sizes become even more interesting if they can be created
with a mix of atomic elements such as hetero-dimers consisting of two different
atoms [175, 176]. The combination of two different transition metal sites next
to each other creates the possibility of breaking the scaling relations by offering
two different binding energies. Currently there are very few reports of few atom
clusters synthezised via wet chemistry methods, due to an increased complexity
of the synthesis procedure compared to SACs [177–180]. However, with a cluster
source, these cluster sizes can be uniformly selected by mass filtering [43, 181–183].
Catalysis with clusters has therefore been the subject of several studies with mass-
selected cluster source systems from the groups of S. Anderson [184–186], U. Heiz
[33, 34, 139, 187, 188] and S. Vajda [177, 189, 190]. Most of these catalysts were
applied for thermal catalysis reactions instead of electrochemical reactions.

6.1.3 A Need for a Tunable Model System

We decided upon a model system with single atoms and clusters anchored by coordi-
nation with nitrogen atoms (N-coordination) in a carbon matrix. These structures
are reported with increasing frequency in literature, especially for reactions such as
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HER [170, 171], CO2 reduction [172, 191–193] and ORR [169, 175, 194–197]. Given
the novelty of these structures, there exists a lack of fundamental knowledge on
binding energies and structural effects, such as the effect of the number of N atoms
in the N-coordination. and due to the limitations of current synthesis strategies
we believe that a model system could provide novel insight.

The N-coordinated SACs created by the wet chemistry synthesis are suitable for
characterization with a variety of techniques including XPS, TEM, STEM, EXAFS
and STM. Additionally, these structures allow for electrochemical catalysis tests.
However, the synthesis methods require a careful tuning of the precursors to avoid
simultaneously producing clusters and nanoparticles that can impact the catalytic
performance[152, 153]. In addition, the precursors risk leaving residue that may
affect the performance either positively or negatively. Furthermore, the density
and type of anchoring sites cannot be directly controlled and relies on the support
properties [153]. Consequently the effects of site structure and coverage cannot
be examined. Finally and perhaps most importantly, these synthesis procedures
are only known to work for atomically dispersed catalysts with very few reports of
dimers or small clusters [176, 178, 180]. Using a mass-selected cluster source such
as the Nanobeam cluster source, dimers and small clusters can be selected uniquely
based on their mass, which is a major advantage of this synthesis method.

Model Requirements

An optimal model system must circumvent the issues mentioned above leading to
a set of requirements:

• A uniform structure that can be thoroughly characterized with available mi-
croscopy and spectroscopy techniques.

• A controllable density of N-defects to act as anchoring sites in a carbon lattice.

• A contaminant free synthesis procedure that creates uniformly dispersed sin-
gle atoms and clusters.

• A sample geometry suitable for electrochemical testing.

• Ideally the synthesis of the metal single atoms and clusters is possible for
different transition metals.

6.2 A Graphite Based Model System

The following sections describe the development of the model system, but before
diving into the specifics, I will explain the starting point of this project. When
I started in March 2017 a former colleague Anders Bodin had recently explored
the possibilities of producing single atoms and clusters of platinum up to about
10 atoms. Using the Nanobeam cluster source he showed that it was possible to
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deposit single atoms and that the TOF mass filter can easily resolve the different
cluster sizes in a mass scan. He tried depositing single atoms on a lacey carbon
TEM grid and saw that the single atoms were dispersed in both single atoms and
clusters [198]. This is where I began the project with the purpose of developing
a model system for single atoms and small clusters using the Nanobeam cluster
source.

Detailed characterization of these systems is a main part of the development work.
The STM we had available malfunctioned early on and 6 months ago we started a
collaboration with Luca Camilli and Miriam Galbiati at DTU Physics who perform
STM measurements. They have since moved to the University of Rome and we
have started a new collaboration with Jill Miwa at the University of Århus. Postdoc
Arlette Ngankeu has performed STM measurements in Århus.

6.2.1 Choice of Substrate

Given the aforementioned requirements the substrate must have sufficient robust-
ness and a geometry that allows for electrochemical testing, while also being suit-
able for detailed characterization. Inspired by reports of introducing nitrogen de-
fects with N+

2 sputtering by Nakamura et al. [199, 200], we decided upon a graphene
sheet with N-defects made by sputtering with NH3 and single atoms and clusters
deposited with the Nanobeam cluster source. A schematic of the proposed model
system is shown in Figure 6.1, which depicts a graphene sheet with single metal
atoms anchored to different N-coordinations. Ideally, one of these structures is
created uniformly instead of having different N-coordinations. This structure can
be characterized with available techniques including ISS, XPS, STM, TEM, STEM
and EXAFS.

Figure 6.1: Sketch of the proposed model system with different types of N atoms (blue)
sitting in defects in a graphene sheet (black) with Pt atoms (grey) anchored on top.
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Upon looking into the availability of graphene it became clear that there was no
ideal graphene substrate. Graphene is grown on single crystals of Cu, Ir or Ru,
but these crystals are either unstable under electrochemical conditions or catalyti-
cally active making them unsuited as supports. Graphene has also been grown on
electrochemically inert Au(111) single crystal surfaces, but this process is still an
ongoing research and developing graphene growth techniques is beyond the scope
of this work. Regardless, the development of a model system using only one or a
few single crystal substrates would be too time consuming. Therefore we settled on
a highly oriented pyrolitic graphite (HOPG) substrate. This shares the structural
properties of graphene and is commercially available. HOPG can be characterized
with STM, while graphene TEM grids allow for TEM and STEM characteriza-
tion of analogous structures. Meanwhile ISS and XPS can be used to check the
dispersion and chemical state of the structures respectively. Finally, HOPG has
a structural robustness that means it potentially can be used for electrochemical
measurements in a rotating disk electrode (RDE).

6.2.2 Creating Nitrogen Defects

The creation of nitrogen defects with NH3 sputtering can be tuned through three
parameters, the sputter time, ion energy and gas pressure in the ion gun. The gas
pressure is kept constant at 1 × 10−6 mbar to allow for optimal ionization of the
gas. Thus only two parameters can be tuned, the sputtering time, which controls
the total number of impacts on the surface and the ion energy, which controls the
energy transferred to the surface per impacting ion. Therefore, creating N-defects
with NH3 sputtering potentially has the advantage of being able to control the
density of defects in the carbon matrix. However the type of defects that are cre-
ated is unknown and is likely to depend on ion energy [199]. Figure 6.2 shows a
detailed XPS spectrum of the N 1s peak from a HOPG plate (1×1×0.3 cm) that
was sputtered for 10 minutes with 1 keV NH3.

Quantification of the N 1s and C 1s XPS peaks revealed a N content of 18 %, which
corresponds to more than 1 N per carbon ring. Fitting of the N 1s peak showed
the presence of 4 different types of N-defects, pyridinic-N (398.5 eV), pyrollic-N
(399.9 eV), graphitic-N (401.1eV) and oxide-N (403.2 eV)[199]. These were previ-
ously observed by N+

2 sputtering [199], in SACs with porphyrin like sites [167] and
other N-coordination structures [171, 172]. The pyridinic-, pyrollic- and graphitic-
N structures are shown in Figure 6.3 along with Pt1 in a porhphyrin like site.
The quantification shows that the most prevalent defects are the pyridinic-N and
pyrrolic-N, which consist of a N atom replacing a C atom in a hexagon/pentagon
in the graphene lattice respectively [199]. Both are only bound to two C atoms
requiring an extra carbon defect next to the N atom. An oxide-N is similar to the
pyridinic-N, but with an O atom bound to the N. Thus these three defects are to
be expected in a more defected surface compared to the graphitic-N, which is a
direct substitution of a N atom for a C atom [201]. The low ratio of oxide-N is
likely due to the absence of O in the UHV chamber. Considering the distribution
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Figure 6.2: Detailed XPS spectrum of the N 1s peak of a HOPG plate sputtered 10
min with 1 keV NH3 with fits for the pyridinic-N, pyrrolic-N, oxide-N and graphitic-N 1s
peaks. Binding energy was calibrated to the graphitic C 1s peak at 284 eV.

Figure 6.3: Schematic of a graphene layer with pyridinic-N, pyrollic-N and graphitic-N
defects. Pt1 is shown anchored in a porphyrin like site. The porphyrin like site consists
of 4 pyridinic-N defects surrounding the metal atom. Oxide-N is a pyridinic-N with an O
atom on top. Image courtesy of Karl Toudahl.
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of defects and the high N content it would appear that sputtering for 30 minutes
with 1 keV NH3 creates a highly defected surface.

6.2.3 Depositing Single Atoms and Clusters

Single atoms and clusters can be deposited using the Nanobeam cluster source, but
the current is highly dependent on the sample bias. Mass scans from Pt1 up to
Pt4 are shown in Figure 6.4. For Pt1 a sufficient current is achieved with a sample
bias of 1.5 V, which is close to soft-landing (soft-landing for a single atom is not
well-defined considering the atom cannot split into smaller entities). For Pt2 and
larger clusters a larger bias is necessary to achieve currents that enable deposition
of 1-10 % of a monolayer in a reasonable deposition time e.g. a work day. For Pt2

a current of 0.14 nA was achieved with a 9 V bias and for Pt3 a current of 0.2 nA
was achieved with a bias of 18 V. The resulting deposition times for 1% of a mono-
layer are 1 hour/30 minutes respectively. The required bias for Pt2 and Pt3 are
equivalent to 4.5 and 6 eV/atom, which is higher than the 1 eV/atom soft-landing
limit so particle fragmentation is possible.
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Figure 6.4: Mass scans for Pt1, Pt2, Pt3 and Pt4 for different sample biases from 1.5 V
to 48 V. Each cluster size shows a smaller peak at 40 amu above the peak position due
to Ar binding to some of the clusters in the aggregation zone.

In addition to the sample bias, several other deposition conditions have to be
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changed between the different cluster sizes. Single atoms and dimers can be pro-
duced without any He flow, while larger particles require a low He and high Ar
flow. The exact conditions for Pt1/1.5 V, Pt2/9 V and Pt3/18 V are shown in
Table 6.1. Mass scans with bias above 18 V are acquired with conditions similar
to the 18 V mass scan. The effect of the landing energies above 1 eV/atom must
be investigated when characterization of the cluster structure has been developed.

Table 6.1: Deposition conditions for Pt1, Pt2 and Pt3.

Cluster Size
[atoms]

Magnetron
Power [W]

He Flow
[ml/min]

Ar Flow
[ml/min]

Aggregation Zone
Pressure [mbar]

Bias
[V]

1 45 0 9 0.02 1.5
2 31 0 4 0.01 9
3 16 6 96 0.13 18

6.3 Developing the Model System

The development of the model system was supported by TEM, STEM and STM
characterization. Grids consisting of a monolayer graphene sheet spread across a
quantifoil grid were used for STEM imaging. We tried a variety of ETEM heat
treatments in both O2 and H2 and found that the optimal conditions were heating
to 500 ◦C in vacuum. However, as Figure 6.5a shows there was still a signifi-
cant residue of amorphous carbon around the atomically resolved graphene and
overall none of the cleaning procedures improved the graphene surface sufficiently.
The clean area in Figure 6.5a was the largest that was observed and therefore we
looked into other suppliers, but this was the only commercially available monolayer
graphene grid. Together with Johannes Novak Hansen, I tried to replicate a proce-
dure for lifting graphene onto Cu TEM grids without success [202]. Ultimately we
decided it was outside the scope of our work and continued using these graphene
grids for TEM/STEM characterization.

HOPG plates of 7×7×1 mm were cleaved to expose the clean HOPG surface before
STM imaging. Cleaving is a cleaning procedure where a piece of tape is used to
removed several of the topmost layers of the HOPG exposing a very clean surface.
This is the starting point for all treatments of the HOPG plates. Figure 6.5b
shows an STM image of a freshly cleaved HOPG plate, which displays a pristine
atomic structure. Unless otherwise stated in the image caption, the STM images
are acquired at room temperature.
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(a) (b) I= 0.8 nA, U= 0.1 V

Figure 6.5: a) TEM image of the monolayer graphene TEM grid at room temperature
in vacuum after heating to 500 ◦C for 2 hours in vacuum in the ETEM. b) STM image
of freshly cleaved HOPG plate by Miriam Galbiati.

6.3.1 Sputtering Conditions

The effect of NH3 sputtering for anchoring Pt1 was examined by STEM and STM.
A graphene grid was annealed for 2 hours at 500 ◦C in UHV before being sput-
tered for 30 min with 1 keV NH3 and finally depositing 1% Pt1. A STEM image of
the grid is shown in Figure 6.6a with bright spots smaller than 1 nm in diameter.
This was one of the only remaining graphene sheets on the grids and it was not
completely intact, indicating that the sputtering treatment destroys the graphene
monolayers. Given the size of these spots they are likely the Pt1 dispersed on the
graphene support. Figure 6.6b shows a STM image of a HOPG stub that was
subject to the same sputtering treatment and single atom deposition before being
annealed at 500 ◦C for 2 hours in UHV. The STM image shows a rough surface
with no ordered structure.

Since the STM image in Figure 6.6b was recently acquired and the STEM image
in Figure 6.6a shows atomically dispersed Pt1 on the graphene support, these con-
ditions were initially used for electrochemical testing. However, for the purpose
of having a well-defined structure that can be characterized with STM, milder
sputtering conditions are necessary. Therefore the NH3 sputtering conditions were
reduced to 20 seconds at 150 eV. An STM image of these sputtering conditions is
shown in Figure 6.7a. The image shows bright features on the atomically resolved
HOPG surface that are approximately 1 nm in diameter and vary in shape. Figure
6.7b shows a graphene grid that was sputtered with these milder conditions before
having 1% coverage of Pt1 deposited. The grid was annealed at 500 ◦C for 1 hour
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(a) (b) I= 0.3 nA, U= -1.0 V, T= 4 K

Figure 6.6: a) STEM image of a graphene grid and b) STM image of HOPG plate, both
sputtered with 1 keV NH3 for 30 minutes with 1% Pt1. The graphene grid was annealed
at 500 ◦C for 2 hours before sputtering and the HOPG plate was annealed for 2 hours at
500 ◦C in UHV before STM imaging. STM image by Miriam Galbiati.

in the microscope and cooled to room temperature before the image was acquired.
The STEM image shows bright nanoparticles and clusters much larger than single
atoms while also displaying some spots as small as single atoms. Note that most of
the bright spots are on a lighter background of amorphous carbon contamination,
while only a few bright spots are on the dark monolayer graphene areas. From
this image, it appears that the milder sputtering conditions are not sufficient to
anchor single atoms on the TEM grid. This may be due to the amorphous carbon
contamination blocking the graphene and thus not creating N-defects or the mild
sputtering conditions not providing a sufficient number of N-defects to anchor the
Pt1. From Figure 6.7a the N-defect density is calculated to 0.13% compared to the
C atoms.

While the 10 min, 1 keV NH3 sputtering conditions are not ideal for STM imaging,
the resulting structure may be suitable for electrochemical measurements based on
the STEM image in Figure 6.6a. It appears that the ideal imaging conditions for
STEM and STM may not be identical. Thus further development of the charac-
terization procedures is necessary for these techniques to provide complementary
imaging of analogous structures.

99



Chapter 6. Developing a Model System for Single Atoms and Small Clusters

(a) I= 0.5 nA, U= 0.8 V, T= 4 K (b)

Figure 6.7: a) STM image of HOPG plate, sputtered for 20 seconds with 150 eV NH3

and annealed for 2 hours at 500 ◦C in UHV. STM image by Miriam Galbiati. b) STEM
image of graphene TEM grid with similar sputtering and 1% Pt1 deposited. Annealed at
500 ◦C for 1 hour in the TEM.

6.3.2 Identifying Nitrogen Defects

The different types of N-defects are not immediately apparent from the STM image
in Figure 6.7a. Figure 6.8 shows a close up of two different features seen in Figure
6.7a. The feature in Figure 6.8a is star shaped and resembles the structure of the
simulated STM image of a pyridinic-N defect as shown in the inset [199]. The
feature in Figure 6.8b is triangular and resembles the simulated STM image of
a graphitic-N defect shown in the inset. From comparison of the simulated and
measured STM images it appears that both graphitic-N and pyridinic-N defects
are created by the NH3 sputtering followed by annealing at 500 ◦C for 2 hours. It
is likely that other defects are also present, but due to a lack of simulated STM
images it is not possible to identify them. XPS measurements of these samples
have not been performed yet.
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Pyridinic

(a) I= 0.8 nA, U= 0.8 V, T= 4 K

Graphitic

(b) I= 0.8 nA, U= 0.6 V, T= 4 K

Figure 6.8: Atomically resolved STM images of a) a pyridinic-nitrogen defect and b) a
graphitic-nitrogen defect in an HOPG plate. The plate was sputtered for 20 seconds with
150 eV NH3 and annealed at 500 ◦C in UHV for 2 hours. The insets show simulated STM
images of inset a) a pyridinic-nitrogen defect at +1.0 V bias and inset b) a graphitic-
nitrogen defect at +0.5 V bias adapted from [199]. STM images by Miriam Galbiati.

Defect Formation

In an attempt to further understand the process of creating N-defects, two different
annealing steps were performed on the same sample. Figure 6.9a shows an HOPG
sputtered with mild sputtering conditions and 1% Pt1 annealed at 150 ◦C for 10
minutes. The image shows many bright round features, several nanometers in
diameter on the HOPG surface, with a magnified image of a defect in the inset.
Figure 6.9b shows the same sample after annealing at 700 ◦C for 120 minutes. The
bright features appear smaller than before and with a star shape, while some of
the features are brighter than the others. The round feature in Figure 6.9a inset
is similar to reported observations of domes with Ar+ sitting in the subsurface,
indicating that NH3 is implanted under the surface of the HOPG [203]. From the
difference in defect appearance between the two images, it appears that annealing
at higher temperatures transforms the ”dome” features into the pyridinic-N and
graphitic-N defects observed in Figure 6.8. This is conceptually similar to annealing
graphene in a NH3 atmosphere as there is NH3 in proximity of the surface at
elevated temperatures. However, with NH3 sputtering it may be possible to tune
the density of NH3 ”domes” thus tuning the resulting defect density. We are
currently awaiting STM images of samples sputtered for 60 s and 120 s to confirm
this possibility.
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(a) I= 0.8 nA, U= 0.8 V (b) I= 0.8 nA, U= 0.6 V

Figure 6.9: STM images of HOPG plates that were sputtered with 150 eV NH3 for 20
seconds before 1% Pt1 was deposited. The HOPG plates were annealed at a) 150 ◦C
for 10 min and b) 700 ◦C for 2 hours. inset a) shows a magnified image of one of the
features in a). STM images by Arlette Ngankeu.

6.3.3 Identifying Anchored Single Atoms

To understand how the Pt1 on NH3 sputtered HOPG is affected by the annealing
procedure at 500 ◦C, ISS spectra were acquired before and after annealing the
samples in UHV. The spectra, seen in Figure 6.10a, show that the Pt peak increases
in intensity after the annealing procedure, indicating an increase in Pt dispersion.
Thus it appears that Pt agglomeration should not be expected and that anchoring
on the N-defects is possible. Figure 6.10b shows an STM image of one of the
very bright defects in Figure 6.9b. The defect does not resemble the pyridnic-N
or graphitic-N defects but instead has a star shape with a very bright area (inside
the black circle). This could be a single atom or several atoms on a N-defect,
but further confirmation requires simulations of this geometry, which are currently
being performed by collaborators at CatTheory, DTU.

6.4 Measuring the Electrochemical Performance
of Single Atoms and Clusters

Measuring the electrochemical performance of single atoms and clusters on NH3

sputtered HOPG requires mounting HOPG in an RDE setup to reduce mass trans-
port limitations. However, mounting the HOPG in an RDE also poses an issues
due to the geometry of a HOPG plate. The RDE tip requires a disc of 5 mm in
diameter and 4 mm tall, but the HOPG plates are 10×10×3 mm. This was solved
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(a) (b)

Figure 6.10: a)ISS spectra of HOPG plates that were sputtered with 150 eV NH3 for
20 s before depositing 1% Pt1. One spectrum before (blue) and after (black) annealing
at 500 ◦C for 1 hour. b) STM image of a nitrogen defect in HOPG sputtered for 20 s
with 150 eV NH3 and 1% Pt1 coverage annealed at 700 ◦C. The black circle surrounds a
brighter feature that could be one or several atoms. STM image by Arlette Ngankeu.

by grinding the plates into discs that were 5 mm in diameter and 3 mm tall. A
copper spacer was placed behind the HOPG disc to fill the remaining 1 mm in
height in order to fit properly into the RDE tip. After many attempts at obtaining
stable cyclic voltammograms (CV) for ORR with blank HOPG and NH3 sputtered
HOPG, the HOPG stubs split into several pieces due to the weak van der Waals
binding between the graphite layers. Additionally, the use of a Cu spacer con-
taminated the HOPG stubs with Cu so this approach was discontinued. Possible
structural alterations in the HOPG surface due to the rough physical treatment of
grinding were also a serious concern.

Instead a new RDE tip design was developed by Johannes Novak Hansen that
enables using the entire HOPG plate in an RDE tip. The design consists of a
round holder larger than the HOPG plate, where the plate is mounted. An O-ring
and a lid placed on top of the plate secures it in place. A hole in the lid allows
for the HOPG surface to react with the reactants in the electrolyte. This design
was finalized within a few weeks of the submission of this thesis so only a single
preliminary hydrogen evolution reaction (HER) measurement has been performed.
Figure 6.11 shows a CV obtained using a HOPG plate with an approximate N-defect
density of 1% and a Pt1 coverage of 0.2%. The CV was measured in H2 saturated
0.1 M HClO4 with an Ir wire counter electrode. Since background measurements of
a clean HOPG and NH3 sputtered HOPG are yet to be performed, the CV cannot
be used to gauge the HER activity of the Pt single atoms. Instead it serves as
evidence that the RDE design can produce HER CVs using the HOPG plates.
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Figure 6.11: CVs measured in H2 saturated 0.5 M H2SO4, with a HOPG plate with 1%
N-defects and 0.2% Pt1, mounted in the new RDE tip design.

6.5 Discussion

As the development of this model system is on-going there are many points that
still need to be developed. First the use of these graphene grids is not ideal due
to the amount of amorphous carbon contamination on the graphene. We tried to
make our own grids with a clean graphene transfer process and also with graphene
oxide flakes without success. However, if STEM characterization is to be compli-
mentary to STM characterization, clean graphene grids are necessary.

From the fit of the N 1s peak and the STM images of N-defects it is evident that
NH3 sputtering can introduce N-defects similar to those previously reported N+

2

sputtering [199]. Kondo and co-workers sputtered a HOPG surface with 200 eV N+
2

and observed 32.6% pyridinic N, 17.4% pyrrolic N, 40.1% graphitic N and 9.8% ox-
ide N. This is signficantly more graphitic-N and less pyrrolic/pyridinic-N compared
to the fit in Figure 6.2, which can be explained by the structure of the graphitic-N
sites. The 1:1 substitution of a N atom for a C atom in a graphitic-N defect is less
likely at higher ion energies due to sputtering of the surface. Therefore the lower
ion energy of 150 eV is expected to produce a defect distribution similar to the
results from Kondo et al. [199]. Furthermore Kondo et al. observe an increase in
graphitic-N after annealing at 900 K due to reconstruction of the graphite surface.
This supports the observations in Figure 6.9, that the annealing temperature may
change the domes of NH3 into N-defect in the surface. Considering the effect of a
lower ion energy and the annealing procedure, it is likely that the NH3 sputtering
for 20 s with 150 eV NH3 and annealing at 500/700 ◦C mostly creates pyridinic-N
and graphitic-N. This would explain the observations in the STM images, where
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these two defect types are prevalent.

The pyridinic-N, pyrrolic-N and graphitic-N were reported in literature in SACs
that were anchored with porphyrin sites and lower N-coordination geometries [167,
171, 172]. Thus the presence of these defects in the HOPG plates indicates that
single atom dispersion should be possible with N-defects created from NH3 sputter-
ing. The differences between the 0.13% N-content from 20 s sputtering and the 18%
N-content from 10 min sputtering, indicate that the N-defect density can be tuned.
Samples are currently being made for studying the exact degree of tunability in the
N-defect density. The variation of defect density may allow for studying the effect
of different anchoring geometries on the reactivity of a single metal atom, which
could aid in the development of new SACs for electrochemical reactions [172, 173].
Additionally, given the N-defect density from 20 s of NH3 sputtering, the defects
are well separated. However, for electrochemical measurements the density must be
significantly increased, possibly to a degree similar to the 10 min NH3 sputtering.
At sufficiently high N-defect density, it is possible that the density may affect the
defect type. Specifically, as the N-density is increased, the coordination of single
atoms to porphyrin sites will become increasingly likely since multiple N-defects
will be in proximity of one another. Therefore the influence of N-defect density on
the defect type should be studied.

The 0.13% of N-defects in the graphene surface on Figure 6.7a is substantially less
than the 1% coverage of Pt1 that was deposited on the HOPG surface in Figure
6.9. This increases the probability of Pt agglomeration in the samples prepared
for STM and should be reduced in the future. However, no agglomerations of Pt
were observed in the STM imaging, instead such observations were made on the
STEM image in Figure 6.7b. Unfortunately, the presence of amorphous carbon on
the graphene grids excludes a direct comparison of the two systems and is likely to
have caused the atomic dispersion of Pt1 in Figure 6.6a. The ISS spectra before
and after annealing in Figure 6.10a confirm that the Pt atoms should be dispersed
on the N defected surface, but their presence is not easily detectable. Therefore the
comparison of STM simulations and images such as Figure 6.10b will be necessary
in determining if the N-defects produced by NH3 sputtering can anchor a single
atom or cluster of atoms. The presence of atomically dispersed Pt1 in Figures 6.9
and 6.10b is therefore still undocumented and requires further characterization and
the behaviour of the deposited clusters also remains to be examined. Given the
4.5 and 6 eV/atom bias necessary for depositing Pt2 and Pt3 it is possible that the
clusters split into smaller entities.

6.6 Conclusion

While this is still a development project, that is in its early stages, there are some
available conclusions. First of all, we selected a model system that fulfills most of
the requirements.
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• The graphite based models system has a structure that can be characterized
with microscopy and spectroscopy techniques. The uniformity of active sites
remains to be solved given the presence of different N-defects.

• The density of anchoring N defects has been shown to be tunable within the
range relevant for the model system.

• The Nanobeam cluster source was shown to be able to produce uniformly
dispersed single atoms, suggesting that larger clusters also can be produced
in a similar fashion without any contaminations. Additionally, the cluster
source can easily change the metal used to produce the single atoms.

• The sample geometry can be used for electrochemical RDE measurements.

However, from the preliminary results there are still open questions. The presence
of N-anchored single atoms and clusters remains to be shown with a combination of
microscopy and simulation. Furthermore, the role of different types of N-defects in
anchoring of the single atoms and clusters should be investigated, to enable tuning
of the sputtering process. Finally, the stability and activity of these anchored
species in electrochemical reactions must be shown to validate the model system.

6.6.1 Outlook

Since there are many things in the pipeline for this project I will briefly mention
some of the work that I believe could give significant contributions to the existing
knowledge on single atom and clusters for catalysis. First off, XPS measurements
of the N 1s peak on HOPG sputtered with the milder sputtering conditions can
confirm the types of defects produced from the process. This may require going to
a larger X-ray facility such as the small synchrotron in Århus.

Next, I think that several variations of sputtering, depositing and annealing should
be tested, specifically the order in which they are performed. The effect of sputter-
ing and annealing before/after deposition could provide interesting results on the
formation of anchored species. Additionally, the annealing temperature should be
examined since reports in literature have adopted a higher annealing temperature
[166].

To further understand the trends in the reactivity and selectivity of single atoms
and clusters, I believe TPD measurements can be a valuable tool. The TPD cham-
ber on the Omicron system has been under development during this work and I
look forward to seeing how it can contribute to this field.

Finally, perhaps the most exciting future work is the testing of these systems for
electrochemical reactions, assuming that the atoms and clusters can be anchored.
Given the promising results already reported in literature, I hope this system can
provide novel insight into the mechanisms behind the novel activity and selectivity.
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Chapter 7

Conclusion and Outlook

The purpose of this thesis was to describe the development of novel model sys-
tems for fundamental catalysis research using the Nanobeam cluster source. The
research efforts were focused on four different catalytic systems as summarized be-
low.

In Chapter 3 the Nanobeam cluster source was used to make a model system con-
sisting of mass-selected Pt nanoparticles with a well-defined coverage. This allowed
for simulations of the edge-to-edge interparticle distance for these systems. Thus,
SFC-ICP-MS measurements of the Pt dissolution under AST protocols in ORR
conditions, could be compared to identical measurements on an industrially rele-
vant catalyst. The study shows that the dissolution rate and total Pt dissolution
are proportional to the interparticle distance. The proportionality is attributed to
three effects; a shift in the Nernst potential for dissolution, Pt redeposition and a
decreasing electronic double layer overlap for larger interparticle distances. Fur-
thermore, the model system was used to determine that the lower potential limit
of the AST protocol can cause a misleading particle size effect.

In Chapter 4 mass-selected 370k amu Pt nanoparticles were deposited on glassy
carbon discs with well-defined loadings from 13-5000 ng/cm2, to create a ”bench-
mark” system for HER. The Pt ”benchmark” system shows that increasing the
Pt loading on the working electrode will lead to a lower η10mA/cm2 . The HER
activity was reported in η10mA/cm2 , mass activity and turnover frequency to enable
comparisons to studies on earth-abundant HER catalysts. Ultimately, the results
highlight the importance of reporting catalyst loadings and performing scientific
comparisons based on mass activity or TOF, when claiming platinum-like HER
activity.

Chapter 5 presents the preliminary results on increasing the CO oxidation stability
of Au nanoparticles through alloying with Ti. Mass-selected AuTi nanoparticles
from 2.5 nm to 5.5 nm were deposited on SiOx and TiOx supports in the microreac-
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tors for thermochemical testing. The CO oxidation measurements displayed issues
with reproducing the activity of the AuTi particles. However, the preliminary re-
sults show that AuTi nanoparticles are active for CO oxidation, with 2.5 nm AuTi
particles on TiOx support displaying significantly higher CO oxidation activity
than the well-known Au nanoparticles on TiOx.

Finally, Chapter 6 motivates and presents the development of a highly ordered
pyrolitic graphite (HOPG) based model system, for electrochemical catalysis with
single atoms and small clusters. Preliminary results show that NH3 sputtering can
be used to create pyridinic, pyrollic, oxide and graphitic nitrogen defects in the
HOPG surface, which are known to anchor single atoms. Evidence of anchored
Pt single atoms is not yet available, but the NH3 sputtered HOPG support with
0.2% Pt1 produces HER cyclic voltammograms. Thus the model system appears
promising for investigating the binding energies and coordination effects of single
atoms and cluster for electrochemical catalysis.

In conclusion, I would like to note that the development of these 4 model systems
would not be possible without a mass-selected cluster source. as it provides the
model systems’ strengths. Namely the narrow size distribution and well-defined
loadings/coverages dispersed on a flat geometry, which allow detailed character-
ization and close comparison to theoretical simulations as in Chapters 3, 4 and
6. However, these strengths also come with the disadvantage of a low particle
deposition rate and limited support geometries. Thus widespread application of
the knowledge obtained from studying these model systems, will always require
reciprocal chemical synthesis procedures.

Outlook

Before closing, I would like to share my thoughts on how mass-selected model
systems can play a role in future catalysis research. First of all, key to successfully
applying model systems in catalysis will always be the combination of a well-defined
system with thorough chemical and structural characterization. In the past, the
model systems at SurfCat have been focused on size selected studies of nanoparticles
and especially binary nanoparticles such as NiFe, PtY, and now AuTi. With the
development of multiple magnetron sources I believe that many new binary and
ternary alloys, that are not easily synthesized by wet chemistry, can prove promising
for catalysis, given the different binding sites in close proximity. However, as
chemical synthesis procedures develop, I think the strength of mass-selected model
systems is best applied to the cluster size range with a countable number of atoms.
As discussed throughout the thesis, several groups have already applied model
systems to catalysis with small clusters, but given the small number of groups
working on this, there is still a large range of reactions and catalysts to study.
This is especially valid for electrochemical reactions relevant for sustainable energy
technologies such as HER, ORR and OER, where very little has been reported.
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Appendix A

ETEM studies of AuTi for
CO Oxidation

In an attempt to check the stability of the 2.5 nm AuTi nanoparticles, I performed
ETEM measurements using the DENS Wildfire TEM chips. The grids have a SiN
membrane which can be heated to 1000 ◦C in the ETEM. I deposited 3% coverage
of 2.5 nm AuTi nanoparticles on the grids using the Nanobeam cluster source,
with conditions similar to the ones described in Chapter 5. Figure A.1a shows
the 2.5 nm AuTi nanoparticles at 80 ◦C in vacuum. The particles display a dark
core with a lighter shell, identical to the structure observed in STEM. Figure A.1b
shows another area of the SiN membrane with AuTi particles in 3 mbar CO2 and
2 mbar O2 at 400 ◦C. At the time of acquiring the image, the particles had been
exposed to these conditions for more than 1 hour. The particles have not grown
significantly and still display the same core-shell structure. This indicates that
the AuTi nanoparticles are stable in a 3 mbar CO2, 2 mbar O2 atmosphere at
400 ◦C. Images of higher magnification were not acquired to avoid beam induced
effects from the elevated electron dose rates [e−/(Å2s)]. Additionally, these images
are acquired from areas that were not illuminated by the electron beam prior to
imaging, thus reducing the likelihood of beam induced effects.
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(a) (b)

Figure A.1: ETEM images of 2.5 nm AuTi nanoparticles at two different temperatures
and pressures. The images were acquired with an electron dose rate of 100 e−/(Å2s).
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Abstract 1 
 2 
 High cost and limited lifetime remain to be key challenges for widespread 3 
commercialization of polymer electrolyte membrane fuel cell (PEMFC) electric vehicles.  Reduced 4 
Pt loadings can bring down the vehicle costs; however, the impact of loading on catalyst layer 5 
degradation remains unclear.  The limited research on Pt loading and catalyst degradation largely 6 
stems from synthetic difficulties and the lack of in situ analytical techniques.  This study 7 
circumvents these challenges by synthesizing Pt/C model catalyst systems via two precise routes: 8 
(a) magnetron-sputtered, mass-selected, Pt nanoclusters on a two-dimensional (2D) support and (b) 9 
three-dimensional (3D) Pt/Vulcan synthesized via the “toolbox” approach.  For both the 2D and 10 
3D materials the loading (and consequently the interparticle distance) were systematically varied.  11 
A set of advanced characterization techniques was used to investigate the loading dependent 12 
degradation processes of the 2D and 3D structured materials.  Pt dissolution was monitored using 13 
on-line inductively coupled plasma mass spectrometry (on-line-ICP-MS), while different X-ray 14 
spectroscopy techniques were applied to establish the oxidation states of Pt in correlation with 15 
metal loading.  Clear dissolution trends emerge which can be explained by three fundamental 16 
loading dependent mechanisms: (1) shifts in the Nernst dissolution potential, (2) redeposition, and 17 
(3) the oxidation states of Pt.  Based on these results, we identify limitations and challenges on the 18 
pathway to lower loadings, which should be considered by researchers and engineers in fuel cell 19 
development and related fields. 20 
 21 

1. Introduction 22 
 23 

For years’ polymer electrolyte membrane fuel cell (PEMFC) electrocatalysis research has 24 
been aimed at increasing catalyst activity towards the sluggish oxygen reduction reaction (ORR), 25 
in an effort to decrease the total Pt loading necessary in the cathode catalyst layer.  By decreasing 26 
Pt loading the total cost1 and amount of Pt in circulation can be reduced, thereby increasing 27 
manufacturing production volumes of fuel cell electric vehicles.2 28 

Several strategies have been suggested to increase catalyst activity, with major research 29 
efforts focused on Pt alloys and shape-controlled Pt nanoparticles.3  Although such advanced 30 
materials show promising ORR activity, less can be said regarding their stability.  Furthermore, on 31 
the pathway to lower Pt loadings, it is of immediate interest to understand the degradation behavior 32 
of current state-of-the-art materials.4  33 

Decreased Pt loading achieved via thin catalyst layers is known to severely compromise 34 
performance at high current densities in membrane electrode assemblies (MEAs).1-2  Such loading 35 
dependent performance has been attributed to flooding and a local O2 resistance related to changing 36 
Pt substrate-ionomer interactions when going from thick to thin ionomer films.  In contrast, the 37 
mechanisms behind the observed increase in irreversible degradation can only be speculated 38 
without dedicated investigations. 39 

Under well-defined half-cell conditions, which become necessary for elucidating 40 
fundamental phenomena undetectable in complex systems, studying the impact of catalyst layer 41 
thickness on the primary degradation mechanism of Pt dissolution revealed crucial phenomena.5  42 
On-line dissolution measurements with a scanning flow cell coupled to an inductively coupled 43 
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plasma mass spectrometer (SFC-ICP-MS) showed that electrochemical specific dissolution 1 
normalized by electrochemically active surface area (ECSA) increased with decreasing catalyst 2 
layer thickness.  While the exact mechanism remains unknown, this observed dissolution trend was 3 
tentatively attributed to a shift in the Nernst potential for dissolution, which was greater for the 4 
increased diffusional path links of thicker catalyst layers.  Due to these unambiguous performance 5 
and degradation issues, lower Pt content via catalyst layer thickness will be limited to a yet to be 6 
defined length without further materials improvements. 7 

Considering the perceived limitations of thin catalyst layers, a new contrasting approach to 8 
lower Pt loading must be investigated.  By lowering the Pt density within the catalyst layer, i.e. the 9 
wt. % Pt, the Pt content can be varied independent of thickness.  Similar to the low Pt content of 10 
thin catalyst layers, low Pt density has been reported to decrease ORR activity.6  However, in 11 
comparison to catalyst layer thickness, the dependence of Pt density on degradation remains largely 12 
unexplored.6b, c, 7  Therefore, in this work the SFC-ICP-MS technique was employed to elucidate 13 
the effect of loading on dissolution with constant catalyst layer thickness.  Three-dimensional (3D) 14 
Pt/Vulcan materials and two-dimensional (2D) model magnetron-sputtered mass-selected systems 15 
of varied loadings were investigated.  For the 3D Pt/C materials, exclusive control of material 16 
properties such as particle size and loading was achieved with a two-step surfactant-free polyol 17 
synthetic technique, termed the “toolbox” approach.6a, b, 8  Moving to the 2D model systems, 18 
particle size and distribution were precisely tuned using a magnetron-based cluster source where 19 
Pt clusters were deposited on a planar glassy carbon substrate.6d  By studying model 2D systems, 20 
further analytical confirmation becomes possible which ensures firm conclusions on the complex, 21 
applied 3D systems.  For direct comparison, the common parameter of the edge-to-edge 22 
interparticle distance (ipd) is used, which was recently shown to be crucial in the degradation of 23 
Pd heterogeneous catalysts9 and now also to electrocatalyst degradation via Pt dissolution. 24 
 25 
 26 

2. Experimental 27 
 28 
Mass-selected (2D) sample preparation: 29 
 30 

The Pt nanoparticles were prepared by noble-gas aggregation of a magnetron sputtered Pt 31 
target ( 99.99%, AJA International Inc., USA) followed by a time-of-flight mass filter allowing for 32 
fine control of particle sizes as previously described.10  For these samples, the nanoparticle source 33 
(Birmingham Instruments Ltd. 2011) was optimized for high deposition rates, therefore the mass 34 
filter was set to a resolution of m/∆m=20, which results in a particle size of 6 nm and an uncertainty 35 
of 0.1 nm.  Subsequently, the charged particles were soft-landed on a planar glassy carbon substrate 36 
(10 mm x 10 mm x 3 mm, SIGRADUR® G, HTW GmbH) under ultra-high vacuum (UHV) 37 
conditions. The glassy carbon substrate was sputtered with 1 keV Ar+ for 10 minutes before 38 
deposition to remove adventitious carbon from the surface, ensuring the particles land on the glassy 39 
carbon. Since the vast majority of particles exiting the mass filter are singly charged, the projected 40 
coverage of the nanoparticles was controlled by monitoring the current on the substrate during 41 
deposition.  Furthermore, to ensure a homogeneous coverage of 2D particles across the entire 42 
sample geometry, the substrate was rastered in front of the particle beam during the deposition.  43 
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For the 2D materials the coverage is calculated as the projected coverage of the nanoparticles and 1 
reported in % of a monolayer. 2 
 3 
 4 
Pt/Vulcan (3D) sample preparation: 5 
 6 
 Pt/Vulcan catalyst samples were synthesized via the toolbox approach as reported 7 
previously.8b  In short, the synthesis consists of two main steps: the preparation of a suspension of 8 
colloidal Pt nanoparticles (NPs) via an alkaline ethylene glycol (EG) route and a subsequent 9 
immobilization of the NPs onto the carbon support.  A colloidal suspension of Pt NPs (ca. 2 nm in 10 
diameter) was synthesized by mixing 4 mL of 0.4 M NaOH solution in EG with 4 mL of a solution 11 
of 40 mM H2PtCl6·6H2O in EG in a microwave reaction vessel.  The mixture was heated for 3 min 12 
at 160 °C with a microwave reactor (CEM Discover SP, 100 W heating power).  In order to support 13 
the Pt NPs onto a carbon support, 30 mL of 1M HCl solution was added to 7.3 mL of the colloidal 14 
Pt NPs suspension for precipitation. The mixture was centrifuged at 2400 relative centrifugal force 15 
(4000 rotations per minute (rpm), Sigma 2-5) for 5 minutes and the supernatant solvent discarded. 16 
This washing/centrifugation with 1M HCl was repeated twice. Then the Pt NPs were re-dispersed 17 
in 7 mL of acetone, and 27.5 mg of carbon black (Vulcan XC72R) was added to the suspension.  18 
By sonicating the mixture in an ultrasonic bath (Ultrasonic cleaner, VWR) for 1 hour, the acetone 19 
was evaporated, and a dried powder of Pt NPs supported on carbon (Pt/Vulcan, 50 wt. % in nominal 20 
Pt loading) was obtained. The dried powder was re-dispersed in water and sonicated for 10 min. 21 
The Pt/Vulcan catalyst powder was filtered and washed with 200 mL of DI water, and then dried 22 
at 100 °C in air.  Pt/Vulcan catalysts with different Pt loadings were prepared by changing the 23 
amount of the carbon support mixed with the Pt NPs in the immobilization step. 24 

The Pt loading was determined by digestion of aqua regia and calibrated UV-Vis 25 
measurements, as described previously.11  The average interparticle distances were calculated 26 
based on the previously used equation shown below, where A is the support (BET) surface area, N 27 
is the number of nanoparticles and d(NP) is the particle diameter.6a, b, d, 8c  It is important to 28 
recognize that this formula overestimates the interparticle distances (Figure 1d and Figure S3) 29 
due to the assumption of equally spaced particles, while more accurate experimental determination 30 
remains to be developed (to be discussed further in the following sections). 31 
 32 

(1)  𝑖𝑖𝑖𝑖𝑖𝑖 = �𝐴𝐴
𝑁𝑁

 − 𝑖𝑖(𝑁𝑁𝑁𝑁) 33 

 34 
Catalyst Inks & Dropcasting: 35 
 36 
 Catalyst inks were prepared based on the work of Inaba et al.,12 with slight modifications 37 
in order to obtain dropcast catalyst spots compatible with the SFC-ICP-MS technique.  Such 38 
modifications are necessary when going from PTFE shrouded RDE tips to glassy carbon plates as 39 
working electrodes (WEs), required for SFC analysis.  The solution used for inks was 1 mM KOH 40 
with 25 % isopropanol (IPA), prepared from ultrapure water (18.2 MΩ·cm, Milli-Q®, Merck), 41 
KOH pellets (EMSURE®, Merck) and IPA (SupraSolv®, Merck).  The Pt/Vulcan catalyst material 42 
was weighed and an appropriate amount of 1 mM KOH with 25 % isopropanol was added (ca. 2.5-43 
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3.5 mL) in order to obtain 10 µg carbon per cm2 in the final dropcasting step (in order to keep the 1 
catalyst layer thickness constant).  The ink was subsequently horn-sonicated (SFX 150, Branson) 2 
for two minutes at 35 % amplitude, in intervals of 4 s on, 2 s off, with ice cooling.  The pH was 3 
then measured (FiveEasy Plus FP20, InLab® Nano, Mettler-Toledo), and the pH value was 4 
adjusted to 10-11 using 1 M KOH.  The ink was then additionally sonicated for 10 mins with the 5 
above conditions.  Next a 0.2 mL aliquot of the ink was diluted by half with ultrapure water and 6 
sonicated for 4 s, in order to obtain a 12.5 % IPA concentration compatible with the following 7 
dropcasting procedure (higher alcohol content caused the spots to spread out, drying with too large 8 
surface areas to fit within the SFC WE).  For reference, a commercial TKK catalyst was also studied 9 
with similar properties, having 2.2 nm average particle diameter and 38.0 wt. % loading 10 
(TEC10V40E). 11 
 Glassy carbon (GC) plates sized 50 mm x 50 mm x 3 mm (SIGRADUR® G, HTW GmbH) 12 
were vigorously polished with 0.05 µm Al2O3 suspension (Struers) on woven wool cloth (MD-13 
Mol, Struers), rinsed with ultrapure water and again polished very lightly with slightly diluted 14 
suspension until ultrapure water easily beaded off the GC surface when rinsing, then dried 15 
overnight in air.  Freshly prepared ink was then pipetted/dropcast in arrays onto the glassy carbon 16 
plates in 0.2 µL drops ca. 6 mm apart, and covered with a lid to avoid air currents while drying.  17 
Dried spots were ca. 0.011 cm2 in area, and were monitored via laser microscopy and profilometry 18 
(VK-X200, KEYENCE) for consistent diameter and surface homogeneity.  Only the most 19 
homogenous spots with diameters corresponding most closely to the desired area of 0.011 cm2 20 
were chosen for electrochemical dissolution measurements, which typically consisted of choosing 21 
9-12 out of 30-60 spots.   22 
 23 
SFC-ICP-MS Measurements: 24 
 25 

Transient electrochemical dissolution of 195Pt was monitored on the previously described 26 
SFC-ICP-MS setup.13  A saturated Ag/AgCl and graphite rod were used as reference and counter 27 
electrodes, respectively.  The working electrode contact area was ca. 0.035 cm2, which fully 28 
enclosed the dropcast spots of catalyst material.  The 0.1 M HClO4 electrolyte was freshly prepared 29 
from 70 % HClO4 (Suprapur®, Merck) and ultrapure water (18.2 MΩ·cm, Milli-Q®, Merck) and 30 
was saturated with argon via continuous purging immediately before introduction to the cell.  An 31 
electrolyte flow rate of 190-235 µL·min-1 was employed, which varied depending on the age of the 32 
ICP-MS pump tubing.  Dissolution was monitored with the NexION 300 (Perkin Elmer), which 33 
was calibrated daily for 195Pt signal from dilution of a standard ICP-MS solution (Certipur®, 34 
Merck).  As an internal standard 10 µg·L-1 187Re was used for 195Pt.  Total quantities of dissolution 35 
were obtained via integration of the ICP-MS signal with the measured flow rate.  Experimental 36 
potential was controlled with the Reference 600™ potentiostat (Gamry).  All potentials are reported 37 
against the reversible hydrogen electrode (RHE) and all experiments were performed at room 38 
temperature. 39 
 40 
TEM: 41 
 42 

For transmission electron microscopy (TEM), the supported nanoparticles on carbon 43 
(Pt/Vulcan, 3D materials) were dispersed in ethanol and the solution dropped on a TEM Cu grid 44 
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with holey carbon film (Quantifoil). The samples were imaged with a Jeol 2100 operated at 200 1 
kV. At least four randomly selected areas of the grid were imaged at 4 different magnifications. 2 
Nanoparticle size was evaluated by measuring manually the diameter of 50 to 145 nanoparticles 3 
with the ImageJ software. 4 

 5 
STEM: 6 
 7 
 For scanning transmission electron microscopy (STEM) the mass-selected nanoparticles 8 
(2D materials) were deposited on a Cu TEM grid with lacey carbon film (SPI Supplies®) using the 9 
nanoparticle source.  The microscope was a FEI Titan Analytical 80-300ST TEM with a pre-10 
objective lens spherical aberration corrector (CESCOR from CEOS Company) operated at 300 kV 11 
in STEM mode using the high angle annular dark field detector (HAADF) with a maximum 12 
resolution of 0.08 nm.  Nanoparticle sizes were evaluated from 12 different areas using a 13 
thresholding technique in ImageJ (1.51j8) to find the area of each of the 590 imaged particles.  14 
Subsequently the particle diameter was found by assuming spherical particles.  15 
 16 
SEM: 17 
 18 

Scanning electron microscopy (SEM) images were acquired on a FEI Quanta 200 ESEM 19 
FEG with an acceleration voltage of 30 kV in high vacuum using an Everhart-Thornley secondary 20 
electron detector resulting in a maximum resolution of 2 nm. Image treatment was done in ImageJ 21 
(1.51j8). 22 
 23 
XPS: 24 
 25 

X‒ray photoelectron spectra (XPS) were measured on a PHI Quantera II scanning X‒ray 26 
microprobe for the mass-selected magnetron-sputtered 2D materials.  Spectra were acquired using 27 
Al‒Kα irradiation (hν = 1486.6 eV) of a 100 μm diameter area at 25 W and 15 kV.  Survey scans 28 
at a step size of 1 eV and 280 eV pass energy were collected for 200 ms dwell time per step.  Data 29 
were analyzed in CasaXPS (2.3.18PR1.0), using instrument specific relative sensitivity factors, 30 
Shirley type backgrounds, and a binding energy scale calibrated to the graphitic carbon peak at 31 
284.5 eV. 32 
 XPS for the Pt/Vulcan measurements was performed using an ESCALAB 250 Xi 33 
instrument (Thermo Fisher, East Grinsted, UK) with monochromatized Al Kα (hν = 1486.6 eV) 34 
radiation.  An in-lens electron source was used for charge compensation.  Survey spectra were 35 
measured with a pass energy of 100 eV, 10 ms dwell time and 1 eV step width.  High resolution 36 
spectra were measured with a pass energy of 10 eV, 50 ms dwell time and 0.02 eV steps.  Spectra 37 
of the reference substances were referenced to remaining adventitious carbon at 284.8 eV.  Spectra 38 
of carbon supported materials were referenced to graphitic carbon at 284.3 eV. Peak fitting was 39 
performed with the XPS Peak41 software using a Gaussian Lorential (G/L) mixed function after a 40 
Shirley background subtraction.   41 
 42 
EXAFS: 43 
 44 
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Extended X-ray absorption fine structure spectroscopy (EXAFS) was carried out at the 1 
SuperXAS beamline of the Swiss Light Source (SLS), Switzerland (beam current of 400 mA; 2 
energy of storage ring of 2.4 GeV) and B18 beamline of the Diamond Light Source, UK (beam 3 
current of 300 mA; energy of storage ring of 3 GeV).  Solid pellets were prepared by mixing of 4 
Pt/Vulcan and cellulose as binder. All Pt LIII edge EXAFS spectra were recorded in transmission 5 
mode.  The IFEFFIT software package was applied to align, average, correct and normalize the 6 
raw data.14  The extracted data were Fourier transformed from the k-space, where k is the 7 
photoelectron wavenumber, to the R space and fitted by using FEFF6 theory.  Reference EXAFS 8 
spectrum of a Pt foil was taken to establish the amplitude reduction factor (S02). 9 
 10 

3. Results  11 
 12 

By studying well-defined model 2D (mass-selected, magnetron sputtered) in parallel to the 13 
applied 3D (Pt/Vulcan) materials, the combined simplicity of the former and complexity of the 14 
latter reaffirm the conclusions to be discussed.  The model 2D materials eliminate possible support 15 
effects, contaminations from wet-chemical syntheses and allow precise calculation of interparticle 16 
distance,5b, 8b, 12b, 15 while the 3D Pt/Vulcan materials provide a realistic applied material.  The 17 
critical parameters of particle size and interparticle distance for both the 2D and 3D materials were 18 
analyzed and are shown in Figure 1.  SEM images of the 1, 2 and 5 % coverages for the 2D 19 
materials are displayed in the top row of Figure 1a-c.  At higher coverages, the interparticle 20 
distances become difficult to estimate from the SEM images due to poor resolution and increasing 21 
probability of particle overlap; therefore, the three lowest coverages are used to estimate values of 22 
interparticle distance from the SEM images and are plotted in Figure 1d.  To obtain interparticle 23 
distances at higher coverages, it is possible to use calculations assuming a homogenous (evenly 24 
spaced) distribution.  However, it is seen in Figure 1d (magnified in Figure S1) that this 25 
overestimates interparticle distances at low coverages.  Therefore, the interparticle distances were 26 
simulated by generating random particle positions with the number of particles in a given area 27 
determined by coverage (detailed in supplementary information), which fit well with the measured 28 
SEM values and are used in the following discussion.  To ensure a narrow size distribution as a 29 
result from the synthesis, Pt particles were deposited on a Cu TEM grid and analyzed via STEM.  30 
The resulting particle size distribution is displayed in Figure 1e (full image sets are found in Figure 31 
S4).  Two narrow distributions were obtained, the single mass and double mass particles. Due to 32 
the low number of double mass particles these can be neglected.  A mean diameter of 6.5 ± 0.4 nm 33 
was obtained. The deviation from 6 to 6.5 nm is due to the error of the assumption of spherical 34 
particles when calculating particle size from mass. The particles are not perfect spheres as is evident 35 
from Figure S4b. The use of rather large particle sizes here enabled the estimation of interparticle 36 
distances at low coverages confirming the accuracy of the simulation and enabling it predict values 37 
at higher coverages, which becomes nearly impossible for smaller particle sizes due to the limited 38 
resolution of SEM analysis. 39 

Analysis of the 3D Pt/Vulcan materials was carried out using TEM, and is analogously 40 
displayed with increasing loading in the bottom row of Figure 1f-h (a full set of images is found 41 
in Figure S5).  Highly homogeneous particle distributions and increasing loading of NPs are 42 
clearly observed.  In contrast to the 2D materials, estimation of the interparticle distance becomes 43 
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difficult from a 2D image of a 3D material,6b, 8c highlighting the increased complexity of moving 1 
from model to applied catalyst systems.  Therefore, for the 3D systems, the interparticle distance 2 
was calculated using Equation (1) which assumes homogeneously spaced particles and is shown in 3 
Figure 1i (magnified in Figure S3) for all Pt/Vulcan materials.  However, it should be noted that 4 
for the 2D materials this treatment overestimates the distances at low coverages, as similarly 5 
reported for Pt/Vulcan previously.8c  The particle size distribution of each material was measured 6 
and a representative histogram is displayed in Figure 1j (a full set of data is found in Figure S6).  7 
The particle sizes were found to be identical within error (1.9 ± 0.5 nm average), as to be expected 8 
with the two-step synthetic approach which yields high control over particle size and loading. 9 
 10 

 11 
Fig 1.  (a-c) Selected SEM images of the 2D mass-selected materials of 1, 2 and 5 % coverage.  (d) 12 
Interparticle distances measured from the SEM images, calculated assuming homogeneous spacing 13 
and from simulations.  (e) Particle size distribution obtained from STEM.  (f-h) TEM images of 14 
the 3D Pt/Vulcan materials of 7.9, 29.3 and 42.7 wt. % Pt.  (i) Interparticle distance calculated 15 
assuming a homogenous distribution.  (j) Particle size distribution measured for the 29.3 wt. % 16 
Pt/Vulcan.  Note that the percent values in the top and bottom rows represent Pt coverage and Pt 17 
to carbon mass ratio, respectively. 18 
 19 
 Aside from the physical properties on the nanoscale of the material, macroscopic properties 20 
are critical in fundamental electrochemical studies.  The 2D materials are sputtered in a raster 21 
pattern (Figure S7) over a large area of glassy carbon, relative to the contact area of the SFC 22 
comprising the working electrode.  Therefore, the Pt coverage must be highly homogeneous to 23 
ensure that any area can be contacted and measured electrochemically.  By measuring an array of 24 
XPS spectra and quantifying the atomic concentration of Pt across each sample (Figure S8 and 25 
Figure S9) the homogeneity of each sample was assured after synthesis.  For the 70 % coverage 26 
sample, a relative standard deviation of only 3.4 % was obtained, demonstrating the effectiveness 27 
of the raster technique.  In addition to ensuring coverage homogeneity, the XPS spectra (Figure 28 
S8) indicate a clean surface with no contaminations while the atomic concentration of Pt shows a 29 
linear increase with coverage (Figure S10), indicating that significant particle overlap is only 30 
taking place at coverages > 50 %. 31 
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 In contrast to the 2D materials sputtered over a large piece of glassy carbon, the 3D 1 
Pt/Vulcan materials are dropcast as spots onto glassy carbon, and completely enclosed by the SFC 2 
contact area.  The amount of Pt on the working electrode will be determined simply by the volume 3 
of ink dropcast; however, constant and uniform catalyst layer thickness becomes a prerequisite to 4 
separate the previously reported effects of varying thickness from Pt density (i.e. wt. % loading).  5 
Therefore, profilometry was employed as a screening tool.  A constant average thickness/height of 6 
0.4 µm was found for all samples as shown in Figure S11.  Microscopy and profilometry (Figure 7 
S12 and Figure S13) show homogenous catalyst layer surfaces with no “coffee ring”8c, 11-12, 16 8 
effect and only slight agglomeration in the middle of the spots.  However, the commercial 9 
Pt/Vulcan (TKK) catalyst has a significant amount of agglomeration and some degree of the coffee 10 
ring effect, causing a bumpy surface.  The differing dropcasting results could possibly be due to 11 
varying properties of the Vulcan support, such as surface area and/or functionalization degree.  It 12 
is well known that small variations of parameters can yield vastly different dropcasting results.8c, 13 
11-12, 16a, c, d, 17 14 

To measure the electrochemical dissolution of the 2D and 3D systems the samples were 15 
subjected to a slow cyclic voltammogram (CV, 0.05-1.5 VRHE, 10 mV·s-1) followed by aggressive 16 
accelerated degradation test (ADT) protocol (1000 cycles of 0.6-1.5 V, 500 mV·s-1) and finally 17 
another slow CV, as seen in Figure 2a.  By employing these two specific scan rates and potential 18 
windows, different aspects of dissolution are elucidated.  The potential window used here has been 19 
demonstrated to cause significant Pt dissolution with rather minimal carbon corrosion.18  In 20 
comparison, the typically used potential windows in accelerated degradation tests in the range of 21 
0.6-1.0 VRHE and 1.0-1.5 VRHE (used to simulate load and start/stop conditions, respectively), will 22 
not cause significant Pt dissolution in such a half-cell experiment designed for online detection.  23 
The impact of potential window will additionally be addressed in an upcoming manuscript. 24 

The mass-normalized dissolution rate profiles for the 3D and 2D systems during the ADT 25 
are shown in Figure 2b and Figure 2c, which caused extensive Pt dissolution from 15-65 % loss 26 
for the 2D and 3D systems (Figure S14).  No particle detachment is observed in the ICP-MS signal 27 
(which would cause excessively large spikes), even in the absence of ionomer, indicating strong 28 
binding of the nanoparticles to oxygenated support sites, as observed previously for the Pt/Vulcan 29 
toolbox synthesis method.8b  Dissolution clearly decreases with decreasing interparticle distance 30 
(increasing loading), but here the distinct shapes of the profiles are strikingly different.  For the 3D 31 
systems, the rate drastically decreases in the initial stages of the ADT, which is far more 32 
pronounced for large interparticle distances.  At the end of the ADT, an additional cathodic 33 
dissolution peak is observed only at large interparticle distances when a reductive potential of 34 
0.05 VRHE was applied (Figure 2b, inset).  This is most pronounced for the 12.5 nm interparticle 35 
distance and is only observed for the three largest interparticle distances of the 3D systems.  Such 36 
behavior is absent from the rather linear decline in dissolution rate of the 2D system, which has 37 
larger 6.8 nm particles in comparison to 1.9 nm for Pt/Vulcan. 38 

It appears that for large interparticle distances, the Pt nanoparticles become (partially) 39 
passivated by formed PtOx, i.e. the lower potential limit (LPL) of 0.6 VRHE is too positive to fully 40 
reduce this formed layer on the time scale of the ADT cycling.  This is further illustrated in the 41 
mass-normalized charge during the reductive hold following the ADT in Figure 2d (error from 42 
n ≥ 3 where raw data treatment is shown in Figure S15 and Figure S16).  The mass-normalized 43 
charge is used to take into account variations of Pt mass on the WE.  The larger interparticle 44 
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distances contain more PtOx at the end of the ADT and thus more charge is passed to the 1 
nanoparticles, which leads to a higher accumulated charge measured during the reductive hold.  2 
This is further pronounced by the Gibbs-Thomson effect19 for the 3D system of smaller particle 3 
size, causing the additional cathodic peak at the end of the ADT. 4 
 5 

 6 
Fig. 2.  (a) Full ADT protocol of CVs from 0.6-1.5 VRHE, 500 mV·s-1 for 1000 cycles. (b) Resultant 7 
dissolution rate profiles for the 3D Pt/Vulcan and (c) 2D magnetron-sputtered systems for three 8 
interparticle distances. (d) The mass-normalized charge during the 0.05 VRHE reductive hold 9 
immediately following the ADT cycling (n ≥ 3). 10 
 11 

The intercept of the mass-specific reduction charge (Figure 2d) is shifted for the 3D 12 
materials.  Calculation of interparticle distances for the 3D materials assumed homogeneously 13 
distributed, evenly spaced particles, due to lack of accurate experimental techniques.  For the 2D 14 
materials this was shown by SEM and simulations to overestimate interparticle distances (Figure 15 
1d), while for Pt/Vulcan it has been suggested that inaccessible pores cause an overestimation of 16 
surface area (and thus interparticle distance), which explains the observed shift of the intercept 17 
away from the origin.  This result highlights the importance of comparing well-defined model 18 
systems to applied materials on the quest to understand electrocatalytic materials and their 19 
degradation. 20 
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To further explore the phenomena of particle passivation, which may be compounded by 1 
particle size shrinking during the ADT (due to dissolution), an “extended” ADT to 2,500 cycles 2 
was applied to the 20.7 nm interparticle distance (1 % coverage) 2D sample.  As shown in Figure 3 
S17, ~ 80 % of the initial material was lost as the dissolution rate decreases to near baseline values, 4 
indicating highly passivated Pt particles.  In comparison ~ 60 % Pt loss was observed in Figure 5 
S14 for 1000 cycles for the same material.  After 2,500 cycles the potential was held again at 6 
0.05 VRHE and a large spike in the dissolution rate was observed, due to the reduction of oxide-7 
passivated Pt particles.  The reduction charge after 2,500 cycles of ADT was found to be identical 8 
to after 1,000 cycles, which follows that the dissolution rate is approaching low values and the 9 
particles are approaching full passivation by this point of the experiment. 10 
 11 

 12 
Fig. 3.  (a) Two 10 mV·s-1 CVs from 0.05-1.5 VRHE prior and following a harsh ADT protocol from 13 
0.6-1.5 VRHE, 500 mV·s-1 for 1000 cycles.  (b) Resultant dissolution rate profiles normalized to 14 
total Pt mass on the working electrode for varying interparticle distance.  (c) Quantified anodic and 15 
cathodic dissolution before and after the ADT also normalized to mass for the 3D Pt/Vulcan (top) 16 
and 2D magnetron-sputtered (bottom) materials (n ≥ 3). 17 

 18 
The slower CVs preceding and following the ADT have a larger potential window with a 19 

more negative lower potential limit (LPL) of 0.05 VRHE, in comparison to 0.6 VRHE during the 20 
ADT.  Therefore, the formed oxide layers should be fully reduced during the cathodic scan and 21 
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eliminate formed passivating layers skewing results, thus the intrinsic interparticle distance effect 1 
on dissolution can be observed.  Figure 3b shows the electrochemical mass-normalized dissolution 2 
rate profiles for the 3D systems during the two slow CVs before and after the ADT.  The separate 3 
anodic and cathodic dissolution processes are visible at this relatively slow scan rate and dissolution 4 
is clearly diminished after the ADT (expected after significant Pt loss).  Some degree of tailing is 5 
seen, as compared to slower 2 mV·s-1 scans.5a  Most importantly, a trend is observed for both 2D 6 
and 3D systems in which dissolution decreases with decreasing interparticle distance, exemplified 7 
in the dissolved quantities for the anodic and cathodic peaks in Figure 3c.  A similar observation 8 
for varying catalyst layer thickness and constant interparticle distance was earlier attributed to a 9 
diffusional effect causing a shift in the Nernst potential for dissolution.5b  An additional observation 10 
is seen in the anodic dissolution peak after the ADT (only for Pt/Vulcan materials), where a 11 
shoulder appears with an onset ≤ 0.5 VRHE.  Dissolution during the ADT will cause the shrinking 12 
of some particles to sizes below 1 nm which are possibly susceptible to dissolution at such low 13 
potentials;5a, 20 however, further investigations are required to fully understand these observations.  14 

 15 

 16 
Fig. 4. Ex-situ Pt 4f XPS spectra of the 12.5, 4.7 and 3.0 nm interparticle distance samples, showing 17 
the measured intensity and fitted spectra. 18 
 19 

Ex-situ XPS, XANES and EXAFS characterization techniques were used to further 20 
corroborate the above observations of increasing nanoparticle oxidation at larger interparticle 21 
distances for the 3D Pt/Vulcan materials.  Considering that the 2D mass-selected materials are 22 
limited to flat surfaces for accurate interparticle distance control and that the 3D Pt/Vulcan 23 
materials with smaller particle sizes showed a much more drastic passivation effect on the Pt 24 
dissolution above, only the 3D applied systems were characterized further.  By analyzing the Pt 4f 25 
XPS peak positions and areas it is possible to ascertain the relative amount of Pt surface oxidation.  26 
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The fitted XPS spectra of 3.0, 4.7 and 12.5 nm interparticle distance Pt/Vulcan materials are shown 1 
in Figure 4 and as interparticle distance increases, the relative amounts of Pt(0) decreases and the 2 
Pt 4f peak shifts to higher binding energies (Table S2), indicating increased oxidation state of the 3 
Pt species. 4 

With EXAFS and XANES characterization, inferences regarding the nearest neighbor 5 
coordination and the density of unoccupied states may be made, providing further information on 6 
the surface oxidation of the Pt NPs.  The FT-transformed magnitudes of the k2-weighted EXAFS 7 
data and the corresponding fits for Pt/Vulcan materials with different interparticle distances are 8 
shown in Figure 5a.  For analysis, the nearest neighbor Pt-O and Pt-Pt contributions to the EXAFS 9 
data were determined and summarized in Table S3.  The total coordination number of Pt (sum of 10 
the partial coordination numbers (N(Pt-Pt) and N(Pt-O)) are similar irrespective of the interparticle  11 
distance, indicating that the particle size of the Pt NPs are in the same range.  More interestingly, 12 
the contribution of Pt-O increases with increasing interparticle distance.  Despite similar total 13 
coordination numbers, the partial coordination number of Pt-O increases from 2.4 ± 0.9 to 3.1 ± 1.6 14 
for 3.0 and 12.5 nm interparticle distance, respectively.  Evidently, the oxophilic properties of these 15 
Pt NPs are enhanced with increasing interparticle distance.  The changes in the oxidation state of 16 
Pt NPs coincide with changes in the white line intensity from the Pt LIII edge XANES data (Figure 17 
5b), which corresponds closely to the density of unoccupied states and thus affinity to PtOH 18 
formation.   19 
 20 
 21 

 22 
Fig. 5.  (a) FT-transformed magnitudes of the k2-weighted EXAFS spectra and fits (dotted) and (b) 23 
Pt LIII XANES spectra of the 12.5, 4.7 and 3.0 nm interparticle distance samples and Pt foil as 24 
reference.   25 
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4. Discussion 1 
 2 

The trends of decreasing dissolution rate and quantities with decreasing interparticle 3 
distance can be explained by three fundamental mechanisms, which are also visually illustrated in 4 
Figure 6 for the 2D (mass-selected) materials: 5 
 6 

1) As interparticle distance decreases, local Ptn+ ion concentrations will more quickly build up 7 
in the vicinity of the Pt nanoparticles, causing a shift in the Nernst equilibrium potential for 8 
electrochemical dissolution.5b 9 

2) As interparticle distance decreases, the probability for Ptn+ ion redeposition on adjacent Pt 10 
particles or particles within the diffusion path from inside the electrode pores to the bulk 11 
electrolyte during cathodic potentials will increase. 12 

3) As interparticle distance decreases, the Pt NPs begin to impact each other’s oxophilicity.  13 
In acidic electrolyte there is increasing overlap between the Pt nanoparticles’ 14 
electrochemical double layer (EDL), which shifts the oxidation potential of the particles to 15 
more positive potentials.  Therefore, the Pt nanoparticles become less oxidized during the 16 
electrochemical protocol,6, 21 which results in decreased dissolution.  As evidenced by ex-17 
situ XPS and XANES/EXAFS, there is also an impact on the electronic configuration of 18 
the NPs, which move from one of isolated NPs towards one of NP ensembles with screened 19 
coulomb interaction and more metallic film like properties.22  According to the shift in the 20 
oxygen reduction potential from CVs  (Figure S18)6, 21 and the diminished d-band vacancy 21 
from XANES at low interparticle distances, there are changes in the affinity of Pt 22 
nanoparticles for oxidation.  Consequently, and similar to the impact of double layer 23 
overlap, the Pt nanoparticles with lower interparticle distance will become less oxidized 24 
during the electrochemical protocol which results in decreased dissolution.   25 

 26 

 27 
Fig. 6.  Schematic representation of mechanisms (1-3) on a planar carbon surfaces below a liquid 28 
electrolyte for (foreground) small interparticle distance and (background) large interparticle 29 
distance.  White arrows show dissolved Pt atoms while red arrows indicate inhibited dissolution. 30 
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 1 
Although all suggested mechanisms (1-3) must contribute to the trends in mass-specific 2 

dissolution shown in Figure 2 and Figure 3, they cannot be the only factors at play.  If the 3 
dissolution trend were entirely a consequence of mechanism (1) and (2), a directly proportional 4 
change in dissolution with coverage or loading should be expected.  Mechanism (3) would also 5 
contribute to a more drastic decrease in specific dissolution when combined with (1) and (2); 6 
however, the dissolution decreases more gradually than can be accounted for by these mechanisms 7 
alone.  It appears that dissolution is also being controlled kinetically due to low-coordinated defect 8 
sites (i.e. edges, corners, adislands and adatoms) present on the nanoparticles surface.23 9 
 While mechanisms (1-2) are arguably intuitive and have shown to play a role in dissolution 10 
on varied diffusion path lengths (catalyst layer thicknesses) at constant interparticle distance, 11 
mechanisms (3) has a very interesting effect on electrochemical dissolution.  During the 0.6-12 
1.5 VRHE ADT (Figure 2), for both the 2D and 3D systems the Pt particles become (partially) 13 
passivated by PtOx, which clearly depends on the interparticle distance.  From the shape of the 3D 14 
dissolution rate profile, the sharp initial decrease indicates such passivation is pronounced at large 15 
interparticle distances, further evidenced by the cathodic dissolution peak during the subsequent 16 
reductive hold.  Small interparticle distances diminish this effect and the particles are more easily 17 
reduced (become less passivated during the ADT).  Similarly, mechanism (3) has previously been 18 
attributed to observed increases in ORR activity with decreasing interparticle distance for 2D and 19 
3D systems, as poisoning oxygenated species can block active catalytic sites.6  Inhibited oxide 20 
formation also explains the observed shift in the Pt CV reduction peak (Figure S18).6, 21   21 

The XPS and XANES data demonstrate that the shift in the Pt CV reduction peak is at least 22 
partially due to mechanism (3), i.e. a change in electronic configuration of Pt with decreasing 23 
interparticle distance.  As interparticle distance increases, the relative amounts of Pt(0) decrease 24 
and Pt(II) and Pt(IV) increase, and consequently the Pt 4f peak shifts to higher binding energies in 25 
the XPS spectra.  From the EXAFS experiments an increase in Pt-O coordination is seen, while 26 
XANES results clearly show a decreased d-band vacancy at small interparticle distances, resulting 27 
in less affinity to PtOH formation.  This suggests that the interface between the particles is 28 
influenced by coupling / dipole-dipole interactions between the particles.  Similar effects have been 29 
observed previously in the electronic structure of ensembles of metallic and semiconducting 30 
NPs,22a-c but so far have not been related to catalytic reactions.  Coupling in closely-spaced NP 31 
systems has been shown to modify electronic structures and transport properties.  In isolated sub-32 
10 nm NPs the electronic structure can be described by isolated wavefunctions, but when brought 33 
in close proximity the wave functions can couple, forming bands transition from insulator to 34 
conductor with decreasing interparticle distance.22  Although the individual contributions of the 35 
double layer and electronic structure of mechanism (3) on observed dissolution trends may only be 36 
speculated at this time, it is highly evident that smaller interparticle distances cause profound 37 
interactions which significantly impact oxidation, reduction  and dissolution. 38 
 With larger particles size of 6.8 nm compared to 1.9 nm, the Gibbs-Thomson equation 39 
dictates a more positive oxidation potential for larger particles,19a-c and this system is less easily 40 
passivated than the 3D system.  This explains the distinctly different shapes of the dissolution rate 41 
profiles during the ADT: the 2D systems fit a more linear trend.  However, the recorded mass-42 
specific reduction charge at 0.05 VRHE after the ADT follows a similar slope to the 3D system of 43 
smaller particle size.  As particles shrink during the ADT, they will become more easily passivated 44 
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due to mechanism (3).  This is further corroborated by the extended ADT to 2500 cycles (Figure 1 
S17), where the dissolution rate ceases as shrinking particles become heavily passivated, and the 2 
reduction charge after 1000 or 2500 cycles becomes identical. 3 

The study presented here investigated fundamental aspects of PEMFC catalyst degradation, 4 
while some important aspects of applied systems should be considered.  In real PEMFC devices, 5 
the effect of ionomer and interaction with Pt influences performance and degradation.1-2  However, 6 
in situ/online dissolution studies as conducted here are currently infeasible on a full cell level, and 7 
a bottom-up approach gives us valuable insights that can predict PEMFC degradation.  For 8 
instance, Pt dissolution in full cell MEAs is known to be most pronounced close to the membrane, 9 
resulting in a Pt “depletion band”, where a significant portion of the Pt is redeposited within the 10 
membrane itself.24  This is not unexpected, as dissolved Ptn+ atoms require a conductive medium 11 
(ionomer/membrane), and effectively increased degrees of freedom close to the membrane allow 12 
increased Ptn+ diffusion.  Therefore, decreasing Pt interparticle distance (Pt density) near the 13 
membrane should alleviate the depletion band effect, as was found by Yu et al.24 14 
 Current applied PEMFC electocatalysts take advantage of the high activity of Pt-transition 15 
metal alloys in vehicles such as the Toyota Mirai.25  The dissolution of the alloying metal will also 16 
contribute to degradation, via loss of activity enhancement.26  Dissolution of the alloying metal can 17 
cause an increased particle surface area and enhance dissolution of Pt, while Pt dissolution itself 18 
can expose additional alloy towards further dissolution.27   Therefore, increased Pt dissolution 19 
remains detrimental to alloyed systems.  However, the composition, nature of the alloying metal, 20 
initial leeching procedure and applied potential protocol (i.e. accelerated durability test) all 21 
drastically impact the dissolution of both metals.  Here, the single, fundamental parameter of 22 
interparticle distance for pure Pt nanoparticles was varied independently of others, while additional 23 
studies will be required to definitively determine the impacts of additional variables in increasingly 24 
complex catalytic systems. 25 
 In addition to the complexity of alloyed systems, the complete degradation of PEMFC 26 
catalysts is convoluted.  The additional degradation mechanisms of carbon corrosion, Ostwald 27 
ripening, coalescence and particle detachment are all intricately intertwined with Pt dissolution.19a  28 
Following the discoveries presented here on the impact of interparticle distance on Pt dissolution, 29 
future studies should investigate the impact on the other detrimental degradation mechanisms. 30 
 Nevertheless, the observations on both 2D model systems and 3D porous Pt/Vulcan 31 
materials clearly demonstrate a dissolution dependence on interparticle distance, governed by three 32 
different mechanisms.  Mechanism (3) contributes to this dependence by altering the redox 33 
behavior of the nanoparticles, which can be further compounded by the Gibbs-Thomson (particle-34 
size) effect as nanoparticles shrink from electrochemical dissolution.  Therefore, in conventional 35 
half-cell ADT experiments, potential limits should be chosen carefully with regards to the large 36 
variety of loadings and particle sizes in experimental and commercially available electrocatalytic 37 
materials. 38 

It is also important for future engineers to take such considerations into account when 39 
designing PEMFC stacks in order to optimize performance and lifetime.  Very high loadings can 40 
lead to nanoparticle agglomeration and lower Pt utilization, while very low loadings may cause 41 
increased mass transport, both lowering performance.  As Pt dissolution decreases with increased 42 
loading, the clear goal would be to synthesize Pt/C materials with as high loadings as possible 43 
without substantial agglomeration effects.  In the quest for increasingly active ORR electrocatalysts 44 
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to reduce required Pt quantities in PEMFCs, from this perspective lower loadings should come in 1 
the form of thin catalyst layers made from high wt. % Pt/C materials.  However, thin catalyst layers 2 
may present their own performance and degradation issues.1-2, 28  Furthermore, the effect of 3 
interparticle distance on Pt dissolution and catalyst layer degradation in full cell MEAs still remains 4 
to be explored. 5 
 6 

5. Conclusion 7 
 8 
 A clear coverage/loading effect on transient Pt electrochemical dissolution has been 9 
observed for model 2D mass-selected systems and applied 3D porous Pt/C materials.  With 10 
increased coverage/loading mass-specific electrochemical dissolution significantly decreases and 11 
stability increases.  These observations can be attributed to three mechanisms: (1) increased local 12 
Ptn+ ion concentrations causing a shift in the Nernst equilibrium potential for dissolution, (2) 13 
increased probability for Ptn+ ion redeposition, (3) increasing overlap between the nanoparticles 14 
electric double layer and coupling / with pronounced dipole-dipole interactions between 15 
neighboring nanoparticles.  Further ex-situ characterization has provided evidence of (3) where Pt 16 
oxidation decreases in XPS spectra, and EXAFS unveils decreasing Pt coordination to oxygen with 17 
increasing loading.  The consequential passivation effect during accelerated degradation testing is 18 
seen to be pronounced for large interparticle distances due to (3), which is diminished for larger 19 
particle sizes, emphasizing the importance of potential limits in accelerated degradation test 20 
experiments with varied loading or particle size. 21 
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Abstract 
 
 Polymer electrolyte membrane fuel cells (PEMFCs) are highly attractive for use in electric 
vehicles.  In PEMFCs, small particle sizes of the Pt catalyst are required to increase Pt utilization, 
which lower costs and also increases Pt dispersion, which itself minimizes O2 mass transport losses.  
Reducing particle size improves both the utilization and dispersion; however, stability of small 
particle sizes is an issue.  Pt dissolution, as one of the major degradation mechanisms of PEMFC 
catalyst layers, is predicted to depend on particle size.  Particle size cannot be independently varied 
from loading in commercial Pt/C materials that have been used in numerous studies employing 
accelerated stability tests (ASTs).  Therefore, in the study presented here Pt particle diameter was 
varied from 2-10 nm by depositing mass-selected nanoparticles on a flat glassy carbon substrate 
using magnetron sputtering.  This allows exclusive control over particle density (interparticle 
distance) and particle size, which becomes difficult even with advanced synthetic techniques for 
applied Pt/C materials.  Additionally, effects of the 3D porous support are eliminated.  These model 
systems were subjected to an aggressive AST in order to cause significant Pt dissolution, which 
was monitored online using the scanning flow cell coupled to an inductively coupled plasma mass 
spectrometer (SFC-ICP-MS).  The results uncover a previously overlooked phenomenon: two 
competing trends in dissolution from (1) particle passivation caused by particle size dependent 
shifts on oxophilicity and (2) electrochemically active surface area (ECSA).  Therefore, crucial 
impacts of particle size on degradation may be overlooked in a variety of electrochemical studies 
which compare catalytic materials.  Finally, suggestions are given for improved ASTs for 
dissolution, which provide insights into the intrinsic stability of Pt nanoparticles towards 
dissolution. 
 

Keywords: Pt Dissolution, Particle Size Effect, AST, ADT, PEMFC 
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Introduction 
 

Due to increasing interest in alternative transportation technologies, electric vehicles have 
gained considerable attention in recent years.  Battery electric vehicles have been prominently 
covered in media with the advent of Tesla Inc. and other manufacturers.  If electricity is generated 
from renewable sources, battery electric vehicles present a promising green technology to help 
reduce CO2 and other toxic emissions, alleviating air pollution and climate change concerns.  
However, there is still room for improvement of such electrochemical technologies as they are to 
some extend limited in driving range, charging time, and there exist concerns regarding lithium 
resources.1  Regardless, developing a singular economy dependent on a narrow range of technology 
and resources is a precarious endeavor and increased economic stability will benefit from 
complimentary industries.1d, e   

Polymer electrolyte fuel cell (PEMFC) electric vehicles alleviate several shortcomings of 
battery electric vehicles, such as driving range and charging time,2 and have already entered 
consumer production by several automakers.3  However, this technology also comes with its own 
set of challenges such as high costs and limited lifetime, which remain as key challenges on the 
road to widespread market penetration.  A majority of the cost comes from the use of Pt as an 
electrocatalyst for the sluggish oxygen reduction reaction (ORR) in the catalyst layer.4  In order to 
minimize required quantities, Pt is dispersed in the form of nanoparticles on a carbon support (Pt/C) 
to maximize the available surface area relative to mass, i.e., Pt utilization.  Furthermore, small 
particle sizes, yielding high Pt utilization and dispersion, are required to minimize local O2 mass 
transport loses necessary for high power performance.5  Therefore, considerable research efforts 
have focused on developing highly active and highly dispersed nanoparticulate catalysts,6 with the 
end goal of reducing the required quantities of Pt via decreased metal loading.5a, 7  By minimizing 
the Pt particle size and maximizing dispersion, (ideally) higher ORR currents relative to Pt mass 
(i.e., mass-specific activity) can be achieved, reducing required Pt quantities. 

Unfortunately, elucidation of the particle size on activity has been met with discrepancies.  
Several studies have shown a maximum in mass-specific activity (mA·mgPt-1) in the range 2-5 nm, 
which has been attributed to the adsorption strength of oxygenated species on terraces reaching a 
minimum at a particular particle size.8  However, some studies have reported a continuous decrease 
in mass activity with increasing particle size.6e, 9  It is possible that the lack of observed maxima 
was hindered by experimental error, limited variation of particle sizes within the studied materials 
and wide particle size distributions within single samples. 

  Additionally, disparities exist between studies on area-specific activity (i.e. mA·cmPt-2).  
By normalizing to the real, i.e. electrochemically active surface area (ECSA), intrinsic activity of 
catalytic surfaces may be understood.  Many studies converge on the conclusion of increasing area-
specific activity with increasing particle size approaching that of bulk Pt,6e, 8a, c, 9b, 10 although some 
reports have not seen a change within experimental error, depending on the conditions. 9c, 11  The 
observed trend has been attributed to decreasing oxophilicity of Pt nanoparticles with size, which 
diminishes the adsorption of poisoning oxygenated species for the ORR.10  Although the area-
specific activity appears to be diminished as particle sizes are reduced, mass activity remains to be 
the critical parameter dictated by costs.  Furthermore, small particle sizes and high dispersion are 
required to meet high power performance targets.5  However, stability may become an issue in 
implementing very small particle sizes. 
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Recently, in addition to activity, a surge in publications which includes catalyst stability 
reflects the recognition of this vital issue.12  Platinum dissolution and carbon corrosion have been 
recognized as the primary degradation mechanisms of the catalyst layer, which are closely related 
to the secondary degradation mechanisms of Ostwald ripening, agglomeration and particle 
detachment.13  To study degradation, experiments typically measure ORR activity before and after 
an accelerated stability/stress test (AST), otherwise known as accelerated degradation test (ADT) 
or accelerated degradation protocol (ADP).  Various tests/protocols have been adapted, but in 
general, most studies use potential ranges from 0.6-1.0 (or 0.6-0.95) VRHE and 1.0-1.5 VRHE, in an 
effort to exclusively study Pt dissolution and carbon corrosion, respectively (these ranges are 
intended to represent the load and start/stop conditions of a PEMFC, respectively).5a, 6e, f, h, 8c, 9c, 11, 

14 
In recent years our research group and others have uncovered fundamental aspects of 

transient electrochemical Pt dissolution and a very brief summary should be given here, while 
interested readers may be referred to comprehensive reviews.15  During relatively slow scan rates 
during a cyclic voltammogram (CV) a so-called anodic dissolution peak is seen at an onset of ca. 
1.0 VRHE during the positive-going, anodic potential scan.15-16  This dissolution coincides with the 
place-exchange mechanism during Pt oxidation, and as an oxide layer forms the dissolution rate 
decreases as the Pt surface becomes passivated.  In the negative-going, cathodic potential scan, a 
much larger so-called cathodic dissolution peak is seen as the formed oxide is reduced.  The extent 
and onset of cathodic dissolution depends on the amount of oxide which was formed; however, 
significant dissolution does not take place without reaching potentials below approximately 
1.0 VRHE. 

From this it is clear that minimal dissolution will take place during typically used ASTs 
which do not transverse 1.0 VRHE, and furthermore, realistic spikes in potential during start/stop of 
a PEMFC will go from potentials < 1.0 VRHE to even higher than 1.5 VRHE.  Hence, Pizzutilo et al. 
exclusively investigated the impact of AST potential limits using in situ Pt dissolution and carbon 
corrosion (CO2) experiments.17  The central outcome of the study was the suggested use of a 
“combined cycle” AST spanning 0.6-1.5 VRHE, as the results showed this to cause substantial Pt 
dissolution with relatively minimal carbon corrosion.  Therefore, this AST could aid in 
understanding the degradation behavior of PEMFC catalysts. 
 Stability investigations focused on particle size effects remain to establish firm conclusions, 
as ambiguities exist in analogy to the discussed activity studies.  Many studies have indeed shown 
a decreasing stability with decreasing particle size via losses in ECSA and area-specific activity.6e, 

8c, 9c  On the contrary, some studies have reported no particle size dependence by studying materials 
of varying size but with narrow particle size distributions within each material, and rather suggest 
that large particle size distributions promote degradation via Ostwald ripening.11, 14a  However, in 
the studies which found small sizes to be the least stable, the smallest particle sizes had the 
narrowest particle size distributions, a consequence of the commonly used procedures of annealing 
heat treatments to increase the particle size of Pt/C materials.  Furthermore, Ahluwalia et al. 
observed that the particle size effect on Pt dissolution can depend on the applied potential protocol 
with ex-situ ICP-MS dissolution experiments.14b 

These uncertainties in particle size effects described above highlight the need for well-
defined systems in fundamental investigations.  To vary particle size via typically used 
impregnation and precipitation synthetic techniques of commercial materials, a subsequent 
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annealing procedure is used, which results in wide size distributions, increased interparticle 
distances and can alter the carbon support.8a, 11, 14a, b, 18  Some chemical approaches yield exclusive 
control over particle size and loading, with much narrower size distributions; however, the 
surfactants used in synthesis can be difficult to remove from the products.  Furthermore, the type 
of support used will influence interparticle distance and diffusional paths of dissolved Pt species. 

Therefore, there is an immediate need for well-defined systems to reach firm conclusions 
on particle size effects.  The use of a magnetron gas aggregation source allows the precise control 
over particle size and coverage (interparticle distance) by depositing mass-selected nanoparticles 
on a  relatively-flat substrate.19  Also alloy clusters have been investigated using this method, but 
they show optimal mass activity at much larger sizes than pure Pt.20  This method eliminates the 
possibility of organic contaminations, impacts of a 3D porous support on Pt dissolution21 and also 
results in a narrow size distribution.  Furthermore, precise control over interparticle distance 
excludes possible effects which have recently shown to drastically alter dissolution/degradation,22 
and will be addressed further in a parallel investigation. 

Here in this study magnetron-sputtered mass-selected materials were synthesized with 
varying particle sizes (i.e. masses) of 2, 3, 4, 6, 7, 8 and 10 nm diameters (identical diameter within 
a given sample) with similar interparticle distances of around 6 nm (1-9 % coverages).  Using a 
large sample set reduces the possibility of missing trends and the reasonably large interparticle 
distance should minimize possible interparticle distance effects (addressed in a parallel study).  To 
investigate degradation, online electrochemical dissolution of Pt was monitored using the scanning 
flow cell coupled to an inductively coupled plasma mass spectrometer (SFC-ICP-MS).  An AST 
was chosen that was previously suggested to cause minimal carbon corrosion with enhanced 
transient Pt dissolution.  Trends in Pt dissolution rates and dissolved quantities are observed which 
depend on the applied potential protocol, and a Volcano effect emerges as a consequence of two 
competing phenomena.  These critical conclusions highlight overlooked mechanisms which should 
be given careful consideration by researchers when designing stability studies. 
 

1. Experimental 
 
Mass-selected sample preparation: 
 

The Pt nanoparticles were prepared using magnetron sputtering of a Pt target (99.99%, AJA 
International Inc., USA) and subsequent noble-gas aggregation in a liquid nitrogen cooled 
aggregation zone.  This was followed by a time-of-flight mass filtering which allows for fine 
control of particle sizes as previously described.19b  The nanoparticle source (Birmingham 
Instruments Ltd. 2011) was operated at a mass filter resolution of m/∆m=20 for high deposition 
rates which for 6 nm particles results in an uncertainty in size of 0.1 nm.  Following the filtering 
the charged particles were soft-landed (0.001-0.15 eV/atom) on a planar glassy carbon substrate 
(10 x 10 x 3 mm, SIGRADUR® G, HTW GmbH) under ultra-high vacuum conditions.  The glassy 
carbon substrate was sputtered for 10 minutes with 1 keV Ar+ to clean the surface of adventitious 
carbon and increase the stability of the nanoparticles against sintering.  Since most particles exiting 
the mass filter are singly charged, the coverage of nanoparticles on the sample was controlled by 
monitoring the neutralization current on the sample.  Coverage was calculated by comparing the 
total projected area of the nanoparticles to the deposition area and is reported in % of a monolayer 
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of particles.  To ensure a homogeneous coverage across the entire sample area the supports were 
rastered in front of the beam during deposition.  Particles of 7 different sizes were prepared with 
similar interparticle distances resulting in different coverages determined by simulation of 
interparticle distances3.23  The mean interparticle distance was kept constant to eliminate the 
recently reported effects of interparticle distance on Pd degradation,22 and is exclusively addressed 
in a parallel investigation on platinum dissolution under AST protocols.  Due to the random nature 
of particle depositions, there is an inherent normal distribution in the interparticle distances for all 
the particles in a sample (see interparticle distance distributions in Figure S1).  The mean 
interparticle distance is therefore a variable that represents these distributions and can be used to 
distinguish between different distributions.  The samples were deposited with mean interparticle 
distances between 6.1 and 6.5 nm with the standard deviation of the distributions ranging from 4.4 
to 6.8 nm. Since the particles are filtered based on mass and not size, equivalent particle diameters 
were calculated using the density of Pt and assuming spherical particles. The different sample 
parameters are summarized in Table S1. 
 
Scanning Transmission Electron Microscopy: 
 

Scanning Transmission Electron Microscopy (STEM) images were acquired on a FEI Titan 
Analytical 80-300ST TEM with a pre-objective lens spherical aberration corrector (CESCOR form 
CEOS Company) operated at 300 kV in STEM mode using a high angle annular dark field detector 
with a maximum resolution of 0.08 nm. For STEM imaging the mass-selected particles were 
deposited on a Cu TEM grids with lacey carbon film (SPI Supplies®) at suitable coverages for 
image analysis ensuring a low number of overlapping particles (See Figure S3). All images used 
for image analysis were acquired with a pixel size of approx. 0.1 nm and more than 100 particles 
were measured for each sample.  Size analysis was performed with ImageJ (1.51j8) by using the 
Threshold and Analyze Particles functions to find the projected area of each individual particle. 
The particle diameters were calculated from the projected particle areas assuming circular particle 
projections due to the number of different particle shapes. Any overlapping particles were ignored 
in the analysis. 
 
X-ray Photoelectron Spectroscopy: 
 

X‒ray photoelectron spectra (XPS) were measured on a PHI Quantera II scanning X‒ray 
microprobe using Al‒Kα irradiation (hν = 1486.6 eV) of a 100 μm diameter area at 25 W and 15 
kV.  Survey scans at a step size of 1 eV and 280 eV pass energy were collected for 200 ms dwell 
time per step.  Data were analyzed in CasaXPS (2.3.18PR1.0), using instrument specific relative 
sensitivity factors, Shirley type backgrounds, and a binding energy scale calibrated to the graphitic 
carbon peak at 284.5 eV. 
 
Online Electrochemical Dissolution (SFC-ICP-MS): 
 

Potential control was supplied by a Gamry Reference 600™ potentiostat/galvanostat.  The 
working electrode (WE) was created by making contact with the mass-selected nanoparticles on 
the glassy carbon substrate.  The contact area inside the SFC silicon ring was 0.011 cm2 and contact 
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was maintained with a force sensor (KD45, ME-Meßsysteme) at 400 mN.  A graphite rod (Pentel 
Hi-polymer® HB) in the SFC electrolyte inlet was used as a counter electrode (CE) with a double 
junction Ag/AgCl (3 M, Metrohm) reference electrode (RE). 

Dissolution of Pt was measured online with the scanning flow cell coupled to an inductively 
coupled plasma mass spectrometer (SFC-ICP-MS) (NexION 300X, Perkin Elmer), with detection 
of 195Pt, as described previously.24  For an internal standard 187Re was used with a concentration of 
10 µg·L-1.  The internal standard in all cases was constantly fed into the ICP-MS, and connected to 
the SFC outlet via a Y-connector.  The ICP-MS dwell time per AMU was set to 50 ms, with 5 
sweeps/reading.  The Pt ICP-MS signal was calibrated daily from solution of 0.5, 1 and 5 µg·L-1 
in 0.1 M HClO4 prepared from 70 % HClO4 (Suprapur®, Merck), ultrapure water (18.2 MΩ·cm, 
Milli-Q®, Merck) and ICP-MS calibration standards (Certipur®, Merck).  The dissolution rate was 
calculated from regularly measured flow rates of ca. 200 µL·min-1, and the dissolution rate profiles 
were correlated to potential considering the delay time between the SFC and the ICP-MS of 25 s.  
The total quantities of dissolution were obtained by integration of the 195Pt dissolution signal with 
the flow rate.  The 0.1 M HClO4 electrolyte was continuously purged with Ar immediately before 
introduction into the cell.   
 
 
 

1. Results 
 

Initial XPS characterization showed that there were no contaminants present on the surface 
with only Pt, O, Ar and C peaks present in the spectra, as seen in the representative spectra in 
Figure S2.  The STEM imaging and subsequent particle size analysis showed narrow particle size 
distributions with two distributions for each size, the single charged and double charged double 
mass particles (Figure 1).  Due to the low number of double charged particles, these are negligible 
and only the mean and standard deviation for the single charged particles are shown. These particles 
have sizes similar to the equivalent particle diameter calculated in Table S1.  The discrepancy 
between the equivalent particle diameter and measured particle sizes comes from the non-spherical 
structure of the particles, which are instead a variety of shapes (Figure 1 inset).  The standard 
deviation is limited by the STEM pixel size for the 2, 3, 4 and 6 nm samples, but increases with 
particle size due to the variation in the projected area for different particle shapes.  This is a 
consequence of the 2D projection generated from a 3D structure in STEM.  It should be noted, that 
the particles with an equivalent particle diameter of 10 nm appear to be significantly larger due to 
their shapes, which are noticeably different from the smaller particles; however, it does not appear 
to lead to significant differences in dissolution rates. (Figure 2 and S3). 
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Figure 1.  Size distribution of different particle sizes labeled with the average size and standard 
deviation. The inset shows a representative image of the 4 nm particles. 

 
An AST protocol that was previously shown to cause extensive Pt dissolution with minimal 

carbon corrosion was chosen for this study.17  The electrochemical conditions of the AST are shown 
in Figure 2a, which is also preceded and followed by relatively slower CVs which allow the 
deconvolution of the separate anodic and cathodic dissolution processes (to be discussed later).15b, 

16a-c, 21, 24b  The resulting mass-specific (normalized to total Pt mass on the WE) smoothed 
dissolution rate profiles are displayed in Figure 2b (Figure S4 and Figure S5 alternatively show 
raw data and rates normalized to geometrical surface area, respectively).  Slightly higher noise in 
the signal for smaller particles results from the mass normalization since smaller particle sizes 
result in lower loadings in order to maintain a similar interparticle distance (1.2% vs. 8.6% 
coverage for 2 nm and 10 nm particles, respectively) Table S1.  For the smallest (2 nm) particles, 
the dissolution rate in the initial stages of the AST drastically peaks due to higher surface area 
relative to mass (ECSA), followed by a very sharp deceleration of the rate to baseline values.  A 
smaller initial peak is seen for the 3 nm material.  A smaller initial peak is seen for the 3 nm material 
The deceleration of rate also becomes less drastic for the 3 nm system.  Moving to the 4 nm particle 
size, the peak is even less pronounced and even slower deceleration in rate is observed.  The larger 
particle sizes ≥ 6 nm behave similarly to one another, where no initial peak in the dissolution rate 
is seen and the dissolution rates only gradually decrease (from loss of Pt material) and remain far 
above baseline until the end of the AST.  For these larger particles (≥ 6 nm), the mass-specific 
dissolution rate very clearly decreases with increasing particle size (Figure 2b| inset).   

After the AST a reductive potential of 0.05 VRHE is immediately applied.  Subsequently, an 
additional cathodic dissolution peak caused by reduction of formed PtOx is seen for the three 
smallest particle sizes of 2, 3 and 4 nm (Figure 2b||).  The peak height during this reductive hold 
decreases with increasing particle size.   

The mass-specific dissolution rate profiles appear highly distinct for the different particle 
sizes, and a plausible explanation is given in the following.  It appears that the lower potential limit 
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(LPL) of 0.6 VRHE is too positive to fully reduce the formed PtOx on the timescale of the AST for 
small particle sizes.  This causes a dissolution inhibiting passivation of the Pt nanoparticles that 
increases with decreasing particle size, and in turn causes the drastic deceleration of initial 
dissolution rate, i.e. a stable layer of PtOx prevents further dissolution.  This may be expected, due 
to the known increase in oxophilicity with decreasing particle size.10  Furthermore, this is evidenced 
in the additional cathodic peak during the reductive hold at 0.05 VRHE following the ADT, which 
indicates increasing oxidation/passivation going from 4, 3 to 2 nm particle sizes. 

The particle size effect on passivation becomes clearly evident in Figure 2c, where the total 
quantity of Pt dissolved during the AST is shown as percentage of Pt mass lost.  A “volcano” type 
effect appears, where there is a tradeoff between decreased dissolution due to passivation of smaller 
particles, and decreased dissolution due to increasing particle size.  As particle size increases, less 
mass-specific dissolution is inherently expected due to decreasing ECSA (i.e. less surface area 
relative to total Pt mass).6e, 8a, c, 9b, c, 11, 14a  Based on the total quantities dissolved (Figure 2c) and 
the dissolution rate profiles (Figure 2b), it appears the 2 nm size is highly oxophilic and quickly 
passivating, while for the 3 and 4 nm particle sizes the passivation and ECSA effects are mixed, 
and for ≥ 6 nm sizes have negligible passivation during the AST.  It should be made clear, that such 
“volcano” behaviour is highly dependent on the applied AST: potential limits, scan rate and number 
of cycles.  For instance, slower scan rates and lower potential limits may allow further reduction 
of formed passivating PtOx, while a sufficient number of cycles may negate initial transient effects 
(Figure 2b and b|). 

 

 
Figure 2.  (a) Applied AST of CVs from 0.6-1.5 VRHE at 500 mV·s-1 for 1000 cycles preceded and 
followed by a CV from 0.05-1.5 VRHE at 10 mV·s-1.  (b) Corresponding mass-normalized 

Appendix B. Appended Papers

142



dissolution rate of the samples of varied particle size with b| and b|| insets showing midway 
dissolution and cathodic peak during reductive hold following the AST.  (c) Quantified dissolution 
during the AST total Pt loss % (mass-normalized). 

 
To further corroborate the attribution of the dissolution trends to Pt passivation, Figure 3 

shows the electrical charges during the course of the AST, which comes from oxidation and 
reduction of the Pt nanoparticles.  It is important to note that dissolution currents contribute 
negligibly (e.g. 0.1-0.5 %) to the measured electrical currents, and by cycling from 0.6-1.5 VRHE 
the majority of measured charge should originate from oxidation and reduction of Pt (carbon 
quickly passivates at such cycling conditions).17  By normalizing to the measured charge from the 
first cycle, the trends appear to closely mirror those of the dissolution rate profile.  In the first 10 
cycles there is a drastic drop in charge, possibly due to the oxidation of minor contaminants that 
were initially present on the surfaces.  With decreasing particle size, increased passivation is visible 
by a loss in oxidation and reduction charges (indicating the particles are not being fully oxidized 
and reduced in the later cycles).  For the 2 nm particles, the charges drop drastically and remain 
constant after 100 cycles, indicating a large degree of passivation quickly takes place.  The charges 
drop more gradually for the 3 and 4 nm particles but eventually reach a similar level to the 2 nm 
particles, in analogy to the dissolution rate profile.  It is possible that as significant dissolution takes 
place (ca. 75 % loss for 3 and 4 nm, Figure 2c) some particle sizes are shrinking with a lowering 
of their oxidation potential.  The 6 and 7 nm particles retain a much higher charge which only 
slightly decreases during the AST.  For particle sizes of 8 and 10 nm, the charge remains 
approximately constant between 10-1000 cycles.  With such large particles sizes and relatively less 
dissolution (ca. 50-25 % loss, Figure 2c) the large particles are not passivated and minimal 
shrinking from dissolution should be expected. 

 

 
Figure 3.  Total charge during a CV normalized to the first CV cycle for the 1st, 10th, 100th, 500th 
and 1000th cycle for the ADT from 0.6-1.5 VRHE, at 500 mV·s-1 for 1000 cycles.   
 
 It is clear that particle size has a severe impact on the oxidation and reduction of Pt, which 
causes transient platinum dissolution.  This is typically seen in the shift of the oxidation and 
reduction peaks of CVs to more positive potentials for large particles,6e, 8d, 9c, 10, 25 while 
unfortunately the low loadings and low currents from the flat (2D) model systems inhibit such 
detection.23, 26  Increased loadings become possible with the use of 3D, porous Pt support on carbon, 
and these applied materials will be addressed in a parallel study.   
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The relatively slower CVs preceding and following the AST span a much larger potential 
window (Figure 4a), with a much more negative LPL of 0.05 VRHE and slower scan rate of 
10 mV·s-1 which will fully reduce formed oxides in the cathodic scan.  The mass-normalized 
dissolution rates and total dissolved quantities shown in Figure 4b and Figure 4c (normalized to 
geometrical WE surface area in Figure S6) show a clear decrease with increasing particle size, 
which may be attributed to decreasing ECSA, as mentioned above.6e, 8a, c, 9b, c, 11, 14a  Unfortunately, 
estimating ECSA through the conventional hydrogen underpotential deposition area of the CV 
becomes difficult due to the low loadings used in an effort to eliminate possible interparticle 
distance effects,9a, 18a-c, 18e, 23, 27 which will be addressed on applied Pt/C materials. 
   
 

 
Figure 4.  (a) CVs preceding and following the AST from 0.05-1.5 VRHE. (b) Corresponding mass-
normalized dissolution rate of the samples of varied particle size. (c) Total mass-normalized 
dissolved quantities from the anodic (■) and cathodic (●) dissolution peaks. 
 

2. Discussion 
 

Using well-defined 2D model systems with particle diameters from 2-10 nm and similar 
interparticle distance distributions, particle size has been shown to have a severe impact on the 
oxidation, reduction and subsequent dissolution of Pt nanoparticles.  Considering recent 
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developments on the impact of interparticle distance on stability,22 this has been recognized as the 
critical parameter rather than loading as is also further investigated in an upcoming dedicated 
publication.  In recent years it has become well-established that significant Pt dissolution is caused 
by the oxidation and reduction of Pt, governed by the place-exchange mechanism.15b, 16c, 28  When 
applying CVs in a large potential range causing significant Pt oxidation and reduction (Figure 4), 
a clear trend of decreasing mass-specific dissolution with increasing particle size was observed.  
This was simply rationalized by decreasing surface area relative to total Pt mass, i.e. ECSA.6e, 8a, c, 

9b, c, 11, 14a  Therefore, from an engineering standpoint, larger Pt particles are more stable towards 
dissolution, in agreement with many activity based studies.6e, 8c, 9c, 14f 

Intriguingly, a rather unexpected “volcano” type trend in dissolved Pt quantities was 
observed which depends on particle size in the potential range of the applied AST (Figure 2).  
Decreasing particle sizes causes a negative potential shift, causing particle passivation and quickly 
inhibiting dissolution rates in the initial stages of the AST (further exemplified by loss of charge in 
Figure 3).  As particle sizes increase from 2-6 nm this effect is diminished and dissolved quantities 
of Pt increase.  At larger particle sizes (≥ 6 nm) dissolved quantities of Pt again decrease; however, 
this is due to the above mentioned decreasing ECSA with increasing particle size.  At these larger 
particle sizes a positive shift in oxidation potential prevents significant passivation. 

This situation becomes more complex when moving to more commonly employed AST 
experiments.  In 2011 the Fuel Cell Commercialization Conference of Japan (FCCJ) proposed two 
types of ASTs with different potential windows in order to simulate the operational load and the 
start/stop conditions of PEMFCs.29  Square wave cycling from 0.6-1.0 VRHE for the load and 
triangular wave cycling from 1.0-1.5 VRHE for the start/stop was suggested.  A triangular wave 
form from 0.6-1.0 VRHE had also been adopted by the US DOE by as early as 2010, while in 2013 
their suggested protocols also included a 1.0-1.5 VRHE test for start/stop conditions (identical to 
above FCCJ).14g, 30  The load cycle ASTs are thought to largely induce Pt dissolution/degradation 
while the start/stop ASTs induce carbon corrosion, i.e. these two types of tests should ideally 
separate the two primary degradation mechanisms of PEMFC catalyst layers.13  Furthermore, 
without any type of standardized testing, comparisons across different laboratories would be 
infeasible, and to a large extent many scientific groups have adopted the use of ASTs within these 
potential limits (although with small variations in potential limits and scan rates).5a, 6e, f, h, 8c, 9c, 11, 14  
However, it is known that the potential profile (square wave vs. triangular wave) impacts 
degradation and Pt dissolution,14f, 16c, 31 while even slight variations to potential limits which 
transverse 1.0 VRHE will drastically impact Pt dissolution.16a, c 

In recent years it has been shown that significant transient electrochemical dissolution of 
Pt coincides with Pt oxidation and reduction when crossing a threshold of ca. 1.0 VRHE.16a, c  When 
cycling below 1.0 VRHE Pt will not be significantly oxidized, and when cycling above 1.0 VRHE Pt 
will not be significantly reduced.  Therefore, it is clear that neither type of potential window 
suggested above will cause substantial Pt dissolution.  However, many AST studies span a much 
larger timescale than presented here, easily possible in typical bulk-cell experiments, and over 
many thousands of cycles low rates of Pt dissolution may amount to significant degradation which 
depends on particle size due to shifts in oxidation, reduction and dissolution potentials.  Several 
degradation studies on particle size effects have been conducted within a load cycle potential range 
similar to those described above, (although with slight variations in potential limits and scan 
rates).6e, 8c, 9c, 11, 14a, f  Most results have shown a trend of increased degradation with decreasing 
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particle size based on losses in ECSA and activity,6e, 8c, 9c, 14f while some have shown no 
dependence.11, 14a  Additionally, Ahluwalia et el. used ex-situ dissolution (ICP-MS) experiments 
and demonstrated a reversal in this trend to larger particles dissolving more (mass-specific 
dissolution) when changing their AST protocol from 0.6-1.0 VRHE at 50 mV·s-1 to 0.5-1.15 VRHE 
at 10 mV·s-1.14b  This surprising result was attributed to size dependent kinetic/thermodynamic 
control of oxide formation. 

Considering the limited degradation of the typically used load and start/stop ASTs, 
Pizzutilo et al. investigated the impact of a variety of potential windows on Pt/C degradation in an 
online SFC-ICP-MS dissolution study.17  As expected,16a-c, 32 no significant Pt dissolution was seen 
when cycling from 0.6-1.0 VRHE or 1.0-1.5 VRHE.  The Pt dissolution rate signal then jumped over 
two orders of magnitude when cycling in a “combined cycle” from 0.6-1.5 VRHE and one order of 
magnitude for 0.05-1.5 VRHE.  The lower rate for the latter (large potential window) can be 
explained by increased redeposition caused by the more negative potentials.  From online SFC-
OLEMS (scanning flow cell coupled to online electrochemical mass spectrometry) CO2 
measurements the larger potential window induced a much higher corrosion rate of the carbon 
support, attributed to reduction of oxygenated surface functional groups by reaching potentials 
below the thermodynamic potential for carbon oxidation (0.2 VRHE).  Therefore, the combined 
cycle which caused significant Pt dissolution with rather minimal carbon corrosion was suggested 
for use in degradation studies and adapted in this work. 

Due to the significant dissolution observed during the combined cycle AST by Pizzutilo et 
al., it was assumed that the LPL of 0.6 VRHE was sufficient to reduce their commercial (TKK) 3 nm 
Pt nanoparticles.17  However, here it was shown that this size is in the range of particle passivation, 
i.e. 0.6 VRHE is too positive to fully reduce this particle size.  Therefore, a similar experiment on an 
identical sample of annealed TKK Pt/C with larger particle size of ca. 5 nm should yield increased 
mass-specific dissolution (assuming identical loading) and could be misinterpreted as an instrinsic 
particle size dependent property rather than the competition of two effects. 

As the results here have shown, particle size drastically impacts degradation through Pt 
dissolution in ASTs depending on the potential limits.  Therefore, the authors suggest caution in 
studies comparing different materials of varying particle size.  For instance, if studying 2 and 8 nm 
particle sizes, the former may be protected by a passivating oxide layer while the latter has lower 
ECSA.  In samples containing large size distributions different populations could degrade 
completely differently, skewing firm conclusions on the parameters of interest.  Comparisons 
between samples with varied loading via catalyst layer thickness or particle density (i.e. 
interparticle distance) could also become compromised without exclusive control of particle size.  
Commercial catalysts synthesized using impregnation or precipitation methods typically increase 
particle size via heat/annealing treatments which change interparticle distance, alter the carbon 
support and also result in increased size distributions with the extent of the treatment (i.e. larger 
distributions for larger sizes).8a, 11, 14a, b, 18  These important insights demonstrate the importance of 
studying well-defined model systems on the road to improved experimental techniques in PEMFC 
electrocatalytic research. 

With the new data that has shed light on this critical issue of competing particle size effects 
of passivation and dissolution, we suggest an AST protocol in addition to the commonly used load 
and start/stop cycle potential ranges.  Indeed, a more aggressive AST can aid in the understanding 
of the degradation of promising electrocatalytic materials, by causing significant Pt dissolution in 
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a short time frame.6g  Applying a UPL of 1.5 VRHE will cause significant Pt oxidation without 
extending into the oxygen evolution reaction (OER) range which causes Pt dissolution at ca. 
1.7 VRHE.15b, 16b  By Using a LPL of 0.3 VRHE formed oxides should be fully reduced while avoiding 
extensive Pt redeposition and carbon corrosion through reduction at low potentials.17  Therefore, a 
Pt “dissolution AST” from 0.3-1.5 VRHE at 500 mV·s-1 is suggested for a protocol to cause 
extensive Pt dissolution on a short time scale while also circumventing the particle size dependent 
passivation effect, providing a clear picture of the intrinsic stability.  Alternatively, slower scan 
rates or square waveforms of applied potential can provide increased time lengths at oxidative and 
reductive potentials which may narrow the necessary potential window; however, such 
recommendations will require dedicated investigations. 

 
 
 

3. Conclusion 
 

Using magnetron sputtering, particle size was exclusively controlled over Pt particle density 
on a planar glassy carbon substrate with narrow size distributions and constant interparticle 
distance distributions.  In the range studied with diameters from 2-10 nm, the applied AST revealed 
a volcano type trend in dissolution detected online, caused by competing effects: particle size 
dependent shifts in oxophilicity and ECSA.  As particle size decreases the particles become more 
oxophilic, causing the formation of a dissolution inhibiting passivation layer of PtOx.  As particle 
size increases, ECSA decreases, similarly decreasing the amount of Pt dissolution.  These effects 
have likely been overlooked in many investigations on the particle size effect on Pt stability.  
Furthermore, minimizing particle size is a critical issue in decreasing PEMFC costs by maximizing 
Pt utilization, and alleviating mass transport issues with high dispersion.  Therefore, these 
competing trends on this primary degradation mechanism of PEMFC catalyst layers needs to be 
recognized when comparing the stability of materials of varying particle size, which may result in 
skewed interpretations during commonly employed ASTs.  The subsequent suggestions for AST 
protocols should be helpful for researchers designing future studies on particle size effects. 
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Y. Huttel, “Core@shell, Au@TiOx nanoparticles by gas phase synthesis,”
Nanoscale, vol. 9, no. 19, pp. 6463–6470, 2017.

[147] D. Llamosa, M. Ruano, L. Mart́ınez, A. Mayoral, E. Roman, M. Garćıa-
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