
 
 
General rights 
Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright 
owners and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights. 
 

 Users may download and print one copy of any publication from the public portal for the purpose of private study or research. 

 You may not further distribute the material or use it for any profit-making activity or commercial gain 

 You may freely distribute the URL identifying the publication in the public portal 
 
If you believe that this document breaches copyright please contact us providing details, and we will remove access to the work immediately 
and investigate your claim. 
  
 

   

 

 

Downloaded from orbit.dtu.dk on: May 23, 2023

A Neurorobotic Embodiment for Exploring the Dynamical Interactions of a Spiking
Cerebellar Model and a Robot Arm During Vision-Based Manipulation Tasks

Zahra, Omar; Navarro-Alarcon, David; Tolu, Silvia

Published in:
International Journal of Neural Systems

Link to article, DOI:
10.1142/S0129065721500283

Publication date:
2021

Document Version
Peer reviewed version

Link back to DTU Orbit

Citation (APA):
Zahra, O., Navarro-Alarcon, D., & Tolu, S. (2021). A Neurorobotic Embodiment for Exploring the Dynamical
Interactions of a Spiking Cerebellar Model and a Robot Arm During Vision-Based Manipulation Tasks.
International Journal of Neural Systems, [2150028]. https://doi.org/10.1142/S0129065721500283

https://doi.org/10.1142/S0129065721500283
https://orbit.dtu.dk/en/publications/e714b02a-1f19-42c3-9248-490643514ba2
https://doi.org/10.1142/S0129065721500283


Page Proof

May 10, 2021 16:8 2150028

International Journal of Neural Systems (2021) 2150028 (19 pages)
c© World Scientific Publishing Company
DOI: 10.1142/S0129065721500283

A Neurorobotic Embodiment for Exploring the Dynamical
Interactions of a Spiking Cerebellar Model and a Robot

Arm During Vision-Based Manipulation Tasks

Omar Zahra∗, David Navarro-Alarcon∗ and Silvia Tolu†,‡
∗The Hong Kong Polytechnic University, Kowloon, Hong Kong
†Technical University of Denmark, Kongens Lyngby, Denmark

‡stolu@elektro.dtu.dk

Received 13 April 2021
Accepted 14 April 2021

Published Online

While the original goal for developing robots is replacing humans in dangerous and tedious tasks, the
final target shall be completely mimicking the human cognitive and motor behavior. Hence, building
detailed computational models for the human brain is one of the reasonable ways to attain this. The
cerebellum is one of the key players in our neural system to guarantee dexterous manipulation and
coordinated movements as concluded from lesions in that region. Studies suggest that it acts as a forward
model providing anticipatory corrections for the sensory signals based on observed discrepancies from the
reference values. While most studies consider providing the teaching signal as error in joint-space, few
studies consider the error in task-space and even fewer consider the spiking nature of the cerebellum on
the cellular-level. In this study, a detailed cellular-level forward cerebellar model is developed, including
modeling of Golgi and Basket cells which are usually neglected in previous studies. To preserve the
biological features of the cerebellum in the developed model, a hyperparameter optimization method
tunes the network accordingly. The efficiency and biological plausibility of the proposed cerebellar-based
controller is then demonstrated under different robotic manipulation tasks reproducing motor behavior
observed in human reaching experiments.

Keywords: Spiking neural networks; cerebellum; robotic manipulation; sensor-based control; cellular-level;
spiking.

1. Introduction

Neurorobotics is gaining more attention nowadays
not only for improving the performance of robot con-
trollers but also to reveal some of the mysteries about
how our brains work.1,2 Limitation of state-of-the-art
techniques to monitor spiking activity of all neurons
in the brain makes it necessary to develop accurate
computational models to verify theories about neu-
ral brain mechanisms.3 Also, the mutual benefit that
derives from the joint research in neuroscience and
robotics fields4 enables the development of adaptive
biologically inspired controllers that can be used as a

basis to explain mechanisms of learning and enhance
the performance of robots. Hence, the motor sys-
tem lies among the most studied for the common
interest in both fields. Each of the brain regions con-
tributing to the motor control has distinctive fea-
tures leading to different roles in the control process.

This study is concerned with modeling an essen-
tial complex region in our motor system, the cerebel-
lum.5,6 The cerebellum is well known to help achieve
fine motor control and precise timing and coordina-
tion of the movement of the joints to achieve dexter-
ous motion.7 That was proven by studies of patients
with lesions in the cerebellum8 suffering from clumsy
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staggering movements similar to a drunken behav-
ior. In robotics field, incorporating a cerebellar model
contributes to enhancing the accuracy and precision
of robot movements which is critical in many robotic
applications like surgery.9,10

Various models11 were built for the cerebellum
based upon different theories for its role in our move-
ments. One theory is that cerebellum acts as an
inverse model that provides corrections for the motor
commands.12 Another theory is that it acts instead
as a forward model to improve the sensory pre-
dictions.13 Further theories were introduced as well
to combine the merits of both forward and inverse
models.14–16

The aim of this work is to develop a controller
based on a cerebellar-like model, developed on the
cellular-level, to guide the motion of robots with
real-time sensory information. The cerebellar model
developed in this study is more detailed from the
biological perspective to the previously developed
model17,18 to demonstrate the effect of these addi-
tional features and its effect on the performance.
The controller first builds a sensorimotor differen-
tial map through motor babbling and the cerebellum
acts as a Smith predictor19 to correct discrepancies in
sensory readings to enhance accuracy and precision
of robot movements. Most of the previous studies
included a forward and inverse cerebellar model to
act together.9,14,20 In their case, the forward model
provided sensory predictions while the inverse model
provided corrections to the motor commands. Such
hybrid approach is well appreciated from the control
perspective but it has less biological evidence com-
pared to the forward cerebellar model.21

While developing cellular-level model adds more
challenges for tuning and constructing the network,
it provides insight into the real working of the
biological counterparts and allows to import addi-
tional features from the wide repository of stud-
ies exploiting neural mechanisms to achieve such
features. Building a detailed cellular level model
requires utilizing spiking neural network (SNN), the
third generation of artificial neural networks (ANN),
to give a more faithful representation of the neu-
ronal dynamics which provide them with more com-
plex and realistic firing patterns based on spikes.22,23

The SNN adds a temporal dimension compared
to the previous generations of ANN, which allows
for developing more biologically realistic learning

mechanisms and a more efficient representation of
the spaces/dimensions encoded.22,24–27

In Ref. 18, a controller is developed based on an
inverse cellular-level cerebellar model to enhance the
robot movement. The controller relies on a trajectory
planner and inverse kinematics model to generate ref-
erence signals for angular position and speed. This
limits the ability to learn only the manipulation of
the robot based on the given reference value and is
not suitable to learn directly from sensory feedback.
In Ref. 28, a cerebellar model based on the adaptive
filter theory is developed combining some computa-
tional neuroscience techniques along with machine
learning. Such combination aims to achieve the sen-
sorimotor adaptation,29 but it does not model the
spiking activity in the cerebellum. In Ref. 17, a cel-
lular level cerebellar model is developed in which the
teaching signal is provided based on the error in task-
space. In all the previous studies, no clear method
was identified to tune the network parameters, and
the developed networks were used to manipulate only
the end-effector in some predefined trajectory or to
reach a certain target.

This study contributes to building a detailed
spiking cellular-level cerebellar model including more
biological features compared to the previous stud-
ies. The parameters of the network are set using
a Bayesian optimization method to preserve several
biological features observed in the cerebellum. This
is demonstrated by monitoring the activity and fir-
ing rates of the different groups of neurons in the
cerebellum, and the output from each layer, which
is then compared to those obtained from biological
counterparts. The teaching signal is provided as the
error in task-space (TS) and demonstrates the abil-
ity to adapt to executing different tasks and handling
manipulation of deformable objects. Additionally, it
shall be noted that interaction with the environment
plays a critical role in the emergence of various fea-
tures in our nervous system and in properly validat-
ing the proposed models in comparison with the bio-
logical counterparts.30 Hence, the developed model is
a fine compromise between the biological plausibil-
ity and accurate predictions of robot states. In future
studies, the developed model will be utilized to study
lesions in the cerebellum.

In the next sections, the preliminaries are intro-
duced (Sec. 2), then modeling of the cerebellar con-
troller and the hyperparameter optimization method
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is described (Sec. 3). The experimental setup along
with the results are explored (Sec. 4). Finally, an
analysis of the obtained results is discussed and the
main conclusions are derived (Sec. 5).

2. Preliminaries

The motor system is composed of several regions,
each of which is responsible for a different function.
These areas follow a hierarchical organization, as
shown in Fig. 1(a). In such hierarchy,31,32 both paral-
lel and serial connections provide different behaviors
in different situations (i.e. dependent upon sensory
feedback).

The higher order areas are responsible for deci-
sion making and planning the sequence of motion
while coordinating the activity of several limbs.33

Lower order areas, on the other hand, control muscles
while regulating forces and velocities with changes
in posture and various interactions with the envi-
ronment. The higher level tasks start from the cor-
tical association areas and prefrontal cortex (along
with the Basal Ganglia), which receive sensory
information (from the sensory cortex) to generate
an abstract plan for motion and the sequence of
execution.33 This plan is then transformed to motor

Fig. 1. (a) A simplified schematic of the hierarchical
motor system based on studies from the literature.31,32

The Thalamus is not included for clarity. (b) The block
diagram for the proposed cerebellar-based control system
for the robot R. Based on the motor command u gener-
ated by the differential map (DM), the forward cerebel-
lar model CB provides sensory predictions (i.e. the robot
state) for the next cycle. Discrepancy between the actual
state observed by the sensors S and the predicted state
is used to correct the desired state signal generated by
the target generator (TG) before introducing to DM.

commands in the motor cortex which send these com-
mands to the brain stem and the cerebellum (as an
efference copy). The cerebellum plays a role in the
coordination of movements and adjustment of tim-
ing to attain fine movements.7,11 Signals from the
motor cortex travel to trigger motor neurons which
innervate the skeletal muscles.34 The motor neurons
in the spinal cord control the limbs and the move-
ment of the body, while those in the brain stem con-
trol facial and head movements. In relation with the
critical role of the cerebellum in both planning and
execution of motion, this study focuses on the cere-
bellar corrections due to noisy sensory readings to
obtain fine movements while executing the motor
commands generated by the motor cortex to reach
a target point in the space. Thus, a computational
model of the cerebellum can help improve the perfor-
mance of robotic controllers. In this work, a biologi-
cally inspired control system is built to guide a robot
in a serving task after performing motor babbling for
several iterations, as shown in Fig. 1. Computational
spiking models are developed to both form a coarse
sensorimotor map through motor babbling, and to
reproduce the cerebellum. The sensory input to the
formed map is modulated through the cerebellum
to enhance the movement and reduce the deviation
from the desired path. The developed cerebellar con-
troller is capable of guiding the robot based on real-
time noisy data.

3. Methods

3.1. The cerebellar-based control
architecture

As discussed earlier, various theories were developed
about the formation of the cerebellar forward or
inverse models. However, more biological evidences
support the theory that the cerebellum acts as a for-
ward model based on the behavior observed in the
case of cerebellar damage.21 In this study, the cere-
bellum acts as a computational forward model to
predict the next sensory states based on the desired
spatial velocity and the current robot states. The
developed model predicts the robot state in TS which
differs from other studies where the cerebellar for-
ward model provides predictions in joint-space (JS).
Predictions in JS provide a direct reference value to
correct the angular positions and velocities, however
a reference value for optimal sensory signals from
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joints shall be provided through an inverse model. On
the other hand, predictions in TS allow to directly
learn from errors related to the executed task with-
out the need for an inverse model which makes it
more versatile to learn novel tasks and skills. This
model fits in the designed controller to act as a Smith
predictor which is known to be capable of handling
control schemes with long dead time as shown in
Fig. 1. Analogous to control systems, in which dead-
time is introduced due to the time needed for sensing,
processing of the inputs, computing the control out-
put and actuation, in biological systems the dead-
time is introduced due to the time needed for the
sensory signals to travel through the nervous system,
generate a motor command and travel back for exe-
cution to the muscles. In our system, the dead time
(expressed as a delay (D)) is caused by slow sensory
readings (S) and robot (R) action. In this context,
the motor cortex acts as a DM that can generate
commands (u) in the JS based on the desired spatial
velocity v∗ and current joint angles q, and thus acts
as an inverse model, as shown in Fig. 2.

This can be expressed as

u(t) = f(q(t), v∗(t)), (1)

where f represents the inverse mapping formed in the
motor cortex to correlate the JS and TS. In case the
robot moves from the current end-effector position x
to a target position x∗, v∗ can be formulated as

v∗(t) =
x∗(t)− x(t)
‖x∗(t)− x(t)‖ . (2)

However, due to the delay τ , discussed earlier, along
with the imperfection of the map f , the motor com-
mand needs a correction before introducing it to the
robot. Thus, the cerebellum acts as a forward model
to predict spatial velocities upon applying u. While

Fig. 2. The forward and inverse models correlate TS
and JS. In this study, DM approximates the inverse
model, while CB approximates the forward model.

the robot motion can be expressed as

v(t) = g(q(t), u(t− τ)), (3)

where map g represents the actual differential kine-
matics of the robot, and v(t) is the spatial veloc-
ity of the end-effector upon executing the command
u(t− τ) while the robot joint configuration is q(t).

The spatial velocity predictions generated by the
cerebellum ṽ(t) can then be expressed as

ṽ(t) = g̃(q(t), u(t− τ), v(t), v∗(t)), (4)

where g̃ represents the forward model built by the
cerebellum to approximate the map g. The model
approximations are improved during training relying
on the feedback error e, where e(t) = v(t) − ṽ(t).
Hence, the error in sensory signals and discrepancy
from the predicted value is used to modulate the
desired spatial velocity before introducing to the
DM, as detailed later in Sec. 3.3. So, DM makes use
of the predictions provided by the cerebellum to cor-
rect the anticipated error in sensory readings due to
the dead-time effect:

u(t) = f(q(t), v∗(t), ṽ(t), ṽ(t+ τ)). (5)

Taking into consideration both the error from previ-
ous trials and the sensory prediction, the controller
is enabled to correct the next motor command in
an indirect way. This is carried out by adding the
error from previous attempts to the predictions of
the robot state to make up for the expected error:

v̌(t) = ṽ(t+ τ) + e(t). (6)

Finally, the corrected prediction v̌(t) is compared to
the desired velocity v∗:

v̂(t) = 2v∗(t)− v̌(t). (7)

To put it in other words, v̂ is the sensory signal that
can be introduced to the DM to give better estima-
tions and make up for the delay in the feedback cycle.

u(t) = f(q(t), v̂(t)). (8)

3.2. The differential mapping SNN

A two-layer SNN, one input and one output layer,
are connected via all-to-all plastic synapses (weights
can change) to provide the transformation between
two correlated spaces. The network encodes the cur-
rent joint angles and the spatial velocity of the end-
effector in the input layer and encodes the angular
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velocity of the joints in the output layer. As the net-
work correlates mainly the velocities in two spaces, it
acts as a differential map; it is named as Differential
Mapping Spiking Neural Network (DMSNN).35 For a
robotic manipulator of n degrees of freedom (DOF),
TS is represented by n assemblies of neurons, where
each assembly encodes a corresponding dimension.

Similarly, for m DOF of JS, m assemblies are
needed. Hence, the input layer is made up of
n + m assemblies. The assemblies lv1:n encode the
n-dimensional spatial velocity, while the assemblies
lq1:m encode the m-dimensional joints’ angular posi-
tions. At the output, the assemblies lq̇1:m encode the
m-dimensional joints’ angular velocities as depicted
in Fig. 3. The two layers of the network are con-
nected via all-to-all plastic synapses (both excitatory
and inhibitory). The inhibitory synapses regulate the
motor (output) neurons activity to maintain stable
learning and hence avoid the unbounded increase
in the weights of the excitatory synapses. At the

Fig. 3. Input (sensory) neurons are connected to out-
put (motor) neurons through excitatory and inhibitory
plastic synapses. The signals introduced to each neuron
assembly are depicted. The motion is guided during the
training of the network through motor babbling actions
in JS based on motor commands ub. During training,
the values of angular positions q, angular velocities q̇,
and spatial velocities v are encoded and fed to the corre-
sponding assemblies. During the control phase, encoder
readings q and updated desired spatial velocity v∗ are
encoded and fed to the input layer, and the robot is con-
trolled by decoding motor commands from the activity
in the output layer. For arrows between the input and
output layers, the hollow arrow heads refer to plastic
synapses, while solid ones refer to nonplastic synapses.

output layer, local inter-inhibitory connections (i.e.
within each assembly) are added with low inhibition
to proximal neurons and higher inhibition to the dis-
tal neurons.

Modulation of the plastic synapses occurs dur-
ing training the network, as shown in Fig. 3, where
random target angles qd are generated for motor bab-
bling. The robot joints move towards qd linearly in
JS based on the error calculated as the difference
between the desired joint angles and current one q.
The internal (i.e. proprioception) and external sen-
sors (i.e. exterioception) provide the necessary data
to both the sensory and motor layers while training
DM. These variables are encoded based on the pre-
ferred/central value ψc defined for each neuron, and a
distribution that allows all the neurons in the assem-
bly to contribute to what is known as population cod-
ing36). The neurons’ firing rates are defined by the
Gaussian tuning curve which can be expressed as

Θi(t) = exp
(−‖ψ − ψc‖2

2σ2

)
, (9)

where ψ is the variable’s value, and σ is the radius
calculated based on the number of neurons per
assembly Nl, and the defined range of values of
each variable. The synaptic weights are modulated
accordingly forming a proper DM. After training
ends, the control phase starts where DM is ready
to execute a coarse robotic servoing task. The cor-
responding values of the variable are encoded and
introduced to assemblies lq1:m and lv1:n , and the out-
put is then decoded from the activity of lq̇1:m . The
decoding scheme in this case is the central neuron36:

ψest =
Σψi ·Θi

ΣΘi
, (10)

where ψi is the defined central value of neuron i in lΨ

assembly, and ψest is the decoded/estimated output
value . However, DM is formed as a coarse map which
lacks in both the precision and accuracy needed for
fine control of the robot.

3.3. The proposed forward
cerebellar-like model

The cerebellum is composed of three layers. The
Granule layer, which is the innermost layer, is made
up mainly of granule cells, which counts up to 80%
of the neurons in the brain.37 It contains as well the
Mossy fiber axons and the Golgi cells. The Purkinje
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layer is the middle layer and contains the Purkinje
cells which are featured by the distinctive firing pat-
tern and considered a key component for learning to
occur in the cerebellum. The Molecular layer is the
outermost layer containing the axons extended from
the granule cells to purkinje cells (known as paral-
lel fibers) intersecting with axons extended from the
inferior olive (known as climbing fibers). The molec-
ular layer also contains the basket and stellate cells.
The cerebellar computational model developed, as
shown in Fig. 4, acts to rectify the sensory read-
ings before introducing to the DM which replicates
the function of the motor cortex. This enhances the
motor commands generated by DM by accounting
for sensory discrepancies in the previous cycles as
explained in the two previous subsections. The cere-
bellar forward model is developed based on the cere-
bellar microcircuit.

The Mossy Fibers (MF) encode the current angu-
lar position of the joints and the desired Cartesian

(a)

(b)

Fig. 4. (a) A cellular and (b) functional schematic dia-
grams of the cerebellum. First, inputs from both JS and
TS are introduced to MF. After that, spikes from MF
travel to GC for sparse encoding of robot states. Sig-
nals from GC travel then through PF to PC, which also
receives teaching signals from IO. Finally, PC inhibits
neurons in DCN from which the output is decoded.

velocity. These two variables are chosen to provide
the essential information to define the state of the
robot in both JS and TS. Thus, MF consists of nMF

assemblies of neurons, and each assembly encodes a
dimension of one of the variables. The angular posi-
tion is encoded by nJS assemblies forming the MFJS

group, where nJS is the number of DOFs studied.
The desired Cartesian velocity is encoded by nTS

assemblies forming the MFTS group, where nTS is
the number of Cartesian DOF studied. The synapses
connecting between MF, Granular cells (GC) and
Golgi cells (GgC) shall lead to a sparse coding of
robot states. The Inferior olive (IO) provides the
teaching signal, which in this study is the TS error,
through the climbing fibers (CF) to Purkinje Cells
(PC). The error (e) is defined as the discrepancy
between the actual and the predicted spatial veloc-
ities. The plastic synapses connecting GC to PC,
known as parallel fibers PF, are modulated initially
under the effect of the teaching signals from CF.
These signals evoke activity in PC to provide the
desired correction, and thus allows to encode such
corrections at the corresponding state of the robot.

The MF connects to Deep Cerebellar Nuclei
(DCN) through excitatory synapses to maintain a
basal spiking activity. The PC connects to DCN
through inhibitory synapses to allow for the right
value to be decoded from the activity of these neu-
rons, while IO connects to DCN through excitatory
plastic connections studied to provide fast conver-
gence of learning.38

The PC, and similarly IO and DCN, consists of
nTS neurons’ groups with each group consisting of
two assemblies for positive and negative change for
each DOF.

After the DM training goes for several iteration,
i.e. till the coarse control map is formed, the training
then starts for the cerebellum to build the corrective
mapping.

In Ref. 39, a study was conducted on infants
between 6–12 months to monitor the neural activity
in the motor cortex (M1) while reaching targets. It
was observed that the activity shifts from a diffused
state across M1 to a focused one as the age of infants
increases. Additionally, insufficient data is reported
about the development of the cerebellum in infants at
that age.40 Thus, it is safe to assume that in infants
the development of the cerebellum starts later than
the motor cortex and its contribution increases with
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the increase in its size which is reflected by per-
forming fine movements and exhibiting some motor
skills.41

Encoding in MF. Similar to encoding in DM, the
input values to MF is first encoded employing popu-
lation coding, with the current introduced to the ith
neuronal unit in the jth MF assembly (ΘMFi,j

(t))
can be calculated using the following equation:

ΘMF
i,j (t) = exp

(
−‖θMF

j − θMF
i,j ‖2

2σ2
MFj

)
, (11)

where θMF
j is the input to the jth MF assembly, and

σMFj
is the radius for the Gaussian distribution, and

the variable ranges from θMFjmin
to θMFjmax

. θMFi,j

is the preferred/central value of ith neuron in jth
MF assembly. Both θMFi,j

and σMFj
are adjusted

using the self-organization algorithm (SOA), where
the data previously collected for babbling Ξ is used
to adjust the values of θMFi,j

for all neurons. SOA:
The algorithm is an adaptation of self organising
maps to reorganize the linearly initialized set θMFj

(i.e. equally spaced from θMFjmin
to θMFjmax

) for
better encoding based on the density of data in
specific regions. It was chosen for the biologically
appealing properties which fits with the theme of
this study. The algorithm depends on three con-
cepts: competition, cooperation, and adaptation.42,43

A best matching unit β is chosen for each central
value from the set θMFj

based on the competition
with other units/neurons. β is picked based on the
Euclidean distance from a random data sample ξ

(from the set Ξ):

β = argmin κ(θMFκ,j − ξ)2, (12)

where the value of θMFβ,j
and that of the neighbor-

ing units, emphasizing the cooperation concept, at
an instant k are updated (i.e. adaptation) such that

θMFi,j
(k + 1) = θMFi,j

(k)

+ ρ(k)νiβ(k)(ξ − θMFi,j
(k)), (13)

where ρ is the learning rate and ν is the neighbor-
ing/proximity function given by

νiβ(k) = exp
(−‖i− β‖2

2ϑ2(k)

)
(14)

and ϑ is the radius gauging the proximity of the
neighborhood. Both ρ and ϑ decay exponentially over
the whole period K:

ρ(k) = ρ◦ exp
(−k
K

)
, ϑ(k) = ϑ◦ exp

(−k
K

)
,

(15)

where ρ◦ and ϑ◦ are the initial values for ρ and ϑ,
respectively. After running the SOA for K iterations,
the radius σMFi,j

is set for every neuron in MF sep-
arately such that

σMFi,j
= σMFi,j

− σMFi+1,j
(16)

with the last radius (i.e. σMFNl,j
) set to have the

same radius as the previous one (i.e. σMFNl−1,j
).

Sparse encoding in GC. The application of the
SOA to MF allows for a more distinctive input to
the GC and better encoding of the robot states.
Both GC and MF are connected through excita-
tory synapses to the Golgi Cells (GgC), which is
connected to the GC through plastic inhibitory
connections. The recurrence through the recipro-
cal connections between GC and GgC along with
the connections to the PC allows for sparse encod-
ing of the robot state space and can interpreted as
a Liquid State Machine (LSM) as argued in Ref. 44.
It is also claimed that the inhibitory action of GgC
allows to have a minimum number of neurons in GC
active at the same time and thus higher sparsity and
better encoding of the states.8

Each neuron from GC is connected to a randomly
picked neuron from each assembly MF, and hence
each neuron from GC shall be connected to nMF

neurons. Furthermore, MF connects via excitatory
synapses (all-to-all connections) to DCN. Synap-
tic connections to PC. GC connects to PC via
plastic excitatory projections (which are known as
Parallel Fibers (PF)). The parameters of the net-
work shall be tuned such that PF are modulated
only when IO neurons are active. The projections
from IO to PC, known as Climbing Fibers CF, are
one-to-one synapses to ensure that neurons belong-
ing to the same group (i.e. the same DOF) and direc-
tion (i.e. positive/negative changes) connect to each
other, and hence ensuring that the right members
of CF are modulated. IO connects through excita-
tory synaptic connections to DCN. The activity of
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neurons in IO is given by

ΘIO+j =

{
ΘIOmax epred > Υ,

0 epred ≤ Υ,
(17)

ΘIO−j =

{
0 epred ≥ −Υ,

ΘIOmax epred < −Υ,
(18)

where ΘIO+j and ΘIO−j describe the mean firing
rates of the two opposite directions of the jth DOF
encoded by the IO assemblies, while ΘIOmax describes
the maximum firing rate of neurons in IO. A thresh-
old value Υ is defined to avoid an overlapping oscil-
latory activity around the reference value. PC →
DCN: Similarly, the connections between PC and
DCN follow the same concept to allow for activation
of the right group of neurons. The cerebellar output
is decoded from the activity of DCN neurons:

ṽj =
ΣΘDCN+i,j − ΣΘDCN−i,j

ΘDCNmax × nDCN
× vmaxj

, (19)

where ṽj gives the anticipated/predicted velocity for
the jth DOF, ΘDCN+i,j and ΘDCN−i,j are the firing
rates of the ith neuron in the two opposing directions
assemblies of the jth DOF, and nDCN is the number
of neurons in each DCN assembly. ΘDCNmax is the
maximal firing rate observed in DCN. vmaxj

defines
the maximum speed for the jth DOF.

3.4. Optimization of the network
parameters

To have the cerebellar microcircuits employ more
features of the biological counterparts, an optimiza-
tion process is applied to finely tune the parame-
ters. The optimization allows to set the values of the
hyperparameters H of the network to meet specific
goals for that mean. Such goals are set to tune the
layer by layer of the cerebellar model through the
defined objective function fi(Hi) to be minimized,
where Hi ⊂ H. Each objective function consists of
a set of objectives Oi weighed by a vector wi

O, such
that fi(Hi) = Oiw

i
O. Tuning the model layer by layer

allows to properly define and monitor the expected
output from each layer. Moreover, this allows to sim-
plify the optimization and avoid the complexities
accompanying choosing a large number of hyperpa-
rameters to be optimized simultaneously.

Objective 1 (Uniform firing in MF). The input
signals coming from the DM is first introduced to

the MF. Thus, the first step is to make sure that the
firing pattern in MF is suitable to be introduced to
the next layer. The parameters affecting the firing
are the neuron parameters and the amplitude of the
input current to the neurons. The criteria selected
are the maximum firing rate of the neurons and the
pattern of firing. For the Gaussian distribution of the
input current, it is expected to have a corresponding
Gaussian distribution, as well, for the firing rates in
the MF layer. Thus, a Gaussian distribution fitting,
via maximum likelihood estimation,45 is applied to
the number of spikes released from the neurons to
compare the mean value of the curve Gmean to the
expected output (i.e. the neuron MFnearest whose
central value is the closest to the input value). Hence,
the two objectives are defined O1 = [O1

1 ,O2
1] and can

be formulated as

O1
1 =

∑Ntest
n=1 |frMF

max(n)− frMF
desired|

Ntest
,

O2
1 =

∑Ntest
n=1 |Gmean(n)−MFnearest(n)|

Ntest
.

(20)

With w1
O = [0.5, 0.5], the first objective function

is defined as f1(H1) = O1w
1
O.

Objective 2 (Sparsity in GC). The output from
MF is then introduced to the GC. As mentioned in
the previous subsection, GC and GgC act together
to give a distinctive output for each input from the
MF, and thus allowing for sparse coding of the input.
Consequently, f2 is designed to ensure that a mini-
mum number of GC neurons is active and checks
as well for the uniqueness of the activity pattern for
every input. Additionally, the firing rate is defined to
resemble the neuron activity in the biological coun-
terpart. With these four objectives to be satisfied,
O2 = [O1

2 ,O2
2 ,O3

2,O4
2 ], the firing rates are defined in

a way similar to that in MF, where

O1
2 =

∑Ntest
n=1 |frGC

max(n)− frGC
desired|

Ntest
,

O2
2 =

∑Ntest
n=1 |frGgC

max (n)− frGgC
desired|

Ntest
.

(21)

The objective O3
2 targets minimizing the number of

active neurons as much as possible, but also ensures
that there is still active neurons in GC (i.e. at least
one neuron is active). During each iteration, the
number of spikes triggered by each neuron is recorded
in the set SGC

n after the nth test trial, to be used to
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define the firing rates and the active neurons as well.
Neurons with the a firing rate greater than third of
the desired firing rate (i.e. firing rate greater than
0.33frGC

desired) are kept and the rest are discarded, then
SGC

n is updated accordingly. This allows to consider
only the neurons that would affect the learning in
PC. The difference between the optimal number of
firing neurons (chosen as 1 in this case) and the num-
ber of active neurons λGC

n is recorded for each trial
n in a set ΛGC

n . To penalize the state in which all
neurons in GC are inactive, a large number/score φ
is returned, which is formulated as follows:

ΛGC
n =

⎧⎨
⎩
φ, λGC

n = 0,

|λGC
n − 1|, λGC

n > 0,
(22)

O3
2 =

∑Ntest
n=1 |ΛGC

n − 1|
Ntest

. (23)

The objective O4
2 describes the uniqueness of the

output obtained across the Ntest trials, where the
repetition of spiking of a neuron across many tri-
als is penalized. To simplify the computations, from
each trial n the neuron with maximum firing rate
is recorded, and then, the number of repetitions of
each of the neurons in the set is computed. The mean
μmean and maximum μmax number of repetitions is
finally computed to formulate O4

2 as

O4
2 = 0.3μmax + 0.7μmean. (24)

With w2
O = [0.1, 0.1, 0.2, 0.6], the second objective

function is defined as f2(H2) = O2w
2
O.

Objective 3 (Proper firing rates in PC). The
neurons of PC are known to have distinguishable
firing patterns in response to different inputs. The
input from GC tends to trigger simple spikes (SS),
while the input from IO/CF triggers complex spikes
(CS) in PC. These two spiking patterns differ from
each other in many aspects, but in this study only
their respective firing rates are considered. Moreover,
the assemblies of neurons within each group tend
to have an alternating activity for different direc-
tions of motion. Thus, three objectives are defined,
O3 = [O1

3 ,O2
3,O3

3 ]. The first two objectives can be
formulated as

O1
3 =

∑Ntest
n=1 |frPC

SS (n)− frSS|
Ntest

, (25)

O2
3 =

∑Ntest
n=1 |frPC

CS (n)− frCS|
Ntest

. (26)

To construct the formula to describe the third objec-
tive O3

3 , firstly the activity of the PC is compared
to a threshold value (chosen as the maximum firing
frequency of the simple spikes) with those above and
below the threshold assigned as active/true and inac-
tive/false, respectively. In this case, the most desir-
able state is to only have one group of neurons active
per DOF, which is represented by an XNOR logic
gate:

A(PC±j) =

⎧⎨
⎩

1, frPC±j > frPC
SS ,

0, frPC±j ≤ frPC
SS ,

(27)

where frPC±j is the mean firing rate of neuron in
either of the two assemblies of neurons for each DOF
j. O3

3 can then be expressed as

O3
3 =

1
nTS

nTS∑
j=1

A(PC+j)�A(PC−j). (28)

With w3
O = [0.2, 0.2, 0.6], the third objective

function is defined as f3(H3) = O3w
3
O.

Objective 4 (Proper output from DC). After
optimization is carried for the previous hyperparam-
eters, this last objective function is directed to test
the operation of the network while optimizing the
parameters affecting the activity in the DCN. The
robot, in a simulation environment, repeats a cho-
sen motion toward a target four times, and both the
error while moving epred and the execution time Δ
are recorded. The error in this case is formulated as

epred =
∣∣∣∣arccos

(
ṽ · v
‖ṽ‖‖v‖

)∣∣∣∣. (29)

Consequently, O4 consists of six weighted objectives,
where O4 = [O1

4 ,O2
4,O3

4 ,O4
4,O5

4 ,O6
4 ]. The objective

O1
4 acts to keep the mean value of the error epred

across the four trials as minimum as possible, and
an inverted firing pattern in the opposing groups of
neurons within the DCN and when compared to PC
as well. The objectives O2

4 and O3
4 are set to promote

the decrease in the error epred and the execution time
Δ, respectively, as the training proceeds. To achieve
this, each of these objectives is assigned a value of
1 at the beginning of the training, and the variables
(mean value of epred and Δ) are compared to those
from the previous trial, to deduct 0.33 in case of a
decrease in the value of the variable. Hence, in case
of a consistent decrease in the error and execution
time from one trial to another, reflecting a successful
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learning process, the values of these objectives would
return a value zero, which is the absolute minimum
in this case. The objective O4

4 adjusts the firing rate
of DCN neurons in the desired range such that

O4
4 =

∑Ntest
n=1 |frDCN

max (n)− frDCN
desired|

Ntest
. (30)

Similar to PC, in DCN the opposing groups of neu-
rons shall be set to fire in an alternating manner,
which is formulated as

A(DCN±j) =

⎧⎨
⎩

1, frDCN±j > frDCN,

0, frDCN±j ≤ frDCN,
(31)

where frDCN is the mean firing rate of DCN, and
frDCN±j is the mean firing rate of neuron in either
of the two assemblies of neurons for each DOF j. O5

4

can then be expressed as

O5
4 =

1
nTS

nTS∑
j=1

A(DCN+j)�A(DCN−j). (32)

Additionally, the objectiveO6
4 ensures that the activ-

ity in the assemblies of DCN opposes that of the cor-
responding ones for same DOF in PC (i.e. fire in an
inverted manner):

O6
4 =

1
nTS

nTS∑
j=1

A(DCN±j)�A(PC±j). (33)

With w4
O = [0.3, 0.1, 0.1, 0.1, 0.2, 0.2], the fourth

objective function is defined as f4(H4) = O4w
4
O. It

can be concluded that: (i) O1−3 act to optimize the
firing properties of neuronal groups and ensure that
each group executes the assigned role. (ii)O4 involves
directly minimizing the error in predictions epred (as
defined by subobjectives O1−3

4 ) along with optimiz-
ing the firing properties of DCN. For a proper neu-
rorobotic embodiment, both the biological features
and the robot-environment interaction are essential
to create a basis for neuroscientific studies.

3.5. Bayesian optimization for the
objectives

To meet these objectives, Bayesian Optimization
(BO) is utilized to optimize the defined objective
functions.46 These functions would be very costly
and time consuming to optimize through manual or
random searching methods due to the high dimen-
sionality and stochasticity of the search space. BO

develops a probabilistic model for the objective func-
tion to facilitate the evaluation of the objective func-
tion while making use of the history of previous tri-
als to guide the optimization process, as explained
later in this subsection. Thus, the optimal solution is
sought to minimize each objective function to obtain
the optimal hyperparameters h∗i , such that

h∗i = arg min
hi∈Hi

fi(hi). (34)

The main constituents through which a BO method
is identified are the regression model and the acqui-
sition function. The probabilistic regression model
surrogates the objective function (and referred to
usually as the surrogate model). This probabilistic
model is initiated with some random evaluations to
guide the algorithm, starting from complete uncer-
tainty (prior), and develops as more evaluations are
stored in the history to give better future evalua-
tions and decrease the uncertainty (posterior). The
surrogate model is expressed as Si = P (Li|Hi) rep-
resenting the mapping of the Hi hyperparameters
to a probability of a loss/score Li for an objective
function fi. The acquisition function (also known
as selection function) allows for selecting appropri-
ate candidates to improve the surrogate model while
exploring for the optimum values for the hyperpa-
rameters. Hence, a proper choice of the acquisition
functions guarantees a balance between exploration
and exploitation without getting trapped in a local
minima. In this study, an Adaptive Tree Parzen Esti-
mator (ATPE) is chosen as a regression model,47 and
the Expected Improvement (EI) as the acquisition
function.

The standard TPE is known to fit for optimiza-
tion problems where either a mixture of discrete and
continuous hyperparameter spaces are to be studied
or when the hyperparameters are contingent upon
each other, and it is chosen for the latter reason. In
TPE, rather than describing the posterior P (Li|Hi),
it describes instead P (Hi|Li), relying on Bayes rule
such that

P (Li|Hi) =
P (Hi|Li)P (Li)

P (Hi)
. (35)

The TPE targets building two separate hierarchical
processes, P (Hi|Li ∈ U) and P (Hi|Li ∈ D), where
the sets U and D contain the highest and lowest val-
ues of Li, respectively, observed so far reference to
a defined threshold value L∗i . This threshold value
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is decided based on a predefined percentage γ such
that P (Li < L∗i ) = γ. The likelihoods U and D are
modelled via kernel density estimators (which in this
case is the Parzen estimator). The Parzen estimator
PE allows to represent a function through a mixture
of kernels K, which are continuous distributions, to
be expressed as

P (H) =
1
Npη

Np∑
j=1

K
H−Hj

η
, (36)

where Np is the number of kernels used for the
approximation, η is the bandwidth of each kernel,
and K is chosen to be a normal distribution. Mod-
eling U and D gives a way to choose hyperparam-
eters for the next observations that are more likely
to return lower values for the objective functions (in
the case of minimization of objective functions).

Although TPE has less time complexity com-
pared to other BO methods (as Gaussian Process
BO), TPE does not model interaction/correlations
among the hyperparameters. The ATPE addresses
this drawback by judging from Spearman correla-
tion48 between the hyperparameters which parame-
ters to vary and which parameters to lock to achieve
a more efficient exploration. Also, among the draw-
backs of TPE is that it has a fixed value for γ and a
fixed number of candidates introduced to the acqui-
sition function to predict the next candidate opti-
mal solution, which were introduced initially while
solving some specific problems.46 ATPE introduced
empirically concluded formulas based on the cardi-
nality of the search spaces for the hyperparameters
to give better values for these two variables.

In this study, the Expected Improvement EI is
chosen as the acquisition function, to maximize
the ratio P (Hi|Li ∈ D)/P (Hi|Li ∈ U). The EI
generates a probability of obtaining a better solu-
tion than the current optimum solution and the
amount of expected improvement as well, and conse-
quently, favors bigger improvements. Thus, the EI
outperforms the maximum probability of improve-
ment, which estimates the probability of an improve-
ment to occur, but not the amount of improvement.49

Also, EI was found to outperform upper/lower con-
fidence bound as compared in Ref. 50. The basic for-
mula for the EI is46

EIL∗
i
(Hi) =

∫ L∗
i

−∞
(L∗i − Li)P (Li|Hi) dLi. (37)

By applying Bayes rule (Eq. (35)) and substituting
in Eq. (37), the EI can be written as46:

EIL∗
i
(Hi) =

γL∗iD(Hi)−D(Hi)
∫ L∗

i

−∞ P (Li)dLi

γD(Hi) + (1− γ)U(Hi)
,

(38)

EIL∗
i
(Hi) ∝

(
γ +
U(Hi)
D(Hi)

(1− γ)
)−1

. (39)

From formula (39), it can be concluded that EI acts
to maximize the ratio D(Hi)/U(Hi) and thus leading
to introducing better candidates for the next search
while still maintaining a trade-off between explo-
ration and exploitation.

3.6. Neuron model

To model the spiking activity of the neurons in the
cerebellum in real-time, the simple neuron model
developed by Izhikevich is chosen for its ability to
reproduce different firing patterns.51 The model pro-
vides a decent biological plausibility at a relatively
low computational cost. The following differential
equations describe the model:

V̇ = f(V ,U) = 0.04V2 + 5V + 140− U + I, (40)

U̇ = g(V ,U) = a(bV − U). (41)

Additionally, the membrane potential is reset after
triggering a spike such that

if V ≥ 30 mV, then

V ← c, U ← (U + d), (42)

where V (in mV ) is the membrane potential and U
is the variable that acts to lower the neuron’s mem-
brane potential (which is also known as the recov-
ery variable). The parameter a (in ms−1) decides
the time scale of U (i.e. the decay rate), and b

(dimensionless) describes the sensitivity of the neu-
ron before triggering a spike (i.e. sensitivity of U
to the sub-threshold V). The parameter c (in mV)
describes the reset value of V after a spike is trig-
gered, and d (in mV) gives the reset value of U after
triggering spike. The external currents introduced to
the neurons are described by I.

3.7. Synaptic connections

To model the plastic connections in both DM and
CB, the Spike-timing-dependent plasticity (STDP)
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learning rule is chosen. In STDP, the change in the
synaptic weight depends on the spikes relative tim-
ing in both the pre and post synaptic neurons.52 For
the CB, the antisymmetric STDP53 modulates the
weight of the plastic synapses, and is formulated as

Δεij =

{
−Sa exp(−Δt/τa) Δt ≤ 0,

Sb exp(−Δt/τb) Δt > 0,
(43)

where the two coefficients Sa and Sb decide the
amount of the decrease and increase of the synaptic
weight, respectively. τa and τb determine the time
windows through which synaptic weights decrease
and increase, respectively.

The symmetric STDP is applied for the plastic
synapses in DM,54 and can be formulated as

Δεij = S(1− (Δt/τ1)2)

× exp(|Δt|/τ2), (44)

where S determines the amount of change in synaptic
weights, while the ratio between the τ1 and τ2 adjusts
the time window for increasing and decreasing the
synaptic weights. Δt is the difference between the
timing of spikes at post-synaptic and pre-synaptic
neurons, respectively, such that Δt = tpost − tpre.

4. Results

4.1. Setup

A UR3 universal robot is used to test the devel-
oped cerebellar controller in two experiments. The
shoulder and elbow joints are controlled in an exper-
iment to test the manipulation of the end-effector
to a desired position as shown in Fig. 5(a), while
the elbow and wrist joints are controlled to test the
manipulation of a deformable object, as shown in
Fig. 5(b). The shoulder and elbow joints for the
first experiment are defined to have ranges of qS =
[−170◦,−135◦] and qE = [−60◦, 0◦], respectively.

(a) (b)

Fig. 5. The robot setups to manipulate (a) the end-
effector and (b) the deformable object.

While the elbow and wrist joints for the first experi-
ment are defined to have ranges of qE = [−45◦,−20◦]
and qW = [−210◦,−180◦], respectively. A camera is
fixed on top of the robot to track the end-effector
position and the deformable object through color fil-
tration. The proprioceptive readings (i.e. joints’ posi-
tions and velocities) of the robot joints are obtained
from motor encoders. The information required for
motor babbling is recorded by giving commands to
move to random joint angles linearly in JS within he
defined ranges, through a script-based programming
language developed for universal robots.

For the end-effector manipulation task, the robot
is instructed to move to only 100 points in the JS
and the collected data during motion is then used to
train DM, while for the deformable object case the
robot is instructed to move to 300 points as small
increments in joint angles may lead to a big change
in the centroid of the deformable object and hence
more rich data is needed. The spiking neural net-
works are developed using NeMo package55 which
allows simulating the network using GPU. In this
study, a computer with i7-6700K CPU and a GeForce
GTX 1080Ti is used to build the networks and con-
trol the robot. Each iteration takes 80ms, where the
GPU allows running the simulation in realtime (i.e.
1 s in simulation is equal to 1 s in real world clock).
The simulation can be accelerated by using a more
powerful GPU56 or a neuromorphic chip,57,58 how-
ever 80ms allows a proper averaging of the output for
a moderate movement speed without jerky motions.

4.2. Optimization results

After running the optimization described in the
two previous subsections, the chosen parameters are
obtained as shown in Table 1. The optimization is
run on a robot in the simulation environment to
avoid wear of the mechanical parts and for safety, but
the final experiments are conducted on a real robot.
Neurons in MF achieve a maximum firing rate of
62Hz which is comparable to 60± 35Hz spontaneous
firing rate observed at excitatory synapses connect-
ing MF to GC, and an average firing rate (for active
neurons only) of 40± 6 Hz compared to 20± 21.59

The activity in each assembly is shown in Fig. 6(a).
For the neurons in GC the sparsity is achieved by
having 6± 3 neurons only active at the same time for
a certain input, while maintaining a maximum firing
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Table 1. CB network parameters.

Values of neuronal parameters

Area a b c d N

MF 0.2 0.17 −59. 14. 40
GC 0.22 0.25 −55. 7. 1500
GgC 0.16 1.15 −66. 16. 7
PC 1.74 1.24 −59. 6. 12
BC 0.95 0.4 −68. 16. 70
IO 0.02 0.25 −65. 6. 12
DCN 0.45 0.08 −56. 17. 12

Values of synaptic parameters

Projection T V ωinit ωmax

MF → GC Rnd 4 3.6 —
MF → GgC Rnd 1 0.6 —
MF → DCN A2A 1.0 9.0 —
GC → GgC Prob 0.01 0.3 —
GgC → GC Prb 0.5 −9.8 −15.0
GC → PC Prb 0.8 0.01 24.0
IO → PC O2O — 43.0 —
IO → DCN A2A 1.0 0.47 —
PC → DCN O2O — −13.0 —
PC → BC Prb 0.4 2.4 —
GC → BC Prb 0.3 3.2 —
BC → PC Prb 0.5 −45.4 —

Notes: * The “T” column gives the connections’ type

from A to B in “Projection” with a value “V ” for

the parameter. “Rnd” implies that “V ” neurons ran-

domly picked from A connect to one neuron in B.

“Prb” implies that for each neuron in A there is

a probability V to connect to each neuron in B.

“A2A” denotes All-to-All connections, where all neu-

rons from A connect to all neurons in B. “O2O”

denotes One-to-One connections, where a neuron in

A connects to a corresponding neuron in B. N is the

total number of neurons of a specific type. ωinit and

ωmax are the initial and maximum value of synaptic

weights, respectively.

rate of 86± 8 Hz compared to 106± 65Hz reported
in Ref. 59 for maximal firing rate in GC while at
locomotion state. The sparse activity is achieved by
the aid of firing in GgC and the plasticity in synapses
between GC and GgC, to suppress the undesirable
activity and thus limiting number of active neurons.

The parameters of PC neurons are close to that
of bistable neurons demonstrated by Izhikevich,60

where analysis of the PC properties in Ref. 61 pro-
vides indications of bistable behavior, as shown in

(a)

(b)

Fig. 6. (Color online) Firing in (a) MF and (b) GC with
and without inhibition from GgC. Each assembly in MF
is highlighted by a different color.

Fig. 7(c). Hence, the neurons in PC fire simple spikes
with a firing rate of 70± 7 Hz (i.e. when no input is
introduced from IO through the CF) which is com-
parable to an average of firing rate of 50Hz.62 In
case of complex spikes a firing rate of 160± 14Hz is
achieved, which is mentioned to achieve in biologi-
cal counterpart to firing rates up to 400Hz.62 While
the modeled PC fire slower than the real cells, how-
ever the big difference in the firing rates of simple
and complex spikes facilitates the choice of adequate
learning parameters for proper modulation of the
PF synapses. It shall be noted from Fig. 7(d) that
higher firing rates are achieved in the beginning, cor-
responding to bigger errors (and thus higher activ-
ity in IO), then the rate of activity decreases. After
several trials, the strength of PF synapses increases,
and hence the firing rate increases. The biostabil-
ity achieved in PC relies on the inhibitory activity
from BC to be able to adjust the firing rates. While
BC is not included in the optimization objectives,
the obtained parameters refer to the fast spiking
activity which suits its interinhibitory role.51,63 The
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(a)

(b)

(c) (d)

Fig. 7. (a) The error in cerebellar predictions epred, as
defined in Eq. (29), as the learning proceeds for four tri-
als, (b) the average firing rates of IO and DCN, (c) the
phase portrait and (d) firing rates of PC.

spikes generated by IO is characterized by a low rate
(<3Hz) as seen in Fig. 7(b), which is comparable to
a firing rate 1 Hz reported,64 however a large number
of CF synapses connects between each neuron of PC
to a corresponding neuron of IO. This allows this low
frequency stimulus to trigger high frequency spikes
in PF. The maximum firing rate in DCN is 40± 8 Hz,
which is comparable to the instantaneous firing rate
30∼ 50Hz reported in Ref. 65.

4.3. Radial reaching

In Ref. 66, patients with cerebellar damage attempt
to reach radially towards targets at the same dis-
tance starting from the same central point with the
aim of testing the smoothness of movements of these
patients and joint motion coordination compared to
healthy persons. Similarly, the robot in this study is
commanded to reach radially towards target points
equally distributed in an eight-angled star shape with
a 45◦ internal angle and distant from the center 7 cm

(a)

(b)

Fig. 8. (Color online) (a) A representative motion of
target reaching. (b) The robot reaches the eight radial
targets starting from the center of the drawn circle with
targets apart 45◦ from each other. The performance is
shown for reaching to targets at the beginning, in the
middle and at the end of learning for six trials from left
to right. The black and red trails are for reaching without
and with cerebellum, respectively. The blue color refers
to the desired path.

each. It can be concluded from the robot movements
in the eight directions while relying only on DM in
the left panel in Fig. 8(b) that always the biggest
error is presented in the first generated motor com-
mands while the robot moves from rest. Thus, a small
distance is defined for reaching to demonstrate the
subsequent effects of the from-rest estimation error.
The cerebellar network training is done by repeat-
ing the reaching motion to each of the eight targets
only six times with an improvement in the reaching
motion as shown in the right panel in Fig. 8(b) com-
pared to what obtained after only three repetitions as
shown in the middle panel. The maximum deviation
recorded for repeating the reaching movement (after
training ends) 10 times in each direction is reduced
from ca. 21mm to ca. 8mm, and reduced by a mean
value of ca. 310% (from ca. 11.8mm to ca. 3.8mm),
while the time for executing reaching movements is
reduced by a mean value of ca. 235% (from ca. 26 s
to ca. 11 s). The training and testing are done one
by one for each direction. This outperforms the net-
work developed in Ref. 17, which can be considered
as a suboptimal cerebellar network compared to the
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(a) (b)

Fig. 9. (a) The network proposed in Ref. 17 and (b) the
results of radial reaching based after training the network
for eight repetitions.

network developed in this study where less biologi-
cal similarity is achieved through trial and error tun-
ing of the hyperparameters. The suboptimal network
developed in Ref. 17, as shown in Fig. 9(b), improved
the output from DM by only a reduction of 55% in
the maximum deviation and 120% in execution time,
after training for eight repetitions. Thanks to the
added neuron groups, GgC and BC, better similar-
ity to firing properties and more precise predictions
are achieved with the aid of the hyperparameter opti-
mization technique utilized.

4.4. Deformable object manipulation

To demonstrate the ability of the developed cere-
bellar controller to facilitate learning different skills,
an experiment is set for the robot to manipulate a
deformable object. The contour of the deformable
object is observed based on the color, and the
moments are calculated such that

Mij =
∑
x1

∑
x2

x1
(i)x2

(j)ϕ(x1, x2), (45)

where ϕ gives the intensity of pixels. The centroid
Cx = (Cx, Cy) is then calculated in pixels based on
the moment such that Cx = M10/M00 and Cy =
M01/M00 as explained in Ref. 67.

The centroid of the object is then converted to
the world coordinates using the intrinsic parameters
of the camera68:

x1 = (Cx − Px)
x3

F ,

x2 = (Cy − Py)
x3

F ,
(46)

where Cx and Cy denote to the components of the
centroid position in pixels, x3 is the object’s depth
away from the camera, Px and Py denote the prin-
cipal point and F is the focal length.

Fig. 10. (Color online) The upper panel shows the shift-
ing of the deformable object centroid (red dot) towards
the target point (green cross). The lower panel demon-
strates the almost linear decrease in the norm of the
distance between the centroid and the target. The plot
includes only the reaching guided by the proposed model
as reaching under guidance of DM, without CB, failed.

Similar to the motor babbling in case of end-
effector tracking, in this case motor babbling is car-
ried out and the corresponding value of centroid is
recorded for the joint values to be used for train-
ing DM. It shall be noted that using the same
parameters as those used in the previous experiment
fails to develop a proper map to guide the robot.
Thus, DM alone fails to drive the robot to manip-
ulate the object properly. However, the cerebellar
model and the control architecture allow to drive
the robot and develop the plastic synapses prop-
erly to guide the robot motion to deform the object
properly as shown in Fig. 10. The robot is given 10
random targets in the studied work-space which are
at least 5 cm apart from each other, only three of
which are reached using the DM with an average
final error of around 7 mm, while the 10 targets are
reached successfully with an average final error of less
than 4mm is achieved. While this study considers
using the centroid as one feature to manipulate the
deformable object, it may not be the optimal choice
to achieve such task. Other features can be explored
for future studies to give better candidates to reduce
the high-dimensional data needed to characterize a
deformable object.69

5. Discussion and Conclusions

In this study, a biomimetic control system is devel-
oped based on the detailed microcircuit of the cere-
bellum. A spiking cellular-level forward cerebellar
model is integrated with a differential map to help
improve the motion in terms of speed and deviation
from the desired path. The learning is supervised by
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a teaching signal based on task-based sensory feed-
back, in contrast to most studies in the literature
relying on joint-based errors as mentioned earlier.
The forward model, acting as a Smith Predictor,
then compares the expected output with the actual
one to build an anticipation of error for the next
cycle and provide corrections to the sensory feed-
back to the motor-cortex-like differential mapping
network, where the spatial motion plan is converted
into motor commands. Both the angular and spatial
accelerations are not included in this study as the
robot moves at moderate speed with a light struc-
ture, hence the motion dynamics is not an effective
factor.

While the optimization is carried out utilizing the
simulated robot, both the data collection for DM and
the testing/control phase are executed using the real
robot. The optimization takes an average of 300 iter-
ations to obtain the best candidates for each objec-
tive, which can still be handled by a real robot given
that safety procedures are taken into account. The
ability of the network to learn by babbling without
any prior knowledge and improve the accuracy by
learning from errors in TS makes the network a good
candidate to control robots with complex kinemat-
ics. However, it shall be noted that a proper choice of
the features learnt by the network would be crucial to
reduce of the amount of the babbling data collected
and the time needed to learn the task properly.

The network parameters are optimized using an
ATPE-based Bayesian Optimization. The optimiza-
tion is carried out step by step to avoid the complex-
ity of handling all the parameters at the same time.
This allows to achieve the desirable performance
while still maintaining the biological properties of
the network components. This allows for future stud-
ies to use the detailed computational model to study
cases with cerebellar damage in which monitoring
the activity of all the neurons simultaneously is not
feasible.

The obtained results show that cerebellum acts
to reduce the deviation from the target path and
the execution time. Additionally, it demonstrates the
ability to learn new skills such as deformable object
manipulation based on the error in task performance.
The developed model demonstrates the ability to
reduce the error in a certain direction in only few
repetitions indicating the fast convergence of learn-
ing, and the suitability to be further developed for

real-time adaptive robot control in multiple scenarios
and applications.

Moreover, it shall be noted from the conducted
experiments that the estimation error in DM is not
uniform across the map. This is related to the way
of collecting and introducing data for training. This
is analogous to having areas mapping different body
parts in the motor cortex having different density
of neurons depending on how frequent and accurate
are the motions generated by each body part. Hence,
providing sensory corrections from CB allows DM to
improve the quality of the motor output and points
to the possibility of transfer of learning by having the
cerebellum correcting the motion, and thus improv-
ing the quality of the training data introduced to
the motor cortex. The radial reaching experiment
obtained with the robot arm displays a fair similarity
with the observations in Ref. 66.

This study considers only the planar motion at
the end-effector as those carried out to test the
motion of patients suffering from cerebellar dam-
age. Future studies shall include nonplanar motions
and incorporate dynamics/forces acting at the end-
effector.20 Additionally, to scale up the proposed net-
work, several considerations have to be taken into
account: (i) DM scaling, similar to scaling up of MF,
PC, IO, and DCN, would be simply add additional
assemblies corresponding to the increased DOFs. (ii)
scaling GC, and consequently GgC and BC, would
depend on the size and dimensions of the defined
workspace, as well as the precision needed to encode
the states of the robot. (iii) for more complex map-
pings and larger workspaces it may be essential to
divide the latter into subspaces that can be approx-
imated by multiple forward models.

Future models would include more features,
where developing highly detailed models would allow
identifying cerebellar dysfunctions and studying
lesions at the cellular-level, which may not be pos-
sible using current state-of-art techniques. A more
detailed model for the motor cortex, with optimized
hyperparameters, would be included rather than the
currently simplistic model of DMSNN.
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