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A B S T R A C T   

Currently, hydrogen-oxidizing bacteria (HOB) based power-to-protein is a promising approach to produce 
alternative microbial protein (MP), however, the nitrogen source used was either derived from commercial 
products or was firstly recovered from waste streams and then diluted for HOB growth. In the present study, 
simultaneous ammonium recovery from wastewater and in-situ utilization for the green MP (derived from 
Cupriavidus necator 335) production was successfully demonstrated using a microbial electrochemical recovery 
conversion cell (MERC). 0.41 ~ 0.82 g/L of dried biomass (protein content 49 ~ 63%) was yielded in 36 h with a 
power supply of 3, 4, and 5 V. C. necator 335 could grow in the MERC system receiving wastewater with a broad 
range of ammonium (0.05 ~ 8 g N/L) and the highest biomass production of 0.9 g/L (protein content 54%) was 
achieved at 2 g N/L. 2.69 g/L of dried biomass containing 57% protein was obtained in 120 h with an initial 
supply of 1 L CO2 and 2 g N-NH4

+. Applied voltages and ammonium concentrations showed a minor impact on 
the amino acid profile. Furthermore, the MERC system was tested with real waste streams (e. g., municipal 
wastewater, and digestate) and 0.45 ~ 1.22 g biomass/L (protein content 52 ~ 62%) were harvested. The 
characteristics of the wastewater streams (e. g., ammonium concentration and conductivity) could significantly 
affect the system performances. The harvested MP from real wastewater showed a high quality of amino acid 
profile and implied a potential in substituting traditional plant/animal-based protein.   

1. Introduction 

It is predicted that the world’s population will keep growing and by 
2050 there will be 9 billion people on the planet [1]. As a consequence of 
the increasing world population, the demand for high-quality protein 
will be doubled by 2050 [2]. However, conventional protein production 
activities are now intensifying various environmental issues. For 
instance, a vast amount of fertilizers, pesticides, herbicides, and anti-
biotics have to be introduced to the processes to ensure high produc-
tivity and yield, resulting in negative impacts on water and soil 
environments and human health [3]. Meanwhile, enormous amounts of 
waste (e.g., straws, stems, manures, and urines) after the production 
must be well disposed of. Besides the solid wastes, the agriculture sector 
also contributed to about 13.5% of greenhouse gases (GHG) emissions 
[4], increasing the global concern about climate change. The competi-
tion of land and water by agriculture and graziery also threatens the 
biodiversity and the balance of the ecosystem [5]. Additionally, the 

conventional ways of protein production are prone to be interfered by 
extreme weather (e.g., drought, waterlog, and flood). Therefore, a more 
sustainable way of protein production is urgently needed. 

In this context, the power-to-protein (PtP) concept has been recently 
proposed [6–8]. In the PtP process, water is firstly split into hydrogen 
and oxygen with renewable electricity. Subsequently, the generated 
gases and carbon dioxide are assimilated as microbial biomass by a 
special group of bacteria (e.g., knallgas bacteria, or hydrogen-oxidizing 
bacteria (HOB)) [9,10]. The obtained biomass has been found with high 
crude protein content (approx. 70–75%) and therefore is referred to as 
microbial protein (MP) or single cell protein (SCP) [11]. The biological 
value of the synthesized MP is considered competent in replacing or 
supplementing conventional protein for feed and even food [12]. This 
MP production approach is regarded as sustainable because value-added 
MP is produced while the greenhouse gas (e.g., CO2) is fixed using 
renewable electricity. 

It has been found that the process of producing microbial protein 
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using HOB through water electrolysis would become economically 
feasible if the production cost could be reduced by 13% [13]. According 
to a report from Avecom, a company in Belgium, which conducted a 
pilot-scale MP study using recovered nitrogen from wastewater, the total 
revenues almost equaled the total cost. Among the expenses, hydrogen 
generation through water electrolysis and ammonium recovery from 
wastewater through air stripping contributed the most (35% and 30% of 
the total costs, respectively) [7]. In these cases, the production process 
was generally separated into several steps and units, including water 
electrolysis unit (for supplying gas substrates), nitrogen recovery unit 
(for providing nitrogen), and HOB fermentation unit (for MP accumu-
lation). To reduce the cost and simplify the production process, an in- 
situ water electrolyzer, in which simultaneous water electrolysis and 
HOB cultivation were achieved in one chamber, was recently reported 
[14]. However, during the MP synthesis in these studies, the nitrogen 
source, usually in the form of ammonium, was either directly supplied 
by dosing commercial compounds (e.g., ammonium chloride, and 
ammonium sulfate) or needed to be firstly recovered from waste streams 
by air stripping which is energy and chemicals supply intensive 
[7,12–16]. So far, MP production in a single reactor that can attain 
simultaneous water electrolysis, ammonium recovery, and microbial 
conversion has never been reported. If this ambitious hypothesis could 
be achieved, the MP production process could be simplified, more sus-
tainable, and eco-friendly. 

In the present study, an innovative microbial electrochemical re-
covery conversion cell (MERC) was for the first time developed and 
investigated for MP production. The MERC system consisted of two 
electrodes placed in two chambers separated by a cation exchange 
membrane (CEM) and driven by electricity. Ammonium from various 
waste streams was filled in anode chamber. With an external power 
supply, water splitting reactions (a) and (b) can happen in anode and 
cathode, respectively. 

2H2O→4H+ + 4e− + O2↑  

4H2O+ 4e− →4OH− + 2H2↑ 

Furthermore, ammonium can be transferred into cathode chamber 
through the CEM due to both free diffusion and the potential difference 
between anode and cathode. Thus HOB can grow protein-rich biomass in 
the cathode chamber using the hydrogen and oxygen gas generated from 
water electrolysis, the ammonium recovered from waste streams, and 
the supplied carbon dioxide, trace elements, and vitamins. The MERC 
could therefore realize the ammonium recovery, water splitting, and MP 
production in a single system synchronously. The effects of applied 
voltage and ammonium concentration in the anode chamber on HOB 
growth were investigated using synthetic wastewater. Afterward, the 
applicability of MERC was further validated with different actual waste 
streams, including municipal sewage and digestate. The amino acid 
profile of the produced MP was also investigated. Finally, the energy 
transfer efficiency and prospectiveness were discussed. 

2. Material and methods 

2.1. MERC setup and operation 

The MERC system was constituted of two identical polymethyl 
methacrylate frames separated by a CEM (CMI 7001, Membrane Inter-
national, NJ, USA). Alloy mesh (4 × 4 cm) coated with IrO2 was used as 
the anodic electrode, and titanium mesh (4 × 4 cm) was used as the 
cathodic electrode (Fig. 1). 170 mL of ammonium sulfate-rich synthetic 
wastewater was used as anolyte while the same volume of nitrogen-free 
medium was used as catholyte for HOB cultivation. The recipe of the 
medium was described previously [17] except removal of ammonium 
chloride and a supplement of sodium sulfate (2.35 g/L). The conduc-
tivity of the modified medium was around 7.5 mS/cm. Electricity was 
applied to the system by a direct-current power supply and a constant 

output voltage (0, 2, 3, 4, or 5 V) was maintained during the whole 
operation period. The voltage across a resistor (10 Ω) was logged by a 
digital multimeter (Model 2700, Keithley Instruments, Inc., USA) every 
half an hour during operation. Oxygen and hydrogen gas generated from 
each chamber were mixed together in a gas recycling bag and flushed 
into cathode chamber at a speed of 5 mL/min through a peristaltic pump 
(Watson-Marlow Flexion A/S, UK) and an aerator (5 μm, Brewferm, 
Belgium). An automatic pH controller (ProSystem Aqua, Spain) was 
used to maintain the pH of the medium in cathode chamber at around 
7.0. Cupriavidus necator 335 (DSM 531) purchased from the German 
Collection of Microorganisms and Cell Culture GmbH (DSMZ) was used 
as MP producer in this study. An adequate amount of the seed culture at 
log phase was inoculated to cathode chamber to assimilate the recovered 
ammonium for MP production. 

2.2. Bacterium growth and microbial protein quantification 

To track the bacterial growth, optical density at the wavelength 660 
nm (OD660) of the catholyte was measured by a spectrophotometer 
every 6 or 12 h and the values were used for determining the specific 
growth rate [17]. After cultivation in the MERC, the liquid in cathode 
chamber was collected and centrifuged at 8000 rpm for 10 min. The 
pellets were washed with deionized water three times and then lyoph-
ilized. The weight of the dried biomass, in other words, the produced 
MP, was termed as cell dry weight (CDW). The CDW production (PCDW, 
g/L) was defined as the weight of CDW harvested per liter of the medium 
in the cathode chamber. The amino acid profile of the MP was examined 
by an HPLC-MS/MS according to the method described before [17]. Of 
note, neither tryptophan nor cysteine was able to be detected by this 
method. The ratio of the total amount of all the amino acids detected and 
the weight of the CDW analyzed was termed the protein content (%) of 
the MP. 

2.3. Experiments procedure 

Initially, the MERC was operated at different voltages (0, 2, 3, 4, and 
5 V). The synthetic wastewater used as anolyte contained 1 g N/L of 
nitrogen in the form of ammonium sulfate and the conductivity was 7.9 
mS/cm. 250 mL of CO2 gas was injected into the gas recycling bag before 
starting. Operation of the MERC was stopped when bacterial growth 
ceased. Subsequently, synthetic wastewater with different ammonium 
concentrations was filled in the anode chamber of the MERC. 

Fig. 1. The schematic graph of the MERC system, 1, anodic electrode; 2, 
cathodic electrode; 3, gas recycling bag; 4, pump; 5, aerator; 6, pH probe; 
7, rotator. 
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Additionally, 250 mL of CO2 was supplied in the recycling bag. The 
system was operated for a longer period by re-injecting CO2 in the 
recycling bag and supplying more ammonium in anode chamber. 
Finally, wastewater streams, including influent from a municipal 
wastewater treatment plant (WWTP, Lyngby, Denmark) and effluent 
from a lab-scale continuously stirred anaerobic reactor (CSTR) treating 
municipal solid waste [18], were used to verify the feasibility of MERC. 
After running the system with municipal sewage (WW-1 group), the gas 
generated from the anode chamber was not connected with the gas 
recycling bag in the other three groups (WW-2, AD, and AD/WW) to get 
rid of the toxicity of chlorine. Accordingly, 500 mL of oxygen was 
directly supplied in the recycling bag initially in the three groups. In the 
group AD/WW, wastewater influent and effluent from CSTR were mixed 
as a specific ratio to reach a 7.9 mS/cm conductivity. 

2.4. Analysis and calculations 

Gas components including H2, O2, and CO2 were measured by gas 
chromatography (Trace 1310, Thermo Scientific, USA) equipped with 
different columns. The detailed measurement methods for H2 and CO2 
were described previously [19] and O2 was detected with hydrogen 
simultaneously using the same method. Ammonium in liquid phase in 
each chamber was measured using a commercial kit (Ammonium Test 
Kit 100683, Merck, Germany). Fixed nitrogen in protein was calculated 
according to Eq. (1). The conversion factor 5.6 was derived from the 
previous literature [20]. 

Nfixed(mg/L) = [PCDW × Protein content) / 5.6] × 1000 (1) 

The differences between each amino acid content in the protein 
harvested from different culture conditions were tested through a one- 
way analysis of variance (ANOVA). The tests were realized via using 
the function of “aov” and “TukeyHSD” in RStudio (version 1.3.1056). 

The total input electricity (WT) was calculated through Eq. (2), while 
the electricity consumed by the external resistor (WR) was calculated by 
Eq. (3), 

WT(kWh) =
∑tn

t0UIΔt
1000

(2)  

WR(kWh) =
∑tn

t0I2RΔt
1000

(3) 

in where, U (V) was the voltage supplied by the external power 
supply, I (A) was the current across the resistor calculated according to 
Ohm’s law, R was the resistance of the resistor (10 Ω), and Δt = 0.5 h. 
The energy converted into H2 (WH2) was calculated through Eq. (4), 

WH2 (kWh) = [(VH2 × 10-3) /Vm] × MH2 × 0.001 × 8 × 4 (4) 
in where VH2 (mL) was the volume of hydrogen gas generated, Vm 

(24.5 L/mol) was the molar volume of gas at 25℃, 1 atm, MH2 (2 g/mol) 
was the molar mass of hydrogen gas, 8 was the conversion factor one 
kilogram of hydrogen to H2-COD (kg), and 4 was the conversion factor of 
one kilogram of chemical energy in the form of COD to electricity (kWh) 
[13]. 

Therefore, the energy efficiency of water electrolysis was derived 
through Eq. (5). The energy converted into biomass was calculated 
through Eq. (6), 

ηE(%) =
WH2

WT − WR
× 100% (5)  

WB(kWh) =
PCDW × V
FH2− Biomass

× 0.001 × 8 × 4 (6) 

in where CDW (g/L) was the biomass production, V (L) was the 
volume of the medium in cathode chamber, FH2-Biomass was the con-
version factor of one gram of hydrogen to the biomass of HOB, 8 and 4 
were the conversion factor described in Eq. (4). The FH2-Biomass was the 
conversion factor of one gram hydrogen to biomass and referred from 

the stoichiometric equations derived from the dynamic autotrophic 
growth of C. necator [21]. Therefore, the hydrogen utilization rate (UH2) 
was calculated through Eq. (7). The energy efficiency of MP production 
(ηB) was obtained from Eq. (8), and the energy efficiency of the whole 
system (ηS) was calculated via Eq. (9). 

UH2 =

PCDW×V
FH2− Biomass

PCDW×V
FH2− Biomass

+ VH2 × MH2
× 100% (7)  

ηB(%) =
WB

WT − WR
× 100% (8)  

ηS(%) =
WB + WH2

WT − WR
× 100% (9)  

3. Results and discussion 

3.1. The effect of applied voltage on the MERC performance 

The performance of the MERC under different applied voltages (0, 2, 
3, 4, and 5 V) was investigated (Fig. 2). C. necator did not grow when the 
applied voltage was 0 or 2 V (Fig. 2A). With higher applied voltages (3, 
4, and 5 V) the growth stopped after 36 h and fell in a stationary phase 
afterward. The harvested CDW was 0.41, 0.82, and 0.81 g/L at 3, 4, and 
5 V, respectively. The maximum specific growth rate (μmax) of 0.139 h− 1 

was achieved at 4 and 5 V, while it was 0.122 h− 1 at 3 V. In the anode 
chamber, no bacterial growth was observed at any conditions because of 
the lack of nutrients and the dramatically decreased pH. The gases (H2 
and O2) production rate, i.e., the water electrolysis rate was significantly 
affected by voltages supplied (Fig. 2B and Fig. S1) and eventually 
affected the bacterial growth. For instance, the bacterium could not 
grow under 0 and 2 V because of the absence of H2 (Fig. S1B). Hydrogen 
evolution was promoted as the lifted applied voltage (3, 4, and 5 V) 
(Fig. 2B and Fig. S1B) and as a consequence, the bacterium grew better 
at 4 and 5 V than that at 3 V (Fig. 2A). The growths at 4 and 5 V were 
close which might be because at both conditions the H2 generated was 
sufficient for growth and became excess in the recycling bag. As the 
product of the other concomitant half-reaction of water splitting in the 
anode chamber, the O2 amount in the bag changed as a similar trend 
with H2 (Fig. S1C). 

Nitrogen essential for bacterial growth was present in NH4
+ (1 g N/L) 

in the anode chamber at the beginning of the batch run. The positively 
charged ammonium ions could pass through the CEM slowly by free 
diffusion without external power supply (0 V) and reached a balance 
between the two chambers after 60 h (469 and 548 mg/L in anode and 
cathode chamber, respectively) (Fig. 2C). Besides free diffusion, the 
ammonium migration could be driven by electroosmosis. The higher 
voltage (or the higher current) was applied, the more ammonium ions 
migrated to the cathode chamber, and the migration speed was faster 
(Fig. S2). Only 3.56% of ammonium (37 mg N/L) was left in the anode 
chamber under 5 V, while 38.3% of ammonium (392 mg N/L) remained 
in the anode chamber under 2 V. Ammonium was fixed into biomass 
mainly in the form of amino acids during the growth of the HOB in the 
cathode chamber. The protein accounted for over half of the CDW (48.9 
± 6.9%, 56.8 ± 7.5%, and 63.3 ± 9.6% at 3, 4, and 5 V, respectively). 
Parts of the ammonium might be assimilated as nucleic acids, and be lost 
in either the gas phase because of stripping, or precipitated with metal 
ions (e. g., struvite), or due to the direct/indirect oxidization in the 
anode chamber [22]. It was reported that the content of nucleic acids in 
dried biomass could reach 5 ~ 16% [23,24]. Fig. 2D shows the current at 
different applied voltages. As expected the highest current of approx. 
120 mA was achieved at 5 V, while the current was neglectable at 2 V. 
Furthermore, the change of current was in line with the gas generation 
rate. 

In previous reports about HOB cultivation in a single chamber water 
electrolyzer, the bacteria could keep a linear growth with enough CO2 
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and NH4
+, and the growth rate was determined by the H2 generation 

rate [14,15]. In the present study, the bacterial growth did not follow a 
linear mode mainly because carbon source (CO2) was not provided 
continuously and was becoming the limiting factor for growth (250 mL). 
The μmax (0.139 h− 1) at 4 and 5 V was close to the reported value by the 
single chamber water electrolyzer (0.14 h− 1) [14]. The specific growth 
rates were higher than the chemolithotrophic (CO2, H2, and O2) specific 
growth rates of C. necator reported previously, which were 0.094 and 
0.12 h− 1 under 1 and 4 atm, respectively [25] and were slightly lower 
than the μmax (0.154 h− 1) when cultivated in a shake flask in our pre-
vious investigation [17]. The results of gas generation implied that 
water electrolysis in the MERC required an external voltage of 3 V or 
higher. Compared with the theoretical potential of 1.23 V for water 
electrolysis, the results implied the overvoltages of about 1.77 V were 
presented in the system. The voltage losses might relate to characteris-
tics of the electrode materials, conductivity of the solution, and mass 
transfer limitations [15]. The protein contents in yielded MP (48 ~ 63%) 
were a bit lower than those reported in previous studies (60 ~ 70%) 
[12,26,27], which might be due to different analytical methods or dif-
ferences in the experimental setups. In these studies, the amounts of 
crude protein were determined by multiplying the fixed nitrogen 
amounts by the nitrogen conversion factor of 6.25, which was proved 
would overestimate the protein content [20,28]. However, the protein 
contents in the current research were obtained by summing up all the 
amino acids amounts detected by HPLC-MS/MS. In respect to amino 
acids analysis, some amino acids (e.g., tryptophan and cysteine) could 
not be detected using our current method thus underestimated protein 
contents were resulted in. Besides, metal ions (e.g., Fe2+, Ca2+, and 
Mg2+) that existed in the medium in cathode chamber might form pre-
cipitation [29] that were hardly washed out from pellets and therefore 
lowered the protein contents. 

In summary, the applied voltage had a significant influence on gas 
substrates production and ammonium migration, and therefore affected 
the MP production in cathode chamber. With an appropriate external 

voltage, the MERC achieved simultaneous water electrolysis, ammo-
nium migration, and nitrogen upcycling into C. necator biomass. In the 
subsequent experiments, 5 V was supplied to the system to ensure plenty 
of gas substrates. 

3.2. The effect of initial ammonium concentration on the MERC 
performance 

The ammonium concentrations in wastewater streams are quite 
distinct [30]. It may vary from dozens of milligrams per liter in 
municipal wastewater [31] to thousands of milligrams per liter in 
digestate [32]. High ammonium concentration could be toxic to HOB 
because of the potential inhibition of the activity of hydrogenase which 
is crucial during carbon dioxide assimilation [33,34]. Herein, synthetic 
wastewaters with different initial ammonium concentrations (0.05, 0.5, 
1, 2, 4, and 8 g N/L) were fed into the anode chamber to investigate the 
effect on the MERC performance. 

Clearly, C. necator survived under all the conditions (Fig. 3A). In the 
0.05 ~ 2 g N/L range, the bacterium grew better with a higher ammo-
nium concentration. Comparatively, it harmed microbial growth when 
ammonium concentration was above 4 g N/L. The yielded CDW was 
0.901 ± 0.003, 0.623 ± 0.002, and 0.796 ± 0.002 g/L with 2, 0.05, and 
8 g N/L, respectively. Similarly, the highest growth rate of 0.163 h− 1 

was observed at 2 g N/L. The initial ammonium concentration in anolyte 
had an effect on water electrolysis and gas evolution (Fig. 3B and 
Fig. S3) which was mainly caused by the change of anolyte conductivity. 
At low ammonium concentration (0.05 g N/L), the generated H2 gas was 
relatively low and was insufficient to meet the growth requirements 
(Fig. S3C). The low H2 production might be due to the low conductivity 
of anolyte (0.5 mS/cm), which significantly raised the internal resis-
tance of the system. The gas components in the recycling bag were 
similar when the ammonium concentration was at 0.5 to 4 g N/L. At the 
highest ammonium concentration (8 g N/L), H2 and O2 production were 
significantly higher than under other concentrations. The water 

Fig. 2. The performances of the MERC when supplied with different voltages (initial ammonium in anolyte: 1 g N-NH4
+/L). A) OD660 change of the medium in the 

cathode chamber; B) gas components in gas recycling bag at 0 and 60 h; C) ammonium distribution in the system at 60 h; D) current change during cultivation. 
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electrolysis efficiency might be enhanced by the extremely high con-
ductivity of anolyte (49.3 mS/cm). 

Ammonium migration was also affected by the initial NH4
+ con-

centration in anolyte (Fig. 3C). Ammonium was completely removed 
when low ammonium concentration was added to the anode (0.05 g N/ 
L). 83.55% of the ammonium was eventually assimilated into MP 
despite potential losses. With higher ammonium concentrations, 
ammonium exceeded the nutritional requirement of bacterium, and CO2 
became the growth limiting factor, and therefore ammonium accumu-
lated in the cathode chamber. In the anode chamber, the ammonium 
removal efficiency decreased with the increase of initial ammonium 
concentration. Specifically, more than 90% of ammonium could be 
transported to the cathode when the initial ammonium concentration 
was lower than 1 g N/L. Comparatively, it was only 66.51% when the 
initial ammonium concentration was 8 g N/L. 14.7 ~ 17.6 mg N of 
ammonium was fixed as MP when the ammonium was above 0.5 g N/L. 

Fig. 3D showed the current during operation of the MERC. It was in 
the 80 ~ 120 mA range when the ammonium concentration was higher 
than 0.5 g N/L. The lowest current (around 40 mA) at 0.05 g N/L was 
evidence of the low efficiency of water electrolysis. Notably, the current 
showed a slow decay after a period of operation indicated a corruption 
of the electrodes during electrolysis. Therefore, novel electrodes with a 
longer lifespan would need to be developed. 

It should be mentioned that to obtain a good growth of microor-
ganisms, the concentration of nitrogen source should be controlled in a 
proper range [33,35,36]. In most previous studies, HOB were cultivated 
at around 0.26 g N/L, which was considered the optimal concentration 
for the HOB’s growth [12,27,37]. Besides, it was reported that ammo-
nium concentrations higher than 4 g N/L could completely inhibit the 
growth of C. necator [17]. However, in the present MERC, C. necator 
grew at all the tested ammonium concentrations (0.05 ~ 8 g N/L). This 

may be because the ammonium migration in the system was relatively 
slow and the bacterium had already stopped growth (36 h) due to 
limited CO2 supply (250 mL) before the ammonium in the cathode 
chamber reached a harmful level (60 h). It would be worth investigating 
the threshold ammonium concentration leading to ammonia toxicity in 
the proposed MERC. Regarding ammonium migration, though higher 
ammonium concentration in the anode chamber meant a higher con-
centration gradient which should promote the ion diffusion, it would 
also lead to a high solution viscosity which may lower mass transfer 
efficiency [38]. 

Overall, the HOB C. necator was successfully cultivated in the MERC 
at a broad range of ammonium (0.05 ~ 8 g N/L). The results imply that 
the MERC has a promising potential in ammonium recovery and 
capturing in the form of MP, given the applicability to the broad range of 
ammonium concentrations (from municipal wastewater to digestate). 

3.3. Extended batch run with repeated CO2 supply 

The batch run of the MERC was extended by supplying more CO2 
(Fig. 4). In the control group (a), 250 mL of CO2 was added into the 
recycling bag in the beginning. In the group (b), 500 mL of CO2 was 
initially supplied, subsequently, 200 mL and 300 mL CO2 were added 
respectively to the recycling bag at 42 and 66 h (red arrow in Fig. 4A) 
when the CO2 was<10% in the recycling bag. Finally, in the group (c), 
1000 mL of CO2 was initially supplied, and 2 g N/L of ammonium was 
spiked into the anode chamber. 

Compared with the growth from the group (a), the growth of 
C. necator was extended from 36 to 72 and 114 h with more CO2 or 
ammonium supply in the group (b) and (c), respectively, and the growth 
rates were close (Fig. 4A). After cultivation, 2.0 ± 0.01 and 2.69 ± 0.01 
g/L of CDW was obtained from the group (b) and (c), which was 2.42 

Fig. 3. The performances of the MERC when fed with synthetic wastewater of different initial ammonium concentrations in the anode chamber. A) OD660 change of 
the medium in cathode chamber; B) gas components in gas recycling bag at 0 and 60 h; C) ammonium distribution in the system at 0 and 60 h; D) current change 
during cultivation. 
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Fig. 4. The MERC was operated at three different conditions, A) Change of OD660 in the cathode chamber, the red arrow indicated the repeated CO2 supply in the 
group (b), B) gas components in gas recycling bag at the beginning and end of the test; C) ammonium distribution in the system at the beginning and end of the test; 
D) current change during operation. (For interpretation of the references to colour in this figure legend, the reader is referred to the web version of this article.) 

Fig. 5. The amino acid composition of the yielded MP under different operation conditions (His: histidine, Ile: isoleucine, Leu: leucine, Lys: lysine, Met: methionine, 
Phe: phenylalanine, Thr: threonine, Val: valine, Arg: arginine, Ala: alanine, Asp: aspartic acid and asparagine, Glu/Gln: glutamic acid and glutamine, Gly: glycine, 
Pro: proline, Ser: serine, Tyr: tyrosine). 
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and 3.24 times of that yielded from the group (a). No gaseous CO2 was 
left in recycling bag in the group (a) and (c), however, 261 mL of CO2 
remained in the bag at 90 h in the group (b) (Fig. 4B). A similar amount 
of H2 gas was detected in the bag in the group (a) and (c) while the 
lowest H2 was in group (b) (Fig. 4B). With the extended operation, more 
ammonium was recovered and upcycled (Fig. 4C). Nitrogen contents of 
97.6 ± 0, 231.3 ± 0.03, 294.9 ± 0.03 mg N were assimilated into MP in 
the three groups. The protein contents in biomass obtained from three 
groups were similar (65.86 ± 0.15%, 64.49 ± 1.81%, and 61.44 ±
2.49%, respectively). The currents in the group (b) and (c) were similar, 
and both were a bit higher than that in the group (a) (Fig. 4D). However, 
all the currents were lower than 120 mA observed before. 

With repeated CO2 and ammonium supply, C. necator could keep 
growing for more than 110 h. In a reported single chamber water elec-
trolyzer, lower than 1.6 g/L of biomass was accumulated in 140 h [14]. 
Comparatively, in the present study, the biomass harvested with less 
reaction time (120 h) was 1.68 times higher. The results show that the 
MERC probably has a better performance on biomass accumulation than 
a single chamber water electrolyzer. Besides, ammonium can be 
recovered from wastewater. The results also reveal the possibility of 
operating the MERC system for an extended period. 

3.4. The amino acid profile under different operating conditions 

The amino acid profiles of the produced MP under different oper-
ating conditions were analyzed to assess the corresponding protein 
quality (Fig. 5). In general, the MP yielded at different voltages showed a 
similar amino acid profile (p greater than 0.05). The effect of applied 
voltage on the amino acid profile of MP has never been investigated in 
the past. It has been reported that the current density (2.14 vs 4.29 mA/ 
cm2) could significantly shift the community structure of HOB in a 
mixed culture fed with nitrate [39], but the impact of potential on 
protein synthesis was not examined. It was observed in this study that 
the amino acid profile of the MP derived under different voltages (3 ~ 4 

V, in the range of 1.25 ~ 7.5 mA/cm2) was not changed significantly. 
The results imply that the protein produced by C. necator 335 in such an 
electricity-driven system may keep a steady quality even at a fluctuating 
power supply. 

When the MERC operated with the synthetic wastewater containing 
different ammonium concentrations, the amino acid profile also showed 
little difference (p greater than 0.05). The results were consistent with 
the observation in our previous work [17]. The results indicate that the 
protein quality would not be significantly affected even when the pro-
posed system receives waste streams that contain ammonium in a wide 
range. 

3.5. Operation with real waste streams 

The system was then tested with actual wastewater streams (Fig. 6). 
When the system was tested with the influent from a WWTP (group WW- 
1), the bacterium grew at a very low rate and stopped growing after 72 
h. Chloride ions are widely found in the influent of WWTP [39], which 
could be oxidized into chlorine gas, and then inhibited the growth of 
C. necator. To verify this hypothesis, the gas generated from anode 
chamber was disconnected from the gas recycling bag, and 500 mL of O2 
was directly supplied in the bag (group WW-2). Consequently, the 
bacterium growth rate was close to that in group WW-1 in the first 42 h 
but was higher afterward until 60 h. It seemed that chlorine only showed 
a slightly negative effect on microbial growth. This may be because that 
the chloride in municipal wastewater is relatively low [40,41]. The 
OD660 stopped increasing mainly because of the exhaustion of ammo-
nium (Fig. 6 C) since the influent only contained 46.82 ± 0.11 mg N- 
NH4

+/L of ammonium. 96.1 ± 0.24 % and 95.2 ± 0.24% of ammonium 
were removed from wastewaters (group WW-1 and WW-2, respectively) 
in anode chamber. At the end of batch run, 94.2% and 93.5% of the 
recovered ammonium was eventually fixed into 0.48 ± 0.001 and 0.45 
± 0.003 g/L of CDW (51.9 ± 4.1% and 54.9 ± 3.1% of protein), 
respectively. 

Fig. 6. The performance of the MERC treating real waste streams. A) the OD660 change of medium in cathode chamber; B) gas components in gas recycling bag at the 
beginning and end of the test; C) ammonium distribution in the system at the beginning and end of the test; D) current change during operation. 
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Subsequently, ammonium-rich digestate (approx. 6238.5 ± 47.7 mg 
N/L) obtained from a CSTR reactor was fed into the MERC system (group 
AD). The bacterium grew well in the cathode chamber, and 1.22 ±
0.003 g/L CDW was harvested in 60 h with a protein content of 51.8 ±
3.1%. In the group of AD/WW (a mixture of municipal influent and 
digestate), 0.96 ± 0.006 g/L of CDW was yielded with a protein content 
of 62.3 ± 4.4%. 

The conductivity of influent from WWTP was only 1.6 mS/cm, 
resulting in a low current of 80 mA in the MERC. Once the MERC was 
tested with the wastewater (AD/WW) with a relatively higher conduc-
tivity (7.9 mS/cm), the current reached 100 mA. A higher current 
(around 120 mA) was observed while treating the digestate which had 
an extremely high conductivity (64.5 mS/cm). The high current would 
contribute to the high efficiency of water electrolysis. Therefore, the 
growth of HOB was faster with a higher current due to the enhanced 
production of H2 and O2. 

The amino acid profiles of the MP produced during the tests were 
also examined (Fig. S4, Fig. 7). Though real waste streams contained 
different ammonium concentrations, they showed little effect on amino 
acid profile except for Glu/Gln (glutamic acid and glutamine) and Tyr 
(tyrosine) (Fig. S4). The protein produced from digestate (group AD) 
had a significantly high amount of Glu/Gln compared with other groups 
(p < 0.05). Nevertheless, it had a lower content of Tyr (p < 0.05 
compared with group AD/WW, p < 0.01 compared with group WW-1 
and WW-2). 

The amino acid profiles were further compared with the recom-
mended recipe from World Health Organization (WHO) [42]. In general, 
the protein produced by C. necator 335 in the proposed MERC using 
various real waste streams is competent to be a feed or food alternative. 
Several amino acids were clustered as sulfur amino acids (SAA, 
including Met and Cys), branched-chain amino acids (BCAA, including 
Leu, Ile, and Val), total aromatic amino acids (TAAA, including Phe and 
Tyr), and dispensable amino acids (DAA, including Arg, Ala, Asp, Glu/ 
Gln, Gly, Pro, and Ser). The protein produced from real waste streams 
contained higher amounts of His, Thr, BCAA, and TAAA, competent 
amounts of Lys, SAA, and DAA (Fig. 7). 

3.6. The energy efficiency of the system 

Firstly, a control test was performed to evaluate the efficiency of 

water electrolysis in the MERC. Synthetic wastewater containing 1 g N- 
NH4

+/L was filled into anode chamber and nitrogen-free HOB medium 
was used as catholyte. The MERC system was operated for 84 h with 5 V 
applied voltage. The hydrogen evolution rate was about 26 mL/h (R2 =

0.996) (Fig. S5), and the energy efficiency was 20.1%. In the conven-
tional single chamber electrolyzer, the hydrogen evolution rate was 5.3 
× 10-7 kg/h, i. e., 6.5 mL/h, but the energy efficiency was 78% [14]. 
Industrial water electrolysis could reach an energy efficiency of 70% 
[13]. It should be noted that the MERC was developed for proof of 
concept in this study. The energy efficiency of water splitting in the 
MERC needs to be further improved during scaling-up in the future. 

The hydrogen utilization rate and the energy efficiencies of the 
system while treating various real waste streams were calculated and 
summarized in Table 1. Generally, the hydrogen utilization rates were 
lower in the tests of WW-2 (45 ~ 58%) and AD (49 ~ 62%) compared to 
the results of group AD/WW (79 ~ 87%). In the WW-2 group, the low 
ammonium concentration suppressed the growth of C. necator 335, 
thereby leading to a waste of hydrogen. In the group AD, the excep-
tionally high conductivity of the digestate enhanced the efficiency of 
water electrolysis by lowering the internal resistance. In this context, the 
gas generation rate was higher than the growth rate of HOB, and the gas 
mass transfer could also limit the hydrogen utilization rate. Higher 
hydrogen utilization rates were achieved in single chamber electrolyzer 
(close 100%) [14], indicating that the MERC needs further optimized 
with an adequate external power supply and higher gas mass transfer. 

Regarding the energy efficiency of biomass conversion (i. e., MP 
production), the system performed better in the group AD and AD/WW 
(74 ~ 142%) because of the better growth of HOB. Similarly, the energy 
efficiency of the whole system was higher in the group AD and AD/WW 
(86 ~ 147%) mainly because of the higher biomass production. 121% of 
energy efficiency was achieved when the current density was 2.14 mA/ 
cm2 in a single chamber electrolyzer for the growth of a mixed HOB 
culture. The energy efficiency quickly decreased to 14% when the cur-
rent density was shifted to 4.29 mA/cm2 [39]. In the present study, 
C. necator 335 showed higher tolerance to high current density (5 ~ 7.5 
mA/cm2) than the mixed culture fed with low nitrate concentration 
(around 80 mg NO3

–/L). 

4. Perspective and limitations 

The protein-rich MP was produced by a HOB strain in the designed 
MERC using ammonium from various waste streams. The process can be 
driven by renewable electricity and have a low environmental footprint. 
Without considering the environmental benefits, the electricity cost on 
MP production in the proposed MERC was in the range of 97 ~ 168 
kWh/kg CDW. Given that the renewable electricity price is 0.05 €/kWh 
(e. g., the off-shore and on-shore wind electricity prices were 0.05 ~ 
0.07 €/kWh and 0.03 €/kWh in 2016) [43] and protein content is 60%, 
the CDW and pure protein price produced from the MERC will be 4.85 ~ 
8.4 €/kg CDW and 8.08 ~ 14 €/kg protein, respectively. The price is 
higher than the cost reported from a single chamber electrolyzer (3.4 
€/kg CDW and 5.4 €/kg protein) [44], but the MERC could upcycle 
ammonium from wastewaters which would provide additional envi-
ronmental and economic benefits. 

In general, the energy costs need to be further reduced to compete 
with other protein sources. Firstly, the efficiency of water electrolysis 
could be significantly promoted by employing novel electrodes. For 
instance, as high as 85% of energy efficiency was reported using ionic 
activated electrodes [46]. Assuming that the water-splitting efficiency in 
the MERC could be increased from 21% to 60%, the costs on protein may 
be reduced to 2.7 €/kg protein. Secondly, the cost of the process can be 
reduced by optimizing gas mass transfer and gas components ratio 
controlled. Thirdly, the synchronous synthesis of prebiotic (poly-
hydroxybutyrate) by C. necator could further increase the commercial 
price of the HOB meal [13]. Besides, HOB strain/culture with a higher 
growth rate may be isolated or enriched to increase protein production 

Fig. 7. Distribution of amino acids in the MP produced from ammonium con-
tained real waste streams and the nutritional requirements of adults recom-
mended by WHO were indicated by the red dot lines in figure. (For 
interpretation of the references to colour in this figure legend, the reader is 
referred to the web version of this article.) 
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and productivity. 
Besides energy efficiency, some other parameters could also be 

optimized in future studies. For instance, the energy in the waste streams 
was lost from the anode chamber through removal other than recovered. 
Therefore, the configuration of the MERC system needs to be optimized 
(e. g., coupling with a microbial fuel cell to recover the energy from 
waste streams). The hydrogen utilization rate needs to be enhanced to 
reduce the risk of explosion. The pH of anolyte and catholyte is changed 
drastically during cultivation. Thus, alkalis are required to neutralize the 
wastewater before discharging, and acids must be amended to the me-
dium in cathode chamber to maintain an optimal pH for bacterial 
growth. The expensive costs of cation exchange membrane and elec-
trodes are still hindering the application of the MERC system, which 
needs to be further reduced. 

5. Conclusion 

An electricity-driven microbial electrochemical recovery conversion 
cell was demonstrated in this study. With a power supply of higher than 
3 V, protein-rich biomass was produced in the form of the hydrogen 
oxidizing bacterial (HOB) strain C. necator 335, in the cathode chamber. 
Ammonium recovered from the anode chamber was used as nitrogen 
source to C. necator. Ammonium solution was added in the anode 
chamber at a concentration range of 0.05 ~ 8 g N-NH4

+/L. Neither 
supplied voltage (3 ~ 5 V) nor ammonium concentration (0.05 ~ 8 g N- 
NH4

+/L) showed a significant impact on the amino acid profile of the 
produced MP. The system can be applied to real ammonium-rich waste 
streams, and the performance is mainly affected by the characteristics of 
the waste streams. High energy efficiency can be achieved when treating 
ammonium-rich wastewater. The produced protein has a good amino 
acid profile, containing essential amino acids and can meet the nutri-
tional requirements of adults according to WHO recommendation [42]. 
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