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SUMMARY 

This paper applies the proportional-integral (PI) observer in connection with loop transfer recovery (LTR) 
design for continuous-time systems. We show that a PI observer makes it possible to obtain time recovery, 
i.e., exact recovery for t -+ -, under mild conditions. Based on an extension of the LQG/LTR method of 
proportional (P) observers, a systematic LTR design method is derived for the PI observer. Our recovery 
design method allows time recovery and frequency (normal) recovery to be done independently. 
Furthermore, we give explicit expressions for the recovery error when asymptotic recovery cannot be 
obtained. A design example demonstrates the advantages of time recovery in the nonminimum phase case. 

KEY WORDS loop transfer recovery; proportional- integral observer; non- minimum phase systems 

1. INTRODUCTION 

Since the appearance of the papers by Doyle and Steinsv6 dealing with loop transfer recovery 
(LTR), many papers have been written on this topic for both continuous- and discrete-time 
systems. The reason for the current research effort is that one is required to (a) provide LTR 
design with low gain, (b) consider the trade-off between the level of LTR and the necessary 
gain, which in turn relates to fundamental trade-offs in control system design, (c) handle non- 
minimum phase systems, (d) achieve recovery at both the plant input and output, and (e) 
provide a parallel treatment for discrete-time systems. Recent works, including Lee and Chen,’ 
Okada er ~ l . , ’ ~ . ’ ~  NiemaM er ~ 1 . , ’ ~ ~ ’ ~  Shafai et al.” and Saekil’ concentrated on these issues; and 
both observer-based controllers and general compensator structures were proposed. The applied 
observer types have been, in most cases, full-order or minimal-order observers, but more 
general observer architectures have also been used in LTR design. 

Beale and Shafai3 introduced the proportional-integral (PI) observer in LTR design. A PI observer 
is an observer with an integrating effect which takes care of the asymptotic time behaviour. The 
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results derived in Reference 3 are based on an extension of the LTR results for full-order observers 
given in References 5 and 6; however, Niemann er al.'4 later presented more general forms. 

The main benefit of the PI observer is the time recovery effect. Under mild conditions the PI 
observer results in exact loop transfer recovery (ELTR) as time tends to infinity, termed as time 
recovery. Another advantage over the usual full-order, proportional (P) observer is the need for 
relatively low observer gains. This benefit makes the PI observer useful from a practical 
standpoint since bounded controller gains are often a design condition which limits the LTR 
design. In general, a PI observer allows good recovery at low frequencies even without 
employing specific LTR design methods, whereas the usual full or reduced-order P observer 
allows good recovery at low frequencies only in the limit. Unfortunately, the formulation given 
in Reference 3 cannot be used systematically as in LQG, pole placement, etc. due to too many 
free parameters. To overcome this problem a new formulation of the PI observer was given in 
Reference 12. This new formulation allows one to use systematic design methods. 

An alternative way to obtain good recovery at low frequencies, is to augment integrators to 
the plant before the target design is By doing this, the target design is changed in 
such a way that it is easy to recover the target loop at low frequencies. However, this implies 
that in this approach, the target loop is no longer entirely free, because an integral effect needs to 
be included in the target loop. In contrast, when the PI-observer approach is used, the integral 
effect is included in the observer. Therefore, the target design is completely free. 

In this paper we use this new formulation of the continuous-time PI observer to derive 
systematic LQG and LQG/LTR design methods for PI observers. 

2. CONTINUOUS-TIME PI OBSERVER 

2.1. Full-order PI observer 

Consider a finite-dimensional, linear, time-invariant system C described by a stabilizing and 
detectable state-space realization ( A ,  B ,  C): 

x:li y = c x  = Ax + B' 
where x E R", U E R', and y E R" with m 3 r,  n > m, ( A ,  B )  stabilizable, ( C ,  A )  detectable, C 
and B has full rank. 

Let the plant be controlled by an observer-based controller having the state feedback 

u = FA?+ r = w + r (2) 
where F is the state feedback gain and 2, the state estimate. F is required to be stabilizing, i.e. 
A + BF having eigenvalues in the left half plane and otherwise free. The states are estimated by 
a proportional-integral (PI) ~bserver :~. '~  

k =M + K ( C ~  - y )  + BU + HV 
zo:[  V = C f - y  (3) 

where v E R ", K is the P observer gain and H, the I observer gain. The PI observer is required to 
be internally stabilizing, which is satisfied if and only if all the eigenvalues of the matrix 

A + K C  H 
R = [  c 01  

have negative real parts. 

(4) 
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Note that the two gains K and H cannot be designed independently, which complicates the 
observer design. Furthermore, there are 2(n x m) parameters to be selected for placing the n + m 
closed-loop poles. There does not exist any direct method at this time for the design of K and H 

Instead of using the PI observer described above, we modify it and use this modified version 
to derive systematic design methods. The dual version of the PI state feedback' gives the 
following PI observer, as shown in Figure 2: 

in (3). 

k = A i  + K,(Cx^ - y )  + Bu + Bv 
%:{ it = K,(Cx^ - y )  

where KI E R""'". Note that when KI = 0, Kp = K we have a conventional P observer as shown in 
Figure 1. The stability condition requires that the eigenvalues of R, given by 

A + K , C  B '=[ K,C 01 

have negative real parts. 
In this configuration, the number of design parameters for placing the n + m observer poles 

reduces to (n  + m) x m. Moreover, it is now possible to derive systematic design methods by 
considering the closed-loop system as an extended state system. The PI observer-based 
controller can be represented by 

where 

Figure 1 
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and 

F,= [ F  01 (9) 
Methods such as LQG, eigenstructure assignment, etc. can now be applied as in ordinary 
observer design to determine the gain Kx.25*23.18 

2.2. Reduced-order PI observer 
The difficulty encountered in the past for the design of a reduced-order PI observer can be 

overcome by considering Cp, as applied to the subsystem of C. Without loss of generality, let us 
assume that 

c= [ I ,  01 (10) 
and, hence, the system described by (1) is in the form 

X 2  = A 2 ,  x.2 + Bii 

7 = A 12 x2 
where 9 = y - A , ,  y - B,u ,  ii = [yT uTIT, and B = [A2, B 2 ] .  Furthermore, let the state feedback 
gain F be partitioned consistently as 

F = [ F ,  F21 (12) 

Recall' that for a reduced-order P observer of the form 

i = DZ + Gy + Hu 
P = MZ + Ny 

we have the following constraints: 

Re[il(D)] < 0 

TA - DT = GC 

H = T B  

M T + N C = I  

where the (n - m) x n mamx T relates the observer and the system through z = Tx + e ,  which in 
turn is related to the state reconstruction error by i = x̂  - x = M ( z  - Tx).  Figure 2 shows the 
conventional reduced-order P observer. 

Y 
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Under the above partitioning for E, the matrix T is of the form T = [ -L I ] ,  and the observer 
matrices D, G and H are given respectively by 

D =A22 + LA,, 
G =A,, + L A , ,  - LA12L - A22L 

H = B2+ LB, 
Note that the estimated states are specified by 2, = x, = y and i2 = z - Ly. 

Now we are ready to define the following reduced-order PI observer:I4 

An extended state form of (21) is given by 

E,,,: Z=AE3+LE(CEZ-y)+ BEE 

where 9 = [2: wTIT and 

To avoid the need for differentiators, due to the presents of y in J ,  we rewrite (22) with 
respect to a new variable, zE = 5 LEy, as follows: 

where &= [2T wTIT is an extended state estimate. The matrices DE, GE, and HE are given 
respectively by 

where 

and 

The reduced-order observer given by (24) includes, inherently, the integral term and has the 
same configuration as depicted in Figure 2 with the parameters (DE, GE, HE, ME, NE) replaced 
by (D ,  G, H, M, NI. 

Using the form of ZRPI given in (24), we can now apply systematic design methods as in 
conventional reduced-order observer design22 to determine the gain L,. Since our main interest is 
LTR design of P and PI observers, we shall consider this in the next section. 
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3. LTR WITH PAND PI OBSERVERS 

To design a controller for the system C by the LTR design methodology, we first determine a 
static state feedback, the target design, which satisfies our design specifications. The design 
specifications, such as robust stability and nominal performance conditions, are assumed to be 
reflected at the plant input point.25 

Based on the target (full-state feedback) design gain F for the system C, the target sensitivity 
function is given by 

s T F L ( s )  = (z -LTFL(s))-' (30) 
where LTFL(s) = F ( s l  - A)  - 'B  represents the target (full-state feedback) loop transfer function. 
Next the LTR step is performed in which we attempt to recover the target design over a range of 
frequencies by a dynamic compensator C(s). This step gives a full-loop, sensitivity transfer 
function of the form 

(31) 
where G(s) represents the plant transfer function. 

Assuming that C(s) is implemented via an observer (or Kalman filter) based controller, the 
resulting loop transfer function C(s )G(s ) ,  in general, is not the same as the target loop transfer 
function LFL(s). In the LTR step the required observer is designed so as to recover either 
exactly (perfectly) or asymptotically (approximately) the target loop transfer function. 

For a more careful analysis, we define the sensitivity loop transfer recovery error as 

S,(s) = ( I  - C(s )G(s ) ) - '  

ES(s) = sTFL(s) - sI(s) (32) 
and say that exact loop transfer recovery at the input point (ELTRI) is achieved if the closed- 
loop system comprised of C(s) and G(s) is asymptotically stable and E s ( s ) = O .  To define 
approximate or asymptotic LTR at the input point (ALTRI), see References 6 and 25, we 
parametrize the family of controllers as C(s, q ) ,  where q is a positive scalar, and say that 
ALTRI is achieved if the closed-loop system is asymptotically stable and S,(s) + S,,(s) 
pointwise in s as q + 00, i.e., Es(s ,  q )  + 0 pointwise in s as q + 00, 

The sensitivity recovery error is related to the so-called recovery matrix M,(s )  given in 
Reference 14 by the equation 

= sTFL(s)M,(s) 

With this background we are ready to discuss the LTR of full-order observers. 

3.1. ELTRI and ALTRI with full-order P and PI observers 

function 
3.1 .I. Overview. Consider the full-order P observer-based controller having the transfer 

(33) 
where F and K are the regulator and observer gains, respectively. Then ELTRI is achieved if and 
only if Es(s)  = 0 or equivalently M , ( s )  = 0 where 

C ( S )  = F(sl - (A + KC) - BF)- 'K 

M, ( s )=  F ( s Z - A - K C ) - ' B  (34) 
In practice, the condition M , ( s )  = 0 cannot always be satisfied exactly. Consequently, the size of 
M,(s)  should be made small in some sense. 
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Let the controller be parametrized in terms of the observer gain by K(q) .  Then to obtain 
ALTRI we seek a K ( q )  such that for all w 

M , ( j w )  = F(jwZ - A  - K(q)C) - 'B  + 0 as q + 00 (35) 
The literature reports several methods5,2*25*23,1R of obtaining such a K( q).  Usually, exact 

recovery is not possible. Hence, good recovery can be achieved only in the limit as q + - which 
implies that 11 K ( 4 )  11 + -. 

Increasing the gain K ( q )  is related to the level of recovery and requires minimization of 
omax[M,( jw)].  This trade-off can be visualized in terms of the trade-off between the singular 
values of the sensitivity and complementary sensitivity functions, reflecting the trade-off 
between robust stability and performance, and the level of recovery which is related to the 
singular values of M,(j 0). Sogaard-Andersen and NiemannZ4 derived analytical expressions and 
bounds which relate these singular values. More recently Stoustrup and Niemannz7.28 introduced 
LTR design methods which use H, control theory. These results enable one to examine the limit 
of recovery for both minimum and non-minimum phase systems. Consequently, Saeki" and 
Niemann et a1.15 developed HJLTR procedures with a specified degree of recovery. 

Other approaches consider observer-based controllers having structural changes so that either 
ELTR or ALTR is achieved without large filter or regulator gains. Consider the closed-loop system 
comprising a plant and full-order P observer-based controller as shown in Figure 1. Both closed- 
loop asymptotic stability and ELTRI can be achieved under the assumptions that (1) FB = 0, (2) the 
plant has all of its infinite zeros of order one (i.e., CB has full rank), and (3) the plant is left 
invertible and has all its invariant zeros in the left half s-plane (i.e.. the plant is minimum phase). 

Since FB = 0 severely restricts the design of ELTRI systems, most researchers have focused 
attention on ALTRI methods. Here one tries to find a gain K which satisfies (35) as we discussed 
earlier. If the plant is left invertible and minimum phase, it can be shown that there exists such a 
gain which both achieves ALTRI and guarantees asymptotic stability. 

The loss of robustness in observer-based systems is due to the path from the control signal U 
to the observer via the control input matrix B as depicted in Figures 1 and 2. Based on this 
observation Saberi et al.," removed the aforementioned path at the outset of controller design. 
This technique leads to a new compensator design philosophy which is outside the realm of 
observer theory and, hence, the separation principle. Consequently, one must prove that closed- 
loop stability and LTR are simultaneously achieved. For a plant which is neither minimum phase 
nor left-invertible, Saberi et al. , I R  established necessary and sufficient conditions for the 
existence of a recoverable target loop for observer-based and general compensator structures, 
respectively. They have shown that the set of recoverable target loops is nonempty if and only if 
an auxiliary system constructed from the plant is stabilizable by a static output feedback. This 
leads to a surprising result which states that the strong stabilizability of the plant is a necessary 
condition for the plant to have at least one recoverable target loop. 

Within the framework of observer theory, attempts have been made to define alternative structures. 
An interesting approach which achieves ELTR, under the assumptions (2) and (3 )  above, is reported 
in Reference 16 whereby an output feedback path having a gain Q, shown by the broken line of 
Figure 1, is added to the configuration. The resulting characteristic equation of the closed-loop system 
is given by the product of det(sZ - A  - KC), which is from the observer or Kalman filter and thus 
stable, and det(sZ - A  - BF + BQC). The latter polynomial remains stable despite how large Q 
becomes, provided that (1) CB has rank m (m d r )  and (2) A(s) has rank n + m for all  s where 

- - 
A(s) = 
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Okada et al.'7 proposed an optimization technique to determine a Q so that stability and 
performance robustness requirements are satisfied while ALTRI or ELTRI is realized. It has 
been shown that with PI6 and PI4 observers, ELTRI can be achieved by including this output 
feedback path with the usual assumptions on the plant as stated above. Section 3.2 explores the 
rationale behind this achievement of ELTRI in connection to the LTR design of reduced-order 
observers. 

A precompensator may be used in an ELTRI system to improve the response properties with 
respect to parameter perturbations and disturbances. The precompensator makes behaviour of 
the perturbed closed-loop system between r and y similar to that of the optimal, full-state 
regulator. For arbitrary response characteristics one can use a prefilter or extended perfect model 
following the methods of References 16 and 17. The drawback of these precompensation 
methods is the increase in controller dimension. 

To overcome this increase in controller dimension, one may add an output estimating error 
feedback loop with gain P as shown by the broken line of Figure 1. Since this loop does not 
change the closed-loop response characteristic, the resulting system does not require a 
precompensator and is, therefore, termed as an implicit model matching system. The 
possibility of achieving recovery at both the plant input and output makes this method 
advantageous; however, it is generally difficult to realize this goal with a fixed gain P ,  and one 
is required to use a dynamic gain matrix. Shafai et analysed P and PI observer-based 
controllers, as shown in Figures 1 and 2, with both P and Q considered as general dynamic 
structures. 

Our discussion so far has concentrated on full-order observer-based controllers with the target 
loop specified at the plant input point. Similar arguments pertain to the case where the target 
loop is specified at the plant output point. In this case we try to achieve ELTRO or ALTRO; 
however, we shall not elaborate on these topics. 

3.1.2 ELTRI AND ALTRI with PI observers. For the PI observer-based controller as 
described in Section 2.1, we obtain the following result. 

Lemma 3.1 

Consider the system (1) with the controller (7). We get 

E&) = &=L(S)MI(S) (37) 

(38) 

(39) 

where the recovery matrix M ,  is given by 

M ~ ( s )  = F , ( d  -A ,  - K,C,)-'B, 
= sF(sZI - s ( A  + KpC) - BK,C)-'B 

Proof. The proof can be found in Reference 14. 0 

As shown above the matrix M , ( s )  introduced here is strongly related to the recovery error. In 
Reference 14 it has been shown that M , ( s )  is the open-loop transfer function between the 
control input signal and the control output signal of the observer. Henceforth we shall call M , ( s )  
the recovery matrix. 

Using Lemma 3.1 we give the following necessary and sufficient conditions on M , ( s )  for 
exact or asymptotic recovery. 



LTR DESIGN OF PROPORTIONAL-INTEGRAL OBSERVERS 679 

Lemma 3.2 

Let the sensitivity recovery error be given by (32). ELTRI is obtained if and only if one of the 
following equivalent conditions holds: 

E&) = 0 

M , ( s )  = 0 

I I~S. . ( * ) I I "<  E 

IIME.€(-)IIH< E 

ALTRI is obtained if and only if for all E > 0 there exists a controller C, such that 

or equivalently 

where E S , E ( ~ )  and M,, , ( s )  correspond to C,(s) and where l l - l l H  is the X2 or the X-, norm. 

Proof. See Reference 14. 

In some cases the step response of the recovery error E, tends to zero as t + - which happens 

Motivated by (37) let us define time recovery in the following way. 
exactly when lims+oEs(s) = 0. 

Definition 3.1 

Let M , ( s )  be the recovery matrix. Time recovery is obtained if and only if 

M,(O) = 0 (44) 

Time recovery means that we obtain exact recovery in the steady state ( t  + -). Traditional 
LTR design normally yields a steady-state recovery error; see the example in Reference 27. It is, 
in general, difficult to obtain time recovery with an arbitrary observer type. As pointed out 
above, however, the PI observer architecture facilitates time recovery under mild conditions. 
These conditions are given in the following theorem. 

Theorem 3.1 

Time recovery is obtained if and only if the largest invariant subspace of the matrix A,'BK,C, 
where A,  = A + K p C ,  contained in the controllable subspace of the pair (A,'BK,C, A,'B) 
corresponding to the eigenvalue s = 0 is itself contained in the unobservable subspace of the pair 
( F ,  A,'BK,C). 

Proof. See Appendix A. 0 

From the constructive proof, we can easily find verifiable matrix conditions corresponding to 
Theorem 3.1. The corollary below follows from the observation that the only trajectory which 
tends to zero as t + - for a system in which all of its eigenvalues are zero is the zero trajectory. 
In particular sFT, (sl + J,)-'S,A,'B + 0 as s + 0 if and only if FT, (sl+ J o ) - ' S I A i ' B  is actually 
the zero transfer function or, equivalently, the triple ( F T , ,  Jo, S,A,'B) has no states which are 
both controllable and observable. 
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Corollary 3.1 

Let the Jordan normal form of the matrix AilBK,C be given by 

where J, contains all Jordan blocks associated with the eigenvalue 0 according to the 
partitionings 

Then time recovery is obtained if and only if 

FT,(S,AK'B, JoSIA,'B, ..., J,"-'SIAilB) = 0 (47) 

The condition on K, for time recovery is not simple, but it will generically be satisfied if K,C 
has full row rank. The full row rank condition for K,C, however, is neither necessary nor 
sufficient. 

3.2. ELTRI and ALTRI with reduced-order P and PI observers 

Consider the reduced-order observer-based control system of Figure 3, and let the plant be 
left-invertible, minimum phase and have all of its infinite zeros of order one. Then both closed- 
loop asymptotic stability and ELTRI can be achieved; that is, one can recover exactly the target 
loop transfer function L(s). This is then satisfied if (16) reduces to 

H=TB=O (48) 
It is well k n ~ w n ~ ~ ~  that such a T exists if and only if the mamx product CB has full rank 
(det(CB) # 0 for rn = r), with a free target design. With respect to the partitioning of the system 
C given in (1 l), the condition for ELTRI given by (48) reduces to 

B2 +LB, = o  (49) 

-b 
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For the reduced-order P observer-based implementation, the sensitivity recovery error, and 
recovery matrix are given by 

Esr(s) = S,,(s)M~r(s) (50) 
(5 1) M ~ , ( s )  = F 2 ( d  -A22 - LA,,)- 'H 

re~pectively.'~ Clearly ELTRI is obtained if and only if M J s )  = 0 which is satisfied if H = 0. 
The achievement of ELTRI ties into the inherent presence of an output feedback in the 

reduced-order observer-based implementation (see Figure 3). By moving the summing junction 
ahead of the gain F we obtain an output feedback gain Q = FN,  an equivalent of the output term 
shown by the broken line of Figure 1. 

It is of particular interest to investigate the ELTRI design of a reduced-order PI observer. This 
investigation is reflected in the following result. 

Theorem 3.2 
Let the system C described by (1 1) be left-invertible, minimum phase and have all of its infinite 
zeros of order one (i.e., let CB have full rank). Then the reduced-order PI observer &,, 
described by (24), achieves ELTRI if and only if its corresponding reduced-order P observer 
ER,, described by (13), achieves ELTRI. 

Proof. The proof follows from the preliminary development of Section 2 and the fact that 
(24) has the same structure as (13). Thus, ELTRI is achieved by setting the expression for HE in 
(27) equal to zero, i.e., 

HE = S E  + LE B l =  TEB = 0 (52) 
where 

The condition (52) is similar to the condition for ELTRI with a reduced-order P observer and 
reduces to 

B, + L,B, = 0 (54) 

LIB,  = 0 (55)  

the proof. I7 
Consequently, we have L, = 0, and (54) is exactly the same as (49) with L, = L. This completes 

Next, define the loop recovery error, sensitivity recovery error, and recovery matrix for the 
reduced-order PI observer-based implementation by 

ESR(S) = STFL(s)MIR(s) 

MIR(s) = F*E(SI-DE)-'HE 

respectively, with F2,= [F2 01. Then we have the following result. 

(56) 

(57) 

Corollary 3.2 
ESR(s) = 0, and MIR(s) = 0 if and only if E,,(s) = 0, and M,,(s )  = 0. 
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Proof. The proof is obvious in view of Theorem 3.2. U 

Since Mlr(s) or M , R ( ~ )  cannot, in general, be made zero, researchers have focused attention on 
ALTRI. To this end, we may employ the full-order observer-based ALTRI techniques described in 
Section 3.1 for the reduced-order observer as well; however, we shall not further elaborate here. 

4. LQG/LTR DESIGN OF PI OBSERVERS 
As we discussed in Section 3.1, there are various observer-based LTR design techniques. We can 
classify these techniques into two categories: those involving structural changes to the basic 
observer architecture and those not. A separate publication2’ discusses this classification and the 
design methods based on smctural changes. This section derives the LTR design of PI observers 
based on the LQG method. First we shall apply the LQG method to the PI observer, and 
thereafter we shall extend the familiar LQG/LTR method for full-order P observers2’ to handle 
the PI observer case. Both the asymptotic and nonasymptotic cases will be analysed. 

4.1. LQG design 

gain K, is given simply by 
The standard LQG design method can be directly applied to the PI observer. The observer 

K , = [ z ] = - P C x E  T - 1  

where P is the positive definite solution of the algebraic Riccati equation 

with r = LTL B 0 and C B 0 being the given weighting matrices. 

A,P + PA: + I- - PC:X--IC,P = 0 

Let the Riccati solution P be partitioned as follows: 

.=[“: PI2 “‘1 p22 
then the observer gain takes the following form: 

K ,  = [Er]  = -[ :t2 $1 C-I = -[ P, 1 C T Z ’  ] 
P 12cTc-1 

Equation (61) shows that K ,  has full rank, hence time recovery is obtained, if and only if CP,,  
has full rank. 

The condition for Kl to have full rank can be derived from (59). This Riccati equation is 
equivalent to four (effectively three) equations given by 

AP,, + P,,AT+ BPT2+ P, ,BT+ P, ,CTE-’CP, ,  - LTL, = O  
AP,,  + BP22 + P,,CTC-’CP,2 - LTL,=O 

P : , C ~ c  -’CPl2 - LIL, = 0 

(62) 

(63) 

(64) 
where 
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Equation (64) implies that CP, ,  has full rank if and only if r22 = L:L2 is positive definite, i.e. iff 
L2 is injective; therefore, LQG design of a PI observer, in general, yields time recovery if the 
weighting matrix r,, is positive definite. 

4.2. LQGILTR design of PI observers for minimum phase systems 

weighting matrices r and C in (59) be given by 
Let us instead apply the LQG/LTR method to the PI observer. As in References 5 and 6 let the 

= I-,, + q2B,VBT, I-, 3 0 ,  v > o ,  o s q < =  (66) 

C=C,, c,>o (67) 
respectively. In the limit the observer gain behaves as follows: 

where 0 is an orthogonal matrix. Equation (68) shows that K ,  is zero in the limit. Hence, the PI 
observer reduces to a full-order P observer without time recovery effects. 

It is not surprising that the time recovery effect disappears in the LQG/LTR design as q tends 
to infinity. In the limit we obtain asymptotic recovery for minimum phase systems,14 hence, 
good recovery for all frequencies. The integral effect (time recovery effect), therefore, vanishes 
in the recovery process. This result can also be seen by rewriting the recovery matrix in (39) as 
follows: 

M , ( s ) =  ~F(~z-A-K,c)-~B(~z-K,c(~z-A-K,c)-~B)-~ (69) 
As q + = in (68) the P observer gain K p  behaves like the usual, full-order observer, LQG/LTR 
design gain. In the minimum phase case, the two transfer functions F(sZ - A - KpC)- IB  and 
C(sZ-A- KpC)-IB both approach zero as 4’”. Thus from (69) we see that M,(s )  also 
approaches zero. 

Another way to verify the vanishing of the time recovery effect as q + = is to examine the 
zeros of the system E,: (Ax,  B,, CJ. Since 

rank[ zZ-A -B -B : ] < n + * m  

the extended system has m extra zeros at z = 0. The LQG/LTR method asymptotically places 
m poles at the origin which cancel these m zeros. As a result the time recovery effect vanishes. 

Similar to the conclusion amved at in Theorem 3.2 for reduced-order P and PI observers, we 
do not receive any benefits by using a full-order PI observer instead of a full-order P observer in 
recovery design. This conclusion agrees with Reference 15 where it was shown that use of a 
full-order observer is always sufficient to obtain asymptotic recovery. However, asymptotic 
recovery will in general result in high observer gains.24 In practice, therefore, it is difficult to 
obtain good recovery with a limited observer gain. This limitation of the full-order P observer 
makes the PI observer interesting from a time recovery point of view. To obtain time recovery 
we do not necessarily need high gains. Motivated by this fact we derive an LTR design method 
for the PI observer which allows one to design explicitly for time recovery and frequency 
recovery (normal recovery). 

A modification of the LQG/LTR method allows for time recovery to be achieved in the limit. 
From (64) the conditions for time recovery are that r,, = L:L2 be positive definite and r 2 , / q 2  not 
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approach zero for a fixed q. These conditions can be satisfied by including a scalar parameter a 
in rZ2 such that the I observer gain is designed explicitly. We may include this a-parameter in 
rZ2 through a number of ways. The simplest way is to change B,v in the expression for r given 
by (66). Let the recovery weight be given by 

r = r o + q 2 B , v B , T ,  ro20, v > o ,  O S ~ < -  (71) 
where 

B ~ = [ : ~ ] ,  a 2  o 
The extra m poles of the PI observer are now placed at p = - a (as q + -). This property can be 
seen by considering the zeros of C,. Note that B ,  need not be given by (72). As an alternative to 
the identity matrix for the extended states, one could use any regular matrix having positive 
eigenvalues. 

To summarize the LQG/LTR design method for PI observers, we give the following theorem. 

Theorem 4.1 

following way: Let the observer gain be given by 
An LQG/LTR design of the PI observer described by (7), (8), (9) can be done in the 

K,= -PC,TE-l (73) 

(74) 

= I-, + q2B,VBg, 2 0,  v > o ,  O < q < -  (75) 

where P is the positive definite solution to 

A,P + P A f  + l- - P C f C - ' C , P = O  

with the weighting matrices r and C specified, respectively, by 

C=C,,  c,20 

in which 

and adjust the degree of time recovery and frequency recovery via the scalars a and q, 
respectively. 

For obvious reasons the scalar a is called the time recovery parameter and q, the frequency 
recovery parameter. 

4.3. LQGILTR design of PI observers for non-minimum phase systems 

In general it is impossible to obtain exact or asymptotic recovery for non-minimum phase 
 system^.'^"^ Niemann and Jannerup" and Zhang and F re~denberg~~  studied the application of 
full-order observer-based controllers for non-minimum phase systems and gave explicit forms 
of the resulting finite recovery error. 

With respect to the PI observer, we can also give an explicit expression for the recovery error as q 
approaches infinity. To derive such an expression, we need some preliminary results. First consider 
the systems C: (A,  B ,  C) and Cz: (A,  2, C) where Cz is minimum phase. Furthermore, let the 
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recovery matrix of a full-order observer-based design for C be given by (34). Now let the observer 
gain satisfy 

K -+ZW,det(W) # 0 a s q j . o  
4 

We have the following result. 

(78) 

Lemma 4.1 
Let the full-order P observer gain K satisfy (78). The limit value of M,(s )  is then given by 

M,(s )  = F ( S Z  - A ) - ~ ( B  -Z(C(SZ -A) - 'Z) -~C(SZ - A ) - ~ B )  (79) 

Proof. See Appendix B. 0 

If the two systems C and C, are related by Z = B ,  where B ,  satisfies 

G(s)= C(sZ-A)- 'B= C(sZ-A)- 'B,B,(s)= G,(s)B,(s) (80) 

M , ( s ) =  F(sZ-A) - I (B  -B ,B , ( s ) )  (81) 

we obtain a more familiar form of the limit value of the recovery matrix given by 

This result is the same as found in Reference 29. 

ways. The first method is iterativez9 and B ,  and B,(s)  are given by 
If the factorization in (80) is an all-pass factorization, B ,  and B2(s) can be calculated in two 

B;, = - 2Re(z;)5; 777 (82) 

respectively, where qi and 5; are solutions of 

and zI, z2, ..., z, are the non-minimum phase zeros of C. We further note that 

The second method is based on solving a 'dissipation inequality' which appears in singular X2 
control; see Reference 26. A B ,  for the all-pass factorization is given by: 

0 )  
(ii) 

(iii) 

AQ + QA' + B B ~  = B, ,~T,  2 o 
rank B,=rank B 

BO,) = n + normrank G(s), Vs E C+ 

for a (unique) Q B O  satisfying the above three conditions. In this case B,(s) can only be 
calculated implicitly from 

G(s) = Gm(s)Bi(s) 
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An algorithm for calculating Q and B, satisfying (i) through (iii) can be found in Reference 
13. 

Based on Lemma 4.1 and the 'quadratic matrix inequality', we now give an explicit 
expression for the recovery matrices as q -+ 00 in the LQG/LTR design of a PI observer. 

Theorem 4.2 

the recovery matrix approaches 
Let the PI observer gain K, be designed by the LQG/LTR method of Theorem 4.1. As q 4 00 

M , ( s )  =F(sZ-A)-' + Q C @ ( s ) B  

M, ( s )  = F(sZ - A)-' 

S 

or 

C@(S)  B,,, + C@(S)  B 

where B,,  satisfies 

CJSZ - A,)-'B,(~) = c,(sz - ~ 3 - l  (92) 

Proof. Using A =A,,  B = B,, F = F, and 

in Lemma 4.1, the above recovery matrix appears immediately by using the 'dissipation 
inequality' method. 0 

Note that (90) reduces to the recovery matrix in (81) when a = 0. As a direct consequence of 
Theorem 4.2 we have: 

Corollary 4.1 

Consider a PI observer with gain K, as above. Then 

M,(O) = 0 

and time recovery is obtained. 

It is important to note that the time recovery effect also appears in the non-minimum phase 
case. 

5. EXAMPLE 

For the purpose of illustration consider the following second-order plant: 

s + b  G(s) = 
s2 +4s + 3 

(93) 
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5.1. Case 1:  Minimum phase plant (b = 2) 

A minimal realization for G(s) is given by 

A = [  -3 O -4 '1, .=[:I, C = [ 2  11 (94) 

and the target design (full-state feedback) is given by U = Fx with F = [ -50 - 101. Let the 
nominal weighting matrices for the LQG/LTR design given in (66) and (67) be specified by 
ro = I and CO = 1, respectively. 

Figure 4 compares the recovery matrix M , ( s )  of an LQGILTR design of a conventional full- 
order P observer with q = loo0 to that of an LQG/LTR design of a PI observer (with q = IOOO) 
for several values of a. The main difference between the two implementations appears at low 
frequencies where the integral effect of the PI observer-based implementation yields 
significantly smaller recovery matrix gain, i.e. time recovery is obtained. 

The gain of the recovery matrix at high frequencies is independent of the selected a- 
parameter. If we increase q the norm of the P observer gain Kp increases. In the same manner 
the norm of the I observer gain Kl increases as we increase a. However, for PI implementations 
we do not need high observer gains for obtaining time recovery. 

5.2. Case 2: Non-minimum phase plant (b = -2) 

Here a minimal realization for G(s) is given by 

A = [  -3 O -4 '1, .=[:I, C = [ - 2  11 (95) 

with the same full-state feedback gain for the target design as in the minimum phase case. Since 
the non-minimum phase zero frequency (2 rad/s) is within the desired or target feedback loop 

Figure 4 
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(TFL) bandwidth (10 rad/s), we expect conventional LQG/LTR design to fail to recover the 
loop properties. However, using LQG/LTR design of a PI observer we expect some degree of 
recovery in the low-frequency range by tweaking the a-parameter. 

We apply the conventional LQG/LTR method with 4= loo0 and compare the resulting P 
observer-based design to a PI observer-based design obtained by our modified LQG/LTR 

Recovery Trrusfcr FuncciOn 

Loop Transfer Function 

mm 
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Figure 9 

phase margin (SO0) .  The improvement at low frequencies is further illustrated in Figure 7 which 
shows the disturbance rejection (at the plant input), i.e. the sensitivity functions, for the three 
implementations. It is important to note the difference between the transfer functions at low 
frequencies for the two observer implementations. In the PI observer case, the target loop is 
recovered quite well, except from the frequency range from 0.02 rad/s to 8 rad/s, whereas the 
P observer gives poor recovery for frequencies below 8 rad/s. Figures 8 and 9 show the plant 
input step responses (step applied at the plant input) with respect to plant output and controller 
output, respectively. Again, it can be seen clearly that the PI observer results in time recovery, 
i.e. exact recovery in steady state. 

6. CONCLUSION 

This paper presented the continuous time full-order and minimal-order PI observer. Both LQG 
and LQG/LTR design methods were derived for the full-order PI observer with special attention 
to the time recovery effect of the PI observer. Necessary and sufficient conditions for achieving 
LTR and time recovery in PI observer-based systems were given. 

Our analysis shows that the time recovery effect appears, in both the minimum and non- 
minimum phase cases, when standard LQG design is applied for PI observers. We also show 
that there are no advantages in using PI observers when the LTR design tend to the limit for 
minimum phase systems or when the standard LQG/LTR method is applied to non-minimum 
phase systems. Instead, the standard LQG/LTR method has been modified such that we can 
design for time recovery and frequency recovery independently. This independence makes it 
possible to obtain time recovery in LTR design. 

The LTR results presented in this paper are all obtained with respect to the plant input point. 
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When the LTR design method is applied with respect to the plant output point, the target design 
turn out to be a normal full-order observer design. The LTR step wiil then be a recovery design 
of a PI state feedback gain, i.e. the dual of a PI observer. 

ACKNOWLEDGEMENT 

This work is supported in part by the Danish Technical Research Council under grant no. 26- 
1830. 

APPENDIX A: PROOF OF THEOREM 3.1 

Since A,  is table, sF(s21 - SA, - BHC)-'B -+ 0 as s + 0 if and only if sF(sA, + BHC)-'B -+ 0 as s -+ 0 
or, equivalently, if and only if sF(s1 +A;'BHC)-'Ai'B + 0 as-13-s + 0. Only states which are both 
controllable and observable are relevant to time recovery. Hence, we can assume without loss of generality 
that the triple ( F ,  Ai'BHC, Ai'B) is both observable and controllable. Let a similarity transformation T be 
given such that 

where J, is a matrix of Jordan blocks associated with the eigenvalue 0, .f is a nonsingular matrix, and T ,  
T - I  have the associated partitionings 

T =  [Tl T2] ,  T-' =[::I 
respectively. Now we have 

Clearly sFT,(sl + J ) - ' S , A i ' B  -+ 0 .  FT,.f-'S,A;'B = 0 as s + 0. Hence, 

Because of the controllability and observability assumption on (F, Ai'BHC, A i ' B )  we have 
FT, S , A i ' B  # 0. This completes the proof. 

APPENDIX B: PROOF OF LEMMA 4.1 

M , ( s )  = F(sl  - A  - K C ) - ' B  
= ~ ( s i  - A ) - I ( I  - K C ( ~ I  - A )  -11 - 'B 
= F ( d  - A ) - ' [ I + K C ( ( s l - A ) - '  - K C ) - ' ] B  
= F(S~-A)-'[I+K(I-C(SI-A)-'K)-'C(SI-A)-']B 
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