
 
 
General rights 
Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright 
owners and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights. 
 

 Users may download and print one copy of any publication from the public portal for the purpose of private study or research. 

 You may not further distribute the material or use it for any profit-making activity or commercial gain 

 You may freely distribute the URL identifying the publication in the public portal 
 
If you believe that this document breaches copyright please contact us providing details, and we will remove access to the work immediately 
and investigate your claim. 
  
 

   

 

 

Downloaded from orbit.dtu.dk on: May 23, 2023

Flow tilt angle measurements using lidar anemometry

Dellwik, Ebba; Mann, Jakob

Published in:
Geophysical Research Abstracts

Publication date:
2010

Document Version
Publisher's PDF, also known as Version of record

Link back to DTU Orbit

Citation (APA):
Dellwik, E., & Mann, J. (2010). Flow tilt angle measurements using lidar anemometry. Geophysical Research
Abstracts, (EGU2010-11725).

https://orbit.dtu.dk/en/publications/4933487e-6084-44b1-861c-4a476431f238


Geophysical Research Abstracts
Vol. 12, EGU2010-11725, 2010
EGU General Assembly 2010
© Author(s) 2010

Flow tilt angle measurements using lidar anemometry,
Ebba Dellwik and Jakob Mann
Risø – DTU, Wind Energy Division, Denmark (ebde@risoe.dtu.dk)

A new way of estimating near-surface mean flow tilt angles from ground based Doppler lidar measurements is
presented. The results are compared with traditional mast based in-situ sonic anemometry. The tilt angle assessed
with the lidar is based on 10 or 30 minute mean values of the velocity field from a conically scanning lidar. In this
mode of measurement, the lidar beam is rotated in a circle by a prism with a fixed angle to the vertical at varying
focus distances. By fitting a trigonometric function to the scans, the mean vertical velocity can be estimated.

Lidar measurements from (1) a fetch-limited beech forest site taken at 48-175m above ground level, (2) a
reference site in flat agricultural terrain and (3) a second reference site in very complex terrain are presented.

The method to derive flow tilt angles and mean vertical velocities from lidar has several advantages com-
pared to sonic anemometry; there is no flow distortion caused by the instrument itself, there are no temperature
effects and the instrument misalignment can be corrected for by comparing tilt estimates at various heights.
Contrary to mast-based instruments, the lidar measures the wind field with the exact same alignment error at a
multitude of heights.

Disadvantages with estimating vertical velocities from a lidar compared to mast-based measurements are
slightly increased levels of statistical errors due to limited sampling time, because the sampling is disjunct and a
requirement for homogeneous flow. The estimated mean vertical velocity is biased if the flow over the scanned
circle is not homogeneous. However, the error on the mean vertical velocity due to flow inhomogeneity can be
approximated by a function of the angle of the lidar beam to the vertical, the measurement height and the vertical
gradient of the mean vertical velocity, whereas the error due to flow inhomogeneity on the horizontal mean wind
speed is independent of the lidar beam angle. For the presented measurements over forest, it is evaluated that the
systematic error due to the inhomogeneity of the flow is less than 0.2 degrees.

Other possibilities for utilizing lidars for flow tilt angle and mean vertical velocities are discussed.


