Molybdenum Based Perovskite Electrodes for Solid Oxide Cells

Graves, Christopher R.; Reddy Sudireddy, Bhaskar; Mogensen, Mogens Bjerg

Published in: Meeting Abstracts - Electrochemical Society

Publication date: 2010

Document Version: Publisher's PDF, also known as Version of record

Link back to DTU Orbit


General rights
Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright owners and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights.

- Users may download and print one copy of any publication from the public portal for the purpose of private study or research.
- You may not further distribute the material or use it for any profit-making activity or commercial gain
- You may freely distribute the URL identifying the publication in the public portal

If you believe that this document breaches copyright please contact us providing details, and we will remove access to the work immediately and investigate your claim.
Recently, molybdenum-based double-perovskites, e.g. Sr₂MgMoO₆, were shown to have high performance for H₂ and CH₄ oxidation as anodes for solid oxide fuel cells, due to high electrocatalytic activity of the mixed valence Mo⁵⁺/Mo⁶⁺ and/or mixed ionic and electronic conductivity [1-3]. In this work, these materials are further studied, along with new compositions of molybdate double-perovskites and other perovskites with high B-site Mo content which have not been previously studied as electrode materials. We have also included W instead of Mo for a few compositions; based on the similarity of these elements, tungsten is expected to exhibit similar behavior for many properties. In addition to investigating basic material properties, the materials were studied in solid oxide cell negative-electrodes – both for fuel cell operation and for electrolysis operation.

The compounds were synthesized by solid state reaction. The phase and microstructure were characterized by X-ray diffraction, scanning electron microscopy, and energy dispersive X-ray spectroscopy. Using sintered bars, the electrical conductivity of the materials was measured with varying temperature and isothermally with varying oxygen partial pressure (pO₂). When changing the pO₂ and then going back to the prior pO₂, the reversibility of the conductivity measurements gave an indication about the stability of the materials (e.g. see Figure 1). Phase and microstructural analyses were also carried out after the conductivity measurements. Finally, the most promising compounds were tested as electrodes on yttria-stabilized zirconia electrolytes. Electrochemistry measurements included impedance spectroscopy and anodic and cathodic polarization curves (vs a reference electrode) in mixtures of H₂/H₂O and CO/CO₂ at varying temperature from 650-900 °C.

Our results explain some unexplained phenomena from literature about the double perovskites. In general, Mo needs a partner to be stabilized against reduction to metal in the reducing atmospheres present at the negative-electrode, but it does not necessarily need to be a double-perovskite – we found other Mo-rich compounds which are also stable. Redox stability of the various B-site Mo compounds will also be discussed. This study has identified some promising new materials for use in solid oxide cell negative-electrodes.

---

**Figure 1.** Isothermal electrical conductivity measurement with varying pO₂ of one of the compositions. One point was measured every 3 minutes and the color of the points changes from black to light gray with time.